
 

 

                                                                        

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Bulk encoding RFID tunnel Product Specification 



 

 

                                                                        

 

一、Specification 

Main performance indicators 

Model CK-TP2-PD 

Operating System Windows 11 Enterprise Edition 

Configure CPU Intel Core l5/ RAM 8G/ Hard disk 256GBSSD 

Screen 14-inch capacitive touch screen 

14-Screen resolution: 1920×1080P 

USB port *2 

RFID protocol standard ISO 18000-6C 

RFID Frequency 902-928MHz FCC 

RFID READER type IMPINJ R700 

Input power of RFID Reader 33dbm±1dbm 

RFID antenna RFID antenna position adjustable to fit various sizes of 

boxes 

Conveyor Speed Default 20m/min, up to 30m/min, speed adjustable 

Conveyor load bearing Up to 10kg 

Read efficiency 3~5 boxes/min 

Number of read/write tags Up to 300 pcs / box 

Reading speed Within 5 seconds (depends on tag qty inside box) 

Shield Door open / close speed 1.2 sec. 

  Physical indicators 

Overall size (W*H*D) 560mm*1470mm*3546mm 

Internal space (W*H*D) 320mm*350mm*516mm 



 

 

                                                                        

 

Maximum box size (W*H*D) 300mm*340mm*500mm 

Operating temperature -10℃ — 40℃ 

Storage temperature -20℃ — 60℃ 

Power supply AC 100~110V, American plug 

Operating power Maximum 600W 

Main metal material 1. 1.2mm thick carbon steel plate material 

2. The surface is painted with baking paint, and the whole 

is treated with corrosion prevention and rust 

prevention. 

 

二、Overall size 

 

 

 



 

 

                                                                        

 

 

 

 

FCC WARNING 

Adjustable bracket 

260*260*35mm antenna 

260*260*35mm antenna 

Plastic roller 

USB port *2 



 

 

                                                                        

 

This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may 

not cause harmful interference, and (2) this device must accept any interference received, including interference that may 

cause undesired operation. 

Any changes or modifications not expressly approved by the party responsible for compliance could void the user's authority 

to operate the equipment. 

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of 

the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential 

installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in 

accordance with the instructions, may cause harmful interference to radio communications. 

However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause 

harmful interference to radio or television reception, 

which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by 

one or more of the following measures: 

-- Reorient or relocate the receiving antenna. 

-- Increase the separation between the equipment and receiver. 

-- Connect the equipment into an outlet on a circuit different from that to which the 

receiver is connected. 

-- Consult the dealer or an experienced radio/TV technician for help. 

To maintain compliance with FCC’s RF Exposure guidelines, This equipment should be installed and operated with minimum 

20cm distance between the radiator and your body: Use only the supplied antenna. 

 


