+ Labeling
Material of the Marking Label
Lintec Corporation
Base sheet: PETWH(A)-1310-RA4
Base adhesive: PAT1 (Strong adhesive)
Laminate: PET16-1110R4A
Laminate adhesive: PL Thin
Ink color: Black

ANSI/AAMI ES 60601-1 : 2005/(R)2012 and A1 : 2012 A2:2021

7.1.3

[Test Condition]

Marking rubbed by hand, first for 15 s with a cloth rag soaked with distilled water, then
for 15 s with a cloth rag soaked with ethanol 96%, and then for 15 s with a cloth rag
soaked with isopropyl alcohol.

[Result]

Pass
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LX-1300F

LX-1000 Series ECG, Respiration and Sp02 Transmitter LX-1300
MODEL LX-1300 TYPE LX-1300F | ID FA

INT

LR6x2 or HR6x2 or FR6x2

[SH] xxxxxxxx sp®

FCC 1D:DV8LX13001 &
Contains FGC ID:SQGBL652 us

The size of the product is small, and it is difficult to secure a space on the product to describe
the full text of the description requirement of §95.2393.
Since the notation on the product is not realistic, the note of the description requirement is

described in the user manual.
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LX-1300N

LX-1000 Series ECG, Respiration and Sp02 Transmitter LX-1300
MODEL LX-1300 TYPE LX-1300N | ID FA

INT

LR6x2 or HR6 %2 or FR6x2

[SN] xxxxxxxx s p®

FCC ID:DV8LX13001 &
Contains FCC ID:SQGBL652 us

The size of the product is small, and it is difficult to secure a space on the product to describe

the full text of the description requirement of §95.2393.

Since the notation on the product is not realistic, the note of the description requirement is

described in the user manual.
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