ORLAB
M 3 REPORT No. : SZ20120341W04

-

TEST REPORT

APPLICANT . Nortek Security & Control LLC
PRODUCT NAME . Edge Panel

MODEL NAME . 2GIG-EDG-NA-A

BRAND NAME . 2GIG

FCCID . EF400216

STANDARD(S) . 47 CFR Part 15 Subpart C
RECEIPT DATE : 2020-12-24

TEST DATE : 2021-01-11 to 2021-01-17
ISSUE DATE : 2021-01-29

Edited by: P W M-b

Peng‘l&i (Rapporteur)

Perd e

Peng Huarui (Supervisor)

Approved by:

NOTE: This document is issued by MORLAB, the test report shall not be reproduced except in full without prior written permission of the
company. The test results apply only to the particular sample(s) tested and to the specific tests carried out which is available on request for
validation and information confirmed at our website.

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525 ELEEE
M O R LA B FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road, »
Block67, BaoAn District, ShenZhen , GuangDong Province, P. R. China Hittp://www.morlab.cn E-mail: service@morlab.cn Fois

Page 1 of 82


Administrator
彭华睿（英）

Administrator
me


ORLAB
LU 3 REPORT No. : SZ20120341W04

-

DIRECTORY

L. TECHNICAl INFOIIMIALION -+ v v crrremreenetent ettt ettt et et e e ettt e e et e e nenees 3
1.1. Applicant and Manufacturer INfOrMation ««««««« -« rrreememraiiiii 3
1.2. Equipment Under Test (EUT) DESCIIPLION «+«xxxxxxeerrermunnaaiiiiiiieiiiiiiaeeeeeins 3
1.3. The Channel NUMbEer and Fr@QUENCY «----rxrrerrrrrrmmminiiiiiiiee i 4
1.4, Test StaNdards And RESUITS ««««««xrrrereeentmmummtnantt ettt 5
1.5, ENVIrONMENTAl CONOITIONS ++crrerrerreneennaneannaneateatttaatetet ettt ateaaeaeeaeenens 6
2. A7 CFR Part 15C REQUITEMENES «+xxrrrsnrerrrmttnnaaiittiii it 7
2.1, ANtENNA REGUIFEMENT - rrrrrrmmrnnnnaa ettt 7
2.2, HOPPING MECHRANISI -+ rvemreneiiiitiiie e 8
2.3. Number of HOPPING FrEQUENCY -« -+ rrrrrrrmrmmmiiiiaa e 9
2.4. DUty CyCle Of TESt SIGNal -« -« erreermmmaririiiia i 12
2.5. Maximum Peak Conducted OULPUL POWET ««««««xxreermrsaaaiaiiiiiiiii e 13
2.6. Maximum Average Conducted OULPUL POWET «--«xvvevrrrremmiiiaiiiiieiiin 20
2.7, 200B BaANGWIGTN «+ v eerenemenetanttanee ettt et e et 22
2.8. Carried FreqUeNCy SEPAration «««« -« s rrremmmummrmiiiiaiiiii e 29
2.9. Time of Occupancy (DWell tIME) ««««««xerrrrrmmniaiiiiiie i 32
2.10. Conducted SPUrioUS EMISSIONS «««rxxxerrrrrmmnaiiiiiiiaiiii e 39
2 11, CONAUCEET EMISSION v+ v renrrenenaneneanae ettt et ettt et et et e et e anenenens 52
2.12. Restricted FrequenCy BanGs «««««« - rrrrrrrmmmmmmiiia e 56
2 13 RAIATEA ETTIISSION ++ v v v eereereenemnemnentuetatet ettt ettt ettt eae s 66
ANNEX A TESt UNCEITAINLY «-rrvvvnvreerrrrrreetmtiii e 79
Annex B Testing Laboratory INfOrMation «««««« -« reerremmmiiimieiiii 80
Change History
Version Date Reason for change
1.0 2021-01-29 First edition
MORL/AB  fiis suidnga, Fetvang Sconce Pk, o LongCrang Rosd, e pe TS sReNEEs P RoTevaneeneee
Block67, BaoAn District, Shenzhen , GuangDong Province, P. R. China Hitp://www.morlab.cn E-mail: service@morlab.cn

Page 2 of 82



¥ [/ORLAB)
-

1. Technical Information

REPORT No. : SZ20120341W04

Note: Provide by applicant.

1.1.Applicant and Manufacturer Information

Applicant: Nortek Security & Control LLC
Applicant Address: 5919 Sea Otter Place, Carlsbad, CA 92010, United States
Manufacturer: Flextronics Electronics Technology (Shenzhen) Co., Ltd

89 Yong Fu Road, Tong Fu Yu Industrial Park, Fu Yong Town, Bao

Manufacturer Address: L .
! ) An District, Shenzhen, Guangdong, 518103, China

1.2.Equipment Under Test (EUT) Description

Product Name: Edge Panel

Serial No.: (N/A, marked #1 by test site)
Hardware Version: A

Software Version: 0

Equipment Type: Bluetooth classic

Bluetooth Version: 4.2

FHSS (GFSK(1Mbps),1/4-DQPSK(EDR 2Mbps),
8-DPSK(EDR 3Mbps))
Operating Frequency Range: | 2402MHz — 2480MHz

Modulation Type:

Antenna Type: FPC Antenna
Antenna Gain: 3.13dBi
Battery
Brand Name: Highpower
Model No.: 115150
Serial No.: (N/A, marked #1 by test site)
Accessory Information: Capacity: 4020mAh
Rated Voltage: 3.80V
Charge Limit: 4.40V
Huizhou Highpower Technolo
Manufacturer: Co..LTD. anp oy
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M O R LA B FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,

Block67, BaoAn District, Shenzhen , GuangDong Province, P. R. China Hittp://www.morlab.cn E-mail: service@morlab.cn

Page 3 of 82



LUORLAB}

-

REPORT No. : SZ20120341W04

Accessory Information:

Adaptor

Brand Name: ZBPOWER

Model No.: ZB-H140017

Serial No.: (N/A, marked #1 by test site)

Rated Output: 14.00V=1.70A

Rated Input: 100-240V~50/60Hz, Max 0.6A
Manufacturer: Huizhou Zhong bang electronics co., Itd.

Note 1: We use the dedicated software to control the EUT into the test mode, and then use
MT8852B base station to control the EUT continuous transmission.

Note 2: For a more detailed description, please refer to Specification or User’'s Manual supplied by
the applicant and/or manufacturer.

1.3.The Channel Number and Frequency

Channel Frequency Channel Frequency Channel Frequency Channel Frequency

(MHz) (MH2z) (MH2z) (MH2z)
0 2402 20 2422 40 2442 60 2462
1 2403 21 2423 41 2443 61 2463
2 2404 22 2424 42 2444 62 2464
3 2405 23 2425 43 2445 63 2465
4 2406 24 2426 44 2446 64 2466
5 2407 25 2427 45 2447 65 2467
6 2408 26 2428 46 2448 66 2468
7 2409 27 2429 47 2449 67 2469
8 2410 28 2430 48 2450 68 2470
9 2411 29 2431 49 2451 69 2471
10 2412 30 2432 50 2452 70 2472
11 2413 31 2433 51 2453 71 2473
12 2414 32 2434 52 2454 72 2474
13 2415 33 2435 53 2455 73 2475
14 2416 34 2436 54 2456 74 2476
15 2417 35 2437 55 2457 75 2477
16 2418 36 2438 56 2458 76 2478
17 2419 37 2439 57 2459 77 2479
18 2420 38 2440 58 2460 78 2480
19 2421 39 2441 59 2461

Note 1: The Lowest Channel 0, Middle 39 and Highest 78 were selected for test in the report.

MORLAB
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1.4.Test Standards and Results

REPORT No. : SZ20120341W04

The objective of the report is to perform testing according to 47 CFR Part 15 Subpart C for the EUT

FCC ID Certification:

No. | ldentity Document Title
1 47 CFR Part 15 Radio Frequency Devices
Test detailed items/section required by FCC rules and results are as below:
Method
. - Test . .
No. | Section Description Test Date ) Result | Determination
Engineer
/Remark
Antenna L
1 |15.203 _ N/A N/A PASS No deviation
Requirement
15.247(a)1 | Hoppin
2 @ PP g N/A N/A PASS No deviation
15.247(h) | Mechanism
Number of
3 | 15.247(a) | Hopping Jan 14, 2021 Liu Bo PASS No deviation
Frequency
4 | N/A Duty Cycle Jan 14, 2021 Liu Bo PASS No deviation
Maximum Peak
5 |15.247(b) | Conducted Output | Jan 14, 2021 Liu Bo PASS No deviation
Power
Maximum Average
6 | 15.247(b) | Conducted Output | Jan 14, 2021 Liu Bo PASS No deviation
Power
7 | 15.247(a) | 20dB Bandwidth Jan 12, 2021 Liu Bo PASS No deviation
Carrier Frequency ) L
8 | 15.247(a) ) Jan 14, 2021 Liu Bo PASS No deviation
Separation
Time of
9 | 15.247(a) | Occupancy Jan 14, 2021 Liu Bo PASS No deviation
(Dwell time)
Conducted . L
10 | 15.247(d) _ . Jan 14, 2021 Liu Bo PASS No deviation
Spurious Emission
Conducted , L
11 | 15.207 . Jan 17, 2021 | Huang Zhiye | PASS No deviation
Emission
Restricted _ L
12 | 15.247(d) Jan 16, 2021 | Peng Xuewei | PASS No deviation
Frequency Bands
15.209, Radiated . i
13 . Jan 11, 2021 | Peng Xuewei | PASS No deviation
15.247(d) | Emission
SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
M O R LAB FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,
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Note 1: The tests were performed according to the method of measurements prescribed in ANSI
C63.10-2013 and KDB558074 D01 vO5r02.

Note 2: The path loss during the RF test is calibrated to correct the results by the offset setting in
the test equipments. The Ref offset 1.5dB means the cable loss is 1.5dB.

Note 3: Additions to, deviation, or exclusions from the method shall be judged in the "method
determination” column of add, deviate or exclude from the specific method shall be explained in
the "Remark" of the above table.

Note 4: When the test result is a critical value, we will use the measurement uncertainty give the
judgment result based on the 95% risk level.

REPORT No. : SZ20120341W04

1.5.Environmental Conditions

During the measurement, the environmental conditions were within the listed ranges:

Temperature (°C): 15-35
Relative Humidity (%): 30-60
Atmospheric Pressure (kPa): 86-106
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2.47 CFR Part 15C Requirements

REPORT No. : SZ20120341W04

2.1.Antenna Requirement

2.1.1. Applicable Standard

According to FCC 15.203, an intentional radiator shall be designed to ensure that no antenna
other than that furnished by the responsible party shall be used with the device. The use of a
permanently attached antenna or of an antenna that uses a unigue coupling to the intentional
radiator shall be considered sufficient to comply with the provisions of this section.

2.1.2. Result: Compliant

The EUT has a permanently and irreplaceable attached antenna. Please refer to the EUT internal
photos.

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
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2.2.Hopping Mechanism

REPORT No. : SZ20120341W04

2.2.1. Requirement

According to FCC 815.247(a)(1),a frequency hopping spread spectrum system shall hop to
channel frequencies that are selected at the system hopping rate from a pseudo randomly ordered
list of hopping frequencies. Each frequency must be used equally on the average by each
transmitter. The system receivers shall have input bandwidths that match the hopping channel
bandwidths of their corresponding transmitters and shall shift frequencies in synchronization with
the transmitted signals.

According to FCC 8§15.247(h), the incorporation of intelligence within a frequency hopping spread
spectrum system that permits the system to recognize other users within the spectrum band so
that it individually and independently chooses and adapts its hopsets to avoid hopping on occupied
channels is permitted. The coordination of frequency hopping systems in any other manner for the
express purpose of avoiding the simultaneous occupancy of individual hopping frequencies by
multiple transmitters is not permitted.

2.2.2. Result: Compliant

The hopping mechanism of the EUT is in compliance with the document "Bluetooth core
specification v5.1".

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
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2.3.Number of Hopping Frequency

REPORT No. : SZ20120341W04

2.3.1. Requirement

According to FCC 815.247(a)(1)(ii)), frequency hopping systems operating in the 2400MHz to
2483.5MHz bands shall use at least 15 hopping frequencies.

2.3.2. Test Description

Test Setup:
Bluetooth EUT
Test Set Coupler
= Laptop
Spectrum \\
Analyzer (Bluetooth Module)

The Bluetooth Module of the EUT is coupled to the Spectrum Analyzer (SA) and the Bluetooth Test
Set through the coupler; the RF load attached to the EUT antenna terminal is 500hm; the path loss
as the factor is calibrated to correct the reading.

2.3.3. Test Procedure

The EUT must have its hopping function enabled. Use the following spectrum analyzer settings:
Span = the frequency band of operation

RBW = 1% of the span

VBW = RBW

Sweep = auto

Detector function = peak

Trace = max hold

Allow the trace to stabilize

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
M O R LA B FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,
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2.3.4. Test Result

The Bluetooth Module operates at hopping-on test mode; the frequencies number employed is
counted to verify the Module’s using the number of hopping frequency.
A. Test Verdict:

Frequency Block S .
Test Mode Measured Channel Numbers Min. Limit Verdict
(MHz)
GFSK 2400 - 2483.5 79 15 PASS
/4-DQPSK 2400 - 2483.5 79 15 PASS
8-DPSK 2400 - 2483.5 79 15 PASS
B. Test Plot:
Agilent Spectrum Analyzer - Swept SA
W Marker
Marker 2 A 78.952500000 MHz ) Avg Type: Log-Pwr
) Trig:Free Run Avg|Hold:>100/100
IFGain:Low | Atten: 20 dB ¥ selectMarker
AMKr2 78.952 5 MHz 2
Ref Offset 1.5 dB
Ri.f 115.e50 dBm -0.669 dB| J——
n Normal
2A1
v [
Delta
|
Fixedl>
|
Off
—
Properties»
[
More
Stop 248350 GHz e
#VBW 300 kHz Sweep 1.133 ms (1001 pts) _
(GFSK)
SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
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Agilent Spectrum Analyzer - Swept SA
bo | 509
Marker 2 A 79.119500000 MHz

Ref Offset 1.5 dB
Ref 11.50 dBm

IFGain:Low

) Trig: Free Run
Atten: 20 <B

#VBW 300 kHz

Avg Type: Log-Pwr

AMKr2 79.119 § MHz
-1.264 dB

Stop 2.48350 GHz

Marker

Select Marker.

‘M

Normal

=}
o
=
1)

Fixedl>

Of

2

|

Properties»

s §
N

Sweep 1.133 ms (1001 pts) _

STATUS

(T7/4-DQPSK)

Agilent Spectrum Analyzer - Swept SA

Marker 2 A 79.119500000 MHz

I N =TT

PNO: Fast )
IFGain:Low

Al Jan 14, 2021

Trig: Free Run
Atten: 20 dB

Avg Type: Log-Pwr

Ref Offset 1.5 dB
Ref 11.50 dBm

Start 2.40000 GHz
#Res BW 300 kHz

#VBW 300 kHz

AMkr2 79.119 § MHz

0.120 dB

Stop 2.48350 GHz

Sweep 1.133 ms (1001 pts) _

TracelDetector

Select Trace

=
v

Clear Write

Trace Average

Max Hold

Min Hold

|

ViewBIank.
Trace On

s F
@ a

STATUS

(8- DPSK)

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd.

MORLAB

FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,
Block67, BaoAn District, ShenZhen , GuangDong Province, P. R. China

Tel: 86-755-36698555

Http://www.morlab.cn

Fax: 86-755-36698525

E-mail: service@morlab.cn

Page 11 of 82



¥ [/ORLAB)

-

2.4.Duty Cycle of Test Signal

REPORT No. : SZ20120341W04

2.4.1. Requirement

Preferably, all measurements of maximum conducted (average) output power will be performed
with the EUT transmitting continuously (i.e., with a duty cycle of greater than or equal to
98%).When continuous operation cannot be realized, then the use of sweep triggering/signal
gating techniques can be used to ensure that measurements are made only during transmissions
at the maximum power control level. Such sweep triggering/signal gating techniques will require
knowledge of the minimum transmission duration(T) over which the transmitter is on and is
transmitting at its maximum power control level for the tested mode of operation. Sweep
triggering/signal gating techniques can then be used if the measurement/sweep time of the
analyzer can be set such that it does not exceed T at any time that data are being acquired (i.e.,no
transmitter OFF-time is to be considered).

When continuous transmission cannot be achieved and sweep triggering/signal gating cannot be
implemented, alternative procedures are provided that can be used to measure the average power;
however, they will require an additional measurement of the transmitter duty cycle (D). Within this
sub clause, the duty cycle refers to the fraction of time over which the transmitter is ON and is
transmitting at its maximum power control level. The duty cycle is considered to be constant if
variations are less than +2%; otherwise, the duty cycle is considered to be nonconstant.

2.4.2. Test Description

Test Setup:

N\

1
E oo - O
— — Attenuator

Spectrum Analyzer EUT

—{

Laptop

ANSI C63.10 2013 Clause 11.6 was used in order to prove compliance.

2.4.3. Test Result

Test Mode Duty Cycle (%) Duty Factor
(D) (10*g[1/D])
GFSK 76.82 115
T/4-DQPSK 77.07 113
8-DPSK 77.07 113
SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
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2.5.Maximum Peak Conducted Output Power

REPORT No. : SZ20120341W04

2.5.1. Requirement

According to FCC 815.247(b)(1), for frequency hopping systems that operates in the 2400MHz to
2483.5MHz band employing at least 75 hopping channels, the maximum peak output power of the
intentional radiator shall not exceed 1Watt. For all other frequency hopping systems in the
2400MHz to 2483.5MHz band, it is 0.125Watts.

2.5.2. Test Description

Test Setup:
Bluetooth EUT
Test Set Coupler
2 Laptop
Spectrum \\
Analyzer (Bluetooth Module)

The Bluetooth Module of the EUT is coupled to the Spectrum Analyzer (SA) and the Bluetooth Test
Set through the coupler; the RF load attached to the EUT antenna terminal is 500hm; the path loss
as the factor is calibrated to correct the reading.

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
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2.5.3. Test Result

REPORT No. : SZ20120341W04

The Bluetooth Module operates at hopping-off test mode.The lowest, middle and highest channels
are selected to perform testing to verify the conducted RF output peak power of the module.

GFSK Mode

A. Test Verdict:

Frequency Measured Output Peak Power Limit _
Channel Verdict
(MH2z) dBm W dBm w
0 2402 5.34 0.003 PASS
39 2441 5.74 0.004 20.96 | 0.125 PASS
78 2480 5.52 0.004 PASS
B. Test Plot:

k|
Center Fre

Agilent Spectrum Analyzer - Swept SA
[ i lsna ac | ]

q 2.402000000 GHz
PHO: Fast )
IFGain:Low

MALIGN OFF

Trig: Free Run
Atten: 30 dB

Avg Type: Log-Pwr
Avg[Hold:> 100100

Ref Offset 1.5 dB
Ref 20.00 dBm

Center 2.402000 GHz
#Res BW 1.5 MHz

#V/BW 5.0 MHz

Mkr1 2.402 165 GHz
5.336 dBm

Span 5.000 MHz
Sweep 1.000 ms (1001 pts)

=
v

TracelDetector

Select Trace

Clear Write

Trace Average

Max Hold

Min Hold

|

View Blank
Trace On

STATUS

MORLAB
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rum Analyzer - Swept SA

RF 50 @ N ALIGN OFF

Avg Type: Log-Pwr

Center Freq 2.441000000 GHz
Avg|Hold:> 100100

IFGain:Low

) Trig: Free Run
Atten: 30 <B

Ref Offset 1.5 dB
Ref 20.00 dBm

Center 2.441000 GHz

Res BW 1.5 MHz #VBW 5.0 MHz

Mkr1 2.441 160 GHz

§.742 dBm

Span 5.000 MHz

Sweep 1.000 ms (1001 pts)

Frequency

Auto Tune

Center Freq
2.441000000 GHz

StartFreq
2.438500000 GHz

Stop Freq
2.443500000 GHz

CF Step
500.000 kHz

Auto Man

Freq Offset
0Hz

MSG STATUS

(GFSK, Channel 39, 2441MHz)

Agilent Spectrum Analyzer - Swept SA

T =TT

N ALIGN OFF

AMJan 14, 2021

Avg Type: Log-Pwr
Avg|Hold:>100/100

req 2.480000000 GHz
PNO: Fast )
IFGain:Low

Trig: Free Run
Atten: 30 dB

Ref Offset 1.5 dB
Ref 20.00 dBm

Center 2.480000 GHz
#Res BW 1.5 MHz

#VBW 5.0 MHz

Mkr1 2.479 850 GHz

5.524 dBm

Span 5.000 MHz

Sweep 1.000 ms (1001 pts)

Frequency

Auto Tune

Center Freq
2.480000000 GHz

StartFreq
2.477500000 GHz

Stop Freq
2.482500000 GHz

CF Step
500.000 kHz
uto Man

Freq Offset
0Hz

MSG STATUS

(GFSK, Channel 78, 2480MHz)

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd.
FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,
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m/4-DQPSK Mode
A. Test Verdict:

Frequency Measured Output Peak Power Limit _
Channel Verdict
(MHz) dBm w dBm W

0 2402 4.78 0.003 PASS

39 2441 4.94 0.003 20.96 | 0.125 PASS

78 2480 4.72 0.003 PASS
B. Test Plot:

MORLAB

Agilent Spectrum Analyzer - Swept SA

7/ I
Center Freq 2.402000000 GHz

PNO: Fast ()

IFGain:Low

Ref Offset 1.6 dB
Ref 20.00 dBm

Center 2.402000 GHz
#Res BW 1.5 MHz

A\ ALIGN OFF 10:58:07 AM Jan 14, 2021

Trig: Free Run
Atten: 30 dB

#VBW 5.0 MHz

Avg Type: Log-Pwr

Avg|Hold:>100/100 N

Mkr1 2.401 890 GH
4.780 dBm

Span 5.000 MHz
Sweep 1.000 ms (1001 pts)

STATUS

Frequency

(r/4-DQPSK,Channel 0, 2402MHz)

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd.
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REPORT No. : SZ20120341W04

rum Analyzer - Swept SA
RF 50 @

Center Freq 2.441000000 GHz

Ref Offset 1.5 dB
Ref 20.00 dBm

Center 2.441000 GHz
#Res BW 1.5 MHz

IFGain:Low

MALIGN OFF

) Trig: Free Run
Atten: 30 <B

#VBW 5.0 MHz

Avg Type: Log-Pwr
Avg|Hold:>100/100

Mkr1 2.440 860 GHz

4.940 dBm

Span 5.000 MHz

Sweep 1.000 ms (1001 pts)

Frequency

Auto Tune

Center Freq
2.441000000 GHz

StartFreq
2.438500000 GHz

Stop Freq
2.443500000 GHz

CF Step
500.000 kHz
Auto Man

Freq Offset
0Hz

STATUS

(1/4-DQPSK,Channel 39, 2441MHz)

Agilent Spectrum Analyzer - Swept SA

T =TT
req 2.480000000 GHz
PNO: Fast )
IFGain:Low

N ALIGN OFF

AMJan 14, 2021

Trig: Free Run
Atten: 30 dB

Avg Type: Log-Pwr
Avg|Hold:>100/100

Ref Offset 1.5 dB
Ref 20.00 dBm

Center 2.480000 GHz
#Res BW 1.5 MHz

#VBW 5.0 MHz

Mkr1 2.480 095 GHz

4.717 dBm

Span 5.000 MHz

Sweep 1.000 ms (1001 pts)

TracelDetector

Select Trace

=
v

Clear Write

Trace Average

Max Hold

Min Hold

|

ViewBIank.
Trace On

More

-
o

S
w

STATUS

(T1/4-DQPSK,Channel 78, 2480MH2z)

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd.
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8-DPSK Mode

A. Test Verdict:

REPORT No. : SZ20120341W04

Frequency Measured Output Peak Power Limit _
Channel Verdict
(MHz) dBm w dBm W
0 2402 511 0.003 PASS
39 2441 5.28 0.003 20.96 | 0.125 PASS
78 2480 5.01 0.003 PASS
B. Test Plot:

MORLAB

Agilent Spectrum Analyzer - Swept SA

SO AC

o I
Marker 1 2.401945000000 GHz

Ref Offset 1.6 dB
Ref 20.00 dBm

Center 2.402000 GHz

Res BW 1.5 MHz

ANALIGN OFF

 Trig: Free Run

PNO: Fast O,
" Atten: 30 4B

IFGain:Low

#VBW 5.0 MHz

Avg Type: Log-Pwr
Avg[Hold:> 1001100

Mkr1 2.401 945 GHz
5.112 dBm

Span 5.000 MHz
Sweep 1.000 ms (1001 pts)

Peak Search

Peak Criteria»>

Peak Table »

Continuous
Peak Search
on

Pk-Pk Search

Min Search

More
20f2

STATUS

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd.
FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,
Block67, BaoAn District, ShenZhen , GuangDong Province, P. R. China

(8-DPSK,Channel 0, 2402MHz)
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rum Analyzer - Swept SA

RF 50 @ N ALIGN OFF

Avg Type: Log-Pwr

Center Freq 2.441000000 GHz
Avg|Hold:> 100100

IFGain:Low

) Trig: Free Run
Atten: 30 <B

Ref Offset 1.5 dB
Ref 20.00 dBm

Center 2.441000 GHz

Res BW 1.5 MHz #VBW 5.0 MHz

Mkr1 2.440 980 GHz

5.282 dBm

Span 5.000 MHz

Sweep 1.000 ms (1001 pts)

Frequency

Auto Tune

Center Freq
2.441000000 GHz

StartFreq
2.438500000 GHz

Stop Freq
2.443500000 GHz

CF Step
500.000 kHz

Auto Man

Freq Offset
0Hz

MSG STATUS

(8-DPSK, Channel 39, 2441MHz)

Agilent Spectrum Analyzer - Swept SA

T =TT

N ALIGN OFF

AMJan 14, 2021

Avg Type: Log-Pwr
Avg|Hold:>100/100

req 2.480000000 GHz
PNO: Fast )
IFGain:Low

Trig: Free Run
Atten: 30 dB

Ref Offset 1.5 dB
Ref 20.00 dBm

Center 2.480000 GHz
#Res BW 1.5 MHz

#VBW 5.0 MHz

Mkr1 2.479 950 GHz

5.013 dBm

Span 5.000 MHz

Sweep 1.000 ms (1001 pts)

Frequency

Auto Tune

Center Freq
2.480000000 GHz

StartFreq
2.477500000 GHz

Stop Freq
2.482500000 GHz

CF Step
500.000 kHz
uto Man

Freq Offset
0Hz

MSG STATUS

(8-DPSK, Channel 78, 2480MHz)

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd.
FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,
Block67, BaoAn District, ShenZhen , GuangDong Province, P. R. China
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2.6.Maximum Average Conducted Output Power

REPORT No. : SZ20120341W04

2.6.1. Requirement

According to FCC section 15.247(b)(3), for systems using digital modulation in the 902-928 MHz,
2400-2483.5 MHz, and 5725-5850 MHz bands: The maximum average conducted output power of
the intentional radiator shall not exceed 1 Watt.

2.6.2. Test Description

The measured output power was calculated by the reading of the USB Wideband Power Sensor
and calibration.

Test Setup:
Bluetooth EUT
Test Set Coupler
2 Laptop
Spectrum \\
Analyzer (Bluetooth Module)

The Bluetooth Module of the EUT is coupled to the Spectrum Analyzer (SA) and the Bluetooth Test
Set through the coupler; the RF load attached to the EUT antenna terminal is 500hm; the path loss
as the factor is calibrated to correct the reading.

2.6.3. Test Procedure

KDB 558074 Section 8.3.2 was used in order to prove compliance.

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525

M O R LA B FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,

Block67, BaoAn District, Shenzhen , GuangDong Province, P. R. China Hittp://www.morlab.cn E-mail: service@morlab.cn
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2.6.4. Test Result

REPORT No. : SZ20120341W04

The Bluetooth Module operates at hopping-off test mode. The lowest, middle and highest channels
are selected to perform testing to verify the conducted RF output peak power of the module.

GFSK Mode
Average Power
Frequenc Duty Factor Limit Verdict
Channel g y Measured Duty Y
(MHz) Calculated
Factor
dBm dBm W dBm W
0 2402 4.09 5.24 0.003 PASS
39 2441 4.47 1.15 5.62 0.004 | 20.96 | 0.125 | PASS
78 2480 4.26 5.41 0.003 PASS
mw/4-DQPSK Mode
Average Power
Frequency Duty Factor Limit Verdict
Channel Measured Duty
(MHz) Calculated
Factor
dBm dBm W dBm W
0 2402 1.00 2.13 0.002 PASS
39 2441 1.24 1.13 2.37 0.002 | 20.96 | 0.125 | PASS
78 2480 1.05 2.18 0.002 PASS
8-DPSK Mode
Average Power
Frequency Duty Factor Limit Verdict
Channel Measured Duty
(MHz) Calculated
Factor
dBm dBm W dBm W
0 2402 1.07 2.20 0.002 PASS
39 2441 1.24 1.13 2.37 0.002 | 20.96 | 0.125 | PASS
78 2480 1.17 2.30 0.002 PASS
SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
M O R LAB FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,

Block67, BaoAn District, Shenzhen , GuangDong Province, P. R. China Hittp://www.morlab.cn E-mail: service@morlab.cn
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2.7.20dB Bandwidth

REPORT No. : SZ20120341W04

2.7.1. Definition

According to FCC 815.247(a)(1), the 20dB bandwidth is known as the 99% emission bandwidth, or
20dB bandwidth (10*log1% = 20dB) taking the total RF output power.

2.7.2. Test Description

Test Setup:
Bluetooth EUT
Test Set Coupler
2 Laptop
Spectrum \\
Analyzer (Bluetooth Module)

The Bluetooth Module of the EUT is coupled to the Spectrum Analyzer (SA) and the Bluetooth Test
Set through the coupler; the RF load attached to the EUT antenna terminal is 500hm; the path loss
as the factor is calibrated to correct the reading.

2.7.3. Test Procedure

Use the following spectrum analyzer settings:

Span = approximately 2 to 3 times the 20 dB bandwidth, centered on a hopping channel
RBW = 1% of the 20 dB bandwidth

VBW = RBW

Sweep = auto

Detector function = peak

Trace = max hold

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525

M O R LA B FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,

Block67, BaoAn District, Shenzhen , GuangDong Province, P. R. China Hittp://www.morlab.cn E-mail: service@morlab.cn
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' REPORT No. : SZ20120341W04

RLAB;

2.7.4. Test Result

The Bluetooth Module operates at hopping-off test mode. The lowest, middle and highest channels
are selected to perform testing to record the 20dB bandwidth of the Module.

GFSK Mode

A. Test Verdict:

Channel Frequency (MHz) 20dB Bandwidth (MHz) Result
0 2402 1.005 PASS
39 2441 1.015 PASS
78 2480 1.015 PASS
B. Test Plot:

Agilent Spectrum Analyzer - Occupied BW

W | r Jsoe ac | ] : /M BLIGN OFF 01:38:42 PM Jan 12, 2021

Ref Value 20.00 dBm

Ref 20.00 dBm

Occupied Bandwidth Total Power 12.3 dBm

912.11 kHz

Transmit Freq Error 41.269 kHz OBW Power 99.00 %
x dB Bandwidth 1.005 MHz x dB -20.00 dB

MSG STATUS

Radio Std: Nene

Span 3 MHz

#/BW 100 kHz Sweep 4.133 ms|

AmptdlY Scale

Ref Value
20.00 dBm

Attenuation
[20 dB]

Scale/Div|
10.0 dB

(GFSK, Channel 0, 2402MHz)

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555
M O R LAB FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,
Block67, BaoAn District, Shenzhen , GuangDong Province, P. R. China Htp://www.morlab.cn
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M ALIGH OFF 5 P Jan 12, 2021
Std: None

AmptdlY Scale

i
: 2.441000000 GHz
Avg|Hold:>10/10

Radio Device: BTS Ref Value

20.00 dBm

Ref 20.00 dBm

Attenuation
[20 dB]

Scale/Div|
10.0 dB

Center 2.441 GHz
#Res BW 30 kHz #/BW 100 kHz

Qccupied Bandwidth Total Power 11.2 dBm

912.95 kHz

Transmit Freq Error 44.778 kHz OBW Power 99.00 %
x dB Bandwidth 1.015 MHz x dB -20.00 dB

MSG STATUS

(GFSK, Channel 39, 2441MHz)

pectrum Analyzer - Occupied BW
T N ALIGN OFF 4 11N 14, 2021

30000000 GHz Radio Std: None AmptdlY Scale
Avg|Hold:>10/10

#Atten: 20 dB o De BTS

Ref Value
20.00 dBm

Ref 20.00 dBm

Attenuation
[20 dB]

Scale/Div|
10.0 dB

Center 2.48 GHz Span 3 MHz
#Res BW 30 kHz #VBW 100 kHz Sweep 4.133 ms

Occupied Bandwidth Total Power 12.9 dBm
914.07 kHz

Transmit Freq Error 47.666 kHz OBW Power 99.00 %

x dB Bandwidth 1.015 MHz x dB -20.00 dB

MSG STATUS.

(GFSK, Channel 78, 2480MHz)

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
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m/4-DQPSK Mode

A. Test Verdict:

REPORT No. : SZ20120341W04

Channel Frequency (MHz) 20dB Bandwidth (MHz) Result
0 2402 1.355 PASS
39 2441 1.355 PASS
78 2480 1.357 PASS
B. Test Plot:

Agilent Spectrum Analyzer - Occupied BW
I N =R
Center Freq 2.402000000 GHz

Ref 20.00 dBm

Center 2.402 GHz
#Res BW 30 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

M SLIGN OFF 08:58:51 AMJan 14, 2021

Center Freq: 2.402000000 GHz Radio Std: None
Trig: Avg|Hold:>10/10

#Atten: 20 dB Radio Device: BTS

Span 3 MHz
#VBW 100 kHz Sweep 4.133 ms

Total Power 9.76 dBm

1.2197 MHz

40.219 kHz
1.355 MHz

99.00 %
-20.00 dB

OBW Power
x dB

STATUS.

Frequency

Center Freq
2.402000000 GHz

CF Step
300.000 kHz

uto Man

Freq Offset
0 Hz

(11/4-DQPSK,Channel 0, 2402MHz)

MORLAB
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REPORT No. : SZ20120341W04

Agilent Spectrum Analyzer - Occupied BW
S06  AC || : 05:58:30 AM Jan 14, 2021

b
Center Freq 2.441000000 GHz ] Radio Std: None Frequency
#IFGain:Low -+ #Atten: 20 dB Radio Device: BTS

Ref 20.00 dBm

Center Freq
2.441000000 GHz

Center 2.441 GHz
H#Res BW 30 kHz #VBW 100 kHz

Occupied Bandwidth Total Power 10.2 dBm
1.2129 MHz

Transmit Freq Error 45.076 kHz OBW Power 99.00 %
x dB Bandwidth 1.355 MHz x dB -20.00 dB

MSG STATUS

(1/4-DQPSK,Channel 39, 2441MHz)

Agilent Spectrum Analyzer - Occupied BW
sog AC || SENSE!INT| A\ ALIGN OFF 02:57:53 &M Jan 14, 2021

I :
Center Freq 2.480000000 GHz Center Freq: 2.430000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Held:>10/10

#Atten: 20 dB Radio Device: BTS

Ref 20.00 dBm

Center Freq
2.480000000 GHz

Center 2.48 GHz Span 3 MHz —
#Res BW 30 kHz #VBW 100 kHz Sweep 4.133 ms €p

Occupied Bandwidth Total Power 10.1 dBm
1.2170 MHz T

Transmit Freq Error 52.096 kHz OBW Power 99.00 % 0Hz
x dB Bandwidth 1.357 MHz x dB -20.00 dB

MSG STATUS

(r/4-DQPSK,Channel 78, 2480MHz)
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8-DPSK Mode

RLAB;

A. Test Verdict:

REPORT No.

: $Z20120341W04

Channel Frequency (MHz) 20dB Bandwidth (MHz) Result
0 2402 1.358 PASS
39 2441 1.361 PASS
78 2480 1.362 PASS
B. Test Plot:

Agilent Spectrum Analyzer - Occupied BW

[/
Ref Value 20.00 dBm

I =TT

/M SLIGN OFF 09:01:26 AMJan 14, 2021

Ref 20.00 dBm

Center Freq: 2.402000000 GHz

Radio Std: None
Free Run Avg|Hold:>10/10

Radie Device: BTS

Trace/Detector

Center 2.402 GHz
#Res BW 30 kHz

Transmit Freq Error

x dB Bandwidth

Occupied Bandwidth

1.2146 MHz

39.365 kHz
1.358 MHz

Clear Write
—
Average
—
Max Hold
|
Span 3 MHz
#/BW 100 kHz Sweep 4.133 ms Min Hold
Total Power 9.94 dBm
Detector
Average P
OBW Power 99.00 % A Man

x dB -20.00 dB

STATUS.

MORLAB

(8-DPSK, Channel 0, 2402MHz)
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REPORT No. : SZ20120341W04

Agilent Spectrum Analyzer - Occupied BW
S06  AC || : 09:01:55 AM Jan 14, 2021

b
Center Freq 2.441000000 GHz ] Radio Std: None Frequency
#IFGain:Low -+ #Atten: 20 dB Radio Device: BTS

Ref 20.00 dBm

Center Freq
2.441000000 GHz

Center 2.441 GHz
H#Res BW 30 kHz #VBW 100 kHz

Occupied Bandwidth Total Power 10.0 dBm
1.2192 MHz

Transmit Freq Error 46.202 kHz OBW Power 99.00 %
x dB Bandwidth 1.361 MHz x dB -20.00 dB

MSG STATUS

(8-DPSK, Channel 39, 2441MHz)

Agilent Spectrum Analyzer - Occupied BW
sog AC || SENSE!INT| A\ ALIGN OFF 09:02:15 &M Jan 14, 2021

I :
Center Freq 2.480000000 GHz Center Freq: 2.430000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Held:>10/10

#Atten: 20 dB Radio Device: BTS

Ref 20.00 dBm

Center Freq
2.480000000 GHz

Center 2.48 GHz Span 3 MHz —
#Res BW 30 kHz #VBW 100 kHz Sweep 4.133 ms €p

Occupied Bandwidth Total Power 9.81 dBm
1.2245 MHz FreqOffset

Transmit Freq Error 52.887 kHz OBW Power 99.00 % 0Hz
x dB Bandwidth 1.362 MHz x dB -20.00 dB

MSG STATUS

(8-DPSK, Channel 78, 2480MHz)
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2.8.Carried Frequency Separation

REPORT No. : SZ20120341W04

2.8.1. Definition
According to FCC 815.247(a)(1), frequency hopping systems shall have hopping channel carrier
frequencies separated by a minimum of 25kHz or two-thirds of the 20dB bandwidth of the hopping

channel, whichever is greater.

2.8.2. Test Description

Test Setup:
Bluetooth EUT
Test Set Coupler
2 Laptop
Spectrum \\
Analyzer (Bluetooth Module)

The Bluetooth Module of the EUT is coupled to the Spectrum Analyzer (SA) and the Bluetooth Test
Set through the coupler; the RF load attached to the EUT antenna terminal is 500hm; the path loss
as the factor is calibrated to correct the reading.

2.8.3. Test Procedure

The EUT must have its hopping function enabled. Use the following spectrum analyzer settings:
Span = wide enough to capture the peaks of two adjacent channels

Resolution (or IF) Bandwidth (RBW) = 1% of the span

Video (or Average) Bandwidth (VBW) 2 RBW

Sweep = auto

Detector function = peak

Trace = max hold

Allow the trace to stabilize. Use the marker-delta function to determine the separation between the
peaks of the adjacent channels.

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
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2.8.4. Test Result

REPORT No. : SZ20120341W04

The Bluetooth Module operates at hopping-on test mode.For any adjacent channels (e.g. the
channel 39 and 40 as showed below), the Module does have hopping channel carrier frequencies
separated by a minimum of 25kHz or two-thirds of the 20dB bandwidth of the hopping channel
(refer to section 2.4.4), whichever is greater. So, the verdict is PASSING.

Measured Carried Frequenc 20dBBand
| u
Test Mode Channel q 4 width Min. Limit Verdict
Separation
Numbers (MHz)
GFSK 39 and 40 1.008 1.015 two-thirdsof th PASS
WO-thirdso e
m/4-DQPSK 39 and 40 1.020 1.357 20dBbandwidth PASS
WI
8-DPSK 39 and 40 1.002 1.362 PASS
Test Plot:
}::;IEM;W_ T A.AtIGN-gFF 10:90:26 Ak Jan PP —
arker 2 A -1.008000000 -Wide o Trig:Free Run A\:lgng:I’:A?;1;(§'10‘gr
|FGaindLow — Atten: 20 dB N
AMKr2 -1.008 MHzZ Rextheak
Ref 11,30 dBm 0.085 | IEG———
281

! Next Pk Right

JE—

Next Pk Left|

JE—

Marker Delta|

]

Mkr—CF

JE—

Mkr—RefLvi

JE—

More

Center 2.441000 GHz Span 3.000 MHz il ir2

#Res BW 51 kHz #VBW 51 kHz Sweep 1.400 ms (1001 pts) _

MORLAB
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(GFSK)
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REPORT No. : SZ20120341W04

rum Analyzer - Swept SA
1 RF
Marker 2 A 1.020000000 MHz

Ref Offset 1.5 dB
Ref 11.50 dBm

Center 2.441000 GHz

Res BW 51 kHz

#VBW 51 kHz

M ALIGH OFF
Avg Type: Log-Pwr
Avg|Held:>100/100

) Trig: Free Run
Atten: 20 dB

AMkr2 1.020 MHz NextPeak

-0.814 dB|

Next Pk Right

Next Pk Left

Marker Delta;

Mkr—CF

Mkr—RefLvl

More
Span 3.000 MHz e

Sweep 1.400 ms {1001 pts) _

STATUS

(T7/4-DQPSK)

Agilent Spectrum Analyzer - Swept SA

I N =T
Marker 2 A 1.002000000 MHz

IFGain:Low

PNO: Wide ()

My ALIGH OFF
Avg Type: Log-Pwr
Trig: Free Run Avg|Hold:>100/100
Atten: 20 dB EE

Properties

Ref Offset 1.5 dB
Ref 11.50 dBm

1

Center 2441000 GHz
#Res BW 51 kHz

#VBW 51 kHz

SelectMarker.

2
I —

AMkr2 1.002 MHz
-0.140 dB

Relative To S

I-‘

X Axis Scale
Frequency®

Auto Man

I
Marker Trace
[Trace1, Auto Init]

Lines
on o

Span 3.000 MHz
Sweep 1.400 ms (1001 pts)

STATUS

(8-DPSK)
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2.9. Time of Occupancy (Dwell time)

REPORT No. : SZ20120341W04

2.9.1. Requirement

According to FCC 815.247(a) (1) (iii), frequency hopping systems in the 2400 - 2483.5MHz band
shall use at least 15 non-overlapping channels. The average time of occupancy on any channel
shall not be greater than 0.4 seconds within a period of 0.4 seconds multiplied by the number of
hopping channels employed. Frequency hopping systems may avoid or suppress transmissions on
a particular hopping frequency provided that a minimum of 15 channels are used.

2.9.2. Test Description

Test Setup:
Bluetooth EUT
Test Set Coupler
2 Laptop
Spectrum \\
Analyzer (Bluetooth Module)

The Bluetooth Module of the EUT is coupled to the Spectrum Analyzer (SA) and the Bluetooth Test
Set through the coupler; the RF load attached to the EUT antenna terminal is 500hm; the path loss
as the factor is calibrated to correct the reading.

2.9.3. Test Procedure

Option 1:

DH1: Dwell time equal to Pulse time (ms) *(1600 / 2 /79)*31.6 Millisecond DH3: Dwell time equal to
Pulse time (ms) * (1600 /4 /79) *31.6 Millisecond DH5: Dwell time equal to Pulse Time (ms)* (1600
/6 /79) *31.6 Millisecond

AFH Mode:

DH1: Dwell time equal to Pulse time (ms) *(800 / 2 /20)*(0.4*20) Millisecond DH3: Dwell time equal
to Pulse time (ms) * (800 / 4 /20)*(0.4*20) Millisecond DH5: Dwell time equal to Pulse Time (ms)*
(800 / 6 /20)*(0.4*20) Millisecond

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
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2.9.4. Test Result

GFSK Mode

A. Test Verdict:

REPORT No. : SZ20120341W04

DH Pulse Width Dwell Time (ms) o _
Limit (sec) | Verdict
Packet (ms) Normal Mode AFH Mode
DH1 0.38 121.60 60.80 PASS
DH3 1.62 259.20 129.60 0.4 PASS
DH5 2.73 291.20 145.60 PASS
B. Test Plot:

Agilent Spectrum Analyzer - Swept SA

- S TS
Marker 2 A 380.000 ps

Ref Offset 1.5 dB
Ref 11.50 dBm

Center 2.441000000 GHz
Res BW 1.0 MHz

IFGain:Low

02:18:22 PM Jan 22, 2021

PNO: Fast —»— T1rig: Free Run
Atten: 20 dB

#VBW 3.0 MHz

AMkr2 380.0 ps|
1.51 dB|

Span 0 Hz

Peak Search

NextPeak

Next Pk Right

Next Pk Left

Marker Delta|

Mkr—CF

Mkr—RefLvl

More
10f2

Sweep 10.00 ms (1001 pts) _

STATUS
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(DH1, GFSK)
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Agilent Spectrum Analyzer - Swept SA
I =T ; NALIGH OFF
Marker 2 A 1.62000 ms ] Avg Typs: Log-Pur Harkeg
PNO: Fast —#— 1rig: Free Run
IFGain:Low Atten: 20 dB - SelectMarker
AMKr2 1.620 ms| 2"
Ref Offset 1.5 dB
Ref 11.50 dBm 2.78 dB] E—
Normal
|
Delta
|
Fixedl>
I
Off
—
Properties»
JE—
More
Center 2.441000000 GHz etz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 20.00 ms {1001 pts) _
MSG STATUS

(DH3, GFSK)

Agilent Spectrum Analyzer - Swept SA
M ALIGN OFF
Avg Type: Log-Pwr
PNO: Fast =»— 1rig: Free Run
IFGain:Low Atten: 20 dB DE
NextPeak
Ref Offset 1.5 dB AMkr2 2.730 ms

Ref 11.50 dBm -0.90 dB| T
Next Pk Right
JE—
Next Pk Left
[
Marker Delta
JE—
Mkr—CF
[
Mkr—RefLvl
[
More
Center 2.441000000 GHz Span 0 Hz g2
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 30.00 ms (1001 pts) _

MSG STATUS

(DH5, GFSK)
SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
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m/4-DQPSK Mode

A. Test Verdict:

REPORT No. : SZ20120341W04

DH Pulse Width Dwell Time (ms) o _
Limit (sec) Verdict
Packet (ms) Normal Mode AFH Mode
DH1 0.39 124.80 62.40 PASS
DH3 1.64 262.40 131.20 0.4 PASS
DH5 2.88 307.20 153.60 PASS
B. Test Plot:

Agilent Spectrum Analyzer - Swept SA

7 I R =N Y
Marker 2 A 390.000 ps

Ref Offset 1.5 dB
Ref 11.50 dBm

Center 2.441000000 GHz

Res BW 1.0 MHz

PNO: Fast =»— 1rig: Free Run
IFGain:Low

A\ ALIGN OFF

Atten: 20 dB

#VBW 3.0 MHz

Avg Type: Log-Pwr

AMKr2 390.0 us|
1.10 dB|

Spah 0 Hz
Sweep 10.00 ms (1001 pts)

Peak Search

NextPeak

Next Pk Right

Next Pk Left

Marker Delta

Mkr—CF

Mkr—RefLvl

More
10f2

MSG

STATUS.

MORLAB

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd.
FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,
Block67, BaoAn District, ShenZhen , GuangDong Province, P. R. China

(DH1,T1/4-DQPSK)
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Agilent Spectrum Analyzer - Swept SA

I =T

NALIGN OFF

wa
Marker 2 A 1.64000 ms ) Avg Type: Log-Pwr
PNO: Fast —#— 1rig: Free Run

IFGain:Low Atten: 20 dB

Ref Offset 1.5 dB
Ref 11.50 dBm

Center 2.441000000 GHz

Res BW 1.0 MHz #VBW 3.0 MHz Sweep

AMEKr2 1.640 ms|

0.81 dB

20.00 ms (1001 pts)

NextPeak

Next Pk Right

Next Pk Left

Marker Delta;

Mkr—CF

Mkr—RefLvl

More
10f2

MSG STATUS

(DH3,T1/4-DQPSK)

Agilent Spectrum Analyzer - Swept SA

My ALIGH OFF

I =T

(-
Marker 2 A 2.88000 ms i
Trig: Free Run

Atten: 20 dB

PNO: Fast «~»—
IFGain:Low

Avg Type: Log-Pwr

Ref Offset 1.5 dB
Ref 11.50 dBm

Center 2.441000000 GHz

Res BW 1.0 MHz #VBW 3.0 MHz

Sweep

AMKr2 2.880 ms|
1.25 dB|

2A1

Span 0 Hz

NextPeak

Next Pk Right

Next Pk Left

Marker Delta,

Mkr—CF

Mkr—RefLvl

More
10f2

30.00 ms (1001 pts)

MSG STATUS

(DH5,T1/4-DQPSK)

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd.
FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,
Block67, BaoAn District, ShenZhen , GuangDong Province, P. R. China
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8-DPSK mode

A. Test Verdict:

REPORT No. : SZ20120341W04

DH Pulse Width Dwell Time (ms) o _
Limit (sec) Verdict
Packet (ms) Normal Mode AFH Mode
DH1 0.39 124.80 62.40 PASS
DH3 1.64 262.40 131.20 0.4 PASS
DH5 2.88 307.20 153.60 PASS
B. Test Plot:

Agilent Spectrum Analyzer - Swept SA

I =TT

(I
Marker 2 A 390.000 ps

Ref Offset 1.6 dB
Ref 11.50 dBm

Center 2.441000000 GHz

Res BW 1.0 MHz

A\ ALIGN OFF

PNO: Fast =»— 1rig: Free Run
IFGain:Low Atten: 20 dB

#VBW 3.0 MHz

Avg Type: Log-Pwr

AMKr2

390.0 us
0.83 dB

Span 0 Hz

Peak Search

NextPeak

Next Pk Right

Next Pk Left

Marker Delta

Mkr—CF

Mkr—RefLvl

More
10f2

Sweep 10.00 ms (1001 pts) _

STATUS.

MORLAB
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(DH1, 8-DPSK)
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Agilent Spectrum Analyzer - Swept SA

I T

MALIGN OFF

Avg Type: Log-Pwr

|
Marker 2 A 1.64000 ms

PNO: Fast —»— T1rig: Free Run
IFGain:Low Atten: 20 B

Ref Offset 1.5 dB
Ref 11.50 dBm

’2/_\1

Center 2.441000000 GHz
#VBW 3.0 MHz

Res BW 1.0 MHz

AMEKr2 1.640 ms|

1.34 dB|

Span 0 Hz

NextPeak

Next Pk Right

Next Pk Left

Marker Delta|

Mkr—CF

Mkr—RefLvl

More
10f2

Sweep 20.00 ms {1001 pts) _

MSG STATUS

(DH3, 8-DPSK)

Agilent Spectrum Analyzer - Swept SA

My ALIGH OFF

I =T

(-
Marker 2 A 2.88000 ms i
Trig: Free Run

Atten: 20 dB

PNO: Fast «~»—
IFGain:Low

Avg Type: Log-Pwr

Ref Offset 1.5 dB
Ref 11.50 dBm

Center 2.441000000 GHz

Res BW 1.0 MHz #VBW 3.0 MHz

Sweep

AMKr2 2.880 ms|
1.74 dB|

Span 0 Hz

NextPeak

Next Pk Right

Next Pk Left

Marker Delta,

Mkr—CF

Mkr—RefLvl

More
10f2

30.00 ms (1001 pts)

MSG STATUS

(DH5, 8-DPSK)
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2.10. Conducted Spurious Emissions

REPORT No. : SZ20120341W04

2.10.1. Requirement

According to FCC 815.247(d), in any 100kHz bandwidth outside the frequency band in which the
spread spectrum or digitally modulated intentional radiator is operating, the radio frequency power
that is produced by the intentional radiator shall be at least 20dB below that in the 100kHz
bandwidth within the band that contains the highest level of the desired power, based on either an
RF conducted or a radiated measurement.

2.10.2. Test Description

Test Setup:
Bluetooth EUT
Test Set Coupler
£ Laptop
Spectrum \\
Analyzer (Bluetooth Module)

The Bluetooth Module of the EUT is coupled to the Spectrum Analyzer (SA) and the Bluetooth Test
Set through the coupler; the RF load attached to the EUT antenna terminal is 500hm; the path loss
as the factor is calibrated to correct the reading.

2.10.3. Test Procedure

Use the following spectrum analyzer settings:

Span = wide enough to capture the peak level of the in-band emission and all spurious emissions
(e.g., harmonics) from the lowest frequency generated in the EUT up through the 10th harmonic.
Typically, several plots are required to cover this entire span.

RBW = 100 kHz

VBW 2 RBW

Sweep = auto

Detector function = peak

Trace = max hold

Allow the trace to stabilize.

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525

M O R LA B FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,

Block67, BaoAn District, Shenzhen , GuangDong Province, P. R. China Hittp://www.morlab.cn E-mail: service@morlab.cn
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2.10.4. Test Result

REPORT No. : SZ20120341W04

The Bluetooth Module operates at hopping-off test mode. The measurement frequency range is
from 30MHz to the 10th harmonic of the fundamental frequency. The lowest, middle and highest
channels are tested to verify the spurious emissions.
GFSK Mode

A. Test Verdict:

Limit (dBm)
Frequency | Measured Max. Out of Band _
Channel o i Calculated Verdict
(MHz) Emission (dBm) Carrier Level .
-20dBc Limit
0 2402 -43.39 3.40 -16.60 PASS
39 2441 -44.41 4.46 -15.54 PASS
78 2480 -43.59 3.38 -16.62 PASS
B. Test Plot:
Agilent Spectrum Analyzer - Swept SA
Ba | rF [s0e ac [ ] N ALIGN OFF 12:55:11 PM Jan 14, 2021
Marker 2 24.677887000000 GHz ] Avg Type: Log-Pwr IPECLS SRR
PNO: Fast C, T1rg:FreeRun Avg|Hold: 2110
IFGain:Low Atten: 30 dB
NextPeak
Mkr2 24.677 9 GHz
Ref 21.50 dBm -43.392 dB m |G
Next Pk Right
|
Next Pk Left
[
Marker Delta
[
#Res BW 100 kHz #VBW 300 kHz Sweep 2.387 s (10001 pts MKr—CF
MER MODE TRC| SCL = s FUNCTION FUNCTION WADTH FUNCTION WaLUE ~
@ N |1 f|  54023GHz|  3doodsm| | [
Al N [ 1T 246779GHz| _ 433%2dBm| | | |
3 . Y Mk
1 r—RefLvi
g |
7
g More
b [ [ [ 8 of2
- o 000
(Channel = 0, 30MHz to 25GHz, GFSK Mode)
SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
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Agilent Spectrum Analyzer - Swept SA

o 509
Marker 2 2.399660000000 GH

PNO Lo
IFGain:Low

NALIGN OFF

Atten: 30 dB

— ) Trig:Free Run

Avg Type: Log-Pwr
Avg|Hold:>10/10

Ref Offset 1.5 dB
Ref 21.50 dBm

Center 2.400000 GHz
#Res BW 100 kHz

#VBW 300 kHz

Mkr2 2.399 66 GHz

-51.933 dBm

Span 10.00 MHz
Sweep 1.000 ms (1001 pts)

MKR| MODE TRC SCL!

O W~ O h B )

10

1 INEEENE 2 402 20 GHz 5. 405 FiT=Ter! I A
Al N1 f 2.399 66 GHz 51933dBm| | T ]
[ | - ]

FUNCTION WIDTH

FUNCTION

FUNCTIONVALUE A

Marker

Select Marker

o]

El

|

Properties»

um Analyzer - Swept SA
RF 50 &

Marker 2 2.400000000000 GHz
P

Ref Offset 1.5 dB
Ref 21.50 dBm

Center 2.400000 GHz
HRes BW 100 kHz

A\ALIGN OFF

e ) Trig:FreeRun
Atten: 30 dB

O N N NN SV

#VBW 300 kHz

Avg Type: Log-Pwr
Avg|Hold:>10/10

Mkr2

Sweep 1.000 ms (1001 pts)

2.400 00 GHz
-55.307 dBm

Span 10.00 MHz

MKR MODE| TRC SEL ®

FUNCTION FUNCTION %/IDTH

FUNCTION VALUE

STATUS

Select Marker

|

Marker

Properties»

10of2

(Channel = 0, Band edge with hopping on, GFSK Mode)

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd.
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: $Z20120341W04

E-mail: service@morlab.cn

Page 41 of 82



REPORT No. : SZ20120341W04

rum Analyzer - Swept SA
U RF 50 2 [ ] M\ALIGH OFF
Marker 2 24.001200000000 GHz ] Avg Type: Log-Pur
= Trig: Free Run Avg|Hold: 3/10
IFGain:Low Atten: 30 dB
cer Offsct 1.5 B Mkr2 24.001 2 GHz Next Peal
Ref 21.50 dBm ~44.406 dBmE R
Next Pk Right
[
Next Pk Left
[
Marker Delta
[
Stop 25.00 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.387 s (10001 pts MKr—CF
MKA MODE TRC SCL. = hs FUNCTION FUNCTION WIDTH FUNCTION WaLlUE -~
@ N (1 fF|  24421GHz|  4as0dBm| | [ |
P01 N |1 f]  240012GHz| _ 44406eBm| | | |
. I R R
H Mkr—RefLvl
5
e [
7
8
9 More
10 10f2
11 v
< > I
MSG STATUS

Agilent Spectrum Analyzer - Swept SA
50 &

Ref Offset 1.6 dB
Ref 21.50 dBm

5 T T I
Marker 2 23.973733000000 GHz

My ALIGH OFF

#VBW 300 kHz

Avg T

Avg|Hoeld: 210

ype: Log-Pwr

Mkr2 23.973 7 GHz

-43.592 dBm

Stop 25.00 GHz

Sweep 2.387 s (10001 pts

MKR| MODE TRC SCL. bl

N [1]f] 24796 GHz 3.376 dBm
A N [1]F] 235737 GHz 43692 dBm
]

v

FUNCTION

FUNCTION %IDTH

FUNCTIONVALUE &

NextPeak

Next Pk Right

Next Pk Left

Marker Delta,

Mkr—CF

Mkr—RefLvl

(Channel = 78, 30MHz to 25GHz, GFSK Mode)
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REPORT No. : SZ20120341W04

rum Analyzer - Swept SA
U RF M\ALIGH OFF Mark
Marker 2 2.483500000000 GH ) Avg Type: Log-Pur arker
PNO o L, Trig:FreeRun Avg|Hold:» 1010
IFGain:Low Atten: 30 dB SelectMarker
»
Mkr2 2.483 50 GHz 2
Ref Offset 1.5 dB
Ref 21.50 dBm -57.044 dBmjE—
Normal
—
Delta
|
Fixedl>
|
Center 2.483500 GHz Span 10.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 1.000 ms (1001 pts) Off
MKR MODE TRC SCL = A FUNCTION FUNCTION wIDTH FUNCTIONWVALUE &
(M N [1[f] = 248021GHz[ = 5644dBm| | —
A N [1[fF]  248350GHz] &57044dBm| [ [ ]
[ I I .
3 Properties»
[
3 [
7
g More
10 10f2
11 .\ | | k3
: |
MSG STATUS

[ FF  [s09  sc | : hyALIGH OFF E
req 2.483500000 GHz . Avg Type: Log-Pwr requency
NO. o) Trig:Free Run Avg|Hold:>10/10

PNO: Wi
IFGain:Low " Atten: 30 dB
Auto Tune

Mkr2 2.483 50 GHz

Ref Offset 1.6 dB
Ref 21.50 dBm -58.754 dBm

;1 CenterFreq
2.483500000 GHz

StartFreq
2.478500000 GHz

Stop Freq
2.488500000 GHz

tI

Span 10.00 MHz CF Ste

#VBW 300 kHz Sweep 1.000 ms {1001 pts) 1.000000 MHz
Auto Man

= A FUNCTION FUNCTION WIDTH FUNCTIONVALUE A

Freq Offset
0Hz

(Channel = 78, Band edge with hopping on, GFSK Mode)

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
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m/4-DQPSK Mode

A. Test Verdict:

REPORT No. : SZ20120341W04

Limit (dBm)
Frequency | Measured Max. Out of Band - i
Channel o Carrier Calculated Verdict
(MHz) Emission (dBm) o
Level -20dBc Limit
0 2402 -43.73 2.65 -17.35 PASS
39 2441 -43.60 0.86 -19.14 PASS
78 2480 -43.72 -0.51 -20.51 PASS
B. Test Plot:

RF

Agilent Spectrum Analyzer - Swept SA

(2
Marker 2 24.637935000000 GHz

IFGain:Low

NALIGN OFF

12:45:45 PM Jan 14, 2021

= Trig: Free Run Avg|Hol

Atten: 30 dB

Avg Type: Log-Pwr

d: 2110

Peak Search

it

Ref Offset 1.5 dB
Ref 21.50 dBm

#Res BW 100 kHz

#VBW 300 kHz

Mkr2 24.637 9 GHz

-43.728 dBm

Stop 25.00 GHz
Sweep 2.387 s (10001 pts

NextPeak

Next Pk Right

Next Pk Left

Marker Delta;

Mkr—CF

MKR| MODE TRC SCL!

=
O W~ G h B L)

1 INEEENE 24022 GHz 2646dBm| | 0000 0000 |
Al N1 f 24,6376 GHz 43728Bm| | T ]
. rrr - [ 1]

A FUNCTION

FUNCTION WIDTH

FUNCTIONVALUE A

Mkr—RefLvl

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd.

MORLAB
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Block67, BaoAn District, ShenZhen , GuangDong Province, P. R. China
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rum Analyzer - Swept SA

RF I

Avg Type: Log-Pwr

Marker 2 2.399540000000 G|
Avg|Held:>10/10

[ Trig: Free Run
Atten: 30 dB

Ref Offset 1.5 dB
Ref 21.50 dBm

Center 2.400000 GHz

#Res BW 100 kHz #/BW 300 kHz

Mkr2 2.399 54 GHz

-49.347 dBm

Span 10.00 MHz

Sweep 1.000 ms (1001 pts)

FUNCTION

= hs
2.402 20 GHz 2511dBm| |

MKR MODE| TRC SCL FUNCTION WIDTH

(N [1]f]

FUNCTIONWALUE A

I B
A N | 2.399 54 GHz 49347dBm| | ]
- o -

Marker

Select Marker.

O

2

Properties»

A\ ALIGH OFF

Avg Type: Log-Pwr
Trig: Free Run Avg|Hold:>10/10

Atten: 30 dB

Ref Offset 1.6 dB
Ref 21.50 dBm

#VBW 300 kHz

Mkr2 2.399 83 GHz,

-51.213 dBm

Span 10.00 MHz
Sweep 1.000 ms (1001 pts)

Marker

Select Marker’

FUNCTION FUNCTION %/IDTH

® Y

OO~ W

S

FUNCTION VALUE

|

Properties»

MORLAB

(Channel = 0, Band edge with hopping on, T1/4-DQPSK)
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rum Analyzer - Swept SA
RF 50 %
Marker 2 24.016182000000 GHz . Avg Type: Log-Pwr
== Trig: Free Run Avg|Hold: 3110
IFGain:Low Atten: 30 dB
e et 15 Mkr2 24.016 2 GHZ NextPeak
Ref 21.50 dBm ~43.595 dBm R
Next Pk Right
[
Next PK Left
[
Marker Delta
[
Start 30 MHz Stop 25.00 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.387 s (10001 pts Mkr—CF
MR MODE| TRC SCL. FUNCTION FUNCTION wIDTH FUNCTION WaLUE -~
fN N |1 f|  24421GHz|  0ssldBm| | | |
P4 N (1 f|  240162GHz|  43595dBm| | | |
I B 1
] MKFRefLyI
[
More
1of2
MSG STATUS

A\ ALIGH OFF
Avyg Type: Log-Pwr

Trig: Free Run Avg|Held: 3i110
Atten: 30 dB o=

Mkr2 24.483 1 GHz,

Ref Offset 1.6 dB -43.715 dBm

Ref 21.50 dBm

Stop 25.00 GHz
Sweep 2.387 s (10001 pts

#VBW 300 kHz

n

FUNCTION WALUE ~ ~

FUNCTION WIDTH

MKR MODE| TRC SCL ® v FUNCTION

N [1[f[ 24796 GHz| 0521dBm| [ |
A N1 [F] 24.483 z 43715dBm| [ ]
I I I

1
1 I A A S
<

WO~ EW

NextPeak

Next Pk Right

Next Pk Left

Marker Delta

Mkr—CF

Mkr—RefLvi

More
10f2

(Channel = 78, 30MHz to 25GHz, 11/4-DQPSK)
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rum Analyzer - Swept SA
| fF__[sne ac | ]
Marker 2 2.483500000000 G

Avg Type: Log-Pwr

Marker

[ Trig: Free Run Avg|Held:>10/10
(RETBED Select Marker
Mkr2 2.483 50 GHz| 2
Ref Offset 1.5 dB
Ref 21.50 dBm -57.885 B m | I—
rt
Normal
|
Delta
I
Fixed>
I
Center 2.483500 GHz Span 10.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 1.000 ms (1001 pts) Off
MER MODE TRC SCL = hs FUNCTION FUNCTION WIDTH FUNCTION WaLUE ~
0N N (1 f|  248021GHz|  269%dBm| | | ]
!l N [1[f] ~  248350GHz2| 67885dBm| | [ |
I A R .
2 Properties»
5
3 [
7
8
9 More
1 10f2
1 2
; ' —
MSG STATUS

A\ ALIGN OFF
Avyg Type: Log-Pwr
Avg|Held:>10/10

~, ) Trig:Free Run
Atten: 30 dB

Mkr2 2.483 50 GHz,

Ref Offset 1.6 dB -58.090 dBm

Ref 21.50 dBm

Span 10.00 MHz
#VBW 300 kHz Sweep 1.000 ms (1001 pts)

MKR MODE| TRC SCL ® v FUNCTION

FUNCTION WIDTH

N [1[f[ 248010 GHz| 1249dBm| | |
A N1 [F] 2.483 50 GHz 58090dBm| [ ]
I ] I

FUNCTION WALUE ~ ~

1
1 I A A S
<

WO~ EW

Marker

Select Marker.

|

Properties»>

(Channel = 78, Band edge with hopping on,11/4-DQPSK)
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8-DPSK Mode
A. Test Verdict:
Limit (dBm)
Frequency Measured Max. Out of Band - i
Channel . Carrier Calculated Verdict
(MH2) Emission (dBm) o
Level -20dBc Limit
0 2402 -44.06 -2.55 -22.55 PASS
39 2441 -42.23 0.74 -19.26 PASS
78 2480 -43.18 -1.29 -21.29 PASS
B. Test Plot:

Agilent Spectrum Analyzer - Swept SA

ANALIGN OFF 12:47:58 PM Jan 14, 2021

Avg Type: Log-Pwr

ba i S0
Marker 2 24.173493000000 GHz

Peak Search

v Trig:Free Run Avg|Held: 3110
IFGain:Low Atten: 30 B
Ref Offsct 15 dB Mkr2 24.173 5 GHZ NextPeak
Ref 21.50 dBm -44.057 dBm e
Next Pk Right
[
Next Pk Left
|
Marker Delta
|
Stop 25.00 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.387 s (10001 pts Mkr_CF
MER MODE TRC| SCL ® ¥ FUNCTION FUNCTION WADTH FUNCTION WaLUE ~
@ N (10 f|  24092GHz|  284sdBm| | [ "
2/ [ 241735GHz| _ 44057dBm| | [ |
- A
3 Mkr—RefLvi
5
5 |
7
g More
10 1 of 2
-1 | A AN
< o 0
MSG STATUS

(Channel = 0, 30MHz to 25GH, 8-DPSK)
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509 Ac ] ] i A\ALIGH OFF

Marker 2 2.399590000000 G ) Avg Type: Log-Pwr
—, 3 Trig:Free Run Avg|Held:>10/10

IFGain:Low —_ Atten: 30 dB

Marker

Select Marker

»
Mkr2 2.399 59 GHz 2
Ref Offset 1.5 dB
Ref 21.50 dBm -50.258 <Bm /[ —
Normal
]
Delta
]
Fixed>
]
Center 2.400000 GHz Span 10.00 MHZ
1Res BW 100 kHz #VBW 300 kHz Sweep 1.000 ms (1001 pts) of
MER MODE| TRC SCL. x by FUMCTION FUNCTION WIDTH FUNCTION YalLUE ~
00 N [ 1/f| 240188GHz|  2333dBm| | [ ———————|
7 N [1[f[] 230050GHz| 50258dBm| [ | ]
I R R -
H Properties»
]
6 [
i
8
9 More
10 10f2
11 . ! | | v
< o 00 |

Agilent Spectrum Analyzer - Swept SA

| I = INALIGN OFF
Marker 2 2.399960000000 G Avg Type: Log-Pwr
= -

= Trig: Free Run Avg|Hold:>10/10
Atenaiols SelectMarker
Mkr2 2.399 96 GHz 2
Ref Offset 1.5 dB
Ref 21.50 dBm -52.110 dBm | F—
Normal
—
Delta
|
Fixed>
|
Center 2.400000 GHz Span 10.00 MHz
#VBW 300 kHz Sweep 1.000 ms (1001 pts) off
MER MODE TRC| SCL FUNCTION FUNCTION WIDTH FUNCTION YALUE A
1 III--— I —
2N [ 239996GHz[  52110dBm| | 1
[ I R 1 .
3 ] Properties»
5 1
5 W
7 1
1
5 I More
10 1 10f2
11 I
¢ > .

(Channel = 0, Band edge with hopping on, 8-DPSK)
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Agilent Spectrum Analyzer - Swept SA
7 I =T ; MNALIGN OFF
Marker 2 23.996206000000 GHz ; Avg Type: Log-Pwr
= Trig: Free Run Avg|Hold:>10/10
IFGain:Low Atten: 30 dB
Rof Offeat 15 dB Mkr2 23.996 2 GHz NextPeak
Ref 21.50 dBm -42.232 dBm T
Next Pk Right
I
Next Pk Left
I
Marker Delta
I
Stop 25.00 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.387 s (10001 pts MKkr—CF
MKR MODE| TRC| SCL v FUNCTION FUNCTION WIDTH FUNCTIONVALUE
(M N |1 [f] 0 24421GHz| = 0735dBm| | [
A N [1]f]  239962GHz|  A42232dBm|[ |
- ]

: I B R Mkr—RefLvi

5 - 1]

6 I B R T

7 - 1]

g - 1] More
10 - [ ] 10f2
1 1 [ | v
« > I

MSG STATUS

Agilent Spectrum Analyzer - Swept SA
[ m Jsoe ac | B A\ ALIGH OFF
Marker 2 24.672893000000 GHz . Avyg Type: Log-Pwr
H Avg|Hoeld: 310
Rof Offeat 15 dB MKr2 24.672 9 GHZ] NextPeak
Ref 21.50 dBm 43177 dBmiPE
Next Pk Right
[
Next Pk Left
[
Marker Delta
[
Stop 25.00 GHz
#VBW 300 kHz Sweep 2.387 s (10001 pts MKr—CF
MKR MODE TRC SCL ks A FUNCTION FUNCTION wIDTH FUNCTIONWVALUE -~
N [1[f] 24796 GHz[  -1.285dBm| [
2 IIIHII
[ ] - [ ]
2 Mkr—RefLvI
5
2 [
7
: More
10 10f2
1 [ [ ——  |&
‘ o |
MSG STATUS

MORLAB

(Channel = 78, 30MHz to 25GH, 8-DPSK)
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Agilent Spectrum Analyzer - Swept SA
W RF 50 2 M\ALIGH OFF Mark
Marker 2 2.483740000000 GH ) Avg Type: Log-Pur arker
PNO i, Trig:Free Run Avg|Hold:» 1010
IFGain:Low Atten: 30 dB SelectMarker
>
Mkr2 2.483 74 GHz 2
Ref Offset 1.5 dB
Ref 21.50 dBm -55.927 dBmjE—
i
Normal
—
Delta
|
Fixedl>
|
Center 2.483500 GHz Span 10.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 1.000 ms (1001 pts) Off
MKR MODE TRC SCL FUNCTION FUNCTION wIDTH FUNCTIONWVALUE &
1 IIIIIII___ —
A N [1[fF] 248374 GHz| 55927dBm| [ [ ]
[ I E .
3 Properties»
5
3 [
7
8
9 More

Agilent Spectrum Analyzer - Swept SA
g | AP [SDQ  AC A\ ALIGH OFF T
Marker 2 2. 483500000000 GHz Avg Type: Log-Pwr arker
Avg|Hold:>10M10
SelectMarker.
MKkr2 2.483 50 GHz, 2
Ref Offset 1.5 dB
Ref 21.50 dBm -58.091 dBm I
Normal
—
Delta
|
Fixedl>
|
Center 2483500 GHz Span 10.00 MHz
#VBW 300 kHz Sweep 1.000 ms (1001 pts) off
MKR MODE TRC SCL FUNCTION FUNCTION wIDTH FUNCTIONWVALUE -~
1 mnn ]
2 IIIEII
[ ] ] .
i Properties»
5
g [
7
: More
10 10f2
11 [ [ ——  |&
‘ >
MSG STATUS

MORLAB

(Channel = 78, Band edge with hopping on, 8-DPSK)
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2.11. Conducted Emission

REPORT No. : SZ20120341W04

2.11.1. Requirement

According to FCC section 15.207, for an intentional radiator that is designed to be connected to the
public utility (AC) power line, the radio frequency voltage that is conducted back onto the AC power
line on any frequency within the band 150kHz to 30MHz shall not exceed the limits in the following
table, as measured using a 50pH/50Q line impedance stabilization network (LISN).

Frequency range | Conducted Limit (dBuV)

(MHz) Quai-peak Average

0.15-0.50 66 to 56 56 to 46

0.50-5 56 46

5- 30 60 50
NOTE:

(& The lower limit shall apply at the band edges.
(b) The limit decreases linearly with the logarithm of the frequency in the range 0.15 - 0.50MHz.

2.11.2. Test Description

Test Setup:
£ 40cm >
EUT
- ]
: < 80cm > Pulse Limiter
< 80cm > LISN
0 o Receiver
W

L

The Table-top EUT was placed upon a non-metallic table 0.8m above the horizontal metal
reference ground plane. EUT was connected to LISN and LISN was connected to reference
Ground Plane. EUT was 80cm from LISN. The set-up and test methods were according to ANSI
C63.10: 2013.
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2.11.3. Test Result

REPORT No. : SZ20120341W04

The maximum conducted interference is searched using Peak (PK), if the emission levels more
than the AV and QP limits, and that have narrow margins from the AV and QP limits will be
re-measured with AV and QP detectors. Tests for both L phase and N phase lines of the power
mains connected to the EUT are performed. Refer to recorded points and plots below.

Note: Both of the test voltage AC 120V/60Hz and AC 230V/50Hzwere considered and tested
respectively, only the results of the worst case AC 120V/60Hz were recorded in this report.

A. Test Setup:

Test Model: EUT+ADAPTER+BT TX

Test Voltage: AC 120V/60Hz

The measurement results are obtained as below:

E [dBuV] =Ugr + Lcavie loss [dB] + Aractor

Ur: Receiver Reading

Aractor: VOItage division factor of LISN
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120
110
100
90
80
z 70—
9] M
% 60 | &
i ;
40 ”|F I v l A i if’\] f 1 ! il I w | ‘ll i
/| | AN i Ll e i 10 IS ‘“
30**#’“:&*.‘*‘&’{*&%“ l:ivn‘"v'uv.,r., ol TN * [ VT \’”W
20 | bk
10
875 1 10 30
Frequency[MHz]
— QP Limit — AV Limit — PK — AV
o QP Detector % AV Detector
(L Phase)
Fre. Emission Level (dBuV) Limit (dBpV) _ '
NO. Power-line | Verdict
(MHz) Quai-peak Average Quai-peak Average
1 0.1634 57.26 32.50 65.29 55.29 PASS
2 0.1726 57.28 32.68 64.83 54.83 PASS
3 0.2219 53.51 30.63 62.75 52.75 PASS
4 0.2443 52.40 29.96 61.95 51.95 Line PASS
5 0.2942 49.09 29.07 60.41 50.41 PASS
6 0.3254 47.34 27.52 59.57 49,57 PASS
7 0.3841 45.20 27.08 58.19 48.19 PASS
8 13.3636 45,61 44.20 60.00 50.00 PASS
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120
110
100
90
80
) 70—
E. 60, - a
% 501, By | z?‘*—ﬁ I
m%.wﬁ} J ﬁ?‘%ﬁﬁfww TP o ¥
S0 e A T -t ; il
0 L T O
10
75 1 10 30
Frequency[MHz]
— QP Limit — AV Limit —PK — AV
o QP Detector % AV Detector
(N Phase)
Fre. Emission Level (dBuV) Limit (dBuV) _ _
NO. Power-line | Verdict
(MHz) Quai-peak Average Quai-peak Average
1 0.1501 58.15 33.80 65.99 55.99 PASS
2 0.1589 57.45 33.21 65.52 55.52 PASS
3 0.1950 54.53 32.35 63.82 53.82 PASS
4 0.2083 53.87 31.43 63.27 53.27 Neutral PASS
5 0.2852 48.97 31.83 60.66 50.66 PASS
6 0.3483 46.03 29.73 59.00 49.00 PASS
7 0.4249 47.08 33.85 57.35 47.35 PASS
8 13.3646 46.31 42.92 60.00 50.00 PASS
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2.12. Restricted Frequency Bands

2.12.1. Requirement

According to FCC section 15.247(d), in any 100kHz bandwidth outside the frequency band in
which the spread spectrum or digitally modulated intentional radiator is operating, the radio
frequency power that is produced by the intentional radiator shall be at least 20dB below that in the
100kHz bandwidth within the band that contains the highest level of the desired power, In addition,
radiated emissions which fall in the restricted bands, as defined in 15.205(a), must also comply
with the radiated emission limits specified in 15.209(a).

2.12.2. Test Description

Test Setup:

Tuarm Tabled - -

0
< 1.5m =+

[
DDDDDDODODDI

Eeceivers —{ Preamplifier+

The EUT is located in a 3m Semi-Anechoic Chamber; the antenna factors, cable loss and so on of
the site as factors are calculated to correct the reading. During the measurement, the Bluetooth
Module of the EUT is activated and controlled by the Bluetooth Service Supplier (SS) via a
Common Antenna, and is set to operate under non hopping-on test mode transmitting 339 bytes
DH5, 679 bytes 2DH5 and 1021 bytes 3DH5 packages at maximum power.

For the Test Antenna:

Horn Test Antenna is 3m away from the EUT. Test Antenna height is varied from 1m to 4m above
the ground to determine the maximum value of the field strength.
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2.12.3. Test Procedure

REPORT No. : SZ20120341W04

Span = wide enough to fully capture the emission being measured
RBW = 1 MHz for f 2 1GHz, 100 KHz for f < 1GHz

VBW = 3 MHz for peak and 10Hz for average

Sweep = auto

Detector function = peak

Trace = max hold

Allow the trace to stabilize.

2.12.4. Test Result

The lowest and highest channels are tested to verify Restricted Frequency Bands.

The measurement results are obtained as below:

E [dBUV/m] =UR + AT + AFactor [dB]; AT :LCabIe loss [dB]'Gpreamp [d B]

AT: Total correction Factor except Antenna

UR: Receiver Reading

Gpreamp: Preamplifier Gain

Aractor: Antenna Factor at 3m

Note: Restricted Frequency Bands were performed when antenna was at vertical and horizontal
polarity, and only the worse test condition (vertical) was recorded in this test report.

GFSK Mode
A. Test Verdict:
Receiver Max.
Frequency | Detector | Reading | Ar Aractor Emission Limit .
Channel | = 1117 U« | @B) |@B@3m)| E | (dBuv/m) | Verdict
PK/ AV (dBuVv) (dBuv/m)
0 2387.05 PK 25.80 6.74 27.20 59.74 74 PASS
0 2390.00 AV 13.72 6.74 27.20 47.66 54 PASS
78 2486.36 PK 26.54 6.74 27.20 60.48 74 PASS
78 2483.87 AV 13.51 6.74 27.20 47 .45 54 PASS
SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
M O R LAB FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,
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B. Test Plot:

BE Keysight Spectrum Analyzer - Swept SA
eysight Spt hyzs pt
g

[ SENSE:INT] | /\ALIGN OFF [12:26:43 PMJan 08, 2021
Avg Type: Voltage

Avg|Hold:>100/100

PNO: Fast L, 1rig: FreeRun
IFGain:Low #Atten: 10 dB

IE
d
A

SelectMarker.

|_-

Marker

.

n Iﬁ'lgl
o —_—
3 g 5

MKR MODE TRC| SCL. FUNCTION FUNCTION WIDTH
1
2
3
4
5
6
7
8
9
10
1 S O O S S S -
« 3
MSG STATUS

Normal

Properties»

(PEAK, Channel = 0, GFSK)

Fﬂ Keysight Spectrum Analyzer - Swept SA
i RL RFPRESEL [ 500 DC
Marker 1 2.387048000000 GHz
PNO: Fast
IFGain:Low

[ SENSE:INT] | [12:27:22 PMJan 08, 2021
#Avg Type: Voltage

Avg|Hold:>100/100

MALIGN OFF

— 7 Trig: Free Run

PREAMP #Atten: 10 dB

Stop 2.40400 GHz

#VBW 3.0 MHz* Sweep 1540 s (1001 pts)

#Res BW (CISPR) 1 MHz

g - g
£ S

Select Marker

g
g 3 L
o
[ =X v

FUNCTION WIDTH FUNCTION VALUE =~

MKR| MODE TRC| SCL X Y] FUNCTION

AN [1]F] 2.387 048 GHz [ENAARE I N
[ N [1]F] 2.390 000 GHz 3721dB0v| | ]
- -~ @

OO ~ND OB WM

|

m

|

Marker

Fixedl>

Of

3

Properties>

More
10of2

(AVERAGE, Channel = 0,GFSK)
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Fﬁ Keysight Spectrum Analyzer - Swept SA
g

RL RFPRESEL [ 50Q  DC
Marker 2 2.486360000000 GHz )
PNO: Fast L, Trig: Free Run
IFGain:Low Atten: 10 dB

[ SENSE:INT] |
Avg Type: Voltage

Avg|Hold:>100/100

/\ALIGN OFF [12:41:26 PMJan 08, 2021

PREAMP

Stop 2.50000 GHz

#Res BW (CISPR) 1 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts)

IE
¢
K

SelectMarker.

Marker

MKR MODE TRC| SCL X Y FUNCTION FUNCTION WIDTH FUNCTION VALUE ~ »

[l N [1]f] 2.483 500 GHz 24,552 dBuV
| f | 2.486 360 GHz 26.537 dBuV
- ]

Sowvm~oobkwh

A

- =
l I : I : | §
o —_—
3 g i 5 &

=
@
o]
@
2
d
@

Properties»

(PEAK, Channel = 78,GFSK)

FI Keysight Spectrum Analyzer - Swept SA
0

[ SENSE:INT] | \ALIGN OFF
#Avg Type: Voltage

Avg|Hold:>100/100

|1214l :51 PMJan 08, 2021

7 Trig: Free Run

PNO: Fast ()
" Atten: 10dB

PREAMP IFGain:Low

10 dBidiv. Ref 86.99 dBpV
Log

Stop 2.50000 GHz
Sweep 3.257 s (1001 pts)

© - g
& S

SelectMarker.

E
[w)
1 g -
o =8

MKR| MODE TRC| SCL X i FUNCTION

(1] f] 2.483 500 GHz 13.491dBuV| |

FUNCTION WIDTH FUNCTION VALUE ~ »

|

m

|

Marker

Fixedl>

Of

3

Properties>

More
10of2

(AVERAGE, Channel = 78, GFSK)
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mw/4-DQPSK Mode
A. Test Verdict:
5 Receiver Max.
etector . . .
Frequenc Readin A A Emission Limit
Channel gquency g T Factor 181 m Verdict
(MHz) Ur (dB) | (dB@3m) E (dBuV/m)
PK/ AV
(dBuV) (dBuv/m)
0 2377.06 PK 25.82 6.74 27.20 59.76 74 PASS
0 2387.67 AV 13.73 6.74 27.20 47.67 54 PASS
78 2486.27 PK 25.99 6.74 27.20 59.93 74 PASS
78 2483.50 AV 13.54 6.74 27.20 47 .48 54 PASS
B. Test Plot:

FI Keysight Spectrum Analyzer - Swept SA

i RL RFPRESEL | 500 DC [ SENSE:INT] | AALIGN OFF

Marker 1 2.377064000000 GHz
PNO: Fast ()
IFGain:Low

#Avg Type: Voltage
Trig: Free Run Avg|Hold:>100/100

PREAMP #Atten: 10 dB

Ref $6.99 dBpV

Start 2.30000 GHz

#Res BW (CISPR) 1 MHz #VBW 3.0 MHz

234

i P P NN NN

Mkr1 2.377 064 GHz,

25.815 dBpV

Stop 2.40400 GHz

Sweep 1.000 ms (1001 pts)

MKR MODE TRC| SCL FUNCTION

l] 2. 377 064 GHz 25. 315 dBuV| 0| 0000

Y

FUNCTION WIDTH

FLN TIONVALUE ~ »

1

Properties»

(PEAK, Channel
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Keysight Spectrum Analyzer - Swept SA

[
RL RFPRESEL [ 502 DC
Marker 1 2.387672000000 GHz

PNO: Fast L, 1rig: FreeRun
IFGain:Low #Atten: 10 dB

[ SENSE:INT] | /\ALIGN OFF [12:28:14 PMJan 08, 2021
#Avg Type: Voltage

Avg|Hold:>100/100

PREAMP

IE
¢
K

SelectMarker.

Marker

- =
o = =
= s 8 2

Stop 2.40400 GHz
#Res BW (CISPR) 1 MHz #VBW 3.0 MHz* Sweep 1540 s (1001 pts)
MKR| MODE| TRC| SCL| X Y FUNCTION FUNCTION WIDTH FUNCTION VALUE P
W N [41[f] ~ 2387672GHz|  13.734dBuV|
2 | f|  2.390000GHz|  13.721 dBuV|
3 I
4
5
6
7
8
9
10
11 - r [ [ [ [
MSG STATUS

Properties»

(AVERAGE, Channel = 0,11/4-DQPSK)

FI Keysight Spectrum Analyzer - Swept SA
0

[ SENSE:INT] | \ALIGN OFF [12:42:50 PMJan 08, 2021
#Avg Type: Voltage

Avg|Hold:>100/100

7 Trig: Free Run

PNO: Fast
PREAMP IFGain:Low Atten: 10 dB

10 dBidiv. Ref 86.99 dBpV
Log

Stop 2.50000 GHz

Sweep 1.000 ms (1001 pts)

FUNCTION WIDTH FUNCTION VALUE ~ »

MKR| MODE TRC| SCL X i FUNCTION

(1] f] 2.483 500 GHz 23.806dBuvV| |

© - g
& S

SelectMarker.

E
[w)
1 g -
o =8

|

m

|

Marker

Fixedl>

Of

3

Properties>

More
10of2

(PEAK,Channel = 78,1/4-DQPSK)
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rn Key;\ghtﬁpactmm Analyzer - SwaptSA [ = =h|
RF PRESEL SENSE:INT] | /\ALIGN OFF [12:42:28 PM Mark
Marker 2 2.484160000000 GHz ] #Avg Type: Voltage : 4 b
PNO: Fast L, 11ig: FreeRun Avg|Hold:>100/100 i
PREAMP IFGain:Low Atten: 10 dB Select Marker
»
Mkr2 2.484 160 GHz 2
Ref 86.99 dByV 13.536 d B[
Normal
[ZEEEEEEEE
Delta
e |
Fixedl>
||
Stop 2.50000 GHz
#Res BW (CISPR) 1 MHz #VBW 3.0 MHz* Sweep 3.257 s (1001 pts) Off
MKR MODE TRC| SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE ~ »
1IN I]— By
[ f[  2484160GHz| 13536dBuv] |
- ] ;
Properties»

(AVERAGE, Channel = 78,11/4-DQPSK)
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8-DPSK Mode

A. Test Verdict:

REPORT No. : SZ20120341W04

5 Receiver Max.
etector . .. ..
Frequenc Readin Aractor Emission Limit i
Channel quency 9| A (dB) Facto Verdict
(MH2z) Ur (dB@3m) E (dBuv/m)
PKIAV 1 (dBuv) (dBuV/m)
0 2386.11 PK 26.47 6.74 27.20 60.41 74 PASS
0 2390.00 AV 13.82 6.74 27.20 47.76 54 PASS
78 2485.28 PK 25.94 6.74 27.20 59.88 74 PASS
78 2484.78 AV 13.51 6.74 27.20 47.45 54 PASS
B. Test Plot:
K:T_s‘ghtSpf:pr:;nga!mr:-:‘:em;ﬁ | SENSE:INT] | A\ ALTGN OFF [12:29:00 PM Jan 08, 2021 |i"£I&_|_|
Marker 1 2.386112000000 GHz N BAvg Type: Voltage ;

Trig: Free Run

PNO: Fast )
™ #Atten: 10 dB

IFGain:Low

PREAMP

Ref 86.99 dBuV

#Res BW (CISPR) 1 MHz #VBW 3.0 MHz

Avg|Hold:>100/100

Mkr1 2.386 112 GHz
26.474 dBuV

Stop 2.40400 GHz
Sweep 1.000 ms (1001 pts)

J Select Marker’

MKR| MODE TRC| SCL| X ¥ FUNCTION

U N [ 1]F] 2.386 112 GHz 26474dBuv| |
A N [1]f] 2.390 000 GHz 24543dBuv| 0 ]
]

1 m

FUNCTION WIDTH FUNCTION VALUE =~

I_;

Normal

IUI
o
i

Fixed>

(o]

E

Properties»

=
o
aI

10f2

STATUS

|

(PEAK, Channel =0,
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Keysight Spectrum Analyzer - Swept SA

[
RL RFPRESEL [ 502 DC
Marker 1 2.386528000000 GHz

PNO: Fast L, 1rig: FreeRun
IFGain:Low #Atten: 10 dB

[ SENSE:INT] | /\ALIGN OFF [12:29:45 PMJan 08, 2021
#Avg Type: Voltage

Avg|Hold:>100/100

PREAMP

IE
¢
K

SelectMarker.

Marker

- =
o = =
= s 8 2

Stop 2.40400 GHz
#Res BW (CISPR) 1 MHz #VBW 3.0 MHz* Sweep 1540 s (1001 pts)
MKR| MODE| TRC| SCL| X Y FUNCTION FUNCTION WIDTH FUNCTION VALUE P
W N [1[f] ~ 2386528GHz|  13.748 dBuV|
2 | f|  2.390000GHz|  13.815 dBuV|
3 - ]
4
5
6
7
8
9
10
11 - r [ [ [ [
MSG STATUS

Properties»

(AVERAGE, Channel = 0, 8-DPSK)

FI Keysight Spectrum Analyzer - Swept SA
0

[ SENSE:INT] | \ALIGN OFF [12:43:11 PMJan 08, 2021
#Avg Type: Voltage

Avg|Hold:>100/100

7 Trig: Free Run

PNO: Fast
PREAMP IFGain:Low Atten: 10 dB

10 dBidiv. Ref 86.99 dBpV
Log

Stop 2.50000 GHz

Sweep 1.000 ms (1001 pts)

FUNCTION WIDTH FUNCTION VALUE ~ »

MKR| MODE TRC| SCL X i FUNCTION

(1] f] 2.483 500 GHz 25716dBuvV| |

© - g
& S

SelectMarker.

E
[w)
1 g -
o =8

|

m

|

Marker

Fixedl>

Of

3

Properties>

More
10of2

(PEAK, Channel = 78, 8-DPSK)

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555
FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,

Block67, BaoAn District, ShenZhen , GuangDong Province, P. R. China

MORLAB

Http://www.morlab.cn

Fax: 86-755-36698525

REPORT No. : SZ20120341W04

E-mail: service@morlab.cn

Page 64 of 82



ORLAB
M, 2 REPORT No. : SZ20120341W04

rn Key;\ghtﬁpactmm Analyzer - SwaptSA [ = =h|
RF PRESEL Q SENSE:INT] | /\ALIGN OFF [12:43:34 PM Mark
Marker 2 2.484776000000 GHz ] #Avg Type: Voltage : 4 b
PNO: Fast L, 11ig: FreeRun Avg|Hold:>100/100 i
PREAMP IFGain:Low Atten: 10 dB Select Marker
»
Mkr2 2.484 776 GHz 2
Ref 86.99 dByV 13.5714 d B[
Normal
[ZEEEEEEEE
Delta
e |
Fixedl>
||
Stop 2.50000 GHz
#Res BW (CISPR) 1 MHz #VBW 3.0 MHz* Sweep 3.257 s (1001 pts) Off
MKR MODE TRC| SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE ~ »
1IN I]— By
[ f[ 2484776 GHz| 13514dBuv] |
- ] ;
Properties»

(AVERAGE, Channel = 78, 8-DPSK)
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2.13. Radiated Emission

REPORT No. : SZ20120341W04

2.13.1. Requirement

According to FCC section 15.247(d), radiated emission outside the frequency band attenuation
below the general limits specified in FCC section 15.209(a) is not required. In addition, radiated
emissions which fall in the restricted bands, as defined in FCC section 15.205(a), must also comply
with the radiated emission limits specified in FCC section 15.209(a).

According to FCC section 15.209 (a), except as provided elsewhere in this subpart, the emissions
from an intentional radiator shall not exceed the field strength levels specified in the following table:

Frequency (MHz) Field Strength (uv/m) Measurement Distance (m)
0.009 - 0.490 2400/F(kHz) 300

0.490 - 1.705 24000/F(kHz) 30

1.705 - 30.0 30 30

30-88 100 3

88 - 216 150 3

216 - 960 200 3

Above 960 500 3

Note 1: For Above 1000MHz, the emission limit in this paragraph is based on measurement
instrumentation employing an average detector, measurement using instrumentation with a peak
detector function, corresponding to 20dB above the maximum permitted average limit.

Note 2: For above 1000MHz, limit field strength of harmonics: 54dBuvV/m@3m (AV) and
74dBuvV/m@3m (PK)

In addition, radiated emissions which fall in the restricted bands, as defined in Section 15.205(a),
also should comply with the radiated emission limits specified in Section 15.209(a)(above table)
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2.13.2. Test Description

Test Setup:

1) For radiated emissions from 9kHz to 30MHz

SOOI iy
ey

Test Antenna Receivers — Preamplifier+

2) For radiated emissions from 30MHz to1GHz

Test Antenna+

"
i
< 1m ... dm =+,
I
[
W

Turn Table«

AT &
oy

Eeceivery —{ Preamplifier+
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3) For radiated emissions above 1GHz

Test Antenna+

Wi
£
L

<lm .. 4dm?=

Tumn Tables - &

»
=150cm ,‘.i

N
AN

Receivers — Preamplifiers

The EUT is placed on a non-conducting table 80 cm above the ground plane for measurement
below 1GHz; 1.5 m above the ground plane for measurement above 1GHz.The antenna to EUT
distance is 3meters. The EUT is configured in accordance with ANSI C63.10. The EUT is set to
transmit in a continuous mode.

For measurements below 30MHz, the emission limits shown in the above table are based on
measurements employing a CISPR quasi-peak detector except for the frequency bands 9kHz-90
kHz, 110kHz-490 kHz. Radiated emission limits in these two bands are based on measurements
employing an average detector.

For measurements below 1GHz the resolution bandwidth is set to 100kHz for peak detection
measurements or 120kHz for quasi-peak detection measurements. Peak detection is used unless
otherwise noted as quasi-peak.

For measurements above 1GHz the resolution bandwidth is set to 1MHz, the video band width is
set to 3MHz for peak measurements and as applicable for average measurements.

The frequency range of interest is monitored at a fixed antenna height and EUT azimuth. The EUT
is rotated through 360 degrees to maximize emissions received. The antenna is scanned from 1 to
4 meters above the ground plane to further maximize the emission. Measurements are made with
the antenna polarized in both the vertical and the horizontal positions.

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
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2.13.3. Test Procedure

REPORT No. : SZ20120341W04

Use the following spectrum analyzer settings:

Span = wide enough to fully capture the emission being measured
RBW = 1 MHz for f 2 1 GHz, 100 kHz for f < 1 GHz

VBW = RBW

Sweep = auto

Detector function = peak

Trace = max hold

2.13.4. Test Result

According to ANSI C63.10, because of peak detection will yield amplitudes equal to or greater than
amplitudes measured with the quasi-peak (or average) detector, the measurement data from a
spectrum analyzer peak detector will represent the worst-case results, if the peak measured value
complies with the quasi-peak (or average) limit, it is unnecessary to perform an quasi-peak
measurement (or average).

The measurement results are obtained as below:

E [dBUV/m] =UR + AT+ AFactor [dB]; AT :LCabIe loss [dB]'Gpreamp [dB]

Ar: Total correction Factor except Antenna

Ur: Receiver Reading

Gpreamp: Preamplifier Gain

Aractor: Antenna Factor at 3m

During the test, the total correction Factor AT and Aracior Were built in test software.

Notel: All radiated emission tests were performed in X, Y, Z axis direction. And only the worst axis
test condition was recorded in this test report.

Note2: For the frequency, which started from 9kHz to 30MHz, was pre-scanned and the result
which was 20dB lower than the limit was not recorded.

Note3: For the frequency, which started from 18GHz to 40GHz, was pre-scanned and the result
which was 20dB lower than the limit was not recorded.
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Plot for Channel O

REPORT No. : SZ20120341W04

%0

PK

80 8o 00

QP

06

AV

a0 05 600 OO BODEO01G

.

Limit-PK

Limit-QP

86 76 G 561

Limit-AV

106

16 186

Fre. MH2)  4Buv/im) (dBuV/im) (dBuV/m) (dBuV/im) (dBuV/m) (dBuv/m) Antenna  Verdict
42.610 33.57 N/A N/A N/A 40.00 N/A Horizontal PASS
129.910 36.52 N/A N/A N/A 43.50 N/A Horizontal PASS

1864.000 42.59 N/A N/A 74.00 N/A 54.00  Horizontal PASS

4481.880 45.35 N/A N/A 74.00 N/A 54.00  Horizontal PASS

8476.640 46.08 N/A N/A 74.00 N/A 54.00  Horizontal PASS

12887.200 46.88 N/A N/A 74.00 N/A 54.00  Horizontal PASS

(30MHz to 18GHz, Antenna Horizontal, GFSK, channel 0)
5 _- S E O RO B
A"ﬁ“‘“"“m"n’d‘; u.wM
Fre. (MH2) (dBl:\Ijlm) (dB(S\F/)/m) (dBﬁY//m) é'é”llt\}fn'f) (Iéllran;:t\-/(/?n?) (Iélén&//Ar:]/) Antenna - Verdict
71.710 32.93 N/A N/A N/A 40.00 N/A Vertical  PASS
386.960 32.81 N/A N/A N/A 46.00 N/A Vertical PASS
1978.667 42.45 N/A N/A 74.00 N/A 54.00 Vertical  PASS
4463.400 44.83 N/A N/A 74.00 N/A 54.00 Vertical  PASS
8091.640 45.63 N/A N/A 74.00 N/A 54.00 Vertical  PASS
12600.760 45.88 N/A N/A 74.00 N/A 54.00 Vertical ~ PASS
(30MHz to 18GHz, Antenna Vertical, GFSK, channel 0)
SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
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Plot for Channel 39

i
PK QP AV Limit-PK  Limit-QP  Limit-AV .
Fre. MHZ)  4Buv/m) (dBuV/m) (dBuV/im) (dBuV/m) (dBuVim) (dBuv/m) Antenna  Verdict
42.610 34.75 N/A N/A N/A 40.00 N/A Horizontal PASS
256.980 38.01 N/A N/A N/A 46.00 N/A Horizontal PASS
1888.000 42.46 N/A N/A 74.00 N/A 54.00  Horizontal PASS
4420.280 45.00 N/A N/A 74.00 N/A 54.00  Horizontal PASS
5670.760 46.01 N/A N/A 74.00 N/A 54.00  Horizontal PASS
8565.960 45.66 N/A N/A 74.00 N/A 54.00  Horizontal PASS
(30MHz to 18GHz, Antenna Horizontal, GFSK, channel 39)
¥ 3 =
i .
o i "J““JhW
PK QP AV Limit-PK  Limit-QP  Limit-AV .
Fre. MHZ)  (iByvim) (dBuV/m) (dBuV/im) (dBuV/m) (dBuV/m) (dBuv/m) Antenna  Verdict
128.940 35.00 N/A N/A N/A 43.50 N/A Vertical ~ PASS
256.980 39.09 N/A N/A N/A 46.00 N/A Vertical  PASS
2014.400 43.41 N/A N/A 74.00 N/A 54.00 Vertical  PASS
5673.840 47.16 N/A N/A 74.00 N/A 54.00 Vertical  PASS
8612.160 45.84 N/A N/A 74.00 N/A 54.00 Vertical ~ PASS
12902.600 46.41 N/A N/A 74.00 N/A 54.00 Vertical ~ PASS
(30MHz to 18GHz, Antenna Vertical, GFSK, channel 39)
SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
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Plot for Channel 78

-+

Fre. (MHz) (dBE\}j/m) (dB(S\F;/m) (dBﬁY/lm) (bltran;\inf) (blgﬂt\_/(/?nf) (EIS:R_//A%/) Antenna - Verdict

85.290 33.01 N/A N/A N/A 40.00 N/A  Horizontal PASS
127.970 36.72 N/A N/A N/A 4350 N/A  Horizontal PASS
2459.200 42.93 N/A N/A 74.00 N/A 54.00  Horizontal PASS
5002.400 45.37 N/A N/A 74.00 N/A 54.00  Horizontal PASS
8649.120 4559 N/A N/A 74.00 N/A 54.00  Horizontal PASS
12520.680  45.60 N/A N/A 74.00 N/A 54.00  Horizontal PASS

(30MHz to 18GHz, Antenna Horizontal, GFSK, channel 78)
-+ — : , O
;.w.\,-,.JL..\WMJﬂMF M,,M
) Wiy e

Fre. (MHz) (dBE\/ij) (dB(E\F;/m) (dBﬁYl/m) <b'é“§57r§> (Ialsmﬂt\-/(/gnf) (E'E;"Jtv'% Antenna - Verdict

79.470 31.96 N/A N/A N/A 40.00 N/A Vertical  PASS

256.980 40.71 N/A N/A N/A 46.00 N/A Vertical  PASS
2278.400 41.97 N/A N/A 74.00 N/A 54.00  Vertical PASS
4682.080 45.03 N/A N/A 74.00 N/A 54.00  Vertical PASS
7906.840 45.00 N/A N/A 74.00 N/A 54.00  Vertical PASS
10361.600  45.34 N/A N/A 74.00 N/A 54.00  Vertical PASS

(30MHz to 18GHz, Antenna Vertical, GFSK, channel 78)
SHENZHI?N_MORLA.B COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
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mw/4-DQPSK Mode
Plot for Channel O

-+
S
PK QP AV Limit-PK  Limit-QP  Limit-AV .
Fre. MH2)  4Buvim) (dBuV/m) (dBuV/im) (dBuV/m) (dBuV/m) (dBuv/m) Antenna  Verdict
49.400 34.40 N/A N/A N/A 40.00 N/A Horizontal PASS
385.990 38.12 N/A N/A N/A 46.00 N/A Horizontal PASS
2008.000 42.66 N/A N/A 74.00 N/A 54.00 Horizontal PASS
5658.440 45.90 N/A N/A 74.00 N/A 54.00 Horizontal PASS
8424.280 45.75 N/A N/A 74.00 N/A 54.00  Horizontal PASS
10318.480 45.78 N/A N/A 74.00 N/A 54.00  Horizontal PASS
(30MHz to 18GHz, Antenna Horizontal, 1/4-DQPSK, channel 0)
i - ! SRRV
i ‘«\.*._,/\J'L."L:\J-\l I I
s [y W
PK QP AV Limit-PK  Limit-QP  Limit-AV .
Fre. MH2)  (4Buvim) (dBuV/m) (dBuV/im) (dBuV/m) (dBuV/m) (dBuv/m) Antenna  Verdict
128.940 34.95 N/A N/A N/A 43.50 N/A Vertical PASS
257.950 39.80 N/A N/A N/A 46.00 N/A Vertical PASS
2288.533 43.01 N/A N/A 74.00 N/A 54.00 Vertical  PASS
4552.720 45.30 N/A N/A 74.00 N/A 54.00 Vertical  PASS
8609.080 46.23 N/A N/A 74.00 N/A 54.00 Vertical PASS
12847.160 46.09 N/A N/A 74.00 N/A 54.00 Vertical ~ PASS
(30MHz to 18GHz, Antenna Vertical,1/4-DQPSK, channel 0)
SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,
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Plot for Channel 39

-+ — : s S
O [ BYIPET ausad sotithda

Fre. (MHz) (dBE\}j/m) (dB(S\F/)/m) (dBﬁYl/m) (bgdt\ﬁnf) (E'E“JQ% é'é“ﬁ% Antenna - Verdict
127.970 36.64 N/A N/A N/A 43.50 N/A  Horizontal PASS
256.980 40.11 N/A N/A N/A 46.00 N/A  Horizontal PASS
2005.867 4258 N/A N/A 74.00 N/A 54.00  Horizontal PASS
5599.920  45.21 N/A N/A 74.00 N/A 54.00  Horizontal PASS
9141.920 4571 N/A N/A 74.00 N/A 54.00  Horizontal PASS
12877.960  45.75 N/A N/A 74.00 N/A 54.00  Horizontal PASS

(30MHz to 18GHz, Antenna Horizontal, 1/4-DQPSK, channel 39)

-+
Fre. (MHz) (dBE\};/m) (dB(E\F;/m) (dBﬁYl/m) <b'é“§57r§> (Ialsmﬂt\-/(/gnf) (E'E;"Jtv'% Antenna - Verdict

79.470 34.79 N/A N/A N/A 40.00 N/A Vertical  PASS

256.980 40.80 N/A N/A N/A 46.00 N/A Vertical  PASS
2350.933 43.07 N/A N/A 74.00 N/A 54.00  Vertical PASS
5726.200 45.84 N/A N/A 74.00 N/A 54.00  Vertical PASS
8575.200 45.79 N/A N/A 74.00 N/A 54.00  Vertical PASS
12536.080  45.35 N/A N/A 74.00 N/A 54.00  Vertical PASS

(30MHz to 18GHz, Antenna Vertical, T1/4-DQPSK, channel 39)
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Plot for Channel 78

i
PK QP AV Limit-PK  Limit-QP  Limit-AV .
Fre. MHZ)  (4Buvim)  (dBuV/im) (dBuV/m) (dBuV/m) (dBuV/m) (dBuv/m) ANtenna  Verdict
42.610 35.12 N/A N/A N/A 40.00 N/A Horizontal PASS
385.990 36.45 N/A N/A N/A 46.00 N/A Horizontal PASS
1440.533 41.78 N/A N/A 74.00 N/A 54.00 Horizontal PASS
3696.480 44.38 N/A N/A 74.00 N/A 54.00 Horizontal PASS
5670.760 46.76 N/A N/A 74.00 N/A 54.00 Horizontal PASS
8661.440 46.57 N/A N/A 74.00 N/A 54.00  Horizontal PASS
(30MHz to 18GHz, Antenna Horizontal, 1/4-DQPSK, channel 78)
i _-
= JU,.\« \).'ﬁ\q \-.'..J-!
{0 M o
PK QP AV Limit-PK  Limit-QP  Limit-AV .
Fre. MH2)  4Buv/im) (dBuV/m) (dBuV/im) (dBpV/m) (dBuV/im) (dBuv/m) Antenna  Verdict
128.940 35.31 N/A N/A N/A 43.50 N/A Vertical PASS
256.980 40.33 N/A N/A N/A 46.00 N/A Vertical PASS
2016.533 42.80 N/A N/A 74.00 N/A 54.00 Vertical PASS
5692.320 46.00 N/A N/A 74.00 N/A 54.00 Vertical PASS
7993.080 45.35 N/A N/A 74.00 N/A 54.00 Vertical PASS
12896.440 46.39 N/A N/A 74.00 N/A 54.00 Vertical ~ PASS
(30MHz to 18GHz, Antenna Vertical, T1/4-DQPSK, channel 78)
SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,
M O R LA B Block67,uBao,3n Disfrici sgheféhgz , guang?)on; F’?ovi:cg, P?;. China Hittp://www.morlab.cn E-mail: service@morlab.cn
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8-DPSK Mode
Plot for Channel 0
i = — et
= r\_,a'\"'J"u‘- :
. o ML“’WWM
PK QP AV Limit-PK  Limit-QP  Limit-AV .
Fre. (MH2)  4Buvim) (dBuV/m) (dBuV/im) (dBuV/m) (dBuV/m) (dBuv/m) Antenna  Verdict
48.430 36.93 N/A N/A N/A 40.00 N/A Horizontal PASS
257.950 40.23 N/A N/A N/A 46.00 N/A Horizontal PASS
1843.733 42.39 N/A N/A 74.00 N/A 54.00 Horizontal PASS
4478.800 45.43 N/A N/A 74.00 N/A 54.00 Horizontal PASS
8609.080 45.77 N/A N/A 74.00 N/A 54.00 Horizontal PASS
11119.280 45.37 N/A N/A 74.00 N/A 54.00  Horizontal PASS
(30MHz to 18GHz, Antenna Horizontal,8-DPSK, channel 0)
i
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PK QP AV Limit-PK  Limit-QP  Limit-AV .
Fre. MHZ)  (4Buvim) (dBuV/m) (dBuVim) (dBuV/m) (dBuV/m) (dBuv/m) Antenna  Verdict
128.940 34.89 N/A N/A N/A 43.50 N/A Vertical PASS
257.950 38.50 N/A N/A N/A 46.00 N/A Vertical PASS
2109.867 42.17 N/A N/A 74.00 N/A 54.00 Vertical ~PASS
5763.160 46.71 N/A N/A 74.00 N/A 54.00 Vertical  PASS
8581.360 46.38 N/A N/A 74.00 N/A 54.00 Vertical ~ PASS
10989.920 45.81 N/A N/A 74.00 N/A 54.00 Vertical ~ PASS
(30MHz to 18GHz, Antenna Vertical,8-DPSK, channel 0)
SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,
M O R LA B Block67,uBao,3n Disfrici sgheféhgz , guang?)on; F’?ovi:cg, P?;. China Hittp://www.morlab.cn E-mail: service@morlab.cn
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Plot for Channel 39

REPORT No. : SZ20120341W04

i
o e MJL"'L,J
Fre. (MHz) (dBE\}j/m) (dB(S\F/)/m) (dBﬁYl/m) (bgdt\ﬁnf) (E'E“JQ% é'é“ﬁ% Antenna - Verdict
127.970 37.46 N/A N/A N/A 43.50 N/A Horizontal PASS
256.980 38.86 N/A N/A N/A 46.00 N/A Horizontal PASS
2339.200 42.76 N/A N/A 74.00 N/A 54.00  Horizontal PASS
5747.760 46.74 N/A N/A 74.00 N/A 54.00  Horizontal PASS
8646.040 45.63 N/A N/A 74.00 N/A 54.00  Horizontal PASS
12157.240 45.54 N/A N/A 74.00 N/A 54.00  Horizontal PASS
(30MHz to 18GHz, Antenna Horizontal,8-DPSK, channel 39)
i - ? g
:"v'"v“mwﬂ.\,w. 'Il'l'“JﬁlF " MLMJ M
RS Tl
Fre. (MHz) (dBE\};/m) (dB(E\F;/m) (dBﬁYl/m) <b'é“§57r§> (Ialsmﬂt\-/(/gnf) (E'E;"Jtv'% Antenna - Verdict
128.940 34.78 N/A N/A N/A 43.50 N/A Vertical PASS
256.980 39.15 N/A N/A N/A 46.00 N/A Vertical PASS
2492.800 43.40 N/A N/A 74.00 N/A 54.00 Vertical PASS
5846.320 45.84 N/A N/A 74.00 N/A 54.00 Vertical PASS
8578.280 45.49 N/A N/A 74.00 N/A 54.00 Vertical PASS
10404.720 45.96 N/A N/A 74.00 N/A 54.00 Vertical PASS
(30MHz to 18GHz, Antenna Vertical,8-DPSK, channel 39)
SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
M O R |_ A B FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,

Block67, BaoAn District, ShenZhen , GuangDong Province, P. R. China
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Plot for Channel 78

REPORT No. : SZ20120341W04
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Fre. MHz) 4 BE\};/m) (d B(S\F;/m) (d Bﬁ\\;/m) (dBuV/m) (blgﬂt\_/(/?nf) (E'éndtv'ﬁx y Antenna - Verdict
43.580 34.64 N/A N/A N/A 40.00 N/A Horizontal PASS
256.980 40.98 N/A N/A N/A 46.00 N/A Horizontal PASS
2119.467 43.65 N/A N/A 74.00 N/A 54.00  Horizontal PASS
5683.080 45.23 N/A N/A 74.00 N/A 54.00  Horizontal PASS
9148.080 45.97 N/A N/A 74.00 N/A 54.00  Horizontal PASS
12144.920 46.02 N/A N/A 74.00 N/A 54.00  Horizontal PASS
(30MHz to 18GHz, Antenna Horizontal,8-DPSK, channel 78)
i : | : e
S "V’\.\wkf-"'“ww'w*‘*w : !

Fre. MHz) 4 Bl:\lj/m) (d B(S\F/)/m) (d BﬁY//m) é'é”llt\}fn'f) (Iéllran;:t\-/(/?n?) (Iélén&//Ar:]/) Antenna - Verdict

43.580 34.67 N/A N/A N/A 40.00 N/A Vertical PASS

256.980 40.83 N/A N/A N/A 46.00 N/A Vertical PASS

2452.800 42.81 N/A N/A 74.00 N/A 54.00 Vertical  PASS

5384.320 44.93 N/A N/A 74.00 N/A 54.00 Vertical  PASS

8587.520 45.54 N/A N/A 74.00 N/A 54.00 Vertical  PASS

12135.680 46.87 N/A N/A 74.00 N/A 54.00 Vertical PASS

(30MHz to 18GHz, Antenna Vertical,8-DPSK, channel 78)
SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
M O R |_ A B FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,

Block67, BaoAn District, ShenZhen , GuangDong Province, P. R. China
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Annex A Test Uncertainty

Where relevant, the following measurement uncertainty levels have been estimated for test
performed on the EUT as specified in CISPR 16-1-2:

Test Items Uncertainty
Number of Hopping Frequency 5%

Peak Output Power +2.22dB
20dB Bandwidth 5%
Carrier Frequency Separation 5%

Time of Occupancy (Dwell Time) 5%
Conducted Spurious Emission +2.77dB

This uncertainty represent an expanded uncertainty expressed at approximately the 95%
confidence level using a coverage factor of k=2.

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525
M O R LA B FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,
Block67, BaoAn District, Shenzhen , GuangDong Province, P. R. China Hittp://www.morlab.cn E-mail: service@morlab.cn
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Annex B Testing Laboratory Information

REPORT No. : SZ20120341W04

1. Identification of the Responsible Testing Laboratory

Shenzhen Morlab Communications Technology Co., Ltd.
Morlab Laboratory
FL.3, Building A, FeiYang Science Park, No.8 LongChang

Laboratory Name:

Laboratory Address: Road, Block 67, BaoAn District, ShenZhen, GuangDong
Province, P. R. China

Telephone: +86 755 36698555

Facsimile: +86 755 36698525

2. Identification of the Responsible Testing Location

Shenzhen Morlab Communications Technology Co., Ltd.
Morlab Laboratory

FL.3, Building A, FeiYang Science Park, No.8 LongChang
Address: Road, Block 67, BaoAn District, ShenZhen, GuangDong
Province, P. R. China

Name:

3. Facilities and Accreditations

All measurement facilities used to collect the measurement data are located at FL.3, Building A,
FeiYang Science Park, Block 67, BaoAn District, Shenzhen, 518101 P. R. China. The test site is
constructed in conformance with the requirements of ANSI C63.10-2013and CISPR Publication 22;
the FCC designation number is CN1192, the test firm registration number is 226174.

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd. Tel: 86-755-36698555 Fax: 86-755-36698525

M O R LA B FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,

Block67, BaoAn District, Shenzhen , GuangDong Province, P. R. China Hittp://www.morlab.cn E-mail: service@morlab.cn
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4. Test Equipments Utilized

4.1 Conducted Test Equipments

REPORT No. : SZ20120341W04

Equipment _
Serial No. Type Manufacturer Cal. Date Due Date
Name
Bluetooth Base i
. 6K00006210 | MT8852B Anritsu 2020.04.01 | 2021.03.31
Station
Directional ShangHaiHuaxian
17041703 DTO-5-30 N/A N/A
coupler g
EXA Signal
g MY53470836 | N9010A Agilent 2020.04.01 | 2021.03.31
Analzyer
RF cable
CB0O1 RFO1 Morlab N/A N/A
(30MHz-26GHz)
Coaxial cable CB02 RF02 Morlab N/A N/A
SMA connector CNO1 RFO3 HUBER-SUHNER N/A N/A
Computer T430i Think Pad Lenovo N/A N/A
4.2 Conducted Emission Test Equipments
Equipment Name Serial No. Type Manufacturer | Cal. Date Due Date
Receiver MY56400093 N9038A KEYSIGHT 2020.03.26 | 2021.03.25
LISN 8127449 NSLK 8127 | Schwarzbeck | 2020.03.26 | 2021.03.25
Pulse Limiter VTSD 9561 VTSD Schwarzbeck | 2020.07.24 | 2021.07.23
(10dB) F-B #206 9561-F
Coaxial
cable(BNC) CBO1 EMCO01 Morlab N/A N/A
(30MHz-26GHz)
4.3 List of Software Used
Description Manufacturer Software Version
Test system Tonscend V2.6
Power Panel Agilent V3.8
MorlabEMCR V1.2 Morlab V1.0

MORLAB

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd.

FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,

Block67, BaoAn District, ShenZhen , GuangDong Province, P. R. China

Tel: 86-755-36698555

Http://www.morlab.cn

Fax: 86-755-36698525

E-mail: service@morlab.cn
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4.4 Radiated Test Equipments

REPORT No. : SZ20120341W04

Equipment )
Serial No. Type Manufacturer | Cal. Date Due Date
Name
Receiver MY54130016 N9038A Agilent 2020.07.21 | 2021.07.20
Test Antenna -
Bi-Log 9163-520 VULB 9163 Schwarzbeck | 2019.05.24 | 2022.05.23
Test Antenna -
Loop 1520-022 FMZB1520 Schwarzbeck | 2019.02.14 | 2022.02.13
Test Antenna —
Horm 01774 BBHA 9120D | Schwarzbeck | 2019.07.26 | 2022.07.25
Test Antenna — BBHA9170
BBHA9170 Schwarzbeck | 2019.07.26 | 2022.07.25
Horn #1774
Coaxial cable
(N male) CB04 EMCO04 Morlab N/A N/A
(9KHz-30MHz)
Coaxial cable
(N male) CB02 EMCO02 Morlab N/A N/A
(30MHz-26GHz)
Coaxial cable(N
male) CBO03 EMCO03 Morlab N/A N/A
(30MHz-26GHz)
1-18GHz S020180L32
. 61171/61172 Tonscend 2020.07.21 | 2021.07.20
pre-Amplifier 03
18-26.5GHz S10M100L38
. 46732 Tonscend 2020.07.21 | 2021.07.20
pre-Amplifier 02
26-40GHz S40M400L40
. 56774 Tonscend 2020.07.21 | 2021.07.20
pre-Amplifier 02
. WRCG-2400- N
Notch Filter N/A Wainwright 2020.07.21 | 2021.07.20
2483.5-60SS
Anechoic
N/A Im*6m*6m CRT 2020.01.06 | 2023.01.05
Chamber

MORLAB

SHENZHEN MORLAB COMMUNICATIONS TECHNOLOGY Co., Ltd.
FL1-3, Building A, FeiYang Science Park, No.8 LongChang Road,
Block67, BaoAn District, ShenZhen , GuangDong Province, P. R. China

END OF REPORT
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