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 FCC&IC Radio Test Report 
 

FCC ID: EMOIBT18 

IC: 986B-IBT18 
 

This report concerns (check one): Original Grant Class I Change Class II Change 
 
 
 

Project No. : 1512C056 
Equipment : BT Alarm Clock Speaker with Speakerphone and 

USB charging 
Model Name for 
FCC 

: iBT18, iBT18X, iBT18XC (“X”= a to Z; denote as color 
of cabinet) 

Model Name for 
IC 

: iBT18  

Applicant : SDI TECHNOLOGIES INC. 
Address : 1299 Main Street, Rahway, NJ 07065, U.S.A 

 
 

Date of Receipt : Dec. 08, 2015 
Date of Test : Dec. 08, 2015 ~ Dec. 15, 2015 
Issued Date : Dec. 16, 2015 
Tested by : BTL Inc. 

 
 
 

Testing Engineer :  

  (Shawn Xiao) 
   

Technical Manager :  

  (David Mao) 

   
Authorized Signatory :  

  (Steven Lu) 
 
 
 

B T L  I N C .  
No.3, Jinshagang 1st Road, Shixia, Dalang Town, Dongguan, 

Guangdong, China. 
TEL: +86-769-8318-3000   FAX: +86-769-8319-6000 
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 Declaration 

 
BTL represents to the client that testing is done in accordance with standard procedures as applicable and 
that test instruments used has been calibrated with the standards traceable to National Measurement 
Laboratory (NML) of CHINA, or National Institute of Standards and Technology (NIST) of U.S.A. 

 

BTL's reports apply only to the specific samples tested under conditions. It is manufacture’s responsibility 
to ensure that additional production units of this model are manufactured with the identical electrical and 
mechanical components. BTL shall have no liability for any declarations, inferences or generalizations 
drawn by the client or others from BTL issued reports. 

 BTL’s report must not be used by the client to claim product certification, approval, or endorsement by 
NVLAP, NIST, or any agency of the Federal Government. 

 
This report is the confidential property of the client. As a mutual protection to the clients, the public and 
BTL-self, extracts from the test report shall not be reproduced except in full with BTL’s authorized written 
approval. 

 BTL’s laboratory quality assurance procedures are in compliance with the ISO Guide 17025 requirements, 
and accredited by the conformity assessment authorities listed in this test report. 

 Limitation 

 For the use of the authority's logo is limited unless the Test Standard(s)/Scope(s)/Item(s) mentioned in this 
test report is (are) included in the conformity assessment authorities acceptance respective. 
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1. CERTIFICATION 
 
 Equipment : BT Alarm Clock Speaker with Speakerphone and USB charging 
 Brand Name : iHome 

 Model Name 
for FCC 

: iBT18, iBT18X, iBT18XC (“X”= a to Z; denote as color of cabinet) 

 Model Name 
for IC 

: iBT18 

 Applicant : SDI TECHNOLOGIES INC. 
 Manufacturer : SDI TECHNOLOGIES INC. 
 Address : 1299 Main Street, Rahway, NJ 07065, U.S.A 
 Factory : Jadestar Electronics (Shenzhen) Co. Ltd. 

 Address : Block 5, He Tai Industrial Zone, He Ping Community, Fu Yuan Town, Bao An 
District. 

 Date of Test : Dec. 08, 2015 ~ Dec. 15, 2015 
 Test Sample : Engineering Sample 

 
Standard(s) : FCC Part15, Subpart C: 2014 (15.247)/ ANSI C63.10-2013 

RSS-247 Issue 1, May 2015 
RSS-GEN Issue 4, Nov 2014 

   
The above equipment has been tested and found compliance with the requirement of the relative 
standards by BTL Inc. 
The test data, data evaluation, and equipment configuration contained in our test report (Ref No. 
BTL-FICP-1-1512C056) were obtained utilizing the test procedures, test instruments, test sites 
that has been accredited by the Authority of TAF according to the ISO-17025 quality assessment 
standard and technical standard(s).  
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2. SUMMARY OF TEST RESULTS 
 
Test procedures according to the technical standard(s):  
 

Applied Standard(s): 47 CFR Part 15, Subpart C: 2014;  
RSS-247 Issue 1, May 2015; RSS-GEN Issue 4, Nov 2014 

Standard(s) Section 
Test Item Judgment Remark FCC IC 

15.207 RSS-GEN 8.8 Conducted Emission PASS  

15.247(d) RSS-247 5.5 Antenna conducted 
Spurious Emission PASS  

15.247 
(a)(1) RSS-247 5.1 (2) Hopping Channel 

Separation PASS  

15.247(a)(1) RSS-247 5.1 (1) Bandwidth PASS  

15.247 
(b)(1) RSS-247 5.4 (2) Peak Output Power PASS  

15.247(d) 
15.209 RSS-247 5.5 Radiated Spurious 

Emission PASS  

15.247 
(a)(1)(iii) RSS-247 5.1 (4) Number of Hopping 

Frequency PASS  

15.247 
(a)(1)(iii) RSS-247 5.1 (4) Dwell Time PASS  

15.205 RSS-GEN 8.10 Restricted Bands PASS  

15.203 - Antenna Requirement PASS  
 

Note: 
 (1)” N/A” denotes test is not applicable in this test report 

 












































































































































































































