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1.

GENERAL INFORMATION

1.1Product Description

Characteristics

Description

Product Name

Bluetooth Alarm Clock with UV Sanitizing and USB charging

Model number

iUVBT1, iUVBT1X

(X could 1 or 3 digits by any alphabets denote different cabinet
color)

(Note: The models are the same except the model number,
here we prepare iUVBT1 for the all test)

Power Supply AC 120V/60Hz for adapter
Model:BQ30A-0903000-U
Adapter Input:AC 100-240V 50/60Hz 0.8A

Output:DC 9V 3A

Kind of Device

Bluetooth Ver.4.2

Modulation

GFSK, m/4-DQPSK, 8DPSK

Operating Frequency
Range

2402-2480MHz

Number of Channels

79

Transmit Power Max(PK)

0.07dBm(0.001016W)

Antenna Type

Internal PCB antenna

Antenna Gain

0.5dBi
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1.2Test Methodology
Both conducted and radiated testing was performed according to the procedures in

ANSI C63.10-2013. Radiated testing was performed at an antenna to EUT distance 3
meters.
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1.3Test Facility

Site Description

EMC Lab. : Accredited by CNAS, 2018.11.30
The certificate is valid until 2022.10.28
The Laboratory has been assessed and proved to be in
compliance with CNAS-CL01:2006 (identical to ISO/IEC
17025:2005)
The Certificate Registration Number is L2291.

Accredited by TUV Rheinland Shenzhen 2016.5.19
The Laboratory has been assessed according to the
requirements ISO/IEC 17025.

Accredited by FCC, August 09, 2018
Designation Number: CN1204
Test Firm Registration Number: 882943

Accredited by Industry Canada, November 09, 2018
The Certificate Registration Number is 4480A.

Accredited by A2LA,August 08, 2018
The Certificate Number is 4321.01.

Name of Firm . EMTEK(SHENZHEN) CO., LTD.

Site Location :  Building 69, Majialong Industry Zone, Nanshan District,
Shenzhen, Guangdong, China.
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2. System Test Configuration

2.1 EUT Configuration
The EUT configuration for testing is installed on RF field strength measurement to
meet the Commissions requirement and operating in a manner which intends to
maximize its emission characteristics in a continuous normal application.

2.2 EUT Exercise
The Transmitter was operated in the normal operating mode. The Tx frequency was
fixed which was for the purpose of the measurements.

2.3 Test Procedure

2.3.1 Conducted Emissions

The EUT is a placed on as turn table which is 0.8 m above ground plane.
According to the requirements in Section 13.1.4.1 of ANSI C63.10-2013.
Conducted emissions from the EUT measured in the frequency range between
0.15 MHz and 30MHz using CISPR Quasi-Peak and average detector mode.

2.3.2 Radiated Emissions

Below 1000MHz, The EUT was placed on a turn table which is 0.8m above
ground plane. And above 1000MHz, The EUT was placed on a styrofoam table
which is 1.5m above ground plane. The turn table shall rotate 360 degrees to
determine the position of maximum emission level. EUT is set 3m away from the
receiving antenna which varied from 1m to 4m to find out the highest emission.
And also, each emission was to be maximized by changing the polarization of
receiving antenna both horizontal and vertical. In order to find out the max.
emission, the relative positions of EUT was fixed in a particular direction
according to the requirements in Section 13.1.4.1 of ANSI C63.10-2013.
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2.4 Configuration of Tested System

Fig. 2-1 Configuration of Tested System

EUT | AC Mains

Table 2-1 Equipment Used in Tested System

ltem Equipment Trademark Model No. FCC ID Note
Bluetooth Alarm Clock
1. |with UV Sanitizing and| iHome iUVBT1 EMOIXVBH EUT
USB charging
Note:

(1) Unless otherwise denoted as EUT in [ Remark ] column , device(s) used in tested

system is a support equipment.
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3. Summary of Test Results

FCC Rules Description Of Test Result
§15.207 AC Power Conducted Compliant
mission

§15.247(d),§15.209 Radiated Emission Compliant

§15.247(a)(1) Channel Separation test Compliant

§15.247(a)(1) 20dB Bandwidth Compliant

§15.247(a)(1)(iii) Quantity of Hopping Channel Compliant
Time of Occupancy(Dwell Compliant

§15.247(a)(1)(iii) Time)

§15.247(b) Max Peak output Power test Compliant

§15.247(d) Band edge test Compliant

§15.203 Antenna Requirement Compliant
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4. Description of test modes

The EUT has been tested under its typical operating condition and fully-charged battery for
EUT tested alone. Pre-defined engineering program for regulatory testing used to control the
EUT for staying in continuous transmitting. Only the worst case data were reported.

The EUT has been associated with peripherals pursuant to ANSI C63.10-2013 and
configuration operated in a manner tended to maximize its emission characteristics in a
typical application. Frequency range investigated: radiation (9 KHz to the 10th harmonics of
the highest fundamental frequency or to 40 GHz, whichever is lower).

The EUT has been tested under TX operating condition.

This EUT is a FHSS system, were conducted to determine the final configuration from all
possible combinations. We use software control the EUT, Let EUT hopping on and transmit
with highest power, all the modes GFSK, 1/4-DQPSK, 8DPSK have been tested. 79
Channels are provided by EUT. The 3 channels of lower, medium and higher were chosen for
test.

Channel List:
Channel I(:I\r/lel_?zu)ency Channel E\r/lei_?zu)ency Channel E\r/lei_?zu)ency
1 2402 39 2441
2 2403 40 2442 77 2478
3 2404 41 2443 78 2479
79 2480
Note: fc=2402MHz+(k-1)x1MHz k=11t0 79
Test Frequency and channels:
Channel Frequency(MHz)
1 2402
40 2441
79 2480
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5. TEST SYSTEM UNCERTAINTY

The following measurement uncertainty levels have been estimated for tests performed on the

apparatus:
Parameter Uncertainty

Radio Frequency +1x107-5
Maximum Peak Output Power Test +1.0dB
Conducted Emissions Test +2.0dB
Radiated Emission Test +2.0dB
Power Density +2.0dB
Occupied Bandwidth Test +1.0dB
Band Edge Test +3dB
All emission, radiated +3dB
Antenna Port Emission +3dB
Temperature +0.5C
Humidity +3%

Remark: The coverage Factor (k=2), and measurement Uncertainty for a level of Confidence of 95%
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6. Conducted Emissions Test

6.1 Measurement Procedure:
1.The EUT was placed on a table, which is 0.8m above ground plane.

2.Maximum procedure was performed on the six highest emissions to
ensure EUT compliance.

3. Repeat above procedures until all frequency measured was complete.

6.2 Test SET-UP (Block Diagram of Configuration)

Test Receiver

AC Mains

t

L..S.N

EUT

6.3 Measurement Equipment Used:

Conducted Emission Test Site

EQUIPMENT MFR MODEL SERIAL |[Characteristics| Last Cal. | Due date
TYPE NUMBER | NUMBER

Test Receiver g‘;ﬁ\fgé Escs30 | 100018 | KHZ=3GHzZ 404615020 05/15/2021
L.I.S.N Rohde & ENV216 | 100017 | FKHZ-300MHZ | 5100020 | 05/15/2021

Schwarz
RF Sl‘j"r']tifh'”g CDS RSU-M2 38401 | 9KHZ-300MHZ | 35155020 | 05/15/2021
Coaxial Cable CDS 79254 | 46107086 | 9kHz~3GHz |05/16/2020|05/15/2021
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6.4 Measurement Result:

Operation Mode: TX Test Date : July 20, 2020
Frequency Range: 0.15MHz~30MHz Temperature : 28°C

Test Result: PASS Humidity : 65 %

Test By: Loren

Pass.

All modulation modes have been tested, the worst mode is (GFSK TX 2402MHz), the
data is recorded on the following page, other modulation modes do not exceed this limit.
Please refer to the following data.
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Mode: Tx 2402
MNote:
Reading Correct Measure-
Mo. Mk.  Freqg. Lavel Factor ment Limit  Ower
WMHz dBut dB dBu'/ dBu/ dB Detector  Comment
1 0.4420 3351 1015 4366 5702 1336 QP
2" 0.4420 2411 1015 34.26 4702 1276 AVG
3 1.3260 2766 1018 37.84 5600 1816 QP
4 1.3260 2207 1018 32.25 46.00 1375  AVG
5 2.2100 2914  10.18 39.32 56.00 -1668 QP
B 2.2100 2168 10.18 31.86 46.00 1414  AVG
I 3.09040 2988 10.18 40.06 56.00 -1594 QP
8 3.0940 2134 1018 31.52 46.00 -14.48 AVG
9 97250 588 1021 46.09 6000 13917 QP
10 9.7250 2510 10.21 35.31 50.00 1488  AVG
11 11.4980 3421 1022 44 .43 60.00 1557 QP
12 11.4980 2406 1022 34.28 50.00 1572 AVG
*Maximum data  x:Over limit  L:over margin Comment: Factor build in receiver. Operator: Lian
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Mode: TX 2402

Mote:
Reading Correct Measure-
No. Mk.  Freq. Level Factor ment Limit ~ Over
MHz dBu/ dB dBu/ dBut/ dB Detector  Comment
1> 0.4420 3304 1015 43.19 5702 1383 QP
2 0.4420 1857 1015 2872 4702 1830 AVG
3 1.3140 2506 1018 3524 5600 -2076 QP
4 1.3140 2041 1018 3059 46.00 -1541  AVG
5 2.1860 2410 1018 34.28 56.00 -21.72 QP
G 2.1880 2043 1018 30.61 46.00 -1539  AVG
T 7.9100 3013 1020 40.33 60.00 -1967 QP
3 7.9100 2170 1020 31.90 50.00 1810  AVG
9 10.5540 3233 1022 42 55 6000 1745 QP
10 10.5540 22639 1022 32.91 50.00 1709 AVG
11 13.2020 3095 1023 41.22 6000 1678 QP
12 13.2020 1766 1023 27.89 5000 -2211  AVG
“Maximum data  x:Ower limit  l:over margin Comment: Factor build in receiver. Operator: Lian
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6.5 Conducted Measurement Photos:
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7.

Radiated Emission Test

7.1 Measurement Procedure

1.

2.

The testing follows the guidelines in Spurious Radiated Emissions of ANSI

C63.10-2013.

Below 1000MHz, The EUT was placed on a turn table which is 0.8m above ground

plane. And above 1000MHz, The EUT was placed on a styrofoam table which is 1.5m

above ground plane.

The EUT was set 3 meters from the interference receiving antenna, which was

mounted on the top of a variable height antenna tower.

For each suspected emission, the EUT was arranged to its worst case and then tune

the Antenna tower (From 1m to 4m) and turntable (from O degree to 360 degree) to

find the maximum reading. A pre-amp and a high pass filter are used for the test in
order to get better signal level to comply with the guidelines.

Set to the maximum power setting and enable the EUT transmit continuously.

Final measurement (Above 1GHz): The frequency range will be divided into different

sub ranges depending of the frequency range of the used horn antenna. The EMI

Receiver set to peak and average mode and a resolution bandwidth of TMHz. The

measurement will be performed in horizontal and vertical polarization of the

measuring antenna and while rotating the EUT in its vertical axis in the range of 0

degree to 360 degree in order to have the antenna inside the cone of radiation.

Test Procedure of measurement (For Above 1GHz):

1) Monitor the frequency range at horizontal polarization and move the antenna over
all sides of the EUT (if necessary move the EUT to another orthogonal axis).

2) Change the antenna polarization and repeat 1) with vertical polarization.

3) Make a hardcopy of the spectrum.

4) Measure the frequency of the detected emissions with a lower span and resolution
bandwidth to increase the accuracy and note the frequency value.

5) Change the analyser mode to Clear/ Write and found the cone of emission.

6) Rotate and move the EUT, so that the measuring distance can be enlarged to 3m
and the antenna will be still inside the cone of emission.

7) Measure the level of the detected frequency with the correct resolution bandwidth,
with the antenna polarization and azimuth and the peak and average detector,
which causes the maximum emission.

8) Repeat steps 1) to 7) for the next antenna spot if the EUT is larger than the
antenna beamwidth.
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Use the following spectrum analyzer settings:

When spectrum scanned from 30MHz to 1GHz setting resolution bandwidth 120KHz and

video bandwidth 300KHz:

EMI Test Receiver Setting
Attenuation Auto

RB 120KHz
VB 300KHZz
Detector QP
Trace Max hold

When spectrum scanned above 1GHz setting resolution bandwidth 1MHz, video

bandwidth 3MHz:

EMI Test Receiver Setting
Attenuation Auto

RB 1TMHz
VB 3MHz
Detector Peak
Trace Max hold

When spectrum scanned above 1GHz setting resolution bandwidth 1MHz, video

bandwidth 10Hz:

EMI Test Receiver Setting
Attenuation Auto

RB 1MHz
VB 10Hz
Detector Average
Trace Max hold
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7.2 Test SET-UP (Block Diagram of Configuration)

(A) Radiated Emission Test Set-Up, Frequency Below 30MHz

Turntable

\ EUT

Test
Receiver

Ground Plan Coaxial Cable

(B) Radiated Emission Test Set-Up, Frequency Below 1000MHz

| |
e 3M T
Turntable

\ EUT 1m to 4m

Spectum| S g
Analyzer ‘ | In am
| |
[ 7
Coaxial Cable

Ground Plane >

(C) Radiated Emission Test Set-Up, Frequency above 1000MHz

————

3m |

Turntable

I

NE B
[ ' Test
1.5 ] Amplifier| | Receiver
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7.3 Measurement Equipment Used:

ltem Equipment Manufacturer Model No. Serial No. Characteristics Last Cal. In?e?\l/.al
1, Test Receiver Rohde & ESCI 1166.5950.0 | 9KHz-3GHz | (5/16/2020 | 1 Year
Schwarz 3
2. Loop Antenna Schwarzbeck FMZB 1519 012 9 KHz -30MHz | 05/16/2020 1 Year
3. Bilog Antenna Schwarzbeck VULB9163 000141 25MHz-2GHz 05/16/2020 1 Year
4, Power Amplifier CDS RSU-M352 818 1MHz-1GHz 05/16/2020 1 Year
5. Power Amplifier HP 8447F OPT H64 1GHz-26.5GHz | 05/16/2020 1 Year
6. Color Monitor SUNSPO SP-140A N/A - 05/16/2020 1 Year
7. Single Line Filter JIANLI XL-3 N/A - 05/16/2020 1 Year
8. Single Phase JIANLI DL-2X100B N/A - 05/16/2020 | 1 Year
Power Line Filter
9. 3 Phase Power JIANLI DL-4X100B N/A - 05/16/2020 | 1 Year
Line Filter
10. DC Power Filter JIANLI DL-2X50B N/A - 05/16/2020 1 Year
1. Cable Schwarzbeck PLF-100 549489 9KHz-3GHz 05/16/2020 1 Year
12. Cable Rosenberger CIL02 A0783566 9KHz-3GHz 05/16/2020 | 1 Year
13. Cable Rosenberger RG 233/U 525178 9KHz-3GHz 05/16/2020 1 Year
14. | Signal Analyzer Rohde & FSV30 103040 9KHz-40GHZ | 5/16/2020 | 1 Year
Schwarz
15. Horn Antenna Schwarzbeck BBHA9120D | 9120D-1272 1GHz-18GHz 05/16/2020 1 Year
16. Horn Antenna Schwarzbeck BBHA 9170 BBHgg’l 703 | 14GHz -26.5GHz 05/16/2020 1 Year
17. | Power Amplifier | LUNAR EM LNA1§18'4 “01230000 16Hz-26.5GHz | (51162020 | 1 Year
18. Cable H+S CBL-26 N/A 1GHz-26.5GHz 05/16/2020 1 Year
19. Cable H+S CBL-26 N/A 1GHz-26.5GHz 05/16/2020 1 Year
20. Cable H+S CBL-26 N/A 1GHz-26.5GHz 05/16/2020 1 Year
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7.4 Radiated Emission Limit

The emissions from an intentional radiator shall not exceed the field strength levels
specified in the following table 15.209(a):

Frequencies Field Strength Measurement Distance
(MHz) (micorvolts/meter) {meters)
0.009~0 450 2400/F(KHz) 300
0.490~1.705 24000/F(KHz) 30
1.705-30.0 30 30
30~88 100 3
88-216 150 3
216~960 200 3
Above 960 500 3

15.205 Restricted bands of operation

Remark: 1. Emission level in dBuV/m=20 log (uV/m)
2. Measurement was performed at an antenna to the closed point of EUT

distance of meters.
3. Only spurious frequency is permitted to locate within the Restricted Bands

specified in provision of & 15.205, and the emissions located in restricted
bands also comply with 15.209 limit.
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7.5 Measurement Result

Operation Mode: TX Test Date : July 20, 2020
Test By: Loren Temperature : 28°C
Test Result: PASS Humidity : 65 %

Measured Distance: 3m

Below 30MHz:
Freq. Ant.Pol. Emission Limit 3m Over
Level
(MHz) H/V (dBuV/m) (dBuV/m) (dB)

Note: The low frequency, which started from 9KHz-30MHz, was pre-scanned and the
result which was 20dB lower than the limit line per 15.31(0) was not reported.

Below 1000MHz:
Pass.

All modulation modes have been tested, the worst mode is (GFSK TX 2402MHz), the
data is recorded on the following page, other modulation modes do not exceed this limit.

Please refer to the following data.
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Mode: TX 2402

Note:
Reading Correct Measure- Antenna Table
No. Mk.  Fregq.  Level Factor ment Limit  Over Height Degree
MHz dBuY dB dBuvim dBu\im dB8 Detactor cm degree  Comment
1 * 891797 5375  -18.89 35.06 4350 -644 QP
2 137.9028 56.20 -21.51 3469 4350 -881 QP
3 225 3080 4587 -16.58 2929 46.00 1671 QP
4 2679904 4352 -1421 2931 46.00 -1669% QP
) 4265210 33.88 -10.38 23.50 4600 -2250 QP
B 836.2443 40.08 -3.01 37.07 4600 -8B93 QP
*Maximum data  x:Over limit  l:over margin Operator: Lian
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Mode: TX 2402

Note:
Reading Cormrect Measure- Antenna Table
No. Mk.  Freq. Level Factor ment Limit ~ Owver Height Degree
MHz dBu dB dBuvim dBuvim dB Detector cm degree  Comment
1 * 356240 51.79 -18.33 3346 4000 -654 QP
2 53.5052 4359 -1576 2783 4000 1217 QP
3 93.1132 4816  -19.30 2886 4350 -1484 QP
4 140.3421 57.20 -21.50 3570 4350 78O QP
5 213.0151 4802 -17.30 3072 4350 1278 QP
B 419.1081 3816 -1053 2763 4600 -1837 QP
*Maximum data  x:Overlimit  l:over margin Operator: Lian
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Above 1000MHz~10t" Harmonics:
All modulation modes have been tested, the worst mode is (GFSK), the data is recorded on

the following page, other modulation modes do not exceed this limit.Please refer to the
following data.

Operation Mode: GFSK (CH1: 2402MHz) Test Date:  July 21, 2020

Operation Mode: GFSK (CH40: 2441MHz) Test Date :  July 21, 2020
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Operation Mode: GFSK (CH79: 2480MHz) Test Date :  July 21, 2020

Other harmonics emissions are lower than 20dB below the allowable limit.

Note: (1) All Readings are Peak Value and AV.
(2) Emission Level= Reading Level+ Probe Factor +Cable Loss.
(3) The average measurement was not performed when the peak measured data
under the limit of average detection.
(4) Measuring frequencies from 1GHz to 25GHz.
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7.5 Radiated Measurement Photos:
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8. Channel Separation test

8.1 Measurement Procedure
The EUT was operating in hopping mode or could be controlled its channel. Printed out

the test result from the spectrum by hard copy function.

8.2 Test SET-UP (Block Diagram of Configuration)

Spectrum Analyzer

EUT
8.3 Measurement Equipment Used:
EQUIPMENT MFR MODEL SERIAL Characteristics LAST CAL DUE.
TYPE NUMBER NUMBER CAL.
Spectrum Analyzer |Rohde & Schwarz FSV30 1321.3008K 10Hz-30GHz | 05/16/2020 |05/15/2021
Coaxial Cable CDS 79254 46107086 10Hz-30GHz | 05/16/2020 [05/15/2021
Antenna Connector | ARTHUR-YANG | 2244-N1TG1 N/A 10Hz-30GHz | 05/16/2020 [05/15/2021

Remark: The temporary antenna connector is soldered on the PCB board in order to perform
conducted tests and this temporary antenna connector is listed in the equipment list.

8.4 Measurement Results:

Refer to attached data chart.
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Spectrum Detector: PK Test Date : July 21, 2020

Test By: Loren Temperature : 24°C

Test Result: PASS Humidity : 53 %

Modulation: GFSK

Channel number Channel Separation Read Separation Limit

frequency (MHz) Value (kHz) 2/3 20dB Down BW(kHz)

1 2402 1003 >755
40 2441 1003 >746
79 2480 999 >755
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Spectrum Detector: PK Test Date : July 21, 2020

Test By: Loren Temperature : 24°C

Test Result: PASS Humidity : 53 %

Modulation: M/4-DQPSK

Channel number Channel Separation Read Separation Limit

frequency (MHz) Value (kHz) 2/3 20dB Down BW(kHz)
1 2402 1007 >949
40 2441 1003 >932
79 2480 1003 >938
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Spectrum Detector: PK Test Date : July 21, 2020

Test By: Loren Temperature : 24°C

Test Result: PASS Humidity : 53 %

Modulation: 8DPSK

Channel number Channel Separation Read Separation Limit

frequency (MHz) Value (kHz) 2/3 20dB Down BW(kHz)
1 2402 999 >940
40 2441 999 >938
79 2480 1003 >943
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0. 20dB Bandwidth test

9.1 Measurement Procedure

The EUT was operating in hopping mode or could be controlled its channel. Printed out
the test result from the spectrum by hard copy function.

9.2 Test SET-UP (Block Diagram of Configuration)

EUT

Spectrum Analyzer

9.3 Measurement Equipment Used:

EQUIPMENT MFR MODEL SERIAL Characteristics LAST CAL DUE.
TYPE NUMBER NUMBER CAL.
Spectrum Analyzer |Rohde & Schwarz FSV30 1321.3008K 10Hz-30GHz | 05/16/2020 |05/15/2021
Coaxial Cable CDS 79254 46107086 10Hz-30GHz | 05/16/2020 |05/15/2021
Antenna Connector | ARTHUR-YANG | 2244-N1TG1 N/A 10Hz-30GHz | 05/16/2020 |05/15/2021

Remark: The temporary antenna connector is soldered on the PCB board in order to perform
conducted tests and this temporary antenna connector is listed in the equipment list.

9.4 Measurement Results:

Refer to attached data chart.

Spectrum Detector: PK Test Date : July 21, 2020
Test By: Loren Temperature : 24°C
Test Result: PASS Humidity : 53 %
Modulation: GFSK
Channel frequenc 20dB Down
Channel number (MHz()q y BW(kHz)

1 2402 1133

40 2441 1120

79 2480 1133
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Spectrum Detector: PK Test Date : July 21, 2020
Test By: Loren Temperature : 24°C
Test Result: PASS Humidity : 53 %
Modulation: M/4-DQPSK
Channel frequenc 20dB Down
Channel number (MHz():I y BW(kHz)

1 2402 1424

40 2441 1398

79 2480 1407
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Spectrum Detector: PK Test Date : July 21, 2020
Test By: Loren Temperature : 24°C
Test Result: PASS Humidity : 53 %
Modulation: 8DPSK
Channel frequenc 20dB Down
Channel number (MHZ(; y BW(kHz)

1 2402 1411

40 2441 1407

79 2480 1415
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10.

10.1 Measurement Procedure
The EUT was operating in hopping mode or could be controlled its channel. Printed out

the test result from the spectrum by hard copy function.
10.2Test SET-UP (Block Diagram of Configuration)

Quantity of Hopping Channel Test

EUT Spectrum Analyzer
10.3Measurement Equipment Used:
EQUIPMENT MFR MODEL SERIAL Characteristics LAST CAL DUE.
TYPE NUMBER NUMBER CAL.
Spectrum Analyzer |Rohde & Schwarz FSV30 1321.3008K 10Hz-30GHz | 05/16/2020 |05/15/2021
Coaxial Cable CDS 79254 46107086 10Hz-30GHz | 05/16/2020 |05/15/2021
Antenna Connector | ARTHUR-YANG | 2244-N1TG1 N/A 10Hz-30GHz | 05/16/2020 |05/15/2021

Remark: The temporary antenna connector is soldered on the PCB board in order to perform
conducted tests and this temporary antenna connector is listed in the equipment list.

10.4 Measurement Results:
Refer to attached data chart.

Worst Test Mode GFSK Test Date : July 21, 2020
Test By: Loren Temperature : 25°C
Test Result: PASS Humidity : 50 %
Hopping Channel Quantity of Hopping Quantity of Hopping
Frequency Range Channel Channel
2402-2480 79 >15
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11. Time of Occupancy (Dwell Time) test

11.1 Test Description
The Equipment Under Test (EUT) was set up to perform the dwell time measurements.

The EUT was connected to the spectrum analyzer via a short coax cable. The dwell time is
calculated by:

Dwell time = time slot length * hop rate / number of hopping channels * 31.6s

with:
- hop rate = 1600 * 1/s for DH1 packets = 1600 s’
- hop rate = 1600/3 * 1/s for DH3 packets = 533.33 s

- number of hopping channels = 79
- 31.6 s = 0.4 seconds multiplied by the number of hopping channels =0.4 s * 79

The highest value of the dwell time is reported.

11.2 Test SET-UP (Block Diagram of Configuration)

EUT Spectrum Analyzer

11.3 Measurement Equipment Used:

EQUIPMENT MFR MODEL SERIAL Characteristics LAST CAL DUE.
TYPE NUMBER NUMBER CAL.
Spectrum Analyzer |Rohde & Schwarz FSV30 1321.3008K 10Hz-30GHz | 05/16/2020 |05/15/2021
Coaxial Cable CDS 79254 46107086 10Hz-30GHz | 05/16/2020 |05/15/2021
Antenna Connector | ARTHUR-YANG | 2244-N1TG1 N/A 10Hz-30GHz | 05/16/2020 |05/15/2021

Remark: The temporary antenna connector is soldered on the PCB board in order to perform
conducted tests and this temporary antenna connector is listed in the equipment list.

11.4 Test Requirements / Limits
FCC Part 15, Subpart C, §15.247 (a) (1) (iii)

Frequency hopping systems in the 2400-2483.5 MHz band shall use at least 15 channels.
The average time of occupancy on any channel shall not be greater than 0.4 seconds
within a period of 0.4 seconds multiplied by the number of hopping channels employed.
Since the Bluetooth technology uses 79 channels this period is calculated to be
31.6seconds. Refer to attached data chart.
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Modulation: GFSK Test Date : July 21, 2020

Test By: Loren Temperature : 25°C
Test Result: PASS Humidity : 50 %

11.5 Test result

Mode Number of transmission in a trahesrr]ﬁitshsgns Result Limit
31.6( 79 Hopping*0.4) time(msec) (msec) (msec)
DH1 1600/(2*79) x 31.6 = 320 0.378 120.96 400
DH3 1600/(4*79) x 31.6 =160 1.635 261.60 400
DH5 1600/(6*79) x 31.6 =106.67 2.914 310.84 400
Remark: The results of worst cased was recorded.
DH1:
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DHa:

DH5:
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12. MAXIMUM PEAK OUTPUT POWER TEST

12.1 Measurement Procedure
a. Check the calibration of the measuring instrument(SA) using either an internal
calibrator or a known signal from an external generator.
b.Turn on the EUT and connect it to measurement instrument. Then set it to any
one convenient frequency within its operating range. Set a reference level on the
measuring instrument equal to the highest peak value.
c. The center frequency of the spectrum analyzer is set to the fundamental
frequency and using proper RBW and VBW setting.
d.Measure the captured power within the band and recording the plot.
e.Repeat above procedures until all frequencies required were complete.

12.2 Test SET-UP (Block Diagram of Configuration)

EUT Spectrum Analyzer

12.3 Measurement Equipment Used:

EQUIPMENT MFR MODEL SERIAL Characteristics LAST CAL DUE.
TYPE NUMBER NUMBER CAL.
Spectrum Analyzer |Rohde & Schwarz FSV30 1321.3008K 10Hz-30GHz | 05/16/2020 |05/15/2021
Coaxial Cable CDS 79254 46107086 10Hz-30GHz | 05/16/2020 [05/15/2021
Antenna Connector | ARTHUR-YANG | 2244-N1TG1 N/A 10Hz-30GHz | 05/16/2020 [05/15/2021

Remark: The temporary antenna connector is soldered on the PCB board in order to perform
conducted tests and this temporary antenna connector is listed in the equipment list.
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12.4Measurement Results:

Refer to attached data chart.

Spectrum Detector: PK Test Date : July 21, 2020
Test By: Loren Temperature : 25°C

Test Result: PASS Humidity : 50 %
Modulation: GFSK

Report No. ES200716001W Page 49 of 74 Ver.1.0



Report No. ES200716001W Page 50 of 74 Ver.1.0



Spectrum Detector: PK Test Date : July 21, 2020

Test By: Loren Temperature : 25°C
Test Result: PASS Humidity : 50 %
Modulation: MN/4-DQPSK
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Spectrum Detector: PK Test Date : July 21, 2020

Test By: Loren Temperature : 25°C
Test Result: PASS Humidity : 50 %
Modulation: 8DPSK
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13. Band EDGE test

13.1Measurement Procedure

For Conducted Test

1. The transmitter output is connected to a spectrum analyzer. The resolution bandwidth is
set to 100KHz. The video bandwidth is set to 300KHz.

2. The spectrum from 30MHz to 26 GHz is investigated with the transmitter set to the
lowest, middle, and highest channels.

EMI Test Receiver Setting
Attenuation Auto
RBW 100KHz
VBW 300KHz
Detector Peak
Trace Max hold

For Radiated emission Test

The EUT was placed on a styrofoam table which is 1.5m above ground plane.

The measurement procedure at the ban edges was simplified by performing the
measurement in just one plot. Both, the in-band-emission and the unwanted emission were
be encompassed by the span. After trace stabilization, the maximum peak was be
determined by a peak detector and the value was marked by an appropriate limit line. The
second limit line, which is 20dB below the first, marks the limit for the emissions in the
unrestricted band. A maximum-peak-detector marks the highest emission in the
unrestricted band next to the band edge.

The measurements were performed at the lower end of the 2.4GHz band.
Use the following spectrum analyzer settings:

For Restricted Band, When spectrum scanned above 1GHz setting resolution bandwidth
1MHz, video bandwidth 3MHz:

EMI Test Receiver Setting
Attenuation Auto
RBW 1MHz
VBW 3MHz
Detector Peak
Trace Max hold

For Non-Restricted Band, When spectrum scanned above 1GHz setting resolution
bandwidth 100KHz, video bandwidth 300KHz:

EMI Test Receiver Setting
Attenuation Auto
RBW 100KHz
VBW 300KHz
Detector Peak
Trace Max hold
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13.2 Test SET-UP (Block Diagram of Configuration)

For Conducted Test

EUT

For Radiated emission Test

Spectrum Analyzer

3m |
Turntable m
\ T
o ' Test
1.5 Amplifier| | Receiver
| |

13.3 Measurement Equipment Used:
For Conducted Test

EQUIPMENT MFR MODEL SERIAL Characteristics LAST CAL DUE.

TYPE NUMBER NUMBER CAL.

Spectrum Analyzer |Rohde & Schwarz FSV30 1321.3008K 10Hz-30GHz 05/16/2020 [05/15/2021

Coaxial Cable CDS 79254 46107086 10Hz-30GHz 05/16/2020 [05/15/2021
Antenna Connector | ARTHUR-YANG | 2244-N1TG1 N/A 10Hz-30GHz | 05/16/2020 |05/15/2021

Remark: The temporary antenna connector is soldered on the PCB board in order to perform
conducted tests and this temporary antenna connector is listed in the equipment list.

For Radiated emission Test

Item Equipment Manufacturer Model No. Serial No. Characteristics Last Cal. Inia?tal
1 Signal Rohde & FSV30 103040 | IKHZ-40GHzZ 1 45160000 | 1 Year
Analyzer Schwarz
2 | Horn Antenna | Schwarzbeck | BBHA9120D 91235'12 1GHz18GHZ | 45/16/2020 | 1 Year
3 Power LUNAREM | LNA1G18-40 | J1010000 | 1GHz-26.5GHz | (5141610000 | 1 Year
Amplifier 0081
4 Cable H+S CBL-26 N/A 1GHZz-265GHz | 05/16/2020 | 1 Year
5 Cable H+S CBL-26 N/A 1GHz-265GHz | 05/16/2020 | 1 Year
6 Cable H+S CBL-26 N/A 1GHz-265GHz | 05/16/2020 | 1 Year
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13.4 Measurement Results:

Refer to attached data chart.

Spectrum Detector: PK Test Date : July 21, 2020
Test By: Loren Temperature : 25°C
Test Result: PASS Humidity : 50 %

1. Conducted Test

For Non-Hopping Mode:

Test plots of GFSK
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Test plots of pi/4-DQPSK
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Test plots of SDPSK
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For Hopping Mode:

Test plots of GFSK
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Test plots of pi/4-DQPSK
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Test plots of SDPSK
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2. Radiated emission Test
Worst test modulation 8DPSK
For Non-Hopping Mode:

Mode: TX2402

MNote:

Reading Correct Measure- Antenna Table
No. Mk.  Freq. Level Factor ment Limit ~ Owver Height Degree

MHz dBuv dB dBuvfm dBu'im dB Detector cm degree  Comment

1 2374492 5841  -11.89 46.72 7400 2728 peak
2 2400.000 64.89 -11.63 53.26 7400 -2074 peak
3 2400.000 4825  -11.63 36.62 5400 -17.38  AVG
4 * 2402.000 10549 -11.63 93.86 7400 1986 peak

*Maximum data  x:Overlimit  l:over margin Operator: Lian
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Mode: TX2402

Mote:

Reading Correct Measure- Antenna Table
Mo. Mk. Freq.  Level Factor ment  Limit Owver Height Degree

MHz dBuY dB dBuvim dButfm dB Detector cm degree  Comment

1 2366 628 h683 -11.72 4511 7400 -288% peak
2 2400 000 7098 -1163 5935 7400 -1465 peak
3 2400.000 5365 -1163 42.02 5400 1198 AVG
4 % 2401816 10702 -11.63 95.39 7400 2139 peak

“Maximum data  x:Over limit  L:over margin Operator:  Lian
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Mode: TX2480

MNote:

Reading Correct Measure- Antenna Table
Mo. Mk.  Fregq.  Leval Factor ment Limit Over Height Degree

MHz dBu dB8 dEu'm dButim dB Detector cm degree  Comment

1 * 2480.000 10082 -1145 89.37 74.00 1537 peak
2 2483 500 5584 -1146 44 38 7400 -2962 peak
3 2483 500 4130 -11.46 29.84 5400 -2416 AVG
4 2487 100 K858 -11.44 47.14 74.00 -26.86 peak

“Maximum data  x:Overlimit  Lover margin Operator:  Lian
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Mode: TX2480

Mote:
Reading Correct Measure- Antenna Table
Mo. Mk. Freq.  Level Factor ment Limit  Owver Height Degree
MH=z dBuy dB dBuim dBu\im dB8 Detector cm degree  Comment
1 * 2480120 99.13 -10.02 89.11 7400 1511 peak
2 2483.500 5474 -10.01 4473 7400 -2927 peak
3 2433.500 4372 -10.01 3371 5400 -2025 AVG
4 2488.840 h7.75 -9.98 4777 7400 -26.23 peak
*Maximum data  x:Owver limit  L:over margin Operator: Lian
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For Hopping Mode:

Mode:Hopping

MNote:
Reading Comect Measure- Antenna Table
No. Mk.  Freq.  Level Factor ment Limit  Cver Height Degree
MHz dBu dB dButifm dBuvim dB Detector cm degree  Comment
1 2372928 5761 -11.89 4592 7400 -28.08 peak
2 2400.000 69.69 -11.63 58.06 7400 -1594 peak
3 2400.000 5136 -11.63 3973 5400 1427 AVG
4 * 2402000 10673 -1183 9510 7400 2110 peak
*Maximum data  x:Overlimit  Lover margin Operator:  Lian
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Mode:Hopping

Note:
Reading Correct Measure- Antenna Table
No. Mk.  Freq.  Level Factor ment Limit  Ower Height Degree
IMHz dBuv dB dBuvim dBulim dB8 Detector cm degree  Comment
1 2393.444 be41  -10.51 4590 7400 -2810 peak
2 2400.000 66.45  -10.47 5968  T400 -1802 peak
3 2400.000 036  -10.47 3989 5400 1411 AVG
4 % 2401724 10454 1048 9408 7400 2008 peak
*Maximum data  x:Owver limit  lzover margin Operator: Lian
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Mode: Hopping

Mote:
Reading Correct Measure- Antenna Table
Mo. Mk. Freq.  Level Factor ment Limit  Over Height Degree
MHz dBu' dB dBuvm dButfm d8 Detector cm degree Comment
1 * 2480020 10136 -1145 89.91 7400 1591 peak
2 2483.500 5489  -11.46 4343 7400 -3057 peak
3 2483.500 4157 -11.46 30.11 5400 -2385 AVG
4 2488.980 B711 -11.44 4567 7400 -2833 peak
“Maximum data  x:Owver limit  lzover margin Operator: Lian
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Mode:Hopping

Note:
Reading Comect Measure- Antenna Table
Mo. Mk. Freq.  Laval Factor ment Limit  Over Height Degree
MHz dBu dg dBuvim dBuvim dB Detector cm degree  Comment
1 * 2480.080 9849 -10.02 8847 7400 1447 peak
2 2483.500 5443  -10.01 4448 7400 -2952 peak
3 2483.500 4217 -10.01 3216 5400 -21.84 AVG
4 2488.720 5B.83 -9.98 48.85 7400 -2515 peak
*“Maximum data  x:Overlimit  lover margin Operator: Lian
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14. Antenna Application

14.1 Antenna requirement
The EUT’S antenna is met the requirement of FCC part 15C section 15.203 and 15.247.

FCC part 15C section 15.247 requirements:

Systems operating in the 2400-2500MHz band that are used exclusively for fixed,
point-to-point operations may employ transmitting antennas with directional gain greater than
6dBi provided the maximum peak output power of the intentional radiator is reduced by 1dB
for every 3dB that the directional gain of the antenna exceeds 6dBi.

14.2 Result
The EUT’s antenna, permanent attached antenna, used a PCB antenna and integrated on
PCB, The antenna’s gain is 0.5dBi and meets the requirement.

15. Photos of EUT
Please refer to external photos and internal photos.

*** End of Report ***
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Statement

1. MRESEMWEAEFR "GEIREEHRE" T3,

This report will be void without authorized signature or special seal for testing report.

2. REWIRRENEROEH |

This report shall not be copied partly without authorization.

3. MRECNEROSENERBER , FEAXIE@AMCRMMBRES MRS ;
The test results or observations are applicable only to tested sample. Client shall be responsible for

representativeness of the sample and authenticity of the material.

4 . MRS FENRBREBEAFSWZIEAAMERRAESEER |, (MEABZFEE. B, RFHAE
FREEHFHRAIER
The observations or tests with special mark fall outside the scope of accreditation, and are only used for

purpose of commission, research, training, internal quality control etc.

5. AIRELSEMERITHEEHIE  RERMEEEMTRAING , ALIEAFBEXREE | FSHIAE.
IR E A BT ERIRRSD |
The test results or observations are provided in accordance with measured value, without taking risks
caused by uncertainty into account. Without explicit stipulation in special agreements, standards or

regulations, EMTEK shall not assume any responsibility.

6 . MHMEUHREEERIN , FTHEIREZAE 20 HRREE ;

Objections shall be raised within 20 days from the date receiving the report.
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