Test Laboratory: Compliance Certification Service Inc. SAR Lab 01 Date: 2014/08/13
GPRS 850 Band

Frequency: 848.8 MHz; Duty Cycle: 1:8.29851; Room Ambient Temperature: 24.0 C; Liquid Temperature: 23.5 C

Medi um parameters used (interpol ate’dly)..748;= ;8343.BO(MO-Izkg/ﬁm: 0
DASY5 Configuration:

- Area Scan Setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg

- Electronics: DAE4 Sn877; Calibrated: 2014/03/26

- Probe: EX3DV4 - SN3665; ConvF(9.52, 9.52, 9.52); Calibrated: 2014/05/22;

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Phantom: ELI 4.0; Type: QDOVAOO01BA; Serial: 1056

Edge 1/GPRS 850 Band_2SIlot/CH 251/Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.982 W/kg

Edge 1/GPRS 850 Band_2Slot/CH 251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm,
dy=8mm, dz=5mm

Reference Value = 10.66 V/m; Power Drift = 0.19 dB

Peak SAR (extrapolated) = 1.71 W/kg

SAR(1 g) = 0.889 W/kg; SAR(10 g) = 0.495 W/kg

Info: Interpolated medium parameters used for SAR evaluation.

Maximum value of SAR (measured) = 1.41 W/kg
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Test Laboratory: Compliance Certification Service Inc. SAR Lab 01 Date: 2014/08/13
GPRS 850 Band

Frequency: 824.2 MHz; Duty Cycle: 1:8.29851; Room Ambient Temperature: 24.0 C; Liquid Temperature: 23.5 C

Medium parameters used (interpolat ed) : f = 824. 2 MHZz57 .09 65 ;0 .;935:2 10/0nd; kly / m
DASY5 Configuration:

- Area Scan Setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg

- Electronics: DAE4 Sn877; Calibrated: 2014/03/26

- Probe: EX3DV4 - SN3665; ConvF(9.52, 9.52, 9.52); Calibrated: 2014/05/22;

- Sensor-Surface: 1.4mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 1.4mm
(Mechanical Surface Detection)

- Phantom: ELI 4.0; Type: QDOVAOO01BA; Serial: 1056

Edge 1/GPRS 850 Band_2SIlot/CH 128/Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.920 W/kg

Edge 1/GPRS 850 Band_2Slot/CH 128/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm,
dy=8mm, dz=5mm

Reference Value = 10.48 V/m; Power Drift = 0.00 dB

Peak SAR (extrapolated) = 1.59 W/kg

SAR(1 g) = 0.850 W/kg; SAR(10 g) = 0.482 W/kg

Info: Interpolated medium parameters used for SAR evaluation.

Maximum value of SAR (measured) = 1.30 W/kg
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Test Laboratory: Compliance Certification Service Inc. SAR Lab 01 Date: 2014/08/13
GPRS 850 Band

Frequency: 836.6 MHz; Duty Cycle: 1:8.29851; Room Ambient Temperature: 24.0 C; Liquid Temperature: 23.5 C

Medi um parameters used (interpol ate’dly)..856;= ;833:6.BO(MO-Izkg/ﬁm: 0
DASY5 Configuration:

- Area Scan Setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg

- Electronics: DAE4 Sn877; Calibrated: 2014/03/26

- Probe: EX3DV4 - SN3665; ConvF(9.52, 9.52, 9.52); Calibrated: 2014/05/22;

- Sensor-Surface: 1.4mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 1.4mm
(Mechanical Surface Detection)

- Phantom: ELI 4.0; Type: QDOVAOO1BA,; Serial: 1056

Edge 1/GPRS 850 Band_2Slot/CH 190/Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.917 W/kg

Edge 1/GPRS 850 Band_2Slot/CH 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm,
dy=8mm, dz=5mm

Reference Value = 11.30 V/m; Power Drift = -0.16 dB

Peak SAR (extrapolated) = 1.68 W/kg

SAR(1 g) = 0.888 W/kg; SAR(10 g) = 0.499 W/kg

Info: Interpolated medium parameters used for SAR evaluation.

Maximum value of SAR (measured) = 1.40 W/kg
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Test Laboratory: Compliance Certification Service Inc. SAR Lab 01 Date: 2014/08/13
GPRS 850 Band

Frequency: 848.8 MHz; Duty Cycle: 1:8.29851; Room Ambient Temperature: 24.0 C; Liquid Temperature: 23.5 C

Medi um parameters used (intGkrpsdé ad/ealyl.. 048 ;= ;8343.BOCMO-Izkg/C|m:
DASY5 Configuration:

- Area Scan Setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg

- Electronics: DAE4 Sn877; Calibrated: 2014/03/26

- Probe: EX3DV4 - SN3665; ConvF(9.52, 9.52, 9.52); Calibrated: 2014/05/22;

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Phantom: ELI 4.0; Type: QDOVAOO01BA; Serial: 1056

Rear/GPRS 850 Band_2Slot/CH 251/Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.734 W/kg

Rear/GPRS 850 Band_2Slot/CH 251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm,
dy=8mm, dz=5mm

Reference Value = 1.521 V/m; Power Drift = 0.18 dB

Peak SAR (extrapolated) = 0.856 W/kg

SAR(1 g) = 0.500 W/kg; SAR(10 g) = 0.298 W/kg

Info: Interpolated medium parameters used for SAR evaluation.

Maximum value of SAR (measured) = 0.728 W/kg
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Test Laboratory: Compliance Certification Service Inc. SAR Lab 01 Date: 2014/08/13
GPRS 850 Band

Frequency: 848.8 MHz; Duty Cycle: 1:4.10204; Room Ambient Temperature: 24.0 C; Liquid Temperature: 23.5 C

Medi um parameters used (interpol ate’dly)..748;= ;8343.BO(MO-Izkg/ﬁm: 0
DASY5 Configuration:

- Area Scan Setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg

- Electronics: DAE4 Sn877; Calibrated: 2014/03/26

- Probe: EX3DV4 - SN3665; ConvF(9.52, 9.52, 9.52); Calibrated: 2014/05/22;

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Phantom: ELI 4.0; Type: QDOVAOO01BA; Serial: 1056

Edge/Edge 1/GPRS 850 Band_2Slot/CH 251/Area Scan (5x7x1): Measurement grid: dx=15mm,
dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.

Maximum value of SAR (measured) = 0.884 W/kg

Edge/Edge 1/GPRS 850 Band_2Slot/CH 251/Zoom Scan (5x5x7)/Cube 0: Measurement grid:
dx=8mm, dy=8mm, dz=5mm

Reference Value = 10.67 V/m; Power Drift = -0.25 dB

Peak SAR (extrapolated) = 1.46 W/kg

SAR(1 g) = 0.818 W/kg; SAR(10 g) = 0.471 W/kg

Info: Interpolated medium parameters used for SAR evaluation.

Maximum value of SAR (measured) = 1.25 W/kg
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Test Laboratory: Compliance Certification Service Inc. SAR Lab 01 Date: 2014/07/28
GPRS 850 Band

Frequency: 824.2 MHz; Duty Cycle: 1:4.10204; Room Ambient Temperature: 24.0 C; Liquid Temperature: 23.5 C

Medi um parameters used (interpolate’dl). 219 ;= ;83211.120(M0-Izkg/ﬁm: 0
DASY5 Configuration:

- Area Scan Setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg

- Electronics: DAE4 Sn877; Calibrated: 2014/03/26

- Probe: EX3DV4 - SN3665; ConvF(9.52, 9.52, 9.52); Calibrated: 2014/05/22;

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Phantom: ELI 4.0; Type: QDOVAOO01BA; Serial: 1056

Edge 1/GPRS 850 Band_2Slot/CH 128/Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 1.08 W/kg

Edge 1/GPRS 850 Band_2Slot/CH 128/Zoom Scan (5x5x7)/Cube 0O: Measurement grid: dx=8mm,
dy=8mm, dz=5mm

Reference Value = 13.09 V/m; Power Drift = 0.03 dB

Peak SAR (extrapolated) = 1.21 W/kg

SAR(1 g) = 0.824 W/kg; SAR(10 g) = 0.563 W/kg

Info: Interpolated medium parameters used for SAR evaluation.

Maximum value of SAR (measured) = 1.07 W/kg
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Test Laboratory: Compliance Certification Service Inc. SAR Lab 01 Date: 2014/07/28
GPRS 850 Band

Frequency: 836.6 MHz; Duty Cycle: 1:4.10204; Room Ambient Temperature: 24.0 C; Liquid Temperature: 23.5 C

Medi um parameters used (interpol gt558d02; f; == 813060. 06 kvHzm G =
DASY5 Configuration:

- Area Scan Setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg

- Electronics: DAE4 Sn877; Calibrated: 2014/03/26

- Probe: EX3DV4 - SN3665; ConvF(9.52, 9.52, 9.52); Calibrated: 2014/05/22;

- Sensor-Surface: 1.4mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 1.4mm
(Mechanical Surface Detection)

- Phantom: ELI 4.0; Type: QDOVAOO1BA,; Serial: 1056

Edge 1/GPRS 850 Band_2SIlot/CH 190/Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 1.13 W/kg

Edge 1/GPRS 850 Band_2Slot/CH 190/Zoom Scan (5x5x7)/Cube 0O: Measurement grid: dx=8mm,
dy=8mm, dz=5mm

Reference Value = 13.62 V/m; Power Drift = -0.03 dB

Peak SAR (extrapolated) = 1.27 W/kg

SAR(1 g) = 0.877 W/kg; SAR(10 g) = 0.601 W/kg

Info: Interpolated medium parameters used for SAR evaluation.

Maximum value of SAR (measured) = 1.14 W/kg
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Test Laboratory: Compliance Certification Service Inc. SAR Lab 01 Date: 2014/07/28
GPRS 850 Band

Frequency: 848.8 MHz; Duty Cycle: 1:4.10204; Room Ambient Temperature: 24.0 C; Liquid Temperature: 23.5 C

Medium parametersuse d (i nterpol ated): f =,=84587..800MHz ;} 30= =1 000.09 6k5g /St m;
DASY5 Configuration:

- Area Scan Setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg

- Electronics: DAE4 Sn877; Calibrated: 2014/03/26

- Probe: EX3DV4 - SN3665; ConvF(9.52, 9.52, 9.52); Calibrated: 2014/05/22;

- Sensor-Surface: 1.4mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 1.4mm
(Mechanical Surface Detection)

- Phantom: ELI 4.0; Type: QDOVAOO01BA; Serial: 1056

Edge 1/GPRS 850 Band_2Slot/CH 251/Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 1.16 W/kg

Edge 1/GPRS 850 Band_2Slot/CH 251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm,
dy=8mm, dz=5mm

Reference Value = 13.20 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 1.29 W/kg

SAR(1 g) = 0.885 W/kg; SAR(10 g) = 0.604 W/kg

Info: Interpolated medium parameters used for SAR evaluation.

Maximum value of SAR (measured) = 1.15 W/kg
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Test Laboratory: Compliance Certification Service Inc. SAR Lab 01 Date: 2014/07/28
GPRS 850 Band

Frequency: 824.2 MHz; Duty Cycle: 1:4.10204; Room Ambient Temperature: 24.0 C; Liquid Temperature: 23.5 C

Medi um parameters used (interpolate’dl). 219 ;= ;832-—4.]20(M(szg/ﬂm: 0
DASY5 Configuration:

- Area Scan Setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg

- Electronics: DAE4 Sn877; Calibrated: 2014/03/26

- Probe: EX3DV4 - SN3665; ConvF(9.52, 9.52, 9.52); Calibrated: 2014/05/22;

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Phantom: ELI 4.0; Type: QDOVAOO01BA; Serial: 1056

Rear/GPRS 850 Band_2Slot/CH 128/Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.535 W/kg

Rear/GPRS 850 Band_2Slot/CH 128/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm,
dy=8mm, dz=5mm

Reference Value = 6.156 V/m; Power Drift = 0.16 dB

Peak SAR (extrapolated) = 0.616 W/kg

SAR(1 g) = 0.428 W/kg; SAR(10 g) = 0.294 W/kg

Info: Interpolated medium parameters used for SAR evaluation.

Maximum value of SAR (measured) = 0.548 W/kg
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