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Legal Notice
The information presented is subject to change without notice. Semnox Solutions 
assumes no responsibility for inaccuracies contained herein.

Copyright © 2017 Semnox Solutions Pvt Ltd. All rights reserved.

Notice
No part of this document may be reproduced or transmitted in any form or by any 
means, electronic, mechanical, photocopying, recording, or otherwise, without 
prior written permission of Semnox Solutions. Every effort has been made to 
ensure that the information contained in this user manual was accurate at the 
time of printing. However, information is subject to change.
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About this document 
Purpose

This document explains the process for installation and configuration of 
Parafait XCESS-DUAL

Product name: XCESS-DUAL
Model number: PARARDR005
FCC ID: G7H-PARARDR005
Also Contains: 2BB77-ESPC6-32 and 
                             G7H-SPRFTR002

Revision History

2025 July. This is the first issue of the document.

Feedback

To send us your feedback on the document, email your comments to 
info@semnox.com



Introduction
XCESS-DUAL is a device specially designed to improve your experience in 
amusement parks and entertainment centers. Thanks to its advanced 
technology, you will be able to access and enjoy the activities in a more agile, 
comfortable and safe way.

In this manual you will find all the information you need to know about its 
main functions, as well as detailed instructions for installation, configuration 
and daily use, so you can get the most out of your device.

Operational description 
The XCESS-DUAL is a device designed to manage user access and engagement 
at amusement park attractions. It supports Power over Ethernet (PoE) or direct 
AC power, providing flexible installation options. Connectivity is ensured via 
wired LAN and single-band Wi-Fi (2.4 GHz), making it adaptable to various 
indoor and outdoor environments.

Equipped with an advanced graphics engine, the device can display high-quali-
ty multimedia content to enrich the user experience. In addition, it is capable 
of reading QR codes and barcodes, extending its functions to access control, 
ticket validation and payment solutions.
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Product specs 
Key Features
• 3.5-inch TFT LCD display: Provides clear and 

vibrant visual feedback to enhance the user 
experience during access and interaction.

• LED bezel with software-controlled patterns: 
Creates dynamic light effects for improved 
aesthetics and real-time visual feedback.

• RFID tag reader, barcode scanner: Supports 
multiple identification methods for flexible and 
secure access control.

• Device can interact with barcode: Enables 
scanning and processing of barcodes for entry 
validation or ticket verification.

• Audio system for voice guidance with 
multi-lingual support: Provides clear, 
language-adaptable audio instructions to guide 
users through the process.

• Customizable display with multi-lingual 
support: Allows on-screen messages and 
visuals to be tailored in various languages for 
broader user accessibility.

• Wi-Fi enabled, per latest Wi-Fi standards: 
Ensures reliable wireless connectivity 
compatible with modern network 
environments.

• FCC, CE certified: Meets international 
compliance standards for safety and 
electromagnetic compatibility.

• LED indicators with buzzer for easy 
validation of entry, with visuals: Combines 
light and sound signals to confirm successful 
entry or alert users instantly.

• Single mold design: Offers a sleek, durable 
construction that improves aesthetics and 
simplifies installation. 6



Materials

• Gorilla® Glass Code 2318
• Polycarbonate resin (PC-110)
• Steel Electrogalvanized (SECC 

2.0T)
• SILICONE RUBBER SHORE 60A

Physical Dimensions

• Dimensions(Inc. mounting): 229.35 x 131 x 107 mm.
• Connectors: Molex harness, LAN Cable, Config cable.
• Connector Position: Bottom.
• Mounting Type: On the surface of the arcade machines. Wall mounting, 

Turnstile. 

Operational Range

• Operational Voltage: 12.0V, 
PoE(802.3af): 37V - 57V

• Operating Temperature: -20~50 °C 
• RF Communication Family: IEEE 802.11-

b/g/n/ax.
• Antenna Type: PCB PIFA
• RFID Reading: MiFare, HiTag
• Current: 750mA typ, 1.2A max @ 12VDC
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Overview  
Hardware Components 
 
1. LAN Interface Board

Allows the system to communicate with a LAN network for real-time data 
transmission. It converts and transmits the information processed by the Main 
Board to servers or management systems via Ethernet. It can also include 
security measures such as data encryption and authentication to ensure the 
integrity and privacy of the transmitted information.

2. Main Board 

It is the core of the system and manages the information received from the 
MIFARE Board. Its main function is to validate credentials, process data and 
manage additional functions. In addition, it acts as a bridge between the RFID 
Reader Board and the LAN Interface Board, ensuring that the information is 
processed and sent correctly within the system.

8



3. Mifare board - RFID reader

This board is responsible for detecting and reading RFID cards by means of 
radio frequency signals. It integrates an antenna and a specialized circuit that 
identifies the cards within its operating range, processes the information 
stored in them, and transmits it to the Main Board. Its function is fundamental 
in authentication and access control systems.

4. Harnesses and accessories

The device is equipped with the following accessories, which are essential to 
ensure correct operation.

Buzzer: The XCESS-DUAL has an internal buzzer that emits an audible signal to 
indicate the reading of the device.

Ethernet Cable: The Ethernet cable allows direct connection between the 
XCESS-DUAL and the central management system in amusement parks. Its 
function is to guarantee a fast and secure transmission of information, 
optimizing access control.
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Molex Cable: It allows the XCESS-DUAL to connect to multiple external 
peripherals, enabling seamless and efficient integration with its environment. 
Its design optimizes data transmission and power supply, ensuring stable 
communication and reliable performance.

Reset switch: If it is necessary to reset the XCESS-DUAL, press the switch 
located on the back of the card reader for 5 seconds. The XCESS-DUAL will 
restart automatically.
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Mounting 
The XCESS-DUAL is designed for seamless integration into turnstiles, enabling 
secure, practical, and efficient installation that improves visitor flow. The 
following section provides detailed instructions for fast and reliable setup, 
ensuring stable and consistent operation.

Mounting Requirement

This card reader requires four mounting holes on the installation surface, 
along with an additional hole for the cables. The vertical distance between the 
mounting holes is 37 mm, while the horizontal distance is 40 mm.
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Mounting Instructions

Securely attach the Stand Plate with the Card Reader to the turnstile mounting 
surface using the M4x10 S3 mounting screws. Don't forget to use the M4x12 
mounting washers.
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Compliance 
FCC compliance and advisory statements 
This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This 
device may not cause harmful interference, and (2) this device must accept any interference received, including 
interference that may cause undesired operation. 
Any Changes or modifications not expressly approved by the party responsible for compliance could void the user's 
authority to operate the equipment. 

Note: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to 
part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in 
a residential installation. This equipment generates uses and can radiate radio frequency energy and, if not installed 
and used in accordance with the instructions, may cause harmful interference to radio communications. However, 
there is no guarantee that interference will not occur in a particular installation. If this equipment does cause 
harmful interference to radio or television reception, which can be determined by turning the equipment off and on, 
the user is encouraged to try to correct the interference by one or more of the following measures: 

• Reorient or relocate the receiving antenna.

• Increase the separation between the equipment and the receiver.

• Connect the equipment to an outlet on a circuit different from that to which the receiver is connected.

• Consult the dealer or an experienced radio/TV technician for help.
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Power Source Safety Instruction:
Please noted to connect with a device which complies with Limited Power Source (LPS) or Class 2 of Power Source 
circuit (PS2) of IEC/EN 62368-1 (output circuit not more than 100W for LPS and PS2).

Radiation Exposure Statement 
The device has been evaluated and meets the general RF exposure requirements. It can be used in mobile exposure 
conditions without restriction.

This product complies with the FCC mobile RF exposure limits set for an uncontrolled environment and is safe for its 
intended operation as described in this manual. This equipment should be installed and operated with minimum 
distance 20cm between the radiator and your body. 


