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4、Product drawings
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Technical requirements:
1 Electrical parameters:

1.4 Impedance : 50Ω
1.5 Frequency : 5150-5850MHz
1.3 VSWR : < 2.0
1.1 Peak Gain : 5dBi
1.2 Polarization : Linear
1.3 Radiation Patten: Omni directional

2 Mechanical properties:
2.4 Storage Temperature Range: -40 TO +85°C
2.5 Operating Temperature Range: -40 TO +85°C

3 All material must meet ROHS request
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5、Passive performance test parameters

Frequency(GHz) 5.15 5.55 5.85

VSWR 1.36 1.50 1.59
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6、2D、3D Performance figure

Passive Test For WiFi5.8G

Freq

(MHz

)

Effi

(%)

Gain

(dBi

)5150 82 4.22

5500 83 4.95

5850 83 4.72
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7、Electrical performance test report

Electrical parameters

Frequency range 5150MHz-5850MHz

input impedance 50Ω

VSWR <2.0 对照样品测试图形

Gain

Maximum 4.95dBi

Polarization mode Vertical polarization

Radiation direction omnidirectional

connection method IPEX

The mechanical parameters

Cable RG178 brown

Salt spray test 24H

Environmental parameters

Working temperature -40~85℃
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