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Typical Characteristics on Taiyo Yuden evaluation board
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Item L W T a b c

104F |10 0.30| 4 030 | 1 0.30 |25 0.30| 1 0.30 | 1 0.30

083F |8 030 |3 030 |1 030 (3.1 0.30| 1 0.30 |1.15 0.30

122F |12 0.30| 2 0.20 |0.95 0.15|5.1 0.30| 1 0.30 3.1 0.30

042F | 4 030 | 2 0.20 |0.8 0.20| O 0.30 |0.6 0.30|1.3 0.30

104N |10 0.30| 4 030 | 1 0.30 | 3 0.30 (0.7 0.30(1.5 0.30
Unit - mm

Part Numbers ~ Electrical Characteristics ~ Typical Characteristics

ltem Center Frequency MHz _Peak Gain_ Bandwidth

104F Series 2450 TYP 2dBi 300MHz Zi VSWR=2

122F Series 2450 TYP 1dBi 200MHz Z1 VSWR=3

083F Series 2450 TYP 2dBi 145MHz 21 VSWR=3

042F Series 5250 TYP 1dBi 240MHz Zi VSWR=2

104N Series 2450 TYP 0dBi 530MHz % I VSWR=2

5400 TYP 1dBi 1.3GHzZ1 VSWR=2
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