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APPLICANT: MOTOROLA INC FCC ID: IHDP56KH1

Test Report Details

Tests Performed By: Motorola Mobile Devices Business (MDb)
Product Safety and Compliance Group
600 North US Hwy 45
Libertyville, IL 60048
PH (847) 523-6167 Fax (847) 523-4538
Motorola MDb FRN: 0004321311
FCC Registration Number: 316588
Industry Canada Number: 1090-1

Tests Requested By: Motorola Inc.
Mobile Devices Business
600 North US Hwy 45
Libertyville, IL 60048
Product Type: Cellular Phone
Signaling Capability: GSM 850/900/1800/1900, EDGE Class 10, GPRS
Class 10, Bluetooth Class 1 Version 2.0
FCCID: IHDP56KHI1
Serial Numbers: 354647030000012
Testing Complete Date: June 17, 2009

Applicable Standards

All tests and measurements indicated in this document were performed in accordance
with the Code of Federal Regulations Title 47 Part 2, Sub-part J as well as the following
parts:

X Part 15 Subpart C — Intentional Radiators
Applicable Standards: ANSI 63.4 2003
DA 00-705, “Filing and Measurement Guidelines for Frequency Hopping Spread

Spectrum Systems” published by the Federal Communications Commission was also
used in the testing of this product.
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Summary of Testing

Test Test Name Pass/Fail
1 Carrier Frequency Separation Pass
2 Number of Hopping Frequencies Pass
3 Time of Occupancy (Dwell Time) Pass
4 20 dB Bandwidth Pass
5 Spurious RF Conducted Emissions Pass
6  Max Power N/A
7  Band Edges Pass
8 AC Line Conducted Spurious Emissions Pass
Test Test Name Results
1 Carrier Frequency Separation See plots
2 Number of Hopping See plots
3 Time of Occupancy (Dwell Time) See plots
4 20 dB Bandwidth See plots
5 Spurious RF Conducted Emissions See plots
6  Max Power See plots
7 Band Edges See plots
8  AC Line Conducted Spurious Emissions See plots

General and Special Conditions

The Cellular Phone hereinafter referred to as the Equipment under Test or EUT was
tested using a fully charged battery.

The temperature and the relative humidity were maintained within the ANSI C63.4 2003
Standard requirements during the entire duration of testing.
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Equipment and Cable Configurations

FCC ID: IHDP56KH1

The EUT was tested in a stand-alone configuration that is representative of typical use.

Measuring Equipment and Calibration Information

. . Calibration
Manufacturer Equipment Type Model No. Serial Number Due Date
Rohde Schwarz Receiver ESI26 838786/010 5/01/2010
Hewlett Packard EMC Analyzer E7405 US40240219 4/24/2010
Attenuator Weinschel AS-6 6675 NCR
Attenuator Weinschel AS-6 6677 NCR
ETS LISN 3810/2NM 00062907 12/10/2009
ETS LISN 3810/2NM 00062912 12/10/2009

All testing was performed using equipment that was within calibration at the time that the
test was performed. No equipment listed in the table above was used after the specified
If, during the course of product testing, a piece of equipment went
out of calibration and that piece of equipment was needed to complete product testing, a
similar piece of calibrated equipment was substituted. If a substitution was made, that
new piece of equipment would be listed in the above table along with the piece that was
removed from service. All equipment is on a one-year calibration cycle.

calibration due date.
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Description of Bluetooth Transmitter

The EUT offers Bluetooth as a feature. The Bluetooth spread-spectrum, frequency
hopping transceiver is designed to operate between 2400 and 2483.5 MHz. The
Bluetooth antenna is mounted inside of the EUT. The antenna installation is permanent.
For a more thorough description of the functionality please refer to Exhibit 12 of this
package.

As a Bluetooth transmitter, it is designed operate with other Bluetooth devices as defined
by the industrial standard. In this application, the device is battery operated. The
Bluetooth transmitter does not support Bluetooth EDR.

De Facto EIRP Limit — Pursuant 47 CFR 15.247(b)(4); RSS-210 Section A8.4.

Criterion: The conducted output power limit of 1-watt is based on the use of
antennas with directional gains that do not exceed 6 dB;. If
transmitting antennas of directional gain greater than 6 dB; are used,
the conducted output power from the intentional radiator shall be
reduced by the amount in dB that the directional gain of the antenna
exceeds 6 dB;.

The antenna employed by this transmitter is intended to be omni-directional, and

thus will not exhibit directional gain in excess of 6 dB;. The conducted power is
less than the limits set forth (see elsewhere in this report for details).
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Measurement Procedures and Data

CARRIER FREQUENCY SEPARATION

CFR 47 Part 15.247

Measurement Procedure

The RF output port of the Equipment Under Test is directly coupled to the input of the
EMC analyzer through a specialized RF connector and a 10dB passive attenuator. A
fully charged battery was used for the supply voltage.

The Bluetooth transmitter of the EUT had its hopping function enabled. The following
spectrum analyzer settings were used:

Span = wide enough to capture the peaks of two adjacent channels
Resolution (or IF) Bandwidth (RBW) > 1% of the span

Video (or Average) Bandwidth (VBW) > RBW

Sweep = auto

Detector function = peak

Trace = max hold

SNk =

The trace was allowed to stabilize. The marker-delta function was used to determine the
separation between the peaks of the adjacent channels.

Measurement Results

See attached.
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- Agilent  20:19:49 Jun 17, 2009 E T
MOT: EMC 23101 BT COND Mkr1 & 1.000 MHz
Ref 15 dBm Atten 25 dB -0.065 dB
Feak

I e — L
Leg | 7 Ty, T ! (RN e
10 AN | m-;'
dB/ Ext Ref
M1 52
S3 FC
A AA
Center 2.441 GHz Span 3 MHz
#Res BW 300 kHz VBW 300 kHz Sweep 16 ms (1601 pts)

Carrier Frequency Separation
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NUMBER OF HOPPING FREQUENCIES

CFR 47 Part 15.247

Measurement Procedure

The RF output port of the Equipment Under Test is directly coupled to the input of the
EMC analyzer through a specialized RF connector and a 10dB passive attenuator. A
fully charged battery was used for the supply voltage.

The Bluetooth frequency hopping function of the EUT was enabled. The spectrum
analyzer used the following settings:

Span = the frequency band of operation
RBW > 1% of the span

VBW > RBW

Sweep = auto

Detector function = peak

Trace = max hold

A

The trace was allowed to stabilize.

Measurement Results

See attached.
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FCC ID: IHDP56KH1

Agilent 20:29:14 Jun 17, 2009 R T

MOT: EMC 23101 BT COMND Mkr3 2.44100 GHz
Ref 15 dBm Atten 25 dB 10.58 dBm
Peak AT YT Y Y Y e Y Y Y Y Y Y Y Y Y R Y]
Log

10 }J

dB/ )Il.fl Ext Bef

Start 2.398 GHz

Stop 2.447 GHz

#Res BW 1 MHz VBW 3 MH=z Sweep 16 ms (1601 pts)
hdaneer Trace Twpe X Pwis Amplitude
1 11 Freq 240200 GHz 10.22 dBm
2 11 Freq 242100 GHz 10.64 dBm
2 11 Freq 244100 GHz 10.52 dBm

|
Number of Hopping Frequencies (Channels 0 — 39)

Agilent  20:32:53 Jun 17, 2009 R T
MOT: EMC 23101 BT COMD Mkr3 2.48000 GHz
Ref 15 dBm Atten 25 dB 9.218 dBm
E“k R R L T AT e e g T Y
og
10 l\'
dB/ lé’i\({ Bef
Start 2.435 GHz Stop 2.485 GHz
#Res BW 1 MHz VBW 3 MHz Sweep 16 ms (1601 pts)
hlarer Trace Type X Podis Amplitude
1 5 Fraqg 244100 GHz 10.55 dBm
z 5 Fraqg Z 46000 GHz 0561 dBm
e 5 Fraqg 2. 42000 GHz 9218 dBm

|
Number of Hopping Frequencies (Channels 39 — 78)
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TIME OF OCCUPANCY (DWELL TIME)

CFR47 Part 15.247

Measurement Procedure

The RF output port of the Equipment Under Test is directly coupled to the input of the
EMC analyzer through a specialized RF connector and a 10dB passive attenuator. A
fully charged battery was used for the supply voltage.

The Bluetooth hopping function of the EUT was enabled. The following spectrum
analyzer settings were used:

Span = zero span, centered on a hopping channel

RBW =1 MHz

VBW > RBW

Sweep = as necessary to capture the entire dwell time per hopping channel
Detector function = peak

Trace = max hold

A S

The marker-delta function was used to determine the dwell time.

Measurement Results

See attached
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5 Agilent 20080058 Jun 17, 2009 R T

FOT: EMC 23101 BT COND Mkr1 &2 29 ms

Ref 15 dBm Atten 25 dB 1.089 dB

FPeak &l

LI:Ig 1R

10

dB/ Ext Ref
I } "f‘ll. i

w1 s2 Rk e

S3 FS

A AA

Center 2.441 GHz Span D Hz

Res BW 1 MHz VBW 3 MHz Sweep 4 ms (401 pts)

Dwell Time
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20dB Bandwidth

CFR 47 Part 15.247

Measurement Procedure

The RF output port of the Equipment-Under-Test is directly coupled to the input of the
EMC analyzer through a specialized RF connector and a 10dB passive attenuator. A
fully charged battery was used for the supply voltage.

The Bluetooth frequency hopping function of the EUT was disabled. The spectrum
analyzer used the following settings:

Span = 2MHz, centered on the center channel frequency
RBW > 1% of the 20dB span

VBW > RBW

Sweep = auto

Detector function = peak

Trace = max hold

AN e

The trace was allowed to stabilize. The EUT was transmitting at its maximum data rate.
The marker-to-peak function was used to set the marker to the peak of the emission. The
marker-delta function was used to measure 20dB down one side of the emission. The
marker-delta function and marker was moved to the other side of the emission until it was
even with the reference marker. The marker-delta reading at this point was the 20dB
bandwidth of the emission.

Measurement Results

See attached

Test Report 23101-1BT 13 of 30 EXHIBIT 6A1



APPLICANT: MOTOROLA INC FCC ID: IHDP56KH1

- Agilent  21:04:54 Jun 17, 2009 E T
MOT: EMC 23101 BT COND Mkr1 & 528 kHz
Ref 15 dBm Atten 25 dB 0.183 dB
Feak
Leg e T ﬂ*:
10
dB/ ﬁw‘(\(“l {'vh.\M Ext Ref
lFI_',.N-‘ ‘Ll"-‘l
Nmrm ! M
o,

M1 52
S3 FC
A AA
Center 2.441 GHz Span 2 MHz
#Res BW 30 kHz VBW 30 kHz Sweep 16 ms (1601 pts)

20dB Bandwidth

Test Report 23101-1BT 14 of 30 EXHIBIT 6A1



APPLICANT: MOTOROLA INC FCC ID: IHDP56KH1

PEAK OUTPUT POWER

CFR 47 Part 15.247

Measurement Procedure

The RF output port of the Equipment-Under-Test is directly coupled to the input of the
EMC analyzer through a specialized RF connector and a 10dB passive attenuator. A
fully charged battery was used for the supply voltage. The peak output power was
measured with the Hopping mode disabled.

Measurement Results

See Attached
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5 Agilent  21:15:19 Jun 17, 2009 R T

FOT: EMC 23101 BT COND Mkr1 2.402400 GHz
Ref 15 dBm Atten 25 dB 10.33 dBm
Peak &

Log i . i "'""'mhmmmm
10

dB/f Ext Ref
M1 s2

S3 FC
A AA

Center 2.402 GHz Span 5 MHz
#Res BW 3 MHz VBW 3 MHz Sweep 16 ms (1601 pts)

Peak Output Power — Low Channel

- Agilent  21:17:05 Jun 17, 2009 E T

MOT: EMC 23101 BT COND Mkr1 2.441000 GHz
Ref 15 dBm Atten 25 dB 10.6 dBm
Peak »

Log | LS E Lok %%
10

dB/ Ext Ref
M1 52

S3 FC
A AA

Center 2.441 GHz Span 5 MHz
#Res BW 3 MHz VBW 3 MHz Sweep 16 ms (1601 pts)

|
Peak Output Power — Mid Channel
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FCC ID: IHDP56KH1

5 Agilent  21:18:24 Jun 17, 2009 R T

FOT: EMC 23101 BT COND Mkr1 2.480138 GHz
Ref 15 dBm Atten 25 dB 9.303 dBm
Peak &

Log T i 1 I——

10 [y L FEEE e
dB/ Ext Ref
M1 s2

S3 FC

A AA

Center 2.48 GHz Span 5 MHz
#Res BW 3 MHz VBW 3 MHz Sweep 16 ms (1601 pts)

Peak Output Power — High Channel

Test Report 23101-1BT

17 of 30

EXHIBIT 6A1



APPLICANT: MOTOROLA INC FCC ID: IHDP56KH1

BAND-EDGE COMPLIANCE OF RF CONDUCTED EMISSIONS

CFR 47 Part 15.247

Measurement Procedure

The RF output port of the Equipment-Under-Test is directly coupled to the input of the
EMC analyzer through a specialized RF connector and a 10dB passive attenuator. A
fully charged battery was used for the supply voltage.

Measurement Results

See Attached:
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- Agilent  21:34:13 Jun 17, 2009 R T

MOT: EMC 22101 BT COMD Mkr1 & 2.000 MHz
Ref 15 dBm Atten 25 dB 53.93 dBE
Feak 3

Log /j]q‘l

10
dB/ Ext Ref

WM?M \M”M

MT S2 Lt ristod b ppidotostarspiians st

S3 FC

A AA

Center 2.4 GHz Span 10 MHz

#Res BW 100 kHz VBW 100 kHz Sweep 16 ms (1601 pts)
Low Band edge with Hopping Disabled

5 Agilenf  21:45:42 Jun 17, 2009 R T

MOT: EMC 23101 BT COND Mkr1 & 2.000 hMHz

Ref 15 dBm Atten 25 dB 59,4 dB

Peak 9

Log R B

3 ARVARYAEYA

M1 S2| 4 ey , Ii._u:_‘alh. RN TTR

S3 FC

A AA

Center 2.4 GHz Span 10 MHz
#Res BW 100 kHz VBW 100 kHz Sweep 16 ms (1601 pts)

|
Low Band edge with Hopping Enabled
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- Agilent  22:23:43 Jun 17, 2009 R T
MOT: EMC 22101 BT COMD Mkr1 & -3.000 mMHz
Ref 15 dBm Atten 25 dB 59.95 dBE
Feak [

4
Log FL“.

10
dB/ Ext Ref

W\*‘J

M1 52 1l T ik T PP T Y

53 FC ¥ T L bt Uit Y Mw

A AA

Center 2.483 GHz Span 10 MHz

#Res BW 100 kHz VBW 100 kHz Sweep 16 ms (1601 pts)
High Band Edge with Hopping Disabled

5 Agilenf  21:54:35 Jun 17, 2009 R T

MOT: EMC 23101 BT COND Mkr1 & -3.000 MHz

Ref 15 dBm Atten 25 dB 58.89 dB

Feak 1

Log i .

ARV
SRR

1R
M1 S2 \M‘@A“ _JJLIJL« ._.f,i‘ TP EW LT P R DR Pe (] I i i b b

S3 FC

A AA

Center 2.483 GHz Span 10 MHz
#Res BW 100 kHz VBW 100 kHz Sweep 16 ms (1601 pts)

High Band edge with Hopping Enabled
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SPURIOUS RF CONDUCTED EMISSIONS

CFR 47 Part 15.247

Measurement Procedure

The RF output port of the Equipment-Under-Test is directly coupled to the input of the
EMC analyzer through a specialized RF connector and a 10dB passive attenuator. A
fully charged battery was used for the supply voltage.

Measurement Results

See attached:
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Agilent 22:36:58 Jun 17, 2009 R T
MOT: EMC 23101 BT COMND
Ref 15 dBm Atten 25 dB
Peak
Log
10
dB/ Ext Bef
DI '™ PR Sl 1 PR L gt ary |
a.7
dBm
Start 30 MHz Stop 3 GHz
#Res BW 100 kHz VBW 100 kHz Sweep 382.7 ms (1601 pts)
Pk xRz Amplitude | Pk X Pis Amplitude
1 2.402 GHz 10.26 dBEm | =]
2 | 7
3 | g
4 | =
5 | o

|
Conducted Spurious Emissions 30-3000MHz (Low Channel Enabled)

Agilent  22:39:00 Jun 17, 2009 RE T
MOT: EMC 23101 BT COMD
Ref 15 dBm Atten 25 dB
Peak B
Log
10
dB/ Ext Bef
s |
DI . m‘ﬂw - I w i o= e, . d ik L -
9.7
dBm
Start 2 GHz Stop 10 GHz
#Res BW 100 kHz VBW 100 kHz Sweep 1.031 s (1601 pts)
Fh X Pis Amplitude | Fk X Pis Amplitude
1 2.405 GH= 9.595 dBm | =]
2 7.205 GH= -35.54 dBm | r
3 4805 GH= -32.41 dBm | 2
4 28975 GH= -45.05 dBm | =]
5 | 10

|
Conducted Spurious Emissions 2-10GHz (Low Channel Enabled)
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Agilent  22:40:25 Jun 17, 2009 R T
MOT: EMC 22101 BT COMD

Ref 15 dBm Atten 25 dB

Peak
Log
10
dB/ Fxt Ref |

L
DI - - "y -p Sr rim= F=

a.r
dBm

Start 10 GHz Stop 20 GHz
#Res BW 100 kHz VBW 100 kHz Sweep 1.288 s (1601 pts)
Pk xRz Amplitude Pk X Pis Amplitude

o fuobd R =

|
Conducted Spurious Emissions 10-20GHz (Low Channel Enabled)

Agilent  22:41:22 Jun 17, 2009 RE T
MOT: EMC 23101 BT COMD
Ref 15 dBm Atten 25 dB
Peak
Log
10
dB/ Ext Ref |
1 A & e e T
]|
9.7
dBm
Start 20 GHz Stop 26.5 GHz
#Res BW 100 kHz VBW 100 kHz Sweep 837.5 ms (1601 pts)
Fh X Pis Amplitude | Fk X Pis Amplitude
1 =]
2 : 7
3 | =3
4 | =]
5 | 10

|
Conducted Spurious Emissions 20-26.5GHz (Low Channel Enabled)
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- Agilent  23:05:24 Jun 17, 2009 E T

MOT: EMC 23101 BT COMND

Ref 15 dBm Atten 25 dB

Peak T
Log
10
dB/ Ext Bef

DI
a.r
dBm

Start 30 MHz Stop 3 GHz
#Res BW 100 kHz VBW 100 kHz Sweep 382.7 ms (1601 pts)

Pk xRz Amplitude Pk X Pis Amplitude
2441 GHz 10.22 dBm

o fuobd R =
L)

|
Conducted Spurious Emissions 30-3000MHz (Mid Channel Enabled)

Agilent  22:45:49 Jun 17, 2009 RE T
MOT: EMC 23101 BT COMD
Ref 15 dBm Atten 25 dB
Peak T
Log
10
dB/ Ext Bef
3 =
]| P Lkt b srord “FJ‘H".L A L e
9.7
dBm
Start 2 GHz Stop 10 GHz
#Res BW 100 kHz VBW 100 kHz Sweep 1.031 s (1601 pts)
Fh X Pis Amplitude | Fk X Pis Amplitude
1 24490 GH= 10.05 dBm | =]
2 T.325 GH= -33.28 dBm | r
3 4885 GH=z -34.22 dBm | 2
4 | a
5 | 10

Conducted Spurious Emissions 2-10GHz (Mid Channel Enabled)
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Agilent  22:44:03 Jun 17, 2009 E T
MOT: EMC 23101 BT COMND
Ref 15 dBm Atten 25 dB
Peak
Log
10
dB/ Ext Ref |
el Il
(1] . bl Nl YA = o
9.7
dBm
Start 10 GHz Stop 20 GHz
#Res BW 100 kHz VBW 100 kH= Sweep 1.288 s (1601 pts)
Pk xRz Amplitude | Pk X Pis Amplitude
1 =]
2 : 7
3 | g
4 | =]
5 | o

|
Conducted Spurious Emissions 10-20GHz (Mid Channel Enabled)

A Agilent  22:42:45 Jun 17, 2009 R T

WOT: ERMC 23101 BT CORD

Ref 15 dBm Atten 25 dB
Peak
Log
10
dB/ Ext Bef

1 ! 11 ira] &
T it e
;;L..-g.i ST, T 1 = A T + it Pip

[¥]] Mldndmln i I.‘_rJI.
ar
dBm

Start 20 GHz Stop 26.5 GHz
#Res BW 100 kHz VBW 100 kHz Sweep B37.5 ms (1601 pts)

Pk xRz Amplitude Pk X Pis Amplitude
25.757 GHz -40.24 dBm

o

o fuobd R =

|
Conducted Spurious Emissions 20-26.5GHz (Mid Chan Enabled)
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Agilent 23:06:45 Jun 17, 2009 R T
MOT: EMC 23101 BT COMND
Ref 15 dBm Atten 25 dB
Peak L
Log
10
dB/ Ext Bef
DI N " \ - i d
a.7
dBm
Start 30 MHz Stop 3 GHz
#Res BW 100 kHz VBW 100 kHz Sweep 382.7 ms (1601 pts)
Pk xRz Amplitude | Pk X Pis Amplitude
1 2.420 GHz 29135 dBm | =]
2 | 7
3 | g
4 | =
5 | o

|
Conducted Spurious Emissions 30-3000MHz (High Channel Enabled)

Agilent  23:08:17 Jun 17, 2009 RE T
MOT: EMC 23101 BT COMD
Ref 15 dBm Atten 25 dB
Peak 1
Log
10
dB/ Ext Bef
=
i

]| . st oy L - . rinsn EAET A VN trrtnd
9.7
dBm
Start 2 GHz Stop 10 GHz
#Res BW 100 kHz VBW 100 kHz Sweep 1.031 s (1601 pts)

Fh X Pis Amplitude | Fk X Pis Amplitude

1 2480 GH= 2.552 dBm | 5]

z 7440 GH= -25.44 dBm | 7

] 4850 GH= -1 25 dBm | =

4 | 1]

5 | 1o

|
Conducted Spurious Emissions 2-10GHz (High Channel Enabled)
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Agilent 23:11:57 Jun 17, 2009 R T
MOT: EMC 23101 BT COMND
Ref 15 dBm Atten 25 dB
Peak
Log
10
dB/ Ext Ref |
¥]| N il I * ' =it ™
a.7
dBm
Start 10 GHz Stop 20 GHz
#Res BW 100 kHz VBW 100 kHz Sweep 1.288 s (1601 pts)
Pk xRz Amplitude | Pk X Pis Amplitude
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Conducted Spurious Emissions 10-20GHz (High Channel Enabled)
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Conducted Spurious Emissions 20-26.5GHz (High Chan Enabled)

Test Report 23101-1BT 27 of 30 EXHIBIT 6A1



APPLICANT: MOTOROLA INC FCC ID: IHDP56KH1

AC LINE CONDUCTED

CFR 47 Part 15.207

Measurement Procedure

Measured levels of ac power line conducted emission shall be the radio-noise
voltage from the line probe or across the 50 € LISN port, where permitted, terminated
into a 50 Q noise meter, or where permitted or required, the radio-noise current on the
power line sensed by a current probe.

All radio-noise voltage and current measurements shall be made on each current-
carrying conductor at the plug end of the EUT power cord or calibrated extension cord by
the use of mating plugs and receptacles on the EUT and LISN. Equipment shall be tested
with power cords that are normally supplied using an LISN, the 50 Q measuring port is
terminated by a 50 € radio-noise meter or a 50 Q resistive load. All other ports are
terminated in 50 Q.

Detectors — Quasi Peak and Average Detector.

Measurement Results

See attached:
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End of Test Report
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