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Glossary:

TSL

ConvF

N/A

tissue simulating liquid
sensitivity in TSL / NORM x,y,z
not applicable or not measured

Calibration is Performed According to the Following Standards:

a)

b)

c)

d)

IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)”, July 2016

IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHZ"

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASY5 V52.10.4
Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution dx,dy =4 mm, dz = 1.4 mm Graded Ratio = 1.4 (Z direction)

Frequency

3500 MHz = 1 MHz

Head TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 37.9 2.91 mho/m
Measured Head TSL parameters (22.0+0.2)°C 38.6+6% 2.93 mho/m £6 %
Head TSL temperature change during test <05°C - -
SAR result with Head TSL
SAR averaged over 1 cm?® (1 g) of Head TSL Condition
SAR measured 100 mW input power 6.78 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

68.0 W/kg + 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.53 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

25.4 W/kg = 19.5 % (k=2)

Certificate No: D3500V2-1037_Nov20

Page 3 of 6




Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 51.8Q-21jQ

Return Loss -31.3dB
General Antenna Parameters and Design

Electrical Delay (one direction) 1.141 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still

according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the

feedpoint may be damaged.

Additional EUT Data

Manufactured by

SPEAG
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DASYS5 Validation Report for Head TSL

Date: 25.11.2020
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 3500 MHz; Type: D3500V2; Serial: D3500V2 - SN:1037

Communication System: UID 0 - CW; Frequency: 3500 MHz

Medium parameters used: f = 3500 MHz; 6 = 2.93 S/m; & = 38.6; p = 1000 kg/m®
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration:

» Probe: EX3DV4 - SN3503; ConvF(7.91, 7.91, 7.91) @ 3500 MHz; Calibrated: 31.12.2019

Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 02.11.2020

Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA: Serial: 1001

DASYS52 52.10.4(1527); SEMCAD X 14.6.14(7483)

Dipole Calibration for Head Tissue/Pin=100 mW, d=10mm, f=3500MHz/Zoom Scan,
dist=1.4mm (8x8x8)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 71.16 V/m; Power Drift = 0.07 dB

Peak SAR (extrapolated) = 18.3 W/kg

SAR(1 g) = 6.78 W/kg; SAR(10 g) = 2.53 W/kg

Smallest distance from peaks to all points 3 dB below = 8.4 mm

Ratio of SAR at M2 to SAR at M1 =75.2%

Maximum value of SAR (measured) = 12.8 W/kg

-5.00
-10.00
-15.00

-20.00

-25.00

0dB=12.8 W/kg=11.07 dBW/kg
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Impedance Measurement Plot for Head TSL
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D3500V2, Serial No. 1037 Extended Dipole Calibrations

Referring to KDB 865664 D01, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration),
and in impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the

calibration interval can be extended.

3500V2 — serial no. 1037
3500 Head
Real Imaginary
Date of Return-Loss Delta Delta
Delta (%) | Impedance Impedance
Measurement (dB) (ohm) (ohm)
(ohm) (ohm)
2020.11.25 -31.28 51.84 -2.08
2021.11.24 -31.71 -1.36 48.71 3.14 -2.21 0.13
2022.11.24 -31.32 -0.13 52.75 -0.91 -3.67 1.59

<Justification of the extended calibration>

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

Dipole Verification Data> D3500V2, serial no. 1037
3500MHz — Head-2021.11.24




Dipole Verification Data> D3500V2, serial no. 1037
3500MHz — Head-2022.11.24
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CALIBRATION CERTIFICATE

Object D3700V2 - SN:1008

Calibration procedure(s) QA CAL-22.v5
Calibration Procedure for SAR Validation Sources between 3-10 GHz

Calibration date: November 25, 2020

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (Sl).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility; environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards D # Cal Date (Certificate No.) Scheduled Calibration

Power meter NRP SN: 104778 01-Apr-20 (No. 217-03100/03101) Apr-21

Power sensor NRP-Z91 SN: 103244 01-Apr-20 (No. 217-03100) Apr-21

Power sensor NRP-Z91 SN: 103245 01-Apr-20 (No. 217-03101) Apr-21

Reference 20 dB Attenuator SN: BH9394 (20k) 31-Mar-20 (No. 217-03106) Apr-21

Type-N mismatch combination SN: 310982 / 06327 31-Mar-20 (No. 217-03104) Apr-21

Reference Probe EX3DV4 SN: 3503 31-Dec-19 (No. EX3-3503_Dec19) Dec-20

DAE4 SN: 601 02-Nov-20 (No. DAE4-601_Nov20) Nov-21

Secondary Standards 1D # Check Date (in house) Scheduled Check

Power meter E4419B SN: GB39512475 30-Oct-14 (in house check Oct-20) In house check: Oct-22

Power sensor HP 8481A SN: US37292783 07-Oct-15 (in house check Oct-20) In house check: Oct-22

Power sensor HP 8481A SN: MY41092317 07-Oct-15 (in house check Oct-20) In house check: Oct-22

RF generator R&S SMT-06 SN: 100972 15-Jun-15 (in house check Oct-20) In house check: Oct-22

Network Analyzer Agilent EB358A | SN: US41080477 31-Mar-14 (in house check Oct-20) In house check: Oct-21
Name Function Signature

Calibrated by: Jeffrey Katzman Laboratory Technician C/ : E 'Z.-
Approved by: Katja Pokovic Technical Manager /MC

Issued: November 26, 2020

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)", July 2016

c) |EC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

e Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

e Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

o Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

e Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

e SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

e SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D3700V2-1008_Nov20 Page 2 of 6



Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASY5 V52.10.4
Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution

dx, dy =4 mm, dz =1.4 mm

Graded Ratio = 1.4 (Z direction)

Frequency

3700 MHz + 1 MHz

Head TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22,0°C 37.7 3.12 mho/m
Measured Head TSL parameters (22.0+0.2) °C 38.4+6% 3.09 mho/m +6 %
Head TSL temperature change during test <05°C -
SAR result with Head TSL
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 6.72 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

67.6 Wikg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.43 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

24.4 W/kg = 19.5 % (k=2)

Certificate No: D3700V2-1008_Nov20
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Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 492Q-71jQ

Return Loss -22.9dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.138 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG
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DASY5 Validation Report for Head TSL

Date: 25.11.2020
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 3700 MHz; Type: D3700V2; Serial: D3700V2 - SN:1008

Communication System: UID 0 - CW; Frequency: 3700 MHz

Medium parameters used: f= 3700 MHz; ¢ = 3.09 S/m; & = 38.4; p = 1000 kg/m*
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASY5?2 Configuration:
» Probe: EX3DV4 - SN3503; ConvF(7.73, 7.73, 7.73) @ 3700 MHz; Calibrated: 31.12.2019

Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated; 02.11.2020

Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001

DASY52 52.10.4(1527); SEMCAD X 14.6.14(7483)

Dipole Calibration for Head Tissue/Pin=100 mW, d=10mm, f=3700MHz/Zoom Scan,
dist=1.4mm (8x8x8)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 70.87 V/m; Power Drift = 0.02 dB

Peak SAR (extrapolated) = 19.0 W/kg

SAR(1 g) = 6.72 W/kg; SAR(10 g) = 2.43 W/kg

Smallest distance from peaks to all points 3 dB below = 8 mm

Ratio of SAR at M2 to SAR at M1 =73.5%

Maximum value of SAR (measured) = 13.2 W/kg

-10.00
-15.00

-20.00

-25.00

0dB =13.2 W/kg = 11.21 dBW/kg
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Impedance Measurement Plot for Head TSL
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D3700V2, Serial No. 1008 Extended Dipole Calibrations

Referring to KDB 865664 D01, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration),
and in impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the

calibration interval can be extended.

D3700V2 — serial no. 1008
3700 Head
Real Imaginary
Date of Return-Loss Delta Delta
Delta (%) | Impedance Impedance
Measurement (dB) (ohm) (ohm)
(ohm) (ohm)
2020.11.25 -22.90 49.22 -7.09
2021.11.24 -22.62 1.22 50.44 -1.22 -8.08 0.99
2022.11.24 -23.43 2.31 46.75 2.47 -5.47 -1.62

<Justification of the extended calibration>

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

Dipole Verification Data> D3700V2, serial no. 1008
3700MHz - Head - 2021.11.24




Dipole Verification Data> D3700V2, serial no. 1008

3700MHz - Head - 2022.11.24
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CALIBRATION CERTIFICATE |

Accroditstion No.: SCS 0108

Cliant

Object D3900V2 - SN:1048
Calibration procedure(s) QA CAL-22.v4

Calibration Procedure for SAR Validation Sources between 3-6 GHz
Callbration date: May 14, 2020

Calibratlon Equipment usad (MATE critical for callbration)

This calibration certificate documents the traceabliity to national standards, which realize the physical units of measyrements {31,
The measuremants and the uncerainties with confidence probability sre given on the following pages and are part of the certificate.

Al calibrations have beef conducted in the closed labomtary facility: environment temperature (22 = 5)°C and humidity < 70%

Primary Standards Da Cal Date (Carificate No.) Scheduisd Calibration
Power metat NRP SME 104778 O1-Apr-20 (No. 217-03100/03101) Apr-21
Powai sensor NAP-Z91 SN: 103244 U1-Apr-20 (No. 217-03100) Apr-21
Power sensor NRP-Z91 SN 103245 01-Apr-20 (No. 217-03101) Apr21
Asference 20 dB Atenuator S BHE304 (20k) 31-Mar-20 (No. 217-03106) Apr-21
Type-N mismalch combination SN 310982/ 06327 31-Mar-20 (No. S17-03104) Apr-2
Reterance Frobe EX3DV4 Sn; 3503 31-Dec-18 (No. EX3-3503_Dec16) Dec-20
DAE4 S 601 27-Dec-19 (No. DAE4-601_Dag19) Pac-20
Secondary Standards D4 Check Date (in housa) Schatuled Cheik
Power mater E44188 SN: GB39512475 30-Oct-14 (i heussé chéck Feb-18) In house check: Ogt-20
Power sengor HP 84814 SN: US37282783 O7F-0ct-15 (In house check Ocl-18) In house check: Ocr-20
Pawir sensor HP 84814 SN, MY41002317 07-0ct-15 (in house check Oct-18) In house chack: Oct20
RF generator R&S SWMT-06 8N: 100972 15-Jun-15 (in house check Oct-18) In house check: Oct-20
Metwork Analyzar Agilent EBASRA | SM: US41080477 31-Mar-14 (in house check Oct-19) In house check: Dot-20

Mama Function Signature
Calibrated by: Jeton Kasirati Laboratary Techhiclan -

o\r~ — L/,«—

Approved by: Katjs Pokovic Technical Managar

This calibration certificate shall not be reproduced exeept In Tull withiout writtién approval of the laboratony.

AL

Issved: May 14, 2020
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Multitateral Agreement for the recognition of calibration cerlificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x.y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Technigues”, June 2013

b) IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)", July 2016

¢) IEC 62208-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

* Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

* Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
paraliel to the body axis.

* Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

* FElectrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

* SAR measured: SAR measured at the stated antenna input power,

* 5AR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

» SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result,

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions

DASY system configuration, as far as not given on page 1.
DASY Version DASYS V52.10.4
Extrapolation Advariced Extrapolation
Phantom Modular Fiat Phantom V5.0
Distance Dipole Center - TSL 10'mm with Spacer.
Zoom Scan Resolution dx, dy = 4.0 mm, dz = 1.4 mm Graded Ratio = 1.4 (Z direction)
+
Fraquency 1100 iz 1 it

Head TSL parameters at 3900 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 220°C 375 3.32 mha/m
Measured Head TSL parameters (2202 0.2)°C 364 +6% 3.21 mho/m + 6 %
Head TSL temperature change during test <D:5*C n —
SAR result with Head TSL at 3900 MHz
SAR averaged over 1 cm? (1 g) of Head TSL Condition
SAR measured 100 mW Input power 7.03 Wikg
SAR for nominal Head TSL parameters nomalized 1o 1W 70.2 Wikg £ 19.9 % (k=2)
SAR averaged over 10.cm® (10 g) of Head TSL candition
SAR measured 100 mW input power 245 Wikg
SAR for nominal Head TSL parameters normalized o 1W 24.4 Wikg £ 19.5 % (k=2)
Head TSL parameters at 4100 MHz
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Head TSL parameters 220°C a7z 3.53 mho/m
Measured Head TSL parameters {220+ 0.2)°C 3B.2+£6% 339 mho/m+ 8%
Head TSL temperature change during test <05°C e —
SAR result with Head TSL at 4100 MHz
SAR averaged over 1 cm’ (1 g) of Head TSL Condition
SAR measured 100 mW input power G.88 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

68.9 Wikg + 19.9 % (k=2)

SAR averaged over 10 cm’® (10 g) of Head TSL condition
SAR measired 100 mW input power 2.39 Wikg
SAR for nominal Head TSL parameters normalized to 1W 23.7 Wikg % 19.5 % (k=2)

Certificate No: D3900V2-1048_May20
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Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with Head TSL at 3900 MHz

Impedance, transformed to fead point 4860-32)0

Return Loss -281dB
Antenna Parameters with Head TSL at 4100 MHz

Impedance, transformed to feed point 59704130

Retum Loss -21.0dB
General Antenna Parameters and Design

Electrical Delay (one diraction) 1,106 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole Is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The anlenna is thersfore shont-circuited for DC-signals. On sorne of th
are added to the dipole arms In order to improve matching when loaded according to the position as explained In the
"Measurement Conditions” paragraph. The SAR data are not affested by this charige. The overall dipole length is stil

according fo the Standard.

No excessive force must be applied to the dipoie arms, because they might bend or the soldered connections near the

feedpoint may be damaged.
Additional EUT Data

Manufactured by

SPEAG

Certificate No: D3900V2-1048_May20
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DASYS5 Validation Report for Head TSL

Date: 14.05.2020
Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 3900 MHz; Type: D3900V2; Serial: D3900V2 - SN: 1048

Communication System: UID 0 - CW; Ftequency: 3900 MHz, Frequency: 4100 MHz
Medium parameters used: f= 3900 MHz; 6 =3.21 $/m; & =36.4; p = 1000 kg/m’ ,
Medium parameters used: f= 4100 MHz; ¢ =3.39 S/m; & = 36.2; p= 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASY S (IEEE/AEC/ANSI (631922011 }

DASY52 Configuration:

* Probe: EX3DV4 - SN3503; ConvF(7.39, 7.39, 7.39) (@ 3900 MHz, ConvF(7.26, 7.26, 7.26) (@ 4100 MHz;
Calibrated: 31.12.2019

* Sensor-Surface: 1.4mm (Mechanical Surface Detection)

» Electronics: DAE4 Sn601; Calibrated: 27.12.2019

« Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA: Serial: 1001
» DASY5252.10.4(1527); SEMCAD X 14.6.14(7483)

Dipole Calibration for Head Tissue/Pin=100 mW, d=10mm, f=3900MHz/Zoom Sean,
dist=1.4mm (8x8x8)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1 4mm

Reference Value = 73.46 V/m; Power Drift =-0.02 dB

Peak SAR (extrapolated) = 20.2 Wikg

SAR(1 g) = 7.03 W/kg; SAR(10 g) = 2.45 W/kg

Smallest distance from peaks to all points 3 dB below = 7.9 mm

Ratio of SAR at M2 to SAR a1 M1 = 73.5%

Maximum value of SAR (measured) = 13.8 W/kg

Dipole Calibration for Head Tissue/Pin=100 mW, d=10mm, f=4100MHz/Zoom Scan,
dist=1.4mm (8x8x8)/Cube 0: Measurement grid: dx=4mm, dy=4mm., dz=1 4mm

Reference Value = 71.71 V/im: Power Drift =-0.02 dB

Peak SAR (extrapolated) = 19.8 W/kg

SAR(1 g) = 6.89 W/kg; SAR(10 g) = 2.39 Wikg

Smallest distance from peaks to all points 3 dB below = 8 mm

Ratio of SAR at M2 to SAR at M1 =73.3%

Maximum value of SAR (measured) = 13.8 Wike
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Impedance Measurement Plot for Head TSL
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SPORTON LAB.

D3900V2, Serial No. 1048 Extended Dipole Calibrations

Referring to KDB 865664 D01 v01r04, if dipoles are verified in return loss (<-20dB, within 20% of prior
calibration), and in impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and

the calibration interval can be extended.

D3900V2 — serial no. 1048

3900 Head
Real Imaginary
Date of Return-Loss Delta Delta
Delta (%) Impedance Impedance
Measurement (dB) (ohm) (ohm)
(ohm) (ohm)
2020.5.14 -29.069 48.637 -3.1974
2021.5.13 -30.03 -0.03 51.501 -2.86 -2.8249 -0.37
2022.5.13 -28.285 -0.058 49.473 2.028 -2.3186 -0.51
D3900V2 — serial no. 1048
4100 Head
Real Imaginary
Date of Return-Loss Delta Delta
Delta (%) Impedance Impedance
Measurement (dB) (ohm) (ohm)
(ohm) (ohm)
2020.5.14 -21.005 59.687 1.2792
2021.5.13 -22.284 -0.06 58.278 1.41 0.8744 0.40
2022.5.13 -20.924 1.36 60.071 -1.793 -2.7781 3.65

<Justification of the extended calibration>

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.




SPORTON LAB.

Dipole Verification Data> D3900V2, serial no. 1048
3900MHz - Head - 2021.5.13

1 St 3 Ghr FBW 30 iz

4100MHz — Head - 2021.5.13

X A 1 Gt 39 G
1St 3.9 G Stap 4.3 G B

Dipole Verification Data> D3900V2, serial no. 1048

3900MHz - Head - 2022.5.13

FS &
| St 17 B T 10 ke 1T e W 70 ke 2op 4 s B0




SPORTON LAB.

4100MHz — Head - 2022.5.13
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Client  Sporton Certificate No: D5GHzV2-1113_Sep22

CALIBRATION CERTIFICATE

Object D5GHzV2 - SN:1113

Calibration procedure(s) QA CAL-22.v6
Calibration Procedure for SAR Validation Sources between 3-10 GHz

Calibration date: September 23, 2022

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (Sl).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards ID # Cal Date (Certificate No.) Scheduled Calibration

Power meter NRP SN: 104778 04-Apr-22 (No. 217-03525/03524) Apr-23

Power sensor NRP-Z91 SN: 103244 04-Apr-22 (No. 217-03524) Apr-23

Power sensor NRP-Z91 SN: 103245 04-Apr-22 (No. 217-03525) Apr-23

Reference 20 dB Attenuator SN: BH9394 (20k) 04-Apr-22 (No. 217-03527) Apr-23

Type-N mismatch combination SN: 310982 / 06327 04-Apr-22 (No. 217-03528) Apr-23

Reference Probe EX3DV4 SN: 3503 08-Mar-22 (No. EX3-3503_Mar22) Mar-23

DAE4 SN: 601 31-Aug-22 (No. DAE4-601_Aug22) Aug-23

Secondary Standards D # Check Date (in house) Scheduled Check

Power meter E4419B SN: GB39512475 30-Oct-14 (in house check Oct-20) In house check: Oct-22

Power sensor HP 8481A SN: US37292783 07-Oct-15 (in house check Oct-20) In house check: Oct-22

Power sensor HP 8481A SN: MY41093315 07-Oct-15 (in house check Oct-20) In house check: Oct-22

RF generator R&S SMT-06 SN: 100972 15-Jun-15 (in house check Oct-20) In house check: Oct-22

Network Analyzer Agilent E8358A | SN: US41080477 31-Mar-14 (in house check Oct-20) In house check: Oct-22
Name Function Signature

Calibrated by: Leif Klysner Laboratory Technician i Vi %

Approved by: Sven Kiihn Technical Manager _g /

a7 T

Issued: September 26, 2022

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Glossary:

Tal tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |EC/IEEE 62209-1528, “Measurement Procedure For The Assessment Of Specific
Absorption Rate Of Human Exposure To Radio Frequency Fields From Hand-Held And
Body-Worn Wireless Communication Devices - Part 1528: Human Models, Instrumentation
And Procedures (Frequency Range of 4 MHz to 10 GHz)”, October 2020.

b) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz”

Additional Documentation:
c) DASY System Handbook

Methods Applied and Interpretation of Parameters:
* Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
* Antenna Parameters with TSL: The source is mounted in a touch configuration below the
center marking of the flat phantom.
e Return Loss: This parameter is measured with the source positioned under the liquid filled

phantom (as described in the measurement condition clause). The Return Loss ensures low
reflected power. No uncertainty required.

e SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

 SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement

multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D5GHzV2-1113_Sep22 Page 2 of 8



Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASY52 V52.10.4
Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom V5.0

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution

dx, dy=4.0mm, dz =1.4 mm

Graded Ratio = 1.4 (Z direction)

Frequency

5250 MHz =1 MHz
5600 MHz = 1 MHz
5750 MHz = 1 MHz

Head TSL parameters at 5250 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.9 4.71 mho/m
Measured Head TSL parameters (22.0+0.2) °C 354+6% 4.60 mho/m =6 %
Head TSL temperature change during test <05°C ——
SAR result with Head TSL at 5250 MHz
SAR averaged over 1 cm?® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.18 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

81.5 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm?® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.35 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

23.3 W/kg = 19.5 % (k=2)

Head TSL parameters at 5600 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35b 5.07 mho/m
Measured Head TSL parameters (22.0+0.2) °C 349+6 % 4.95 mho/m £ 6 %
Head TSL temperature change during test <0.5°C - —
SAR result with Head TSL at 5600 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.30 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

82.6 W/kg + 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.38 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

23.7 Wikg = 19.5 % (k=2)

Certificate No: D5GHzV2-1113_Sep22
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Head TSL parameters at 5750 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.4 5.22 mho/m
Measured Head TSL parameters (22.0+0.2) °C 34.7+6 % 5.11 mho/m =6 %
Head TSL temperature change during test <05°C -
SAR result with Head TSL at 5750 MHz
SAR averaged over 1 cm?® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.12 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

80.8 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm?® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.32 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

23.0 W/kg = 19.5 % (k=2)

Certificate No: D5GHzV2-1113_Sep22
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Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with Head TSL at 5250 MHz

Impedance, transformed to feed point 49.0Q-6.2jQ
Return Loss -23.9dB

Antenna Parameters with Head TSL at 5600 MHz

Impedance, transformed to feed point 552Q-24ijQ
Return Loss -25.3dB

Antenna Parameters with Head TSL at 5750 MHz

Impedance, transformed to feed point 541Q-11jQ

Return Loss -27.8dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.194 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG
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DASYS5 Validation Report for Head TSL

Date: 23.09.2022
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole DSGHzV2; Type: DSGHzV2; Serial: DSGHzV2 - SN:1113

Communication System: UID 0 - CW; Frequency: 5250 MHz, Frequency: 5600 MHz, Frequency: 5750 MHz
Medium parameters used: f = 5250 MHz; ¢ = 4.6 S/m; & = 35.4; p = 1000 kg/m? ,

Medium parameters used: f = 5600 MHz; ¢ = 4.95 S/m; & = 34.9; p = 1000 kg/m® ,

Medium parameters used: f = 5750 MHz; ¢ = 5.11 S/m; & = 34.7; p = 1000 kg/m®

Phantom section: Flat Section

Measurement Standard: DASYS5 (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration:

e Probe: EX3DV4 - SN3503; ConvF(5.5, 5.5, 5.5) @ 5250 MHz, ConvF(5.1, 5.1, 5.1) @ 5600 MHz,
ConvF(5.08, 5.08, 5.08) @ 5750 MHz; Calibrated: 08.03.2022

e Sensor-Surface: 1.4mm (Mechanical Surface Detection)
¢ Electronics: DAE4 Sn601; Calibrated: 31.08.2022
o Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001

DASY52 52.10.4(1535); SEMCAD X 14.6.14(7501)

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5250 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 75.87 V/m; Power Drift = 0.02 dB

Peak SAR (extrapolated) = 27.8 W/kg

SAR(1 g) = 8.18 W/kg; SAR(10 g) = 2.35 W/kg

Smallest distance from peaks to all points 3 dB below = 7.4 mm

Ratio of SAR at M2 to SAR at M1 =70.5%

Maximum value of SAR (measured) = 18.7 W/kg

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5600 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 75.04 V/m; Power Drift = 0.00 dB

Peak SAR (extrapolated) = 30.4 W/kg

SAR(1 g) = 8.30 W/kg; SAR(10 g) = 2.38 W/kg

Smallest distance from peaks to all points 3 dB below = 7.5 mm

Ratio of SAR at M2 to SAR at M1 = 67.9%

Maximum value of SAR (measured) = 19.3 W/kg
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Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5750 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 72.94 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 31.7 W/kg

SAR(1 g) = 8.12 W/kg; SAR(10 g) = 2.32 W/kg

Smallest distance from peaks to all points 3 dB below = 7.5 mm

Ratio of SAR at M2 to SAR at M1 = 66%

Maximum value of SAR (measured) = 19.4 W/kg

dB
0

-6.00
-12.00
-18.00

-24.00

-30.00

0 dB = 19.4 W/kg = 12.87 dBW/kg
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Impedance Measurement Plot for Head TSL
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Add: No.52 HuaYuanBei Road, Haidian District, Beijing, 100191, China Y m b
Tel: +86-10-62304633-2512 Fax: +86-10-62304633-2504 . W
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Certificate No: Z22-60138
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Qbject DAE4 - SN: 1305
Calibration Procedure(s) FF-211-002-01
Calibration Procedure for the Data Acquisition Electronics
(DAEX)
Calibration date: April 27, 2022 |

This calibration Certificate documents the traceability to national standards, which realize the physical units of
measurements(Sl). The measurements and the uncertainties with confidence probability are given on the following
pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature(22:3)°c and |
humidity<70%.

Calibration Equipment used (M&TE critical for calibration) |

Primary Standards . ID# Cal Date(Calibrated by, Certificate No.) Scheduled Calibration

1 ;
Process Calibrator 753 | 1971018 15-Jun-21 (CTTL, No.JZiXOMBS) Jun-22
J |
Name Function Signature
Calibrated by: Yu Zongying SAR Test Engin ﬁri E /s @_ :
RS D Lin Hao SAR TestEngineer | |

2
%

Approved by: Qi Dianyuan SAR Project Lea'd*sr i : -

Issued: f\:‘lay 03, 2022
This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Add: No.52 HuaYuanBei Road, Haidian District, Beijing, 100191, China
Tel: +86-10-62304633-2512 Fax: +86-10-62304633-2504
E-mail: cttl@chinattl.com Http://www.chinattl.cn

Glossary:

DAE data acquisition electronics

Connector angle information used in DASY system to align probe sensor X
to the robot coordinate system.

Methods Applied and Interpretation of Parameters:

« DC Voltage Measurement. Calibration Factor assessed for use in DASY
system by comparison with a calibrated instrument traceable to national
standards. The figure given corresponds to the full scale range of the
voltmeter in the respective range.

« Connector angle: The angle of the connector is assessed measuring the
angle mechanically by a tool inserted. Uncertainty is not required.

« The report provide only calibration results for DAE, it does not contain other
performance test results.
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DC Voltage Measurement

A/D - Converter Resolution nominal
1LSB =
1LSB =

High Range:
Low Range:

6.1V,
61nV ,

full range =
full range =
DASY measurement parameters: Auto Zero Time: 3 sec, Measuring time: 3 sec

CAICT

-100...+300 mV

Calibration Factors

i

X

b §

%

High Range

404.000 £ 0.15% (k=2)

| 403.836 + 0.15% (k=2) 404.320 £ 0.15% (k=2)
Low Range | 308123+ 0.7% (k=2) | 3.99042 +0.7% (k=2) i 3.99606 + 0.7% (k=2)
Connector Angle

Connector Angle to be used in DASY system

97°+1°

Certificate No: Z22-60138
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Zeughausstrasse 43, 8004 Zurich, Switzerland
Phone +41 44 245 8700, Fax +41 44 245 9779
www.speag.swiss, info@speag.swiss

IMPORTANT NOTICE

USAGE OF THE DAE4

The DAE unit is a delicate, high precision instrument and requires careful treatment by the user. There are no
serviceable parts inside the DAE. Special attention shall be given to the following points:

Battery Exchange: The battery cover of the DAE4 unit is fixed using a screw, over tightening the screw may cause
the threads inside the DAE to wear out.

Shipping of the DAE: Before shipping the DAE to SPEAG for calibration, remove the batteries and pack the DAE
in an antistatic bag. This antistatic bag shall then be packed into a larger box or container which protects the DAE
from impacts during transportation. The package shall be marked to indicate that a fragile instrument is inside.

E-Stop Failures: Touch detection may be malfunctioning due to broken magnets in the E-stop. Rough handling of
the E-stop may lead to damage of these magnets. Touch and collision errors are often caused by dust and dirt
accumulated in the E-stop. To prevent E-stop failure, the customer shall always mount the probe to the DAE
carefully and keep the DAE unit in a non-dusty environment if not used for measurements.

Repair: Minor repairs are performed at no extra cost during the annual calibration. However, SPEAG reserves the
right to charge for any repair especially if rough unprofessional handling caused the defect.

DASY Configuration Files: Since the exact values of the DAE input resistances, as measured during the
calibration procedure of a DAE unit, are not used by the DASY software, a nominal value of 200 MOhm is given in
the corresponding configuration file.

Important Note:
Warranty and calibration is void if the DAE unit is disassembled partly or fully by the
Customer.

Important Note:

Never attempt to grease or oil the E-stop assembly. Cleaning and readjusting of the E-
stop assembly is allowed by certified SPEAG personnel only and is part of the annual
calibration procedure.

Important Note:

To prevent damage of the DAE probe connector pins, use great care when installing the
probe to the DAE. Carefully connect the probe with the connector notch oriented in the
mating position. Avoid any rotational movement of the probe body versus the DAE
while turning the locking nut of the connector. The same care shall be used when
disconnecting the probe from the DAE.
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