
Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/1

01_LTE Band 71_20M_QPSK_1RB_0Offset_Right Cheek_Ch133297

 

  

 

 

  

 

Communication System: UID 0, LTE (0); Frequency: 680.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_221201 Medium parameters used: f = 680.5 MHz; σ = 0.852 S/m; εr = 42.877;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.82, 9.82, 9.82); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch133297/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.200 W/kg

Ch133297/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.263 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.239 W/kg
SAR(1 g) = 0.188 W/kg; SAR(10 g) = 0.148 W/kg
Maximum value of SAR (measured) = 0.207 W/kg

0 dB = 0.207 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/1

02_LTE Band 12_10M_QPSK_1RB_0Offset_Right Cheek_Ch23095

  

  

 

Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_221201 Medium parameters used: f = 707.5 MHz; σ = 0.864 S/m; εr = 42.44; ρ 
= 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.82, 9.82, 9.82); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch23095/Area Scan (71x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.11 W/kg

Ch23095/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 8.641 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 2.08 W/kg
SAR(1 g) = 0.961 W/kg; SAR(10 g) = 0.557 W/kg
Maximum value of SAR (measured) = 1.23 W/kg

0 dB = 1.23 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/1

03_LTE Band 13_10M_QPSK_1RB_0Offset_Right Cheek_Ch23230

Communication System: UID 0, LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1
Medium: HSL_750_221201 Medium parameters used: f = 782 MHz; σ = 0.904 S/m; εr = 40.826; ρ 
= 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.82, 9.82, 9.82); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch23230/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.04 W/kg

Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.325 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 1.85 W/kg
SAR(1 g) = 0.884 W/kg; SAR(10 g) = 0.521 W/kg
Maximum value of SAR (measured) = 1.10 W/kg

0 dB = 1.10 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/1

04_LTE Band 14_10M_QPSK_1RB_0Offset_Right Cheek_Ch23330

Communication System: UID 0, LTE (0); Frequency: 793 MHz;Duty Cycle: 1:1
Medium: HSL_750_221201 Medium parameters used: f = 793 MHz; σ = 0.918 S/m; εr = 40.65; ρ = 
1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.82, 9.82, 9.82); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch23330/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.10 W/kg

Ch23330/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.933 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 1.88 W/kg
SAR(1 g) = 0.867 W/kg; SAR(10 g) = 0.498 W/kg
Maximum value of SAR (measured) = 1.10 W/kg

0 dB = 1.10 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/1

05_n71_20M_QPSK_50RB_28Offset_DFT-15_Right Cheek_Ch136100

 

  

 

Communication System: UID 0, 5G NR (0); Frequency: 680.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_221201 Medium parameters used: f = 680.5 MHz; σ = 0.852 S/m; εr = 42.877;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.82, 9.82, 9.82); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch136100/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.305 W/kg

Ch136100/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 18.93 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.631 W/kg
SAR(1 g) = 0.261 W/kg; SAR(10 g) = 0.144 W/kg
Maximum value of SAR (measured) = 0.336 W/kg

0 dB = 0.336 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/1

06_n12_15M_QPSK_36RB_22Offset_DFT-15_Right Cheek_Ch141500

  

  

 

Communication System: UID 0, 5G NR (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_221201 Medium parameters used: f = 707.5 MHz; σ = 0.864 S/m; εr = 42.44; ρ 
= 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.82, 9.82, 9.82); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch141500/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.451 W/kg

Ch141500/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 22.95 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 0.863 W/kg
SAR(1 g) = 0.389 W/kg; SAR(10 g) = 0.225 W/kg
Maximum value of SAR (measured) = 0.492 W/kg

0 dB = 0.492 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/1

07_n14_10M_QPSK_1RB_1Offset_DFT-15_Right Cheek_Ch158600

Communication System: UID 0, 5G NR (0); Frequency: 793 MHz;Duty Cycle: 1:1
Medium: HSL_750_221201 Medium parameters used: f = 793 MHz; σ = 0.918 S/m; εr = 40.65; ρ = 
1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.82, 9.82, 9.82); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch158600/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.691 W/kg

Ch158600/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 26.19 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 1.34 W/kg
SAR(1 g) = 0.608 W/kg; SAR(10 g) = 0.349 W/kg
Maximum value of SAR (measured) = 0.779 W/kg

0 dB = 0.779 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/2

08_GSM850_GPRS (2 Tx slots)_Right Cheek_Ch128

Communication System: UID 0, GPRS/EDGE10 (0); Frequency: 824.2 MHz;Duty Cycle: 1:4.15
Medium: HSL_835_221202 Medium parameters used : f = 824.2 MHz; σ = 0.91 S/m; εr = 42.376; ρ 
= 1000 kg/m3

Ambient Temperature：23.8 ℃;   Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.51, 9.51, 9.51); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch128/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.12 W/kg

Ch128/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 18.47 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 1.73 W/kg
SAR(1 g) = 0.864 W/kg; SAR(10 g) = 0.520 W/kg
Maximum value of SAR (measured) = 1.08 W/kg

0 dB = 1.08 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/2

09_WCDMA V_RMC 12.2Kbps_Right Cheek_Ch4132

Communication System: UID 0, UMTS (0); Frequency: 826.4 MHz;Duty Cycle: 1:1
Medium: HSL_835_221202 Medium parameters used : f = 826.4 MHz; σ = 0.912 S/m; εr = 42.343;

ρ = 1000 kg/m3

Ambient Temperature：23.8 ℃;   Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.51, 9.51, 9.51); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch4132/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.05 W/kg

Ch4132/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 13.94 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 1.82 W/kg
SAR(1 g) = 0.855 W/kg; SAR(10 g) = 0.508 W/kg
Maximum value of SAR (measured) = 1.07 W/kg

0 dB = 1.07 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/2

10_LTE Band 26_15M_QPSK_1RB_0Offset_Right Cheek_Ch26965

 

  

Communication System: UID 0, LTE (0); Frequency: 841.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_221202 Medium parameters used : f = 841.5 MHz; σ = 0.908 S/m; εr = 42.407;

ρ = 1000 kg/m3

Ambient Temperature：23.8 ℃;   Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.51, 9.51, 9.51); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch26965/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.981 W/kg

Ch26965/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 12.85 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 1.78 W/kg
SAR(1 g) = 0.782 W/kg; SAR(10 g) = 0.461 W/kg
Maximum value of SAR (measured) = 1.02 W/kg

0 dB = 1.02 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/2

11_n26_20M_QPSK_1RB_1Offset_DFT-15_Right Cheek_Ch166300

 

  

Communication System: UID 0, 5G NR (0); Frequency: 831.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_221202 Medium parameters used : f = 831.5 MHz; σ = 0.909 S/m; εr = 42.353;

ρ = 1000 kg/m3

Ambient Temperature：23.8 ℃;   Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.51, 9.51, 9.51); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch166300/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.22 W/kg

Ch166300/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 33.72 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 2.23 W/kg
SAR(1 g) = 1.03 W/kg; SAR(10 g) = 0.607 W/kg
Maximum value of SAR (measured) = 1.31 W/kg

0 dB = 1.31 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/17

12_WCDMA IV_RMC 12.2Kbps_Right Tilted_Ch1513

Communication System: UID 0, UMTS (0); Frequency: 1752.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750_221217 Medium parameters used: f = 1753 MHz; σ = 1.358 S/m; εr = 38.379; 

ρ = 1000 kg/m3

Ambient Temperature：23.7 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.57, 8.57, 8.57); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch1513/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.922 W/kg

Ch1513/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 19.77 V/m; Power Drift = -0.16 dB
Peak SAR (extrapolated) = 1.64 W/kg
SAR(1 g) = 0.867 W/kg; SAR(10 g) = 0.414 W/kg
Maximum value of SAR (measured) = 1.17 W/kg

0 dB = 1.17 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/17

13_LTE Band 66_20M_QPSK_1RB_0Offset_Right Tilted_Ch132572

Communication System: UID 0, LTE (0); Frequency: 1770 MHz;Duty Cycle: 1:1
Medium: HSL_1750_221217 Medium parameters used: f = 1770 MHz; σ = 1.373 S/m; εr = 38.273; 

ρ = 1000 kg/m3

Ambient Temperature：23.7 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.57, 8.57, 8.57); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch132572/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.22 W/kg

Ch132572/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 19.81 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 1.71 W/kg
SAR(1 g) = 0.908 W/kg; SAR(10 g) = 0.433 W/kg
Maximum value of SAR (measured) = 1.25 W/kg

0 dB = 1.25 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/17

14_n70_15M_QPSK_36RB_22Offset_DFT-15_Right Tilted_Ch340500

Communication System: UID 0, 5G NR (0); Frequency: 1702.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750_221217 Medium parameters used : f = 1702.5 MHz; σ = 1.304 S/m; εr = 

38.596; ρ = 1000 kg/m3

Ambient Temperature：23.7 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.57, 8.57, 8.57); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch340500/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.991 W/kg

Ch340500/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 14.05 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 1.78 W/kg
SAR(1 g) = 0.946 W/kg; SAR(10 g) = 0.457 W/kg
Maximum value of SAR (measured) = 1.27 W/kg

0 dB = 1.27 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/17

15_n66_40M_QPSK_108RB_54Offset_DFT-15_Right Tilted_Ch349000

Communication System: UID 0, 5G NR (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_221217 Medium parameters used : f = 1745 MHz; σ = 1.351 S/m; εr = 38.42; 

ρ = 1000 kg/m3

Ambient Temperature：23.7 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.57, 8.57, 8.57); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch349000/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.02 W/kg

Ch349000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 14.37 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 1.84 W/kg
SAR(1 g) = 0.975 W/kg; SAR(10 g) = 0.471 W/kg
Maximum value of SAR (measured) = 1.30 W/kg

0 dB = 1.30 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/4

16_GSM1900_GPRS (2 Tx slots)_Right Tilted_Ch810

Communication System: UID 0, GPRS/EDGE10 (0); Frequency: 1909.8 MHz;Duty Cycle: 1:4.15
Medium: HSL_1900_221204 Medium parameters used: f = 1910 MHz; σ = 1.418 S/m; εr = 41.097; 

ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.32, 8.32, 8.32); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch810/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.950 W/kg

Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.392 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 1.55 W/kg
SAR(1 g) = 0.807 W/kg; SAR(10 g) = 0.382 W/kg
Maximum value of SAR (measured) = 1.03 W/kg

0 dB = 1.03 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/4

17_WCDMA II_RMC 12.2Kbps_Right Tilted_Ch9538

Communication System: UID 0, UMTS (0); Frequency: 1907.6 MHz;Duty Cycle: 1:1
Medium: HSL_1900_221204 Medium parameters used: f = 1908 MHz; σ = 1.417 S/m; εr = 41.103; 

ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.32, 8.32, 8.32); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch9538/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.03 W/kg

Ch9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.91 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 1.72 W/kg
SAR(1 g) = 0.897 W/kg; SAR(10 g) = 0.419 W/kg
Maximum value of SAR (measured) = 1.21 W/kg

0 dB = 1.21 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/18

18_LTE Band 25_20M_QPSK_1RB_0Offset_Right Tilted_Ch26590

Communication System: UID 0, LTE (0); Frequency: 1905 MHz;Duty Cycle: 1:1
Medium: HSL_1900_221218 Medium parameters used : f = 1905 MHz; σ = 1.415 S/m; εr = 41.112;

ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;   Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.32, 8.32, 8.32); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch26590/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.02 W/kg

Ch26590/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 18.23 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 1.46 W/kg
SAR(1 g) = 0.761 W/kg; SAR(10 g) = 0.356 W/kg
Maximum value of SAR (measured) = 1.04 W/kg

0 dB = 1.04 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/18

19_n25_40M_QPSK_108RB_54Offset_DFT-15_Right Tilted_Ch376500

Communication System: UID 0, 5G NR (0); Frequency: 1882.5 MHz;Duty Cycle: 1:1
Medium: HSL_1900_221218 Medium parameters used : f = 1882.5 MHz; σ = 1.401 S/m; εr = 
41.183; ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;   Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.32, 8.32, 8.32); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch376500/Area Scan (81x111x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.25 W/kg

Ch376500/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 20.00 V/m; Power Drift = 0.16 dB
Peak SAR (extrapolated) = 1.89 W/kg
SAR(1 g) = 0.936 W/kg; SAR(10 g) = 0.433 W/kg
Maximum value of SAR (measured) = 1.25 W/kg

0 dB = 1.25 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/16

20_LTE Band 30_10M_QPSK_1RB_0Offset_Right Tilted_Ch27710

Communication System: UID 0, LTE ; Frequency: 2310 MHz;Duty Cycle: 1:1
Medium: HSL_2300_221216 Medium parameters used: f = 2310 MHz; σ = 1.665 S/m; εr = 38.825;

3ρ = 1000 kg/m
Ambient Temperature：23.4 ℃;   Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.76, 7.76, 7.76); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch27710/Area Scan (81x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.20 W/kg

Ch27710/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 13.34 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 2.17 W/kg
SAR(1 g) = 0.985 W/kg; SAR(10 g) = 0.413 W/kg
Maximum value of SAR (measured) = 1.35 W/kg

0 dB = 1.35 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/16

21_n30_10M_QPSK_1RB_1Offset_DFT-15_Right Tilted_Ch462000

Communication System: UID 0, 5G NR (0); Frequency: 2310 MHz;Duty Cycle: 1:1
Medium: HSL_2300_221216 Medium parameters used: f = 2310 MHz; σ = 1.665 S/m; εr = 38.825; 

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;   Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.76, 7.76, 7.76); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch462000/Area Scan (81x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.19 W/kg

Ch462000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 12.15 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 2.11 W/kg
SAR(1 g) = 0.955 W/kg; SAR(10 g) = 0.403 W/kg
Maximum value of SAR (measured) = 1.30 W/kg

0 dB = 1.30 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/1/5

22_LTE Band 7_20M_QPSK_1RB_0Offset_Right Tilted_Ch21350

 

  

Communication System: UID 0, LTE (0); Frequency: 2560 MHz;Duty Cycle: 1:1
Medium: HSL_2600_230105 Medium parameters used: f = 2560 MHz; σ = 2.006 S/m; εr = 38.193;

ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.39, 7.39, 7.39); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch21350/Area Scan (81x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.06 W/kg

Ch21350/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 12.81 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 1.90 W/kg
SAR(1 g) = 0.836 W/kg; SAR(10 g) = 0.341 W/kg
Maximum value of SAR (measured) = 1.16 W/kg

0 dB = 1.16 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/1/5

23_LTE Band 41_20M_QPSK_1RB_0Offset_Left Cheek_Ch40620

 

  

Communication System: UID 0, LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:2.331
Medium: HSL_2600_230105 Medium parameters used: f = 2593 MHz; σ = 2.044 S/m; εr = 38.026;

ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.39, 7.39, 7.39); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

 

 

Ch40620/Area Scan (81x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.465 W/kg

Ch40620/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.541 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 0.659 W/kg
SAR(1 g) = 0.496 W/kg; SAR(10 g) = 0.279 W/kg
Maximum value of SAR (measured) = 0.489 W/kg

0 dB = 0.489 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/1/5

24_n7_40M_QPSK_1RB_1Offset_DFT-15_Right Tilted_Ch507000

Communication System: UID 0, 5G NR (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600_230105 Medium parameters used: f = 2535 MHz; σ = 1.976 S/m; εr = 38.622;

ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.39, 7.39, 7.39); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch507000/Area Scan (81x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.35 W/kg

Ch507000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 15.97 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 2.29 W/kg
SAR(1 g) = 1.02 W/kg; SAR(10 g) = 0.424 W/kg
Maximum value of SAR (measured) = 1.42 W/kg

0 dB = 1.42 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/1/5

25_n41_100M_QPSK_1RB_137Offset_DFT-30_Right Tilted_Ch518598

Communication System: UID 0, 5G NR (0); Frequency: 2592.99 MHz;Duty Cycle: 1:1
Medium: HSL_2600_230105 Medium parameters used: f = 2593 MHz; σ = 2.041 S/m; εr = 38.388;

ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.39, 7.39, 7.39); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch518598/Area Scan (81x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.40 W/kg

Ch518598/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 14.45 V/m; Power Drift = 0.17 dB
Peak SAR (extrapolated) = 2.41 W/kg
SAR(1 g) = 1.07 W/kg; SAR(10 g) = 0.439 W/kg
Maximum value of SAR (measured) = 1.50 W/kg

0 dB = 1.50 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/22

26_LTE Band 48_20M_QPSK_1RB_0Offset_Left Cheek_Ch55340

 

Communication System: UID 0, Generic LTE (0); Frequency: 3560 MHz;Duty Cycle: 1:1.59
Medium: HSL_3500_221222 Medium parameters used: f = 3560 MHz; σ = 2.9 S/m; εr = 38.356; ρ

= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(6.78, 6.78, 6.78); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch55340/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.52 W/kg

Ch55340/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 13.50 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 2.53 W/kg
SAR(1 g) = 0.852 W/kg; SAR(10 g) = 0.355 W/kg
Maximum value of SAR (measured) = 1.76 W/kg

0 dB = 1.76 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/22

27_n48_40M_QPSK_1RB_1Offset_DFT-30_Left Cheek_Ch638000

 

Communication System: UID 0, 5GNR (0); Frequency: 3570 MHz;Duty Cycle: 1:1
Medium: HSL_3500_221222 Medium parameters used: f = 3570 MHz; σ = 2.908

S/m; εr = 38.341; ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(6.78, 6.78, 6.78); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch638000/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.69 W/kg

Ch638000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 12.27 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 2.75 W/kg
SAR(1 g) = 0.923 W/kg; SAR(10 g) = 0.395 W/kg
Maximum value of SAR (measured) = 1.90 W/kg

0 dB = 1.90 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/24

28_n77_100M_QPSK_1RB_1Offset_DFT-30_Left Tilted_Ch656000

 

Communication System: UID 0, 5GNR (0); Frequency: 3840 MHz;Duty Cycle: 1:1
Medium: HSL_3900_221224 Medium parameters used: f = 3840 MHz; σ = 3.189 S/m; εr = 38.219; ρ

= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(6.6, 6.6, 6.6); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch656000/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 2.02 W/kg

Ch656000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 9.841 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 2.70 W/kg
SAR(1 g) = 1 W/kg; SAR(10 g) = 0.376 W/kg
Maximum value of SAR (measured) = 1.94 W/kg

0 dB = 1.94 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date  2022/12/20

29_WLAN2.4GHz_802.11b 1Mbps_Left Cheek_Ch11

  

Communication System: UID 0, WIFI (0); Frequency: 2462 MHz;Duty Cycle: 1:1
Medium: HSL_2450_221220 Medium parameters used: f = 2462 MHz; σ = 1.894 S/m; εr = 38.225;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.57, 7.57, 7.57); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch11/Area Scan (81x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.25 W/kg

Ch11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 12.09 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 1.85 W/kg
SAR(1 g) = 0.930 W/kg; SAR(10 g) = 0.472 W/kg
Maximum value of SAR (measured) = 1.19 W/kg

0 dB = 1.19 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/5

30_Bluetooth_DH5 1Mbps_Left Cheek_Ch78

 
  

Communication System: UID 0, Bluetooth (0); Frequency: 2480 MHz;Duty Cycle: 1:1.299
Medium: HSL_2450_221205 Medium parameters used: f = 2480 MHz; σ = 1.911 S/m; εr = 38.14; ρ

= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.57, 7.57, 7.57); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch78/Area Scan (81x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.142 W/kg

Ch78/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.545 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.213 W/kg
SAR(1 g) = 0.105 W/kg; SAR(10 g) = 0.053 W/kg
Maximum value of SAR (measured) = 0.135 W/kg

0 dB = 0.135 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/12

31_WLAN5GHz_802.11n-HT40 MCS0_Left Tilted_Ch54

 

Communication System: UID 0, WIFI (0); Frequency: 5270 MHz;Duty Cycle: 1:1.038
Medium: HSL_5250_221212 Medium parameters used: f = 5270 MHz; σ = 4.691 S/m; εr = 36.818;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(5.07, 5.07, 5.07); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch54/Area Scan (101x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 1.23 W/kg

Ch54/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 7.313 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 2.12 W/kg
SAR(1 g) = 0.640 W/kg; SAR(10 g) = 0.180 W/kg
Maximum value of SAR (measured) = 1.29 W/kg

0 dB = 1.29 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/28

32_WLAN5GHz_802.11n-HT40 MCS0_Left Cheek_Ch102

 

  

Communication System: UID 0, WIFI (0); Frequency: 5510 MHz;Duty Cycle: 1:1.038
Medium: HSL_5600_221228 Medium parameters used: f = 5510 MHz; σ = 4.934 S/m; εr = 36.484;

ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;   Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(4.55, 4.55, 4.55); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch102/Area Scan (101x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.959 W/kg

Ch102/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 5.934 V/m; Power Drift = 0.16 dB
Peak SAR (extrapolated) = 1.59 W/kg
SAR(1 g) = 0.390 W/kg; SAR(10 g) = 0.128 W/kg
Maximum value of SAR (measured) = 0.938 W/kg

0 dB = 0.938 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/31

33_WLAN5GHz_802.11n-HT40 MCS0_Left Cheek_Ch159

Communication System: UID 0, WIFI (0); Frequency: 5795 MHz;Duty Cycle: 1:1.038
Medium: HSL_5750_221231 Medium parameters used: f = 5795 MHz; σ = 5.251 S/m; εr = 36.074;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(4.65, 4.65, 4.65); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch159/Area Scan (101x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.893 W/kg

Ch159/Zoom Scan (9x12x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 4.606 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 2.68 W/kg
SAR(1 g) = 0.386 W/kg; SAR(10 g) = 0.128 W/kg
Maximum value of SAR (measured) = 0.934 W/kg

0 dB = 0.934 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/1

34_LTE Band 71_20M_QPSK_1RB_0Offset_Back_5mm_Ch133297

 

  

 

Communication System: UID 0, LTE (0); Frequency: 680.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_221201 Medium parameters used: f = 680.5 MHz; σ = 0.852 S/m; εr = 42.877;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.82, 9.82, 9.82); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch133297/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.874 W/kg

Ch133297/Zoom Scan (9x7x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 23.75 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 1.68 W/kg
SAR(1 g) = 0.663 W/kg; SAR(10 g) = 0.383 W/kg
Maximum value of SAR (measured) = 0.836 W/kg

0 dB = 0.836 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/1

35_LTE Band 12_10M_QPSK_1RB_0Offset_Back_5mm_Ch23095

Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_221201 Medium parameters used: f = 707.5 MHz; σ = 0.864 S/m; εr = 42.44; ρ 
= 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.82, 9.82, 9.82); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch23095/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.01 W/kg

Ch23095/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 12.87 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 2.01 W/kg
SAR(1 g) = 0.720 W/kg; SAR(10 g) = 0.412 W/kg
Maximum value of SAR (measured) = 1.11 W/kg

0 dB = 1.11 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/14

36_LTE Band 13_10M_QPSK_1RB_0Offset_Back_5mm_Ch23230

Communication System: UID 0, LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1
Medium: HSL_750_221214 Medium parameters used: f = 782 MHz; σ = 0.914 S/m; εr = 40.272; ρ 
= 1000 kg/m3

Ambient Temperature：23.3 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.82, 9.82, 9.82); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch23230/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.904 W/kg

Ch23230/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.28 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 1.83 W/kg
SAR(1 g) = 0.814 W/kg; SAR(10 g) = 0.442 W/kg
Maximum value of SAR (measured) = 1.00 W/kg

0 dB = 1.00 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/14

37_LTE Band 14_10M_QPSK_1RB_0Offset_Back_5mm_Ch23330

Communication System: UID 0, LTE (0); Frequency: 793 MHz;Duty Cycle: 1:1
Medium: HSL_750_221214 Medium parameters used: f = 793 MHz; σ = 0.927 S/m; εr = 40.145; ρ 
= 1000 kg/m3

Ambient Temperature：23.3 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.82, 9.82, 9.82); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch23330/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.17 W/kg

Ch23330/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.372 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 1.96 W/kg
SAR(1 g) = 0.824 W/kg; SAR(10 g) = 0.436 W/kg
Maximum value of SAR (measured) = 1.11 W/kg

0 dB = 1.11 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/1

38_n71_20M_QPSK_1RB_1Offset_DFT-15_Right Side_5mm_Ch136100

 

  

 

Communication System: UID 0, 5G NR (0); Frequency: 680.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_221201 Medium parameters used: f = 680.5 MHz; σ = 0.852 S/m; εr = 42.877;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.82, 9.82, 9.82); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch136100/Area Scan (41x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.411 W/kg

Ch136100/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 21.94 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 0.529 W/kg
SAR(1 g) = 0.361 W/kg; SAR(10 g) = 0.251 W/kg
Maximum value of SAR (measured) = 0.417 W/kg

0 dB = 0.417 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/1

39_n12_15M_QPSK_1RB_1Offset_DFT-15_Right Side_5mm_Ch141500

Communication System: UID 0, 5G NR (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_221201 Medium parameters used: f = 707.5 MHz; σ = 0.864 S/m; εr = 42.44; ρ 
= 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.82, 9.82, 9.82); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch141500/Area Scan (41x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.580 W/kg

Ch141500/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 26.18 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.745 W/kg
SAR(1 g) = 0.512 W/kg; SAR(10 g) = 0.357 W/kg
Maximum value of SAR (measured) = 0.587 W/kg

0 dB = 0.587 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/14

40_n14_10M_QPSK_1RB_1Offset_DFT-15_Back_5mm_Ch158600

 

Communication System: UID 0, 5G NR (0); Frequency: 793 MHz;Duty Cycle: 1:1
Medium: HSL_750_221214 Medium parameters used: f = 793 MHz; σ = 0.927 S/m; εr = 40.145; ρ =

1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.82, 9.82, 9.82); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch158600/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.09 W/kg

Ch158600/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 20.51 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 2.10 W/kg
SAR(1 g) = 0.946 W/kg; SAR(10 g) = 0.517 W/kg
Maximum value of SAR (measured) = 1.19 W/kg

0 dB = 1.19 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/16

41_GSM850_GPRS (2 Tx slots)_Bottom Side_5mm_Ch251

Communication System: UID 0, GPRS/EDGE10 (0); Frequency: 848.8 MHz;Duty Cycle: 1:4.15 
Medium: HSL_835_221216 Medium parameters used: f = 849 MHz; σ = 0.925 S/m; εr = 40.705; ρ

= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.51, 9.51, 9.51); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch251/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.09 W/kg

Ch251/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 23.74 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 2.42 W/kg
SAR(1 g) = 0.975 W/kg; SAR(10 g) = 0.462 W/kg
Maximum value of SAR (measured) = 1.31 W/kg

0 dB = 1.31 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/16

42_WCDMA V_RMC 12.2Kbps_Bottom Side_5mm_Ch4233

Communication System: UID 0, UMTS (0); Frequency: 846.6 MHz;Duty Cycle: 1:1
Medium: HSL_835_221216 Medium parameters used: f = 847 MHz; σ = 0.931 S/m; εr = 42.097; ρ 
= 1000 kg/m3

Ambient Temperature：23.4 ℃;   Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.51, 9.51, 9.51); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch4233/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.04 W/kg

Ch4233/Zoom Scan (6x7x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.530 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 2.50 W/kg
SAR(1 g) = 0.988 W/kg; SAR(10 g) = 0.467 W/kg
Maximum value of SAR (measured) = 1.38 W/kg

0 dB = 1.38 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/16

43_LTE Band 26_15M_QPSK_1RB_0Offset_Back_5mm_Ch26965

Communication System: UID 0, LTE (0); Frequency: 841.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_221216 Medium parameters used: f = 841.5 MHz; σ = 0.919 S/m; εr = 40.794;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;   Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.51, 9.51, 9.51); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch26965/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.18 W/kg

Ch26965/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.512 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 2.00 W/kg
SAR(1 g) = 0.953 W/kg; SAR(10 g) = 0.519 W/kg
Maximum value of SAR (measured) = 1.23 W/kg

0 dB = 1.23 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/16

44_n26_20M_QPSK_1RB_1Offset_DFT-15_Back_5mm_Ch166300

Communication System: UID 0, 5G NR (0); Frequency: 831.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_221216 Medium parameters used: f = 831.5 MHz; σ = 0.916 S/m; εr = 42.256;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.51, 9.51, 9.51); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch166300/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.26 W/kg

Ch166300/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 6.723 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 2.03 W/kg
SAR(1 g) = 0.986 W/kg; SAR(10 g) = 0.543 W/kg
Maximum value of SAR (measured) = 1.20 W/kg

0 dB = 1.20 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/17

45_WCDMA IV_RMC 12.2Kbps_Bottom Side_5mm_Ch1413

Communication System: UID 0, UMTS (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750_221217 Medium parameters used: f = 1733 MHz; σ = 1.339 S/m; εr = 38.475;

ρ = 1000 kg/m3

Ambient Temperature：23.7 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.57, 8.57, 8.57); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch1413/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.27 W/kg

Ch1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 2.572 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 1.91 W/kg
SAR(1 g) = 0.939 W/kg; SAR(10 g) = 0.438 W/kg
Maximum value of SAR (measured) = 1.27 W/kg

0 dB = 1.27 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/17

46_LTE Band 66_20M_QPSK_1RB_0Offset_Bottom Side_5mm_Ch132572

Communication System: UID 0, LTE (0); Frequency: 1770 MHz;Duty Cycle: 1:1
Medium: HSL_1750_221217 Medium parameters used: f = 1770 MHz; σ = 1.373 S/m; εr = 38.273;

ρ = 1000 kg/m3

Ambient Temperature：23.7 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.57, 8.57, 8.57); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch132572/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.26 W/kg

Ch132572/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 2.519 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 1.88 W/kg
SAR(1 g) = 0.938 W/kg; SAR(10 g) = 0.439 W/kg
Maximum value of SAR (measured) = 1.26 W/kg

0 dB = 1.26 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/17

47_n70_15M_QPSK_1RB_1Offset_DFT-15_Bottom Side_5mm_Ch340500

Communication System: UID 0, 5G NR (0); Frequency: 1702.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750_221217 Medium parameters used: f = 1702.5 MHz; σ = 1.304 S/m; εr = 
38.596; ρ = 1000 kg/m3

Ambient Temperature：23.7 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.57, 8.57, 8.57); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch340500/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.43 W/kg

Ch340500/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 21.28 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 2.17 W/kg
SAR(1 g) = 1.06 W/kg; SAR(10 g) = 0.494 W/kg
Maximum value of SAR (measured) = 1.47 W/kg

0 dB = 1.43 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/17

48_n66_40M_QPSK_1RB_1Offset_DFT-15_Bottom Side_5mm_Ch349000

Communication System: UID 0, 5G NR (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_221217 Medium parameters used: f = 1745 MHz; σ = 1.351 S/m; εr = 38.42; ρ 
= 1000 kg/m3

Ambient Temperature：23.7 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.57, 8.57, 8.57); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch349000/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.46 W/kg

Ch349000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.109 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 2.27 W/kg
SAR(1 g) = 1.09 W/kg; SAR(10 g) = 0.510 W/kg
Maximum value of SAR (measured) = 1.46 W/kg

0 dB = 1.46 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/18

49_GSM1900_GPRS (2 Tx slots)_Bottom Side_5mm_Ch512

Communication System: UID 0, GPRS/EDGE10 (0); Frequency: 1850.2 MHz;Duty Cycle: 1:4.15
Medium: HSL_1900_221218 Medium parameters used: f = 1850.2 MHz; σ = 1.365 S/m; εr =

41.306; ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;   Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.32, 8.32, 8.32); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch512/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.37 W/kg

Ch512/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 25.88 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 1.89 W/kg
SAR(1 g) = 0.980 W/kg; SAR(10 g) = 0.465 W/kg
Maximum value of SAR (measured) = 1.30 W/kg

0 dB = 1.30 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/18

50_WCDMA II_RMC 12.2Kbps_Bottom Side_5mm_Ch9400

Communication System: UID 0, UMTS (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_221218 Medium parameters used: f = 1880 MHz; σ = 1.398 S/m; εr = 41.191;

ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;   Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.32, 8.32, 8.32); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch9400/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.28 W/kg

Ch9400/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 2.197 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 1.84 W/kg
SAR(1 g) = 0.965 W/kg; SAR(10 g) = 0.455 W/kg
Maximum value of SAR (measured) = 1.28 W/kg

0 dB = 1.28 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/12/18

51_LTE Band 25_20M_QPSK_1RB_0Offset_Bottom Side_5mm_Ch26590

Communication System: UID 0, LTE (0); Frequency: 1905 MHz;Duty Cycle: 1:1
Medium: HSL_1900_221218 Medium parameters used: f = 1905 MHz; σ = 1.415 S/m; εr = 41.112;

ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;   Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.32, 8.32, 8.32); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch26590/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.45 W/kg

Ch26590/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 2.107 V/m; Power Drift = 0.18 dB
Peak SAR (extrapolated) = 1.97 W/kg
SAR(1 g) = 1.02 W/kg; SAR(10 g) = 0.484 W/kg
Maximum value of SAR (measured) = 1.36 W/kg

0 dB = 1.36 W/kg




