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Client
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Certificate No. D750V3-1087 Mar25

| CALIBRATION CERTIFICATE

Object D750V3 - SN: 1087

Calipration procedure(s) QA CAL-05.v12

Calibration Procedure for SAR Validation Sources between 0.7 - 3 GHz

Calibration date

March 12, 2025

This calibration certificate decuments the traceability to national standards, which realize the physical units of measurements (Sl).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: enviranment temperature (22 +3)°C and humidity < 70%.
Calibration Equipment used (MATE critical for calibration)

e

Issued: March 12, 2025
This calibration certificate shall not be reproduced except in full without written approval of the laboratory.

Primary Standards ID Cal Date [Certificate No.) Scheduled Cal
Power Sensor R&S NRP-33T SM: 100967 | 28-Mar-24 (No. 217-04038) Mar-25
Power Senszor &S NRP18A SN: 101859 | 06-Feb-25 (No. 4030A315009541) Feb-26
Spectrum Analyzer R&S FSV40 SN: 101832 | 28-Jan-25 (No. 4030A315009658) Jan-26
Mismatch; Short [S4188] Allenualor [54423] | SN: 1152 28-Mar-24 (No. 217-04050) Mar-25
OCP DAK-12 SMN: 1016 24-Sep-24 (No, OCP-DAK12-1016_Sep2d) Sep-25
OCF DAK-35 SN: 1249 23-5ep-24 (No. OGP-DAK3 5-1249_Sep2d) Sep-25
Reference Probe EX30V4 SM: 7349 10-Jan-25 (No. EX3-7349_Jan25) Jan-26
DAE4ip SN: 1836 28-Oct-24 (No. DAE4ip-1836_0ct24) Oct-25
Secondary Standards [n] Check Date (in house) Scheduled Check
ACAD Source Box SM: 1000 28-May-24 (No, 675-ACAD_Source_Box-240528) | May-25
Signal Generator R&S SMB100A SN: 182081 | 28-May-24 (No. 675-CAL16-S4588-240528) May-25
Mismatch; SMA BN: 1102 22-May-24 (No. 675-Mismatch_SMA-240522) May-25

Mame Function Signature
Calibrated by Kreimir Franjié Laboratoey Techrician ot

/-,.: .~

Approved by Sven Kihn Technical Manager = }5' <
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Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary

TSL tissue simulating liquid
ConvF  sensitivity in TSL / NORM x,y,z
MIA not applicable or not measured

Calibration is Performed According to the Following Standards

+ |IEC/IEEE 62209-1528, Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528: Human Models,
Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)*, October 2020.

+ KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation
= DASY System Handbook

Methods Applied and Interpretation of Parameters

* Measurement Conditions: Further details are available from the Validation Report at the end of the certificate. All figures
stated in the certificate are valid at the frequency indicated.

= Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed point exactly below the center
marking of the flat phantorn section, with the arms oriented parallel to the body axis.

* Feed Foint Impedance and Return Loss: These parameters are measured with the dipole positioned under the liquid filled
phantom. The impedance stated is transformed from the measurement at the SMA connector to the feed point. The Return
Loss ensures low reflected power. No uncertainty required.

* Electrical Delay: One-way delay between the SMA connector and the antenna feed point. No uncertainty required.

= SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna connactor.

= SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the
coverage factor k=2, which for a normal distribution corresponds to a coverage probability of approximately 95%,
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Appendix C Report No. : FA611901-01

D750V3 - SN: 1087 March 12, 2025

Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASYS Module SAR 16.4.0
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 15 mm with spacer
Zoom Scan Resolution dx, dy = 6mm, dz = 1.5mm Graded Ratio = 1.5 mm (Z direction)
Frequency 750MHz +1MHz

HSL parameters at 750 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
MNominal HSL parameters 220°C 41.9 0.890 mha/m
Measured HSL parameters (22.0 £0.2)°C 42.7 +6% 0.890 mho/m +6%
HSL temperature change during test <05°C
SAR result with HSL at 750 MHz
SAR averaged over 1 cm® (1 g) of HSL Condition
SAR for nominal HSL parameters 24 dBm input power 2.18 Wikg
SAR for nominal HSL parameters normalized to 1W 8.68 Whkg £17.0% (k=2)
SAR averaged over 10 cm® (10 g) of HSL Condition
SAR for nominal HSL parameters 24 dBm input power 1.41 Wikg
SAR for nominal HSL parameters normalized to 1W 5.61 Wikg £16.5% (k=2)
Certificate No: D750V3-1087_Mar25 Page 3 of 6
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Report No. : FA611901-01

Appendix C

D750V3 - SN: 1087 March 12, 2025

Appendix (Additional assessments outside the scope of SCS 01 08)
Antenna Parameters with HSL at 750 MHz

Impedance 51.60-34|0
Return Loss -28.7 dB

General Antenna Parameters and Design

| Electrical Delay {one direction) | 1.034 ns |

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to
the second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end
caps are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still according
to the Standard. No excessive force must be applied to the dipole arms, because they might bend or the soldered connections
near the feedpoint may be damaged.

Additional EUT Data

| Manufactured by SPEAG
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Appendix C Report No. : FA611901-01
D750V3 - SN: 1087 March 12, 2025
System Performance Check Report
Summary
Dipole Freguency [MHz] TSL Power [dEm]
DF50W3 - SMI0EY 750 HEL 24
Exposure Conditions
Phantom Section. TSL  Tost Distance [mm]  Band  Growp, UID  Frequency [MHz], Channel Number  Conversion Factor  T5L Conductivity [5/m]  TSL Farmittivity
Flat 15 oW, 0— 750, 0 .55 0.8% 427
Hardware Setup
Phantam T5L, Measured Date Probe, Calibration Date D&E, Calibratson Date
Flat V4.9 mod HSL, 2025=-03=12 EX3DVY = SNT349, 2025-01-10 DAEdip Sn1 836, 2024-10-28
Scans Setup Measurement Results
Zoam Scan Zoam Scan
Gorid Exvents [mm] 30 x 30 x 30 Date 2025-03-12
Grid Steps [mm] GOXGE0x1S FSSARTg W/ Kg) 2.8
Sensar Surface [mm) 1.4 paSAR10g [WiKg| .41
Graded Crid Yas Power Drift [dE] .02
Crading Ratio 1.5 Power Scaling Disabled
TR MiA Scaling Factor [dB]
Surface Detection WMS + Bp TEL Correction Positive | Negative
Scan Method Maasured
D dE = 3.41 W/Kg
Certificate No: D750V3-1087_Mar25 Page 5of 6
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Appendix C Report No. : FA611901-01

D750V3 - SN: 1087 March 12, 2025

Impedance Measurement Plot for HSL
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Appendix C

Report No. : FA611901-01

D750V3, Serial No. 1087 Extended Dipole Calibrations

If dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in impedance (within 5 ohm

of prior calibration), the annual calibration is not necessary and the calibration interval can be extended.

D750V3 — serial no. 1087

750 Head
Date of Return-Loss Delta Real Impedance Delta Imaginary Impedance Delta
Measurement (dB) (%) (ohm) (ohm) (ohm) (ohm)
2025.3.12 -28.7 51.6 -3.4
2026.3.11 -28.1 2% 52.2 -0.6 -2.9 -0.5

<Justification of the extended calibration>

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

Dipole Verification Data> 750V3, serial no. 1087
750MHz - Head----2026.3.11

1 Start 550 Mz

Stop 950 MHz IN][1 || 1 Start 550 MHz
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DB835V2-4d167_Dec25

| CALIBRATION CERTIFICATE

Oblect

Calibration procedura(s)

D835V2 - SN: 4d167

QA CAL-05v13

Calibration Procedure for SAR Validation Sources between 0.7 - 3 GHz

Calibration date December 2, 2025

This calibration certificate documents the traceability to national standards, which realiza the physical units of measuremenis ().
The measurements and the uncertainties with confidence probability are given on the following pages and are par of the certificate.

All éallbrations have been conducled in 1he closed laboratory facility: enwironment tiemperaure (22 +3)°C and humidity < 70%.
Calibration Equipment used (MATE critical tor calibration)

Primary Standards %) Cal Date (Cerhificate No.) ‘Scheduled Cal
Power Sensor RES NRPAOT SN101BET | 28-Apr-25 (No. 2025-001450) Apr-26
Power Sensor R&S NRP18A SN, 101858 | Uo-Feb-25 (No, 4030A315008541) Feb-26
Bpectrum Analyzer R&S FEV40 SN 101R3Z | 29-Jan-25 (Mo, AD30A315009858) Jan-26
3.5mm mismateh combination SN: 1152 24-Mar-25 (No. 217-04293) Mar-26
GGP DAK-12 SN 1018 16-Sept-25 (Mo. OCP-DAK12-1016_Sep25) Sep-26
OGP DAK-35 SH: 1248 16-Sepl-25 (Mo, OCP-DAK3.5-1249_Sep25) Sep-26
Reference Probe EX30V4 SN: 7349 T0-Jan-25 (No. EX3:7348_Jan25) Jan-26
DAEdip SN: 1836 26-Mov-25 (Mo, DAE4Ip-1836_NovaEs) Nov-26
[Secondary Standards D Check Date (in house) Schedulad Check
ACAD Sefup 1 SN: 1000 27-May-25 (No. 675-AGAD. Source_Box-250527) | May-26
Signal Genaralor RES SWMB100A “SN: 182081 | 27-May-25 [No. ﬁ_?‘ﬁ-cAL1ﬁ~54535-25a52?‘_1 May-26
Mismalch; ShA SNE 1102 24-Apr-25 [No. B75-Mismalch_SMA-250424) Apr-26
OCF DAK-1Z SH: 1025 F7-Fob-25 (No. OCP-DAK12-1(128_FebZ5) Feb-26
"OCP DAK-35 SN: 1336 [i9-Dec-24 (No, OCP-DAK3 5-1336_Dec2d) Dec-25
MNama Funciion Sign_mure
Calibrated by Paulo Fina Laboratory Technician ..7--—-——
= e = 1
Approved Dy Sven Kihn Technital Manager Lg ‘;,__:__;‘_: ‘

Issued: December 2. 2025

‘This calibrallon certificate shall not be reproduted excapt in Jull without written approval of ine [aboratory.

Certificate No: D835V2-4d167_Dec25
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Appendix C Report No. : FA611901-01
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Schmid & Partner % Servizio svizzero di taralura

Engm&aﬂng AG Tom—T S Swiss Calibration Service

Zaughausstrasse 473, BO04 Zurich, Switzerland %4m3“

Accredited by the Swiss Accreditation Service [SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories 1o the EA
Muftilateral Agreement for the recognition of calibration certificates

Glossary

TSL tissue simulating liguid
ConvF  sensitivity in TSL/ NORM x.y,z
h/A rnol applicable or not measured

Calibration is Performed According to the Following Standards

« |EC/IEEE 62209-1528,"Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Commiunication Devices - Part 1528: Human Models,
Instrumentation And Procedures (Frequency Range of 4 MHz 1o 10 GHz)", Cetober 2020,

« KDB 865664, "SAR Measuremant Requirements for 100 MHz 1o & GHZ"

Additional Documentation
« DASY System Handbook

Methods Applied and Interpretation of Parameters

- Measurement Conditions: Furlher details are available from the Validation Report at the end of the certificate. All figures
stated in the certificale are valid at the frequency indicated,

= Antening Parameters with TSL: The dipole is mounted with the spacer to position its feed point exactly below the cenlar
marking of the flat phanlom section, with the arms oriented parallel 1o the boady axis.

= Feed Point Impedance and Return Loss: These parameters are measured with the dipole positioned under the liguid fifled
phantom. The impedance stated is transformed from the measurement at the SMA connector to the feed point. The Return
Loss ensures low reflected power. No uncertaintly required,

» Flecirical Delay: One-way deiay between the SMA connector and the antenna Teed point. No uncertainty reguired.

= SAR measured: SAR measured al the stated antenna Input power,

» SAR normalized. SAR as measured, normalized to an input power of 1 W al the antenna connector,

» SAR for nominal TSL parameters: The measured TSL parameters are used 1o calculate the nominal SAR resull.

The reported uncertainty of measurement is stated as the standard uncartainty of measurement multiplied by the
coverage factor k=2, which for a normal distribution corresponds 10 a coverage probability of approximately 95%.

Certificate No: D835V2-4d167_Dec25 Page 2 of &
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DE35V2 - 5N 4d167

Measurement Conditions

Appendix C

DASY system configuration, as far as notl given on page 1.

Report No. : FA611901-01

December 2, 2025

DASY Version DASYS Module SAR 17.0.2
Extrapolation Advariced Extrapolation
Phantom Medular Flal Phantom
Distance Dipole Center - TSL 15 mm with spacer
Frequency B35MHz = 1MHz
HSL parameters at 835 MHz
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal HSL parameters 22.0°C 415 0.90 mho/m
Measured HSL parameters [22.0 +£0.2)°C 41.6 +6% 0.91 mho/m +6%
HSL temperature change during test <05°C
SAR result with HSL at 835 MHz
SAR averaged over 1 cm® (1 g} of HSL Congdition

SAR for nominal HSL parameters

24 dBm inpul power

2.35 Wikg

SAR for nominal HSL paramelers

normalized o 1W

9,36 Wikg £17.0% (k=2)

SAR averaged over 10 cm? (10 g) of HSL Condition

SAR for nominal HSL paramelers 24 dBm input power 1.52 Wikg

SAR for nominal HSL parameters narmakzed to 1W 6.05 Wikg £16.5% (k=2)
Certificate No: DB3ISV2-4d167_Decz2b Page Zof &
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Appendix C Report No. : FA611901-01
DEASVZ - SN; 4d187 December 2, 2025

Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with HSL at 835 MHz

Impadance s2E0-31 0
Return Loss 2R.2dB

General Antenna Parameters and Design

[ Electrical Delay {one direction) [ 1.292 ns |

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connacled to
the second arm of the dipole. The antenna Is therefore short-circuited for DC-signals. On some of the dipoles, small end
caps are added to the dipole arms in order to improve matching when lnaded according o the position as explained in the
“Measuremant Conditions” paragraph. The SAR dala are not affected by this change. The overall dipole length is still according
ta the Standard. No excessive force must be applied Io the dipole arms, because they might bend or the soldered connections
naar the feedpoint may be damaged.

Additional EUT Data

Manutactured by SPEAG

Certificate No: D835V2-4d167_Dec28 Page 4 of 6

Page: 11/107



DB35V2 - SN; 4d167

System Parformance Check Report

Appendix C

Report No. : FA611901-01
December 2, 2025

Summary
Femaenoy [MHz] THL Prawar Idim]
ABISVE - 3Had 167 §i% - o
Exposure Conditions
Fhantom Sernun, ¥5L TTesrOksanes fmm]  Wand Growp B Frecosncy [MHe] Chanoe| husbey  Coneersson Fageor P50 Gondimctmity [57mi  TSE Parmittivity

Flad i &' B35, 0 w51 rat &l
Hardware Setup
Frartom TS5, Measisrud Dt Probe. Calibration Das DAL Cilibrptios [ty
Flat V. e WL, JOF S =10-02 EX30vd - SHI340,- 20280110 OAYHp Snl81E, 20251 1-36
Scans Setup Meaturement Resulis
coom kcan foom Scan
Grid P=1anre [mm] 0= 40w 30 Pt T2 1P
Cld Sieps Imie) BOwhD= |8 kAR N W) Kg) .38
Saryar Surface Lmm) i.4 MRAR IOy (W gl 1.8z
Graded Gran Yo Peroprr Dty JORS 0.0
Crading Rilso 5 Poeser Scaling Hiablad
WA LA MK Lehing Focter 6]
Surfacy Deredtion VME « e 8. Cowretion Povi liun | Wepatn
Seon Methad Meadured
048~ 3,65 W/ka
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Appendix C Report No. : FA611901-01

Impedance Measurement Plot for HSL

S115mith [R+jX) Scale 1.00
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Calibration Laboratory of
Schmid & Partner

Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

Accredited by the Swiss Accreditation Service (SAS)

Appendix C

Report No. : FA611901-01

Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Client Sporton Certificate No. D1750V2-1090_Mar25
Kunshan City
CALIBRATION CERTIFICATE
Object D1750V2 - SN: 1090

Calibration procedure(s)

Calibration date

QA CAL-05.v12
Calibration Procedure for SAR Validation Sources between 0.7 - 3 GHz

March 12, 2025

Calibration Equipment used (M&TE critical for calibration)

Thig calibration certificate documants the traceability to national standards, which realize the physical units of measurements {S1).
The measurements and the uncertainties with confidence probability are given on the fallowing pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 +3)°C and humidity < 70%.

Primary Standards 0] Cal Date (Certificate No.) Scheduled Cal
Power Sensor R&S MRP-33T SM: 100967 | 28-Mar-24 (No. 217-04038) Mar-25
Power Sensor R&S NREP18A SM: 101859 | 06-Feb-25 (No. 4030A315009541) Feb-26
Spectrum Analyzer R&S FSV40 SM: 101832 | 29-Jan-25 (MNo. 4030A315009658) Jan-26
Mismatch; Short [S4188] Attenuator [S4423] | SN: 1152 28-Mar-24 (No, 217-04050) Mar-25
OCP DAK-12 SN: 1016 24-Sep-24 (No. OCP-DAK12-1016_5ep24) Sep-25
OGP DAK-3.5 SM: 1249 23-Sep-24 (No. OCP-DAK3.5-1249_Sep24) Sep-25
Reference Probe EX30V4 SN 7349 10-Jan-25 (No. EX3-7349_Jan2s) Jan-28
DAE4ip SN: 1836 28-Oct-24 (No. DAE4ip-1836_0ct24) Oct-25
Secondary Standards D Check Date (in house) Scheduled Gheck
ACAD Source Box SN: 1000 28-May-24 (Mo, 675-ACAD_Source_Box-240528) | May-25
Signal Generator R&S SMB100A SM: 182081 28-May-24 (Mo, 675-CAL16-54588-240528) May-25
Mismatch; SMA SN: 1102 22-May-24 (No. 675-Mismatch_SMA-240522) May-25
Mame Function Signature
: : - o il
Calibrated by Kregimir Franjic Laboratary Technician
Approved by Sven Kithn Technical Manager ﬁ é\
‘\‘_\_\_\-

Issued: March 13, 2025
This calibration certificate shall not be reproduced except in full without written approval of the laboratory,

Certificate No: D1750V2-1090_Mar25
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Appendix C Report No. : FA611901-01
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Accredited by the Swiss Accreditation Servica (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Muitilateral Agreement for the recognition of calibration certificates

Glossary

TSL tissue simulating liquid
ConvF  sensitivity in TSL/ NORM x,y.z
NSA not applicable or not measured

Calibration is Performed According to the Following Standards

IEC/IEEE 62209-1528,"Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528: Human Models,
Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)*, October 2020.

KDE 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation

DASY System Handbook

Methods Applied and Interpretation of Parameters

-

-

Measurement Conditions: Further details are available from the Validation Report at the end of the certificate. All figures
stated in the certificate are valid at the frequency indicated.

Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed point exactly below the center
marking of the flat phantom section, with the arms oriented parallel to the body axis.

Feed Point Impedance and Refurn Loss: These parameters are measured with the dipole positioned under the liguid filled
phantom. The impedance stated is transformed from the measurement at the SMA connector to the feed point. The Return
Loss ensures low reflected power. No uncertainty required.

Electrical Delay: One-way delay between the SMA connector and the antenna feed point. Mo uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W al the antenna connector.

SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the
coverage factor k=2, which for a normal distribution corresponds to a coverage probability of approximately 95%.

Certificate No: D1750V2-1090_Mar25 Page 2 of 6
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Appendix C Report No. : FA611901-01

D1750V2 - SN: 1090 March 12, 2025

Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASYS8 Module SAR 16.4.0
Extrapolation Advanced Extrapolation
Phantom Madular Flat Phantom
Distance Dipole Center - TSL 10 mm with spacer
Zoom Scan Resolution dx, dy = 6mm, dz = 1.5mm Graded Ratio = 1.5 mm (Z direction)
Frequency 1750MHz +1MHz l

HSL parameters at 1750 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
MNominal HSL parameters 22.0°C 40.1 1.37 mho/m
Measured HSL parameters {22.0 z0.2)°C 40.7 +6% 1.35 mho/m +6%
HSL temperature change during test <05°C
SAR result with HSL at 1750 MHz
SAR averaged over 1 cm® (1 g) of HSL Condition
SAR for nominal HSL parameters 24 dBm input power 9.20 Wikg
SAR for nominal HSL parameters normalized to 1W 36.6 Wikg £17.0% (k=2)
SAR averaged over 10 cm® (10 g) of HSL Condition
SAR for nominal HSL parameters 24 dBm input power 4.90 Wikg
SAR for nominal HSL parameters normalized to 1W | 19.5 Wikg +16.5% (k=2)
Certificate No: D1750V2-1020_Mar2s Page 3 of &
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Appendix C Report No. : FA611901-01

D1750V2 - SN: 1090 March 12, 2025

Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with HSL at 1750 MHz

Impedance 1 4800-24j0 —|
Return Loss -29.9 dB

General Antenna Parameters and Design

| Electrical Delay (one direction) | 1.221 ns ]

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to
the second arm of the dipole. The antenna is therefore short-circuited for DG-signals. On some of the dipoles, small end
caps are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
“Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still according
to the Standard. No excessive force must be applied to the dipole arms, because they might bend or the soldered connections
near the feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Certificate No: D1750V2-1090_Mar25 Page 4 of 6
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Appendix C Report No. : FA611901-01
D1750V2 - SN: 1090 March 12, 2025
System Performance Check Report
Summary
Dipole Frequency [MHz] T5L Paower [dBm]
DATSHWE = SN0 1750 H5L 24
Exposure Conditions
Phantom Section, TSL  Test Distance [mm]  Band  Growp, UID Frequency [MHz], Channel Mumber Conversion Factor  TSL Conductivity [S/m]  TSL Permittivity
Flat 1 W, 0— 1750, 0 786 1,35 40.7
Hardware Setup
Phantam TEL, Measured Date Prabe, Calibration Date DAE, Calibration Date
MFP VE.D Centar HSL, 2025=03=12 EX3ID - SNT3a%, 2025-01-10 DAE4Ip Sn 1336, 2024-10-28
Scans Setup Measurement Results
Zoam Scan Zoam Scan
Crid Extents [mm) 30 % 30 x 30 Dats 2025-02=12
Grid Steps [mm] 6.0 % 6.0x 1.5 PESARTG [W/Eg] 820
Sensor Surface [mm) 1.4 PSSART0g [W/Kg] 4.90
Graded Grid Yes Power Dwift [dE] =0.02
Grading Ratic 1.5 Power Scaling Disabled
Maks LI Scaling Factor [dE]
Surfage Detection VM5« Bp T5L Corection Positive | Negative
Scan Mathod Measured
0 dE = 16.1 W/Kg
Certificate No: D1750V2-1090_Mar25 Page 5 of &
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DA750V2 - SN: 1080

Impedance Measurement Plot for HSL

Appendix C

Report No. : FA611901-01

March 12, 2025

511 Smith (R+jX) Scale 1.00
=1 1.750000 GHz 47.962 ) -2.372 jo
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Certificate No: D1750V2-1090_Mar25
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Appendix C Report No. : FA611901-01

D1750V2, Serial No. 1090 Extended Dipole Calibrations

Referring to KDB 865664 D01 v01r02, if dipoles are verified in return loss (<-20dB, within 20% of prior
calibration), and in impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and

the calibration interval can be extended.

D1750V2 — serial no. 1090
1090 Head
Real Imaginary
Date of Return-Loss Delta Delta Delta
Impedance Impedance
Measurement (dB) (%) (ohm) (ohm)
(ohm) (ohm)
2025.03.12 -29.9 48.0 -2.4
2026.03.11 -29.9 0% 47.3 0.7 -3.1 0.7

<Justification of the extended calibration>

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

Dipole Verification Data> D1750V2, serial no. 1090
1750MHz — Head-2026.03.11

S
IFBW 70 kHz Stop 1.95 GHz [
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Certificate No.

D1900V2-5d170_Jun25

CALIBRATION CERTIFICATE

Object

Calibration procedure(s)

Calibration date

D1900V2 - SN: 5d170

QA CAL-05.v12

Calibration Procedure for SAR Validation Sources between 0.7 - 3 GHz

June 30, 2025

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (S1).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 +3)°C and humidity < 70%.
Calioration Equipment used (MATE critical for calibration)

Primary Standards D Cal Date (Certificate No.) Scheduled Cal
Power Sensor R&S NRP-33T SN: 100967 | 26-Mar-25 (No. 217-04290) Mar-26
Power Sensor RAS NRP18A SM: 101858 | 06-Feb-25 (Mo, 4030A315009541) Feb-26
Spectrum Analyzer R&ES FSV4D SM: 101832 | 29-Jan-25 (No. 4030A315009658) Jan-26
3.5mm mismatch combination SM: 1152 24-Mar-25 (No, 217-04293) Mar-26
OCP DAK-12 SN: 1016 24-Sept-24 (No, OCP-DAK12-101 6_Sep24) Sep-25
OCP DAK-3.5 SN: 1249 23-Sept-24 (No. OCP-DAK3.5-1248_Sep24) Sep-25
Heference Probe EX30V4 SN: 7349 10-Jan-25 [No. EX3-7349_Jan25) Jan-26

" DAEdip SN: 1836 17-Apr-25 (No. DAE4ip-1836_Apra5) Apr-26
Secondary Standards [[¥] Check Date (in house) Scheduled Check
ACAD Setup 1 SMN: 1000 27-May-25 (No. 675-ACAD_Source_Box-250527) | May-26
Signal Generator R&S SME100A SM: 182081 | 27-May-25 (No. 675-CAL16-545868-250527) May-26
Mismatch; SMA SN: 1102 24-Apr-25 (Mo, 675-Mismatch_SMA-250424) Apr-26
OCP DAK-12 SN: 1029 27-Feb-25 (No, OCP-DAK12-1029_Febas) Feb-26
OCP DAK-3.5 SN: 1336 09-Dec-24 (Mo, OCP-DAK3.5-1 336_Dec24) Dec-25

Calibrated by

Approved by

Mame Function Signature
Paulo Fina Laboratory Technician 2 _
Sven Kihn Technical Manager

Issued: June 30, 2025
This calibration certificate shall not be reproduced except in full without written approval of the labaratory.

Certificate No: D1900V2-5d170_Jun25

Page 1 of 6
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Appendix C Report No. : FA611901-01

Calibration Laboratorv of “'l“f"tfy,,f S Schweizerischer Kalibrierdienst
Sehmid &nP y ,51\\\.:__\“—";'/’ = C Service suisse d'étalonnage

C .m' i artner Servizio svizzero di taratura
Engineering AG P S Swiss Calibration Service
Zeughaussirasse 43, B0D4 Zurich, Switzerland Flgg
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary

TSL tissue simulating liquid
ConvF  sensitivity in TSL / NORM x,y.z
M/A not applicable or not measured

Calibration is Performed According to the Following Standards

* IEC/IEEE 62209-1528,"Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528; Human Models,
Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)®, October 2020.

+ KDB 865664, "SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation
+ DASY System Handbook

Methods Applied and Interpretation of Parameters

* Measurement Conditions: Further details are available from the Validation Report at the end of the certificate. All figuras
stated in the certificate are valid at the frequency indicated.

Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed point exactly below the center
marking of the flat phantom section, with the arms oriented parallel to the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole positioned under the liguid filled
phantom, The impedance stated is transformed from the measurement at the SMA connector to the feed paoint. The Return
Loss ensures low reflected power. No uncertainty required.

* Electrical Delay: One-way delay between the SMA connector and the antenna feed point, No uncertainty required.

* SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna connector.

5AR for nominal TSL parameters: The measured TSL parameters are used to calculate the nominal SAR result.

-

The reported uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the
coverage factor k=2, which for a normal distribution corresponds to a coverage probability of approximately 95%.

Certificate No: D1200V2-5d170_Jun25 Page 2 of 6
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Appendix C Report No. : FA611901-01
D1800V2 - SM: 5d170 June 30, 2025

Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASYS Module SAR 16.4.0
Extrapolation Advanced Extrapolation

Phantom Medular Flat Phantom

Distance Dipole Center - TSL 10 mm with spacer

Zoom Scan Resolution dx, dy = 6mm, dz = 1.5mm Graded Ratio = 1.5 mm (£ direction)
Frequency 1900MHz +1MHz

HSL parameters at 1900 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity ]
Mominal HSL parameters 220°C 40.0 1.40 mho/m
Measured HSL parameters (22.0 £0.2)°C 40.1 6% 1.38 mho/m +6%
HSL temperature change during test <05%*C
SAR result with HSL at 1900 MHz
SAR averaged over 1 cm® (1 g) of HSL Conditian
SAR for nominal HSL parameters 24 dBm input power 9.94 Wikg
SAR for nominal HSL parameters normalized to 1W 39.6 Whkg £17.0% (k=2)
SAR averaged over 10 em® (10 g) of HSL Condition
SAR for nominal HSL parameters 24 dBm input power 5.25 Wikg
SAR for nominal HSL parameters normalized to 1W 20.9 Wkg £16.5% (k=2)
Certificate No: D1900V2-5d170_Jun25 Page 3 of 6
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D1900V2 - SN: 5d170

Appendix C

Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with HSL at 1900 MHz

Report No. : FA611901-01

June 30, 2025

Impedance 52890+4.1 0
Return Loss -26.1 dB
General Antenna Parameters and Design
[ Electrical Delay (one direction) | 1.201 ns |

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpaint can be measured.

The dipole is made of standard semirigid coaxial cable, The center conductor of the feeding line is directly connected to
the second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end
caps are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions” paragraph. The SAR data are not affected by this change. The overall dipole length is still according
to the Standard. No excessive force must be applied to the dipole arms, because they might bend or the soldered connections

near the feedpoint may be damaged.

Additional EUT Data

Manufactured by

SPEAG

Certificate No: D1900V2-5d170_Jun25

Page 4 of 6
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Appendix C Report No. : FA611901-01
D1900V2 - SN: 5d170 June 30, 2025
System Performance Check Report
Summary
Dipale Frequency [MHz] T=L Powser [dEm]
D1900v2 = SMSd1 70 1900 HSL 24
Exposure Conditions
Phantom Section, TSL Test Digtance [mm] Band CGroup, UID  Freguency [MMz], Channel Humbar Conversion Factar  TSL Conductiv ty [/ m] T5L Permitrivity
Flat 10 oW, D— naon, o 7.6E 1.38 4.1
Hardware Setup
Phartom TEL, Measured Date Probe, Calibration Date DAE, Calibration Date
MFP VE.Q Center H5L, 2025-06-30 EX3DW4 - SMNT349, 2025-01-10 DAE4ip Snl1 836, 2025-04-17
Scans Setup Measurement Results
Zoom Scan Zoom Scan
Grid Exterits [mem] 30x 30« 30 Date 2025-DE-30
Crid Steps [mm] BOxEDx1.5 psSARTG W/ Kg] 9.54
Sengar Surface [mm] 1.4 pSSARIOE [W Kyl 5.25
Craded Grid Yes Pawer Drrift [gB] 0.0
GCrading Ratio 1.8 Power Scaling Disabled
Mals MR Scaling Factor [dB)
Surface Detection VMS + Bp TSL Correction Positive | Negathes
Scan Method Measurad

0dB=17.4W/Kg

Certificate Mo: D1900V2-5d170_Jun25

Page 5of 6
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Appendix C Report No. : FA611901-01
D1900V2 - SN: 5d170 June 30, 2025

Impedance Measurement Plot for HSL

511 Smith (R+jX) Scale 1.00
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Calibration Laboratory of

Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

Accredited by the Swiss Accreditation Senvice (SAS)
The Swiss Accreditation Service is one of the signatories to the EA
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Report No. : FA611901-01

Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accreditation Mo.: SCS 0108

Certificate No. D2450V2-1095_Feb24

[CALIBRATION CERTIFICATE

Object D2450V2 - SN:1095

Calibration procedure(s) QA CAL-05.v12

Calibration date: February 08, 2024

Calibration Equipment used (M&TE critical for calibration)

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (S1).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Procedure for SAR Validation Sources between 0.7-3 GHz

MName Function
Calibrated by: Paulo Pina Laboratory Technician
Approved by: Swven Kihn Technical Manager

Primary Standards D # Cal Date (Certificate No.) Scheduled Calibration
Power meter NRP2 SM: 104778 30-Mar-23 (Mo. 217-03804/03805) Mar-24

Power sensor NRP-Z91 SN: 103244 30-Mar-23 (No. 217-03804) Mar-24

Fower sensor NRP-Z91 SN: 103245 50-Mar-23 (Mo, 217-03805) Mar-24

Reference 20 dB Attenuator SMN: BHE394 {20K) 30-Mar-23 (Mo. 217-03809) Mar-24

Type-M mismatch combination SM: 310982 / 06327 30-Mar-23 (Mo. 217-03810) Mar-24

Reference Probe EX30DV4 SN: 7349 03-Mov-23 (No. EX3-7349_Mov23) Mow-24

DAE4 SN: 601 30-Jan-24 (No. DAE4-601_Jan24) Jan-25

Secondary Standards D& Check Date (in house) Scheduled Check
Power meter E44198 SM: GB39512475 30-Oct-14 (in house check Oct-22) In house check: Oct-24
Power sensor HP 84814 SN: US37292783 07-0¢t-15 (in house check Oet-22) In house chack: Qct-24
Power sensor HF 84814 SM: MY41083315 07-0et-15 (in house check Oct-22) In house check: Oct-24
RF generator R&S SMT-06 SN: 100972 15-Jun-15 (in house check Oct-22) In house check: Oct-24
Metwork Analyzer Agilent EB358A | SN: US41080477 31-Mar-14 (in house check Oct-22) In house check; Oct-24

This calibration certificate shall not be reproduced except in full without written approval of the laboratany.

Signall{{E
e
e
T,
e %

Issued: February 9, 2024

Certificate Mo: D2450V2-1095_Feb24
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Page: 27/107



Calibration Laboratory of S,

Appendix C Report No. : FA611901-01

: SO S Schweizerischer Kalibrierdienst
Schmid & Partner il;ﬁ::f'ﬁ = G Service suisse diétalonnage
Engineering AG T Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland % ;ﬁw‘“ S Swiss Calibration Service
I me
Accredited by the Swiss Accreditation Service (SAS) Accreditation Ne.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of ealibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:
a) IEC/IEEE 62209-1528, “Measurement Procedure For The Assessment Of Specific

Absorption Rate Of Human Exposure To Radio Frequency Fields From Hand-Held And
Body-Worn Wireless Communication Devices - Part 1528: Human Models, Instrumentation
And Procedures (Frequency Range of 4 MHz to 10 GHz)", October 2020.

b) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
c) DASY System Handbook

Methods Applied and Interpretation of Parameters:

Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
Antenna Parameters with TSL: The source is mounted in a touch configuration below the
center marking of the flat phantom.

Return Loss: This parameter is measured with the source positioned under the liquid filled
phantom (as described in the measurement condition clause). The Return Loss ensures low
reflected power. No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D2450V2-1095_Feb24 Page20of 7
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Measurement Conditions

Appendix C

DASY system configuration, as far as not given on page 1.

Report No. : FA611901-01

DASY Version DASYS52 V52.10.4
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 10 mm with Spacer
Zoom Scan Resolution dx, dy, dz =5 mm
Frequency 2450 MHz + 1 MHz
Head TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 39.2 1.80 mho/m
Measured Head TSL parameters (220+02)°C 3B2+£6% 1.88 mho/m £6 %
Head TSL temperature change during test <05°C - —ee
SAR result with Head TSL
SAR averaged over 1 cm® (1 g) of Head TSL Condition

SAR measured

250 mW input power

13.5 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

52.6 Wikg = 17.0 % (k=2)

SAR averaged over 10 cm? (10 g) of Head TSL

condition

SAR measured

250 mW input power

6.27 Wikg

SAR for nominal Head TSL parameters

normalized to 1TW

24.7 Wikg + 16.5 % (k=2)

Certificate No: D2450V2-1095_Feb24

Page 3of 7
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Appendix C

Report No.

:FA611901-01

Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 51302 +61jQ

Return Loss -24.3dB
General Antenna Parameters and Design

Electrical Delay (one direction) 1.147 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited far DC-signals. On some of the dipoles, small end caps

are added to the dipole arms in order to improve matching when loaded according to the position as explained in the

*Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still

according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the

feedpoint may be damaged.

Additional EUT Data

Manufactured by

SPEAG

Certificate No: D2450V2-1095_Feb24
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Appendix C Report No. : FA611901-01

DASY5 Validation Report for Head TSL

Date: 08.02.2024
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN:1095

Communication System: UID 0 - CW; Frequency: 2450 MHz

Medium parameters used: f = 2450 MHz; ¢ = 1.88 S/m; & = 38.2; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:

» Probe: EX3DV4 - SN7349; ConvF(7.96, 7.96, 7.96) @ 2450 MHz; Calibrated: 03.11.2023
» Sensor-Surface: 1.4mm (Mechanical Surface Detection)

» Electronics: DAE4 Sn601; Calibrated: 30.01.2024

« Phantom: Flat Phantom 5.0 (front); Type: QDO00P50AA; Serial: 1001

« DASY5252.10.4(1535); SEMCAD X 14.6.14(7501)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 116.2 V/m; Power Drift = 0.08 dB

Peak SAR (extrapolated) = 26.7 W/kg

SAR(1 g) = 13.5 W/kg; SAR(10 g) = 6.27 W/kg

Smallest distance from peaks to all points 3 dB below = 9 mm

Ratio of SAR at M2 to SAR at M1 = 50.6%

Maximum value of SAR (measured) = 21.8 Wikg

dB
0

-3.80
-7.60
-11.40

-15.20

-19.00

0dB=21.8 W/kg = 13.38 dBW/kg

Certificate No: D2450V2-1095_Feb24 Page 50of 7
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Appendix C ? Report No. : FA611901-01

Impedance Measurement Plot for Head TSL

Elle View Channel Sweep Caliwation Trace Scale Marker System ‘window Help

ChiAwg= 20 |
Ch1: $tart 2.25000 GHz = — Stop 265000 GHz

L2500
30,00

L35 00
L4000 Ch1&wg= 20 | |
Ch1: Start 2.25000 GHz  — ' Stop 2 65000 GHz

Status  CH1: 511 i | C*1-Port
e ——— —

Avg=20 Delay LCL

Certificate No: D2450V2-1095_Feb24 Page G of 7
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Appendix C

Report No. : FA611901-01

Appendix: Transfer Calibration at Four Validation Locations on SAM Head!

Evaluation Condition

Phantom

SAM Head Phantom

For usage with cSAR3DV2-R/L

SAR result with SAM Head (Top = C0)

SAR averaged over 1 em® (1 g) of Head TSL

Condition

SAR for nominal Head TSL parameters

normalized to 1W

56.1 Wikg = 17.5 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR for nominal Head TSL parameters

normalized to 1W

26.2 W/kg = 16.9 % (k=2)

SAR result with SAM Head (Mouth = F90)

SAR averaged over 1 cm® (1 g) of Head TSL

Condition

SAR for nominal Head TSL parameters

normalized to 1W

57.2 Wikg = 17.5 % (k=2)

SAR averaged over 10 cm?® (10 g) of Head TSL

condition

SAR for nominal Head TSL parameters

normalized to 1W

27.5 W/kg = 16.9 % (k=2)

SAR result with SAM Head (Neck = H0)

SAR averaged over 1 cm? (1 g) of Head TSL

Condition

SAR for nominal Head TSL parameters

normalized to 1W

53.9 Wikg = 17.5 % (k=2)

SAR averaged over 10 em® (10 g) of Head TSL

condition

SAR for nominal Head TSL parameters

normalized to 1W

25.1 Wikg = 16.9 % (k=2)

SAR result with SAM Head (Ear = D90)

SAR averaged over 1 cm® (1 g) of Head TSL

Condition

SAR for nominal Head TSL parameters

normalized to 1W

34.5 Wikg = 17.5 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR for nominal Head TSL parameters

narmalized to 1W

17.5 W/kg + 16.9 % (k=2)

! Additional assessments outside the current scope of SCS 0108

Certificate Mo: D2450V2-1095_Feb24
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Appendix C Report No. : FA611901-01

D2450V2, Serial No. 1095 Extended Dipole Calibrations

If dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in impedance (within 5 ohm

of prior calibration), the annual calibration is not necessary and the calibration interval can be extended.

D2450V2 — serial no. 1095
2450 Head
Real Imaginary
Date of Return-Loss Delta Delta
Delta (%) | Impedance Impedance
Measurement (dB) (ohm) (ohm)
(ohm) (ohm)
2024.2.8 -24.264 51.343 6.0670
2025.2.7 -24.840 2% 52.727 1.384 6.5740 0.507
2026.2.6 -23.389 -4% 51.314 -0.029 6.0825 0.015

<Justification of the extended calibration>

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

Dipole Verification Data> D2450V2, serial no. 1095
2450MHz - Head-2025.2.7
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Appendix C Report No. : FA611901-01

Dipole Verification Data> D2450V2, serial no. 1095
2450MHz - Head-2026.2.6
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Swiss Calibration Service

Accreditation No.: SCS 0108

Certificate No. D2600V2-11 12_M3

Object

Calibration procedure(s)

Calibration date:

CALIBRATION CERTIFICATE

QA CAL-05.v12
Calibration Procedure for SAR Validation Sources between 0.7-3 GHz

Calibration Equipment used (M&TE critical for calibration)

D2600V2 - SN:1112

December 18, 2023

| This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (S1).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the cerfificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < T0%.

Power sensor HP 84814

Power sensor HP 84814

RF generator R&S SMT-06
Metwork Analyzer Agilent EB358A

Calibrated by:

Approved by:

SN: US37202783
SN: MY41093315
SN: 100972

SN: US41080477

Mame
KreSimir Franjié

Swven Kihn

07-0ct=15 (in house check Oct=-22)
07-0ct=15 {in house check Oct-22)
15-Jun-15 (in house check Oct-22)
31-Mar-14 (in house check Oct-22)

Function

Laboratory Technician

Technical Manager

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.

Primary Standards 1D # Cal Date (Certificate No.) Scheduled Calibration
Power meter NRP2 SM: 104778 30-Mar-23 (No. 217-03804/03805) Mar-24

Power sensor NRP-Z21 | BM: 103244 30-Mar-23 (No, 217-03804) Mar-24

Power sensor NRP-Z91 | SN: 103245 30-Mar-23 (No. 217-03805) Mar-24

Reference 20 dB Attenuator SM: BHI394 (20k) 30-Mar-23 (Mo. 217-03809) Mar-24

Type-M mismatch combination SN 310982 / 06327 30-Mar-23 (No. 217-03810) Mar-24

Reference Probe EX3DV4 SM: 7349 03-Mov-23 (No. EX3-7348_MNovZ23) MNowv-24

DAE4 SN: 601 03-0ct-23 (Mo. DAE4-601_0ct23) Qct-24

Secondary Standards 1D # Check Date (in house) Scheduled Check
Power meter E44198 SN; GB39512475 30-0ct-14 (in house check Ocl-22) In house check: Oct-24

In house check; Oct-24
In house check: Oct-24
In house check: Oct-24
In house check: Oct-24

Signature

g

Issued: December 18, 2023

Certificate No: D2600V2-1112_Dec23
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Appendix C
Calibration Laboratory of \\Q&Qyﬂ@:
Schmid & Partner %
Engineering AG T
Zeughausstrasse 43, B004 Zurich, Switzerland i;f?‘i\""}?

Accredited by the Swiss Accreditation Service (SAS)

Report No. : FA611901-01

S Schweizerischer Kalibrierdienst

c Service suisse d'étalonnage
Servizio svizzero di taratura

S Swiss Calibration Service

Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) IEC/IEEE 62209-1528, “Measurement Procedure For The Assessment Of Specific
Absorption Rate Of Human Exposure To Radio Frequency Fields From Hand-Held And
Body-Worn Wireless Communication Devices - Part 1528: Human Models, Instrumentation
And Procedures (Frequency Range of 4 MHz to 10 GHz)", October 2020.

b) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
c) DASY System Handbook

Methods Applied and Interpretation of Parameters:

* Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

* Antenna Parameters with TSL: The source is mounted in a touch configuration below the
center marking of the flat phantom.

* Return Loss: This parameter is measured with the source positioned under the liquid filled
phantom (as described in the measurement condition clause). The Return Loss ensures low
reflected power. No uncertainty required.

* SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

» SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D2600V2-1112_Dec23 Page 2 of &
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Appendix C Report No. : FA611901-01

Measurement Conditions
DASY system configuration, as far as not given on page 1.

DASY Version DASY52 V52.10.4
Extrapolation Advanced Extrapolation

Phantom Maodular Flat Phantom

Distance Dipole Center - TSL 10 mm with Spacer
Zoom Scan Resolution dx, dy, dz =5 mm

Frequency 2600 MHz £ 1 MHz

Head TSL parameters
The following parameters and calculations were applied,

Temperature Permittivity Conductivity
Nominal Head TSL parameters 220°C 38.0 1.96 mho/m
Measured Head TSL parameters (22.0z0.2)°C 376x6% 2.02 mho/m £ 6 %
Head TSL temperature change during test <05°C - -
SAR result with Head TSL
SAR averaged over 1 em? (1 g) of Head TSL Condition
SAR measured 250 mW input power 14.1 Wikg
SAR for nominal Head TSL parameters normalized to 1W 55.1 Wikg + 17.0 % (k=2)
SAR averaged over 10 cm? (10 g) of Head TSL condition
SAR measured 250 mW input power 6.28 Wikg
SAR for nominal Head TSL parameters normalized to 1W 24.8 Wikg * 16.5 % (k=2)
Certificate No: D2600V2-1112_Dec23 Page 3of 6
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Report No.

:FA611901-01

Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 477 0-70(Q

Return Loss -225dB
General Antenna Parameters and Design

Electrical Delay (one direction) 1.149 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipale. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions” paragraph. The SAR data are not affected by this change. The overall dipole length is still

according to the Standard.

Mo excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the

feedpoint may be damaged.

Additional EUT Data

Manufactured by

SPEAG

Certificate No: D2600V2-1112_Dec23
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Appendix C Report No. : FA611901-01

DASY5 Validation Report for Head TSL

Date: 18.12.2023
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2600 MHz; Type: D2600V2; Serial: D2600V2 - SN:1112

Communication System: UID 0 - CW; Frequency: 2600 MHz

Medium parameters used: f= 2600 MHz; ¢ =2.02 S/m; & = 37.6; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-201 1)

DASY52 Configuration:

* Probe: EX3DV4 - SN7349; ConvF(7.84, 7.84, 7.84) @ 2600 MHz; Calibrated: 03.11.2023

Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 03.10.2023

Phantom: Flat Phantom 5.0 (front); Type: QDO00P50AA; Serial: 1001
DASY52 52.10.4(1535); SEMCAD X 14.6.14(7501)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 117.5 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 27.6 W/kg

SAR(1 g) = 14.1 W/kg; SAR(10 g) = 6.28 W/kg

Smallest distance from peaks to all points 3 dB below = 8.9 mm

Ratio of SAR at M2 to SAR at M1 = 51%

Maximum value of SAR (measured) = 23.3 W/kg

-4.20
-8.40
-12.60

-16.80

-21.00

0 dB =23.3 W/kg = 13.67 dBW/kg

Certificate No: D2600V2-1112_Dec23 Page 5 of 6
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Appendix C Report No. : FA611901-01

Impedance Measurement Plot for Head TSL

£ile View Channel Sweep Calitraion Trace Scale Marker System Window Help

ChiAwg= 20
Chi; Stat 2. 40000 GHz = ~— Stop 280000 GHz

10,00
5.00

0.00
-5.00
-10.00

HI5.00
F 00

2500
L3000

35,00

Lan 00 | Ch1&vg= [20
Chi: Start 240000 GH=

Stop 280000 GH=

Avg=20 Delay LCL
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D2600V2, Serial No. 1112 Extended Dipole Calibrations

If dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in impedance (within 5 ohm

of prior calibration), the annual calibration is not necessary and the calibration interval can be extended.

D2600V2 — serial no. 1112
2600 Head
Real Imaginary
Date of Return-Loss Delta Delta
Delta (%) | Impedance Impedance
Measurement (dB) (ohm) (ohm)
(ohm) (ohm)
2023.12.18 -22.46 47.675 -7.0016
2024.12.17 -22.603 1% 47.624 0.051 -6.9704 -0.0312
2025.12.16 -21.356 -5% 47.372 0.303 -7.8955 0.8939

<Justification of the extended calibration>

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

Dipole Verification Data> D2600V2, serial no. 1112
2600MHz — Head-2024.12.17
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Dipole Verification Data> D2600V2, serial no. 1112
2600MHz — Head-2025.12.16
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Accredited by the Swiss Accreditation Service (SAS)
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Report No. : FA611901-01
S Schweizerischer Kalibrierdienst
c Service suisse d'étalonnage
Servizio svizzero di taratura
S Swiss Calibration Service

Accreditation No.: SCS 0108

Client Sporton

Kunshan City

Certificate No.

D5GHzV2-1113_Sep25

CALIBRATION CERTIFICATE

Object

Calibration procedure(s)

Calibration date

D5GHzV2 - SN: 1113

QA CAL-22.v7

Calibration Procedure for SAR Validation Sources between 3 - 10 GHz

September 17, 2025

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (SI).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 +3)°C and humidity < 70%.
Calibration Equipment used (M&TE critical for calibration)

Issued; September 18, 2025

This calibration certificate shall not be reproduced except in full without written approval of the laboratory,

Primary Standards 1D Cal Datg_{certificme No.) Scheduled Cal
Power Sensor R&S NRP-33T SN: 100967 | 30-Apr-25 (No. 1020-300791789) Apr-26
Power Sensor R&S NRP18A SN:101859 | 06-Feb-25 (No. 4030A315009541) Feb-26
Spectrum Analyzer R&S FEV40 SN: 101832 | 289-Jan-25 (No. 40304315009658) Jan-26
3.5mm mismatch combination SN: 1152 24-Mar-25 (No. 217-04283) Mar-26
OCP DAk-12 SN: 1016 16-Sept-25 (Mo, OCP-DAK12-1016_Sep25) Sep-26
OCP DAK-3.5 SN: 1249 16-Sept-25 (Mo. OCP-DAK3.5-1249 _Sep25) Sep-26
Reference Probe EX30V4 SN: 7349 10-Jan-25 (No. EX3-7348_Jan25) Jan-26
DAE4ip SN: 1836 04-Sep-25 (Mo. DAE4ip-1836_Sep2s) | Sep-26
Secondary Standards D Check Date (in house) Scheduled Check
ACAD Setup 1 SN: 1000 27-May-25 (Mo. 675-ACAD_Source_Box-250527) | May-26
Signal Generator R&S SMB100A SN: 182081 | 27-May-25 (No. 675-CAL16-54588-250527) May-26
Mismatch; SMA SN: 1102 24-Apr-25 (No. 675-Mismatch_SMA-250424) Apr-26
OCP DAK-12 SN: 1029 27-Feb-25 (No. OCP-DAK12-1 029=Feb25] Feb-26
OCP DAK-3.5 SM: 1336 09-Dec-24 (No. OCP-DAK3.5-1336_Dec24) Dec-25
Mame Function Sig
Calibrated by Claudio Leubler Laboratory Technician i
I
Approved by Sven Kihn Technical Manager ,r' / ///W/ E

Certificate No: D5GHzV2-1113_Sep25
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Calibration Laboratory of x@,ﬁ,ﬁ S Schweizerischer Kalibrierdienst
s & S Service suisse d'étal

Schmid & Partner %ﬁé €' mariets wizzaro dl iaraten

Engineering AG =N S Swiss Calibration Service

Zeughausstrasse 43, 8004 Zurich, Switzerland ol :f::w‘-“\

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary

TSL tissue simulating liguid
ConvF  sensitivity in TSL/ NORM x,y.z
MN/A not applicable or not measured

Calibration is Performed According to the Following Standards

* IEC/IEEE 62209-1528,"Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528: Human Madels,
Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)*, October 2020.

« KDB 865664, "SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation
= DASY System Handbook

Methods Applied and Interpretation of Parameters

* Measurement Conditions: Further details are available from the Validation Report at the end of the certificate. All figures
stated in the certificate are valid at the frequency indicated.

+ Antenna Farameters with TSL: The dipole is mounted with the spacer to position its feed point exactly below the center

marking of the flat phantom section, with the arms oriented parallel to the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole positioned under the liquid filled

phantom. The impedance stated is transformed from the measurement at the SMA connector to the feed point. The Return

Loss ensures low reflected power. No uncertainty required.

» Electrical Delay: One-way delay between the SMA connector and the antenna feed point. No uncertainty required.

= SAR measured: SAR measured at the stated antenna input power.

*+ SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna connector.

* SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the nominal SAR result.

-

The reported uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the
coverage factor k=2, which for a normal distribution corresponds to a coverage probability of approximately 85%.

Certificate No: DEGHzV2-1113_Sep25 Page 2 of 9
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D5GHzV2 - SN: 1113 September 17, 2025

Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASYS Module SAR 17.0.0
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 10 mm with spacer
Zoom Scan Resolution dx, dy = 4mm, dz = 1.4mm Graded Ratio = 1.4 mm (Z direction)
5250MHz +1MHz
Frequency 5600MHz +1MHz
[ 5800MHz +1MHz

HSL parameters at 5250 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal HSL parameters 22.0°C 359 4.71 mho/m
Measured HSL parameters (22.0 £0.2)°C 37.3 +6% 4.62 mho/m +6%
HSL temperature change during test <0.5°C
SAR result with HSL at 5250 MHz
SAR averaged over 1 cm® (1 g) of HSL Condition
SAR for nominal HSL parameters 20 dBm input power 7.81 Wikg
SAR for nominal HSL parameters normalized to 1W 78.1 Wikg £19.9% (k=2
SAR averaged over 10 em® (10 g) of HSL Condition
SAR for nominal HSL parameters 20 dBm input power 2.24 Wikg
SAR for nominal HSL parameters normalized to 1W 22.4 Wikg £19.5% (k=2)
Certificate No: D5GHzV2-1113_Sep25 Page 309
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HSL parameters at 5600 MHz

Appendix C

The following parameters and calculations were applied.

Report No. : FA611901-01

September 17, 2025

Temperature Permittivity Conductivity
Nominal HSL parameters 220°C 35.5 5.07 mha/m
Measured HSL parameters (22.0 £0.2)°C 36.6 £6% 4.99 mho/m +6%;
HSL temperature change during test =<05°C |
SAR result with HSL at 5600 MHz
SAR averaged over 1 cm® (1 g) of HSL Condition

SAR for nominal HSL parameters

20 dBm input power

8.00 Wikg

SAR for nominal H5L parameters

normalized to 1W

80.0 Wrka £19.9% (k=2)

SAR averaged over 10 cm® (10 g) of HSL

Condition

SAR for nominal HSL parameters

20 dBm input power

2.30 Wikg

SAR for nominal HSL parameters

normalized to 1W

23.0 Wikg +19.5% (k= 2)

HSL parameters at 5800 MHz

The following parameters and calculations were applied.

1 Temperature Permittivity Conductivity
Nominal HSL parameters 22.0°C 353 5.27 mha/m
Measured HSL parameters (22.0 £0.2)°C 36.3 +6% 5.21 mho/m +6%
HSL temperature change during test <05°C
SAR result with HSL at 5800 MHz
SAR averaged over 1 cm® (1 g) of HSL Condition

SAR for nominal HSL parameters

20 dBm input power

7.79 Wikg

SAR for nominal HSL parameters

normalized to 1W

77.9 Wikg +19.9% (k = 2)

SAR averaged over 10 cm® (10 g) of HSL

Condition

SAR for nominal HSL parameters

20 dBm input power

2.23 Wikg

SAR for nominal HSL parameters

normalized to 1W

22.3 Wik £19.5% (k=2)

Certificate No: DSGHzV2-1113_Sep25
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