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Glossary

TSL tissue simulating lgquid
ConvF  sensitivity in TSL / NOBRM x.y.z
N/A not applicable or nol measured

Calibration is Performed According to the Following Standards

. IEC/IEEE 82209-1528,"Measuremen! Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528: Human Models,
Instrumantation And Procedures (Frequency Range of 4 MHz to 10 GHz)", October 2020,

» KDB 865664, “SAR Measurement Reguirements for 100 MHz to 6 GHz"

Additional Documentation
= DASY System Handbook

Methods Applied and Interpretation of Parameters

- Measurement Conditions: Further details are available from the Validation Report at the end of the certificate. All figures
stated in the certilicate are valid at the freguency indicated.

« Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed point exactly below the center
marking of the flat phantom sectiori, with the arms oriented parallel to the body axis.

- Feed Point Impedance and Return Loss: These parameters are measured with 1he dipole posilioned under the liquid filled
phantom. The impedance stated Is transiormed trom the measuremant at the SMA connector to the feed point, The Return
L.ozs ensures low reflected power, No uncertainly required,

- Electrical Delay; One-way delay between the SMA conneclor and the antenna feed point. Mo uncertainty required.

» SAR measured: SAR measured at the staled antenna inpul power.

- SAF normalized: SAR as measured, normalized to an input power of 1 W at the antenna connector.

« SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the naominal SAR resull.

The reported uncertainty of measurement is staled as the standard uncertainty of measurement multiplied by the
coverage factor k=2, which for a normal distribution corresponds o a coverage probability of approximately 95%.

Cerlificate No: D750V3-1107_Jun2s Page 2 ol 6



D750V3 - BN 1107 June 11, 2025

Measurement Conditions

DASY system configuration, as far as nol given on page 1.

DASY Version DASYS Module SAR 16.4.0
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 15 mm with spacer
Zoom Scan Resolution dx, dy = Bmm, dz = 1.5mm Graded Ratio = 1.5 mm (Z direciion)
Frequency T50MHz £ TMHz
HSL parameters at 750 MHz
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal HSL parameters 220°C 419 0.890 mho/m
Measured HSL parameters {220 +0.2)°C 43.0 +6% 0.910 mho/m +6%
HSL temperature change during test =05°C
SAR result with HSL at 750 MHz
SAR averaged over 1 cm® (1 g) of HSL Condition
SAR for nominal HSL parameters 24 dBm input power 2.22 Wikg
SAR for nominal HSL parameters pormalized to 1W B.84 Wikg £17.0% (k= 2]
SAR averaged over 10 em? (10 g} of HSL Condition
SAR for nominal HSL parameters 24 dBm inpul power 1,46 Wika
SAR for nominal HSL parameters normalized to 1W 5.81 Wikg £16.5% (k=2)

Certiticate No: DT50V3-1107_Jun25 Page 3 ol B



D750V - SN 1107 June. 11, 2025

Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with HSL at 750 MHz

Impedance 5280-3.0j0
Return Loss -28.0 dB

General Antenna Parameters and Design

| Electrical Delay {one direction) | 1.031 ns |

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measuired.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line 15 directly connected to
the second arm of the dipole. The antenna Is therefore short-circuited for DC-signals. On some of the dipoles, small end
caps are added to the dipole arms in order lo improve matching when loaded according to the position as explained In the
“Measurement Conditions” paragraph. The SAR data are not affected by this change. The overall dipole length s still according
lo the Standard, No excessive lorce must be applied to the dipole arms, because they might bend or the soldered connections
near {he feedpoint may be damaged.

Additional EUT Data

Manutactured by SPEAG

Certificate No: D7EOVE-1107_Jun25 Page 4 ol B



D750V3 - SN 1107 June 11, 2025

System Performance Check Repont
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D750V3 - 8N 1107

Impedance Measurement Plot for HSL

June 11, 2025
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SPORTON LAB.

D750V3, serial no. 1107 Extended Dipole Calibrations
If dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in impedance (within 5 ohm

of prior calibration), the annual calibration is not necessary and the calibration interval can be extended.

<Justification of the extended calibration>

D750V3 — serial no. 1107

750MHZ
Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ohm)
06.11.2025
-28.0 52.8 -3.0
(Cal. Report)
06.10.2026
-28.101 -0.36 53.272 0.472 -2.6054 0.3946
(extended)

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978



SPORTON LAB.

<Dipole Verification Data> - D750 V3, serial no. 1107 (Data of Measurement : 06.10.2026)

750MHz - Head
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Glossary

TSL tissue simulating lguid
ConvF  sensitivily in TSL/ NORM x.y.2
A nat applicable or not measured

Calibration is Performed According to the Following Standards

« [EC/IEEE 62209-1528,"Measurement Procedure For The Assessment Of Specilic Absorption Rale Of Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wiraless Communication Devices - Part 1528: Human Models.
Instrumentation And Procedures (Frequency Pange of 4 MHz 10 10 GHz)", October 2020.

« KDB B65664, "SAR Measurement Requirements for 100 MHz lo 6 GHz"

Additional Documentation
- DASY System Handbook

Methods Applied and Interpretation of Parameters

+ Measurement Conditions: Further details are availabie from the Validation Report at the end of 1he certilicate. All figures
stated in the certificale are valid at the frequency indicated.

« Anténna Parameters with TSL: The dipole is mournted with the spacer 1o position iis teed paint exactly below the center
marking ol the 1lal phantom section, with the arms oriented parallel to the body axs.

= Feed Foint Impedance and Relurn Loss: These parameters are measured with the dipole positioned under the liquid filled
phantom. The impedance stated is transtormed trom the measurement at the SMA connector to the feed point. The Return
Loss ensures low reflected power. Mo uncertainty required.

» Electrical Delay: One-way delay between the SMA connector and the antenna feed point. No uncertainty required.

» SAR measured: SAR measured al the stated antenna input power.

« SAA normalized: SAR as measured, normalized 1o an inpul power ol 1 W al the antenna connectar.

» SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the nominal SAR result,

The reported uncertainty ol measurement is stated as the standard uncertainty of measurement multiplied by the
coverage factor k=2, which for a normal distribution corresponds o a coverage probability of approximately 95%.

Certificate No; D1750V2-1112_Feb25 Page Zof B



D175002 - SN 1112 February 20, 2025

Measurement Conditions

DASY system configuration, as far as nol given on page 1.

DASY Version DASYS Module SAR 16.4.0
Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with spacer

Zoom Scan Resolution dx, dy = 6mm; dz = 1.5mm Graded Ratio = 1.5 mm (Z direction)
Frequency 1750MHz +1MH2

Head TSL parameters at 1750 MHz
The following parametérs and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters e20°c 401 1.37 mho/m
Measured Head TSL parameters (22.0 £0.2)°C 39.7 46% 1.32 mhoim +6%
Head TSL temperature change during test <05"C

SAR result with Head TSL at 1750 MHz

SAR averaged over 1 em® (1 g) of Head TSL Condition
SAR for nominal Head TSL parameters 24 dBm input power 9.12 Wikg
SAR for nominal Head TSL parameters normalized to 1W 36.3 Wikg £17.0% (k=2)
SAR averaged over 10 cm? (10 g) of Head TSL Condition
SAH for nominal Head TSL parameters 24 dBm input power 4.84 Wikg
SAR for nominal Head TSL parameters narmalized to 1W ; 19.3 Wikg £16.5% (k=2)

Certificate No: D1750V2-1112_Feb25 Page 3 cta



D1750V2 - SN 1112 February 20, 2025

Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with Head TSL at 1750 MHz

impedance 51.20+18|0
Return Loss -33.2dB

General Antenna Parameters and Design

[ Electrical Delay (one direction) | 1.212ns ]

After long term use with 100W radiated power, only a slight warming of the dipole near the leedpoint can be measured.

The dipole is made of standard semirigid coaxial cable, The center conduclor of the feading line is direclly connecled to
the second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of he dipoles, small end
caps are added to the dipole arms in order to improve matching when loaded according to the position as explained In the
"Measurement Canditions* paragraph. The SAR dala are not affected by this change. The overall dipole length is still according
io the Standard. No excessive lorce must be applied to the dipole arms, because they might bend or the soldered conneclions
near the feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Certificale No: D1750V2-1112_Feb25 Pagedof &



D1750V2 - SN: 1112

System Performance Check Report

February 20, 2025

Summary
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D1750v2 - SN: 1112 February 20, 2025

Impedance Measurement Plot for Head TSL

511 Smith (R+jx} Scale 1.00
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SPORTON LAB.

D1750V2, serial no. 1112 Extended Dipole Calibrations
If dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in impedance (within 5 ohm

of prior calibration), the annual calibration is not necessary and the calibration interval can be extended.

<Justification of the extended calibration>

D1750V2 — serial no. 1112

1750MHZ
Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ohm)
02.20.2025
-33.2 51.2 1.8
(Cal. Report)
02.19.2026
-31.841 -4.09 50.261 -0.939 1.99 0.19
(extended)

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978



SPORTON LAB.

<Dipole Verification Data> - D1750 V2, serial no. 1112 (Data of Measurement : 02.19.2026)
1750MHz - Head
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Calipration date
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Calibration Procedure for SAR Validation Sources between 0.7 - 3 GHz

Thie callbration cerlificate documents the traceability to national standards, which realize the physical units of measurements (SI).
The measuremenis and the uncertamties with confidence probability are given on the lollowing pages and are part of the cerliticate,

All calibrations have been conducted in the closed laboratory facility: environment lemperature (22 4 3)°C and humidity < 70%.
Calibration Equipment used (MATE critical for calibration)

This calibration ceriiticate shall not be reproduced excepl in lull without written: approval of the laboralory.
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Glossary

TSL issue simulating bguid
ConvF  sensitivity in TSL / NORM x,y.z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards

» |[EC/IEEE B2202-1528,"Measurement Procedure For The Assessment Of Specilic Absorption Rate O Human Expesure To
Radio Frequency Fieids From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528 Human Models,
Instrumentation And Procedures {Frequency Fange ol 4 MHz to 10 GHz)", October 2020,

= KDE 865664, “SAR Measurement Requirements for 100 MHz 10 6 GHz"

Additional Documentation
= DASY System Handbook

Methods Applied and Interpretation of Parameters

« Measuremen! Conditions: Further delails are available from the Validation Report al the end of the certificate, All figures
stated in the certificate are valld al the freguency indicated.

« Antenna Parameters with TSL: The dipole is mounted with the spacer to position iIs feed point exaclly balow the center

marking of the flat phantom section, with the arms oriented parallel to the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole positioned under the liquid filled

phantom. The impedance stated is transformed from the measurament at Ihe SMA connector 1o the feed point. The Return

Loss ensures low refiected power. Mo uncertainty required.

Elgctrical Delay: One-way delay between the SMA connector and the anlenna teed poinl. No uncertainty required.

« SAR measured: SAR measured al the stated antenna inpul power.

= S4R normalized: SAR as measured, normalized to aninput power of 1 W at the antenna connector.

« SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the nominal SAR resull.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the
covarage factor k=2, which for a normal distribution corresponds 1o a coverage probabillity of approximately 95%.

Cerfificate No: D1800V2-5d185_Jun25 Page 2 ol B




D1900V2 - SN: 5d185

Measurement Conditions

DASY system configuration; as far as not given on page 1.

June 11, 2025

DASY Version DASYE Moedule SAR 16.4.0
Extrapolation Advanced Extrapolation
Phantom Maodular Flat Phantom
Distance Dipole Center - TSL 10 mm with spacer
Zoom Scan Resolution dx, dy = 6mim, dz = 1.5mm Graded Ratio = 1.5 mm (Z direction)
Frequency 1900MHz £ 1MHz

HSL parameters at 1900 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity

Mominal HSL parameters 22.0°C 40.0 1.40 mha/m
Measured HSL parameters (22.0 £0.2)°C 40.2 +6% 1.38 mho/m 6%
HSL temperature change during test <0.5°C

SAR result with HSL at 1900 MHz
SAR averaged over 1 ¢cm® (1 g) of HSL Condition
SAR for nominal HSL. parameters 24 dBm inpul power 9.94 Wikg
SAR for nominal HSL parameters normalized 1o TW 39.6 Wikg £17.0% (k=2)

SAR averaged over 10 cm® (10 g) of HSL

Condition

SAR for nominal HSL parameters

24 dBm input power

5.23 Wikg

SAR for nominal HSL parameters

normalized lo 1TW

20.8 Wkg £16.5% (k=2)

Certificate Mo: D1900V2-5d185_Jun25

Page 3 of @



D1800V2 - SN: 5d185 June 11, 2025

Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with HSL at 1900 MHz

Impedance 5320+4.0(0
Reaturn Loss -26.1 dB

General Antenna Parameters and Design

[ Electrical Delay (one direction) | 1.203 ns |

After long term use with 100W radiated pawer, only a sligh! warming of the dipole near the leedpeint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected 1o
the second arm of the dipole. The antenna is therefore short-circuiled for DC-signals. On some of the dipoles, small end
caps are added to the dipole arms In order 1o Improve matching when loaded according to the posilion as explained in he
"Measurement Conditions” paragraph. The SAR data are not affected by this change. The overall dipale length is still according
1o the Standard. Mo excessive force must be applled to the dipole arms, because they might bend or the soldered connections
near the feedpoint may be damaged.

Additional EUT Data

Manutactured by SPEAG

Certificate No: D1800V2-5d185_Jun2s Page 4 ol &



D1900V2 - SN: 5d185

June 11, 2025

System Performance Check Report

Summary
Dipata Freauency [MH7L T5L Prngiir [l
D1 S00VE - SNEd B3 1an #HaL i

Exposure Conditions

Fhantom Section, TS4  Test Distance Imm]  Band  Gowp, D Fregquency [MHZ], Channel Mambes

Coamversian Factor 55 Condictiveny [5rm] TSL Pafiniinimy

Flag {1+] oW, 0= 1ano, 0 7.6 | 38 0.
Hardware Setup
Phanrom TS Meamured ks Prwte, Calibraiion Dats |A&E, - Calft=ration fats
MFP VA Bipht HAL, 025 == 1 | EX I - TNT G, 20250010 DAESip SAlRAE, JO2S-0H-TT
Scans Setup Measurement Results
Toom Sgan Edarn can
Corid Extents fmmi) I 0% 30 Oate <OZE-06-11
Grid Stons Lnemi B0 x 6.0x .5 PESAR g W/ Kaf 494
Samair Surfacn [mm) 1.4 pISAR10g W/ Ka) 523
Graded Grig s Pervew: Dvelt {cl] LN
Grading Batio % Fower Sealing Lisahlsd
MEALA Ki& Lealing Factor [di]
Hurlioe Detection WHE ¢ fip Tl Crerpciioel Positiva | Negailbes
Srmn Mathod Maaineel

D di =

17.4 WiKg
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D1900YV2 - BN; 5d185 June 11, 2025

Impedance Measurement Plot for HSL

511 Smith (R+]X) Scale 1.00
=1 L900000 GHz 53.248 (1 3.891 1

10.00
5.00
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-5.00

-10.00
--15.00
-20.00 n
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>1 1.900000 GHz -26.055 di

1.70 1.80 1.90 2.00 210
GHz
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SPORTON LAB.

D1900V2, serial no. 5d185 Extended Dipole Calibrations
If dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in impedance (within 5 ohm

of prior calibration), the annual calibration is not necessary and the calibration interval can be extended.

<Justification of the extended calibration>

D1900V2 — serial no. 5d185

1900MHZ
Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ohm)
06.11.2025
-26.1 53.2 4.0
(Cal. Report)
06.10.2026
-26.687 -2.24 51.609 -1.591 4.1513 0.1513
(extended)

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978



SPORTON LAB.

<Dipole Verification Data> - D1900 V2, serial no. 5d185 (Data of Measurement : 06.10.2026)

1900MHz - Head

1 Active ChiTrace 2 Response 3 Stimulus

Single

Continuous

Hald
&ll Channels

Continuous
Disp Channels

Trigger Source

| Internal

| on S\;ueep

Trigger Scope
| Al Channel

Restart

| Negative Edge

_ Ext Trig Input

 Trigger Delay
|  0.0000s

_ Lowlatency

Single

Continuous

Hald
&ll Channels

Continuous
Disp Channels

| on S\;ueep

Trigger Scope
| Al Channel

Restart

it Trig Input
egative Edge

 Trigger Delay
|  0.0000s

_ Lowlatency

1 Start 700 MHz

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978
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Accrediled by the Swiss Accreditation Service (SAS)
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

S Schweizerischer Kalibrierdiens!

c Service suisse d'étalonnage
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S Swiss Calibration Service

Accreditation No.: SCS 0108

Client | Sporton Certificate No. D2300V2-1006_Jan25
 Taoyuan City .
CALIBRATION CERTIFICATE ]
Object D2300V2 - SN: 1006
Calibration procedure(s) QA CAL-05.v12
Calibration Procedure for SAR Validation Sources between 0.7 - 3 GHz
Calibration date January 14, 2025

This calibration certificate documents the tracaability fo national standards, which realize the physical units of measuremants (51,
The measuremenis and the uncertainties with confidence probability are given-on 1he following pages and are part of the certificate.

Al calibrations have been conducted in the closed labaoratory facility: environment temperature (22 4 3)°C and humidity < 70%.
Calbranon Equipment used (METE critical for calibration)

Primary Standards v} - Gal Date (Cartilicate No.) Scheduled Cal
Power Sensor R&S NRP-33T SN, 100967 | 28-Mar-24 (No. 217-04036) Mar-25
Power Sensor H&S_fjﬁm&ﬁ. SM: 101853 | 22-Jul-24 (No., 4030431500854 7) Jul-25
Spectrum Analyzer R&S FSVAD SN: 101832 | 25-lan-24 (No. 4030-315007551) Jan-25
Mismalch; Short [S4188] Attenuator [S4423] | SN: 1152 28-Mar-24 (No. 217-04050) Mar-25
OCP DAK-12 SN: 1016 24-Sapi-24 [No. OCP-DAK12-1016_Sep24) Sep-25
OCPDAK35 SN:1249 | 23-Sepi-24 (No. OGP-DAKS3 5-1243_Sep2d) Sep-25
Reterance Probe ERG0VA SN: 7349 10-Jan-25 (No. EX3-7348_Janz5) Jan-26
DAE4Ip SM; 1836 28-Oct-24 (No. DAE4ip-1838_0Cci24) Oct-25
Secondary Standards iD Check Daie {in house) Scheduled Check
ACAD Source Box N SN 1000 28-May-24 (No. 875-ACAD Source_Box-240528) | May-25
Signal Genarator R&S SMB10DA SN: 182081 | 28-May-24 (Mo, 675-CAL16-54588-240528) May-25
Mismatch; SMA SN 1102 22-May-24 {No. 675-Mismatch_ SMA-240522) May-25
MName Funclion Signatura

Calibrated by Paule Pina Laboralory Technician -/‘7— —

Al — e ———
Approved by -Sven Kihn Technical Manager Q

{"_‘_,, d”g\_

Issuad: January 14, 2025
This calibration certilicate shall nol be reproduced except i tull without writtan a_ppmva! of the labaratary.
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Calibration Laboratory of &, 5 Satvoniduchos Katbssasad
2 = kS ce suisse d'etalonnage
B .
Echmud & Pagaer SlacNRA C ' Servizio svizzero di taratura
ngineering oy S Swiss Calibration Service
Zeughaysstrasse 43, 8004 Zurich, Switzerland b
Accredited by the Swiss Acereditation Sarvice (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories 1o the EA
Mufltilateral Agreement for the recognition of calibration certificates

Glossary

TSL tissue simulating liquid
ConvF sensifivity in TSL / NORM x.y.2
MIA not applicable or not measured

Calibration is Performed According to the Following Standards

-

|EC/IEEE 82209-1528,"Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Expesure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528: Human Madels,
Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)", October 2020.

KDB 865664, “SAR Measurement Requiremants for 100 MHz to 8 GHz"

Additional Documentation

DASY System Handbook

Methods Applied and Interpretation of Parameters

Measurement Canditions; Further details are available Iram the Validation Report at the end of the cerlificate. All tigures
stated in the certificale are valid al the frequency indicated.

Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed point exactly below the center
marking of the fiat phantom section, with the arms oriented parallel fo the body axs. _

Feed Paint Impedance and Return Loss: These paramaters are measured with the dipgie positioned under the liguid filled
phantom. The impedance stated is transformed from the measurement at the SMA connector to the leed point. The Retum
Loss ansures low reflected power. No uncertaimty required.

Elgctrical Delay: One-way delay between Ihe SMA connector and the antenna leed poinl. No uncertainty required.

SAR measured: SAR measured al the stated antenna Inpul power.

SAR normalized: SAR as measurad, normalized to an Input power of 1 W al the antenna connector.

SAR lor nominal TSL parameters: The measured TSL parameters are used 1o calculate the nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the
coverage lactor k=2, which for a normal distribution corresponds to a coverage probability of approximately 85%,

Certificate No: D2300V2-1006_Jan25 Page 2 ol 6



D2300V2 - SN: 1006 January 14, 2025

Measurement Conditions
DASY system configuration, as lar as not given on page 1.

DASY Version DASYSE Module SAR 16.4.0
Extrapolation Advanced Extrapolation

Phantom Modular Flal Phantom

Distance Dipole Center - TSL 10 mm with spacer

Zoom Scan Resolution dx, dy = 5mm, dz = 1.5mm Graded Ratio = 1.5 mm (Z direction)
Frequency 2300MHz +1MHz

Head TSL parameters at 2300 MHz
The lollowing parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 38.5 L.67 mho/m
Measured Head TSL parameters (22.0 =0.2)°C 38.5 6% 1.71 mho/m +6%
Head TSL temperature change during test <0.5°C

SAR result with Head TSL at 2300 MHz

SAR averaged over 1 ¢m® (1 g) of Head TSL Condition
SAR for nominal Head TSL parameters 24 dBm Input power 12.1 Wikg
SAR for nominal Head TSL parameters normalized to 1W 48.2 Wikg £17.0% (k= 2)
SAR averaged over 10 cm® (10 g) of Head TSL Condition
SAR lor nominal Head TSL parameters 24 dBm Inpul power 5.83 Wikg
SAR for nominal Head TSL parameters normalized to 1W 23.2 Whg £16.5% (k=2)

Certiticate No: D2300V2-1006_Jan25 Page 3ol &



D2300V2 - SN: 1006 January 14, 2025

Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with Head TSL at 2300 MHz

Impedance 4800-310
Return Loss -29.5 dB

General Antenna Parameters and Design

| Electrical Delay (one direction) | 1.168 ns |

After long term use with 100W radiated power, only a slight warming of the dipole near the leedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to
the secand arm of the dipole. The antenna Is therefore shori-circuited for DC-signals. On some of the dipoles, small end
caps are added to the dipole arms in order to improve matching when lpaded according to the posiion as explained In the
"Measuremen| Conditions” paragraph. The SAR data are not affected by this change. The overall dipale length is still according
to the Standard. Mo excessive force must be applied to the dipole arms, becausea they might bend or the soldered connections
near the feedpoint may be damaged.

Additional EUT Data

| Manufactured by SPEAG

Certificate No: D2300V2-1008_Jan25 Paged ol g



D2300V2 - SN: 1006

January 14, 2025

System Performance Check Report

Summary
Dipale Frbgquency [MHE] TSL Perwer folRtem]
DEIDOVE = ST 2300 HiL 24

Exposure Conditions
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Hardware Setup
Phantom TaL, Meawured Dato Prabe, Cabbrdtion Date AL Callbration Date
MEF V0 Conter HAL, JOZN-00- 14 EXIDN = SHTIAS, 202500 -10 DAESfp 500 EB3G, J024- 628
Scans Setup Measurement Resuits
Zoom Scan Zoom Scan
Gl Extemiy [mm]) w3 x 30 Date I025=001-14

G Stegrs Jmen|

3Ox 30 n .5 PERARTg [WIEgG| 1
Senaor Surfate frrm) L4 aEhAR G ' Kl 580
Graded Grd Yird Fonvad Dill (U] i,
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Suefate Dotecikon WMS « Gp T5L Corretiion Positive © Negative
S Method Measuped

Irshmpoi i

0 dit = 24.5 W/Kg

Certificate MNo: D2300V2-1006_Jan25

Page5of 6



D2300V2 - SN: 1006 January 14, 2025

Impedance Measurement Plot for Head TSL

S1T1 Semith (R-+1X) Scale 1.00
=1 Z.300000 GHz 4B.976 Q-3.140 0
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SPORTON LAB.

D2300V2, serial no. 1006 Extended Dipole Calibrations
If dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in impedance (within 5 ohm

of prior calibration), the annual calibration is not necessary and the calibration interval can be extended.

<Justification of the extended calibration>

D2300V2 — serial no. 1006

2300MHZ
Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ohm)
01.14.2025
-29.5 49 -3.1
(Cal. Report)
01.13.2026
-32.045 -7.94 47.184 -1.816 -4.5402 -1.4402
(extended)

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978



SPORTON LAB.

<Dipole Verification Data> - D2300 V2, serial no. 1006 (Data of Measurement : 01.13.2026)
2300MHz - Head

Single

Continuous

Hold
All Channels

Continuous
Disp Channels

 Trigger Source
| Internal

SR

| OnSwesp

| all Channel

Restart

Ext Trig Input

| MNegative Edge

Single

Continuous

Hold
All Channels

Continuous
Disp Channels

Trigger Source |
| Internal

SR

| OnSwesp

| all Channel

Restart

Ext Trig Input

| MNegative Edge

|1 Start 2.1 GHz

IFBW 70 kHz

Stop 2.5 GHe

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456

FAX : 886-3-328-4978




Calibration Laboratory of e S Schweizerischer Kalibrierdiensi
Sehmid & Partner ry i\g//’% c Service sujsse d'élalonnage
Engineerlng AG s Servizio svizzero di taratura

= = Swiss Callbration Service
Zeughausstrasse 43, B004 Zurich, Switzerland "m
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreament for the recognition of calibration certificates

client | Sporton Certificate No. | D2600V2-1078_Jun25
Taoyuan City
CALIBRATION CERTIFICATE
Object D2600V2 - SN: 1078
Calibration procedurets) QA CAL-05.v12

Calibration Procedure for SAR Validation Sources between 0.7 - 3 GHz

Calibration data June 11, 2025

This calibration certilicate documents the raceability to national standards, which realize the physical units of measurements (S1).
The measurements and the uncertainties with confidence probabllity are given on the following pages and are part of the certilicate.

All callbrations have been conducted in the closed laboratory facility: enviranment temperature (22 = 3)°C and humidity < 70%.
Calibration Equipmant used (M&TE critical for calibration)

Primary Standards o] Cal Date (Certilicale Mo.) Seneduled Cal
Power Sensor &S NRP-331 SN: 100967 | 26-Mar-25 (No. 217-04290) War-26

Power Sensor RAS NREP18A SN 101859 | 06-Fab-25 (No. 4030A315000541) Feb-26
Spectrum Analyzer R&S FSYAD SN 101832 | 29-Jan-25 (No. 4030A315000658) Jan-26
3.5mm mismatch combnation 8N: 1152 24-Mar-25 (Mo, 217-042093) Mar-26

OCP DAK-12 SN: 1018 24-Sopt-24 (No, OCP-DAK12-1018_Sep24) Sep-25

‘OGP DAK-3.5 SN: 1249 23-Sepl-24 [No. OCP-DAK3.5-1249_Sep24) Sep-25
Relerence Probe EX30V4 SN: 7348 10-Jan-25 (Nog, EX3-T349 Jan25) Jan-26
DAEAip EN: 1836 17-Apr-25 (No. DAE4ip-1836_Apres) Apr-26
Secondary Standards [n} Check Date (In housa) Seheduled Check
ACAD Selup 1 SN 1000 27-May-25 (Mo, B76-AGAD_Bource_Box-2505a7) | May-26

Signal Generator R&S SMB100A SN:TB20B1 | 27-May-25 (No. B75-CAL16-54588-250527) May-26
Mismatch; Shia SN 1102 24-Apr-25 (Mo, 675-Mismatch_SMA-250424) Apr-26

QOCP DAK-12 SN 1029 27:Fab-25 (No. OCP-DAK12-1028_FebZ5) Feb-26

QOCP DAK-35 SN: 1336 09-Dec-24 (No, OCP-DAK3.5-1336_Dec24) Dec-25

Mame Funclion Signaiure

GCallbrated by Paula Pina Laboratory Technician 3%
Approved by Sven Kihn Technical Manager ’- l ///,EM

Issued; June 17, 2025
This calibration certificate shall not be reproduced axcept in full without wrilten approval of the laboratory,
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Engineering AG b= S Swiss Callbration Service

Zeughaussirasse 43, 8004 Zurich, Switzerland "5.,;@3‘"

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories 1o the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary

TSL tissue simulating liquid
ComnvF  sensitivity in TSL / NORM x.y.z
MNIA not applicable or not measured

Calibration is Performed According to the Following Standards

-

IEC/IEEE 62209-1528 "Measurement Procedura For The Assessment Of Specific Absorption Rate Of Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528: Human Models,
Iinstrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)", Cctober 2020.

KDB BB5E64, "SAR Measurement Requirements for 100 MHz 1o 6 GHz"

Additional Documentation

DASY System Handbook

Methods Applied and Interpretation of Parameters

-

Measurement Conditions; Further details are available from Ihe Validation Report at the end of the certificate. All figures
staled In the certificate are valid at the frequency indicated.

Antenna Parameters with TSL: Tha dipols is mounted with the spacer o position its feed point exactly below the center
marking of the flat phantom section, with the arms oriented paraliel 1o the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole positioned under the liquid filled
phantom, The impedance stated Is transformed from the measurement at the SMA connector to the teed point. The Return
Loss ensures low reflected power. No uncertainly required.

Electrical Defay: One-way delay between the SMA connector and the antenna feed point. No uncertainty required.

SAR measured: SAR measured at the stated anlenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna connecior.

SAR for nominal TSE parameters: The measured TSL parameters are used fo calculate the nominal SAR resull.

The reparted uncertainty of measurement is staled as the standard uncertainty of measurement multiplied by the
coverage factor k=2, which for a normal distribution corresponds fo a coverage probability of approximately 85%.

Cartificate No: D2600V2-1078_Jun25 Page 2 o &




D2600V2 - BN: 1078 June 11, 2025

Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASYE Module SAR 16.4.0
Extrapolation Advanced Extrapolation
Phantom Modutar Fiat Phantom
Distance Dipole Center - TSL 10 mm with spacer
Zoom Scan Resolution dx, dy = 5mm, tz = 1.5mm Graded Ratio = 1.5 mm (Z direction)
Frequency 2B00MHz +1MHz

HSL parameters at 2600 MHz

The tallowing parameters and calculations were applied.

Temperature Permittivity Conductivity
Mominal HSL paramelers 22.0°C 3a.0 1.96 mhofm
Measured HSL parameters (22.0 £0.2)"C 37.4 6% 2.00 mho/m £6%
HSL temperature change during test <05°C

SAR result with HSL at 2600 MHz

SAR averaged over 1cm? (1 g) of HSL Condition
SAR for nominal HSL parameters 24 dBm input power 13.9 Wikg
SAR for nominal HSL parameters normalized to TW 55,3 Wikg £17.0% (k=2)
SAR averaged over 10 cm? (10 g) of HSL Caondition
SAR for nominal HSL parameters 24 dBm input power 6.26 Wikg
SAR for nominal HSL parameters normalized to. 1W 24.9 Wikg £16.5% (k=2)

Certificate No: D2600V2-1078_Jun2s Page 3ol &



[2600V2 - SN: 1078 June 11, 2025

Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with HSL at 2600 MHz

Impedance 496 0-7.2j0
Return Loss -22.8dB

General Antenna Parameters and Design

[ Electrical Delay {one direction) [ 153 ns |

After long term use with 100W radiated power, only & slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line Is directly connected 1o
the second arm of the dipole. The antenna Is therefore shori-circuited for DC-signals. On gome of the dipoles. small end
caps are added 1o the dipole arms In order to improve matching when loaded according to the position as explained in the
“Measuremeant Conditions” paragraph, The SAR data are nol affected by this change. The overall dipole length is still according
to the Standard, No excessive force must be applied to the dipole arms, because they might bend or the soldered connections
near the feedpoint may be damaged.

Additional EUT Data

Manutactured by SPEAG

Certificate No: D2600V2-1078_Jun25 Paged ot 6



D2600VE - EN: 1078 Juna 11, 2025

Systam Performance Check Repont

Summary
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ARV = SNIOTA TR JEsL Ja

Exposure Conditions
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D2600V2E - BN: 1078 dJune 11, 2025

Impedance Measurement Plot for HSL
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SPORTON LAB.

D2600V2, serial no. 1078 Extended Dipole Calibrations
If dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in impedance (within 5 ohm

of prior calibration), the annual calibration is not necessary and the calibration interval can be extended.

<Justification of the extended calibration>

D2600V2 — serial no. 1078

2600MHZ
Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (chm)|Imaginary Impedance (ohm)|Delta (ohm)
06.11.2025
-22.797 49.609 -7.227
(Cal. Report)
06.10.2026
-22.33 2.049 49.2 -0.409 -7.68 -0.453
(extended)

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.

TEL : 886-3-327-3456
FAX : 886-3-328-4978



SPORTON LAB.

<Dipole Verification Data> - D2600V2, serial no. 1078 (Data of Measurement : 06.10.2026)
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SPORTON INTERNATIONAL INC.
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CALIBRATION CERTIFICATE

Otject DAE4 - SD 000 D04 BO - SN; 1647

Calibration procedure(s) QA CAL-06.v30
Calibration procedure for the data acquisition electronics (DAE)

Galibration date: October 20, 2025

This calibration cerificate documents the traceability to national standards, which realize the physical units of measurements (51)
The mieasurements and the uncertainties with confidence probability. are given on the following pages and are part of the cerificate,

All calibrations have been conducted in the closed laboratory facility: environment lemperature (22 + 3)°C and humidity < 70%.

Catibraiion Equipment used (M&TE critical for calibration)

Primary Siandards 1D # Cal Date (Certificate MNa.) Scheduled Calioration

Kaithtey Mullimeter Type 2001 SN 0810278 15-Aug-25 (No43873) Aug-28

Secondary Standards o Check Date (in house} Schedided Chack

Auto DAE Catibration Unit SE UWS 053 A8 1001 23-Jan-25 (in house check) In house check: Jan-26
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Glossary

DAE data acquisition electronics

Connector angle  information used in DASY system to align probe sensor X to the robot
coordinate system.

Methods Applied and Interpretation of Parameters
e DC Voltage Measurement: Calibration Factor assessed for use in DASY system by
comparison with a calibrated instrument traceable to national standards. The figure given
corresponds to the full scale range of the voltmeter in the respective range.

e Connector angle: The angle of the connector is assessed measuring the angle mechanically
by a tool inserted. Uncertainty is not required.

» The following parameters as documented in the Appendix contain technical information as a
result from the performance test and require no uncertainty.

e DC Voltage Measurement Linearity: Verification of the Linearity at +10% and -10% of
the nominal calibration voltage. Influence of offset voltage is included in this
measurement.

« Common mode sensitivity: Influence of a positive or negative common mode voltage on
the differential measurement.

e Channel separation: Influence of a voltage on the neighbor channels not subject to an
input voltage.

s« AD Converter Values with inputs shorted: Values on the internal AD converter
corresponding to zero input voltage

¢ Input Offset Measurement: Output voltage and statistical results over a large number of
zero voltage measurements.

« Input Offset Current: Typical value for information; Maximum channel input offset
current, not considering the input resistance.

« Input resistance: Typical value for information: DAE input resistance at the connector,
during internal auto-zeroing and during measurement.

« Low Battery Alarm Voltage: Typical value for information. Below this voltage, a battery
alarm signal is generated.

« Power consumption: Typical value for information. Supply currents in various operating
modes.

Certificate No: DAE4-1847_Oct25 Page 2 of 5



DC Voltage Measurement
A/D - Converter Resolution nominal

High Range: 1LSB = B1uV full range = -100.. .+300 mV
Low Range: 1LSB = g1inV | full range = -1.......43mV
DASY measurement parameters: Auto Zerc Time: 3 sec; Measuring time: 3 sec
Calibration Factors X Y Z
High Range 405.043 + 0.02% (k=2) | 405.015 + 0.02% (k=2) | 404.902 + 0.02% (k=2)
Low Range 4.02013 + 1.50% (k=2) | 3.88942 + 1.50% (k=2) | 3.99033 + 1.50% (k=2)
Connector Angle

Connector Angle to be used in DASY system

126.0°£1°

Cerificate No: DAE4-1647_Oct25
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Appendix (Additional assessments outside the scope of SCS0108)

1. DC Voltage Linearity

High Range Reading (uV) Difference {(uV) Error (%)
Channel X + Input 200034.84 017 0.00
Channel X + Input 20003.30 -0.14 -0.00
Channel X - Input -20008.73 1.37 0.01
Channel Y + Input 20003577 0.84 0.00
Channel Y + Input 196899 38 -4.01 =0.02
Channel ¥ - Input -20009.98 0.17 -0.00
Channel 2 + Input 200036.05 -0.08 -0.00
Channel 2 + Input 20000.38 -2.97 -0.01
Channel Z - Input -20011.53 -1.37 0.01
Low Range Reading (uV) Difference (uV) Error (%)
Channel X + Input 1997 64 -0.27 -0.01
Channel X + Input 1497 .83 -0.01 -0.01
Channel X - Input -202 22 0.00 -0.00
Channel Y + Input 1997.85 012 0.01
Channel Y + Input 197.22 -0.51 -0.26
Channel Y - Input -203.08 -0.87 043
Channel £ + Input 1997.77 -0.08 -0.00
Channel Z + Input 197 .18 -0.58 -0.29
Channel Z - Input -202 65 -0.41 020
2. Common mode sensitivity
DASY measurement parameters: Auto Zerc Time: 3 sec, Measuring time: 3 sec
Common mode High Range Low Range
Input Voltage (mV) Average Reading (uV) Average Reading (uV)
Channel X 200 -4.24 -5.33
- 200 615 4.48
Channel ¥ 200 7.23 T.26
- 200 867 983
Channel Z 200 -9.20 -9.68
=200 8.88 875
3. Channel separation
DASY measurement parameters: Auto Zero Time: 3 sec; Measuring time: 3 sec
Input Voltage (mV) | Channel X (uV) | Channel ¥ (uV) Channel Z {uV)
Channel X 200 - 1.08 =247
Channel ¥ 200 527 - 281
Channel £ 200 8.48 3.45

Cartificate No: DAE4-1647_0ct25
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4. AD-Converter Values with inputs shorted

DASY measurement parameters: Auto Zero Time: 3 sec; Measuring time: 3 sec

High Range (LSB}

Low Range (LSB)

Channel X

16031 16584
Channel Y 15802 16244
Channel 2 15869 13849

5. Input Offset Measurement
DASY measurement parameters: Auto Zero Time: 3 sec; Measuring time: 3 sec

Input 10MQ
Average (V) | min. Offset (1) | max. Offset (uv) | % ?:;;““""
Channel X 0.68 -0.56 3.03 0.46
Channel Y 0.67 124 013 0.27
Channel 2 -0.18 -1.36 0.95 0.37

6. Input Offset Current
Naorminal Input circuitry offset current on all channels: <25fA

7. Input Resistance (Typical values for information)

Zeroing (kOhm)

Measuring (MOhm)

Channel X 200 200
Channel ¥ 200 200
Channel 2 200 200

8. Low Battery Alarm Voltage (Typical values for information)

Typical values

Alarm Level (VDC)

Supply (+ Vec) +7.9
Supply (- Vec) =76

9. Power Consumption (Typical values for information)
Typical values Switched off (mA) | Stand by (mA) | Transmitting (mA)
Supply (+ Vee) +0.01 +6 +14
Supply (- Vec) 0.0 -8 -9

Cerlificate No: DAE4-1647_0ct25
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CALIBRATION CERTIFICATE

Object DAE4 - SD 000 D04 BO - SN: 1694

Calibration procedure(s) QA CAL-06.v30
Calibration procedure for the data acquisition glectronics (DAE)

Calibration date October 15, 2025

‘This calibration certificate documents the traceability to national standards, which realize the physical units ‘of measurements (51},
Thi measirements and the uncertainties with confidence probability are given on the fellowing pages and are part of the cartificate,

Alf calibratlons have besn canducted in the closed laboratary facility: enviranment lemperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used (MATE cntical tor calibration)

Primary Standards D Cal Date (Certificate Na.) Scheduled Calibration

Keithley Multimeter Type 2001 SM: 0810274 15-ALg-25 (No:43873) Fug-26

Secondary Standards 0 # Check Date {in house] Scheduled Check

Auto DAE Calibration Unn SE UWS 053 AA 1001 23-Jan-25 {in house check) In house check: Jan-26
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Namie Function Sigrature
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This calibration certificats shall not be raproduced except In full withoul written approval of the laboratory
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Glossary

DAE data acquisition electronics

Connector angle  information used in DASY system to align probe sensor X to the robot
coordinate system.

Methods Applied and Interpretation of Parameters
« DC Voltage Measurement: Calibration Factor assessed for use in DASY system by
comparison with a calibrated instrument traceable to national standards. The figure given
corresponds to the full scale range of the voltmeter in the respective range.

e Connector angle: The angle of the connector is assessed measuring the angle mechanically
by a tool inserted. Uncertainty is not required.

e The following parameters as documented in the Appendix contain technical information as a
result from the performance test and require no uncertainty.

« DC Voltage Measurement Linearity: Verification of the Linearity at +10% and -10% of
the nominal calibration voltage. Influence of offset voltage is included in this
measurement.

« Common mode sensitivity: Influence of a positive or negative common mode voltage on
the differential measurement.

« Channel separation: Influence of a voltage on the neighbor channels not subject to an
input voltage.

o AD Converter Values with inputs shorted: Values on the internal AD converter
corresponding to zero input voltage

s |nput Offset Measurement. Output voltage and statistical results over a large number of
zero voltage measurements.

s Input Offset Current: Typical value for information; Maximum channel input offset
current, not considering the input resistance.,

s Input resistance: Typical value for information: DAE input resistance at the connector,
during internal auto-zeroing and during measurement.

e Low Battery Alarm Voltage: Typical value for information. Below this voltage, a battery
alarm signal is generated,

« Power consumption: Typical value for information. Supply currents in various operating
modes

Certificate No: DAE4-1694_0ct25 Page 20l 5



DC Voltage Measurement
AID - Converter Resolution nominal

High Range: 1LEB = IS ITATE full range = -100.. +300 mV
Low Range: 1LSE = BinV, full range= -1....... +3m\V
DASY measurement parameters; Auto Zero Time: 3 sec; Measuring time: 3 sec
Calibration Factors X Y Z
High Range 405.390 + 0.02% (k=2) | 405.075 + 0.02% (k=2) | 405.358 + 0.02% (k=2)
Low Range 3.00944 + 1.50% (k=2) | 3.99570 + 1.50% (k=2) | 4.01832 £ 1.50% (k=2)
Connector Angle
Connector Angle to be used in DASY system 101.5%¢ 1"

Cedificate No: DAE4-1694 0125 Fage 3of5



Appendix (Additional assessments outside the scope of SCS0108)

1, DC Voltage Linearity

High Range Reading (pV) Difference (uV) Error (%)
Channel X + Input 199904 96 -1.23 -0.00
Channel X + Input 2000329 1.10 0.0
Channel X - Input -20001.02 1.84 0.0
Channel Y + Input 199996.34 0.11 0.00
Channel Y + Input 18988.72 -2.55 -0.01
Channel ¥ - Input -20004.00 -1.09 0.01
Channel 2 + Input 198895 57 -1.04 -0.00
Channel 2 + Input 20001.57 -0.70 -0.00
Channel 2 - Input -20002.60 0.36 -0.00
Low Range Reading (V) Difference (uV) Error (%)
Channel X +Input 2000.67 0.18 0.01
Channel X +Input 201.25 0.48 0.24
Channel X - Input -188.00 0.94 -0.47
Channel Y + Input 200067 0.04 0.00
Channel Y + Input 200.14 -0.65 -0.32
Channel Y - Input -10958 89 -0.92 0.46
Channel Z + Input 2000.58 -0.07 -0.00
Channel £ + Input 200.48 -0.25 -0.12
Channel Z - Input 188 42 -0.38 D8
2. Common mode sensitivity
DASY measurement parameters: Auto Zero Time: 3 sec; Measunng time: 3 sec
Common mode High Range Low Range
Input Voltage (mV) Average Reading (pV) Average Reading (uV)

Channel X 200 -10.32 -12.23

-200 14.15 12.57
Channel Y 200 031 -0.37

- 200 -1.78 -2.08
Channel Z 200 012 -0.29

=200 -0.85 -1.05

3. Channel separation
DASY measurement parameters. Auto Zero Time. 3 sec, Measuring time: 3 sec

Input Voltage (mV) | Channel X (uV} | Channel Y (uV) Channel Z (uV)
Channel X 200 - 2.77 -1.97
Channel ¥ 200 880 - 551
Channel £ 200 B.94 4.72 -
Ceftificate No: DAE4-1884_Cic125 Paged of 5




4. AD-Converter Values with inputs shorted
DASY measurement parameters. Auto Zero Time: 3 sec, Measuring time: 3 sec

High Range (LSB) Low Range (LSB)
Channel X 16011 15267
Channel Y 15690 14410
Channel Z 16121 14273

5. Input Offset Measurement
DASY measurement parameters. Auto Zero Time: 3 sec; Measuring time: 3 sec

Input TOMQ
Average (uV) min. Offset (pV) | max. Offset (uV) . ?:;_;ation
Channel X 1.50 0.14 2.27 0.35
Channel Y -0 45 -1.98 1.07 0.34
Channel 2 -0.00 -1.59 1.13 0.35
6. Input Offset Current
Nominal Input circuitry offset current on all channels: <254
7. Input Resistance (Typical values for information)
Zeroing (kOhm) Measuring (MOhm)
Channel X 200 200
Channel ¥ 200 200
Channel Z 200 200
8. Low Battery Alarm Voltage (Typical values for information)
Typical values Alarm Level (VOC)
Supply (+ Vce) +7.9
Supply (- Vee) 7.8
9. Power Consumption (Typical values for information)
Typical values Switched off (mA) | Stand by (mA) | Transmitting (mA)
Supply (+ Vce) +0.01 +A +14
Supply {- Vcc) -0.01 -8 -9

Cerificate Mo: DAE4-16894_0ct25
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CALIBRATION CERTIFICATE
Objec EX3DV4 - SN:7695 |
| Calibration procedure(s) QA CAL-01.v10, QA CAL-12.v10, QA CAL-14.v7, QA CAL-23.v6,
QA CAL-25.v8, QA CAL-48.v2
Calibration procedure for dosimetric E-field probes:
Calibration date August 14, 2026
This cafibration cerfificate documents the traceability to national standards, which realize the physical units of measurements (S1), |
The measurements and the uncartainties with confidence prabability are given on the following pages and are part of the cerlificats.
All ealibrations have been conducted In the closed laboratory facility: environmen! temperature (22 + 3)°C and Rumidity < 7086,
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| OCF DAK-12 SN: 1029 24-Feb-26 (No. OCP-DAK12-1029_Feb2E) Fab-27
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Glossary

TEL tissue simulating liquid

NORM,yz sensitivity in free space

ConvF sensitivity in TSL / NORMzx,y.z

bcp diode compression point

CF crest factor (1/duty_cycle) of the RF signal

AB.CD modulation dependent linearization parameters

Polarization ¢ i rotation around probe axis

Polarization & # rotation around an axis that is in the plane normal to probe axis lat measurement center), Le., 8=01s

normal to probe axis
Connector Angle  information used in DASY system to align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

a) |EC/IEEE 62209-1528, “Measurament Procedure for The Assessment of Specific Absorption Rate of Human Exposure to
Radio Frequency Fields from Hand-Held and Body-Worn Wireless Communication Devices — Part 1528: Human Models,
Instrumentation and Procedures (Frequency Range of 4 MHz to 10 GHz)", October 2020,

b) KDB 865664, “SAR Measuremant Requirements for 100 MHz fo § GHz"

Methods Applied and Interpretation of Parameters:

*+ NORMx,y.z: Assessed for E-fleld polarization € = 0 (f = 800MHz in TEM-cell: f > 1800 MHz: RS waveguide), NORMx .z

are only intermediate values, i.e.. the unceriainties of MOBMzx,y.z do not affect the E*-figld uncertainty inside TSL (see

below ConvF).

NORM(f)x.y.z = NORMx.y.z * frequency._response (see Frequency Response Chart). This linearization is implemented in

DASY4 software versions later than 4.2. The uncertainty of the frequency response is included in the stated uncertainty of

GonvF,

DCPx,y.z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW signal. DCP

is independent of frequency and medium.

PAR: PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal characteristics.

* Axyz; Bx.yz: Cxyz; Dxyz; VRx,yz: A, B, C. D are numerical linearization parametars assessed based on the data of

power sweeps for specific modulation signals. The parameters are independent of frequency and medium, VR ig the

maximum calibration range expressed in RMS voltage across the diode.

ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature Transfer Standard for

f = BOOMHz) and inside waveguide using analytical flald distributions bazed on power measuremants for f > BOOMHz. The

same selups are used for assessment of the paramaters applied for boundary compensation {alpha, depth) of which typical

uncertainty values are given. These parameters are used in DASY4 software to improve probe accuracy close to the

beundary, The sensitivity in TSL corresponds to NOAMx, ¥z * ConvF whereby the uncertainty corresponds to that given for

ConvF. A fraquency dependent ConvF is used In DASY version 4.4 and higher which allows extending the validity from

=50 MHz to £100 MHz.

* Spherical isotropy (3D deviation from isotropy): In a field of low gradients realized using a flat phantom exposed by a patch
antenna.

* Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the probe tip {on probe axis),

Mo tolerance required.

Connector Angle: The angle is assessed using the information gained by determining the NORMx (no uncertainty required).

Certificate No: EX-7695_Aug26 Page 2 of 21



EX3DV4 - SN:7605

Parameters of Probe: EX3DV4 - SN:7695

Basic Calibration Parameters

August 14, 2026

Sensor X Sensor ¥ Sensor Z Unc(k=2)
Norm (uV/(Vim)2) & 0.56 0.67 0.55 +10.1%
DCP (mV) B 104.3 105.7 106.3 +4.7%
Calibration Results for Modulation Response
UID | Communication System Name A B E D VR | Max | Max
dB | dB,/uV dB mV | dev. | Unck
k=2
x| 000 0.00 1.00 ] 0.00 | 1478 | £1.4% | =4.7% |
0 Continuous Wave ¥ | 0.00 0.00 1.00 138.8
Z | 0.00 0.00 1.00 148.8
X | 083 60.97 18.05 | 10.00 | 23.0 | £1.8% | +9.6%
10352 | Pulse (D=10%, T=5ms) Y| 0.44 6217 15.30 24.0
2| 0.21 5643 14,68 230
X| 059 72.08 18.10 | 6.99 | 46.0 | £1.5% | +9.6%
10353 | Pulse (D=20%, T=5ms) Y| 0.4 f5.18 15.36 470
Z| 020 B2.44 14.72 470
X | 055 75.99 1816 | 3.98 | 93.0 | +1.4% | +9.6%
10354 | Pulse (D=40%, T=5ms) Y| 0.38 BE.19 15.52 | 84.0
Z| 0.18 65.45 14.75 540
X| 053 77.75 18,19 | 2.22 | 139.0 | £1.4% | +9.6%
10355 | Pulse (D=60%, T=5ms) ¥ | 0.a7 69.95 15.46 1410
Z| 018 B7.21 1476 | 140.0
X | 0.00 50.28 1B.58 | 0.19 | 108.0 | £1.6% | £0.6%
10387 | Random (BW=1MHz, MOD=QPSK) Y| 0.00 G7.07 16.99 108.0
Z| 0.02 B0.B0 15,87 105.0
¥ 163 74.76 1742 | 0.00 | 114.0 | z2.7% | +0.6%
10386 | Random (BW=10 MHz, MOD=QPSK) Y| 0.82 66.96 1465 715.0
Z| 054 64.22 13.95 1150
- % | 0.00 7370 | 20.74 | 163 | 60.0 | £3.8% | +9.6%
10296 | Random (BW=100kHz, MOD=84QAM) ¥ | 0.00 65.90 184 B1.0
Z| 0.00 80.59 17.14 81.0
X 380 73.70 17.29 | 0.00 | 105.0 | £4.2% | +9.6%
10399 | Random (BW=40 MHz, MOD=640AM) Y| 2.00 65.90 13.81 107.0
Z| 1.50 63.16 13.01 107.0
X | 458 7143 | 1729 000 [ 77.0 | £2.1% | +9.6%
10414 | Random (BW=40 MHz, HIGH PAR) Y| 242 63.63 13.87 78.0
Z| 1.83 60.69 12.90 ~78.0

Note: For details on UID parameters see Appendix

The reported uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the coverage
factor k=2, which for a normal distribution corresponds to a coverage probability of approximately 95%.

" The uncertaintles of Norm X,Y.2 da not affect the E2-field uncertainty inskle TSL (sse Pages 5 and B

B Linearization parameter unceriminty for maximum specifisd field strength,

E Uncertainty is determined as the maximam deviation fram linearity, assuming & rectangular dsiribution, and & expressed in terme of the squared fisld valus,
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EX3DV4 - SN:7695

Parameters of Probe: EX3DV4 - SN:7695

Sensor Model Parameters

August 14, 2026

c1 cz [¥ L] T2 T3 T4 T5 TE
fF 1F v msV-2 msV-! ms e v-1
® 9.6 70.23 34.46 2.74 0.00 4,90 D.EB 0.00 1.00
¥ B.Y 62.90 33.58 413 0.00 4,90 0.68 0.00 1.00
2 B2 58.37 33.76 2.08 | (.00 4,90 0.42 0.00 1.00
Other Probe Parameters
Sensor Arrangement Triangular
Connector Angle o4
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disabled |
Probe Overall Length 336 mm
Probe Body Diameter 12mm
Tip Length amm
Tip Diametar 2.5mm
Probe Tip to Sensor X Calibration Point 1mm
Probe Tip to Sensor Y Calibration Point 1mm
Probe Tip to Sensor 2 Calibration Point 1mm
Recommended Measurement Distance from Surface 1.4mm

Note: Measurament distance from surlace can be increasad to 3-4mm far an Area Scan job.
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EX3DV4 - SN:7605 August 14, 2026

Parameters of Probe: EX3DV4 - SN:7695

Calibration Parameter Determined in HSL

f (MHz)® Relative Conductivity" | ConvFX | ConvFY | ConvFZ | Alpha® | Depth® UncH
Permittivity™ {Sim) (mm) {k=2)
13 55.0 0.75 14.15 14.46 14.12 0.00 1.25 +13.3%
750 413 0.89 9.14 9.72 9.56 0.34 1.27 +11.0%
835 415 0.90 8.90 9.47 9.31 0.34 1.27 +11.0%
800 415 0.97 8.75 9,31 9.15 0.34 127 +11.0%
1750 40.1 1.37 7.73 B.22 8.09 0.35 1.27 +11.0%
1600 40.0 1.40 7.49 7.97 7.84 0.35 1.27 +11.0%
2000 40.0 1.40 7.35 7.82 7.69 0.35 1.27 +11.0%
2300 39.5 1.67 7.20 7.66 7.53 0.35 1.27 £11.0%
2450 39.2 1.80 7.10 7.56 7.43 0.35 1.27 +11.0%
2600 35.0 1.96 7.00 7.45 7.32 0.35 1.27 +11.0%
3300 38.2 2.71 6.51 7.03 6.91 0.35 1.27 +13.1%
3500 378 2.91 652 6.94 6.82 0.38 1.27 +13,1%
3700 37.7 3.12 6.47 6.89 B.77 0.36 1.27 +13.1%
3900 375 3.32 6.37 6.77 6.66 0.36 1.27 +13.1%
4100 372 3.53 .27 6.67 6.56 0.36 1.27 +13.1%
5250 35.9 4.71 537 5.71 5.61 0.32 1.27 +13.1%
5600 35.5 5.07 4.77 5.08 4.99 0.29 1.27 +13.1%
5800 35.3 5,27 4.83 5.14 5.06 0.27 1.27 +13.1%

c Froquency validity shove 300 MHz of £100 MHz only applies lor DASY v4.4 and higher [sea page 2), aise it is restricted to £50 MHz. The uncertalnty 15 the
ASS.of the ComvF uncertainty at callbration frequency and the uncartainty far the indicated frequancy band. Frequency validity balow 300 MHz is +10, 25,
40, 50 and 70 MHz for ConvF assessments at 30, B4, 128, 150 and 220 MHz respactvely, Validity of ConvF asseseed at 6 MHz iz 4—8 MHz, and ConvF
aesessed at 13 MHz s 8-19MHz. Above 5 GHz frequency validity can be extended to 110 MHz.

F The probee are calibrated using tissue simulatig llgulds (TSL) that deviate for £ and o by less than +5% from the target valueas {typically better than +3%)
and are valid for TSL with deviations of up to +10% if SAR carrection is applied,

9 Alpha'Depth ere determined during cafibration. SPEAG warrants that the remaining deviation dus to the boundary effect after compensation Iz always less

than £1% lor fraquencies below 3 GHz and below +2% for frequencies between 3-8 GHz al ary distance larger than hall the probe tip diameter from the
bowndary.

" Tha stated unceriainty Is the total calibration uncertalnty (k = 2) of Norm-CorwF, This ls equivalent to the uneertainty component with the symbol GF in
Table 9 of [EC/IEEE 62209-1528:2020,
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EX3DV4 - SN:7695 August 14, 2026

Parameters of Probe; EX3DV4 - SN:7695

Calibration Parameter Determined in HSL

f (MHz)C Relative Conductivity" | ConvEX | ConvFY | ComvFZ Alpha® | Depth® UncH
Permittivity™ (S/m) (mm) (k=2)
B500 34.5 6.07 5.268 5.60 5.51 0.20 1.27 +1B.6%

c Frequency validity Is —600/+700 MHz &1 5.5 GHz, +700 MHz at or above 7GHz, and =150 MHz &t 3,85 GHz. The uncertainty is the RSS of the ConvE
uncariainty at calibration fregquency and the uncertaingy for the indicated frequency band,

F The probes are calibrated using tissue simulating fiquids [T5L) that deviate for ¢ and o by l=gs than +10% from the target vakies (typically botter than =6%)
and are valid for TSL with deviations of up to +10%.

B Alpha/Depih are determinad during callbration., SPEACG warrants that the remaining deviation due to the boundary effect after compensation is always less
than 1% for frequencies bafow 3 GHz; below +2% for frequencies between 3-8 GHz: and below +4%, for frequencies between 5-10 GHz at any distance
larger than hal the probe tp diamater from the boundary,

M The stated uncertainty is the total calibration uncertainty [k = 2) of Norm-ComeF. This [s equivalent to the uncartainty companent with the symbel GF in

Table 9 of [EC/IEEE G2208-1528:2020.
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EX3DV4 - SN:7885 August 14, 2026

Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide:R22)
1.5

147

1.2

LF% s

0o

Frequency response (normalized)
L
|
L
E-d

08

0.7

0.6 [

D'ED—E{] 400 600 800 1000 1200 1400 1600 1800 2000 2200 2400 2600 2800 EU.DD 3200

T [MHz]
—=—TEM —4—R22

Uncertainty of Frequency Response of E-field: +6.3% (k=2)
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EX3DV4 - SN:7695 August 14, 2026

Receiving Pattern (¢), ¢ =0°

=600 MHz, TEM, 0° f=1800 MHz, R2z, 0°
80° ag"

051 |
i) =
= :

. R == = = S S S S e e S

g T ]

i 3 =

—0.5 5 =

- [ i T T T i i {0 il i i i [ g

0 B0 120 180 240 200 360
Roll [7]
—— 100 MHz —e— BOO MHz ~— 1800 MHz —+— 2500 MHz

Uncertainty of Axial lsotropy Assessment: £0.5% (k=2)
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EX3DV4 - SN:7895

Dynamic Range f(SARys.)
(TEM cell, foya = 1900 MHz)

August 14, 2026

10°

104 |

Input Signal [uY]

108 |

102 |

100 101

SAR [mW/em?]

108

——not compensated —— compensated

Error [dB]

Liqal L h,

10° 10° 102
SAR [mWiem?)

—=— not compensated

10-1

—— compensated

Uncertainty of Linearity Assessment: £0.6% (k=2)
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EX3DV4 - SN:7695

Conversion Factor Assessment

f=1900 MHz, WGLS R22 (H_convF)
25 \ !
20 [ +
% 15| y
2
% 101 -
5 - =i
0 | I '
0 10 20 30 40
z [mm]
—s— analytical —»— measured

Deviation from Isotropy in Liquid
Error (¢, ), f = 900 MHz

f
i
2

a0 1.35 180 ' E Em

i 315 agp0

-1 -08 -06 -04 -D2 O 02 04 08 08 1
Uncertainty of Spherical lsotropy Assessment: +2.6% (k=2)

August 14, 2026
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EX30V4 - SN:T695

Appendix: Modulation Calibration Parameters

August 14, 2026

WD | Rev | Communication System Name® Group PAR (dB) | UncF k=2

0 Confinuous Wave oW 0.00 4.7
10010 | CAB | Pulee (D=10%, 1=100ms) Test 10.00 106
10011 | CAC | Rel. 93, AMC, QPSK, 5.0 MHz WCoDMA, 281 +9.6
10012 | CAB | D35S, DEPSK, 1.0 Mbps, 82.5% DC WLAN 1.87 +9.6
10013 | CAB | OFDM, BFSK, B.0Mbps, 72,19 DG WLAN 5,45 +06
10021 | DAC | Voice, GMSK, 1 slot(s) GEM 939 +9.6
10023 | DAC | Data, GEME, 1 ciot(s) GEM 957 +9.6
10024 | DAC | Data, GSMK, 2 slot(s) EE 656 FOLE
10025 | DAC | Data, BPSK, 1 siot|s) GEM 12.62 =06
10026 | DAC | Data, BPSK, 2 siots) GSM 8.55 406
10027 | DAC | Data, GSMK, 3 siotis) GEN 450 06
10028 | DAC | Data, GSME, 4 slotis) GSM 3.55 8.6
10028 | DAC | Dala, BPSK, 3 skit(s) GEM 7.78 +8.6
10030 | GAA | BR, DH1. GFSK Biueiooth 5.0 88
10031 | CAA | BR, DH3. GFEK Blustnoth 1.87 +G.6
10022 | CAA | B, DH5, GEBK Bluetoath 1.16 +9.5
10033 | CAA | EDH, OH1, pi4-DOPSK Bluetoath 7.74 0
10034 | CAA | EDR, DHA, pia-DOPEK Blustooth 453 156
10035 | CAA | EDR, OHS, pia-D0PSK Bluetooth 3.83 +9.8
10038 | CAA | EDR, OH1, B-OFEK Bluetzoth .01 80
10037 | CAA | EDR, DH3, B-DPSK Bluetanth 477 8.8
10038 | CAA | EDR, OH5, B-OFSHK Bluetooth 410 06
10032 | CAB | RCT, 1xRATT COMAZODD 457 +89.6
10048 | CAA | Full Siol, GESK, T siot(s) OEGT 1580 <66
10048 | GAA | Double Slot, GRSHK, 2 siotjs DECT 1073 0.6
10056 | CAA | TD-SCDMA, OPSK, 1.8MHz TD-SCTDMA 11.01 8.6
10058 | DAC | Data, BPSK, 4 siat(s) GEM B.52 +B.6
10059 | CAE | DSSS, DOPSK, 2.0 Mbps, 87.4% DO WLAN 212 9.5
10060 | CAB | HR-DSSS, DOPSK, 5.5 Mbpa, 72.7% DG WLAN 283 +3.6
10061 | GAB | HR-D555, DQPSK, 11.0 Mbps, 57.5% DC WLAMN 3.60 +8.6
10082 | CAE | OFDM, BPSK, 6.0 Mbps, B2.1% DC WLAN B.GE 8.5
10063 | CAE | OFDM, BPSK, 0.0 Mbps, B5.3% 00 WLAN B.63 108
10064 | GAE | OFDM, QPSK, 12.0 Mops, 82.0% DG WLAN .08 +96
10065 | GAE | OFDM, GIPSH, 16,0 Mbps, 76.0% DG WLAN B.0a +86
10066 | CAE | OFDM, 160AM, 24.0 Mops. 70.6% DG WLAN 5.38 LEE
10067 | CAE | OFDM, 160QAM, 36.0 Mbps, 52.5% 0G WLAN 1012 +5.6
10068 | CAE | OFDM, B40AM, 48.0 Mbps, 56.6% DG WLAN 10,24 +96
10069 | GAE | OFDM, B40AM, 54 0 Mbps, 5a,4% D0 WLAN 10 56 +0.6
10071 | CAB | OFDM, BPSEK, 9.0 Mbps, B5.1% DC WLAN 9.83 +8.6
10072 | GAE | QFDN, (P&K, 12.0 Mbps, 60.1% DG WLAN 9.62 =96
10073 | CAE | OFDM, QPSK, 16.0 Mbps, 53.1% DG WLAN EE 86
10074 | CAE | OFDM, 1EQAN, 24.0 Mbps, 48.5% DG WLAN 10,30 Y]
10075 | CAR | OFDM, 160AM, 36.0 Mbps, 42.9% DC WLAN 10.77 06
106076 | CAR CIF_DM.. E42AM, 48.0 Mbps, 38.5% OC WLAN 1094 8.6
10077 | CAB | OFDM, B20AM, 54.0 Mbps, 38,55 DG WLAN 11.00 06
10081 | GAE | RGS, 1xATT COMAZOON 347 +0.6
10087 | CAC | Rel. 5 HSDPA, QPSK, 5.0 MHz WCDMA 3.88 +9.6
10038 | CAC | Ral. 8 HSUPA, Subset 2, QPSK, 5.0 MHz WCDMA 3.98 +9.6
10100 | CAF | 20,0 MHz, QFSK, 100% RB LTE-FED 567 +9.8
10101 | CAF | 20.0MHz. 160AM, 100% RE LTE-FOD B.42 106
10102 | GAF | 20.0 MHz, GA0AM, 100% BB LTE-FOD B.60 )
10103 | CAH | 20.0MHz, QFSK, ULIDL GFG: 1, 550: 4, 100% RB | Te-ToD 5,29 +8.6
10104 | CAH | 20.0MHz, 180AM, UL/'DL CFG: 1, S8C: 4, 100% RB LTE-TDD 8.87 +9.6
10105 | GAH | 20.0MHz, B4QAM, UL/DL CFG: 1, 550G 4, 100% BB LTE-TRD 10,61 +9.6
10108 | GAH | 10.0MHz, OFSK, 100% RE LTE-FDD 5.80 +9.6
10109 | CAH | 10,0 MHz, 180AM, 100% RB LTE-FOD 543 +9.6
10110 | CAH | 5.0MHz, QFSK, 100% RB E-FOD 5.75 +5.6
10111 | CAH | 5.0MHz, 16GAM, 1009 RE LTE-FOD .44 +9.6
10112 | GAH | 10.0MHz, B40AK, 100% RE LTE-FDD .50 +08
10413 | CAH | 5.0MHz, 64CAM, 1D0%: RB LTE-FDD B2 486
10114 | CAE | HT40 Greenfield, MGCS0 [13.5 Mops), 99.7% DG WLAN B.10 =86
10115 | GAE | HTAD Greentield, MCS4 (81.0 Mbps), 99,77 DG WLAN 546 06
10116 | CAE | HT40 Greanleld, MGS7 {1850 Mbps), 98 7% DG WLAN B.15 A6
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EX3DV4 - SN:7885

August 14, 2026

UID | Rev | Cemmunication System NameD Group PAF (dB) | UncF k=2
10117 | CAE | HT40 Mixed, MCS0 [13.5Mbps), 89.7% DC WLAN B.07 108
10118 | CAE | HT4G Mixed, MCGS4 (51.0 Mbps), 82.7% OC WLAN B.58 166
10719 | CAE | HT40 Mixed, MCS7 {1380 Mbpe), 90,754 DC WLAN B.13 8.6
10140 | CAF | 15.0MHz, 1B2AM, 100% RB LTE-FOD B.49 +9.6
10141 | GAF | 15.0MHz, GA0AM, 100% RB LTE-FOD B.53 06
10142 | CAF | 3.0MHz, OPSK, 100% RB LTE-FDDO 5.73 +5.6
10143 | CAF | 3.0MHz, 160AM, 100% RB CTE-FOD B.35 10,5
10144 | CAF | 3.0MHz, BAQAM, 100% BB LTE-FOD B.65 +9.6
10145 | CAG | 1.4 MHz, QPSK, 100% AB LTE-FOD 576 0.6
10146 | CAG | 1.4MHz, 160AM, 100% AB LTE-FOD B.41 +8.6
10147 | CAG | 1.4 MHz, B40AM, 100% RB LTE-FD D B.72 +9.6
10148 | CAF | 20.0MHz, 160AM, 505 AR LTE-FDD B.42 +8.8
10150 | CAF | 20.0MHz, G40AM, 50% RB LTE-FOD B.6D +5.8
10151 | CAH | 20.0MHz, QPSK, UL/DL CFG: 1, 88C- 4, 50% RB LTE-TDD .28 8.6
10152 | CAH | 20.0MHz, 16QAM, UL/DL GFG: 1, S50: 4, 50% AB LTE-TOD 0.0 +0.8
10153 | CAH | 20.00MHz, 6404M, UL'DL GFG: 1, S8C: 4, 505 AR LTE-TRD 10.05 +9.6
10154 | CAH | 10.0MHz, GPSK, 505 AB LTE-FOD 5.75 +3.5
10155 | CAH | 10.0 MHz. 1628M. 50% RE LTE-FOD B.43 +9.6
10156 | GAH | 5.0MHz, GFSE, 50% RE LTE-FOD 578 166
10167 | CAH | 5.0MHz, 160AM, 50% RS LTE-FCD 6.49 +B.6
10158 | CAH | 10.08MHz. 640AM, 50% AB LTE-FI20 6.2 +8.6
10158 | GAH | 5.0MHz, B40AM, 50% FB TE-FOO B.56 406
10160 | CAF | 15.0MHz, QFEK. 50% AB LTE-FOD 5.82 106
10161 | CAF | 15.0MHz, 16QAM, 50% AB LTE-FDD B.43 +E6
10162 | CAF | 15.0MHz, GAQAN, 505 AB CTE-FOD f.58 +0.6
10166 | CAG | 1.4MHz, QFSK, 50% AE LTE-FOO 5.4 +36
10167 | CAG | 1.4MHz, 160AM, 50% RR LTE-FC:D B.21 +5.6
10168 | CAG | 1.4MHz, B40AM, 50% AB LTE-FOD ] 58
10180 | GAF | 20,0 MHz, QPSK. 1 AB LTE-FOD 5.73 +06
10170 | CAF | 20.0MHz, 162AM. 1 AB LTE-FGD B.RZ +5.6
10171 | AAF | 20,0 MHz, B40AM. 1 RB LTE-FO:D B.4% +9.6
10172 | CAH | 20.0MHz, QPSK. ULDLGFG: 1, 35C. 4, 1 AB LTE-TDD 5.3 +8.6
10173 | GAH | 20:0MHz, 160QAM, UL/DL GFG: 1, 585:4, 1 RB LTE-TDD 548 +8.6
10174 | CAH | 20.0MHz, 640AM. UL/DL CFE; 1,85C:4,1RB LTE-TDD 10.25 +36
10175 | CAH | 10.0MHz, QPSE, 1 AB LTE-FDD 572 +8.6
10176 | CAH | 10,0 MHz. 16CAM. 1 RB LTE-FC O B.52 +9.6
10177 | CAJ | 5.0MHz, OPSK, 1 RB LTE-FCD 5.73 +3.6
10178 | CAH | 5.0MHz, 16QANM, 1 RB LTE-FDD G52 +0.6
10178 | GAH | 10.0MHz G40AM. 1 RE [TE-FOD B.50 +0.8
10180 | CAH | 5.0MHz, B40AM, 1 RB LTE-FOD 6.0 +3.6
10181 | CAF | 15.0MHz, QPSK,. 1 BB LTE-FC:D 572 +5.6
10182 | CAF | 15.0MHz. 160AM, 1 RB LTE-FOD B.&52 +8.6
10183 | AAE | 15.0MHz, Ba0AM, 1 AB LTE-FOD B.50 +36
10784 | CAF | 3.0MHz, QPSK, 1 B LTE-FOD 5.7 +0.8
10185 | CAF | 3.0MHz, 1604&M, 1 RB LTE-FDD B.51 +0.6
10186 | AAF | 3.0MHz, B40AM, 1 RE LTE-FOD B.50 +3.6
10167 | CAG | 1.4MHz, OFSK, 1 BB CTE-FOD 573 108
10188 | GAG | 1.2MHz, 1600AM, 1 B5 CTE-FOD B.52 I
10189 | AAG | 1.4 MHz, G40AM, 1 RB LTE-FDOD B.50 9.8
10183 | CAE | HT20 Greentield, MGS0 {6.5 Mops), 95 4% 00 WLAN CET +9.8
10134 | CAE | HT20 Greenfield, MGS4 (30,0 Mops), 88 5% DG WLAN 812 10,8
10155 | CAE | HT20 Greenfielt, MGS7 (65.0 Mbps), 59.5% DG WLAN B2 6.5
10186 | GAE | HT20 Mixed, MGS0 (6.5 Mops), B0,4% DG WLAN B0 +0.6
10187 | CAE | HT20 Mixed, MCS4 {28.0 Mbps}, B9.5% DC WLAN a.13 +8.6
16156 | CAE | HT20 Mixed, MCE7 (65,0 Mbps), 99.5% DG WLAN Ba7 +0B
10219 | CAE | HT20 Mixed, MCED (7.2 Mops), 95.3% DG WLAN B.03 108
10220 | CAE | HT20 Mixed, MCS4 (43.3 Mbps), 89.4% DO WLAN B.13 9.6
10221 | CAE | HT20 Mixed, MCST (T2.2 Mbps}, 89.4% DC WLAN B2T7 +0.6
10222 | CAE | HT40 Mixed, MCS0 {15.0 Mbps), 59,79 DG WLAN B.0B +0.6
16223 | CAE | HT40 Mived, MGS@ (80,0 Mbps), 88,75 DG WLAN B4R +8.6
10224 | CAE | HT40 Mized, MCST (1500 Mipe), B0.7% DC WLAN &.08 +0.6
10225 | GAG | Rel. 7 HGPA+, 160AM, 5.0 MHz WCOMA 547 +06
10226 | CAG | 1.4MHz, 160AM, ULDL GFG: 1, 5504, 1 RB LTE-TDD 948 398
10227 | GAC | 1.4 MHz, B40AM, ULDL CFG: 1, 550 4, 1 RB LTE-TOD 1026 +0.6
10228 | CAC | 1.4 MHz, OPSK, UL/DL CFG: 1, 85C: 4, 1 RE LTE-TDD 822 488
10222 | CAE | 3.0MH=z, 160AM, UL/DL DF'-G: 1,55C:4,1 BB LTE-TDD 9.48 188
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August 14, 2026

UID | Rev | Communication System NameD Group PAR(dB) | UncE k=2
10230 | GAE | 3.0 MHz, 680AM, ULDL CFG: 1, 55C: 4, 1 AB [TE-TOD 10.25 =06
10231 | CAE | 9.0MHz, OPSK, UUDL CFG: 1, 55C: 4, 1 AB OE-T00 9.19 206
10232 | CAH | 5.0MHz, 1608M, ULDL CFG: 1, S50: 4, 1 RB LTE-TDD a.48 +06
10233 | GAH | 5.0MHz, BaAM, ULDL GFG: 1, 55G: 4, | RE LTE-TOD 10.25 +0.6
10234 | CAH | 5.0MHz, GPSK, ULDLGrG: 1, 650: 4, 1 AB OE-T0D 521 T
10235 | GAH | 10,0 MHz, 16GAM, ULDL CFG: 1, 556: 4, 1 RB LTE-T0D 5,45 9.5
10238 | CAH | 10.0MHz, B40AM, ULDL CFG: 1, 55C:4, 1 RB LTE-TDD 10.25 +0.6
10237 | GAH | 10.0MHz, QPSK, ULDL GFG: 1, 55C: 4. 1 AR LTE-TOD 527 305
10238 | CAG | 15.0MHz, 160AM, ULDL GFG: 1, 5590: 4, 1 RE LTE-TDD o.48 $9.5
10230 | CAG | 15.0MHz, G4CAM, ULIDL GFG: 1, 58C: 4, 1 AB TE-TO0 10.25 +8.8
10240 | CAG | 15.0MHz, OPSK, UL/DL CFG: 1, S5C:4, 1 RB LTE-TDD 521 06
0241 | GAG | 1.4MHz, 160AM, ULDL GFG: 1, 550 4, 507 AB LTE-TOD 5.6z 185
10242 | CAC | 1.4 MHz B40AM, ULDL CFG. 1, B5C: 4, 503 AR TE-TDD 585 +06
10243 | GAG | 1.4 MHz, OPSK, ULDL GEG: 1, 55C: 4, 50% A8 [TE-TDD 946 0.6
10244 | CAE | 2.0MHz, 160AM, ULDL CFG: 1, S50: 4, 50% RB TE-TO0 10.08 <06
10245 | GAE | 3.0MHz, BA0GAN, ULDL CFG: 1, S55C: 4, 50% RB [TE-TOD 10.08 +0.6
10248 | CAE | 3.0MHz, OFSK, UL/DL OFG; 1, 550 4, 50% AB [TE-TOD T30 +0.8
10247 | GAH | 5.0MHz, 160AM, UL/DL CFG: 1, 550 4, 50% AB OE-TDD ga1 T
10248 | CAH | 5.0MHz, 64CAM, ULDL CFG: 1, S5C: 4, 509 AB ITE-TDD 1009 186
10248 | CAH | 5.0 MHz, QFSK, ULDL GFG: 1, 550: 4, 50% FB TEIDD 5.29 FEY
10250 | GAH | 10,0MHz, 160AM, ULDL GFG: 1, 556 4, 50% RB LTE-TOD 9.8 06
10251 | GAH | 10.0MHz. BACAM, UL/DL GFG: 1, 580 4, 50% AB TE-TOD 1017 =06
10252 | GAH | 10.0MHz, QPSK, ULDL GFG: 1, 550: 4, 50% AB LTE-TDD o.24 +0.8
10253 | CAG | 15.0 MMz, 160AM, ULIDL CFG: 1, B50: 4, 50% AR CTE-TDD .00 5.6
10254 | GAG | 15.0MHz, B30AM, ULDL CFG: 1, 550: 4, 5076 AE LTE-TOD IR 106
10255 | CAG | 15.0MHz, QPSK, ULDL GFG: 1, B5C: 4, 50% RB LTE-TOD 5,20 05
10256 | GAC | 1.4 MHz, 16LAM, ULDL CFG: 1, S5C: 4, 100% FB E-TOD 8,45 +6.8
10257 | GAG | 1.4 MHz, 640AM, ULDL GFG, 1, S5C: 4, 100% HB LTE-TOD 10.08 =06
10258 | CAC | 1.4MHz, OPSK, ULDL GG 1, 85C: 4, 100% RE OETDD 934 =06
10250 | GAE | 3.0MHz, 160AM, ULDL GFG) 1, 550; 4, 100% AB [TE-T0D 008 106
10260 | GAE | 3.0 MHz, BAGAM, ULDL CFG:; 1, 55G: 4, 100% AB LTE-TOD 087 166
102671 | CAE | 2.0MHz. QPSK. UL/DL CFG: 1, S5C: 4, 1007 BB LTE-T0D 534 T
10262 | GAH | 5.0MHz. 160AM, UL/DL GFG: 1, 550 4, 100% RB LTE-TOD 5.83 +9.6
0263 | GAH | 5.0MHz, BaGAM, ULDL GFG: 1, B50: 4, 100% AB LTESTOD 10.16 +08
10264 | CAH | 5.0 MHz, QFSK, ULDL GFG: 1, S50; 4, 100% RB (TE-TOD 6.23 08
10265 | GAH | 10.0MHz, 160AM, UL/DL GFG: 1, S5C: 4, 100% AB LTE-TDD 592 06
10266 | GAH | 10.0MHz, B40AM, ULDL GFG: 1, 550, 4, 1009 AR TE-TOD 10.07 =06
10267 | GAH | 10.0MHz, QPSK, ULUDLGFG: 1, S2C: 4, 100% RB TE-TDD 940 =06
10268 | GAG | 15.0MHz, 16QAM, ULDL GFG: 1, S5C: 4, 100% FB LTE-TDO 10.06 +08
10260 | CAG | 15.0MHz, B40AM, UUDL CFG: 1, 550: 4, 100% RB. LTE-TOD 10,13 195
10270 | GAG | 15.0 MHz, QPSK, ULDL GFG: 1, B50: 4, 100% AB LT=-TDD 558 +8.0
0274 | CAC | Aol 6 HGLIPA Subset 2, bete d 0, OPSK, 5.0 MHz WEDMA 487 0.8
10275 | CAC | Rel. 6 HSUPA Subset 2,beta_d 15, OPSK, 5.0 MHz WCDOMA 396 196
10260 | AAB | RG1, 5055, Eull lrama rale, 18ATT COMAZD00 391 +0.6
10201 | AAB | RCS, SO56, Full rama rate, T6RTT COMASHOD 345 0.6
10282 | AAB | RC3. 5032, Full frame rate, SCHO disabled, 1xRETT COMAZOD0 3.39 +9.8
10283 | ARE | BCA, 503, Full frama rate, 1xATT COMAZDOD 350 406
102585 | AAB | ACA, 503, 18 frame rata, 1xATT COMAZD00 1249 +06
10267 | AAE | 20.0 MHz, OPSK, 50% RB CIE-FOD Ea1 1985
10208 | AME | 3.0 MHz, QPSK, 50% AE OE-FOC 572 T
10285 | AAE | 3.0 MHz, 16GAM, 505 AR LTE-FDD 6,39 +95
10300 | AAE | 3.0 MHz, GA0AM, 50% RB LTE-FOD &0 £0.6
10201 | ABK | PUSGC, 20:18, OPSK, 5.0ms, 18 TAAF SYM VEEX 1Z.08 0.6
10802 | AAA | PUSC, 20:18, OPSK, 5.0ms, 15 TRAF SYM WikIA 1257 <0
10303 | ABA | PUSC, 31:15, BA0AM, 5.0ms, 15 THAF SYM WiNAK 1252 <08
10304 | AAA | PUSC, 20:18, B40AM, 5.0ms, 18 TRAF SYM WINAX 11.66 <06
10305 | AAA | PUSG, 31;15, 640AM, 10.0ms, 15 TRAF 5TM WIMAK 15.24 185
10306 | ARA | PUBEG, 29:18, GA0AM, 10.0ms, 18 TRAF SYM WIRAAK 1957 0.6
10307 | AAA | PUSE, 25:18, PSK, 10.0ms, 16 THAE S WiRiA Y 14.49 +0.8
10308 | AAR | PUSC, 20:18, 160AM, 10.0ms, 18 THAF SYM Willax 1446 6
10200 | AAR | AMG 23, 2918, 160AM, 10.0ms, 18 TRAF BYM WilAAK 1458 206
10310 | AAh | AMC 2x3, 2918, OPSK, 10.0ms, 16 TRAF SYM WINAR 1457 =08
10311 | AAE | 15.0MHz, QPSK, 100% RE LTE-FOD 6.06 206
10315 | ARE | DSSG, DBPSK, 1.0 Mops, 96.0% DG WLAN T 10,5
10316 | AAB | OFDM, BPSK, 6.0 Mbps, 55.9% OC WLAN B.35 16,6
10317 | ABE | OFDM, BPSK, 6.0 Mbps, 85.9% DG WLAN B.36 +9.8
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