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 CD2450V3, serial no. 1039 Extended Dipole Calibrations  
If dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in impedance (within 5 ohm 

of prior calibration), the annual calibration is not necessary and the calibration interval can be extended. 

 

<Justification of the extended calibration> 

CD2450V3 – serial no. 1039 

  2450MHZ  

Date of Measurement Return-Loss (dB) Delta (%) Real Impedance (ohm) Delta (ohm) Imaginary Impedance (ohm) Delta (ohm) 

04.15.2025 

(Cal. Report) 
-24.5  55  -3.8  

04.14.2026 

(extended) 
-24.711 -0.86 54.295 -0.705 -1.0442 2.7558 

 

 The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration. 

Therefore the verification result should support extended calibration.  
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<Dipole Verification Data> - CD2450V3, serial no. 1039(Data of Measurement : 4.14.2026) 

2450MHz - Head 
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CD2600V3, serial no. 1018 Extended Dipole Calibrations  
If dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in impedance (within 5 ohm 

of prior calibration), the annual calibration is not necessary and the calibration interval can be extended. 

 

<Justification of the extended calibration> 

CD2600V3 – serial no. 1018 

 2600MHZ  

Date of Measurement Return-Loss (dB) Delta (%) Real Impedance (ohm) Delta (ohm) Imaginary Impedance (ohm) Delta (ohm) 

08.20.2024 

(Cal. Report) 
-38.276  50.238  1.1992  

08.19.2025 

(extended) 
-38.652 0.982 50.333 0.095 1.206 0.0068 

08.18.2026 

(extended) 
-40.356 5.434 49.561 -0.677 1.2886 0.0894 

 The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration. 

Therefore the verification result should support extended calibration.  
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<Dipole Verification Data> - CD2600V3, serial no. 1018 (Data of Measurement : 08.19.2025)

2600 MHz - Head 
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<Dipole Verification Data> - CD2600V3, serial no. 1018 (Data of Measurement : 08.18.2026) 

2600 MHz - Head 
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