
Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/5/21

39_FR1 n66_40M_BPSK_1RB_1Offset_Bottom Side_5mm_Ch346000

Communication System: UID 0, 5G NR (0); Frequency: 1730 MHz;Duty Cycle: 1:1
Medium: HSL_1750_210521 Medium parameters used: f = 1730 MHz; σ = 1.351 S/m; εr = 40.302;
ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(8.62, 8.62, 8.62); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

 

 

Ch346000/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.53 W/kg

Ch346000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 33.59 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 1.85 W/kg
SAR(1 g) = 0.915 W/kg; SAR(10 g) = 0.439 W/kg
Maximum value of SAR (measured) = 1.50 W/kg

0 dB = 1.50 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/5/26

40_FR1 n7_40M_BPSK_1RB_108Offset_Bottom Side_5mm_Ch504000

Communication System: UID 0, 5G NR (0); Frequency: 2520 MHz;Duty Cycle: 1:1 
Medium: HSL_2600_210526 Medium parameters used: f = 2520 MHz; σ = 1.834 S/m; εr = 40.475;
ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(7.66, 7.66, 7.66); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch504000/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.89 W/kg

Ch504000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 21.83 V/m; Power Drift = 0.17 dB
Peak SAR (extrapolated) = 2.12 W/kg
SAR(1 g) = 0.97 W/kg; SAR(10 g) = 0.394 W/kg
Maximum value of SAR (measured) = 1.65 W/kg

0 dB = 1.65 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/5/26

41_FR1 n41_100M_BPSK_1RB_1Offset_Bottom Side_5mm_Ch509202

Communication System: UID 0, 5G NR (0); Frequency: 2546.01 MHz;Duty Cycle: 1:1
Medium: HSL_2600_210526 Medium parameters used: f = 2546.01 MHz; σ = 1.84 S/m; εr = 
40.445; ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(7.66, 7.66, 7.66); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch509202/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.78 W/kg

Ch509202/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 24.04 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 1.88 W/kg
SAR(1 g) = 0.812 W/kg; SAR(10 g) = 0.355 W/kg
Maximum value of SAR (measured) = 1.47 W/kg

0 dB = 1.47 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/6/17

42_FR1 n78_100M_BPSK_135RB_69Offset_Back_5mm_Ch633334

  Communication System: UID 0, 5G NR (0); Frequency: 3500.01 MHz;Duty Cycle: 1:1 
Medium: HSL_3500_210617 Medium parameters used: f = 3500.01 MHz; σ = 2.892 S/m; εr =36.651;
 ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(6.69, 6.69, 6.69); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

 

 

Ch633334/Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.01 W/kg

Ch633334/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 5.720 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 1.52 W/kg
SAR(1 g) = 0.530 W/kg; SAR(10 g) = 0.241 W/kg
Maximum value of SAR (measured) = 1.00 W/kg

0 dB = 1.00 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/6/6

43_WLAN2.4GHz_802.11b 1Mbps_Back_5mm_Ch11

Communication System: UID 0, WIFI (0); Frequency: 2462 MHz;Duty Cycle: 1:1.022
Medium: HSL_2450_210606 Medium parameters used: f = 2462 MHz; σ = 1.874 S/m; εr = 39.532; 
ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(7.95, 7.95, 7.95); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch11/Area Scan (91x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.582 W/kg

Ch11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.724 V/m; Power Drift = 0.16 dB
Peak SAR (extrapolated) = 0.687 W/kg
SAR(1 g) = 0.331 W/kg; SAR(10 g) = 0.145 W/kg
Maximum value of SAR (measured) = 0.547 W/kg

0 dB = 0.582 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/6/9

44_WLAN5GHz_802.11ac-VHT160 MCS0_Back_5mm_Ch50

Communication System: UID 0, WIFI (0); Frequency: 5250 MHz;Duty Cycle: 1:1
Medium: HSL_5250_210609 Medium parameters used: f = 5250 MHz; σ = 4.673 S/m; εr = 35.938; 
ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(5.4, 5.4, 5.4); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch50/Area Scan (91x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.473 W/kg

Ch50/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 1.264 V/m; Power Drift = -0.16 dB
Peak SAR (extrapolated) = 0.861 W/kg
SAR(1 g) = 0.179 W/kg; SAR(10 g) = 0.053 W/kg
Maximum value of SAR (measured) = 0.482 W/kg

0 dB = 0.482 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/6/12

45_WLAN5GHz_802.11ac-VHT80 MCS0_Back_5mm_Ch155

Communication System: UID 0, WIFI (0); Frequency: 5775 MHz;Duty Cycle: 1:1
Medium: HSL_5750_210612 Medium parameters used: f = 5775 MHz; σ = 5.161 S/m; εr =
35.462; ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(5.02, 5.02, 5.02); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch155/Area Scan (91x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.980 W/kg

Ch155/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 0.6430 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 1.11 W/kg
SAR(1 g) = 0.232 W/kg; SAR(10 g) = 0.068 W/kg
Maximum value of SAR (measured) = 0.652 W/kg

0 dB = 0.652 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/5/25

46_Bluetooth_DH5 1Mbps_Back_5mm_Ch0

Communication System: UID 0, Bluetooth (0); Frequency: 2402 MHz;Duty Cycle: 1:1.298
Medium: HSL_2450_210525 Medium parameters used: f = 2402 MHz; σ = 1.806 S/m; εr = 39.76; ρ 
= 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(7.95, 7.95, 7.95); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch0/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.122 W/kg

Ch0/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.546 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.142 W/kg
SAR(1 g) = 0.091 W/kg; SAR(10 g) = 0.052 W/kg
Maximum value of SAR (measured) = 0.112 W/kg

0 dB = 0.112 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/5/20

47_GSM850_GPRS(3 Tx slots)_Back_5mm_Ch251

Communication System: UID 0, GPRS/EDGE11 (0); Frequency: 848.8 MHz;Duty Cycle: 1:2.77 
Medium: HSL_835_210520 Medium parameters used: f = 849 MHz; σ = 0.93 S/m; εr = 41.879; ρ =
1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(9.54, 9.54, 9.54); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch251/Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.70 W/kg

Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 11.96 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 2.10 W/kg
SAR(1 g) = 0.946 W/kg; SAR(10 g) = 0.477 W/kg
Maximum value of SAR (measured) = 1.66 W/kg

0 dB = 1.66 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/5/23

48_GSM1900_GPRS(3 Tx slots)_Back_5mm_Ch810

Communication System: UID 0, GPRS/EDGE11 (0); Frequency: 1909.8 MHz;Duty Cycle: 1:2.77 
Medium: HSL_1900_210523 Medium parameters used: f = 1910 MHz; σ = 1.425 S/m; εr = 41.101;
ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(8.34, 8.34, 8.34); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch810/Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.12 W/kg

Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.744 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 1.67 W/kg
SAR(1 g) = 0.806 W/kg; SAR(10 g) = 0.392 W/kg
Maximum value of SAR (measured) = 1.29 W/kg

0 dB = 1.29 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/5/20

49_WCDMA V_RMC 12.2Kbps_Back_5mm_Ch4233

Communication System: UID 0, UMTS (0); Frequency: 846.6 MHz;Duty Cycle: 1:1
Medium: HSL_835_210520 Medium parameters used: f = 847 MHz; σ = 0.927 S/m; εr = 41.879; ρ 
= 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(9.54, 9.54, 9.54); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch4233/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.98 W/kg

Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 12.21 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 2.33 W/kg
SAR(1 g) = 1.05 W/kg; SAR(10 g) = 0.528 W/kg
Maximum value of SAR (measured) = 1.82 W/kg

0 dB = 1.82 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/5/21

50_WCDMA IV_RMC 12.2Kbps_Back_5mm_Ch1312

Communication System: UID 0, UMTS (0); Frequency: 1712.4 MHz;Duty Cycle: 1:1
Medium: HSL_1750_210521 Medium parameters used: f = 1712.4 MHz; σ = 1.343 S/m; εr = 
40.328; ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(8.62, 8.62, 8.62); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch1312/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.13 W/kg

Ch1312/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 6.613 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 1.70 W/kg
SAR(1 g) = 0.901 W/kg; SAR(10 g) = 0.452 W/kg
Maximum value of SAR (measured) = 1.41 W/kg

0 dB = 1.41 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/5/23

51_WCDMA II_RMC 12.2Kbps_Back_5mm_Ch9400

Communication System: UID 0, UMTS (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_210523 Medium parameters used: f = 1880 MHz; σ = 1.406 S/m; εr = 41.197; 
ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(8.34, 8.34, 8.34); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch9400/Area Scan (71x141x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.36 W/kg

Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.057 V/m; Power Drift = 0.18 dB
Peak SAR (extrapolated) = 1.93 W/kg
SAR(1 g) = 0.941 W/kg; SAR(10 g) = 0.453 W/kg
Maximum value of SAR (measured) = 1.58 W/kg

0 dB = 1.58 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/5/20

52_LTE Band 5_10M_QPSK_1RB_0Offset_Back_5mm_Ch20525

Communication System: UID 0, LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_210520 Medium parameters used: f = 836.5 MHz; σ = 0.917 S/m; εr = 41.974; 
ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(9.54, 9.54, 9.54); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch20525/Area Scan (71x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.53 W/kg

Ch20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 13.87 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 2.00 W/kg
SAR(1 g) = 0.939 W/kg; SAR(10 g) = 0.490 W/kg
Maximum value of SAR (measured) = 1.55 W/kg

0 dB = 1.55 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/5/19

53_LTE Band 12_10M_QPSK_1RB_0Offset_Back_5mm_Ch23095

Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_210519 Medium parameters used: f = 707.5 MHz; σ = 0.872 S/m; εr = 41.948; 
ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(9.85, 9.85, 9.85); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch23095/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.47 W/kg

Ch23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.54 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 1.93 W/kg
SAR(1 g) = 0.815 W/kg; SAR(10 g) = 0.435 W/kg
Maximum value of SAR (measured) = 1.48 W/kg

0 dB = 1.48 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/5/20

54_LTE Band 26_15M_QPSK_1RB_0Offset_Back_5mm_Ch26865

Communication System: UID 0, LTE (0); Frequency: 831.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_210520 Medium parameters used: f = 831.5 MHz; σ = 0.911 S/m; εr = 42.008; 
ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(9.54, 9.54, 9.54); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch26865/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.14 W/kg

Ch26865/Zoom Scan (7x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.92 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 1.83 W/kg
SAR(1 g) = 0.812 W/kg; SAR(10 g) = 0.429 W/kg
Maximum value of SAR (measured) = 1.45 W/kg

Ch26865/Zoom Scan (7x6x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.92 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 1.79 W/kg
SAR(1 g) = 0.806 W/kg; SAR(10 g) = 0.428 W/kg
Maximum value of SAR (measured) = 1.41 W/kg

0 dB = 1.41 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/5/21

55_LTE Band 66_20M_QPSK_1RB_0Offset_Back_5mm_Ch132072

Communication System: UID 0, LTE (0); Frequency: 1720 MHz;Duty Cycle: 1:1
Medium: HSL_1750_210521 Medium parameters used: f = 1720 MHz; σ = 1.351 S/m; εr = 40.302; 
ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(8.62, 8.62, 8.62); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch132072/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.19 W/kg

Ch132072/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 6.373 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 1.50 W/kg
SAR(1 g) = 0.811 W/kg; SAR(10 g) = 0.414 W/kg
Maximum value of SAR (measured) = 1.23 W/kg

0 dB = 1.23 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/5/23

56_LTE Band 2_20M_QPSK_1RB_0Offset_Back_5mm_Ch19100

Communication System: UID 0, LTE (0); Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900_210523 Medium parameters used: f = 1900 MHz; σ = 1.42 S/m; εr = 41.133; ρ 
= 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(8.34, 8.34, 8.34); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch19100/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.21 W/kg

Ch19100/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.600 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 1.72 W/kg
SAR(1 g) = 0.845 W/kg; SAR(10 g) = 0.407 W/kg
Maximum value of SAR (measured) = 1.39 W/kg

0 dB = 1.39 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/5/26

57_LTE Band 7_20M_QPSK_1RB_99Offset_Back_5mm_Ch20850

Communication System: UID 0, LTE (0); Frequency: 2510 MHz;Duty Cycle: 1:1
Medium: HSL_2600_210526 Medium parameters used: f = 2510 MHz; σ = 1.816 S/m; εr = 40.521; 
ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(7.66, 7.66, 7.66); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch20850/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.57 W/kg

Ch20850/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 4.746 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 2.05 W/kg
SAR(1 g) = 0.918 W/kg; SAR(10 g) = 0.418 W/kg
Maximum value of SAR (measured) = 1.56 W/kg

0 dB = 1.56 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/5/26

58_LTE Band 41_20M_QPSK_1RB_99Offset_Back_5mm_Ch39750

Communication System: UID 0, LTE (0); Frequency: 2506 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600_210526 Medium parameters used: f = 2506 MHz; σ = 1.811 S/m; εr = 40.528;
ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(7.66, 7.66, 7.66); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch39750/Area Scan (91x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.45 W/kg

Ch39750/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 4.479 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 1.79 W/kg
SAR(1 g) = 0.802 W/kg; SAR(10 g) = 0.366 W/kg
Maximum value of SAR (measured) = 1.39 W/kg

0 dB = 1.39 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/6/17

59_LTE Band 42_20M_QPSK_1RB_99Offset_Back_5mm_Ch42190

Communication System: UID 0, LTE (0); Frequency: 3460 MHz;Duty Cycle: 1:1.59
Medium: HSL_3500_210617 Medium parameters used: f = 3460 MHz; σ = 2.86 S/m; εr = 36.687; ρ
= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7577; ConvF(6.69, 6.69, 6.69); Calibrated: 2020/9/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2020/7/27
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch42190/Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.90 W/kg

Ch42190/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 5.315 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 2.78 W/kg
SAR(1 g) = 0.962 W/kg; SAR(10 g) = 0.372 W/kg
Maximum value of SAR (measured) = 1.85 W/kg

0 dB = 1.85 W/kg




