
Plots of System Verification 

Appendix A. Plots of System Verification 

The plots for system verification are shown as follows. 
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Plots of System Verification   
 

Measurement Report  

S01 System Check_H2450_260410 

Device under Test Properties 
Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  D2450V2,   10.0 x 10.0 x 290.0   
 

Exposure Conditions 
Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
 

,  
  

 CW, 
0-- 

2450.000, 
0 

7.09 1.80 39.2 

 

Hardware Setup 
Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2122 

H19T27N9  , 2026-04-10 EX3DV4 - SN3650, 2026-01-26  DAE4 Sn1341, 2026-03-11 

 

Scan Setup 
 Area Scan Zoom Scan 

Grid Extents [mm] 48.0 x 96.0 35.0 x 35.0 x 30.0 
Grid Steps [mm] 12.0 x 12.0 5.0 x 5.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 

 

Measurement Results 
 Area Scan Zoom Scan 

Date 2026-04-10 2026-04-10 
psSAR1g [W/kg] 2.56 2.63 
psSAR10g [W/kg] 1.19 1.26 
Power Drift [dB] 0.03 -0.08 
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Plots of Measurement   
 

Appendix B. Plots of Measurement 
 

The SAR plots for highest measured SAR in each exposure configuration, wireless mode and frequency band 

combination are shown as follows. 
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Plots of Measurement   
 

Measurement Report  

P01 SRD_LightSpeed GFSK 2M_Horizontal Down_0mm_Ch1_Ant 0  

Device under Test Properties 
Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  P26030361,   20.0 x 14.0 x 6.0  Dongle  
 

Exposure Conditions 
Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
 

Horizontal Down,  
0.00  

ISM 2.4 
GHz Band 

Bluetooth, 
10032-CAA 

2403.000, 
1 

7.09 1.77 39.2 

 

Hardware Setup 
Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2122 

H19T27N9  , 2026-04-10 EX3DV4 - SN3650, 2026-01-26  DAE4 Sn1341, 2026-03-11 

 

Scan Setup 
 Area Scan Zoom Scan 

Grid Extents [mm] 48.0 x 72.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 12.0 x 12.0 5.0 x 5.0 x 5.0 
Sensor Surface [mm] 3.0 1.4 

 

Measurement Results 
 Area Scan Zoom Scan 

Date 2026-04-10 2026-04-10 
psSAR1g [W/kg] 0.281 0.284 
psSAR10g [W/kg] 0.115 0.122 
Power Drift [dB] -0.02 0.01 
M2/M1 [%]  57.9 
Dist 3dB Peak [mm]  8.6 
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Appendix C.     Tissue & System Verification

The measuring results for tissue simulating liquid and system check are shown as below.

Note:

1. For Section 4.3, the dielectric properties of the tissue simulating liquid have been measured within 24

hours before the SAR testing and within ±10 % of the target values. Liquid temperature during the SAR

testing has kept within ±2 ℃.

2. For Section 4.4, The SAR measurement system was validated according to procedures in  FCC KDB

865664 D0. The validation status in tabulated summary is as below.

3. For Section 4.5, Comparing to the reference SAR value provided by SPEAG in dipole calibration

certificate, the deviation of system check results is within its specification of 10 %. The result indicates the

system check can meet the variation criterion and the plots please refer to Appendix A of this report.
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Plot
No.

Frequency
(MHz)

Liquid
Temp.

(℃)

Conductivity
(σ)

Permittivity
(εr)

Targeted
Conductivity

(σ)

Targeted
Permittivity

(εr)

Deviation
Conductivity

(σ)

Deviation
Permittivity

(εr)

Sensitivity
Range

Probe
Linearity

Probe
Isotropy

Modulation
Type

Duty
Factor

PAR Date
Frequency

(MHz)

Targeted
1g SAR
(W/kg)

Measured
1g SAR
(W/kg)

Normalized
1g SAR
(W/kg)

Deviation
(%)

Dipole
S/N

Probe
S/N

DAE
S/N

Output
Power
(dBm)

S01 2450 22.4 1.8 39.2 1.8 39.2 0.00 0.00 Pass Pass Pass GFSK N/A Pass Apr. 10, 2026 2450 51.40 2.63 52.48 2.09 737 3650 1341 17

Tissue Verification Validation for CW Validation for Modulation System Check Note
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Appendix D.      Maximum Target Conducted Power

The maximum conducted average power (Unit: dBm) including tune-up tolerance is shown as below.
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Tune-up Power (Full)

Mode Channel Frequency
Ant 0

Max Tune-up

1 2403 7.5
40 2442 7.5
77 2479 7.5
1 2403 7.5

40 2442 7.5
75 2477 7.5

LightSpeed GFSK
4M

LightSpeed GFSK
2M

SRD
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Appendix E.     Measured Conducted Power Result

The measuring conducted power (Unit: dBm) are shown as below.

Report No.: SFBDKG-WTW-P26030361



Conducted Power (Full)

Mode Channel Frequency
SISO Ant 0
Avg. Power

1 2403 7.04
40 2442 6.88
77 2479 6.75
1 2403 7.04

40 2442 6.87
75 2477 6.75

LightSpeed GFSK
2M

LightSpeed GFSK
4M

SRD Ant 0
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Appendix F.     SAR Test Result

SAR Results for Body Exposure Condition.

Note:

1. SAR testing for BT was performed on the maximum power mode.
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Plot
No.

Band Mode
Test

Position

Separation
Distance

(mm)
Channel

Ant
Status

Duty
Cycle

Crest
Factor

Max.
Tune-up

Power
(dBm)

Measured
Conducted

Power
(dBm)

Scaling
Factor

Power
Drift
(dB)

Measured
SAR-1g
(W/kg)

Scaled
SAR-1g
(W/kg)

Body SAR Test Result
SARDUT ConfigurationSystem & Position

SRD LightSpeed GFSK 2M Horizontal Up 0 1 Ant 0 100.00 1.00 7.50 7.04 1.11 0.09 0.26 0.29
1 SRD LightSpeed GFSK 2M Horizontal Down 0 1 Ant 0 100.00 1.00 7.50 7.04 1.11 0.01 0.284 0.32

SRD LightSpeed GFSK 2M Vertical Front 0 1 Ant 0 100.00 1.00 7.50 7.04 1.11 -0.17 0.183 0.20
SRD LightSpeed GFSK 2M Vertical Back 0 1 Ant 0 100.00 1.00 7.50 7.04 1.11 -0.13 0.192 0.21
SRD LightSpeed GFSK 2M Tip Mode 0 1 Ant 0 100.00 1.00 7.50 7.04 1.11 0.08 0.05 0.06
SRD LightSpeed GFSK 2M Horizontal Down 0 40 Ant 0 100.00 1.00 7.50 6.88 1.15 0.14 0.257 0.30
SRD LightSpeed GFSK 2M Horizontal Down 0 77 Ant 0 100.00 1.00 7.50 6.75 1.19 0.03 0.241 0.29

- 1.00 - - 1 - -
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Appendix J.     Calibration of Test Equipment List 

Calibration of Test Equipment List are shown as below.
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Equipment Manufacturer Model SN Cal. Date Cal. Interval

System Validation Dipole SPEAG D2450V2 737 Feb. 19, 2026 1 Year

Dosimetric E-Field Probe SPEAG EX3DV4 3650 Jan. 26, 2026 1 Year

Data Acquisition Electronics SPEAG DAE4 1341 Mar. 11, 2026 1 Year

Power Meter Anritsu ML2488B 1141007 Dec. 03, 2025 1 Year

Power Sensor Anritsu SC7816 1131049 Dec. 03, 2025 1 Year

Thermometer YFE YF-160A 120702365 Sep. 10, 2025 1 Year

Dielectric Assessment Kit SPEAG DAKS-3.5 1092 May. 19, 2025 1 Year

Dielectric Assessment Kit SPEAG DAKS_VNA R140 0010917 May. 19, 2025 1 Year

Powersource1 SPEAG SE_UMS_160 BA 1052 Jul. 08, 2025 1 Year

Equipment for SAR Test
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Appendix Z.     Calibration Certificate for Probe and Dipole

The SPEAG calibration certificates are shown as follows.
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