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Competences and Guarantees

DEKRA is a testing laboratory competent to carry out the tests described in this report.
In order to assure the traceability to other national and international laboratories, DEKRA has a calibration and

maintenance program for its measurement equipment.

DEKRA guarantees the reliability of the data presented in this report, which is the result of the measurements and
the tests performed to the item under test on the date and under the conditions stated in the report and it is based

on the knowledge and technical facilities available at DEKRA at the time of performance of the test.

DEKRA is liable to the client for the maintenance of the confidentiality of all information related to the item under

test and the results of the test.
The results presented in this Test Report apply only to the particular item under test established in this document.

IMPORTANT: No parts of this report may be reproduced or quoted out of context, in any form or by any means,

except in full, without the previous written permission of DEKRA.

General Conditions

1. The test results relate only to the samples tested.

2. The test results shown in the test report are traceable to the national/international standard through the
calibration report of the equipment and evaluated measurement uncertainty herein.
This report must not be used to claim product endorsement by TAF or any agency of the government.

4. The test report shall not be reproduced without the written approval of DEKRA Testing and Certification Co.,
Ltd.

5. Measurement uncertainties evaluated for each testing system and associated connections are given here to
provide the system information for reference. Compliance determinations do not take into account

measurement uncertainties for each testing system, but are based on the results of the compliance

measurement.
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Summary of Test Result

(RZI: p:;ret Test Items P AR;GSS/L;I;\IL) Remark
3 AC Power Line Conducted Emission PASS -
4 Emission Bandwidth PASS -
5 Maximum E.I.R.P. Power PASS -
6 Maximum E.I.R.P. Power Spectral Density PASS -
7 Transmitter Radiated Spurious Emission PASS -
8 In-Ban Emission (Mask) PASS -
9 Contention-Based Protocol PASS -

Comments and Explanations

The declared of product specification for EUT presented in the report are provided by the manufacturer, and the
manufacturer takes all the responsibilities for the accuracy of product specification.

Comments and Remarks

The product specification and testing instructions for the EUT declared in the report are provided by the

manufacturer who will take all responsibilities for the accuracy.
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1. General Information

1.1. EUT Description

Frequency Range

5925 ~ 6425 MHz
6425 ~ 6525 MHz
6525 ~ 6875 MHz
6875 ~ 7125 MHz

Operating Frequency /
Channel Number

IEEE 802.11ax/be (20 MHz)

U-NII-5: 5955 ~ 6415 MHz / 24 Channels
U-NII-6: 6435 ~ 6515 MHz / 5 Channels

U-NII-7: 6535 ~ 6875 MHz / 18 Channels
U-NII-8: 6895 ~ 7115 MHz / 12 Channels

IEEE 802.11ax/be (40 MHz)

U-NII-5: 5965 ~ 6405 MHz / 12 Channels
U-NII-6: 6445 ~ 6525 MHz / 3 Channels
U-NII-7: 6525 ~ 6885 MHz / 10 Channels
U-NII-8: 6885 ~ 7085 MHz / 6 Channels

IEEE 802.11ax/be (80 MHz)

U-NII-5: 5985 ~ 6385 MHz / 6 Channels
U-NII-6: 6465 ~ 6545 MHz / 2 Channels
U-NII-7: 6545 ~ 6865 MHz / 5 Channels
U-NII-8: 6865 ~ 7025 MHz / 3 Channels

IEEE 802.11ax/be (160 MHz)

U-NII-5: 6025 ~ 6345 MHz / 3 Channels
U-NII-6: 6505 MHz / 1 Channels

U-NII-7: 6505 ~ 6825 MHz / 3 Channels
U-NII-8: 6825 ~ 6985 MHz / 2 Channels

Type of Modulation

IEEE 802.11ax

OFDMA-BPSK, QPSK, 16QAM, 64QAM,
256QAM, 1024QAM

IEEE 802.11be

OFDMA-BPSK, QPSK, 16QAM, 64QAM,
256QAM, 1024QAM, 4096QAM

Accessories Information

No. | Equipment Name

Brand Name

Model No. Description

1 USB Cradle

Alaways Tai Lai CO., LTD

Y001-1498 Shielded, 1m

TEL : +886-3-582-8001
FAX : +886-3-582-8958
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Antenna Information

Ant. Brand Name Model No. Type
1 LYNwave ALX24P-121AA5-00 Dipole
2 LYNwave ALX24P-121AA6-00 Dipole

e Antenna Gain (dBi)
1 2
U-NII 5 1.9 1.9
U-NII 6 1.9 1.9
U-NII'7 1.9 1.8
U-NII 8 1.9 1.8

For IEEE 802.11ax/be Mode: (2TX, 2RX)
Both Ant. 1 and Ant. 2 can be used as transmitting/receiving antennas, and they can transmit/receive signal

simultaneously.

1.2. EUT Information

EUT Power Type From Host system

[] | Low-power Indoor Access Point | [] | Indoor Subordinate

X | Low-power Indoor Client [ ]| Standard Power Access Point
Product Type

[ ]| Dual Client [ ]| Standard Client

[ 1| Fixed Client
Beamforming Function L1 | With beamforming X | Without beamforming
ggzsi‘f:f/:emt of I | Full RU [ | Partial RU
Channel Puncturing L] | Support X1 | Not Support

1.3. Applicable Standards

According to the specifications of the manufacturer, the EUT must comply with the requirements of the following
standards:

¢ 47 CFRFCC Part 15

¢ ANSI C63.10-2013

+  KDB 789033 D02 v02r01

The following reference test guidance is not within the scope of accreditation of TAF.

+  Draft KDB 987594 D01

¢  Draft KDB 987594 D02

¢  KDB 662911 D01 v02r01

¢ KDB 412172 D01 v01rO1
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1.4. Testing Location Information

Testing Location Information

Test Laboratory : DEKRA Testing and Certification Co., Ltd.

Test site Designation No. TW3024 with FCC.
Conformity Assessment Body Identifier (CABID) TW3024 with ISED.

1 ADD: No.372-2, Sec. 4, Zhongxing Rd., Zhudong Township, Hsinchu County 31061,
Taiwan, R.O.C.
(TAF: 3024) | TEL: +886-3-582-8001 FAX: +886-3-582-8958

Test site Designation No. TW3024 with FCC.
Conformity Assessment Body Identifier (CABID) TW3024 with ISED.

2 ADD: No0.372, Sec. 4, Zhongxing Rd., Zhudong Township, Hsinchu County 31061, Taiwan,
R.O.C.
(TAF: 3024) | TEL: +886-3-582-8001 FAX: +886-3-582-8958

HC-CB02, HC-CB03, HC-CB04, HC-SR10 and HC-SR12.

Test site number for address 1 includes HC-SR02 and HC-CB10. Test site number for address 2 includes

Test Condition Test Site No. | Test Engineer Test (Iir(;v;r:a/n)ment Test Date
(o]
AC Conduction Emission HC-SR02 Cyril Chen 24 | 54 2025/02/19
RF Conducted Emission HC-SR12 Kevin Teng | 22.2~24.8/49.1~52.8 | 2025/02/20~2025/03/19
Radiated Emission HC-CB04 C.ynl Chen 19~22 / 48~53 2025/02/10~2025/02/19
Ling Chen

Contention-Based Protocol HC-SR10 Igor Tseng 26 / 59~66 2025/08/28~2025/09/01
1.5. Measurement Uncertainty

Uncertainties have been calculated according to the DEKRA internal document with the emissions test results be

included in the report. The measurement uncertainties given below are based on a 95% confidence level (based

on a coverage factor (k=2).

Test Item Uncertainty
AC Power Line Conducted Emission +2.34 dB
Emission Bandwidth 1 636.54 Hz
Maximum E.I.R.P. Power +1.16 dB
Maximum E.I.R.P. Power Spectral Density +247dB

Transmitter Radiated Spurious Emission

+ 3.52 dB below 1 GHz
+ 3.56 dB above 1 GHz

In-Ban Emission (Mask) +2.47 dB

Contention-Based Protocol +2.47 dB

TEL : +886-3-582-8001 Page Number 9 of 28
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1.6. List of Test Equipment

HC-SR02
Instrument Manufacturer Model No. Serial No. Characteristics Cal. Date Next Cal. Date
e ) 9kHz-30MHz,
Artificial Mains Network | R&S ENV4200 848411/010 ) 2024/12/02 2025/12/01
4line/100A

EMI Test Receiver R&S ESR3 102608 9 kHz - 3.6 GHz 2024/09/11 2025/09/10
Two-Line V-Network R&S ENV216 100096 9kHz-30MHz 2025/06/26 2026/06/25
Two-Line V-Network R&S ENV216 100092 9kHz-30MHz 2025/05/08 2026/05/07
Coaxial Cable(9 m) Harbour RG-400 HC-SR02 9 kHz-2500 MHz 2025/08/15 2026/08/15
EMI Testing System Audix €3 210616 dekra V9 | HC-SR02 N/A N/A N/A
HC-SR12
Instrument Manufacturer Model No. Serial No. Characteristics Cal. Date Next Cal. Date
Signal & Spectrum

R&S FSV40 101869 10Hz-40GHz 2024/06/20 2025/06/19
Analyzer
High Speed Peak .

Anritsu ML2496A 1602004 0.3-40 GHz 2024/10/29 2025/10/28
Power Meter Dual Input
Pulse Power Sensor Anritsu MA2411B 1531043 0.3-40 GHz 2024/10/29 2025/10/28
HC-CB04
Instrument Manufacturer Model No. Serial No. Characteristics Cal. Date Next Cal. Date
Signal and Spect

lgnaland Spectium | pes FSVA40 101435 10 Hz-40 GHz 2024/05/17 | 2025/05/16

Analyzer
Trilog Broadband

Schwarzbeck VULB 9168 1209 30 MHz-2 GHz 2024/06/11 2025/06/10
Antenna
Double Ridged Horn 211212A18E

RF SPIN DRH18-E 1G-18GHz 2024/11/26 2025/11/25
Antenna N

. 30 MHz-18 GHz,
Coaxial Cable Huber+Suhner | SF104 HC-CB04 11m 2024/08/07 2025/08/06
Radiated Software Audix e3 V9 HC-CB04_1 N/A N/A N/A
Pre-Amplifier EMCI EMC01820I 980364 30M-8 GHz,20 dB | 2024/06/04 2025/06/03
Pre-Amplifier EMEC EM01G18GA 060835 1-18 GHz,50 dB 2024/07/16 2025/07/15
HC-SR10
Instrument Manufacturer Model No. Serial No. Characteristics Cal. Date Next Cal. Date
Signal & Spect
gnal & specirum R&S FSV40 101869 10Hz-40GHz 2025/06/17 | 2026/06/16

Analyzer
High Speed Peak .

Anritsu ML2496A 1602004 0.3-40 GHz 2024/10/29 2025/10/28
Power Meter Dual Input
Pulse Power Sensor Anritsu MA2411B 1531043 0.3-40 GHz 2024/10/29 2025/10/28
Note: All equipment upon which need to calibrated are with calibration period of 1 year.
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2. Test Configuration of EUT
21. Test Condition

EUT Operational Condition

Testing Voltage

AC 120V

2.2, Test Frequency Mode

Test Software AX Series MP Toolkit
Modulation Frz\cjll:_'ezr;cy Power Setting
5955 10.25
6195 8.75
6415 10.25
6435 10.50
6475 10.75
6515 10.50
802.11be (20 MHz) 6535 10.50
6695 9.00
6855 9.75
6875 9.75
6895 9.50
7015 11.25
7115 11.25
5965 10.00
6205 9.75
6405 10.25
6445 10.50
6485 10.50
6525 10.25
802.11be (40 MHz) 6565 9.75
6725 9.75
6845 10.00
6885 10.25
6925 10.50
7005 10.75
7085 10.00
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Modulation Frz\(jltlj_'ezr;cy Power Setting
5985 10.00
6225 10.25
6385 10.25
6465 10.50
6545 10.25
802.11be (80 MHz) 6625 10.00
6705 10.25
6785 10.50
6865 10.75
6945 11.00
7025 11.00
6025 10.25
6185 10.00
6345 9.75
802.11be (160 MHz) 6505 10.50
6665 10.00
6825 10.50
6985 11.25
TEL : +886-3-582-8001 Page Number 12 of 28
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2.3. Duty Cycle

Modulation

On Time
(ms)

On+0Off Time
(ms)

Duty Cycle
(%)

Duty Factor
(dB)

1/T Minimum
VBW (kHz)

802.11be (20 MHz)

0.335

0.540

62.04

4.146979

2.985

802.11be (40 MHz)

0.335

0.540

62.04

4.146979

2.985

802.11be (80 MHz)

0.335

0.540

62.04

4.146979

2.985

802.11be (160 MHz)

0.335

0.540

62.04

4.146979

2.985

Note: The duty factor will compensate for the total power and power spectral density.

802.11be

(20 MHz)

802.11be (40 MHz)

Spectrum u:vu Spectrum u:vu
Ref Level 117,00 depy @ RBW 10 MHz Ref Level 117,00 depy @ RBW 10 MHz
o Att 20 dB @ SWT 2ms @ VBW 10 MHz o Att 20 dB @ SWT 2ms @ VBW 10 MHz
SGL SGL
@ 1Pk Clrw @ 1Pk Clrw
D2[1] 0.00 dB)] D1[1] -0.72 dB]
110 dBy 540.000 ps| | | 110 deu: 335.000 ps
mM1i[1] 83.66 dBpV| mM1i[1] 80.79 dBpV|
100 dBpv 248.000 ps| 100 dBpv 149.000 ps|
90 dBLV— 77 | | 90 dBuv
1 D2
dou o0 e byt Ao o "
70 dBpv 70 dBpv:
o ; ,
i R
50 dBpv 50 dBpv
40 dpyt 40 dpyt
30 depv 30 dBuv
20 dBpv 20 dByv
CF 5.955 GHz 2001 pts 200.0 ps/ CF 5.965 GHz 2001 pts 200.0 ps/
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function | Function Result | Type | Ref | Trc | X-value | Y-value |__Function | Function Result |
M1 1 248.0 ps 83.66 dBpY M1 1 149.0 ps 80.79 dBpv
D1 M1 1 335.0 ps 0.25 de D1 M1 1 335.0 ps -0.72 dB
D2 M1 1 540.0 ps 0.00 d& D2 M1 1 540.0 ps -0.30 dB
— —
i ] Ready WHRNRRRRD WO 4 i ) Ready WHRNRRRRD WO y
Date: 12.FEB.2025 11:22:15 Date: 12.FEE.2025 11:25:51

802.11be

(80 MHz)

802.11be (160 MHz)

Spectrum u:vu Spectrum u:vu
Ref Level 117,00 depy @ RBW 10 MHz Ref Level 117,00 depy @ RBW 10 MHz
o Att 20 dB @ SWT 2ms @ VBW 10 MHz o Att 20 dB @ SWT 2ms @ VBW 10 MHz
SGL SGL
@ 1Pk Clrw @ 1Pk Clrw
D2[1] 0.13 dB)] D2[1] 0.07 dB)]
110 dBy 540.000 ps 110 dBy 540.000 ps
mM1i[1] 75.61 dBpV| mM1i[1] 75.57 dBpV|
100 depv 151.000 ps 100 depv 162.000 ps
90 dBpv 90 depv
80 dau‘lwwwml BT mm b ""WWIWM: 80 dBpv+ DT b2 w ‘ ”* W)'“' Mr N
70 dBu\«[ J 70 dBpv W N‘ W] ‘
50 dBpv 50 dBpv
40 dpyt 40 dpyt
30 depv 30 depv
20 dBpv 20 deuv
CF 5.985 GHz 2001 pts 200.0 ps/ CF 6.025 GHz 2001 pts 200.0 ps/
Marker (Marker
Type | Ref | Trc | X-value | Y-value |__Function | Function Result | Type | Ref | Trc | X-value | Y-value |__Function | Function Result |
M1 1 151.0 ps 75.61 dBpY M1 1 162.0 ps 75.57 dBpv
D1 M1 1 335.0 ps -0.10 dB D1 M1 1 335.0 ps 0.50 de
D2 M1 1 540.0 ps 0.13 d8 D2 M1 1 540.0 ps 0.07 d&
— —
i ] Ready WHRNRRRRD WO 4 i ) Ready WHRNRRRRD WO y
Date: 12.FEE.2025 11:27:54 Date: 12.FEE.2025 11:29:10
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24, The Worst Case Measurement Configuration

Tests Iltem AC Power Line Conducted Emission
Test Condition AC power line conducted measurement for line and neutral
Operating Mode Transmit
Tests Item Maximum E.|.R.P. Power
Maximum E.|.R.P. Power Spectral Density
Test Condition Radiated measurement at transmit chains
Tests Item Emission Bandwidth

In-Band Emission (Mask)
Contention Based Protocol

Test Condition Conducted measurement at transmit chains
Tests Item Transmitter Radiated Spurious Emission
Test Condition Radiated measurement

If EUT consist of multiple antenna assembly (multiple antenna are used in EUT
regardless of spatial multiplexing MIMO configuration), the radiated test should be
performed with highest antenna gain of each antenna type.

Operating Mode Transmit

The EUT was performed at X axis, Y axis and Z axis position for radiated spurious emission test.
The worst case was found at X axis, so the measurement will follow this same test configuration.

Note:

1.  Determining compliance shall be based on the results of the compliance measurement, not taking into
account measurement instrumentation uncertainty.

2.  Forradiated spurious emission below 1 GHz and AC power line conducted emission have performed all
modes of operation were investigated and the worst-case emissions are reported.

3. The modulation and bandwidth are similar for 802.11ax mode for HEW20/HEW40/HEW80/HEW160 and
802.11be mode for EHT20/EHT40/EHT80/EHT160/EHT 320, therefore investigated worst case to
representative mode in test report.
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2.5. Tested System Details

No. Equipment Brand Name Model No. Serial No.

1 Notebook DELL Latitude E6320 4035578082

2.6. Configuration of tested System

Connection Diagram

1 = @’ — EUT
Signal Cable Type Signal cable Description
A USB cable Shielded, 1m
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3. AC Power Line Conducted Emission

3.1. Test Setup

Shielding Room
== \/ertical Reference Ground Plane Tosl Riisaival
40 cm—» T :
EUT AE (£ o.o
] T [ ]
&
‘ LISN | AMN
Al
N
= Horizontal Ground Reference Plane <=
3.2. Test Limit
Frequency (MHz) QP (dBuV) AV (dBuV)
0.15-0.50 66 - 56 56 - 46
0.50-5.0 56 46
5.0-30 60 50

Remark: In the above table, the tighter limit applies at the band edges.

3.3. Test Procedure

The EUT was setup according to ANSI C63.10: 2013. The EUT was placed on a platform of nominal size, 1 m by
1.5 m, raised 80 cm above the conducting ground plane. The vertical conducting plane was located 40 cm to the
rear of the EUT. All other surfaces of EUT were at least 80 cm from any other grounded conducting surface. The
EUT and simulators are connected to the main power through a line impedance stabilization network (LISN). The
LISN provides a 50 ohm /50uH coupling impedance for the measuring equipment. The peripheral devices are
also connected to the main power through a LISN. (Please refer to the block diagram of the test setup and
photographs.)

Each current-carrying conductor of the EUT power cord, except the ground (safety) conductor, was individually
connected through a LISN to the input power source.

The excess length of the power cord between the EUT and the LISN receptacle were folded back and forth at the
center of the lead to form a bundle not exceeding 40 cm in length.

Conducted emissions were investigated over the frequency range from 0.15MHz to 30MHz using a receiver
bandwidth of 9 kHz.

3.4. Test Result of AC Power Line Conducted Emission

Refer as Appendix A
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4, Emission Bandwidth

4.1. Test Setup

Spectrum Analyzer

|
itr
| OO =

EUT

Non-Conducted
Table

b (Ground Reference Plang s

4.2. Test Limit

No Required

4.3. Test Procedure

The EUT was tested according to U-NII test procedure of KDB 789033.
Set RBW 1% of the emission bandwidth, VBW equal to 3 times the RBW.

44. Test Result of Emission Bandwidth

Refer as Appendix B
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5. Maximum E.I.R.P. Power
5.1. Test Setup
I« 3m M
1 tI4m
Turntable
s Ground Plane P pmplifier Controller
S LI
[ 1

5.2. Test Limit
1. For the 5.925 ~ 6.425 GHz band:

For standard power access point and fixed client device : e.i.r.p < 36 dBm , For outdoor devices, the

maximum e.i.r.p. at any elevation angle above 30 degrees not exceed 125 mW (21 dBm).

For indoor access point : e.i.r.p < 30 dBm.

For subordinate device control of an indoor access point : e.i.r.p < 30 dBm.

For client device control of a standard power access point : e.i.r.p < 30 dBm.

For client device control of an indoor access point : e.i.r.p < 24 dBm.
2. For the 6.425 ~ 6.525 GHz band:

For indoor access point : e.i.r.p < 30 dBm.

For client device control of an indoor access point : e.i.r.p < 24 dBm.
3. Forthe 6.525 ~ 6.875 GHz band:

For standard power access point and fixed client device : e.i.r.p < 36 dBm , For outdoor devices, the

maximum e.i.r.p. at any elevation angle above 30 degrees not exceed 125 mW (21 dBm).

For indoor access point : e.i.r.p < 30 dBm.

For subordinate device control of an indoor access point : e.i.r.p < 30 dBm.

For client device control of a standard power access point : e.i.r.p < 30 dBm.

For client device control of an indoor access point : e.i.r.p < 24 dBm.
4. Forthe 6.87 ~ 7.125 GHz band:

For indoor access point : e.i.r.p < 30 dBm.

For client device control of an indoor access point : e.i.r.p <24 dBm.
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5.3. Test Procedure

The EUT and its simulators are placed on a turn table which is 0.8 or 1.5 meter above ground. The turn table can
rotate 360 degrees to determine the position of the maximum emission level. The EUT was positioned such that
the distance from antenna to the EUT was 3 meters.

The antenna can move up and down between 1 meter and 4 meters to find out the maximum emission level.
Both horizontal and vertical polarization of the antenna are set on measurement. In order to find the maximum
emission, all of the interface cables must be manipulated according to ANSI C63.10: 2013 on radiated
measurement.

The bandwidth above 1 GHz setting on the field strength meter are 1 MHz.

The frequency range from 30 MHz to 10th harmonics and included The frequency range from the lowest

oscillator frequency generated within the device up to the 10th harmonic was checked is checked.

5.4. Test Result of Maximum E.I.LR.P. Power

Refer as Appendix C
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6. Maximum E.I.LR.P. Power Spectral Density
6.1. Test Setup

Spectrum Analyzer

o L
L | OO =

EUT

Non-Conducted
Table

wp (Ground Reference Plang e

6.2. Test Limit

1.  Forthe 5.925 ~ 6.425 GHz band:
For standard power access point and fixed client device : e.i.r.p PSD < 23 dBm/MHz.
For indoor access point : e.i.r.p PSD < 5 dBm/MHz.
For subordinate device control of an indoor access point : e.i.r.p PSD < 5 dBm/MHz.
For client device control of a standard power access point : e.i.r.p PSD < 17 dBm/MHz.
For client device control of an indoor access point : e.i.r.p PSD < -1 dBm/MHz.

2. Forthe 6.425 ~ 6.525 GHz band:
For indoor access point : e.i.r.p PSD < 5 dBm/MHz.
For client device control of an indoor access point : e.i.r.p PSD < -1 dBm/MHz.

3. Forthe 6.525 ~ 6.875 GHz band:
For standard power access point and fixed client device : e.i.r.p PSD < 23 dBm/MHz.
For indoor access point : e.i.r.p PSD < 5 dBm/MHz.
For subordinate device control of an indoor access point : e.i.r.p PSD < 5 dBm/MHz.
For client device control of a standard power access point : e.i.r.p PSD < 17 dBm/MHz.
For client device control of an indoor access point : e.i.r.p PSD < -1 dBm/MHz.

4. For the 6.875 ~ 7.125 GHz band:
For indoor access point : e.i.r.p PSD < 5 dBm/MHz.

For client device control of an indoor access point : e.i.r.p PSD < -1 dBm/MHz.
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6.3. Test Procedure

The EUT was setup to ANSI C63.10: 2013; tested to U-NII test procedure of KDB 789033.
Set RBW=1 MHz, VBW=3 MHz with RMS detector. The PPSD is the highest level found across the emission in

any 1-MHz band after 100 sweeps of averaging.

6.4. Test Result of Maximum E.I.R.P. Power Spectral Density

Refer as Appendix D
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7. Transmitter Radiated Spurious Emission
71. Test Setup
9kHz~30MHz
14 3m »
m EUT Antenna
I
80cm 100 cm 2
Turntable
Se==p- Ground Plane EHDD Receiver
I 1
30MHz~1GHz
¢ 3m T M
1to4m
v Antenna
AE EUT l : {
T A Antenna Tower
80cm -
Turntable i i
Spect
‘wm=p  Ground Plane H‘I;I]J Amplifier  Controller
iy [ —
Above 1GHz
] 3m M
lto4m
EUT
AE Antenna
15hem Antenna Tower
Turntable
Spectrum
“ss=p- Ground Plane _; ooo Amplifier Controller
| [ P
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7.2. Test Limit

General Radiated Emission Test Limit

The provisions of Section 15.205 of this part apply to intentional radiators operating under this section. Radiated

emissions which fall in the restricted bands, as defined in Section 15.205, must also comply with the radiated

emission limit specified in Section 15.209:

Frequency Field strength Field strength Measurement distance
(MHz) (uV/m) (dBuV/m) (m)
0.009 - 0.490 2400/F(kHz) 20 log (2400/F(kHz)) 300
0.490 - 1.705 24000/F (kHz) 20 log (24000/F (kHz)) 30
1.705 - 30 30 29.5 30
30-88 100 40 3
88 -216 150 43.5 3
216 - 960 200 46 3
Above 960 500 54 3
Remarks:

1. Field strength (dBuV/m) = 20 log Field strength (uV/m)
2. In the Above Table, the tighter limit applies at the band edges.

2. Distance refers to the distance in meters between the measuring instrument antenna and the closed point of

any part of the device or system

Unwanted Emission out of the restricted bands Test Limit

Frequency EIRP Limit Equivalent Field Strength
(MHz) (dBm/MHz) (dBuV/m@3m)
Peak: -7 88.2
5925 MHz > F 7125 MHz
Average: -27 68.2

Remark:

The following for mula is used to convert the equipment isotropic radiated power (eirp) to field strength:

E= 1000000v30P uV/m, where P is the eirp (Watts).

3
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7.3. Test Procedure

The EUT and its simulators are placed on a turn table which is 0.8 or 1.5 meter above ground. The turn table
can rotate 360 degrees to determine the position of the maximum emission level. The EUT was positioned
such that the distance from antenna to the EUT was 3 meters.

The antenna can move up and down between 1 meter and 4 meters to find out the maximum emission level.
Both horizontal and vertical polarization of the antenna are set on measurement. In order to find the
maximum emission, all of the interface cables must be manipulated according to ANSI C63.10: 2013 on
radiated measurement.

The additional latch filter below 1 GHz was used to measure the level of harmonics radiated emission during
field dtrength of harmonics measurement.

The bandwidth below 1 GHz setting on the field strength meter is 120 kHz, above 1 GHz are 1 MHz.

The frequency range from 30 MHz to 10th harmonics and included The frequency range from the lowest

oscillator frequency generated within the device up to the 10" harmonic was checked is checked.

7.4. Test Result of Transmitter Radiated Spurious Emission (Below 30 MHz)

The amplitude of spurious emissions which are attenuated by more than 20dB below the permissible value has

no need to be reported.

7.5. Test Result of Transmitter Radiated Spurious Emission

Refer as Appendix E
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8. In-Band Emission (Mask)

8.1. Test Setup

Spectrum Analyzer

i/‘ l_J
O ool EUT

Non-Conducted
Table

w=p (Ground Reference Plang e

8.2. Test Limit

Frequencies o
Test Items (qMHz) (X) dBc'1
At 1MHz outside of channel ege 20
At one channel bandwidth from the channel center2 28
Emission Mask | At one- and one-half times the channel bandwidth away from channek 40
center'3
More than one- and one-half times the channel bandwidth 40

Remark:

1. The power spectral density must be suppressed by “x” dB.

2. At frequencies between one megahertz outside an unlicensed device’s channek edge and one channel
bandwidth from the center of the cannel, the limit must be linearly interpolated between 20 dB and 28 dB
suppression.

3. Atfrequencies between one and one- and one-half times an unlicensed device’s channel bandwidth, the limit

must be linearly interpolated between 28 dB and 40 dB suppression.

TEL : +886-3-582-8001 Page Number ;25 of 28
FAX : +886-3-582-8958 Issued Date : Sep. 11,2025
Report Version V1.0



Report No. : 24A0832R-RFUSV03S-C > DE KRA

8.3. Test Procedure

1. Connect output of the antenna port to a spectrum analyzer and adjust appropriate attenuation.

2. Measure the 26 dB EBW using the test procedure 12.4.1 of ANSI C63.10-2013. (Determine the channel
edge.)

3. Measure the power spectral density ( for emissions mask reference) using the following procedure:

(1) Set the span to encompass the entire 26 dB EBW of the signal.

(2) Set RBW =same RBW used for 26 dB EBW measurement.
(3) SetVBW =3 XRBW

(4) Number of points in sweep =[2 X span / RBW].

(5) Sweep time = auto.

(6) Detector = RMS (i.e., power averaging)
(7) Trace average at least 100 traces in power averaging (rms) mode.
(8) Use the peak search function on the instrument to find the peak of the spectrum.

4. Using the measuring equipment limit line function, develop the emissions mask based on the following
requirements. The emissions power spectral density must be reduced below the peak power spectral
density (in dB) as follows:

(1) Suppressed by 20 dB at 1 MHz outside of the channel edge. (The channel edge is defined as the
26-dB point on either side of the carrier center frequency.)

(2) Suppressed by 28 dB at one channel bandwidth from the channel center.

(3) Suppressed by 40 dB at one- and one-half times the channel bandwidth from the channel center.

5. Adjust the span to encompass the entire mask as necessary and clear trace.

6. Trace average at least 100 traces in power averaging (rms) mode.

7. Adjust the reference level as necessary so that the crest of the channel touches the top of the emission
mask

8.4. Test Result of In-Band Emission (Mask)

Refer as Appendix F
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9. Contention Based Protocol

9.1. Test Setup

BF In Trig. Qut Trig- In

Signal Analyzsr 1 + —#  Signal Analyzer 2
Atten. 1 - -

! T* RF In
h A
AWGH Signal Source &——e— 7 —g——— -3 dB

S e
ol Atten. 2

i ) a 4 A
EUT S f' e
Fortd | | Port 2 !

9.2. Test Limit

Unlicensed indoor low-power devices must detect co-channe radio frequency power that is at least -62 dBm
(The threshold is referenced to a 0dBi antenna gain.) or lower. Additionally, indoor low-power devices must

detect co-channek energy with 90% or greater certainty.
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9.3. Test Procedure

1. Set the signal analyzer center frequency to the nominal EUT channel center frequency. The span
range of the signal analyzer shall be between two times and five times the OBW of the EUT. Connect
the output port of the EUT to the signal analyzer 2. Ensure that the attenuator 2 provides enough
attenuation to not overload the signal analyzer 2 receiver.

2. Monitoring the signal analyzer 2, verify the EUT is operating and transmitting with the parameters (set
as following section 4.7.5 EUT operating condition).

3. Determine number of times detection threshold test as following table:

Test ltems Number of Tests Placement of Incumbent Transmission
BWeur= BWinc Once Same as EUT transmission
BWinc < BWeur = 2xBWinc Once Contained within BWEUT

Twice.

Closely to the lower edge and upper

2xBWinc < BWeur = 4xBWine | (Incumbent transmission is edge of the EUT Channel

contained within BWEUT)

Closely to the lower edge ,in the middle

BWeut > 4xBW Three i
EUT > 4XBWinc ree times and upper edge of the EUT Channel

4. Using an AWGN signal source, generate (but do not transmit, i.e., RF OFF) a 10 MHz-wide AWGN
signal. Use step c table to determine the center frequency of the 10 MHz AWGN signal relative to the
EUT’s channel bandwidth and center frequency.

5. Setthe AWGN signal power to an extremely low level (more than 20 dB below the -62 dBm threshold).
Connect the AWGN signal source, via a 3-dB splitter, to the signal analyzer 1 and the EUT.

6. Transmit the AWGN signal (RF ON) and verify its characteristics on the signal analyzer 1.

7. Monitor the signal analyzer 2 to verify if the AWGN signal has been detected and the EUT has ceased
transmission. If the EUT continues to transmit, then incrementally increase the AWGN signal power
level until the EUT stops transmitting.

8. (Including all losses in the RF paths) Determine and record the AWGN signal power level (at the
EUT’s antenna port) at which the EUT ceased transmission. Repeat the procedure at least 10 times to
verify the EUT can detect an AWGN signal with 90% (or better) level of certainty.

9. Refer to step c table to determine number of times the detection threshold testing needs to be
repeated. If testing is required more than once, then go back to step d, choose a different center

frequency for the AWGN signal and repeat the process.

9.4. Test Result of Contention Based Protocol

Refer as Appendix G
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Appendix A. Test Result of AC Power Line Conducted Emission

Test Mode Mode 1 Phase Line

Test Condition WiFi 6G

Lewel (dBEwu™)

g ]
0.0 i CLASS H_ QP
S0.0 1 i CLASS B AN
A0 -
P P
300 - =}
20.0 a1
A e =
0 Paeak
o155 0.5 = 1 210 S0
Freqguemcy (WMIHZ)
No Frequency | Emission Level Limit Margin Reading Level | Correct Factor | Detector
(MHz) (dBuV) (dBuV) (dB) (dBuV) (dB) Type
*1 0.199 48.54 63.65 -15.10 38.92 9.62 QP
2 0.199 31.31 53.65 -22.34 21.68 9.62 AV
3 0.314 40.67 59.87 -19.20 31.03 9.63 QP
4 0.314 21.44 49.87 -28.42 11.81 9.63 AV
5 0.512 32.80 56.00 -23.20 23.15 9.65 QP
6 0.512 17.95 46.00 -28.05 8.30 9.65 AV
7 1.364 27.29 56.00 -28.71 17.57 9.72 QP
8 1.364 11.35 46.00 -34.65 1.63 9.72 AV
9 4.550 28.34 56.00 -27.66 18.46 9.88 QP
10 4.550 10.20 46.00 -35.80 0.32 9.88 AV
11 24.855 18.96 60.00 -41.04 8.64 10.32 QP
12 24.855 11.16 50.00 -38.84 0.84 10.32 AV
Note:

1 . nin

means this data is the worst emission level.
2. Emission Level = Reading Level + Correct Factor (Correct Factor = LISN Insertion Loss + Cable Loss).

3. Margin = Emission Level - Limit.
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Test Mode Mode 1 Phase Neutral

Test Condition WiFi 6G

Lewel (dBEwu™)

80

70.0

S0 .0 I cLASS B Qb

S0 =1 | CLASS B AW

-AD D =

30.0 T = 7 a

2400 a1

100 e 1=

GI:ZI.‘iS 0.5 Frequeﬁc‘j’:MHz} ] 210 3DPeak
No Frequency | Emission Level Limit Margin Reading Level | Correct Factor | Detector
(MHz) (dBuV) (dBuV) (dB) (dBuV) (dB) Type
*1 0.195 48.13 63.83 -15.70 38.51 9.62 QP
2 0.195 32.26 53.83 -21.57 22.64 9.62 AV
3 0.323 39.46 59.64 -20.17 29.83 9.63 QP
4 0.323 19.75 49.64 -29.89 10.12 9.63 AV
5 0.597 28.30 56.00 -27.70 18.63 9.66 QP
6 0.597 12.34 46.00 -33.66 2.67 9.66 AV
7 0.966 27.27 56.00 -28.73 17.56 9.71 QP
8 0.966 10.57 46.00 -35.43 0.86 9.71 AV
9 3.282 24.85 56.00 -31.15 15.02 9.83 QP
10 3.282 10.24 46.00 -35.76 0.41 9.83 AV
11 16.773 20.48 60.00 -39.52 10.12 10.35 QP
12 16.773 10.75 50.00 -39.25 0.40 10.35 AV
Note:

1 . nin

means this data is the worst emission level.
2. Emission Level = Reading Level + Correct Factor (Correct Factor = LISN Insertion Loss + Cable Loss).

3. Margin = Emission Level - Limit.
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Appendix B. Test Result of Emission Bandwidth

. Frequency 99% Occupied Bandwidth 26dB Bandwidth e
Modulation (MH2) (MHz) (MHz) (MHz) Result
Ant. 1 Ant. 2 Ant. 1 Ant. 2

5955 19.02 19.02 20.68 20.56 - Pass

6195 18.90 18.98 20.64 20.56 - Pass

6415 19.02 18.94 20.68 20.68 - Pass

6435 19.02 18.94 20.68 20.64 - Pass

6475 19.02 19.06 20.80 20.8 - Pass

802115 6515 19.06 19.06 20.76 20.84 - Pass
(20MH2? 6535 19.02 19.02 20.92 20.8 - Pass
6695 19.02 18.98 20.64 20.52 - Pass

6855 18.98 18.98 20.76 20.64 - Pass

6875 18.94 19.06 20.76 20.72 - Pass

6895 19.02 18.98 20.44 20.68 - Pass

7015 18.98 18.98 20.84 20.84 - Pass

7115 18.98 18.98 20.72 20.68 - Pass

| Frequency 99% Occupied Bandwidth 26dB Bandwidth -
Modulation (MHz) (MHz) (MHz) (MHz) Result
Ant. 1 Ant. 2 Ant. 1 Ant. 2

5965 37.72 37.80 39.92 39.6 - Pass

6205 37.72 37.72 39.60 40.08 - Pass

6405 37.72 37.72 39.52 39.84 - Pass

6445 37.80 37.88 39.68 39.84 - Pass

6485 37.72 37.64 39.92 39.76 - Pass

802,111 6525 37.80 37.80 39.36 39.60 - Pass
(40|.V|HZ? 6565 37.80 37.64 39.52 39.36 - Pass
6725 37.96 37.88 40.24 39.92 - Pass

6845 37.96 37.88 40.16 39.44 - Pass

6885 37.88 37.96 39.92 40.32 - Pass

6925 37.80 37.80 39.60 39.92 - Pass

7005 37.80 37.80 40.08 40.08 - Pass

7085 37.80 37.80 40.40 40.16 - Pass
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. Frequency 99% Occupied Bandwidth 26dB Bandwidth e
Modulation (MH2) (MHz) (MHz) (MHz) Result
Ant. 1 Ant. 2 Ant. 1 Ant. 2

5985 77.20 77.20 80.00 80.00 - Pass

6225 77.20 77.04 80.00 80.16 - Pass

6385 77.20 77.20 80.00 80.00 - Pass

6465 77.04 77.04 80.00 79.84 - Pass

802115 6545 76.88 76.88 79.84 80.16 - Pass

(SOMHZ? 6625 77.04 76.88 79.68 79.84 - Pass

6705 77.20 77.04 79.84 79.84 - Pass

6785 77.20 77.04 79.84 80.00 - Pass

6865 76.40 76.72 80.16 79.84 - Pass

6945 77.04 76.72 80.00 80.00 - Pass

7025 77.04 77.04 80.32 80.00 - Pass

. Frequency 99% Occupied Bandwidth 26dB Bandwidth e
Modulation (MHz) (MHz) (MHz) (MHz) Result
Ant. 1 Ant. 2 Ant. 1 Ant. 2

6025 156.96 156.96 162.24 161.60 - Pass

6185 156.64 156.64 161.60 162.24 - Pass

6345 156.96 156.96 162.24 161.60 - Pass

802.11be 6505 156.96 157.28 161.60 162.56 - Pass
(160MHz)

6665 156.96 156.64 162.56 161.92 - Pass

6825 156.96 156.96 161.92 161.92 - Pass

6985 156.64 156.96 162.88 162.24 - Pass
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802.11be/20MHz/MCS0/5955MHz/Ch1 (OBW)

802.11be/20MHz/MCS0/5955MHz/Ch1 (EBW)

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz Date: 26.Feb.2025 11:19:28

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz Date: 26.Feb.2025 11:19:55

CF 6.415 GHz 1001 pis Span 40.00 MHz

At 2048 SWT 114us VBW 2MHz Mode Auto FFT At 2048 SWT 114us VBW 2MHz Mode Auto FFT
Detector: Positive Peak, Trace: MAX HOLD N Detector: Positive Peak, Trace: MAX HOLD
10d8m For 2 Fore T FoZE Port1 10 dBm PO Port1
Port 1 Port2 — Port2
0dBm 0dBm
1048 1048 o
porth-2
20d8m 20 d8m
30 aBm 30 aBm
<40 asm <40 asm
]
50 dBm 50 dBm
60 dBm 60 dBm
70aBm 70d8m
80 dBm 80 dBm
90 aBm 90 aBm
CF 5.955 GHz 1001 pts Span 40.00 MHz CF 5.955 GHz 1001 pts Span 40.00 MHz
Port MaxFreq.  MaxValue LefiFreq.  LeftValue RightFreq. RightValue Measurement Port MaxFreq.  MaxValue LefiFreq.  LefValie RightFreq. RightValue Measurement
Port1 382d8Bm 5! -0.82 dBm -0.53dBm | 99% OBW. 19020079021 MHz Port 405d8Bm 5. -21.46 dBm -21.82dBm  Emission Bandwidth: 20.68 MHz
Port2 564 dBm 013 dBm 0.12dBm 9% OBW 19.020070021 MHz Port2 5054121GHz 514 dBm 5944720 GHz -20.49 dBm _5.065280 GHz -20.00 dBm _ Emission Bandwidth: 20.56 MHz
Ref Level 10.00dBm Offset 4.80dB RBW 500 kHz Date: 26.Feb.2025 11:22:09 Ref Level 10.00dBm Offset 4.80dB RBW 500 kHz
At 2048 SWT 114us VBW 2MHz Mode Auto FFT At 2048 SWT 114us VBW 2MHz Mode Auto FFT
Detector: Positive Peak, Trace: MAX HOLD Detector: Positive Peak, Trace: MAX HOLD
10 dBm . 10 dBm oI
Port22 Port23 Port1 — Por 11 Port1 —
Port 1.2 Port2 —
0dBm 0dBm
1048 1048
20 dm 20 aBm
30 aBm 30 aBm
<40 asm <40 asm
50 dBm 50 dBm 7
60 dBm 60 dBm
70aBm 70d8m
80 dBm 80 dBm
90 aBm 90 aBm
CF 6.195 GHz 1001 pts Span 40.00 MHz CF 6.195 GHz 1001 pts Span 40.00 MHz
Port MaxFreq, MaxValue LefiFreq.  LefValue RightFreq. RightValue Measurement Port MaxFreq. MaxValue LefiFreq.  LefValue RightFreq. RightValue Measurement
Port1 6.192062GHz 4.86 dBm 0185560 GHz -247 dBm 6.204470 GHz -2.48 dBm  99% OBW: 18.901098901 MHZ Port1 6188960 GHz 283 dBm 0.184720 GHz -22.40 dBm 6.205360 GHz -22.49 dBm  Emisslon Bandwidth: 20.64 MHz
Port2 6190285 GHz 485 dBm 6185520 GHz -1.68 dBm _6.204510 GHz -1.83 dBm __90% OBW: 18.981018081 MHz Port2 6193881GHz 421dBm 6184840 GHz 21.10 dBm _6.205400 GHz -20.95 dBm _ Emission Bandwidth: 20.56 MHz
Ref Level 10.00dBm Offset 4.80dB RBW 500 kHz Date: 26.Feb.2025 11:25:49 Ref Level 10.00dBm Offset 4.80dB RBW 500 kHz Date: 26.Feb.2025 11:26:40
At 2048 SWT 114us VBW 2MHz Mode Auto FFT At 2048 SWT 114us VBW 2MHz Mode Auto FFT
Detector: Positive Peak, Trace: MAX HOLD Detector: Positive Peak, Trace: MAX HOLD Port 2-
10 dBm S 10 dBm porre
Port22 Port2:3 Port1 — Port1 —
For Poct 13 Port2 Port2
0dBm 0dBm
1048 1048
20d8m 20 d8m
30 aBm 30 aBm
<40 asm <40 asm
50 dBm 50 dBm
60 dBm 60 dBm
70aBm 70d8m
80 dBm 80 dBm
90 aBm 90 aBm

CF 6.415 GHz 1001 pis Span 40.00 MHz

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port1 6417517 GHz 440dBm 6.405560 GHz -1.78 dBm 6424500 GHz -0.88 dBm |99% OBW: 10.020079021 MHz
5.47 dBm -0.78 a8, +1.48 a8 99% OBW. 18.041058941 MHz

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port1 6.413881GHz 4.54 dBm 6404680 GHz -20.63 dBm 6425360 GHz -20.83 dBm  Emission Bandwidth: 20,66 MHz
Port2 6.413881GHz 5.17dBm  6.404760 GHz -20.30 dBm _6.425440 GHz -20.12 dBm__ Emission Bandwidth: 20.68 MHz

TEL : +886-3-582-8001
FAX : +886-3-582-8958
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Report No.: 24A0832R

D DEKRA

802.11be/20MHz/MCS0/6435MHz/Ch97 (OBW)

802.11be/20MHz/MCS0/6435MHz/Ch97 (EBW)

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz

Att 2048 SWT 11dus VBW 2MHz Mode Auto FFT

Detector: Positive Peak, Trace: MAX HOLD
T

Date: 26.Feb.2025 11:28:16

2 FoTT Port4

10d8m =
Port 1:2 Port2

0dBm

10 dBm

20 dBm

30 dBm

40 aBm

s0dem [, A

60 dBm

70 dBm

40 dBm

90 dBm

CF 6.435 GHz 1001 pis Span 40.00 MHz

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz
Att 2048 SWT 11dus VBW 2MHz Mode Auto FFT
Port 2-1

Detector: Positive Peak, Trace: MAX HOLD
10d8m .

Date: 26.Feb.2025 11:28:51

Port1 —
Port2
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40 aBm
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70 dBm

40 dBm

90 dBm

CF 6.435 GHz 1001 pis Span 40.00 MHz

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port .40 dBm 6. -0.05 dBm -0.24 dBm ' OBW: 19020079021 MHz
Port2 6433841GHz 576 dBm 6425500 GHz -0.13 dBm __6.444510 GHz 0.06 dBm ___90% OBW: 18.041058941 Mz

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port1 6.433841GHz 486 dBm 6424760 GHz -20.41dBm 6445440 GHz -20.90 dBm  Emission Bandwidth: 20,66 MHz
Port2 6.433841GHz 545dBm  6.424080 GHz -19.76 dBm _6.445320 GHz -20.07 dBm__ Emission Bandwidth: 20.64 MHz

802.11be/20MHz/MCS0/6475MHz/Ch105 (OBW)

802.11be/20MHz/MCS0/6475MHz/Ch105 (EBW)

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz
Att 2048 SWT 11dus VBW 2MHz Mode Auto FFT
Detector: Positive Peak, Trace: MAX HOLD

Date: 26.Feb.2025 11:30:37

10d8m

o2 PO Z3

Port1 —
Port 1-2 Pot 1-3 Port2
0dBm

10 a8m
20d8m
308m
40a8m
50 dBm [y
50 d8m
70d8m

40 dBm

90 dBm

CF 6.475 GHz 1001 pis Span 40.00 MHz

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz
Att 2048 SWT 11dus VBW 2MHz Mode Auto FFT

Detector: Positive Peak, Trace: MAX HOLD
10d8m PoTCr=t

0dBm

10 dBm sz

g2 Pol 1-3

20 d8m
90 d8m
40 a8m
50 dBm [~ O AR ALY
50 d8m
70d8m

40 dBm

90 dBm

CF 6.475 GHz 1001 pis Span 40.00 MHz

Port  MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port 1 500dBm 6. 0.02dBm 0.51dBm 99% OBW: 19.020079021 MHz
Port 2 5.16 dBm -0.03 dBm 0.00dBm 9%, OBW: 19.060939061 MHz

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port1 6477557 GHz 478 dBm 6464720 GHz -20.80 dBm _6.485520 GHz -20.80 dBm  Emission Bandwidth: 20.8 MHz
2 5.08 dBm 2012 dBm 2077 dBm__ Emission Bandwidth: 20.8 MHz

802.11be/20MHz/MCS0/6515MHz/Ch113 (OBW)

802.11be/20MHz/MCS0/6515MHz/Ch113 (EBW)

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz
Att 2048 SWT 11dus VBW 2MHz Mode Auto FFT
Detector: Positive Peak, Trace: MAX HOLD

10dem Port 22 g Fort 23 Port1 —

Port 12 1t 1-3 Port2

Date: 26.Feb.2025 11:32:50
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90 dBm

CF 6.515 GHz 1001 pis Span 40.00 MHz

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz
Att 2048 SWT 11dus VBW 2MHz Mode Auto FFT
Detector: Positive Peak, Trace: MAX HOLD

Date: 26.Feb.2025 11:33:03

10d8m

Port1 —
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40 aBm
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70 dBm
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90 dBm

CF 6.515 GHz 1001 pis Span 40.00 MHz

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port 1 544dBm 6 -0.79 dBm 050 d :19.060930061 MHz
Port2 6516508 GHz 5.62dBm 6505520 GHz -0.54 dBm __6.524500 GHz -0.54 dBm ___90% OBW: 19.060939061 MHz

8
H

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port1 6. 553dBm 6. 2010 dBm 1999 dBm _ Emission Bandwidth: 20.76 MHz
Port2 6512602 GHz 544dBm  6.504720 GHz -20.14 dBm _6.525560 GHz -20.48 dBm__ Emission Bandwidth: 20.84 MHz

TEL : +886-3-582-8001
FAX : +886-3-582-8958
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Report No.: 24A0832R

D DEKRA

802.11be/20MHz/MCS0/6535MHz/Ch117 (OBW)

802.11be/20MHz/MCS0/6535MHz/Ch117 (EBW)

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz
Att 2048 SWT 11dus VBW 2MHz Mode Auto FFT

Detector: Positive Peak, Trace: MAX HOLD
POz POTTZS

Date: 26.Feb.2025 11:36:41
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90 dBm

CF 6.535 GHz 1001 pis Span 40.00 MHz

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz
Att 2048 SWT 11dus VBW 2MHz Mode Auto FFT
Detector: Positive Peak, Trace: MAX HOLD

Date: 26.Feb.2025 11:37:03
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90 dBm

CF 6.535 GHz 1001 pis Span 40.00 MHz

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port1 6. .04dBm 6. .17 dBm .44.dBm  99% OBW: 19020079021 MHz
Port2 6530084 GHz 526 dBm 6525520 GHz 013 dBm ___6.544550 GHz 0.08 dBm ___90% OBW: 1.020079021 Mz

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port .82dBm 6. 2045 dBm -21.06dBm__ Emission Bandwidth: 20.92 MHz
Port2 6530684 GHz 6.03dBm _6.524600 GHz -19.60 dBm _6.545400 GHz -19.51 dBm__ Emission Bandwidth: 20.8 MHz

802.11be/20MHz/MCS0/6695MHz/Ch149 (OBW)

802.11be/20MHz/MCS0/6695MHz/Ch149 (EBW)

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz
Att 2048 SWT 11dus VBW 2MHz Mode Auto FFT
Detector: Positive Peak, Trace: MAX HOLD
Port22 Port 1-1 FOTCZT Fort 23 Port1 —
Port 1.2 ort 1-3 Port2 —

Date: 26.Feb.2025 11:40:01
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90 dBm

CF 6.695 GHz 1001 pis Span 40.00 MHz

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz

Att 2048 SWT 11dus VBW 2MHz Mode Auto FFT

Detector: Positive Peak, Trace: MAX HOLD Port 2-1
PorCTT
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90 dBm

CF 6.695 GHz 1001 pis Span 40.00 MHz

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port1 6602722 GHz 3.37dBm 6685520 GHz -1.13dBm 6704550 GHz -1.37 dBm |99% OBW: 10.020079021 MHz
Port2 6698437 GHz 4.34dBm 6685520 GHz -0.72 dBm 6704510 GHz -0.45dBm ___90% OBW: 18.981018981 MHz

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port1 6608277 GHz 4.07 dBm 6684680 GHz -21.60 dBm 6705320 GHz -21.55 dBm | Emission Bandwidth: 20,64 MHz
Port2 6.098437 GHz 4.55dBm _ 6.684800 GHz -20.60 dBm 6705320 GHz -20.55 dBm__ Emission Bandwidth: 20.52 MHz

802.11be/20MHz/MCS0/6855MHz/Ch181 (OBW)

802.11be/20MHz/MCS0/6855MHz/Ch181 (EBW)

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz
Att 2048 SWT 11dus VBW 2MHz Mode Auto FFT

Detector: Positive Peak, Trace: MAX HOLD
10d8m Bart

Date: 26.Feb.2025 11:41:44
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CF 6.855 GHz 1001 pis Span 40.00 MHz

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz
Att 2048 SWT 11dus VBW 2MHz Mode Auto FFT
Detector: Positive Peak, Trace: MAX HOLD

Date: 26.Feb.2025 11:42:50
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90 dBm

CF 6.855 GHz 1001 pis Span 40.00 MHz

Port MaxFreq. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port 1 435dBm 6. -1.47 dBm 147 dBm  99% OBW. 18981016981 MHz
Port 2 6.03 dBm 127 dBm 147 dBm 9%, OBW. 18.981018981 MHz

Port MaxFreq. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port 1 510dBm 6. 2071 dBm -20.65dBm __ Emission Bandwidth: 20.76 MHz
Port 2 5.47 dBm 419,36 dBm 2024 dBm__ Emission Bandwidth: 20.64 MHz

TEL : +886-3-582-8001
FAX : +886-3-582-8958
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Report No.: 24A0832R

D DEKRA

802.11be/20MHz/MCS0/6875MHz/Ch185 (OBW)

802.11be/20MHz/MCS0/6875MHz/Ch185 (EBW)

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz

Att 2048 SWT 11dus VBW 2MHz Mode Auto FFT

Detector: Positive Peak, Trace: MAX HOLD Por
Fori22 Port23 Port1 —
Port 1 Port2

Date: 26.Feb.2025 11:45:43
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CF 6.875 GHz 1001 pis Span 40.00 MHz

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz Date: 26.Feb.2025 11:46:16
Att 2048 SWT 11dus VBW 2MHz Mode Auto FFT

Detector: Positive Peak, Trace: MAX HOLD
10d8m FOTCTT

Port1 —
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90 dBm

CF 6.875 GHz 1001 pis Span 40.00 MHz

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port 1 513dBm 6. -0.73 dBm 149 4B 99% OBW.: 18041058041 MHz
Port 2 5.30 dBm -0.45 dBm -0.81dBm 9%, OBW: 19.060939061 MHz

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port 1 434dBm 6. -21.02 dBm -21.32dBm __ Emission Bandwidth: 20.76 MHz
Port 2 4.91 dBm 2041 dBm 2079 dBm__ Emission Bandwidth: 20.72 MHz.

802.11be/20MHz/MCS0/6895MHz/Ch189 (OBW)

802.11be/20MHz/MCS0/6895MHz/Ch189 (EBW)

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz
Att 2048 SWT 11dus VBW 2MHz Mode Auto FFT

Detector: Positive Peak, Trace: MAX HOLD
10d8m Fortzz —FOTCZT PoTCI=T POTTZS

Date: 26.Feb.2025 11:48:03
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CF 6.895 GHz 1001 pis Span 40.00 MHz

RefLevel 10.00dBm Offset 4.80 dB RBW 500 kHz
Att 2048 SWT 11dus VBW 2MHz Mode Auto FFT

Detector: Positive Peak, Trace: MAXHOLD 5o 4 4
10d8m -
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90 dBm

CF 6.895 GHz 1001 pis Span 40.00 MHz

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port 1 453dBm 6. -1.33 dBm 120 dBm :19.020079021 MHz
Port 2 4.36 dBm -0.79 dBm 0.21dBm 9%, OBW. 18.981018981 MHz

2

Port MaxFreq. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port1 6890684 GHz 6.58 dBm 6884880 GHz -19.13 dBm 6.005320 GHz -18.80 dBm  Emission Bandwidth: 20.44 MHz
2 454 dBm 2127 dBm 2116 dBm__ Emission Bandwidth: 20.68 MHz

802.11be/20MHz/MCS0/7015MHz/Ch213 (OBW)

802.11be/20MHz/MCS0/7015MHz/Ch213 (EBW)

RefLevel 10.00dBm Offset 4.80dB RBW 500 kHz
Att 2048 SWT 40ms VBW 2MHz Mode Auto FFT

Port 2-1
Detector: Positive Peak, Trace: MAX HOLD ot 11

Date: 26.Feb.2025 11:50:54
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CF7.015 GHz 1001 pis Span 40.00 MHz

RefLevel 10.00dBm Offset 4.80dB RBW 500 kHz Date: 26.Feb.2025 11:51:23
Att 2048 SWT 40ms VEBW 2MHz  Mode AutoFET

Detector: Positive Peak, Trace: MAX HOLD ort21
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90 dBm

CF7.015 GHz 1001 pis Span 40.00 MHz

Port  MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port1 7.016350 GHz 6.25dBm 7.005520 GHz 088 dBm  7.024510 GHz 091 dBm :18.081018981 MHz
Port2 7016310 GHz 628 dBm __7.005500 GHz 024 dBm __7.024550 GHz -0.32 dBm ___90% OBW: 18.981018981 MHz

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port1 7.016350 GHz 6.03dBm  7.004640 GHz -19.45 dBm 7.025480 GHz -18.80 dBm | Emission Bandwidth: 20,84 MHz
Port2 7.016310 GHz 6.26dBm  7.004680 GHz -19.46 dBm _7.025520 GHz -19.67 dBm__ Emission Bandwidth: 20.84 MHz

TEL : +886-3-582-8001
FAX : +886-3-582-8958
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Report No.: 24A0832R

D DEKRA

802.11be/20MHz/MCS0/7115MHz/Ch233 (OBW)

802.11be/20MHz/MCS0/7115MHz/Ch233 (EBW)

RefLevel 10.00dBm Offset 4.80dB RBW 500 kHz Date: 26.Feb.2025 11:54:05

RefLevel 10.00dBm Offset 4.80dB RBW 500 kHz Date: 26.Feb.2025 11:

Att 2048 SWT 40ms VBW 2Mz , Mode Auto FFT Att 2048 SWT 40ms VBW 2MHz Mode Auto FFT
Detector: Positive Peak, Trace: MAX HOLD Detector: Positive Peak, Trace: MAX HOLD -
10 dBm Pogt 11 o 10 dBm Port 21 Port 11
Port1 — Port1 —
Port2 — Port2
0dBm 0dBm
10 dBm 10 dBm
20 dBm 20 dBm
30 dBm 30 dBm
40 d8m 40 d8m
50 dBm 50 dBm
60 dBm 60 dBm
70 dBm 70 dBm
80 dBm 80 dBm
90 dBm 90 dBm
CF7.115 GHz 1001 pts Span 40.00 MHz CF7.115 GHz 1001 pts Span 40.00 MHz
Port MaxFreq, MaxValue LeftFreq.  LeftVale RightFreq. RightValue Measurement Port MaxFreq, MaxValue LeftFreq.  LeftVale RightFrea. RightValue Measurement
Port1 7.110844 GHz 6.48 dBm  7.105600 GHz 1.07dBm |7.124500 Gz 1.26dBm  99% OBW: 18.961018981 MHz Port1 7.116518 GHz 7.19dBm  7.104760 GHz -18.54 dBm  7.125480 GHz -16.41dBm _ Emission Bandwidth: 20.72 MHz
Port2 7.110764 GHz 6.99 dBm __7.105600 GHz 0.47 dBm__7.124500 GHz 1.77 dBm 9% OBW: 18.981018981 MHz Port2 7.110804 GHz 7.00 dBm __7.104800 GHz -18.00 dBm _7.125480 GHz -18.65 dBm __ Emission Bandwith: 20,68 MHz
Ref Level 10.00dBm Offset 4.80d8 RBW 500 kHz Date: 26.Feb.2025 13:30:43 Ref Level 10.00dBm Offset 4.80d8 RBW 500 kHz
Att 2048 SWT 189us VBW 2MHz Mode Auto FFT Att 2048 SWT 189us VBW 2MHz Mode Auto FFT
Detector: Positive Peak, Trace: MAX HOLD Detector: Positive Peak, Trace: MAX HOLD B
10 dBm e 10 dBm —
Port2:2Port 2-1 Port 23 Port1 —
Port 42 Port2
0dBm Y 0dBm
10 dBm 10 dBm
20 dBm 20 dBm
30 dBm 30 dBm
40 d8m 40 d8m
50 dBm 50 dBm
60 dBm 60 dBm
70 dBm 70 dBm
80 dBm 80 dBm
90 dBm 90 dBm
CF 5.965 GHz 1001 pts Span 80.00 MHz CF 5.965 GHz 1001 pts Span 80.00 MHz
Port MaxFreq, MaxValue LeftFreq.  Leftvalue RightFreq. RightValue Measurement Port MaxFreq, MaxValue LeftFreq.  Leftvalue RightFreq. RightValue Measurement
Port1 5954600 GHz 6.26dBm 5946218 GHz -193dBm  5983941GHz -1.70dBm  99% OBW: 37.722277722 MHz Port1 5963561 GHz 1.14dBm 5945160 GHz -23.91dBm 5985080 GHz -24.20 dBm _ Emission Bandwidth: 30.92 MHz
Port2 5950604 GHz 257 dBm 5946138 GHz -1.44 dBm 50983941 GHz -0.71dBm __ 90% OBW: 37.802197802 MHz Port2 5971053 GHz 6.43 dBm 5945240 GHz -18.49 dBm _5.084840 GHz -18.39 dBm__ Emission Bandwidth: 30.6 MHz
Ref Level 10.00dBm Offset 4.80d8 RBW 500 kHz Date: 26.Feb.2025 13:35:00 Ref Level 10.00dBm Offset 4.80d8 RBW 500 kHz Date: 26.Feb.2025 13:36:05
Att 2048 SWT 189us VBW 2MHz Mode Auto FFT Att 2048 SWT 189us VBW 2MHz Mode Auto FFT
Detector: Positive Peak, Trace: MAX HOLD Detector: Positive Peak, Trace: MAX HOLD
10 dBm rorts 10 dBm rorts
rt2- ort 2: ort 1 — ort 1 —
Port2:2 Port2:3 Port2 — Port2
0dBm 0dBm
10 dBm 10 dBm
20 dBm 20 dBm
30 dBm 30 dBm
40 d8m 40 d8m
50 dBm 50 dBm
60 dBm 60 dBm
70 dBm 70 dBm
80 dBm 80 dBm
90 dBm 90 dBm

CF 6.205 GHz 1001 pis Span 80.00 MHz

CF 6.205 GHz 1001 pis Span 80.00 MHz

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port1 6211314 GHz 4.24dBm 6186218 GHz -3.24 dBm 6.223941GHz -3.12dBm |90% OBW: 37.722277722 MHz
Port2 6201043 GHz 4.91dBm 6186138 GHz -2.34 dBm __6.223801 GHz -2.57 dBm ___00% OBW: 37.722277722 MHz

Port MaxFrea. MaxValue LeftFreq.  LeftValue RightFreq. RightValue Measurement
Port1 6218427 GHz 416 dBm 6185240 GHz -20.25 dBm 6.224840 GHz -20.76 dBm | Emission Bandwidth: 30.6 MHz
Port2 6199166 GHz 214 dBm _ 6.185000 GHz -23.55 dBm _6.225080 GHz -23.02 dBm__ Emission Bandwidth: 40.08 MHz

TEL : +886-3-582-8001
FAX : +886-3-582-8958
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