22-1-0030601T050a-A1-C01 Ceteco af

advanced

RF output power

puT Gated RMS Limit Max Gated EIRP  DutyCycle
Frequency
(dBm) (dBm) (dBm)
ac80-mode [VHT-MCSO0]; 5210MHz 5210.0000 | 8.5 30.0 8.5 79.376 PASS
ac80-mode [VHT-MCSO0]; 5775MHz 5775.0000 | 4.0 30.0 4.0 79.328 PASS
ac80-mode [VHT-MCS1]; 5210MHz 5210.0000 | 8.6 30.0 8.6 67.660 PASS
ac80-mode [VHT-MCS1]; 5775MHz 5775.0000 | 4.0 30.0 4.0 67.832 PASS
ac80-mode [VHT-MCS2]; 5210MHz 5210.0000 | 8.6 30.0 8.6 60.424 PASS
ac80-mode [VHT-MCS2]; 5775MHz 5775.0000 | 4.0 30.0 4.0 60.739 PASS
ac80-mode [VHT-MCS3]; 5775MHz 5775.0000 | 4.2 30.0 4.2 55.424 PASS
ac80-mode [VHT-MCS4]; 5210MHz 5210.0000 | 8.8 30.0 8.8 48.506 PASS
ac80-mode [VHT-MCS4]; 5775MHz 5775.0000 | 4.2 30.0 4.2 48.433 PASS
ac80-mode [VHT-MCS5]; 5210MHz 5210.0000 | 8.8 30.0 8.8 44.690 PASS
ac80-mode [VHT-MCS5]; 5775MHz 5775.0000 | 4.1 30.0 4.1 44.796 PASS
ac80-mode [VHT-MCS6]; 5210MHz 5210.0000 | 8.9 30.0 8.9 42.468 PASS
ac80-mode [VHT-MCS6]; 5775MHz 5775.0000 | 4.2 30.0 4.2 42.690 PASS
ac80-mode [VHT-MCS7]; 5210MHz 5210.0000 | 8.8 30.0 8.8 41.404 PASS
ac80-mode [VHT-MCS7]; 5775MHz 5775.0000 | 4.2 30.0 4.2 41.785 PASS
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cetecom

advanced

RF output power (5210 MHz; ac80-mode [VHT-MCSO0] (20 dBm); 80

MHZz)

Test according to FCC title 47 part 15 §815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.E and ANSI C63.10-2013

Result
DUT Frequency Gated RMS | Limit Max | Gated EIRP | DutyCycle | Result
(MHz) (dBm) (dBm) (dBm) (%)
5210.000000 8.5 30.0 8.5 79.376 | PASS
Gated Trace
35T
30
20T
5 1
g 10t i -
£ T
2 o
= 1 8527 dBry
-10T1
-20T
0 0.1 02 03 04 05 0,6 07 08
Timein s
Gated Trace Overall Limit

OSP PowerMeter settings

Setting Instrument Target
Value Value

Measurement Time 1.000 s 1.000 s
Points 1000000 1000000
Time resolution 1.000 ps 1.000 ps
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advanced

RF output power (5775 MHz; ac80-mode [VHT-MCSO0] (20 dBm); 80

MH2z)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.LE and ANSI C63.10-2013

Result
DUT Frequency Gated RMS | Limit Max | Gated EIRP | DutyCycle | Result
(MHz) (dBm) (dBm) (dBm) (%)
5775.000000 4.0 30.0 4.0 79.328 | PASS
Gated Trace
351
30
20T
E -
os)
T 10T
£ |
3 i S e S U, S S — s S =
g or
R 3963 B
-10T1
0 0.1 0.2 0.3 0.4 05 0.6 0.7 0.8
Time in s
Gated Trace Overall Limit

OSP PowerMeter settings

Setting Instrument Target

Value Value

Measurement Time 1.000 s 1.000 s
Points 1000000 1000000
Time resolution 1.000 ps 1.000 ps
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RF output power (5210 MHz; ac80-mode [VHT-MCS1] (20 dBm); 80

MH2z)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 I.E and ANSI C63.10-2013

Result
DUT Frequency Gated RMS | Limit Max | Gated EIRP | DutyCycle | Result
(MHz) (dBm) (dBm) (dBm) (%)
5210.000000 8.6 30.0 8.6 67.660 | PASS
Gated Trace
35T
30
20T
e L
e [ O e -
£ T
g of
3]
9 L
i 8589 dBry
-20T
0 0.1 02 0.3 0.4 05
Timein s
Gated Trace Overall Limit

OSP PowerMeter settings

Setting Instrument Target

Value Value

Measurement Time 1.000 s 1.000 s
Points 1000000 1000000
Time resolution 1.000 ps 1.000 ps
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advanced

326 /458



22-1-0030601T050a-A1-C01

RF output power (5775 MHz; ac80-mode [VHT-MCS1] (20 dBm); 80

MH2z)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 I.E and ANSI C63.10-2013

Result
DUT Frequency Gated RMS | Limit Max | Gated EIRP | DutyCycle | Result
(MHz) (dBm) (dBm) (dBm) (%)
5775.000000 4.0 30.0 4.0 67.832 | PASS
Gated Trace
351
30
20T
E -
os)
T 10T
£ |
©
g or
R 4029 B
-10T1
0 0.1 0.2 0.3 0.4 0.5
Time in s
Gated Trace Overall Limit

OSP PowerMeter settings

Setting Instrument Target

Value Value

Measurement Time 1.000 s 1.000 s
Points 1000000 1000000
Time resolution 1.000 ps 1.000 ps
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advanced

327 /458



22-1-0030601T050a-A1-C01

cetecom

advanced

RF output power (5210 MHz; ac80-mode [VHT-MCS2] (20 dBm); 80

MH2z)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 I.E and ANSI C63.10-2013

Result
DUT Frequency Gated RMS | Limit Max | Gated EIRP | DutyCycle | Result
(MHz) (dBm) (dBm) (dBm) (%)
5210.000000 8.6 30.0 8.6 60.424 | PASS
Gated Trace
35T
30
20T
e 1
Q9 10+ P e
k= T
g o
Q
9 1
i 8576 dBry
-20T
0 50 100 150 200 250 300 350 400 450 550 600,69
Time in ms
Gated Trace Overall Limit

OSP PowerMeter settings

Setting Instrument Target

Value Value

Measurement Time 1.000 s 1.000 s
Points 1000000 1000000
Time resolution 1.000 ps 1.000 ps
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advanced

RF output power (5775 MHz; ac80-mode [VHT-MCS2] (20 dBm); 80
MH2z)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.LE and ANSI C63.10-2013

Result

DUT Frequency
(MHz)

Gated RMS
(dBm)

Limit Max
(dBm)

Gated EIRP
(dBm)

DutyCycle
(%)

Result

5775.000000

4.0

30.0

4.0

60.739

PASS

Gated Trace

Level in dBm

0 50 100 150 200 250 300 350 400 450 500 550 60392
Time in ms
— Gated Trace Overall Limit

OSP PowerMeter settings

Setting Instrument Target

Value Value

Measurement Time 1.000 s 1.000 s
Points 1000000 1000000
Time resolution 1.000 ps 1.000 ps
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RF output power (5210 MHz; ac80-mode [VHT-MCS3] (20 dBm); 80

MH2z)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 I.E and ANSI C63.10-2013

Result
DUT Frequency Gated RMS | Limit Max | Gated EIRP | DutyCycle | Result
(MHz) (dBm) (dBm) (dBm) (%)
5210.000000 8.9 30.0 8.9 55.252 | PASS
Gated Trace
35T
30
20T
e 1
D 10+ = . sk gt =
L
T o
41 8860 cBn
-10T
-20T
0 50 100 150 200 250 300
Time in ms
Gated Trace Overall Limit

OSP PowerMeter settings

Setting Instrument Target

Value Value

Measurement Time 1.000 s 1.000 s
Points 1000000 1000000
Time resolution 1.000 ps 1.000 ps

TR22-1-0030601T050a-A1-CO1

cetecom

advanced
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RF output power (5775 MHz; ac80-mode [VHT-MCS3] (20 dBm); 80

MH2z)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 I.E and ANSI C63.10-2013

Result
DUT Frequency Gated RMS | Limit Max | Gated EIRP | DutyCycle | Result
(MHz) (dBm) (dBm) (dBm) (%)
5775.000000 4.2 30.0 4.2 55.424 | PASS
Gated Trace
35T
30
20T
E -
° 10T
£ L
3 -
s Of
1 4.205 dBm
101
0 0.1 02 03 0.4
Timein s
Gated Trace Overall Limit

OSP PowerMeter settings

Setting Instrument Target

Value Value

Measurement Time 1.000 s 1.000 s
Points 1000000 1000000
Time resolution 1.000 ps 1.000 ps
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advanced
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advanced

RF output power (5210 MHz; ac80-mode [VHT-MCS4] (20 dBm); 80

MH2z)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.LE and ANSI C63.10-2013

0.5

Result
DUT Frequency Gated RMS | Limit Max | Gated EIRP | DutyCycle | Result
(MHz) (dBm) (dBm) (dBm) (%)
5210.000000 8.8 30.0 8.8 48.506 | PASS
Gated Trace
35T
30
20T
e L
e [ 0 sl — S =
£ T
g of
41 8830 dBm
101
-20T
0 0.1 02 03
Timein s
Gated Trace Overall Limit

OSP PowerMeter settings

Setting Instrument Target

Value Value

Measurement Time 1.000 s 1.000 s
Points 1000000 1000000
Time resolution 1.000 ps 1.000 ps
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RF output power (5775 MHz; ac80-mode [VHT-MCS4] (20 dBm); 80

MH2z)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 I.E and ANSI C63.10-2013

Result
DUT Frequency Gated RMS | Limit Max | Gated EIRP | DutyCycle | Result
(MHz) (dBm) (dBm) (dBm) (%)
5775.000000 4.2 30.0 4.2 48.433 | PASS
Gated Trace
35T
30
20T
E -
° 10T
£ L
©
s Of
7 4153 dBr
101
0 0.1 02 03
Timein s
Gated Trace Overall Limit

OSP PowerMeter settings

Setting Instrument Target

Value Value

Measurement Time 1.000 s 1.000 s
Points 1000000 1000000
Time resolution 1.000 ps 1.000 ps
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cetecom

advanced
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RF output power (5210 MHz; ac80-mode [VHT-MCS5] (20 dBm); 80

MH2z)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 I.E and ANSI C63.10-2013

Result
DUT Frequency Gated RMS | Limit Max | Gated EIRP | DutyCycle | Result
(MHz) (dBm) (dBm) (dBm) (%)
5210.000000 8.8 30.0 8.8 44.690 | PASS
Gated Trace
35T
30
20T
e 1
e L [ P G Y S S S A R A A A A R L i
£ T
2 ot
51 8786 dBr
-10T
-20T
0 50 100 150 200 250 300 350
Time in ms
Gated Trace Overall Limit

OSP PowerMeter settings

Setting Instrument Target

Value Value

Measurement Time 1.000 s 1.000 s
Points 1000000 1000000
Time resolution 1.000 ps 1.000 ps

TR22-1-0030601T050a-A1-CO1

cetecom

advanced
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RF output power (5775 MHz; ac80-mode [VHT-MCS5] (20 dBm); 80

MH2z)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 I.E and ANSI C63.10-2013

Result
DUT Frequency Gated RMS | Limit Max | Gated EIRP | DutyCycle | Result
(MHz) (dBm) (dBm) (dBm) (%)
5775.000000 4.1 30.0 4.1 44.796 | PASS
Gated Trace
35T
30
20T
E +
° 10T
k= 1
©
s Of
-10T
0 50 100 150 200 250 300 350
Time in ms
— Gated Trace Overall Limit

OSP PowerMeter settings

Setting Instrument Target

Value Value

Measurement Time 1.000 s 1.000 s
Points 1000000 1000000
Time resolution 1.000 ps 1.000 ps

TR22-1-0030601T050a-A1-CO1

cetecom

advanced
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RF output power (5210 MHz; ac80-mode [VHT-MCS6] (20 dBm); 80

MH2z)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 I.E and ANSI C63.10-2013

Result
DUT Frequency Gated RMS | Limit Max | Gated EIRP | DutyCycle | Result
(MHz) (dBm) (dBm) (dBm) (%)
5210.000000 8.9 30.0 8.9 42.468 | PASS
Gated Trace
35T
30
20T
e 1
D 10+ = . sk gt =
L
T o
41 8860 cBn
-10T
-20T
0 50 100 150 200 250 300
Time in ms
Gated Trace Overall Limit

OSP PowerMeter settings

Setting Instrument Target

Value Value

Measurement Time 1.000 s 1.000 s
Points 1000000 1000000
Time resolution 1.000 ps 1.000 ps

TR22-1-0030601T050a-A1-CO1

cetecom

advanced
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RF output power (5775 MHz; ac80-mode [VHT-MCS6] (20 dBm); 80

MH2z)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 I.E and ANSI C63.10-2013

Result
DUT Frequency Gated RMS | Limit Max | Gated EIRP | DutyCycle | Result
(MHz) (dBm) (dBm) (dBm) (%)
5775.000000 4.2 30.0 4.2 42.690 | PASS
Gated Trace
35T
30
20T
E +
° 10T
k= 1
3 ; - i -
s Of
I 4198 dBr)
-10T
0 50 100 150 200 250 300
Time in ms
— Gated Trace Overall Limit

OSP PowerMeter settings

Setting Instrument Target

Value Value

Measurement Time 1.000 s 1.000 s
Points 1000000 1000000
Time resolution 1.000 ps 1.000 ps

TR22-1-0030601T050a-A1-CO1
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advanced
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cetecom

advanced

RF output power (5210 MHz; ac80-mode [VHT-MCS7] (20 dBm); 80

MH2z)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.LE and ANSI C63.10-2013

Result
DUT Frequency Gated RMS | Limit Max | Gated EIRP | DutyCycle | Result
(MHz) (dBm) (dBm) (dBm) (%)
5210.000000 8.8 30.0 8.8 41.404 | PASS
Gated Trace
35T
30
20T
e 1
Q 10+
k= T
g of
407 8835 dBr)
-10T
-20T
0 50 100 150 200 250 300
Time in ms
Gated Trace Overall Limit

OSP PowerMeter settings

Setting Instrument Target

Value Value

Measurement Time 1.000 s 1.000 s
Points 1000000 1000000
Time resolution 1.000 ps 1.000 ps
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advanced

RF output power (5775 MHz; ac80-mode [VHT-MCS7] (20 dBm); 80

MH2z)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.LE and ANSI C63.10-2013

Result
DUT Frequency Gated RMS | Limit Max | Gated EIRP | DutyCycle | Result
(MHz) (dBm) (dBm) (dBm) (%)
5775.000000 4.2 30.0 4.2 41.785 | PASS
Gated Trace
35T
30
20T
E +
° 10T
k= 1
©
s Of
T 4177 dBn)
-10T
0 50 100 150 200 250 300 350
Time in ms
— Gated Trace Overall Limit

OSP PowerMeter settings

Setting Instrument Target

Value Value

Measurement Time 1.000 s 1.000 s
Points 1000000 1000000
Time resolution 1.000 ps 1.000 ps
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Emission Bandwidth 26 dB

DUT Bandwidth  Limit Min
Frequency (MHz)

cetecom

advanced

Limit Max
(MHz)

Band Edge

Band Edge

a-mode [48Mbps]; 5180MHz 5180.0000 | 32.900000 | --- -- 5162.3500 | 5195.2500
a-mode [48Mbps]; 5200MHz 5200.0000 | 37.500000 | --- -- 5181.7500 | 5219.2500
a-mode [48Mbps]; 5240MHz 5240.0000 | 29.600000 | --- -- 5226.1500 | 5255.7500
a-mode [48Mbps]; 5745MHz 5745.0000 | 37.400000 | --- -- 5726.8500 | 5764.2500
a-mode [48Mbps]; 5785MHz 5785.0000 | 38.700000 | --- -- 5765.6500 | 5804.3500
a-mode [48Mbps]; 5825MHz 5825.0000 | 36.900000 | --- -- 5807.4500 | 5844.3500

Power Spectral Density

DUT Frequency Limit Max
Frequency (MHz) (dBm)
a-mode [48Mbps]; 5180MHz 5180.000000 | 5172.871287 | 1.835 17.0 PASS
a-mode [48Mbps]; 5200MHz 5200.000000 | 5194.653465 | 2.105 17.0 PASS
a-mode [48Mbps]; 5240MHz 5240.000000 | 5234.653465 | 2.451 17.0 PASS
a-mode [48Mbps]; 5745MHz 5745.000000 | 5752.128713 | 1.069 30.0 PASS
a-mode [48Mbps]; 5785 MHz 5785.000000 | 5779.851485 | 1.259 30.0 PASS
a-mode [48Mbps]; 5825MHz 5825.000000 | 5819.851485 | 1.361 30.0 PASS

Minimum Emission Bandwidth 6 dB

DUT Bandwidth  Limit Min Limit Max Band Edge Band Edge
Frequency (MHz) (MHz) (MHz) Left Right

a-mode [48Mbps]; 5180MHz 5180.0000 | 16.500000 | --- - 5171.7250 | 5188.2250
a-mode [48Mbps]; 5200MHz 5200.0000 | 16.550000 | --- - 5191.6750 | 5208.2250
a-mode [48Mbps]; 5240MHz 5240.0000 | 16.500000 | --- - 5231.7250 | 5248.2250
a-mode [48Mbps]; 5745MHz 5745.0000 | 16.500000 | 0.500000 - 5736.7250 | 5753.2250
a-mode [48Mbps]; 5785 MHz 5785.0000 | 16.550000 | 0.500000 - 5776.6750 | 5793.2250
a-mode [48Mbps]; 5825MHz 5825.0000 | 16.550000 | 0.500000 - 5816.6750 | 5833.2250

Occupied Channel Bandwidth 99%

DUT Bandwidth  Limit Min Band Edge Band Edge
Frequency
a-mode [48Mbps]; 5180MHz 5180.0000 | 17.000000 | --- 5171.4500 | 5188.4500
a-mode [48Mbps]; 5200MHz 5200.0000 | 18.100000 | --- 5191.5500 | 5209.6500
a-mode [48Mbps]; 5240MHz 5240.0000 | 16.700000 | --- 5231.6500 | 5248.3500
a-mode [48Mbps]; 5745MHz 5745.0000 | 17.700000 | --- 5736.5500 | 5754.2500
a-mode [48Mbps]; 5785MHz 5785.0000 | 20.300000 | --- 5774.8500 | 5795.1500
a-mode [48Mbps]; 5825MHz 5825.0000 | 17.600000 | --- 5816.5500 | 5834.1500
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advanced

Emission Bandwidth 26 dB (5180 MHz; a-mode [48Mbps] (20 dBm); 20
MHZz)

Test according to FCC title 47 part 15 §15.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

TR22-1-0030601T050a-A1-CO1

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5180.000000 32.900000 5162.350000 5195.250000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5180.000000 2.3 | PASS
26 dB Bandwidth
1571
10T
0_-
£
m -+
©
= 107
[
>
3 1
-
-20T
M 32.900 MHj W
-30T
5160 5170 5180 5190 5200
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.16000 GHz 5.16000 GHz
Stop Frequency 5.20000 GHz 5.20000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 10.000 dBm 10.000 dBm
Attenuation 20.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 35/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.21dB 0.30 dB

341/458



22-1-0030601T050a-A1-C01

cetecom

advanced

Emission Bandwidth 26 dB (5200 MHz; a-mode [48Mbps] (20 dBm); 20

MHZz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5200.000000 37.500000 5181.750000 5219.250000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5200.000000 2.3 | PASS
26 dB Bandwidth
1571
10T
0_-
£
m -+
©
= 107
[
>
3 1
-
-20T
37.500 MHj
T N
-30T
5180 5190 5200 5210 5220
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.18000 GHz 5.18000 GHz
Stop Frequency 5.22000 GHz 5.22000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 52 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.03 dB 0.30 dB
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Emission Bandwidth 26 dB (5240 MHz; a-mode [48Mbps] (20 dBm); 20
MHZz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

TR22-1-0030601T050a-A1-CO1

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5240.000000 29.600000 5226.150000 5255.750000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5240.000000 2.8 | PASS
26 dB Bandwidth
1571
10T
0_-
£
m -+
©
= 107
[
>
3 1
-
-20T
JJW\/"\N\ 29.600 MHj M
-30T
5220 5230 5240 5250 5260
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.22000 GHz 5.22000 GHz
Stop Frequency 5.26000 GHz 5.26000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 52 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.07 dB 0.30 dB
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advanced

Emission Bandwidth 26 dB (5745 MHz; a-mode [48Mbps] (20 dBm); 20

MHZz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5745.000000 37.400000 5726.850000 5764.250000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5745.000000 3.9 | PASS
26 dB Bandwidth
20T
10T
E Ll
@ 0
£ s
©
3 107
-207 37.400 MH
LM N
5725 5730 5740 5750 5760 5765
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.72500 GHz 5.72500 GHz
Stop Frequency 5.76500 GHz 5.76500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 58 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.06 dB 0.30dB

TR22-1-0030601T050a-A1-CO1
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22-1-0030601T050a-A1-C01

cetecom

advanced

Emission Bandwidth 26 dB (5785 MHz; a-mode [48Mbps] (20 dBm); 20

MHZz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5785.000000 38.700000 5765.650000 5804.350000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5785.000000 3.7 | PASS
26 dB Bandwidth
20T
10T
E Ll
Q 0
£ 1
©
3 107
-20T 38.700 MHj
Iy N
5765 5770 5780 5790 5800 5805
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.76500 GHz 5.76500 GHz
Stop Frequency 5.80500 GHz 5.80500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 31/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.09 dB 0.30 dB

TR22-1-0030601T050a-A1-CO1
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22-1-0030601T050a-A1-C01

cetecom

advanced

Emission Bandwidth 26 dB (5825 MHz; a-mode [48Mbps] (20 dBm); 20

MHZz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5825.000000 36.900000 5807.450000 5844.350000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5825.000000 3.9 | PASS
26 dB Bandwidth
20T
10T
g ol
Q 0
£ 1
©
3 107
-207 36.900 MHz
LAWY "
5805 5810 5820 5830 5840 5845
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.80500 GHz 5.80500 GHz
Stop Frequency 5.84500 GHz 5.84500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 33/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.04 dB 0.30 dB

TR22-1-0030601T050a-A1-CO1
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22-1-0030601T050a-A1-C01 Ceteco af

advanced

Power Spectral Density (5180 MHz; a-mode [48Mbps] (20 dBm); 20

MH2z)

Test according to FCC title 47 part 15 §15.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5180.000000 5172.871287 1.835 17.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
25T
20T
e 10T
oa] 1
©
£
©
>
()
-

5170 5175 5180 5185 5190
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value

Start Frequency 5.17000 GHz 5.17000 GHz
Stop Frequency 5.19000 GHz 5.19000 GHz
Span 20.000 MHz 20.000 MHz
RBW 1.000 MHz <= 1.000 MHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 101 ~40
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 9/ max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.26 dB 0.30dB

TR22-1-0030601T050a-A1-CO1
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22-1-0030601T050a-A1-C01 Ceteco af

advanced

Power Spectral Density (5200 MHz; a-mode [48Mbps] (20 dBm); 20
MHZz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5200.000000 5194.653465 | 2.105 17.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
2571
20T
e 10T
us) 1
©
£
o
>
]
-

5200

5190
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value

Start Frequency 5.19000 GHz 5.19000 GHz
Stop Frequency 5.21000 GHz 5.21000 GHz
Span 20.000 MHz 20.000 MHz
RBW 1.000 MHz <=1.000 MHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 101 ~40
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 15/ max. 15 max. 15
Stable 0/3 3
Max Stable Difference 0.57 dB 0.30 dB

TR22-1-0030601T050a-A1-CO1
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advanced

Power Spectral Density (5240 MHz; a-mode [48Mbps] (20 dBm); 20
MHZz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5240.000000 5234.653465 | 2.451 17.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
2571
20T
e 10T
us)
©
£
o
>
]
-

5240

5230
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value

Start Frequency 5.23000 GHz 5.23000 GHz
Stop Frequency 5.25000 GHz 5.25000 GHz
Span 20.000 MHz 20.000 MHz
RBW 1.000 MHz <= 1.000 MHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 101 ~40
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 7 I max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.21 dB 0.30dB

TR22-1-0030601T050a-A1-CO1
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22-1-0030601T050a-A1-C01 Ceteco af

advanced

Power Spectral Density (5745 MHz; a-mode [48Mbps] (20 dBm); 20
MHZz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5745.000000 5752.128713 1.069 30.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
35T
30
20T
5 1
S 10T
£ 1
o
>
]
-

5745

5735
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.73500 GHz 5.73500 GHz
Stop Frequency 5.75500 GHz 5.75500 GHz
Span 20.000 MHz 20.000 MHz
RBW 500.000 kHz <=500.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 101 ~ 80
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 15/ max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.00 dB 0.30dB

TR22-1-0030601T050a-A1-CO1
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22-1-0030601T050a-A1-C01 Ceteco af

advanced

Power Spectral Density (5785 MHz; a-mode [48Mbps] (20 dBm); 20
MHZz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5785.000000 5779.851485 | 1.259 30.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
35T
30
20T

Level in dBm
S

5785

Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.77500 GHz 5.77500 GHz
Stop Frequency 5.79500 GHz 5.79500 GHz
Span 20.000 MHz 20.000 MHz
RBW 500.000 kHz <=500.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 101 ~ 80
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 12 / max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.20 dB 0.30dB
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22-1-0030601T050a-A1-C01 Ceteco af

advanced

Power Spectral Density (5825 MHz; a-mode [48Mbps] (20 dBm); 20
MHZz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5825.000000 5819.851485 1.361 30.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
35T
30
20T
c% 1
s 10T
£ 1
©
>
[}
-

5815 5820 5825 5830 5835
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.81500 GHz 5.81500 GHz
Stop Frequency 5.83500 GHz 5.83500 GHz
Span 20.000 MHz 20.000 MHz
RBW 500.000 kHz <=500.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 101 ~80
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 12 / max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.05dB 0.30dB

TR22-1-0030601T050a-A1-CO1
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22-1-0030601T050a-A1-C01 Ceteco af

advanced

Minimum Emission Bandwidth 6 dB (5180 MHz; a-mode [48Mbps] (20
dBm); 20 MHz)

Test according to FCC title 47 part 15 §15.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5180.000000 16.500000 5171.725000 5188.225000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5180.000000 1.1 | PASS
6 dB Bandwidth
10T
0__
E ok
@ -10
£ 4
©
8 207
301 16.500 MH
5160 5170 5180 5190 5200
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.16000 GHz 5.16000 GHz
Stop Frequency 5.20000 GHz 5.20000 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 73 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.00 dB 0.30 dB

TR22-1-0030601T050a-A1-CO1
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22-1-0030601T050a-A1-C01 Ceteco af

advanced

Minimum Emission Bandwidth 6 dB (5200 MHz; a-mode [48Mbps] (20
dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

TR22-1-0030601T050a-A1-CO1

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5200.000000 16.550000 5191.675000 5208.225000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5200.000000 0.8 | PASS
6 dB Bandwidth
10T
0_-
E ol
Q -10
£ 1
©
3 201
1 16.550 MHZ
-301
5180 5190 5200 5210 5220
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.18000 GHz 5.18000 GHz
Stop Frequency 5.22000 GHz 5.22000 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 81/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.03 dB 0.30 dB
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22-1-0030601T050a-A1-C01 Ceteco af

advanced

Minimum Emission Bandwidth 6 dB (5240 MHz; a-mode [48Mbps] (20
dBm); 20 MHz)

Test according to FCC title 47 part 15 §15.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5240.000000 16.500000 5231.725000 5248.225000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5240.000000 1.8 | PASS
6 dB Bandwidth
10T
0_-
£
8
£
2
3
16.500 MH
5220 5230 5240 5250 5260
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.22000 GHz 5.22000 GHz
Stop Frequency 5.26000 GHz 5.26000 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 44 | max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.13dB 0.30 dB

TR22-1-0030601T050a-A1-CO1
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22-1-0030601T050a-A1-C01

cetecom

advanced

Minimum Emission Bandwidth 6 dB (5745 MHz; a-mode [48Mbps] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5745.000000 16.500000 0.500000 5736.725000 5753.225000

(continuation of the "6 dB Bandwidth" table from column 6 ...)

DUT Frequency Max Level Result
(MHz) (dBm)
5745.000000 2.5 | PASS
6 dB Bandwidth
151
10T
0_-
S
m -+
o
£
©
>
3
16.500 MH
5740 5750 5760 5765

Frequency in MHz

Measurement
Setting Instrument Target Value
Value

Start Frequency 5.72500 GHz 5.72500 GHz
Stop Frequency 5.76500 GHz 5.76500 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 39 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.08 dB 0.30 dB

TR22-1-0030601T050a-A1-CO1
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22-1-0030601T050a-A1-C01

cetecom

advanced

Minimum Emission Bandwidth 6 dB (5785 MHz; a-mode [48Mbps] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 §15.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5785.000000 16.550000 0.500000 5776.675000 5793.225000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5785.000000 2.4 | PASS
6 dB Bandwidth
1571
10T
0__
S
m -+
o
= 07
[5)
>
3 1
-
-20T
5 16.550 MH
-30T
5765 5770 5780 5790 5800 5805
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.76500 GHz 5.76500 GHz
Stop Frequency 5.80500 GHz 5.80500 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 66 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.04 dB 0.30dB
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22-1-0030601T050a-A1-C01 Ceteco af

advanced

Minimum Emission Bandwidth 6 dB (5825 MHz; a-mode [48Mbps] (20
dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5825.000000 16.550000 0.500000 5816.675000 5833.225000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5825.000000 2.4 | PASS
6 dB Bandwidth
1571
10T
0__
S
m -+
o
= 07
[5)
>
3 1
-
-20T
T 16.550 MH
-307
5805 5810 5820 5830 5840 5845
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.80500 GHz 5.80500 GHz
Stop Frequency 5.84500 GHz 5.84500 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 63 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.21dB 0.30dB
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22-1-0030601T050a-A1-C01 Ceteco af

advanced

Occupied Channel Bandwidth 99% (5180 MHz; a-mode [48Mbps] (20
dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

TR22-1-0030601T050a-A1-CO1

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5180.000000 17.000000 5171.450000 5188.450000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5180.000000 | PASS
99 % Bandwidth
151
10T
0__
S
m -+
o
= 07
[5)
>
3 4
-
-20T
1 17.000 MHj
-30T
5160 5170 5180 5190 5200
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.16000 GHz 5.16000 GHz
Stop Frequency 5.20000 GHz 5.20000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >= 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 45 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.12dB 0.30dB
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22-1-0030601T050a-A1-C01 Ceteco af

advanced

Occupied Channel Bandwidth 99% (5200 MHz; a-mode [48Mbps] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5200.000000 18.100000 5191.550000 5209.650000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5200.000000 | PASS
938 % Bandwidth
151
10T
0_-
£
m -+
©
= 107
)
>
3 s
-
-20T
s 18.100 MHj
-30T
5180 5190 5200 5210 5220
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.18000 GHz 5.18000 GHz
Stop Frequency 5.22000 GHz 5.22000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >=200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 32 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.08 dB 0.30dB
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cetecom

advanced

Occupied Channel Bandwidth 99% (5240 MHz; a-mode [48Mbps] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 §15.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5240.000000 16.700000 5231.650000 5248.350000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5240.000000 | PASS
99 % Bandwidth
1571
10T
ot WW
£
% -+
£
2
3
16.700 MHz
5220 5230 5240 5250 5260
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.22000 GHz 5.22000 GHz
Stop Frequency 5.26000 GHz 5.26000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >= 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 31/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.02 dB 0.30 dB
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advanced

Occupied Channel Bandwidth 99% (5745 MHz; a-mode [48Mbps] (20
dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5745.000000 17.700000 5736.550000 5754.250000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5745.000000 | PASS
938 % Bandwidth
151
10T
0_-
£
m -+
©
= 107
)
>
3 s
-
-20T
17.700 MH#
-30T
5725 5730 5740 5750 5760 5765
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.72500 GHz 5.72500 GHz
Stop Frequency 5.76500 GHz 5.76500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >=200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 37 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.14 dB 0.30dB
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advanced

Occupied Channel Bandwidth 99% (5785 MHz; a-mode [48Mbps] (20
dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5785.000000 20.300000 5774.850000 5795.150000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5785.000000 | PASS
938 % Bandwidth
20T
10T
E Ll
@ 0
£ s
©
3 107
_20_;\/\W\”W 20.300 MH Ww
5765 5770 5780 5790 5800 5805
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.76500 GHz 5.76500 GHz
Stop Frequency 5.80500 GHz 5.80500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >=200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 29 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.04 dB 0.30dB
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advanced

Occupied Channel Bandwidth 99% (5825 MHz; a-mode [48Mbps] (20
dBm); 20 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5825.000000 17.600000 5816.550000 5834.150000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5825.000000 | PASS
938 % Bandwidth
20T
10T
E Ll
@ 0
£ s
©
3 107
-20T 17.600 MH2 M
5805 5810 5820 5830 5840 5845
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.80500 GHz 5.80500 GHz
Stop Frequency 5.84500 GHz 5.84500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >=200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 43 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.06 dB 0.30dB
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Emission Bandwidth 26 dB

DUT
Frequency

Bandwidth

Limit Min

(MHz)

Limit Max
(MHz)

cetecom

advanced

Band Edge

Band Edge

ac20-mode [VHT-MCS4]; 5180MHz 5180.0000 | 34.800000 | --- - 5163.5500 | 5198.3500
ac20-mode [VHT-MCS4]; 5200MHz 5200.0000 | 39.850000 | --- - 5180.0000 | 5219.8500
ac20-mode [VHT-MCS4]; 5240MHz 5240.0000 | 34.800000 | --- - 5223.6500 | 5258.4500
ac20-mode [VHT-MCS4]; 5745MHz 5745.0000 | 35.800000 | --- - 5727.6500 | 5763.4500
ac20-mode [VHT-MCS4]; 5785MHz 5785.0000 | 39.950000 | --- - 5765.0000 | 5804.9500
ac20-mode [VHT-MCS4]; 5825MHz 5825.0000 | 36.200000 | --- - 5807.9500 | 5844.1500
Power Spectral Density
Mode DUT Frequency PSD Limit Max Result
Frequency (MHz) (dBm) (dBm)
ac20-mode [VHT-MCS4]; 5180MHz 5180.000000 | 5174.653465 | -1.434 17.0 PASS
ac20-mode [VHT-MCS4]; 5200MHz 5200.000000 | 5206.138614 | -1.040 17.0 PASS
ac20-mode [VHT-MCS4]; 5240MHz 5240.000000 | 5232.475248 | 0.338 17.0 PASS
ac20-mode [VHT-MCS4]; 5745MHz 5745.000000 | 5740.049505 | -1.559 30.0 PASS
ac20-mode [VHT-MCS4]; 5785MHz 5785.000000 | 5778.861386 | -1.176 30.0 PASS
ac20-mode [VHT-MCS4]; 5825MHz 5825.000000 | 5817.475248 | -0.213 30.0 PASS

Minimum Emission Bandwidth 6 dB

DUT

Bandwidth

Limit Min

Limit Max

Band Edge

Band Edge

Frequency

(MHz)

(MHz)

(MHz)

Left

Right

ac20-mode [VHT-MCS4]; 5180MHz 5180.0000 | 17.750000 | --- --- 5171.0750 | 5188.8250
ac20-mode [VHT-MCS4]; 5200MHz 5200.0000 | 17.750000 | --- --- 5191.0750 | 5208.8250
ac20-mode [VHT-MCS4]; 5240MHz 5240.0000 | 17.700000 | --- --- 5231.0750 | 5248.7750
ac20-mode [VHT-MCS4]; 5745MHz 5745.0000 | 17.800000 | 0.500000 --- 5736.0750 | 5753.8750
ac20-mode [VHT-MCS4]; 5785MHz 5785.0000 | 17.750000 | 0.500000 --- 5776.0750 | 5793.8250
ac20-mode [VHT-MCS4]; 5825MHz 5825.0000 | 17.750000 | 0.500000 --- 5816.0750 | 5833.8250

Occupied Channel Bandwidth 99%

DUT Bandwidth  Limit Min Limit Max Band Edge Band Edge
Frequency (MHz) (MHz)
ac20-mode [VHT-MCS4]; 5180MHz 5180.0000 | 18.100000 | --- 5170.9500 | 5189.0500
ac20-mode [VHT-MCS4]; 5200MHz 5200.0000 | 19.900000 | --- 5190.9500 | 5210.8500
ac20-mode [VHT-MCS4]; 5240MHz 5240.0000 | 18.300000 | --- 5230.9500 | 5249.2500
ac20-mode [VHT-MCS4]; 5745MHz 5745.0000 | 18.600000 | --- 5735.9500 | 5754.5500
ac20-mode [VHT-MCS4]; 5785MHz 5785.0000 | 19.500000 | --- 5775.6500 | 5795.1500
ac20-mode [VHT-MCS4]; 5825MHz 5825.0000 | 18.600000 | --- 5815.9500 | 5834.5500
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advanced

Emission Bandwidth 26 dB (5180 MHz; ac20-mode [VHT-MCS4] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5180.000000 34.800000 5163.550000 5198.350000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5180.000000 -0.7 | PASS
26 dB Bandwidth
151
10T
0_-
£
m -+
©
= 107
[
>
3 1
-
-20T
W 34.800 MHj
-30T \,\\r"
5160 5170 5180 5190 5200
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.16000 GHz 5.16000 GHz
Stop Frequency 5.20000 GHz 5.20000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 10.000 dBm 10.000 dBm
Attenuation 20.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 67 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.00 dB 0.30 dB
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Emission Bandwidth 26 dB (5200 MHz; ac20-mode [VHT-MCS4] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NIl Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

15
10

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5200.000000 39.850000 5180.000000 5219.850000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5200.000000 -0.4 | PASS
26 dB Bandwidth

£

3

£

2

3

5180 5190 5200
Frequency in MHz
Measurement
Setting Instrument Target Value
Value

Start Frequency 5.18000 GHz 5.18000 GHz
Stop Frequency 5.22000 GHz 5.22000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 38/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.07 dB 0.30dB
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advanced

Emission Bandwidth 26 dB (5240 MHz; ac20-mode [VHT-MCS4] (20
dBm); 20 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

TR22-1-0030601T050a-A1-CO1

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5240.000000 34.800000 5223.650000 5258.450000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5240.000000 1.1 | PASS
26 dB Bandwidth
151
10T
0_-
£
m -+
©
= 107
[
>
3 1
-
-20T
1 34.800 MHj
‘V‘//W \I\A
-30T
5220 5230 5240 5250 5260
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.22000 GHz 5.22000 GHz
Stop Frequency 5.26000 GHz 5.26000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 29 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.24 dB 0.30 dB
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Emission Bandwidth 26 dB (5745 MHz; ac20-mode [VHT-MCS4] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5745.000000 35.800000 5727.650000 5763.450000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5745.000000 1.2 | PASS
26 dB Bandwidth
151
10T
0_-
£
% -+
= 107
2
3 1
-20T
35.800 MH
-30T
5725 5730 5740 5750 5760 5765
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.72500 GHz 5.72500 GHz
Stop Frequency 5.76500 GHz 5.76500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 25/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.29 dB 0.30 dB

TR22-1-0030601T050a-A1-CO1

369 /458



22-1-0030601T050a-A1-C01

cetecom

advanced

Emission Bandwidth 26 dB (5785 MHz; ac20-mode [VHT-MCS4] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5785.000000 39.950000 5765.000000 5804.950000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5785.000000 1.3 | PASS
26 dB Bandwidth
20
10
£
8
£
2
]
! : : : : : : . |
5765 5770 5780 5790 5800 5805
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.76500 GHz 5.76500 GHz
Stop Frequency 5.80500 GHz 5.80500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 50/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.27 dB 0.30 dB
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Emission Bandwidth 26 dB (5825 MHz; ac20-mode [VHT-MCS4] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5825.000000 36.200000 5807.950000 5844.150000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5825.000000 2.4 | PASS
26 dB Bandwidth
20T
10T
5
© 0“
£ 4
)
3 101
207 36.200 MHZ
_W N
5805 5810 5820 5830 5840 5845
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.80500 GHz 5.80500 GHz
Stop Frequency 5.84500 GHz 5.84500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 66 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.07 dB 0.30 dB
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advanced

Power Spectral Density (5180 MHz; ac20-mode [VHT-MCS4] (20 dBm);
20 MHz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5180.000000 5174.653465 | -1.434 17.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
30T
20T
% 1
2 1071
£ 1
o
>
]
-

5180

5170
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value

Start Frequency 5.17000 GHz 5.17000 GHz
Stop Frequency 5.19000 GHz 5.19000 GHz
Span 20.000 MHz 20.000 MHz
RBW 1.000 MHz <= 1.000 MHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 101 ~40
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 11/ max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.10dB 0.30dB
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advanced

Power Spectral Density (5200 MHz; ac20-mode [VHT-MCS4] (20 dBm);

20 MHz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5200.000000 5206.138614 | -1.040 17.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
30T
20T
% 1
2 1071
£ 1
o
>
]
-

5200

5190
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value

Start Frequency 5.19000 GHz 5.19000 GHz
Stop Frequency 5.21000 GHz 5.21000 GHz
Span 20.000 MHz 20.000 MHz
RBW 1.000 MHz <= 1.000 MHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 101 ~40
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 9/ max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.27 dB 0.30dB
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Power Spectral Density (5240 MHz; ac20-mode [VHT-MCS4] (20 dBm);
20 MHz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 Il.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5240.000000 5232.475248 0.338 17.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
30T
20T
%
5 1071
£ 4
o
g OT
-
-10T
5230 5235 5240 5245 5250
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.23000 GHz 5.23000 GHz
Stop Frequency 5.25000 GHz 5.25000 GHz
Span 20.000 MHz 20.000 MHz
RBW 1.000 MHz <=1.000 MHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 101 ~40
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 14 / max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.11 dB 0.30dB
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Power Spectral Density (5745 MHz; ac20-mode [VHT-MCS4] (20 dBm);

20 MHz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5745.000000 5740.049505 | -1.559 30.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
35T
30
20T
5 1
S 10T
£ 1
o
>
]
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5745

5735
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.73500 GHz 5.73500 GHz
Stop Frequency 5.75500 GHz 5.75500 GHz
Span 20.000 MHz 20.000 MHz
RBW 500.000 kHz <=500.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 101 ~ 80
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 14 / max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.00 dB 0.30dB
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advanced

Power Spectral Density (5785 MHz; ac20-mode [VHT-MCS4] (20 dBm);

20 MHz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5785.000000 5778.861386 | -1.176 30.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
35T
30
20T
5 1
S 10T
£ 1
o
>
]
-

5785

5775
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.77500 GHz 5.77500 GHz
Stop Frequency 5.79500 GHz 5.79500 GHz
Span 20.000 MHz 20.000 MHz
RBW 500.000 kHz <=500.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 101 ~ 80
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 8/ max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.29 dB 0.30dB
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advanced

Power Spectral Density (5825 MHz; ac20-mode [VHT-MCS4] (20 dBm);

20 MHz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5825.000000 5817.475248 | -0.213 30.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
35T
30
20T
5 1
S 10T
£ 1
o
>
]
-

5825

5815
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.81500 GHz 5.81500 GHz
Stop Frequency 5.83500 GHz 5.83500 GHz
Span 20.000 MHz 20.000 MHz
RBW 500.000 kHz <=500.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 101 ~ 80
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 14 / max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.00 dB 0.30dB
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advanced

Minimum Emission Bandwidth 6 dB (5180 MHz; ac20-mode [VHT-
MCS4] (20 dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5180.000000 17.750000 5171.075000 5188.825000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5180.000000 -1.4 | PASS
6 dB Bandwidth
10T
0_-
E ol
Q -10
£ 1
©
3 201
-301 17.750 MHj
5160 5170 5180 5190 5200
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.16000 GHz 5.16000 GHz
Stop Frequency 5.20000 GHz 5.20000 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 76 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.00 dB 0.30 dB
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Minimum Emission Bandwidth 6 dB (5200 MHz; ac20-mode [VHT-
MCS4] (20 dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5200.000000 17.750000 5191.075000 5208.825000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5200.000000 -1.3 | PASS
6 dB Bandwidth
10T
0_-
£
Q -107
£ 1
2
3
17.750 MHj
5200 5210 5220
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.18000 GHz 5.18000 GHz
Stop Frequency 5.22000 GHz 5.22000 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 54 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.10 dB 0.30 dB
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Minimum Emission Bandwidth 6 dB (5240 MHz; ac20-mode [VHT-
MCS4] (20 dBm); 20 MHz)

Test according to FCC title 47 part 15 §15.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5240.000000 17.700000 5231.075000 5248.775000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5240.000000 0.3 | PASS
6 dB Bandwidth
10T
0_-
£
Q -107
£
2
3
17.700 MHj
5240 5250 5260
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.22000 GHz 5.22000 GHz
Stop Frequency 5.26000 GHz 5.26000 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 60 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.10 dB 0.30 dB
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Minimum Emission Bandwidth 6 dB (5745 MHz; ac20-mode [VHT-

MCS4] (20 dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5745.000000 17.800000 0.500000 5736.075000 5753.875000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5745.000000 0.2 | PASS
6 dB Bandwidth
10T
0_-
E ol
Q -10
£ 1
©
3 201
17.800 MHj
-301
5725 5730 5740 5750 5760 5765
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.72500 GHz 5.72500 GHz
Stop Frequency 5.76500 GHz 5.76500 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 81/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.04 dB 0.30 dB
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Minimum Emission Bandwidth 6 dB (5785 MHz; ac20-mode [VHT-

MCS4] (20 dBm); 20 MHz)

Test according to FCC title 47 part 15 §15.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5785.000000 17.750000 0.500000 5776.075000 5793.825000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5785.000000 0.5 | PASS
6 dB Bandwidth
1571
10T
0_-
£
% -+
= 10t
2
3
17.750 MHj
5765 5770 5780 5790 5800 5805
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.76500 GHz 5.76500 GHz
Stop Frequency 5.80500 GHz 5.80500 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 77 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.00 dB 0.30 dB
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Minimum Emission Bandwidth 6 dB (5825 MHz; ac20-mode [VHT-
MCS4] (20 dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5825.000000 17.750000 0.500000 5816.075000 5833.825000
(continuation of the "6 dB Bandwidth" table from column 6...)
DUT Frequency Max Level Result
(MHz) (dBm)
5825.000000 1.4 | PASS
6 dB Bandwidth
1571
10T
0_-
£
m -+
©
= 107
[
>
3 1
-
-20T
T 17.750 MH
-301
5805 5810 5820 5830 5840 5845
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.80500 GHz 5.80500 GHz
Stop Frequency 5.84500 GHz 5.84500 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 71/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.09 dB 0.30 dB
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advanced

Occupied Channel Bandwidth 99% (5180 MHz; ac20-mode [VHT-

MCS4] (20 dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5180.000000 18.100000 5170.950000 5189.050000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5180.000000 | PASS
938 % Bandwidth
151
10T
0_-
£ WWM
m -+
©
= 0t
)
>
3 s
-
-20T
T 18.100 MHj
-30T
5160 5170 5180 5190 5200
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.16000 GHz 5.16000 GHz
Stop Frequency 5.20000 GHz 5.20000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >=200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 33/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.01dB 0.30dB
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advanced

Occupied Channel Bandwidth 99% (5200 MHz; ac20-mode [VHT-

MCS4] (20 dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5200.000000 19.900000 5190.950000 5210.850000

(continuation of the "99 % Bandwidth" table from column 6 ...)

DUT Frequency Result
(MHz)
5200.000000 | PASS
99 % Bandwidth
1571
10T
0_-
£
% -+
= 10t
2
3 1
-20T
1 19.900 MHZ M
-30T
5180 5190 5200 5210 5220
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.18000 GHz 5.18000 GHz
Stop Frequency 5.22000 GHz 5.22000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >= 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 61/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.08 dB 0.30 dB
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Occupied Channel Bandwidth 99% (5240 MHz; ac20-mode [VHT-

MCS4] (20 dBm); 20 MHz)

Test according to FCC title 47 part 15 §15.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5240.000000 18.300000 5230.950000 5249.250000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5240.000000 | PASS
99 % Bandwidth
1571
10T
0_-
£
m -+
©
= 0t
[
>
3 1
-
-20T
1 18.300 MH
-30T
5220 5230 5240 5250 5260
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.22000 GHz 5.22000 GHz
Stop Frequency 5.26000 GHz 5.26000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >= 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 94 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.07 dB 0.30 dB
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advanced

Occupied Channel Bandwidth 99% (5745 MHz; ac20-mode [VHT-
MCS4] (20 dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5745.000000 18.600000 5735.950000 5754.550000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5745.000000 | PASS
99 % Bandwidth
1571
10T
0_-
£
m -+
©
= 107
[
>
3 1
-
-20T
18.600 MHj
-30T
5725 5730 5740 5750 5760 5765
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.72500 GHz 5.72500 GHz
Stop Frequency 5.76500 GHz 5.76500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >= 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 42 [ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.08 dB 0.30 dB
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advanced

Occupied Channel Bandwidth 99% (5785 MHz; ac20-mode [VHT-

MCS4] (20 dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5785.000000 19.500000 5775.650000 5795.150000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5785.000000 | PASS
99 % Bandwidth
20T
10T
5 ol
Q 0
£ 1
©
3 107
-ZO-M 41 9.500 MH WVV\”\M

5765 5770 5780 5790 5800 5805
Frequency in MHz
Measurement
Setting Instrument Target Value
Value

Start Frequency 5.76500 GHz 5.76500 GHz
Stop Frequency 5.80500 GHz 5.80500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >=200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 44 [ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.05 dB 0.30dB
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advanced

Occupied Channel Bandwidth 99% (5825 MHz; ac20-mode [VHT-
MCS4] (20 dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5825.000000 18.600000 5815.950000 5834.550000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5825.000000 | PASS
938 % Bandwidth
20T
10T
E Ll
@ 0
£ s
©
3 107
-207 18.600 MH2
5805 5810 5820 5830 5840 5845
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.80500 GHz 5.80500 GHz
Stop Frequency 5.84500 GHz 5.84500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >=200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 34 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.16 dB 0.30dB
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Emission Bandwidth 26 dB

DUT Bandwidth  Limit Min
Frequency (MHz)

cetecom

advanced

Limit Max
(MHz)

Band Edge

Band Edge

n40-mode [MCS6]; 5180MHz 5180.0000 | 38.100000 | --- -- 5161.4500 | 5199.5500
n40-mode [MCS6]; 5200MHz 5200.0000 | 37.650000 | --- -- 5182.3500 | 5220.0000
n40-mode [MCS6]; 5240MHz 5240.0000 | 34.500000 | --- -- 5225.0500 | 5259.5500
n40-mode [MCS6]; 5745MHz 5745.0000 | 36.900000 | --- -- 5727.6500 | 5764.5500
n40-mode [MCS6]; 5785MHz 5785.0000 | 39.000000 | --- -- 5765.7500 | 5804.7500
n40-mode [MCS6]; 5825MHz 5825.0000 | 36.500000 | --- -- 5808.0500 | 5844.5500

Power Spectral Density

DUT Frequency Limit Max
Frequency (MHz) (dBm)
n40-mode [MCS6]; 5180MHz 5180.000000 | 5173.465347 | -0.286 17.0 PASS
n40-mode [MCS6]; 5200MHz 5200.000000 | 5194.257426 | -0.287 17.0 PASS
n40-mode [MCS6]; 5240MHz 5240.000000 | 5235.247525 | 1.392 17.0 PASS
n40-mode [MCS6]; 5745MHz 5745.000000 | 5738.861386 | -2.656 30.0 PASS
n40-mode [MCS6]; 5785 MHz 5785.000000 | 5778.861386 | -3.090 30.0 PASS
n40-mode [MCS6]; 5825MHz 5825.000000 | 5832.524752 | -1.661 30.0 PASS

Minimum Emission Bandwidth 6 dB

DUT Bandwidth  Limit Min Limit Max Band Edge Band Edge
Frequency (MHz) (MHz) (MHz) Left Right

n40-mode [MCS6]; 5180MHz 5180.0000 | 17.700000 | --- - 5171.0750 | 5188.7750
n40-mode [MCS6]; 5200MHz 5200.0000 | 17.750000 | --- - 5191.0750 | 5208.8250
n40-mode [MCS6]; 5240MHz 5240.0000 | 17.750000 | --- - 5231.0750 | 5248.8250
n40-mode [MCS6]; 5745MHz 5745.0000 | 17.750000 | 0.500000 - 5736.0750 | 5753.8250
n40-mode [MCS6]; 5785MHz 5785.0000 | 17.750000 | 0.500000 - 5776.0750 | 5793.8250
n40-mode [MCS6]; 5825MHz 5825.0000 | 17.750000 | 0.500000 - 5816.0750 | 5833.8250

Occupied Channel Bandwidth 99%

DUT Bandwidth  Limit Min Band Edge Band Edge
Frequency
n40-mode [MCS6]; 5180MHz 5180.0000 | 18.100000 | --- 5170.9500 | 5189.0500
n40-mode [MCS6]; 5200MHz 5200.0000 | 19.600000 | --- 5190.9500 | 5210.5500
n40-mode [MCS6]; 5240MHz 5240.0000 | 18.300000 | --- 5231.0500 | 5249.3500
n40-mode [MCS6]; 5745MHz 5745.0000 | 18.500000 | --- 5735.9500 | 5754.4500
n40-mode [MCS6]; 5785MHz 5785.0000 | 19.700000 | --- 5775.6500 | 5795.3500
n40-mode [MCS6]; 5825MHz 5825.0000 | 18.600000 | --- 5816.0500 | 5834.6500
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22-1-0030601T050a-A1-C01

cetecom

advanced

Emission Bandwidth 26 dB (5180 MHz; n40-mode [MCS6] (20 dBm); 20

MHZz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5180.000000 38.100000 5161.450000 5199.550000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5180.000000 0.1 | PASS
26 dB Bandwidth
1571
10T
0_-
£
m -+
©
= 107
[
>
3 1
-
-20T
T 38.100 MHj
_30_[.0 f
5160 5170 5180 5190 5200
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.16000 GHz 5.16000 GHz
Stop Frequency 5.20000 GHz 5.20000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 10.000 dBm 10.000 dBm
Attenuation 20.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 43 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.26 dB 0.30 dB

TR22-1-0030601T050a-A1-CO1
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22-1-0030601T050a-A1-C01 Ceteco af

advanced

Emission Bandwidth 26 dB (5200 MHz; n40-mode [MCS6] (20 dBm); 20
MHZz)

Test according to FCC title 47 part 15 §15.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

TR22-1-0030601T050a-A1-CO1

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5200.000000 37.650000 5182.350000 5220.000000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5200.000000 0.2 | PASS
26 dB Bandwidth
1571
10T
0_-
£
m -+
©
= 107
[
>
3 1
-
-20T
T 37.650 MH#
_30__/\:\/‘
5180 5190 5200 5210 5220
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.18000 GHz 5.18000 GHz
Stop Frequency 5.22000 GHz 5.22000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 49 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.15dB 0.30 dB
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advanced

Emission Bandwidth 26 dB (5240 MHz; n40-mode [MCS6] (20 dBm); 20
MHZz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

TR22-1-0030601T050a-A1-CO1

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5240.000000 34.500000 5225.050000 5259.550000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5240.000000 1.6 | PASS
26 dB Bandwidth
1571
10T
0_-
£
m -+
©
= 107
[
>
3 1
-
-20T
MJVJM 34.500 MH
V
-30T
5220 5230 5240 5250 5260
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.22000 GHz 5.22000 GHz
Stop Frequency 5.26000 GHz 5.26000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 44 | max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.00 dB 0.30 dB
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cetecom

advanced

Emission Bandwidth 26 dB (5745 MHz; n40-mode [MCS6] (20 dBm); 20

MHZz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5745.000000 36.900000 5727.650000 5764.550000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5745.000000 -0.3 | PASS
26 dB Bandwidth
1571
10T
0_-
£
m -+
©
= 107
[
>
3 1
-
-20T
1 36.900 MHj
LAV -
-30T1
5725 5730 5740 5750 5760 5765
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.72500 GHz 5.72500 GHz
Stop Frequency 5.76500 GHz 5.76500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 52 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.21dB 0.30 dB

TR22-1-0030601T050a-A1-CO1
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cetecom

advanced

Emission Bandwidth 26 dB (5785 MHz; n40-mode [MCS6] (20 dBm); 20

MHZz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5785.000000 39.000000 5765.750000 5804.750000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5785.000000 -0.8 | PASS
26 dB Bandwidth
1571
10T
0_-
£
m -+
©
= 107
[
>
3 1
-
-20T
1 39.000 MHj
W
-30T
5765 5770 5780 5790 5800 5805
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.76500 GHz 5.76500 GHz
Stop Frequency 5.80500 GHz 5.80500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 40 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.01dB 0.30 dB

TR22-1-0030601T050a-A1-CO1
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cetecom

advanced

Emission Bandwidth 26 dB (5825 MHz; n40-mode [MCS6] (20 dBm); 20

MHZz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5825.000000 36.500000 5808.050000 5844.550000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5825.000000 1.1 | PASS
26 dB Bandwidth
1571
10T
0_-
£
m -+
©
= 107
[
>
3 1
-
-20T
M 36.500 MHj
v
-30T
5805 5810 5820 5830 5840 5845
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.80500 GHz 5.80500 GHz
Stop Frequency 5.84500 GHz 5.84500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz ~ 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 49 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.00 dB 0.30 dB

TR22-1-0030601T050a-A1-CO1
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cetecom

advanced

Power Spectral Density (5180 MHz; n40-mode [MCS6] (20 dBm); 20

MHZz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5180.000000 5173.465347 | -0.286 17.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
30T
20T
%
5 1071
£ 4
o
g OT
-
-10T
5170 5175 5180 5185 5190
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.17000 GHz 5.17000 GHz
Stop Frequency 5.19000 GHz 5.19000 GHz
Span 20.000 MHz 20.000 MHz
RBW 1.000 MHz <=1.000 MHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 101 ~40
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 10/ max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.12dB 0.30dB

TR22-1-0030601T050a-A1-CO1
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22-1-0030601T050a-A1-C01

cetecom

advanced

Power Spectral Density (5200 MHz; n40-mode [MCS6] (20 dBm); 20

MHZz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5200.000000 5194.257426 | -0.287 17.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
30T
20T
%
5 1071
£ 4
o
g OT
-
-10T
5190 5195 5200 5205 5210
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.19000 GHz 5.19000 GHz
Stop Frequency 5.21000 GHz 5.21000 GHz
Span 20.000 MHz 20.000 MHz
RBW 1.000 MHz <=1.000 MHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 101 ~40
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 7 I max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.16 dB 0.30dB

TR22-1-0030601T050a-A1-CO1
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advanced

Power Spectral Density (5240 MHz; n40-mode [MCS6] (20 dBm); 20
MHZz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5240.000000 5235.247525 1.392 17.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
30T
20T
%
5 1071
£ 4
o
g OT
-
-10T
5230 5235 5240 5245 5250
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.23000 GHz 5.23000 GHz
Stop Frequency 5.25000 GHz 5.25000 GHz
Span 20.000 MHz 20.000 MHz
RBW 1.000 MHz <=1.000 MHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 101 ~40
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 15/ max. 15 max. 15
Stable 2/3 3
Max Stable Difference 0.00 dB 0.30dB

TR22-1-0030601T050a-A1-CO1
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advanced

Power Spectral Density (5745 MHz; n40-mode [MCS6] (20 dBm); 20

MHZz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5745.000000 5738.861386 | -2.656 30.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
35T
30
20T
5 1
S 10T
£ 1
o
>
]
-

5745

5735
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.73500 GHz 5.73500 GHz
Stop Frequency 5.75500 GHz 5.75500 GHz
Span 20.000 MHz 20.000 MHz
RBW 500.000 kHz <=500.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 101 ~ 80
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 14 / max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.11 dB 0.30dB

TR22-1-0030601T050a-A1-CO1
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advanced

Power Spectral Density (5785 MHz; n40-mode [MCS6] (20 dBm); 20

MHZz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5785.000000 5778.861386 | -3.090 30.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
35T
30
20T
5 1
S 10T
£ 1
o
>
]
-

5785

5775
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.77500 GHz 5.77500 GHz
Stop Frequency 5.79500 GHz 5.79500 GHz
Span 20.000 MHz 20.000 MHz
RBW 500.000 kHz <=500.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 101 ~ 80
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 13/ max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.23 dB 0.30dB

TR22-1-0030601T050a-A1-CO1
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advanced

Power Spectral Density (5825 MHz; n40-mode [MCS6] (20 dBm); 20

MHZz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5825.000000 5832.524752 | -1.661 30.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
35T
30
20T
5 1
S 10T
£ 1
o
>
]
-

5825

5815
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.81500 GHz 5.81500 GHz
Stop Frequency 5.83500 GHz 5.83500 GHz
Span 20.000 MHz 20.000 MHz
RBW 500.000 kHz <=500.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 101 ~ 80
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 12 / max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.13dB 0.30dB

TR22-1-0030601T050a-A1-CO1
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cetecom

advanced

Minimum Emission Bandwidth 6 dB (5180 MHz; n40-mode [MCS6] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5180.000000 17.700000 5171.075000 5188.775000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5180.000000 -0.7 | PASS
6 dB Bandwidth
10T
0_-
5
@ 10T
£ 4
©
3 201
-30t 17.700 MHj
5160 5170 5180 5190 5200
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.16000 GHz 5.16000 GHz
Stop Frequency 5.20000 GHz 5.20000 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 57 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.29 dB 0.30dB

TR22-1-0030601T050a-A1-CO1
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cetecom

advanced

Minimum Emission Bandwidth 6 dB (5200 MHz; n40-mode [MCS6] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NIl Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5200.000000 17.750000 5191.075000 5208.825000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5200.000000 -0.8 | PASS
6 dB Bandwidth
10T
0_-
5
@ 10T
£ 4
©
3 201
17.750 MHj
-30T,
5180 5190 5200 5210 5220
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.18000 GHz 5.18000 GHz
Stop Frequency 5.22000 GHz 5.22000 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 65 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.11 dB 0.30dB

TR22-1-0030601T050a-A1-CO1
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advanced

Minimum Emission Bandwidth 6 dB (5240 MHz; n40-mode [MCS6] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5240.000000 17.750000 5231.075000 5248.825000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5240.000000 0.8 | PASS
6 dB Bandwidth
10T
0_-
E ol
Q -10
£ 1
©
3 201
17.750 MHj
-301
5220 5230 5240 5250 5260
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.22000 GHz 5.22000 GHz
Stop Frequency 5.26000 GHz 5.26000 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 67 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.15dB 0.30 dB
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cetecom

advanced

Minimum Emission Bandwidth 6 dB (5745 MHz; n40-mode [MCS6] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 §15.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5745.000000 17.750000 0.500000 5736.075000 5753.825000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5745.000000 -1.2 | PASS
6 dB Bandwidth
10T
0_-
5
@ 10T
£ 4
©
3 201
304 17.750 MHj
5725 5730 5740 5750 5760 5765
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.72500 GHz 5.72500 GHz
Stop Frequency 5.76500 GHz 5.76500 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 75 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.00 dB 0.30dB
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advanced

Minimum Emission Bandwidth 6 dB (5785 MHz; n40-mode [MCS6] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5785.000000 17.750000 0.500000 5776.075000 5793.825000

(continuation of the "6 dB Bandwidth" table from column 6 ...)

DUT Frequency Max Level Result
(MHz) (dBm)
5785.000000 -1.6 | PASS
6 dB Bandwidth
10T
0_-
E% -10T
©
£ 4
§
3 201
17.750 MHj
-30
5765 5770 5780 5790 5800 5805
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.76500 GHz 5.76500 GHz
Stop Frequency 5.80500 GHz 5.80500 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 58 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.17 dB 0.30 dB
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advanced

Minimum Emission Bandwidth 6 dB (5825 MHz; n40-mode [MCS6] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5825.000000 17.750000 0.500000 5816.075000 5833.825000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5825.000000 -0.1 | PASS
6 dB Bandwidth
10T
0_-
5
@ 10T
£ 1
)
3 201
17.750 MHj
-307;
5805 5810 5820 5830 5840 5845
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.80500 GHz 5.80500 GHz
Stop Frequency 5.84500 GHz 5.84500 GHz
Span 40.000 MHz 40.000 MHz
RBW 100.000 kHz ~100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 800 ~ 800
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 84 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.00 dB 0.30dB
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Occupied Channel Bandwidth 99% (5180 MHz; n40-mode [MCS6] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 §15.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5180.000000 18.100000 5170.950000 5189.050000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5180.000000 | PASS
99 % Bandwidth
151
10T
0_-
£ FAMWVVNANMWRMNWMW
m -+
©
= 101
[J]
>
3 s
)
-20T
T 18.100 MHj
-301
5160 5170 5180 5190 5200
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.16000 GHz 5.16000 GHz
Stop Frequency 5.20000 GHz 5.20000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >= 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 35/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.11 dB 0.30 dB
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advanced

Occupied Channel Bandwidth 99% (5200 MHz; n40-mode [MCS6] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5200.000000 19.600000 5190.950000 5210.550000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5200.000000 | PASS
99 % Bandwidth
1571
10T
0_-
£
m -+
©
= 107
[
>
3 1
-
-20T
1 19.600 MH
-30T
5180 5190 5200 5210 5220
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.18000 GHz 5.18000 GHz
Stop Frequency 5.22000 GHz 5.22000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >= 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 27 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.19dB 0.30 dB
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advanced

Occupied Channel Bandwidth 99% (5240 MHz; n40-mode [MCS6] (20

dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5240.000000 18.300000 5231.050000 5249.350000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5240.000000 | PASS
99 % Bandwidth
1571
10T
0_-
£
% -+
£
2
3
18.300 MHj
5220 5230 5240 5250 5260
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.22000 GHz 5.22000 GHz
Stop Frequency 5.26000 GHz 5.26000 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >= 200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 69 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.17 dB 0.30 dB
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advanced

Occupied Channel Bandwidth 99% (5745 MHz; n40-mode [MCS6] (20
dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5745.000000 18.500000 5735.950000 5754.450000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5745.000000 | PASS
938 % Bandwidth
151
10T
0_-
£
m -+
©
= 107
)
>
3 s
-
-20T
4 18.500 MHj
-30T
5725 5730 5740 5750 5760 5765
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.72500 GHz 5.72500 GHz
Stop Frequency 5.76500 GHz 5.76500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >=200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 28 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.07 dB 0.30dB
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advanced

Occupied Channel Bandwidth 99% (5785 MHz; n40-mode [MCS6] (20
dBm); 20 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5785.000000 19.700000 5775.650000 5795.350000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5785.000000 | PASS
938 % Bandwidth
151
10T
0_-
£
m -+
©
= 107
)
>
3 s
-
-20T
s 19.700 MHj
-30T
5765 5770 5780 5790 5800 5805
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.76500 GHz 5.76500 GHz
Stop Frequency 5.80500 GHz 5.80500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >=200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 38/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.16 dB 0.30dB
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advanced

Occupied Channel Bandwidth 99% (5825 MHz; n40-mode [MCS6] (20
dBm); 20 MHz)

Test according to FCC title 47 part 15 §15.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5825.000000 18.600000 5816.050000 5834.650000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5825.000000 | PASS
938 % Bandwidth
151
10T
0_-
£
m -+
©
= 107
)
>
3 s
-
-20T
s 18.600 MHj
-30T
5805 5810 5820 5830 5840 5845
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.80500 GHz 5.80500 GHz
Stop Frequency 5.84500 GHz 5.84500 GHz
Span 40.000 MHz 40.000 MHz
RBW 200.000 kHz >=200.000 kHz
VBW 1.000 MHz >= 600.000 kHz
SweepPoints 400 ~ 400
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 40 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.00 dB 0.30dB
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Emission Bandwidth 26 dB

DUT
Frequency

Bandwidth

Limit Min

(MHz)

cetecom

advanced

Limit Max
(MHz)

Band Edge

Band Edge

n40-mode [MCS3]; 5190MHz 5190.0000 | 43.377111 | --- - 5168.6866 | 5212.0637
n40-mode [MCS3]; 5230MHz 5230.0000 | 43.377111 | --- - 5208.6866 | 5252.0637
n40-mode [MCS3]; 5755MHz 5755.0000 | 44.727955 | --- - 5732.3358 | 5777.0637
n40-mode [MCS3]; 5795MHz 5795.0000 | 49.380863 | --- - 5767.2326 | 5816.6135
Power Spectral Density
Mode DUT Frequency PSD Limit Max Result
Frequency (MHz) (dBm) (dBm)
n40-mode [MCS3]; 5190MHz 5190.000000 | 5181.287129 | -7.611 17.0 PASS
n40-mode [MCS3]; 5230MHz 5230.000000 | 5221.287129 | -6.757 17.0 PASS
n40-mode [MCS3]; 5755MHz 5755.000000 | 5743.375000 | -7.844 30.0 PASS
n40-mode [MCS3]; 5795MHz 5795.000000 | 5779.625000 | -7.926 30.0 PASS

Minimum Emission Bandwidth 6 dB

DUT Bandwidth  Limit Min Limit Max Band Edge Band Edge

Frequency (MHz) (MHz) (MHz) Left Right
n40-mode [MCS3]; 5190MHz 5190.0000 | 36.550000 | --- - 5171.7250 | 5208.2750
n40-mode [MCS3]; 5230MHz 5230.0000 | 36.500000 | --- - 5211.7750 | 5248.2750
n40-mode [MCS3]; 5755MHz 5755.0000 | 36.550000 | 0.500000 - 5736.7250 | 5773.2750
n40-mode [MCS3]; 5795MHz 5795.0000 | 36.550000 | 0.500000 - 5776.7250 | 5813.2750

Occupied Channel Bandwidth 99%

Bandwidth Limit Min Limit Max

DUT
Frequency

Band Edge Band Edge

n40-mode [MCS3]; 5190MHz 5190.0000 | 36.750000 | --- --- 5171.6250 | 5208.3750
n40-mode [MCS3]; 5230MHz 5230.0000 | 36.750000 | --- --- 5211.6250 | 5248.3750
n40-mode [MCS3]; 5755MHz 5755.0000 | 36.750000 | --- --- 5736.6250 | 5773.3750
n40-mode [MCS3]; 5795MHz 5795.0000 | 36.750000 | --- --- 5776.6250 | 5813.3750
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advanced

Emission Bandwidth 26 dB (5190 MHz; n40-mode [MCS3] (20 dBm); 40

MHZz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5190.000000 43.377111 5168.686679 5212.063790
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5190.000000 -4.5 | PASS
26 dB Bandwidth
0__
-10T1
5 oot
@ -20
£ 4
©
3 301
40+ 43.377 MHZ M‘”\«NJ\\/\
5150 5160 5180 5200 5220 5230
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.15000 GHz 5.15000 GHz
Stop Frequency 5.23000 GHz 5.23000 GHz
Span 80.000 MHz 80.000 MHz
RBW 300.000 kHz ~ 400.000 kHz
VBW 1.000 MHz >= 900.000 kHz
SweepPoints 533 ~ 533
Sweeptime 1.000 ms AUTO
Reference Level 10.000 dBm 10.000 dBm
Attenuation 20.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 77 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.02 dB 0.30dB
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advanced

Emission Bandwidth 26 dB (5230 MHz; n40-mode [MCS3] (20 dBm); 40

MHZz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5230.000000 43.377111 5208.686679 5252.063790
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5230.000000 -4.8 | PASS
26 dB Bandwidth
0__
-10T
5 ool
@ -20
£ s
©
3 301
40+ 43.377 MHj
5190 5200 5220 5240 5260 5270
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.19000 GHz 5.19000 GHz
Stop Frequency 5.27000 GHz 5.27000 GHz
Span 80.000 MHz 80.000 MHz
RBW 300.000 kHz ~ 400.000 kHz
VBW 1.000 MHz >=900.000 kHz
SweepPoints 533 ~ 533
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 67 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.05 dB 0.30 dB
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advanced

Emission Bandwidth 26 dB (5755 MHz; n40-mode [MCS3] (20 dBm); 40

MHZz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5755.000000 44.727955 5732.335835 5777.063790
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5755.000000 -3.9 | PASS
26 dB Bandwidth
5_-
0__
-10T
£
m -+
o
= 201
[J]
>
3 4
—
-30T
MWVW 44.728 MH M\"W‘M\f
-40T
5715 5740 5760 5780 5795
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.71500 GHz 5.71500 GHz
Stop Frequency 5.79500 GHz 5.79500 GHz
Span 80.000 MHz 80.000 MHz
RBW 300.000 kHz ~ 400.000 kHz
VBW 1.000 MHz >=900.000 kHz
SweepPoints 533 ~ 533
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 34 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.22 dB 0.30 dB
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advanced

Emission Bandwidth 26 dB (5795 MHz; n40-mode [MCS3] (20 dBm); 40

MHZz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5795.000000 49.380863 5767.232645 5816.613508
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5795.000000 -3.9 | PASS
26 dB Bandwidth
5_-
0__
-10T1
S
m -+
o
< 201
[5)
>
3 4
—
-30T
Al 49.381 MHZ w
-40T
5755 5780 5800 5820 5835
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.75500 GHz 5.75500 GHz
Stop Frequency 5.83500 GHz 5.83500 GHz
Span 80.000 MHz 80.000 MHz
RBW 300.000 kHz ~ 400.000 kHz
VBW 1.000 MHz >= 900.000 kHz
SweepPoints 533 ~ 533
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 76 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.28 dB 0.30dB
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Power Spectral Density (5190 MHz; n40-mode [MCS3] (20 dBm); 40

MHZz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5190.000000 5181.287129 | -7.611 17.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
20T
10T
% 1
5 o7
£ 1
o
>
]
-

5190

5170
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value

Start Frequency 5.17000 GHz 5.17000 GHz
Stop Frequency 5.21000 GHz 5.21000 GHz
Span 40.000 MHz 40.000 MHz
RBW 1.000 MHz <=1.000 MHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 101 ~ 80
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 12 / max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.25 dB 0.30 dB
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advanced

Power Spectral Density (5230 MHz; n40-mode [MCS3] (20 dBm); 40

MHZz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5230.000000 5221.287129 | -6.757 17.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
20T
10T
% 1
5 o7
£
o
>
]
-

5230

5210
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value

Start Frequency 5.21000 GHz 5.21000 GHz
Stop Frequency 5.25000 GHz 5.25000 GHz
Span 40.000 MHz 40.000 MHz
RBW 1.000 MHz <=1.000 MHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 101 ~ 80
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 9/ max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.13 dB 0.30 dB
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Power Spectral Density (5755 MHz; n40-mode [MCS3] (20 dBm); 40

MHZz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5755.000000 5743.375000 | -7.844 30.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
35T
30
20T
5 107
5 4
= ot
o J
3 101
-201
-301
5735 5740 5750 5760 5770 5775
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.73500 GHz 5.73500 GHz
Stop Frequency 5.77500 GHz 5.77500 GHz
Span 40.000 MHz 40.000 MHz
RBW 500.000 kHz <= 500.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 160 ~ 160
Sweeptime 3.200 ms 3.200 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 15/ max. 15 max. 15
Stable 1/3 3
Max Stable Difference 0.00 dB 0.30 dB
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advanced

Power Spectral Density (5795 MHz; n40-mode [MCS3] (20 dBm); 40

MHZz)

Test according to FCC title 47 part 15 §15.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5795.000000 5779.625000 | -7.926 30.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
35T
30
20T
5 107
5 4
= ot
o J
3 101
-201
-301
5775 5780 5790 5800 5810 5815
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.77500 GHz 5.77500 GHz
Stop Frequency 5.81500 GHz 5.81500 GHz
Span 40.000 MHz 40.000 MHz
RBW 500.000 kHz <= 500.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 160 ~ 160
Sweeptime 3.200 ms 3.200 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 14 / max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.07 dB 0.30 dB
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advanced

Minimum Emission Bandwidth 6 dB (5190 MHz; n40-mode [MCS3] (20

dBm); 40 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NIl Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5190.000000 36.550000 5171.725000 5208.275000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5190.000000 -8.5 | PASS
6 dB Bandwidth
-10T1
£
8
£
2
]
36.550 MH
5150 5160 5180 5200 5220 5230
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.15000 GHz 5.15000 GHz
Stop Frequency 5.23000 GHz 5.23000 GHz
Span 80.000 MHz 80.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 1600 ~ 1600
Sweeptime 1.600 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 117 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.02 dB 0.30 dB
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Minimum Emission Bandwidth 6 dB (5230 MHz; n40-mode [MCS3] (20

dBm); 40 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5230.000000 36.500000 5211.775000 5248.275000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5230.000000 -7.6 | PASS
6 dB Bandwidth
-10T1
£
8
£
2
]
36500 MHz
5220 5240 5260 5270
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.19000 GHz 5.19000 GHz
Stop Frequency 5.27000 GHz 5.27000 GHz
Span 80.000 MHz 80.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 1600 ~ 1600
Sweeptime 1.600 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 116 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.13 dB 0.30 dB
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Minimum Emission Bandwidth 6 dB (5755 MHz; n40-mode [MCS3] (20

dBm); 40 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NIl Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5755.000000 36.550000 0.500000 5736.725000 5773.275000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5755.000000 -6.8 | PASS
6 dB Bandwidth
0__
-10T1
c% -20T
©
s 7
§ -30T
)
| +4
-40+
i 36.550 MH
-50T1
5715 5740 5760 5780 5795
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.71500 GHz 5.71500 GHz
Stop Frequency 5.79500 GHz 5.79500 GHz
Span 80.000 MHz 80.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 1600 ~ 1600
Sweeptime 1.600 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 115 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.02 dB 0.30 dB
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Minimum Emission Bandwidth 6 dB (5795 MHz; n40-mode [MCS3] (20

dBm); 40 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5795.000000 36.550000 0.500000 5776.725000 5813.275000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5795.000000 -6.8 | PASS
6 dB Bandwidth
0__
-10T1
£
8
£
2
]
36550 MHz
5755 5780 5800 5820 5835
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.75500 GHz 5.75500 GHz
Stop Frequency 5.83500 GHz 5.83500 GHz
Span 80.000 MHz 80.000 MHz
RBW 100.000 kHz ~100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 1600 ~ 1600
Sweeptime 1.600 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 93/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.01dB 0.30 dB
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Occupied Channel Bandwidth 99% (5190 MHz; n40-mode [MCS3] (20

dBm); 40 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5190.000000 36.750000 5171.625000 5208.375000

(continuation of the "99 % Bandwidth" table from column 6 ...)

DUT Frequency Result
(MHz)
5190.000000 | PASS
99 % Bandwidth
5_-
0_-
L MV\.«W"N"W‘\
£
m -
o
= 207
[J]
>
3 J
—
-301
g 36.750 MHj
-401
5150 5160 5180 5200 5220 5230
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.15000 GHz 5.15000 GHz
Stop Frequency 5.23000 GHz 5.23000 GHz
Span 80.000 MHz 80.000 MHz
RBW 500.000 kHz >= 400.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 320 ~ 320
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 94 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.10 dB 0.30 dB
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advanced

Occupied Channel Bandwidth 99% (5230 MHz; n40-mode [MCS3] (20

dBm); 40 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5230.000000 36.750000 5211.625000 5248.375000

(continuation of the "99 % Bandwidth" table from column 6 ...)

DUT Frequency Result
(MHz)
5230.000000 | PASS
99 % Bandwidth
5_-
0_-
-10T
£
m -
o
= 201
[J]
>
3 J
—
-301
1 36.750 MHj
-401
5190 5200 5220 5240 5260 5270
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.19000 GHz 5.19000 GHz
Stop Frequency 5.27000 GHz 5.27000 GHz
Span 80.000 MHz 80.000 MHz
RBW 500.000 kHz >= 400.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 320 ~ 320
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 71/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.08 dB 0.30 dB
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Occupied Channel Bandwidth 99% (5755 MHz; n40-mode [MCS3] (20

dBm); 40 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5755.000000 36.750000 5736.625000 5773.375000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5755.000000 | PASS
99 % Bandwidth
10T
0__
] F/W/V\/J\A/\/\\)\/,WNW\.J\JH
8
£
<
3
36.750 MHj
5715 5740 5760 5780 5795
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.71500 GHz 5.71500 GHz
Stop Frequency 5.79500 GHz 5.79500 GHz
Span 80.000 MHz 80.000 MHz
RBW 500.000 kHz >= 400.000 kHz
VBW 2.000 MHz >= 1.500 MHz
SweepPoints 320 ~ 320
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 53 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.17dB 0.30dB
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Occupied Channel Bandwidth 99% (5795 MHz; n40-mode [MCS3] (20

dBm); 40 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5795.000000 36.750000 5776.625000 5813.375000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5795.000000 | PASS
99 % Bandwidth
10T
0_-
] FMAMW/WMW
g
£
2
3
36.750 MHd
5755 5780 5800 5820 5835
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.75500 GHz 5.75500 GHz
Stop Frequency 5.83500 GHz 5.83500 GHz
Span 80.000 MHz 80.000 MHz
RBW 500.000 kHz >= 400.000 kHz
VBW 2.000 MHz >= 1.500 MHz
SweepPoints 320 ~ 320
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 53 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.19dB 0.30 dB
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Emission Bandwidth 26 dB

DUT
Frequency

Bandwidth

Limit Min

(MHz)

Limit Max
(MHz)

cetecom

advanced

Band Edge

Band Edge

ac40-mode [VHT-MCS3]; 5190MHz 5190.0000 | 43.677299 | --- - 5168.5365 | 5212.2138
ac40-mode [VHT-MCS3]; 5230MHz 5230.0000 | 43.076923 | --- - 5208.9868 | 5252.0637
ac40-mode [VHT-MCS3]; 5755MHz 5755.0000 | 44.427768 | --- - 5731.8855 | 5776.3133
ac40-mode [VHT-MCS3]; 5795MHz 5795.0000 | 45.028143 | --- - 5771.2851 | 5816.3133
Power Spectral Density
Mode DUT Frequency PSD Limit Max Result
Frequency (MHz) (dBm) (dBm)
ac40-mode [VHT-MCS3]; 5190MHz 5190.000000 | 5181.287129 | -7.672 17.0 PASS
ac40-mode [VHT-MCS3]; 5230MHz 5230.000000 | 5221.287129 | -6.565 17.0 PASS
ac40-mode [VHT-MCS3]; 5755MHz 5755.000000 | 5738.875000 | -7.634 30.0 PASS
ac40-mode [VHT-MCS3]; 5795MHz 5795.000000 | 5778.875000 | -7.519 30.0 PASS

Minimum Emission Bandwidth 6 dB

DUT Bandwidth  Limit Min Limit Max Band Edge Band Edge

Frequency (MHz) (MHz) (MHz) Left Right
ac40-mode [VHT-MCS3]; 5190MHz 5190.0000 | 36.550000 | --- - 5171.7250 | 5208.2750
ac40-mode [VHT-MCS3]; 5230MHz 5230.0000 | 36.500000 | --- - 5211.7750 | 5248.2750
ac40-mode [VHT-MCS3]; 5755MHz 5755.0000 | 36.500000 | 0.500000 - 5736.7750 | 5773.2750
ac40-mode [VHT-MCS3]; 5795MHz 5795.0000 | 36.550000 | 0.500000 - 5776.7250 | 5813.2750

Occupied Channel Bandwidth 99%

DUT
Frequency

Bandwidth

Limit Min

Limit Max

Band Edge

Band Edge

ac40-mode [VHT-MCS3]; 5190MHz 5190.0000 | 36.750000 | --- --- 5171.6250 | 5208.3750
ac40-mode [VHT-MCS3]; 5230MHz 5230.0000 | 36.750000 | --- --- 5211.6250 | 5248.3750
ac40-mode [VHT-MCS3]; 5755MHz 5755.0000 | 36.750000 | --- --- 5736.6250 | 5773.3750
ac40-mode [VHT-MCS3]; 5795MHz 5795.0000 | 37.000000 | --- --- 5776.3750 | 5813.3750
TR22-1-0030601T050a-A1-CO1 432 /458



22-1-0030601T050a-A1-C01

cetecom

advanced

Emission Bandwidth 26 dB (5190 MHz; ac40-mode [VHT-MCS3] (20

dBm); 40 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5190.000000 43.677299 5168.536585 5212.213884
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5190.000000 -5.6 | PASS
26 dB Bandwidth
0__
-10T
&
Q -207
£ 1
o
3 -307
40t 43,677 MHZ w‘w\mﬁw
5150 5160 5180 5200 5220 5230
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.15000 GHz 5.15000 GHz
Stop Frequency 5.23000 GHz 5.23000 GHz
Span 80.000 MHz 80.000 MHz
RBW 300.000 kHz ~ 400.000 kHz
VBW 1.000 MHz >=900.000 kHz
SweepPoints 533 ~ 533
Sweeptime 1.000 ms AUTO
Reference Level 10.000 dBm 10.000 dBm
Attenuation 20.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 73 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.10 dB 0.30 dB
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Emission Bandwidth 26 dB (5230 MHz; ac40-mode [VHT-MCS3] (20

dBm); 40 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5230.000000 43.076923 5208.986867 5252.063790
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5230.000000 -4.8 | PASS
26 dB Bandwidth
0__
-10T7
&
Q -207
£ 1
)
3 -307
_40+ 43.077 MH
5190 5200 5220 5240 5260 5270
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.19000 GHz 5.19000 GHz
Stop Frequency 5.27000 GHz 5.27000 GHz
Span 80.000 MHz 80.000 MHz
RBW 300.000 kHz ~ 400.000 kHz
VBW 1.000 MHz >= 900.000 kHz
SweepPoints 533 ~ 533
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 54 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.20dB 0.30dB
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Emission Bandwidth 26 dB (5755 MHz; ac40-mode [VHT-MCS3] (20

dBm); 40 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5755.000000 44.427768 5731.885553 5776.313321
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5755.000000 -3.7 | PASS
26 dB Bandwidth
5__
0__
-10T1
S
m +4
©
< 207
[3]
>
3 1
-
-30T
LA’ 44.428 MH2 w
-40T
5715 5740 5760 5780 5795
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.71500 GHz 5.71500 GHz
Stop Frequency 5.79500 GHz 5.79500 GHz
Span 80.000 MHz 80.000 MHz
RBW 300.000 kHz ~ 400.000 kHz
VBW 1.000 MHz >= 900.000 kHz
SweepPoints 533 ~ 533
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 65 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.21dB 0.30dB
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Emission Bandwidth 26 dB (5795 MHz; ac40-mode [VHT-MCS3] (20

dBm); 40 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5795.000000 45.028143 5771.285178 5816.313321
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5795.000000 -3.8 | PASS
26 dB Bandwidth
5__
0__
-10T
e
m -
©
< 207
[5)
>
3 1
-
-30T
W 45.028 MHZ W
-40T
5755 5780 5800 5820 5835
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.75500 GHz 5.75500 GHz
Stop Frequency 5.83500 GHz 5.83500 GHz
Span 80.000 MHz 80.000 MHz
RBW 300.000 kHz ~ 400.000 kHz
VBW 1.000 MHz >=900.000 kHz
SweepPoints 533 ~ 533
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 76 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.08 dB 0.30 dB
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Power Spectral Density (5190 MHz; ac40-mode [VHT-MCS3] (20 dBm);
40 MHz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5190.000000 5181.287129 | -7.672 17.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
20T
10T
g 1
5 0T
£ 1
©
>
Q
)

5170 5180 5190 5200 5210
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value

Start Frequency 5.17000 GHz 5.17000 GHz
Stop Frequency 5.21000 GHz 5.21000 GHz
Span 40.000 MHz 40.000 MHz
RBW 1.000 MHz <=1.000 MHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 101 ~ 80
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 9/ max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.30dB 0.30dB
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advanced

Power Spectral Density (5230 MHz; ac40-mode [VHT-MCS3] (20 dBm);
40 MHz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5230.000000 5221.287129 | -6.565 17.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
20T
10T
g 1
5 0T
£
©
>
Q
)

5210 5220 5230 5240 5250
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value

Start Frequency 5.21000 GHz 5.21000 GHz
Stop Frequency 5.25000 GHz 5.25000 GHz
Span 40.000 MHz 40.000 MHz
RBW 1.000 MHz <=1.000 MHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 101 ~ 80
Sweeptime 2.020 ms 2.020 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 13/ max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.18 dB 0.30dB
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advanced

Power Spectral Density (5755 MHz; ac40-mode [VHT-MCS3] (20 dBm);

40 MHz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5755.000000 5738.875000 | -7.634 30.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
35T
30
20T
5 10t
5 1
£ ot
o J
3 101
-201
-301
5735 5740 5750 5760 5770 5775
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.73500 GHz 5.73500 GHz
Stop Frequency 5.77500 GHz 5.77500 GHz
Span 40.000 MHz 40.000 MHz
RBW 500.000 kHz <= 500.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 160 ~ 160
Sweeptime 3.200 ms 3.200 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 15/ max. 15 max. 15
Stable 2/3 3
Max Stable Difference 0.00 dB 0.30dB
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advanced

Power Spectral Density (5795 MHz; ac40-mode [VHT-MCS3] (20 dBm);

40 MHz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5795.000000 5778.875000 | -7.519 30.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
35T
30
20T
5 10t
5 1
£ ot
o J
3 101
-201
-301
5775 5780 5790 5800 5810 5815
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.77500 GHz 5.77500 GHz
Stop Frequency 5.81500 GHz 5.81500 GHz
Span 40.000 MHz 40.000 MHz
RBW 500.000 kHz <= 500.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 160 ~ 160
Sweeptime 3.200 ms 3.200 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 14 / max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.06 dB 0.30 dB

TR22-1-0030601T050a-A1-CO1

440 /458



22-1-0030601T050a-A1-C01 Ceteco af

advanced

Minimum Emission Bandwidth 6 dB (5190 MHz; ac40-mode [VHT-
MCS3] (20 dBm); 40 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

TR22-1-0030601T050a-A1-CO1

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5190.000000 36.550000 5171.725000 5208.275000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5190.000000 -8.5 | PASS
6 dB Bandwidth
-10T1
S
S
£
2
]
36550 MHz
5180 5200 5220 5230
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.15000 GHz 5.15000 GHz
Stop Frequency 5.23000 GHz 5.23000 GHz
Span 80.000 MHz 80.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 1600 ~ 1600
Sweeptime 1.600 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 107 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.01dB 0.30 dB
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advanced

Minimum Emission Bandwidth 6 dB (5230 MHz; ac40-mode [VHT-
MCS3] (20 dBm); 40 MHz)

Test according to FCC title 47 part 15 §15.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

TR22-1-0030601T050a-A1-CO1

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5230.000000 36.500000 5211.775000 5248.275000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5230.000000 -7.5 | PASS
6 dB Bandwidth
-10T1
S
S
£
2
]
36500 MHz
5220 5240 5260 5270
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.19000 GHz 5.19000 GHz
Stop Frequency 5.27000 GHz 5.27000 GHz
Span 80.000 MHz 80.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 1600 ~ 1600
Sweeptime 1.600 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 119 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.15dB 0.30 dB
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cetecom

advanced

Minimum Emission Bandwidth 6 dB (5755 MHz; ac40-mode [VHT-

MCS3] (20 dBm); 40 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5755.000000 36.500000 0.500000 5736.775000 5773.275000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5755.000000 -6.8 | PASS
6 dB Bandwidth
0__
-10T
g
Q -207
£ 4
°
3 -307
9 36500 MHz
5715 5740 5760 5780 5795
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.71500 GHz 5.71500 GHz
Stop Frequency 5.79500 GHz 5.79500 GHz
Span 80.000 MHz 80.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 1600 ~ 1600
Sweeptime 1.600 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 94 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.30dB 0.30dB
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cetecom

advanced

Minimum Emission Bandwidth 6 dB (5795 MHz; ac40-mode [VHT-

MCS3] (20 dBm); 40 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5795.000000 36.550000 0.500000 5776.725000 5813.275000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5795.000000 -6.9 | PASS
6 dB Bandwidth
0__
-10T1
S
us)
e}
£
2
]
36550 MH3
5755 5780 5800 5820 5835
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.75500 GHz 5.75500 GHz
Stop Frequency 5.83500 GHz 5.83500 GHz
Span 80.000 MHz 80.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 1600 ~ 1600
Sweeptime 1.600 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 92 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.07 dB 0.30 dB
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advanced

Occupied Channel Bandwidth 99% (5190 MHz; ac40-mode [VHT-
MCS3] (20 dBm); 40 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

TR22-1-0030601T050a-A1-CO1

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5190.000000 36.750000 5171.625000 5208.375000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5190.000000 | PASS
99 % Bandwidth
5__
0__
-10T
e
m -
©
= 201
[5)
>
3 J
-
-301
i 36.750 MH#
-401
5150 5160 5180 5200 5220 5230
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.15000 GHz 5.15000 GHz
Stop Frequency 5.23000 GHz 5.23000 GHz
Span 80.000 MHz 80.000 MHz
RBW 500.000 kHz >= 400.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 320 ~ 320
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 67 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.12 dB 0.30 dB
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advanced

Occupied Channel Bandwidth 99% (5230 MHz; ac40-mode [VHT-
MCS3] (20 dBm); 40 MHz)

Test according to FCC title 47 part 15 §15.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

TR22-1-0030601T050a-A1-CO1

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5230.000000 36.750000 5211.625000 5248.375000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5230.000000 | PASS
99 % Bandwidth
5__
0__
-10T
e
m -
©
= 201
[5)
>
3 J
-
-301
1 36.750 MH
-401
5190 5200 5220 5240 5260 5270
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.19000 GHz 5.19000 GHz
Stop Frequency 5.27000 GHz 5.27000 GHz
Span 80.000 MHz 80.000 MHz
RBW 500.000 kHz >= 400.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 320 ~ 320
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 81/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.13 dB 0.30 dB
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advanced

Occupied Channel Bandwidth 99% (5755 MHz; ac40-mode [VHT-

MCS3] (20 dBm); 40 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5755.000000 36.750000 5736.625000 5773.375000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5755.000000 | PASS
99 % Bandwidth
10T
o7 MWMJ\
£
m
©
£
2
3
36.750 MH#
5715 5740 5760 5780 5795
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.71500 GHz 5.71500 GHz
Stop Frequency 5.79500 GHz 5.79500 GHz
Span 80.000 MHz 80.000 MHz
RBW 500.000 kHz >= 400.000 kHz
VBW 2.000 MHz >= 1.500 MHz
SweepPoints 320 ~ 320
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 56 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.09dB 0.30dB
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advanced

Occupied Channel Bandwidth 99% (5795 MHz; ac40-mode [VHT-

MCS3] (20 dBm); 40 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5795.000000 37.000000 5776.375000 5813.375000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5795.000000 | PASS
99 % Bandwidth
10T
0__
_ [/W/\AW
m
©
£
2
3
37.000 MHj
5755 5780 5800 5820 5835
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.75500 GHz 5.75500 GHz
Stop Frequency 5.83500 GHz 5.83500 GHz
Span 80.000 MHz 80.000 MHz
RBW 500.000 kHz >= 400.000 kHz
VBW 2.000 MHz >= 1.500 MHz
SweepPoints 320 ~ 320
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 47 | max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.00dB 0.30dB
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22-1-0030601T050a-A1-C01

Emission Bandwidth 26 dB

DUT
Frequency

Bandwidth
(MHz)

Limit Min
(MHz)

Limit Max
(MHz)

cetecom

advanced

Band Edge
Left

Band Edge

ac80-mode [VHT-MCS3]; 5210MHz 5210.0000 | 91.500000 | --- --- 5164.7500 | 5256.2500
ac80-mode [VHT-MCS3]; 5775MHz 5775.0000 | 88.500000 | --- --- 5730.7500 | 5819.2500
Power Spectral Density
Mode DUT Frequency PSD Limit Max Result
Frequency (MHz) (dBm) (dBm)
ac80-mode [VHT-MCS3]; 5210MHz 5210.000000 | 5235.250000 | -9.935 17.0 PASS
ac80-mode [VHT-MCS3]; 5775MHz 5775.000000 | 5746.375000 | -10.278 30.0 PASS
Minimum Emission Bandwidth 6 dB
Mode DUT Bandwidth  Limit Min Limit Max Band Edge Band Edge
Frequency (MHz) (MHz) (MHz) Left Right
ac80-mode [VHT-MCS3]; 5210MHz 5210.0000 | 76.500000 | --- --- 5171.7750 | 5248.2750
ac80-mode [VHT-MCS3]; 5775MHz 5775.0000 | 76.500000 | 0.500000 --- 5736.7250 | 5813.2250

Occupied Channel Bandwidth 99%

DUT

Bandwidth

Limit Min

Limit Max

Band Edge

Band Edge

ac80-mode [VHT-MCS3]; 5210MHz

Frequency
5210.0000

(MHz)
77.000000

(MHz)

(MHz)

5171.7500

5248.7500

ac80-mode [VHT-MCS3]; 5775MHz

5775.0000

76.500000

5736.7500

5813.2500
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advanced

Emission Bandwidth 26 dB (5210 MHz; ac80-mode [VHT-MCS3] (20

dBm); 80 MHz)

Test according to FCC title 47 part 15 815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New

Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5210.000000 91.500000 5164.750000 5256.250000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5210.000000 0.7 | PASS
26 dB Bandwidth
10T
0__
E ol
Q -10
£ 1
©
g 201
-30-;/\,—'MA/JJ\/\/ ull Ll M
5130 5150 5200 5250 5290
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.13000 GHz 5.13000 GHz
Stop Frequency 5.29000 GHz 5.29000 GHz
Span 160.000 MHz 160.000 MHz
RBW 1.000 MHz ~ 800.000 kHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 320 ~ 320
Sweeptime 1.000 ms AUTO
Reference Level 10.000 dBm 10.000 dBm
Attenuation 20.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 85/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.05 dB 0.30 dB
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advanced

Emission Bandwidth 26 dB (5775 MHz; ac80-mode [VHT-MCS3] (20
dBm); 80 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

26 dB Bandwidth

TR22-1-0030601T050a-A1-CO1

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5775.000000 88.500000 5730.750000 5819.250000
(continuation of the "26 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5775.000000 2.8 | PASS
26 dB Bandwidth
10T
0__
& 10t
Q -10
£ 1
[J)
3 201
-30T 88500 MHz M
5695 5750 5800 5855
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.69500 GHz 5.69500 GHz
Stop Frequency 5.85500 GHz 5.85500 GHz
Span 160.000 MHz 160.000 MHz
RBW 1.000 MHz ~ 800.000 kHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 320 ~ 320
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 60 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.00 dB 0.30 dB
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advanced

Power Spectral Density (5210 MHz; ac80-mode [VHT-MCS3] (20 dBm);

80 MHz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5210.000000 5235.250000 | -9.935 17.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
20T
10T
& O
© +
£
T -101
>
9 J
-201
-301
5170 5180 5200 5220 5240 5250
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.17000 GHz 5.17000 GHz
Stop Frequency 5.25000 GHz 5.25000 GHz
Span 80.000 MHz 80.000 MHz
RBW 1.000 MHz <=1.000 MHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 160 ~ 160
Sweeptime 3.200 ms 3.200 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 12 / max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.28 dB 0.30dB
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advanced

Power Spectral Density (5775 MHz; ac80-mode [VHT-MCS3] (20 dBm);
80 MHz)

Test according to FCC title 47 part 15 815.407(a), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 II.F and ANSI C63.10-2013

Result
DUT Frequency Frequency PSD Limit Result
(MHz) (MHz) (dBm) Max
(dBm)
5775.000000 5746.375000 | -10.278 30.0 | PASS
Ports
Port | Duty Cycle
(%)
1 0.000
Power Spectral Density
35T
30
20T
5 10t
> 1
£ ot
9] 1
>
Q
-

5735 5760 5780 5800 5815
Frequency in MHz
Limit Sum Level 2 PSD
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.73500 GHz 5.73500 GHz
Stop Frequency 5.81500 GHz 5.81500 GHz
Span 80.000 MHz 80.000 MHz
RBW 500.000 kHz <= 500.000 kHz
VBW 2.000 MHz >=1.500 MHz
SweepPoints 320 ~ 320
Sweeptime 6.400 ms 6.400 ms
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector RMS RMS
SweepCount 100 100
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 14 / max. 15 max. 15
Stable 3/3 3
Max Stable Difference 0.10 dB 0.30 dB
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advanced

Minimum Emission Bandwidth 6 dB (5210 MHz; ac80-mode [VHT-
MCS3] (20 dBm); 80 MHz)

Test according to FCC title 47 part 15 §15.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

TR22-1-0030601T050a-A1-CO1

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5210.000000 76.500000 5171.775000 5248.275000
(continuation of the "6 dB Bandwidth" table from column 6 ...)
DUT Frequency Max Level Result
(MHz) (dBm)
5210.000000 -10.2 | PASS
6 dB Bandwidth
-10T |
-20T
£
m -
©
£
2
3
76500 MHz
5130 5150 5200 5250 5290
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.13000 GHz 5.13000 GHz
Stop Frequency 5.29000 GHz 5.29000 GHz
Span 160.000 MHz 160.000 MHz
RBW 100.000 kHz ~ 100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 3200 ~ 3200
Sweeptime 3.200 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 97 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.12dB 0.30dB
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advanced

Minimum Emission Bandwidth 6 dB (5775 MHz; ac80-mode [VHT-
MCS3] (20 dBm); 80 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

6 dB Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5775.000000 76.500000 0.500000 5736.725000 5813.225000

(continuation of the "6 dB Bandwidth" table from column 6 ...)

DUT Frequency Max Level Result
(MHz) (dBm)
5775.000000 -9.2 | PASS
6 dB Bandwidth
-20T
e
m -
©
£
g
s
76500 MH3
-50T
5695 5750 5800 5855
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.69500 GHz 5.69500 GHz
Stop Frequency 5.85500 GHz 5.85500 GHz
Span 160.000 MHz 160.000 MHz
RBW 100.000 kHz ~100.000 kHz
VBW 300.000 kHz ~ 300.000 kHz
SweepPoints 3200 ~ 3200
Sweeptime 3.200 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 83 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.10 dB 0.30 dB
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advanced

Occupied Channel Bandwidth 99% (5210 MHz; ac80-mode [VHT-
MCS3] (20 dBm); 80 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

TR22-1-0030601T050a-A1-CO1

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5210.000000 77.000000 5171.750000 5248.750000
(continuation of the "99 % Bandwidth" table from column 6 ...)
DUT Frequency Result
(MHz)
5210.000000 | PASS
99 % Bandwidth
10T
| P/W/\MW
£
m
©
£
2
3
77.000 MH#
5130 5150 5200 5250 5290
Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.13000 GHz 5.13000 GHz
Stop Frequency 5.29000 GHz 5.29000 GHz
Span 160.000 MHz 160.000 MHz
RBW 1.000 MHz >= 800.000 kHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 320 ~ 320
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30 dB 0.30 dB
Run 55/ max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.17dB 0.30dB
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advanced

Occupied Channel Bandwidth 99% (5775 MHz; ac80-mode [VHT-
MCS3] (20 dBm); 80 MHz)

Test according to FCC title 47 part 15 §815.407(a),(e), KDB 789033 D02 General U-NII Test Procedures New
Rules v02r01 D and ANSI C63.10-2013

99 % Bandwidth

DUT Frequency Bandwidth Limit Min Limit Max Band Edge Left Band Edge
(MHz) (MHz) (MHz) (MHz) (MHz) Right
(MHz)
5775.000000 76.500000 5736.750000 5813.250000

(continuation of the "99 % Bandwidth" table from column 6 ...)

DUT Frequency Result
(MHz)
5775.000000 | PASS

99 % Bandwidth

°T M

Level in dBm

76.500 MH#

5800

Frequency in MHz
Measurement
Setting Instrument Target Value
Value
Start Frequency 5.69500 GHz 5.69500 GHz
Stop Frequency 5.85500 GHz 5.85500 GHz
Span 160.000 MHz 160.000 MHz
RBW 1.000 MHz >= 800.000 kHz
VBW 3.000 MHz >= 3.000 MHz
SweepPoints 320 ~ 320
Sweeptime 1.000 ms AUTO
Reference Level 0.000 dBm 0.000 dBm
Attenuation 10.000 dB AUTO
Detector MaxPeak MaxPeak
SweepCount 200 200
Filter 3dB 3dB
Trace Mode Max Hold Max Hold
Sweeptype Sweep AUTO
Preamp off off
Stablemode Trace Trace
Stablevalue 0.30dB 0.30dB
Run 48 / max. 150 max. 150
Stable 5/5 5
Max Stable Difference 0.27 dB 0.30 dB
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End Of Annex 1
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