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Identification of item tested Hearing Aid.

Trademark Phonak.
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Competences and guarantees

DEKRA Testing and Certification S.A.U. is a testing laboratory accredited by the National Accreditation Body
(ENAC -Entidad Nacional de Acreditacién), to perform the tests indicated in the Certificate No. 51/LE 147.

DEKRA Testing and Certification is a FCC-recognized accredited testing laboratory with appropriate scope of
accreditation that include testing performed in this test report.

DEKRA Testing and Certification S.A.U. is a laboratory with a measurement site in compliance with the
requirements of RSS 212, Issue 1 (Provisional) and has been added to the list of filed sites of the Canadian
Certification and Engineering Bureau. Reference File Number: ISED 4621A-4.

In order to assure the traceability to other national and international laboratories, DEKRA Testing and
Certification S.A.U. has a calibration and maintenance program for its measurement equipment.

DEKRA Testing and Certification S.A.U. guarantees the reliability of the data presented in this report, which is
the result of the measurements and the tests performed to the item under test on the date and under the
conditions stated on the report and, it is based on the knowledge and technical facilities available at DEKRA
Testing and Certification S.A.U. at the time of performance of the test.

DEKRA Testing and Certification S.A.U. is liable to the client for the maintenance of the confidentiality of all
information related to the item under test and the results of the test.

The results presented in this Test Report apply only to the particular item under test established in this
document.

IMPORTANT: No parts of this report may be reproduced or quoted out of context, in any form or by any means,
except in full, without the previous written permission of DEKRA Testing and Certification S.A.U.

General Conditions

1. This report is only referred to the item that has undergone the test.

2. This report does not constitute or imply on its own an approval of the product by the Certification Bodies
or competent Authorities.

3. This document is only valid if complete; no partial reproduction can be made without previous written
permission of DEKRA Testing and Certification S.A.U.

4. This test report cannot be used partially or in full for publicity and/or promotional purposes without
previous written permission of DEKRA Testing and Certification S.A.U. and the Accreditation Bodies.

Uncertainty

Uncertainty (factor k=2) was calculated according to the DEKRA Testing and Certification S.A.U. internal
document PODTO00O.

Data provided by the client

The sample consists of a Hearing aid with wireless connectivity and rechargeable battery.

According the manufacturer, the Phonak Bolero M90-M was evaluated as representative sample of the 10
variants with this electronic module. This device is also representative of the devices Phonak Bolero M70-M,
Phonak Bolero M50-M, Phonak Bolero M30-M, Phonak Bolero M-M Trial, Phonak Sky M90-M, Phonak Sky
M70-M, Phonak Sky M50-M, Phonak Sky M30-M, Phonak Sky M-M Trial, which are all variants with the
identical hardware.

DEKRA Testing and Certification S.A.U. declines any responsibility with respect to the information provided by
the client and that may affect the validity of results.
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Usage of samples

Samples undergoing test have been selected by: The client.

- Sample M/01 is composed of the following elements:

59517/001 Hearing Aid (PCB) Bolero M90-M -- 2018/12/05

Sample M/01 has undergone the following test(s): All CONDUCTED tests indicated in Appendixes A, B, C and D.

- Sample M/02 is composed of the following elements:

59212D/026 Hearing Aid Bolero M90-M - 2019/03/06

Sample M/02 has undergone the following test(s): All RADIATED tests indicated in Appendixes A, B, C and D.

Test sample description

POMS. ..o : Cable
gort name E Specified | Attached | Shielded Coupled
escription max during test to
length [m] patient®
N/A O O O
U O U
Supplementary information to the
POMS. .o :
Rated power supply .......ccccceenns Reference poles

Voltage and Frequency

L1 L2 L3 N PE

O |Ac: O O O O O

DC:
XI | Bolero M90-M

Vnom : 1.3V Zinc Air Battery

Rated POWETr .......cccccevvvviviiieienenn, :

Clock frequencies ........cccccceeeennat

Other parameters........cccccceeeeenna
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Software VErsion .......coceeeeeeeeeens’ 067-1320

Hardware Version...........ccoeeeeee.’ 050-0535

Dimensions incm (W x H x D)....:

Mounting position........................: Table top equipment

Wall/Ceiling mounted equipment

Floor standing equipment

o O g O

Hand-held equipment

X | Other: Hearing Aid

Modules/parts ............cccoooe.....o...: | Module/parts of test item Type

Manufacturer

Accessories (not part of the test Description Type

Manufacturer

Documents as provided by the Description File name
applicant.......ccccocevvviiciinieeend

Issue date

® Only for Medical Equipment

Identification of the client

SONOVA AG
Laubisruetistrasse 28, 8712 Staefa, Switzerland

Testing period and place

Test Location DEKRA Testing and Certification S.A.U.

Date (start) ‘ 2019-03-08

Date (finish) \ 2019-03-20
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Document history

Report number Date Description

59212RRF.001 2019-04-17 First release

Environmental conditions

In the control chamber, the following limits were not exceeded during the test:

Temperature Min. = 15 °C
Max. = 35 °C

. D Min. = 20 %
Relative humidity Max. = 75 %
Shielding effectiveness > 100 dB
Electric insulation > 10 kQ

Reference resistance to earth <1Q

In the semianechoic chamber, the following limits were not exceeded during the test.

o

Temperature m::x :1355 ‘%
. - Min. =20 %

Relative humidity Max. = 75 %

Min. = 860 mbar
Max. = 1060 mbar

Shielding effectiveness > 100 dB
Electric insulation > 10 kQ
Reference resistance to earth <1Q

< +4 dB at 10 m distance between item under test
and receiver antenna, (30 MHz to 1000 MHz)

More than 75% of illuminated surface is between 0
and 6 dB (26 MHz to 1000 MHz).

Air pressure

Normal site attenuation (NSA)

Field homogeneity

In the chamber for conducted measurements, the following limits were not exceeded during the test:

Temperature in.= 15°C
35°C
Relative humidity i 20 %
35 %
Air pressure i 860 mbar
1060 mbar
Shielding effectiveness > 100 dB
Electric insulation > 10 kQ

Reference resistance to earth
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Remarks and comments

D DEKRA

The tests have been performed by the technical personnel: Miguel Angel Torres, Ignacio Cabra.

Used instrumentation:

Conducted Measurements:

1.

Spectrum Analyzer PSA 3Hz-26.5 GHz
AGILENT TECHNOLOGIES E4440A

Radiated Measurements:

Semianechoic Absorber Lined Chamber ETS
LINDGREN FACT 3 200 STP

EMI Test Receiver 7 GHz ROHDE AND
SCHWARZ ESR7

RF Pre-amplifier 40 dB, 10 MHz - 6 GHz
BONN ELEKTRONIK BLNA 0160-01N
Biconical/Log Antenna 30MHz - 6GHz ETS
LINDGREN 3142E

Wideband Radio Communication Tester
ROHDE AND SCHWARZ CMW500

RF Pre-amplifier G>30dB, 1-18GHz BONN
ELEKTRONIK BLMA 0118-3A

Broadband Horn antenna 1-18 GHz

SCHWARZBECK MESS-ELEKTRONIK
BBHA 9120 D

Broadband Horn antenna 18-40 GHz
SCHWARZBECK MESS-ELEKTRONIK
BBHA 9170

RF Pre-amplifier, G>48dB, 18-40GHz NARDA
JS44-18004000-33-8P

Testing verdicts

Last Calibration

2017/10

Last Calibration

N.A.

2018/10

2019/02

2017/09

2018/02

2018/03

2018/01

2018/07

2018/02

Due Calibration

2019/10

Due Calibration

N.A.

2020/10

2020/08

2020/09

2019/02

2019/03

2021/01

2021/07

2020/02

Not applicable: N/A
Pass: P
Fail: F
Not measured: N/M
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Summary

D DEKRA

1. Bluetooth Low Energy

FCC PART 15 PARAGRAPH / RSS-210

Requirement — Test case

Section 15.249 Subclause (a) / RSS-210 B.10. (a)

Field strength of fundamental
and harmonic emissions

Verdict Remark

P

Section 15.249 Subclause (d) / RSS-210 B.10. (b)

Emissions radiated outside of

the specific frequency bands

P

Supplementary information and remarks: None.

2. Bluetooth Basic Rate

FCC PART 15 PARAGRAPH / RSS-210

Requirement — Test case

Verdict

Remark

Section 15.249 Subclause (a) / RSS-210 B.10. (a)

Field strength of fundamental
and harmonic emissions

Section 15.249 Subclause (d) / RSS-210 B.10. (b)

Emissions radiated outside of
the specific frequency bands

Supplementary information and remarks: None.

3. Proprietary protocol DM 2.4 GHz

FCC PART 15 PARAGRAPH / RSS-210

Verdict

Remark

Requirement — Test case

Section 15.249 Subclause (a) / RSS-210 B.10. (a) Field strength of fundamental P

and harmonic emissions
Section 15.249 Subclause (d) / RSS-210 B.10. (b) Emissions radiated outside of =

the specific frequency bands
Supplementary information and remarks: None.

4. Proprietary protocol Flora 2.4 GHz
FCC PART 15 PARAGRAPH / RSS-210
Requirement — Test case Verdict Remark

Section 15.249 Subclause (a) / RSS-210 B.10. (a) Field strength of fundamental =

and harmonic emissions
Section 15.249 Subclause (d) / RSS-210 B.10. (b) Emissions radiated outside of =

the specific frequency bands
Supplementary information and remarks: None.

2019-04-17
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Appendix A: Test results. Bluetooth Low Energy
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TEST CONDITIONS

POWER SUPPLY (V):
V nominal: 1.3 Vvdc
Type of power supply: DC voltage from battery.
Type of antenna: Small magnetic loop antenna.

Declared antenna gain: - 11 dBi

TEST FREQUENCIES:

Low Channel: 2402 MHz
Middle Channel: 2440 MHz
High Channel: 2480 MHz

CONDUCTED MEASUREMENTS

The equipment under test was set up in a shielded room and it is connected to the spectrum analyser using a low
loss RF cable. The reading of the spectrum analyser is corrected taking into account the cable loss.

SPECTRUM
EUT ANALYZER

RADIATED MEASUREMENTS

All radiated tests were performed in a semi-anechoic chamber. The measurement antenna is situated at a distance
of 3 m for the frequency range 30 MHz-1000 MHz (30 MHz-1000 MHz Bilog antenna) and at a distance of 1m for
the frequency range 1 GHz-26 GHz (1 GHz-18 GHz Double ridge horn antenna and 18 GHz-40 GHz horn
antenna).

For radiated emissions in the range 1 GHz-26 GHz that is performed at a distance closer than the specified
distance, an inverse proportionality factor of 20 dB per decade is used to normalize the measured data for
determining compliance.

The equipment under test was set up on a non-conductive platform above the ground plane and the situation and
orientation was varied to find the maximum radiated emission. It was also rotated 360° and the antenna height was
varied from 1 to 4 meters to find the maximum radiated emission.

Measurements were made in both horizontal and vertical planes of polarization.

Report No: (NIE) 59212RRF.001 Page 11 of 92 2019-04-17
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Radiated measurements setup f <1 GHz:

Spectrum analyser

D DEKRA

ANECHOIC CHAMBER
o .
Measuring 360 %o:)a{‘[mg
Antenna able
‘ ‘ Device Und
| 3 m distance Test
i ]
T
AntennaMast
| (Antennaheight variation: 1-4 m)

Shielded Control RoomFor

Radiated Measurements

Radiated measurements setup f > 1 GHz:

Preamplifier

Horn antenna

VWWWWWWWWWWWWAWWWWWWAVWY

EUT

1 m distance

-

Spectrum
analyser

Shielded control room for
radiated measurements
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Occupied Bandwidth

RESULTS:
Low Channel Middle Channel High Channel
2402 MHz 2440 MHz 2480 MHz
99% Bandwidth (MHz) 1.0401 1.055 1.078
Measurement Uncertainty (kHz) <+5.00
- Low Channel:
3 Agilent
Ref 5 dBm #Atten 12 dB
#Peak
Lng et
l@ s!JV' “-N-—\“'
dB/ 5 e
Dffst
3.1 d
di ——_—d VN
-——'w"—'_""'“‘_r %‘F‘"‘_""—'Hu-
LeAw
Ml s2
Center 2.402 800 GHz Span 5 MHz
#Res BW 30 kHz #VBH 106 kHz Sweep 5.328 ms (1000 pts)
Occupied Bandwidth Occ BH % Pur  99.00 7
l @4@1 MHZ X dB -20.60 4B

Transmit Freq Error  5.869 kHz
% dB Bandwuidth 1.139 MHz
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- Middle Channel:

D DEKRA

#Atten 12 dB

VN

LagAw

Ml 52

Center 2.448 BB GHz
#Res BW 30 kHz

#BW 108 kHz

Occupied Bandwidth
1.8550 MHz

Transmit Fre¢ Error
% JB Bandwidth

7.638 kHz
1.174 MHz

Span 5 MHz
Sweep 5.328 ms (1008 pts)

Occ BH % Pwr 99.68 ¥
®x dB -20.00 4B

- High Channel:

3 Agilent

Ref 5 dBm

#Atten 12 dB

#Peak

kil S

LagAw

Ml 52

Center 2.480 080 GHz
#Res BW 30 kHz

#BW 108 kHz

Occupied Bandwidth
1.8718 MHz

Transmit Fre¢ Error
% JB Bandwidth

7.857 kHz
1.192 MHz

Span 5 MHz
Sweep 5.328 ms (1008 pts)

Occ BH % Pwr 99.68 ¥
®x dB -20.00 4B
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Section 15.249 Subclause (a) / RSS-210 B.10. (a) Field strength of fundamental and
harmonics emissions

SPECIFICATION:

The field strength of emissions from intentional radiators shall comply with the following

Fundamental Field strength of Field strength Measurement

frequency (MHz) fundamental (mV/m) (dBuv/m) distance (m)
902 - 928 50 93.98 3
2400 — 2483.5 50 93.98 3
5725 - 5875 50 93.98 3
24000-24250 250 107.96 3

For frequencies above 1000 MHz, the above field strength limits are based on average limits. However, the peak
field strength of any emission shall not exceed the maximum permitted average limits specified above by more than
20 dB under any condition of modulation.

RESULTS:

Low Channel Middle Channel High Channel
2402 MHz 2440 MHz 2480 MHz
Average Field Strength (dBuV/m) 77.51 80.94 78.83
Peak Field Strength (dBuV/m) 80.83 84.09 82.21
Measurement Uncertainty (dB) <+3.05
Verdict: PASS
Report No: (NIE) 59212RRF.001 Page 15 of 92 2019-04-17
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- Low Channel:

- Espafia

D DEKRA

Spectrum T
Ref Level 90.00 dBpy/m = RBW 3 MHz
AlT 0dB & SWT 1= @ VBW 10 MHz  Mode auto Swesp
TOF
@ 1Pk View@2ay View
MIL1] 8083 dBpY /m|
2. 40201500 GHz|
ol M2[2] 77.51 dBuV /m
2.40188500 GHz
B0 dBg - I — — -
B T
e il Iw_wwwu""‘"‘“"‘“!"'“ it " S B e
| it W.,.r’mﬁ' *m,,_,kﬁ’_ e T
s -1 =
70 cRLNT o Lt oy e “""-“‘“ Lo S
; . R
i MM \m\‘ B O SRR
il
dﬁ"’r %\‘hk
50 By - z
r,—\b"‘r )
| Moy,
M
50 d,a.."'/jﬂ T,
o ol ")
A0 RPN
30 By
20 dBpv/m
10 cByv/mn
J depv/m
CF 2.402 GHz 1000 pts Span 10.0 MHz
- Middle Channel:
Spectrum e
RefLevel 5000 depy/m W RBW 3 MHz
Att O0dE & SWT 1: & VBW 10 MHz Mode Auto Sweep
TOF
@ 1Fk View@2av View
mMiL1] 0408 dBjv /m)
M1 2.44010500 GHz|
=i, L
i \ M2l 80.94 dBPY /i)
== - —— 2. 4HI0 1500 GHz
20 By - R —
e e M«m o
g st N‘"“uw__, =
o rt] & e
P, o L “’"\\ L
— o i o
e o L gy —
..—'/r \M\
& i el .
- ‘.rw \\Hl—_‘“’u
/-'/ TR
o
,ao‘i.., ]
40 cBpvim
A0 g
20 divim- - - - -
10 dBv
0 dBysm
CF 2.44 GHz lEED_pts Ean 10.0 MHz
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- High Channel:
Spectrum @

Ref Level 90.00 dBpy/m = RBW 3 MHz
Art 0dB & SWT 1= @ VBW 10 MHz  Mode auto Swesp
TOF
@ 1Pk View@2ay View
LBTED H2.21 dBpv /S m|
2.47976500 GHz|
M2[2] 78.83 dBuV /m
— e == e —— 247999500 GHz|
by . e ¥ e - Sl A AL A
- B e || i
e " %““‘-‘--u_ T
B = T e |
70 CByy o et o »«‘""‘J‘ Mm R —
A s . B N

50 GBUV/M -"/J R\M"‘-

L T

| sg.0etl |

A0 RPN

30 B/

20 dBpv/m

10 cByv/mn

J depv/m

CF 2.48 GHz 1000 pts Span 10.0 MHz
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D DEKRA

Section 15.249 Subclause (d) / RSS-210 B.10. (b) Emissions radiated outside of the
specific frequency bands

SPECIFICATION:

The field strength of harmonics from intentional radiators shall comply with the following

Fundamental Field strength of Field strength of Measurement

frequency (MHz) harmonics (uV/m) harmonics (dBuV/m) distance (m)
902 - 928 500 54 3
2400 — 2483.5 500 54 3
5725 - 5875 500 54 3
24000-24250 2500 67.96 3

Emissions radiated outside of the specific frequency bands, except for harmonics, shall be attenuated by at least
50 dB below the level of fundamental or to the general radiated emission limits specified in section 15.209:

Frequency Range Field strength (uv/m) Field strength Measurement
(MH2z) (dBuVv/m) distance (m)
0.009-0.490 2400/F(kHz) - 300
0.490-1.705 24000/F(kHz) - 30
1.705 - 30.0 30 - 30
30 -88 100 40 3
88 - 216 150 43.5 3
216 - 960 200 46 3
960 - 25000 500 54 3

Whichever is the lesser attenuation.

RESULTS:

The situation and orientation was varied to find the maximum radiated emission. It was also rotated 360° and the
antenna height was varied from 1 to 4 meters to find the maximum radiated emission.

Measurements were made in both horizontal and vertical planes of polarization.

All tests were performed in a semi-anechoic chamber at a distance of 3 m for the frequency range 30 MHz-1000
MHz and at distance of 1m for the frequency range 1 GHz-26 GHz.

The field strength is calculated by adding correction factor to the measured level from the spectrum analyzer. This
correction factor includes antenna factor, cable loss and pre-amplifiers gain.

Report No: (NIE) 59212RRF.001 Page 18 of 92 2019-04-17
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D DEKRA

Frequency range 30 MHz - 1 GHz.

The spurious signals detected do not depend on the operating channel.

No spurious emissions were found at less than 20 dB of the limit.

Frequency range 1 - 26 GHz.

The results in the next tables show the maximum measured levels in the 1-26 GHz range including the restricted
bands 2.31-2.39 GHz and 2.4835-2.5 GHz (see next plots).

Spurious signals with peak levels above the average limit (54 dBuV/m at 3 m) are measured with average detector
for checking compliance with the average limit.

- Low Channel (2402 MHZz):

Spurious frequency Detector Emission Level Polarization Measurement
(GH2z) (dBuv/m) Uncertainty (dB)
2.4844 Peak 53.05 \Y <+3.70
4.8039 Peak 38.71 \Y <+3.70
- Middle Channel (2440 MHz):
Spurious frequency Detector Emission Level Polarization Measurement
(GH2) (dBuv/m) Uncertainty (dB)
2.3416 Peak 51.74 <+3.70
2.4930 Peak 52.59 H <+3.70
4.8795 Peak 50.73 <+3.70
- High Channel (2480 MHz):
Spurious frequency Detector Emission Level Polarization Measurement
(GH2) (dBuVv/m) Uncertainty (dB)
2.3577 Peak 51.81 H <+3.70
Peak 59.07 <+3.70
2.4837 \%
Average 41.36 <+3.70
4.9593 Peak 51.57 V <+3.70

Verdict: PASS
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FREQUENCY RANGE 30 MHz - 1 GHz

D DEKRA

The spurious signals detected do not depend on the operating channel, so this plot is valid for Low, Middle
and High Channels.

= Spectrum (X}
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[ —
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FREQUENCY RANGE 1 - 3 GHz

- Low Channel:

Spectrum

RefLewvel 50.00 dBpy.m & RBW 1 MHz

Att 0dB @ SWT L5 & VAW 3 Mz Mode Swesp
T0F

8 1PE ViEw@Zay Yiaw

B0 dBu

74000 dBLV/m
70 dBpf

B0 dBp\im:
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20 dBpvim
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O clBpv i
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The peak shown in the plot above the limit is the carrier frequency.

- Middle Channel:
Spectrum

Ref Level BO.O0 d&uym & RBW 1 MHz

Stop 3.0 GHz

o AL DdB & SWT 15 & VEBW 3 MH: Mode Sweep
T0F

8 1PE ViEw@Zay Yiaw

D1 74.000 dBuv/mr

70 dBp\y

60 dBf

T2 54000 8

50 dBpiim:

0 dBpy

Lo

30 dBuvS

20 dBuyf

10 dBpvim
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The peak shown in the plot above the limit is the carrier frequency.

Stop 3.0 GHz
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- High Channel:
Spectrum [E.:J

Ref Level 90,00 dBav/m & RBW 1 MHZ
Abt Ddd & SWT Ls & VEBW 3 MH: Mode Sweep
TOF

@ LPE View@2av View

&0 dapfm

D1 73.000 dBu/mm

70 dBpi/m

20 depiifm

10 dBuvfm

O dBpiv =

Start 1.0 GHz 0000 pt s Stop 3.0 GHz

The peak shown in the plot above the limit is the carrier frequency.
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FREQUENCY RANGE 3 - 17 GHz

- Low Channel:

Spectrum

D DEKRA

i
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- Middle Channel:
Spectrum
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- High Channel:
Spectrum

D DEKRA
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FREQUENCY RANGE 17 - 26 GHz

D DEKRA

The spurious signals detected do not depend on the operating channel, so this plot is valid for Low, Middle and

High Channels.
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FREQUENCY RANGE 2.31 - 2.39 GHz (Restricted Band 1)

- Low Channel:
Spectrum
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- High Channel:
Spectrum [E.:J
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FREQUENCY RANGE 2.4835 - 2.5 GHz (Restricted Band 2)

- Low Channel:
Spectrum

A
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- High Channel:
Spectrum
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Appendix B: Test results. Bluetooth Basic Rate
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TEST CONDITIONS

POWER SUPPLY (V):
V nominal: 1.3 Vvdc
Type of power supply: DC voltage from battery.
Type of antenna: Small magnetic loop antenna.

Declared antenna gain: - 11 dBi

TEST FREQUENCIES:

Low Channel: 2402 MHz
Middle Channel: 2441 MHz
High Channel: 2480 MHz

CONDUCTED MEASUREMENTS

The equipment under test was set up in a shielded room and it is connected to the spectrum analyser using a low
loss RF cable. The reading of the spectrum analyser is corrected taking into account the cable loss.

SPECTRUM
EUT ANALYZER

RADIATED MEASUREMENTS

All radiated tests were performed in a semi-anechoic chamber. The measurement antenna is situated at a distance
of 3 m for the frequency range 30 MHz-1000 MHz (30 MHz-1000 MHz Bilog antenna) and at a distance of 1m for
the frequency range 1 GHz-26 GHz (1 GHz-18 GHz Double ridge horn antenna and 18 GHz-40 GHz horn
antenna).

For radiated emissions in the range 1 GHz-26 GHz that is performed at a distance closer than the specified
distance, an inverse proportionality factor of 20 dB per decade is used to normalize the measured data for
determining compliance.

The equipment under test was set up on a non-conductive platform above the ground plane and the situation and
orientation was varied to find the maximum radiated emission. It was also rotated 360° and the antenna height was
varied from 1 to 4 meters to find the maximum radiated emission.

Measurements were made in both horizontal and vertical planes of polarization.
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Radiated measurements setup f <1 GHz:

Spectrum analyser

D DEKRA

ANECHOIC CHAMBER
o .
Measuring 360 %o:)a{‘[mg
Antenna able
‘ ‘ Device Und
| 3 m distance Test
i ]
T
AntennaMast
| (Antennaheight variation: 1-4 m)

Shielded Control RoomFor

Radiated Measurements

Radiated measurements setup f > 1 GHz:
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Occupied Bandwidth

D DEKRA

RESULTS:
Low Channel Middle Channel High Channel
2402 MHz 2441 MHz 2480 MHz
99% Bandwidth (MHz) 0.9748384 0.9780686 0.9776387
Measurement Uncertainty (kHz) <+5.00
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- Middle Channel:
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Section 15.249 Subclause (a) / RSS-210 B.10. (a) Field strength of fundamental and
harmonics emissions

SPECIFICATION:

The field strength of emissions from intentional radiators shall comply with the following

Fundamental Field strength of Field strength Measurement

frequency (MHz) fundamental (mV/m) (dBuv/m) distance (m)
902 - 928 50 93.98 3
2400 — 2483.5 50 93.98 3
5725 - 5875 50 93.98 3
24000-24250 250 107.96 3

For frequencies above 1000 MHz, the above field strength limits are based on average limits. However, the peak
field strength of any emission shall not exceed the maximum permitted average limits specified above by more than
20 dB under any condition of modulation.

RESULTS:
Low Channel Middle Channel High Channel
2402 MHz 2441 MHz 2480 MHz
Average Field Strength (dBuV/m) 83.30 83.34 82.40

Peak Field Strength (dBuV/m) 83.60 83.67 82.75

Measurement Uncertainty (dB) <+3.05
Verdict: PASS
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- High Channel:
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Section 15.249 Subclause (d) / RSS-210 B.10. (b) Emissions radiated outside of the
specific frequency bands

SPECIFICATION:

The field strength of harmonics from intentional radiators shall comply with the following

Fundamental Field strength of Field strength of Measurement

frequency (MHz) harmonics (uV/m) harmonics (dBuV/m) distance (m)
902 - 928 500 54 3
2400 — 2483.5 500 54 3
5725 - 5875 500 54 3
24000-24250 2500 67.96 3

Emissions radiated outside of the specific frequency bands, except for harmonics, shall be attenuated by at least
50 dB below the level of fundamental or to the general radiated emission limits specified in section 15.209:

Frequency Range Field strength (uv/m) Field strength Measurement
(MH2z) (dBuVv/m) distance (m)
0.009-0.490 2400/F(kHz) - 300
0.490-1.705 24000/F(kHz) - 30
1.705 - 30.0 30 - 30
30 -88 100 40 3
88 - 216 150 43.5 3
216 - 960 200 46 3
960 - 25000 500 54 3

Whichever is the lesser attenuation.

RESULTS:

The situation and orientation was varied to find the maximum radiated emission. It was also rotated 360° and the
antenna height was varied from 1 to 4 meters to find the maximum radiated emission.

Measurements were made in both horizontal and vertical planes of polarization.

All tests were performed in a semi-anechoic chamber at a distance of 3 m for the frequency range 30 MHz-1000
MHz and at distance of 1m for the frequency range 1 GHz-26 GHz.

The field strength is calculated by adding correction factor to the measured level from the spectrum analyzer. This
correction factor includes antenna factor, cable loss and pre-amplifiers gain.
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Frequency range 30 MHz - 1 GHz.
The spurious signals detected do not depend on the operating channel.

No spurious emissions were found at less than 20 dB of the limit.

Frequency range 1 - 26 GHz.

The results in the next tables show the maximum measured levels in the 1-26 GHz range including the restricted
bands 2.31-2.39 GHz and 2.4835-2.5 GHz (see next plots).

Spurious signals with peak levels above the average limit (54 dBuV/m at 3 m) are measured with average detector
for checking compliance with the average limit.

- Low Channel (2402 MHZz):

Spurious frequency Detector Emission Level Polarization Measurement
(GH2z) (dBuv/m) Uncertainty (dB)
2.3390 Peak 51.76 \Y <+3.70
2.49144 Peak 52.36 \Y <+3.70
4.8039 Peak 38.89 \Y <+3.70
- Middle Channel (2441 MHz2):
Spurious frequency Detector Emission Level Polarization Measurement
(GH2) (dBuv/m) Uncertainty (dB)
2.344668 Peak 51.58 V <+3.70
2.4951 Peak 52.75 \Y/ <+3.70
4.8828 Peak 50.89 Vv <+3.70
- High Channel (2480 MHz):
Spurious frequency Detector Emission Level Polarization Measurement
(GH2) (dBuVv/m) Uncertainty (dB)
2.3491 Peak 51.71 <+3.70
2.4837 Peak 53.59 H <+3.70
4.9598 Peak 51.94 <+3.70

Verdict: PASS
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FREQUENCY RANGE 30 MHz - 1 GHz

The spurious signals detected do not depend on the operating channel, so this plot is valid for Low, Middle
and High Channels.
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FREQUENCY RANGE 1 - 3 GHz

- Low Channel:

Spectrum @l

Ref Level 80,00 dBuv/m & RBW 1 MHz
Abt Ddd & SWT Ls & VEBW 3 MH: Mode Sweep
TOF

@ LPE View@2av View

D1 75,000 dBgv/ar

70 dapfm

E0 dBpim

20 déuvim

10 depiifm

0 By

10 B

Start 1.0 GHz

0000 pt s Stop 3.0 GHz

The peak shown in the plot above the limit is the carrier frequency.

- Middle Channel:
Spectrum @l

Ref Level 80,00 dBuv/m & RBW 1 MHz
Abt Ddd & SWT Ls & VEBW 3 MH: Mode Sweep
TOF

@ LPE View@2av View

D1 75,000 dBgv/ar

70 dapfm

E0 dBpim

30 dauv

20 déuvim

10 depiifm

O elByundy

10 B

Start 1.0 GHz

0000 pt s Stop 3.0 GHz

The peak shown in the plot above the limit is the carrier frequency.
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- High Channel:
Spectrum

D DEKRA

&

Ref Level B0.00 d84,m

TOF

w HBW 1 Mz

o ALL OdB & SWT 15 & VBW 3 MH: Mode Sweep

@ LPE View@2av View
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Stop 3.0 GHz

The peak shown in the plot above the limit is the carrier frequency.
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FREQUENCY RANGE 3 - 17 GHz

- Low Channel:

Spectrum

%]
Ref Level B0.00 dBu /m & RBW 1 MHz
At Dd8 & SWT 15 & VBW 3 MH:  Mode Sweep
TOF

@ LPE View@2av View
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- Middle Channel:
Spectrum

Ref Lavel 80,00 dBuy/m & RBW 1 MHZ
Abt Ddd & SWT Ls & VEBW 3 MH: Mode Sweep
TOF
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- High Channel:
Spectrum [E.:J

Ref Level B0.00 d6u0/m w HBW 1 Mz

o ALL OdB & SWT 15 & VBW 3 MH: Mode Sweep
TOF

@ LPE View@2av View
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FREQUENCY RANGE 17 - 26 GHz

The spurious signals detected do not depend on the operating channel, so this plot is valid for Low, Middle and
High Channels.

Spectrum |

o |
&
Ref Level 80,00 dBuv/m @ RBW 1 MHz

jo At OdB & SWT 15 & VBW 3 Mdz  Mode Sweep
TOF
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FREQUENCY RANGE 2.31 - 2.39 GHz (Restricted Band 1)

- Low Channel:

Spectrum [E.:J

Ref Lavel 80,00 dBuy/m & RBW 1 MHZ

Abt Ddd & SWT Ls & VEBW 3 MH: Mode Sweep
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- Middle Channel:
Spectrum [:E'{]
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- High Channel:
Spectrum [E.:J
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FREQUENCY RANGE 2.4835 - 2.5 GHz (Restricted Band 2)

- Low Channel:

Spectrum ?J
Ref Level 80,00 dBuv/m & RBW 1 MHz

Abt Ddd & SWT Ls & VEBW 3 MH: Mode Sweep
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- High Channel:
Spectrum [E.:J

Ref Levael B0.00 g8V fn = RBW 1 M-z
o ALL OdB & SWT 15 & VBW 3 MH: Mode Sweep
TOF
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Appendix C: Test results. Proprietary protocol DM
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TEST CONDITIONS .....ctiie ittt et e ettt et s e e st e e st e e as e e astee e teeeasteeeasaeeaseeeanseeeasbeeenseeeasseeanteeesseeeanseeesaeeansenenneen 53
(@ ot o] 1= To = =T T 111 T | o USSR 55
Section 15.249 Subclause (a) / RSS-210 B.10. (a) Field strength of fundamental and harmonics emissions .....57

Section 15.249 Subclause (d) / RSS-210 B.10. (b) Emissions radiated outside of the specific frequency bands60
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TEST CONDITIONS

POWER SUPPLY (V):
V nominal: 1.3 Vvdc
Type of power supply: DC voltage from battery.
Type of antenna: Small magnetic loop antenna.

Declared antenna gain: - 11 dBi

TEST FREQUENCIES:

Low Channel: 2402 MHz
Middle Channel: 2440 MHz
High Channel: 2480 MHz

CONDUCTED MEASUREMENTS

The equipment under test was set up in a shielded room and it is connected to the spectrum analyser using a low
loss RF cable. The reading of the spectrum analyser is corrected taking into account the cable loss.

SPECTRUM
EUT ANALYZER

RADIATED MEASUREMENTS

All radiated tests were performed in a semi-anechoic chamber. The measurement antenna is situated at a distance
of 3 m for the frequency range 30 MHz-1000 MHz (30 MHz-1000 MHz Bilog antenna) and at a distance of 1m for
the frequency range 1 GHz-26 GHz (1 GHz-18 GHz Double ridge horn antenna and 18 GHz-40 GHz horn
antenna).

For radiated emissions in the range 1 GHz-26 GHz that is performed at a distance closer than the specified
distance, an inverse proportionality factor of 20 dB per decade is used to normalize the measured data for
determining compliance.

The equipment under test was set up on a non-conductive platform above the ground plane and the situation and
orientation was varied to find the maximum radiated emission. It was also rotated 360° and the antenna height was
varied from 1 to 4 meters to find the maximum radiated emission.

Measurements were made in both horizontal and vertical planes of polarization.
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Radiated measurements setup f <1 GHz:

Spectrum analyser

D DEKRA

ANECHOIC CHAMBER
o .
Measuring 360 %o:)a{‘[mg
Antenna able
‘ ‘ Device Und
| 3 m distance Test
i ]
T
AntennaMast
| (Antennaheight variation: 1-4 m)

Shielded Control RoomFor

Radiated Measurements

Radiated measurements setup f > 1 GHz:

Preamplifier

Horn antenna

VWWWWWWWWWWWWAWWWWWWAVWY

EUT

1 m distance

-

Spectrum
analyser

Shielded control room for
radiated measurements
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Occupied Bandwidth

D DEKRA

RESULTS:
Low Channel Middle Channel High Channel
2402 MHz 2440 MHz 2480 MHz
99% Bandwidth (MHz) 1.8916 1.8892 1.8936
Measurement Uncertainty (kHz) <+5.00
- Low Channel:

#Atten 12 dB

VS I

el '

v
iV

LeAw

Ml 52

Center 2.402 000 GHz
#Res BW 30 kHz

Occupied Bandwidth

#VBW 108 kHz

1.8916 MHz

Transmit Fregq Error
% dB Bandwidth

-671.427 Hz
1.882 MHz

Sweep 5.328 ms

Occ BH % Pwr
% dB

Span 5 MHz
(1088 pts)

99.80 %
-20.08 JB
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- Middle Channel:

Ref 5 dBm #Atten 12 dB

#Peak

Log i~

't Nad''s

4B/ e o

Offst

0ff o e Vs,

LT VA"
N ’ ’ W

LagAw

Ml 352

Center 2.440 880 GHz Span 5 MHz

#Res BH 30 kHz #+VBH 186 kHz Sweep 5.328 ms (1008 pts)

Occupied Bandwidth Occ BH % PWr  99.80 ¥

1.8892 MHz ®x dB -20.88 dB

Transmit Fre¢g Error  2.134 kHz
% dB Bandwuidth 1.832 MHz

- High Channel:
3 Agilent
Ref 5 dBm #Atten 12 dB
#Peak
Log i
l@ A, ((N W‘ﬁ.
g?f/ %M Vg ¢
st
£ iy fwﬁ qﬁ\ﬂ“
dB AclY o~
AR Y Vool
V / v
LagAw
Ml 352
Center 2,450 880 GHz Span 5 MHz
#Res BH 30 kHz #+VBH 186 kHz Sweep 5.328 ms (1008 pts)
Occupied Bandwidth Occ BH % PWr  99.00 ¥
1.8936 MHz ®x dB -20.88 dB

Transmit Freg Error  -1.471 kHz
% dB Bandwuidth 1.832 MHz
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D DEKRA

Section 15.249 Subclause (a) / RSS-210 B.10. (a) Field strength of fundamental and
harmonics emissions

SPECIFICATION:

The field strength of emissions from intentional radiators shall comply with the following

Fundamental Field strength of Field strength Measurement

frequency (MHz) fundamental (mV/m) (dBuv/m) distance (m)
902 - 928 50 93.98 3
2400 — 2483.5 50 93.98 3
5725 - 5875 50 93.98 3
24000-24250 250 107.96 3

For frequencies above 1000 MHz, the above field strength limits are based on average limits. However, the peak
field strength of any emission shall not exceed the maximum permitted average limits specified above by more than
20 dB under any condition of modulation.

RESULTS:
Low Channel Middle Channel High Channel
2402 MHz 2440 MHz 2480 MHz
Average Field Strength (dBuv/m) 81.09 82.18 81.25

Peak Field Strength (dBuV/m) 81.57 82.61 81.76

Measurement Uncertainty (dB) <+3.05
Verdict: PASS
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- Low Channel:
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- High Channel:
Spectrum
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D DEKRA

Section 15.249 Subclause (d) / RSS-210 B.10. (b) Emissions radiated outside of the
specific frequency bands

SPECIFICATION:

The field strength of harmonics from intentional radiators shall comply with the following

Fundamental Field strength of Field strength of Measurement

frequency (MHz) harmonics (uV/m) harmonics (dBuV/m) distance (m)
902 - 928 500 54 3
2400 — 2483.5 500 54 3
5725 - 5875 500 54 3
24000-24250 2500 67.96 3

Emissions radiated outside of the specific frequency bands, except for harmonics, shall be attenuated by at least
50 dB below the level of fundamental or to the general radiated emission limits specified in section 15.209:

Frequency Range Field strength (uv/m) Field strength Measurement
(MH2z) (dBuVv/m) distance (m)
0.009-0.490 2400/F(kHz) - 300
0.490-1.705 24000/F(kHz) - 30
1.705 - 30.0 30 - 30
30 -88 100 40 3
88 - 216 150 43.5 3
216 - 960 200 46 3
960 - 25000 500 54 3

Whichever is the lesser attenuation.

RESULTS:

The situation and orientation was varied to find the maximum radiated emission. It was also rotated 360° and the
antenna height was varied from 1 to 4 meters to find the maximum radiated emission.

Measurements were made in both horizontal and vertical planes of polarization.

All tests were performed in a semi-anechoic chamber at a distance of 3 m for the frequency range 30 MHz-1000
MHz and at distance of 1m for the frequency range 1 GHz-26 GHz.

The field strength is calculated by adding correction factor to the measured level from the spectrum analyzer. This
correction factor includes antenna factor, cable loss and pre-amplifiers gain.
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Frequency range 30 MHz - 1 GHz.

The spurious signals detected do not depend on the operating channel.

No spurious emissions were found at less than 20 dB from the limit.

Frequency range 1 - 26 GHz.

The results in the next tables show the maximum measured levels in the 1-26 GHz range including the restricted
bands 2.31-2.39 GHz and 2.4835-2.5 GHz (see next plots).

Spurious signals with peak levels above the average limit (54 dBuV/m at 3 m) are measured with average detector
for checking compliance with the average limit.

- Low Channel (2402 MHZz):

No spurious emissions were found at less than 20 dB of the limit.

- Middle Channel (2440 MH2z):

Spurious frequency Detector Emission Level Polarization Measurement
(GH2) (dBuv/m) Uncertainty (dB)
4.8804 Peak 50.38 \Y <+3.70

- High Channel (2480 MHz):

Spurious frequency Detector Emission Level Polarization Measurement
(GH2) (dBpv/m) Uncertainty (dB)
2.3349 Peak 52.19 \Y <+3.70

Peak 58.46 <+3.70

2.4835 \Y/
Average 41.58 <+3.70
4.9607 Peak 51.16 \Y <+3.70

Verdict: PASS
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FREQUENCY RANGE 30 MHz - 1 GHz

The spurious signals detected do not depend on the operating channel, so this plot is valid for Low, Middle
and High Channels.

l
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FREQUENCY RANGE 1 - 3 GHz

- Low Channel:

Spectrum

(=]
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TOF
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- Middle Channel:
Spectrum

The peak shown in the plot above the limit is the carrier frequency.

(=]
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The peak shown in the plot above the limit is the carrier frequency.
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- High Channel:
Spectrum
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The peak shown in the plot above the limit is the carrier frequency.
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FREQUENCY RANGE 3 - 17 GHz

- Low Channel:

Spectrum
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- Middle Channel:
Spectrum
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- High Channel:
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FREQUENCY RANGE 17 - 26 GHz

The spurious signals detected do not depend on the operating channel, so this plot is valid for Low, Middle and
High Channels.
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FREQUENCY RANGE 2.31 - 2.39 GHz (Restricted Band 1)
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- High Channel:
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FREQUENCY RANGE 2.4835 - 2.5 GHz (Restricted Band 2)

- Low Channel:
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- High Channel:
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Appendix D: Test results. Proprietary protocol Flora
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TEST CONDITIONS

POWER SUPPLY (V):
V nominal: 1.3 Vvdc
Type of power supply: DC voltage from battery.
Type of antenna: Small magnetic loop antenna.

Declared antenna gain: - 11 dBi

TEST FREQUENCIES:

Low Channel: 2402 MHz
Middle Channel: 2440 MHz
High Channel: 2480 MHz

CONDUCTED MEASUREMENTS

The equipment under test was set up in a shielded room and it is connected to the spectrum analyser using a low
loss RF cable. The reading of the spectrum analyser is corrected taking into account the cable loss.

SPECTRUM
EUT ANALYZER

RADIATED MEASUREMENTS

All radiated tests were performed in a semi-anechoic chamber. The measurement antenna is situated at a distance
of 3 m for the frequency range 30 MHz-1000 MHz (30 MHz-1000 MHz Bilog antenna) and at a distance of 1m for
the frequency range 1 GHz-26 GHz (1 GHz-18 GHz Double ridge horn antenna and 18 GHz-40 GHz horn
antenna).

For radiated emissions in the range 1 GHz-26 GHz that is performed at a distance closer than the specified
distance, an inverse proportionality factor of 20 dB per decade is used to normalize the measured data for
determining compliance.

The equipment under test was set up on a non-conductive platform above the ground plane and the situation and
orientation was varied to find the maximum radiated emission. It was also rotated 360° and the antenna height was
varied from 1 to 4 meters to find the maximum radiated emission.

Measurements were made in both horizontal and vertical planes of polarization.
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Radiated measurements setup f <1 GHz:
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Radiated measurements setup f > 1 GHz:
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Occupied Bandwidth

D DEKRA

RESULTS:
Low Channel Middle Channel High Channel
2402 MHz 2440 MHz 2480 MHz
99% Bandwidth (MHz) 2.9063 2.9102 2.9072
Measurement Uncertainty (kHz) <+5.00
- Low Channel:

#Atten 12 dB

Ykt iV

%

e

)/

'\.\

e,

TN
Y

Y

Y

LeAw

Ml 52

Center 2.402 000 GHz
#Res BW 51 kHz

Occupied Bandwidth
2.9063 MHz

Transmit Fregq Error
% dB Bandwidth

18.826 kHz

3.247 MHz

#BW 156 kHz

Span 18 MHz

Sweep 3.73 ms (1008 pts)

Occ BH % Pwr
% dB

99.80 %
-20.08 JB

Report No: (NIE) 59212RRF.001

Page 76 of 92

2019-04-17



DEKRA Testing and Certification, S.A.U.
Parque Tecnoldgico de Andalucia,
¢/ Severo Ochoa n° 2 - 29590 Campanillas - Malaga - Espafia

C.ILF. A29 507 456

- Middle Channel:
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Section 15.249 Subclause (a) / RSS-210 B.10. (a) Field strength of fundamental and
harmonics emissions

SPECIFICATION:

The field strength of emissions from intentional radiators shall comply with the following

Fundamental Field strength of Field strength Measurement

frequency (MHz) fundamental (mV/m) (dBuv/m) distance (m)
902 - 928 50 93.98 3
2400 — 2483.5 50 93.98 3
5725 - 5875 50 93.98 3
24000-24250 250 107.96 3

For frequencies above 1000 MHz, the above field strength limits are based on average limits. However, the peak
field strength of any emission shall not exceed the maximum permitted average limits specified above by more than
20 dB under any condition of modulation.

RESULTS:

Low Channel Middle Channel High Channel
2402 MHz 2440 MHz 2480 MHz
Average Field Strength (dBuV/m) 80.27 81.78 81.99
Peak Field Strength (dBuV/m) 81.11 82.54 82.81
Measurement Uncertainty (dB) <+3.05
Verdict: PASS
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- High Channel:
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D DEKRA

Section 15.249 Subclause (d) / RSS-210 B.10. (b) Emissions radiated outside of the
specific frequency bands

SPECIFICATION:

The field strength of harmonics from intentional radiators shall comply with the following

Fundamental Field strength of Field strength of Measurement

frequency (MHz) harmonics (uV/m) harmonics (dBuV/m) distance (m)
902 - 928 500 54 3
2400 — 2483.5 500 54 3
5725 - 5875 500 54 3
24000-24250 2500 67.96 3

Emissions radiated outside of the specific frequency bands, except for harmonics, shall be attenuated by at least
50 dB below the level of fundamental or to the general radiated emission limits specified in section 15.209:

Frequency Range Field strength (uv/m) Field strength Measurement
(MH2z) (dBuVv/m) distance (m)
0.009-0.490 2400/F(kHz) - 300
0.490-1.705 24000/F(kHz) - 30
1.705 - 30.0 30 - 30
30 -88 100 40 3
88 - 216 150 43.5 3
216 - 960 200 46 3
960 - 25000 500 54 3

Whichever is the lesser attenuation.

RESULTS:

The situation and orientation was varied to find the maximum radiated emission. It was also rotated 360° and the
antenna height was varied from 1 to 4 meters to find the maximum radiated emission.

Measurements were made in both horizontal and vertical planes of polarization.

All tests were performed in a semi-anechoic chamber at a distance of 3 m for the frequency range 30 MHz-1000
MHz and at distance of 1m for the frequency range 1 GHz-26 GHz.

The field strength is calculated by adding correction factor to the measured level from the spectrum analyzer. This
correction factor includes antenna factor, cable loss and pre-amplifiers gain.
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D DEKRA

Frequency range 30 MHz - 1 GHz.

The spurious signals detected do not depend on the operating channel.

No spurious emissions were found at less than 20 dB of the limit.

Frequency range 1 - 26 GHz.

The results in the next tables show the maximum measured levels in the 1-26 GHz range including the restricted
bands 2.31-2.39 GHz and 2.4835-2.5 GHz (see next plots).

Spurious signals with peak levels above the average limit (54 dBuV/m at 3 m) are measured with average detector
for checking compliance with the average limit.

- Low Channel (2402 MHz):

No spurious emissions were found at less than 20 dB of the limit.

- Middle Channel (2440 MH2z):

Spurious frequency Detector Emission Level Polarization Measurement
(GH2) (dBuv/m) Uncertainty (dB)
4.87903 Peak 52.75 H <+3.70
- High Channel (2480 MHz):
Spurious frequency Detector Emission Level Polarization Measurement
(GH2) (dBpv/m) Uncertainty (dB)
Peak 58.18 <+3.70
2.48404 H
Average 44.85 <+3.70
4.96117 Peak 50.47 \Y <+3.70

Verdict: PASS
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FREQUENCY RANGE 30 MHz - 1 GHz

The spurious signals detected do not depend on the operating channel, so this plot is valid for Low, Middle
and High Channels.

l
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FREQUENCY RANGE 1 - 3 GHz

- Low Channel:

Spectrum
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The peak shown in the plot above the limit is the carrier frequency.

- Middle Channel:
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The peak shown in the plot above the limit is the carrier frequency.
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- High Channel:
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The peak shown in the plot above the limit is the carrier frequency.
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FREQUENCY RANGE 3 - 17 GHz

- Low Channel:

Spectrum
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- High Channel:
Spectrum [E.:J
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FREQUENCY RANGE 17 - 26 GHz

D DEKRA

The spurious signals detected do not depend on the operating channel, so this plot is valid for Low, Middle

and High Channels.
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FREQUENCY RANGE 2.31 - 2.39 GHz (Restricted Band 1)
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C.I.F. A29 507 456
FREQUENCY RANGE 2.4835 - 2.5 GHz (Restricted Band 2)
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