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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 2(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/18/2012 4:41:34 AM

Test Laboratory: RIM Testing Services

PPB6SDFHUB%DFNB/7(B BPLGBFKDQB436.B5%B B2II"
WHPSB BOLTBWHPSB &

DUT: BlackBerry Smartphone; Type: Sample; Serial: 2A211C01

Communication System: LTE; Frequency: 710 MHz

Medium parameters used: f = 710 MHEz 0.918 mho/m:Q= 55.812;! = 1000 kg/m
Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(6.5727, 6.27); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm
Maximum value of SAR (iterpolated) = 0.573 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x5x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 18.445 V/m; Power Drift = -0.0012 dB

Peak SAR (extrapolated) = 0.7230

SAR(1 g) = 0.497 mW/g; SAR(10 g) = 0.343 mW/g

Maximum value of SAR (measured) = 0.568 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 3(100)

RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB = 0.570mW/g = -4.88 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 4(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/18/2012 6:14:42 AM

Test Laboratory: RIM Testing Services

S9HUWLFDOB+ROVWHUB%DFNB/7(B BPLGBFKDQB436.B!
BWHPSB BOLTBWHPSB &

DUT: BlackBerry Smartphone; Type: Sample; Serial: 2A211C01

Communication System: LTE; Frequency: 710 MHz

Medium parameters used: f = 710 MHEz 0.918 mho/m:Q= 55.812;! = 1000 kg/m
Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(6.5727, 6.27); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm
Maximum value of SAR (iterpolated) = 0.445 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x5x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 17.697 V/m; Power Drift = -0.05 dB

Peak SAR (extrapolated) = 0.5260

SAR(1 g) = 0.393 mW/g; SAR(10 g) = 0.284 mW/g

Maximum value of SAR (measured) = 0.440 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 5(100)

RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB = 0.440mW/g = -7.13 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited




Document Page

Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 6(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/18/2012 6:31:08 AM

Test Laboratory: RIM Testing Services

S9HUWLFDOB+ROVWHUB)URQWB/7(B BPLGBFKDQB436.1
EBWHPSB BOLTBWHPSB &

DUT: BlackBerry Smartphone; Type: Sample; Serial: 2A211C01

Communication System: LTE; Frequency: 710 MHz

Medium parameters used: f = 710 MHEz 0.918 mho/m:Q= 55.812;! = 1000 kg/m
Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(6.5727, 6.27); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm
Maximum value of SAR (iterpolated) = 0.403 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (6x6x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 20.246 V/m; Power Drift = -0.01 dB

Peak SAR (extrapolated) = 0.4740

SAR(1 g) = 0.359 mW/g; SAR(10 g) = 0.265 mW/g

Maximum value of SAR (measured) = 0.394 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 7(100)

RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB = 0.390mW/g = -8.18 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 8(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/7/2012 11:05:40 PM

Test Laboratory: RIM Testing Services

PPB6SDFHUB)URQWBKMO® BIBLGBF»B B2IIVHWB BDPE
HPSB BOLTBWHPSB &

DUT: BlackBerry Smartphone; Type: Sample ; Serial: 2A20270D

Communication System: LTE; Frequency: 836.5 MHz

Medium parameters used (interpolated): f = 836.5 MHz;0.979 mho/m;Q= 52.752;!
= 1000 kg/ni

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(6.®/07, 6.07); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani&lrface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 0.676 mW(/g

Configuration/Touch position -/Zoom Scan (5x5x7) (6x6x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 24.882 V/m; Power Drift = -0.08 dB

Peak SAR (extrapolated) = 0.8540

SAR(1 g) = 0.629 mW/g; SAR(10 g) = 0.465 mW/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.725 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 9(100)

RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB =0.730mW/g = -2.73 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 10(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/8/2012 1:38:31 AM

Test Laboratory: RIM Testing Services

SOHUWLFDOB+ROVWHUB%DFNB/7(B BPLGBFKDQB436.B5
WHPSB BOLTBWHPSB &

DUT: BlackBerry Smartphone; Type: Sample ; Serial: 2A20270D

Communication System: LTE; Frequency: 836.5 MHz

Medium parameters used (interpolated): f = 836.5 MHz;0.979 mho/m;Q= 52.752;!
= 1000 kg/ni

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(6.®/07, 6.07); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani&lrface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 0.594 mW(/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x6x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 25.269 V/m; Power Drift = 0.08 dB

Peak SAR (extrapolated) = 0.6840

SAR(1 g) = 0.542 mW/g; SAR(10 g) = 0.411 mWI/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.599 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 11(100)

RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB = 0.600mW/g = -4.44 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited




Document Page

Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 12(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/8/2012 1:12:02 AM

Test Laboratory: RIM Testing Services

SOHUWLFDOB+ROVWHUB)URQWB/7(B BPLGBFKDQB436.B
WHPSB BOLTBWHPSB &

DUT: BlackBerry Smartphone; Type: Sample ; Serial: 2A20270D

Communication System: LTE; Frequency: 836.5 MHz

Medium parameters used (interpolated): f = 836.5 MHz;0.979 mho/m;Q= 52.752;!
= 1000 kg/ni

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(6.®/07, 6.07); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani&lrface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 0.640 mW(/g

Configuration/Touch position -/Zoom Scan (5x5x7) (6x7x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 26.072 V/m; Power Drift = 0.09 dB

Peak SAR (extrapolated) = 0.7450

SAR(1 g) = 0.583 mW/g; SAR(10 g) = 0.441 mWI/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.649 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited



Page

Document
Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 13(100)

RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB = 0.650mW/g = -3.74 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 14(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/7/2012 2:53:48 PM

Test Laboratory: RIM Testing Services

PPB6SDFHUB)URQWB*356 BPLGBFKDQBDPEBWHPSB
&

DUT: BlackBerry Smartphone; Type: Sample ; Serial: 2A20270D

Communication System: GPR50; Frequency: 836.8 MHz

Medium parameters used (interpolated): f = 836.8 MHz;0.979 mho/m;Q= 52.747;!
= 1000 kg/m

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(6.®/07, 6.07); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 0.661 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x5x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 25.576 V/m; Power Drift = -0.30 dB

Peak SAR (extrapolated) = 0.7540

SAR(1 g) = 0.581 mW/g; SAR(10 g) = 0.438 mW/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.641 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 15(100)

RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB = 0.640mW/g = -3.88 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Appendix C1 for the BlackBerry® Smartphone Model RFF91LW,

Page

16(100)

Author Data
Andrew Becker

Dates of Test Test Report No

June 04 — October 29, 2012 | RTS-6012-1208-
35B

FCC ID:

L6ARFFOOLW
L6ARFK120LW

ICID

2503A-RFFO0LW
2503A-RFK120LW

Date/Time: 6/7/2012 3:31:59 PM

Test Laboratory: RIM Testing Services

S9HUWLFDOB+ROVWHUB®GBFNBABIGPEBWIHPSB BOLTB\

&

DUT: BlackBerry Smartphone; Type: Sample ; Serial: 2A20270D

Communication System: GPR50; Frequency: 836.8 MHz
Medium parameters used (interpolated): f = 836.8 MHz;0.979 mho/m;Q= 52.747;!
= 1000 kg/m

Phantom section: Flat Section
Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

X X X X X

Probe: ES3DV3 - SN3225; ConvF(6.®/07, 6.07); Calibrated: 1/11/2012

Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0

Electronics: DAE3 Sn473alibrated: 1/13/2012
Phantom: SAM 2; Type: SAM 4.0; Serial: 1080
DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 0.607 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x5x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 25.611 V/m; Power Drift =-0.13 dB

Peak SAR (extrapolated) = 0.6900
SAR(1 g) = 0.550 mW/g; SAR(10 g) = 0.420 mW/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.601 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services

Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited



Page

Document
Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 17(100)

RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB = 0.600mW/g = -4.44 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 18(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/7/2012 3:13:53 PM

Test Laboratory: RIM Testing Services

S9HUWLFDOB+ROVWHU B QXBFKW BBI®BE BBWHP SB BOLTB!
&

DUT: BlackBerry Smartphone; Type: Sample ; Serial: 2A20270D

Communication System: GPR50; Frequency: 836.8 MHz

Medium parameters used (interpolated): f = 836.8 MHz;0.979 mho/m;Q= 52.747;!
= 1000 kg/m

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(6.®/07, 6.07); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 0.644 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x5x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 26.487 V/m; Power Drift = -0.29 dB

Peak SAR (extrapolated) = 0.7080

SAR(1 g) = 0.573 mW/g; SAR(10 g) = 0.438 mW/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.631 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 19(100)

RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB = 0.630mW/g = -4.01 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 20(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/5/2012 11:46:10 PM

Test Laboratory: RIM Testing Services

PPB6SDFHUB%DFNB80 HFIBBFEGRBOPEBWHPSB
PSB &

DUT: BlackBerry Smartphone; Type: Sample ; Serial: 2A20270D

Communication System: WCDMADD V; Frequency: 836.4 MHz

Medium parameters used (interpolated): f = 836.4 MHz;0.966 mho/m;Q= 53.137;!
= 1000 kg/m

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(6.®/07, 6.07); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 0.761 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (6x6x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 26.275 V/m; Power Drift = 0.06 dB

Peak SAR (extrapolated) = 0.8860

SAR(1 g) = 0.687 mW/g; SAR(10 g) = 0.519 mW/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.759 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 21(100)

RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB =0.760mW/g = -2.38 dB mW/g
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 22(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/6/2012 12:09:10 AM

Test Laboratory: RIM Testing Services

PPB6SDFHUB)URQWB 8 O0FI6G BRKPGHEOBPEBWHPSB BOlI
PSB &

DUT: BlackBerry Smartphone; Type: Sample ; Serial: 2A20270D

Communication System: WCDMADD V; Frequency: 836.4 MHz

Medium parameters used (interpolated): f = 836.4 MHz;0.966 mho/m;Q= 53.137;!
= 1000 kg/m

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(6.®/07, 6.07); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 0.767 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x5x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 26.931 V/m; Power Drift = 0.05 dB

Peak SAR (extrapolated) = 0.8900

SAR(1 g) = 0.703 mW/g; SAR(10 g) = 0.530 mW/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.775 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB =0.770mW/g = -2.27 dB mW/g
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 24(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/6/2012 1:44:12 AM

Test Laboratory: RIM Testing Services

9HUWLFDOB+ROVWHUBQBPQ®BBEDEEHPPEEBH HP SB
HPSB &

DUT: BlackBerry Smartphone; Type: Sample ; Serial: 2A20270D

Communication System: WCDMADD V; Frequency: 836.4 MHz

Medium parameters used (interpolated): f = 836.4 MHz;0.966 mho/m;Q= 53.137;!
= 1000 kg/m

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(6.®/07, 6.07); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 0.746 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x5x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 28.294 V/m; Power Drift = -0.08 dB

Peak SAR (extrapolated) = 0.8270

SAR(1 g) = 0.673 mW/g; SAR(10 g) = 0.514 mWI/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.735 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB =0.730mW/g = -2.73 dB mW/g
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 26(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/14/2012 6:45:36 AM

Test Laboratory: RIM Testing Services

PPB6SDFHUB%DFNB/K(BQBORZBK%B B2IIVHWB BDPEB
PSB BOLTBWHPSB &

DUT: BlackBerry Smartphone; Type: Sample; Serial: 2A211C01

Communication System: LTE; Frequency: 1720 MHz

Medium parameters used: f = 1720 MHiz 1.495 mho/m;9= 51.37;! = 1000 kg/m
Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani&lrface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473%alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm
Maximum value of SAR (iterpolated) = 1.091 mW(/g

Configuration/Touch position -/Zoom Scan (5x5x7) (6x6x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 10.136 V/m; Power Drift = -0.002 dB

Peak SAR (extrapolated) = 1.3190

SAR(1 g) = 0.837 mW/g; SAR(10 g) = 0.534 mW/g

Maximum value of SAR (measured) = 0.987 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB =0.990mW/g = -0.09 dB mW/g
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 28(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/14/2012 6:26:47 AM

Test Laboratory: RIM Testing Services

PPB6SDFHUB%DFNB/RKBQBRAB6 B %B B2IIVHWB BDPEB
PSB BOLTBWHPSB &

DUT: BlackBerry Smartphone; Type: Sample; Serial: 2A211C01

Communication System: LTE; Frequency: 1732.5 MHz

Medium parameters used (interpolated): f = 1732.5 MHz1.51 mho/m;Q= 51.287;!
= 1000 kg/ni

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani&lrface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 1.151 mW(/g

Configuration/Touch position -/Zoom Scan (5x5x7) (6x6x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 10.196 V/m; Power Drift = -0.10 dB

Peak SAR (extrapolated) = 1.3930

SAR(1 g) = 0.882 mW/g; SAR(10 g) = 0.565 mW/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 1.039 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB = 1.040mW/g = 0.34 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 30(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/14/2012 7:04:03 AM

Test Laboratory: RIM Testing Services

PPB6SDFHUB%DFNBBHAIBDE}I4JX6 .B5%B B2IIVHWB BDPE
PSB OLTBWHPSB &

DUT: BlackBerry Smartphone; Type: Sample; Serial: 2A211C01

Communication System: LTE; Frequency: 1745 MHz

Medium parameters used: f = 1745 MHiz 1.52 mho/m;Q=51.238;! = 1000 kg/m
Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm
Maximum value of SAR (iterpolated) = 1.032 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x5x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 9.858 V/m; Power Drift = 0.0058 dB

Peak SAR (extrapolated) = 1.2940

SAR(1 g) = 0.811 mW/g; SAR(10 g) = 0.507 mW/g

Maximum value of SAR (measured) = 0.963 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB =0.960mW/g = -0.35 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 32(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/14/2012 7:21:33 AM

Test Laboratory: RIM Testing Services

S9HUWLFDOB+ROVWHUGBBMBDKNBBAES . B> %B B2IIVHWB BD
HPSB BOLTBWHPSB &

DUT: BlackBerry Smartphone; Type: Sample; Serial: 2A211C01

Communication System: LTE; Frequency: 1732.5 MHz

Medium parameters used (interpolated): f = 1732.5 MHz1.51 mho/m;Q= 51.287;!
= 1000 kg/ni

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani&lrface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 0.668 mW(/g

Configuration/Touch position -/Zoom Scan (5x5x7) (6x6x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 8.637 V/m; Power Drift = 0.13 dB

Peak SAR (extrapolated) = 0.8010

SAR(1 g) = 0.530 mW/g; SAR(10 g) = 0.354 mW/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.613 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB = 0.610mW/g = -4.29 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 34(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/14/2012 7:43:34 AM

Test Laboratory: RIM Testing Services

S9HUWLFDOB+ROVWHUBBFKQOWBABE® BB B2IIVHWB BD
HPSB BOLTBWHPSB &

DUT: BlackBerry Smartphone; Type: Sample; Serial: 2A211C01

Communication System: LTE; Frequency: 1732.5 MHz

Medium parameters used (interpolated): f = 1732.5 MHz1.51 mho/m;Q= 51.287;!
= 1000 kg/ni

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani&lrface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 0.506 mW(/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x5x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 9.044 V/m; Power Drift = -0.12 dB

Peak SAR (extrapolated) = 0.6420

SAR(1 g) = 0.431 mW/g; SAR(10 g) = 0.284 mW/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.503 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB = 0.500mW/g = -6.02 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 10/26/2012 9:49:30 AM

Test Laboratory: RIM Testing Services

PPB6SDFHUB%DFNB/RKBQBRAB6 B %B B2IIVHWB BDPEB
PSB BOLTBWHPSB &

DUT: BlackBerry Smartphone; Type: Sample; Serial: 2A8C7018

Communication System: LTE; Frequency: 1732.5 MHz

Medium parameters used (interpolated): f = 1732.5 MHz1.503 mho/m;@=51.292;
I = 1000 kg/m

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani&lrface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 1.183 mW(/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x5x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 10.089 V/m; Power Drift = -0.10 dB

Peak SAR (extrapolated) = 1.5100

SAR(1 g) = 0.950 mW/g; SAR(10 g) = 0.613 mW/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 1.116 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB =1.120mW/g = 0.98 dB mW/g
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 9/12/2012 4:11:05 PM

Test Laboratory: RIM Testing Services

PPB6SDFHUB%DFNB380OBEERZBOEBMOBDPEBWHPSB
PSB &

DUT: BlackBerry Smartphone; Type: Sample ; Serial: 2A8C7018

Communication System: WCDMADD |V; Frequency: 1712.4 MHz

Medium parameters used (interpolated): f = 1712.4 MHz1.497 mho/m;@=51.892;
I = 1000 kg/m

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani&lrface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 1.226 mW(/g

Configuration/Touch position -/Zoom Scan (5x5x7) (7x8x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 10.985 V/m; Power Drift = -0.15 dB

Peak SAR (extrapolated) = 1.5030

SAR(1 g) = 0.955 mW/g; SAR(10 g) = 0.614 mW/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 1.112 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0dB =1.110mW/g = 0.91 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 9/12/2012 3:45:26 PM

Test Laboratory: RIM Testing Services

PPB6SDFHUB%DFNBS8OBFPBRGBGBRKBOQBDPEBWHPSB
HPSB &

DUT: BlackBerry Smartphone; Type: Sample ; Serial: 2A8C7018

Communication System: WCDMADD |V; Frequency: 1732.6 MHz

Medium parameters used (interpolated): f = 1732.6 MHz;1.522 mho/m;Q= 51.818;
| = 1000 kg/r

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 1.231 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (7x8x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 10.440 V/m; Power Drift = 0.09 dB

Peak SAR (extrapolated) = 1.5120

SAR(1 g) = 0.956 mW/g; SAR(10 g) = 0.609 mW/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 1.107 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0dB =1.110mW/g = 0.91 dB mW/g
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 9/12/2012 4:37:18 PM

Test Laboratory: RIM Testing Services

PPB6SDFHUB%DFNB8078R%BRKBQBEIX EBWHPSB
HPSB &

DUT: BlackBerry Smartphone; Type: Sample ; Serial: 2A8C7018

Communication System: WCDMADD |V; Frequency: 1752.6 MHz

Medium parameters used (interpolated): f = 1752.6 MHz1.539 mho/m;Q=51.75;!
= 1000 kg/m

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 1.089 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (7x8x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 12.093 V/m; Power Drift = 0.03 dB

Peak SAR (extrapolated) = 1.3870

SAR(1 g) = 0.870 mW/g; SAR(10 g) = 0.550 mW/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 1.023 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited

BO



Page

Document
Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 43(100)

RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB =1.020mW/g = 0.17 dB mW/g
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 44(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 9/12/2012 7:56:05 PM

Test Laboratory: RIM Testing Services

PPB6SDFHUB)URQWBS8 BHBMBFr-&GRB®DPEBWHPSB
HPSB &

DUT: BlackBerry Smartphone; Type: Sample ; Serial: 2A8C7018

Communication System: WCDMADD |V; Frequency: 1732.6 MHz

Medium parameters used (interpolated): f = 1732.6 MHz;1.522 mho/m;Q= 51.818;
| = 1000 kg/r

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 0.921 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (7x6x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 9.429 V/m; Power Drift = 0.04 dB

Peak SAR (extrapolated) = 1.1970

SAR(1 g) =0.781 mW/g; SAR(10 g) = 0.503 mW/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.912 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB =0.910mW/g = -0.82 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 9/12/2012 8:38:11 PM

Test Laboratory: RIM Testing Services

S9HUWLFDOB+ROVWHUB%BFNGBGB & KOEIBD@EBWHPSB
WHPSB &

DUT: BlackBerry Smartphone; Type: Sample ; Serial: 2A8C7018

Communication System: WCDMADD |V; Frequency: 1732.6 MHz

Medium parameters used (interpolated): f = 1732.6 MHz;1.522 mho/m;Q= 51.818;
| = 1000 kg/r

Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (iterpolated) = 0.778 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (6x6x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 9.492 V/m; Power Drift = -0.10 dB

Peak SAR (extrapolated) = 0.9470

SAR(1 g) = 0.610 mW/g; SAR(10 g) = 0.399 mW/g

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.703 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB =0.700mW/g = -3.10 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 48(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/11/2012 9:57:59 PM

Test Laboratory: RIM Testing Services

PPB6SDFHUB%DFNB/RKBQBRB6 B %B B2IIVHWB BDPEB
PSB BOLTBWHPSB &

DUT: BlackBerry Smartphone; Type: Sample; Serial: 2A211C01

Communication System: LTE; Frequency: 1880 MHz

Medium parameters used: f = 1880 MHi= 1.523 mho/m;9= 50.843;! = 1000 kg/m
Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani&lrface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473%alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm
Maximum value of SAR (iterpolated) = 0.713 mW(/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x5x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 8.416 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 0.9120

SAR(1 g) = 0.565 mW/g; SAR(10 g) = 0.328 mW/g

Maximum value of SAR (measured) = 0.680 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB = 0.680mW/g = -3.35 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/11/2012 10:48:13 PM

Test Laboratory: RIM Testing Services

S9HUWLFDOB+ROVWHUGBBMBDKNBBAES . B> %B B2IIVHWB BD
HPSB BOLTBWHPSB &

DUT: BlackBerry Smartphone; Type: Sample; Serial: 2A211C01

Communication System: LTE; Frequency: 1880 MHz

Medium parameters used: f = 1880 MHiz: 1.523 mho/m;Q = 50.843;! = 1000 kg/m
Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm
Maximum value of SAR (iterpolated) = 0.499 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x5x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 7.449 V/m; Power Drift = -0.13 dB

Peak SAR (extrapolated) = 0.6350

SAR(1 g) = 0.394 mW/g; SAR(10 g) = 0.235 mW/g

Maximum value of SAR (measured) = 0.473 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB =0.470mW/g = -6.56 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 52(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/11/2012 11:16:50 PM

Test Laboratory: RIM Testing Services

S9HUWLFDOB+ROVWHUBBFKQOWBABE® BB B2IIVHWB BD
HPSB BOLTBWHPSB &

DUT: BlackBerry Smartphone; Type: Sample; Serial: 2A211C01

Communication System: LTE; Frequency: 1880 MHz

Medium parameters used: f = 1880 MHiz: 1.523 mho/m;Q = 50.843;! = 1000 kg/m
Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm
Maximum value of SAR (iterpolated) = 0.284 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x5x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 6.348 V/m; Power Drift = -0.10 dB

Peak SAR (extrapolated) = 0.3630

SAR(1 g) = 0.240 mW/g; SAR(10 g) = 0.149 mW/g

Maximum value of SAR (measured) = 0.284 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB = 0.280mW/g = -11.06 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 54(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 9/27/2012 4:17:47 PM

Test Laboratory: RIM Testing Services

PPB6SDFHUB%DFNB/RKBQBRAB6 B %B B2IIVHWB BDPEB
PSB BOLTBWHPSB &

DUT: BlackBerry Smartphone; Type: Sample; Serial: 2A8C7018

Communication System: LTE ; Frequency: 1880 MHz

Medium parameters used: f = 1880 MHiz 1.568 mho/m;Q= 51.052;! = 1000 kg/m
Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm
Maximum value of SAR (iterpolated) = 0.877 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x5x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 10.059 V/m; Power Drift = 0.05 dB

Peak SAR (extrapolated) = 1.2620

SAR(1 g) = 0.766 mW/g; SAR(10 g) = 0.440 mW/g

Maximum value of SAR (measured) = 0.926 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB =0.930mW/g = -0.63 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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Appendix C1 for the BlackBerry® Smartphone Model RFF91LW, 56(100)
RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/13/2012 3:47:47 AM

Test Laboratory: RIM Testing Services

PPB6SDFHUB%DFNB*35G5F KDBPRGBPEBWHP SB BOLTBW
&

DUT: BlackBerry Smartphone; Type: Sample ; Serial: 2A211C01

Communication System: GPRS00; Frequency: 1880 MHz

Medium parameters used: f = 1880 MHiz 1.54 mho/m;Q= 50.837;! = 1000 kg/m
Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm
Maximum value of SAR (iterpolated) = 0.627 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x5x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 9.597 V/m; Power Drift = -0.06 dB

Peak SAR (extrapolated) = 0.8490

SAR(1 g) = 0.491 mW/g; SAR(10 g) = 0.270 mW/g

Maximum value of SAR (measured) = 0.615 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB = 0.610mW/g = -4.29 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

Date/Time: 6/13/2012 5:04:34 AM

Test Laboratory: RIM Testing Services

S9HUWLFDOB+ROVWHUBXBFXE*@BBOPEBWIHP SB BOLTB
B &

DUT: BlackBerry Smartphone; Type: Sample ; Serial: 2A211C01

Communication System: GPRS00; Frequency: 1880 MHz

Medium parameters used: f = 1880 MHiz 1.54 mho/m;Q= 50.837;! = 1000 kg/m
Phantom section: Flat Section

Measurement Standard: DXS (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3225; ConvF(4.9292, 4.92); Calibrated: 1/11/2012
Sensor-Surface: 3mm (Mechani@irface Detection), z = 2.0, 32.0
Electronics: DAE3 Sn473alibrated: 1/13/2012

Phantom: SAM 2; Type: SAM 4.0; Serial: 1080

DASY52 52.8.0(692); SEMCAD X 14.6.4(4989)

X X X X X

Configuration/Touch position -/Area Scan (61x111x1)Measurement grid:
dx=15mm, dy=15mm
Maximum value of SAR (iterpolated) = 0.343 mW/g

Configuration/Touch position -/Zoom Scan (5x5x7) (5x5x7)/Cube O:
Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm

Reference Value = 9.864 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 0.4500

SAR(1 g) = 0.279 mW/g; SAR(10 g) = 0.164 mW/g

Maximum value of SAR (measured) = 0.339 mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited
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RFK121LW SAR Report

Author Data Dates of Test Test Report No FCC ID: ICID
Andrew Becker June 04 — October 29, 2012 | RTS-6012-1208- |L6ARFFI0LW 2503A-RFFO0LW
35B L6ARFK120LW | 2503A-RFK120LW

0 dB = 0.340mW/g = -9.37 dB mW/g

This report shall NObe reproduced except in full without the written consent of RIM Testing Services
Copyright 2005-2012, RIM Testing Services, a division of Research In Motion Limited































































































































