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 Date/Time: 6/24/2013 3:56:37 PM 

Test Laboratory: RIM Testing Services 

DipoleValidation_835MHz_06_24_13_Amb_Tem_23.7C_Liq_Tem_22.8
C 

DUT: Dipole 835 MHz; Type: D835V2; Serial: D835V2 - SN:446 

Communication System: UID 0 - n/a, CW; Frequency: 835 MHz 
Medium parameters used: f = 835 MHz; ů = 0.889 S/m; Ůr = 41.397; ɟ = 1000 kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: ES3DV3 - SN3225; ConvF(6.19, 6.19, 6.19); Calibrated: 1/10/2013;  
¶ Sensor-Surface: 3mm (Mechanical Surface Detection), z = 2.0, 32.0  
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013  
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076  
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
Configuration/d=15mm, Pin=1000mW/Area Scan (31x121x1): Interpolated 
grid: dx=1.500 mm, dy=1.500 mm 
Reference Value = 110.1 V/m; Power Drift = -0.02 dB 
Fast SAR: SAR(1 g) = 8.68 W/kg; SAR(10 g) = 5.76 W/kg 
Maximum value of SAR (interpolated) = 10.0 W/kg 
 
Configuration/d=15mm, Pin=1000mW/Zoom Scan (5x5x7) (5x5x7)/Cube 
0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 110.1 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 12.8 W/kg 
SAR(1 g) = 8.68 W/kg; SAR(10 g) = 5.68 W/kg 
Maximum value of SAR (measured) = 10.1 W/kg 



 
Document 

Appendix A for the BlackBerry® Smartphone Model RGB141LW SAR Report  
Rev 3 

Page 

3(55) 

Author Data 

Andrew Becker  
Dates of Test 

June 11 – August 16,2013 
Test Report No 

RTS-6046-1308-39 Rev 3 
FCC ID: 

L6ARGB140LW 
IC  

 
 

 
This report shall NOT be reproduced except in full without the written consent of RTS 
Copyright 2005-2013, RTS, a division of BlackBerry Limited 
 

  

 0 dB = 10.1 W/kg = 10.04 dBW/kg 
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Date/Time: 6/26/2013 11:59:26 AM 

Test Laboratory: RIM Testing Services 

DipoleValidation_835MHz_06_26_13_Amb_Tem_23.3C_Liq_Tem_22.7
C 

DUT: Dipole 835 MHz; Type: D835V2; Serial: D835V2 - SN:446 

Communication System: UID 0 - n/a, CW; Frequency: 835 MHz 
Medium parameters used: f = 835 MHz; ů = 0.879 S/m; Ůr = 40.705; ɟ = 1000 kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: ES3DV3 - SN3225; ConvF(6.19, 6.19, 6.19); Calibrated: 1/10/2013;  
¶ Sensor-Surface: 3mm (Mechanical Surface Detection), z = 2.0, 32.0  
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013  
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076  
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
Configuration/d=15mm, Pin=1000mW/Area Scan (31x121x1): Interpolated 
grid: dx=1.500 mm, dy=1.500 mm 
Reference Value = 109.9 V/m; Power Drift = 0.00 dB 
Fast SAR: SAR(1 g) = 8.66 W/kg; SAR(10 g) = 5.73 W/kg 
Maximum value of SAR (interpolated) = 10.0 W/kg 
 
Configuration/d=15mm, Pin=1000mW/Zoom Scan (5x5x7) (5x5x7)/Cube 
0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 109.9 V/m; Power Drift = 0.00 dB 
Peak SAR (extrapolated) = 12.7 W/kg 
SAR(1 g) = 8.59 W/kg; SAR(10 g) = 5.62 W/kg 
Maximum value of SAR (measured) = 10.1 W/kg 
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 0 dB = 10.1 W/kg = 10.04 dBW/kg 
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Date/Time: 7/13/2013 12:26:59 AM 

Test Laboratory: RIM Testing Services 

DipoleValidation_835MHz_07_13_13_Amb_Tem_24.1C_Liq_Tem_23.0
C 

DUT: Dipole 835 MHz; Type: D835V2; Serial: D835V2 - SN:446 

Communication System: UID 0 - n/a, CW; Frequency: 835 MHz 
Medium parameters used: f = 835 MHz; ů = 0.898 S/m; Ůr = 41.565; ɟ = 1000 
kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: ES3DV3 - SN3225; ConvF(6.19, 6.19, 6.19); Calibrated: 
1/10/2013; 

¶ Sensor-Surface: 3mm (Mechanical Surface Detection), z = 2.0, 32.0 
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013 
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076 
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

Configuration/d=15mm, Pin=1000mW/Area Scan (31x121x1): Interpolated 
grid: dx=1.500 mm, dy=1.500 mm 
Reference Value = 112.0 V/m; Power Drift = -0.02 dB 
Fast SAR: SAR(1 g) = 9.09 W/kg; SAR(10 g) = 6.03 W/kg 
Maximum value of SAR (interpolated) = 10.5 W/kg 
 
Configuration/d=15mm, Pin=1000mW/Zoom Scan (5x5x7) (5x5x7)/Cube 
0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 112.0 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 13.4 W/kg 
SAR(1 g) = 9.06 W/kg; SAR(10 g) = 5.94 W/kg 
Maximum value of SAR (measured) = 10.6 W/kg 
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 0 dB = 10.6 W/kg = 10.25 dBW/kg 
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Date/Time: 7/16/2013 1:18:07 AM 

Test Laboratory: RIM Testing Services 

DipoleValidation_835MHz_07_16_13_Amb_Tem_23.9C_Liq_Tem_23.1
C 

DUT: Dipole 835 MHz; Type: D835V2; Serial: D835V2 - SN:446 

Communication System: UID 0 - n/a, CW; Frequency: 835 MHz 
Medium parameters used: f = 835 MHz; ů = 0.881 S/m; Ůr = 40.559; ɟ = 1000 
kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: ES3DV3 - SN3225; ConvF(6.19, 6.19, 6.19); Calibrated: 
1/10/2013; 

¶ Sensor-Surface: 3mm (Mechanical Surface Detection), z = 2.0, 32.0 
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013 
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076 
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
Configuration/d=15mm, Pin=1000mW/Area Scan (31x121x1): Interpolated 
grid: dx=1.500 mm, dy=1.500 mm 
Reference Value = 113.2 V/m; Power Drift = -0.20 dB 
Fast SAR: SAR(1 g) = 9.08 W/kg; SAR(10 g) = 6.03 W/kg 
Maximum value of SAR (interpolated) = 10.5 W/kg 
 
Configuration/d=15mm, Pin=1000mW/Zoom Scan (5x5x7) (5x5x7)/Cube 
0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 113.2 V/m; Power Drift = -0.20 dB 
Peak SAR (extrapolated) = 13.0 W/kg 
SAR(1 g) = 8.8 W/kg; SAR(10 g) = 5.76 W/kg 
Maximum value of SAR (measured) = 10.3 W/kg 



 
Document 

Appendix A for the BlackBerry® Smartphone Model RGB141LW SAR Report  
Rev 3 

Page 

9(55) 

Author Data 

Andrew Becker  
Dates of Test 

June 11 – August 16,2013 
Test Report No 

RTS-6046-1308-39 Rev 3 
FCC ID: 

L6ARGB140LW 
IC  

 
 

 
This report shall NOT be reproduced except in full without the written consent of RTS 
Copyright 2005-2013, RTS, a division of BlackBerry Limited 
 

  

 0 dB = 10.3 W/kg = 10.13 dBW/kg 
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Date/Time: 8/16/2013 12:49:10 AM 

Test Laboratory: RIM Testing Services 

DipoleValidation_835MHz_08_16_13_Amb_Tem_23.6C_Liq_Tem_21.5
C 

DUT: Dipole 835 MHz; Type: D835V2; Serial: D835V2 - SN:446 

Communication System: UID 0 - n/a, CW; Frequency: 835 MHz 
Medium parameters used: f = 835 MHz; ů = 0.881 S/m; Ůr = 40.395; ɟ = 1000 
kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: ES3DV3 - SN3225; ConvF(6.19, 6.19, 6.19); Calibrated: 
1/10/2013; 

¶ Sensor-Surface: 3mm (Mechanical Surface Detection), z = 2.0, 32.0 
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013 
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076 
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
Configuration/d=15mm, Pin=1000mW/Area Scan (31x121x1): Interpolated 
grid: dx=1.500 mm, dy=1.500 mm 
Reference Value = 110.6 V/m; Power Drift = -0.01 dB 
Fast SAR: SAR(1 g) = 8.7 W/kg; SAR(10 g) = 5.76 W/kg 
Maximum value of SAR (interpolated) = 10.0 W/kg 
 
Configuration/d=15mm, Pin=1000mW/Zoom Scan (5x5x7) (5x5x7)/Cube 
0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 110.6 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 12.7 W/kg 
SAR(1 g) = 8.61 W/kg; SAR(10 g) = 5.64 W/kg 
Maximum value of SAR (measured) = 10.0 W/kg 
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 0 dB = 10.0 W/kg = 10.00 dBW/kg 
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Date/Time: 6/20/2013 11:44:41 PM 

Test Laboratory: RIM Testing Services 

DipoleValidation_1900MHz_06_20_13_Amb_Tem_23.0C_Liq_Tem_22.5
C 

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN:545 

Communication System: UID 0 - n/a, CW; Frequency: 1900 MHz 
Medium parameters used: f = 1900 MHz; ů = 1.409 S/m; Ůr = 38.655; ɟ = 1000 kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: ES3DV3 - SN3225; ConvF(5.35, 5.35, 5.35); Calibrated: 1/10/2013;  
¶ Sensor-Surface: 3mm (Mechanical Surface Detection), z = 2.0, 32.0  
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013  
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076  
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
Configuration/d=10mm, Pin=1000mW/Area Scan (31x61x1): Interpolated 
grid: dx=1.500 mm, dy=1.500 mm 
Reference Value = 191.9 V/m; Power Drift = -0.04 dB 
Fast SAR: SAR(1 g) = 38.6 W/kg; SAR(10 g) = 20.2 W/kg 
Maximum value of SAR (interpolated) = 48.6 W/kg 
 
Configuration/d=10mm, Pin=1000mW/Zoom Scan (5x5x7) (5x5x7)/Cube 
0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 191.9 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 67.0 W/kg 
SAR(1 g) = 38 W/kg; SAR(10 g) = 20 W/kg 
Maximum value of SAR (measured) = 48.1 W/kg 
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 0 dB = 48.1 W/kg = 16.82 dBW/kg 
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Date/Time: 6/24/2013 12:51:56 AM 

Test Laboratory: RIM Testing Services 

DipoleValidation_1900MHz_06_24_13_Amb_Tem_23.3C_Liq_Tem_22.2
C 

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN:545 

Communication System: UID 0 - n/a, CW; Frequency: 1900 MHz 
Medium parameters used: f = 1900 MHz; ů = 1.4 S/m; Ůr = 39.045; ɟ = 1000 
kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: ES3DV3 - SN3225; ConvF(5.35, 5.35, 5.35); Calibrated: 
1/10/2013; 

¶ Sensor-Surface: 3mm (Mechanical Surface Detection), z = 2.0, 32.0 
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013 
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076 
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

Configuration/d=10mm, Pin=1000mW/Area Scan (31x61x1): Interpolated 
grid: dx=1.500 mm, dy=1.500 mm 
Reference Value = 188.8 V/m; Power Drift = -0.06 dB 
Fast SAR: SAR(1 g) = 37.5 W/kg; SAR(10 g) = 19.7 W/kg 
Maximum value of SAR (interpolated) = 47.1 W/kg 
 
Configuration/d=10mm, Pin=1000mW/Zoom Scan (5x5x7) (5x5x7)/Cube 
0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 188.8 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 64.9 W/kg 
SAR(1 g) = 36.6 W/kg; SAR(10 g) = 19.3 W/kg 
Maximum value of SAR (measured) = 46.6 W/kg 
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 0 dB = 46.6 W/kg = 16.68 dBW/kg 
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Date/Time: 6/28/2013 5:34:41 AM 

Test Laboratory: RIM Testing Services 

DipoleValidation_1900MHz_06_28_13_Amb_Tem_23.2C_Liq_Tem_23.0
C 

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN:545 

Communication System: UID 0 - n/a, CW; Frequency: 1900 MHz 
Medium parameters used: f = 1900 MHz; ů = 1.375 S/m; Ůr = 39.298; ɟ = 1000 kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: ES3DV3 - SN3225; ConvF(5.35, 5.35, 5.35); Calibrated: 1/10/2013;  
¶ Sensor-Surface: 3mm (Mechanical Surface Detection), z = 2.0, 32.0  
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013  
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076  
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
Configuration/d=10mm, Pin=1000mW/Area Scan (31x61x1): Interpolated 
grid: dx=1.500 mm, dy=1.500 mm 
Reference Value = 188.8 V/m; Power Drift = -0.02 dB 
Fast SAR: SAR(1 g) = 36.9 W/kg; SAR(10 g) = 19.5 W/kg 
Maximum value of SAR (interpolated) = 46.1 W/kg 
 
Configuration/d=10mm, Pin=1000mW/Zoom Scan (5x5x7) (5x5x7)/Cube 
0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 188.8 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 64.6 W/kg 
SAR(1 g) = 36.4 W/kg; SAR(10 g) = 19.2 W/kg 
Maximum value of SAR (measured) = 46.2 W/kg 
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 0 dB = 46.2 W/kg = 16.65 dBW/kg 
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Date/Time: 7/2/2013 12:46:05 AM 

Test Laboratory: RIM Testing Services 

DipoleValidation_1900MHz_07_02_13_Amb_Tem_23.2C_Liq_Tem_21.6
C 

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN:545 

Communication System: UID 0 - n/a, CW; Frequency: 1900 MHz 
Medium parameters used: f = 1900 MHz; ů = 1.387 S/m; Ůr = 38.399; ɟ = 1000 kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: ES3DV3 - SN3225; ConvF(5.35, 5.35, 5.35); Calibrated: 1/10/2013;  
¶ Sensor-Surface: 3mm (Mechanical Surface Detection), z = 2.0, 32.0  
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013  
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076  
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
Configuration/d=10mm, Pin=1000mW/Area Scan (31x61x1): Interpolated 
grid: dx=1.500 mm, dy=1.500 mm 
Reference Value = 190.8 V/m; Power Drift = 0.03 dB 
Fast SAR: SAR(1 g) = 37.6 W/kg; SAR(10 g) = 19.8 W/kg 
Maximum value of SAR (interpolated) = 47.1 W/kg 
 
Configuration/d=10mm, Pin=1000mW/Zoom Scan (5x5x7) (5x5x7)/Cube 
0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 190.8 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 65.5 W/kg 
SAR(1 g) = 37 W/kg; SAR(10 g) = 19.5 W/kg 
Maximum value of SAR (measured) = 46.6 W/kg 
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 0 dB = 46.6 W/kg = 16.68 dBW/kg 
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 Date/Time: 7/5/2013 12:57:00 AM 

Test Laboratory: RIM Testing Services 

DipoleValidation_1900MHz_07_05_13_Amb_Tem_23.3C_Liq_Tem_21.7
C 

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN:545 

Communication System: UID 0 - n/a, CW; Frequency: 1900 MHz 
Medium parameters used: f = 1900 MHz; ů = 1.408 S/m; Ůr = 38.666; ɟ = 1000 kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: ES3DV3 - SN3225; ConvF(5.35, 5.35, 5.35); Calibrated: 1/10/2013;  
¶ Sensor-Surface: 3mm (Mechanical Surface Detection), z = 2.0, 32.0  
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013  
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076  
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
Configuration/d=10mm, Pin=1000mW/Area Scan (31x61x1): Interpolated 
grid: dx=1.500 mm, dy=1.500 mm 
Reference Value = 186.9 V/m; Power Drift = -0.02 dB 
Fast SAR: SAR(1 g) = 36.7 W/kg; SAR(10 g) = 19.4 W/kg 
Maximum value of SAR (interpolated) = 45.9 W/kg 
 
Configuration/d=10mm, Pin=1000mW/Zoom Scan (5x5x7) (5x5x7)/Cube 
0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 186.9 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 63.9 W/kg 
SAR(1 g) = 36.2 W/kg; SAR(10 g) = 19.1 W/kg 
Maximum value of SAR (measured) = 45.9 W/kg 
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 0 dB = 45.9 W/kg = 16.62 dBW/kg 
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Date/Time: 7/8/2013 11:04:31 AM 

Test Laboratory: RIM Testing Services 

DipoleValidation_1900MHz_07_08_13_Amb_Tem_23.0C_Liq_Tem_22.5
C 

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN:545 

Communication System: UID 0 - n/a, CW; Frequency: 1900 MHz 
Medium parameters used: f = 1900 MHz; ů = 1.375 S/m; Ůr = 38.543; ɟ = 1000 kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: ES3DV3 - SN3225; ConvF(5.35, 5.35, 5.35); Calibrated: 1/10/2013;  
¶ Sensor-Surface: 3mm (Mechanical Surface Detection), z = 2.0, 32.0  
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013  
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076  
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
Configuration/d=10mm, Pin=1000mW/Area Scan (31x61x1): Interpolated 
grid: dx=1.500 mm, dy=1.500 mm 
Reference Value = 190.8 V/m; Power Drift = -0.03 dB 
Fast SAR: SAR(1 g) = 37.3 W/kg; SAR(10 g) = 19.6 W/kg 
Maximum value of SAR (interpolated) = 46.9 W/kg 
 
Configuration/d=10mm, Pin=1000mW/Zoom Scan (5x5x7) (5x5x7)/Cube 
0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 190.8 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 65.1 W/kg 
SAR(1 g) = 36.6 W/kg; SAR(10 g) = 19.2 W/kg 
Maximum value of SAR (measured) = 46.7 W/kg 
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 0 dB = 46.7 W/kg = 16.69 dBW/kg 
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Date/Time: 8/7/2013 3:04:00 PM 

Test Laboratory: RIM Testing Services 

DipoleValidation_1900MHz_08_07_13_Amb_Tem_23.5C_Liq_Tem_22.2
C 

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN:545 

Communication System: UID 0 - n/a, CW; Frequency: 1900 MHz 
Medium parameters used: f = 1900 MHz; ů = 1.378 S/m; Ůr = 38.172; ɟ = 1000 kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: ES3DV3 - SN3225; ConvF(5.35, 5.35, 5.35); Calibrated: 1/10/2013;  
¶ Sensor-Surface: 3mm (Mechanical Surface Detection), z = 2.0, 32.0  
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013  
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076  
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
Configuration/d=10mm, Pin=1000mW/Area Scan (31x61x1): Interpolated 
grid: dx=1.500 mm, dy=1.500 mm 
Reference Value = 194.4 V/m; Power Drift = -0.01 dB 
Fast SAR: SAR(1 g) = 38.7 W/kg; SAR(10 g) = 20.5 W/kg 
Maximum value of SAR (interpolated) = 48.5 W/kg 
 
Configuration/d=10mm, Pin=1000mW/Zoom Scan (5x5x7) (5x5x7)/Cube 
0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 194.4 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 67.7 W/kg 
SAR(1 g) = 38 W/kg; SAR(10 g) = 19.9 W/kg 
Maximum value of SAR (measured) = 48.4 W/kg 
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 0 dB = 48.4 W/kg = 16.85 dBW/kg 
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Date/Time: 8/15/2013 1:55:03 AM 

Test Laboratory: RIM Testing Services 

DipoleValidation_1900MHz_08_15_13_Amb_Tem_23.2C_Liq_Tem_23.0
C 

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN:545 

Communication System: UID 0 - n/a, CW; Frequency: 1900 MHz 
Medium parameters used: f = 1900 MHz; ů = 1.384 S/m; Ůr = 38.362; ɟ = 1000 
kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: ES3DV3 - SN3225; ConvF(5.35, 5.35, 5.35); Calibrated: 
1/10/2013; 

¶ Sensor-Surface: 3mm (Mechanical Surface Detection), z = 2.0, 32.0 
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013 
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076 
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
Configuration/d=10mm, Pin=1000mW/Area Scan (31x61x1): Interpolated 
grid: dx=1.500 mm, dy=1.500 mm 
Reference Value = 189.0 V/m; Power Drift = -0.04 dB 
Fast SAR: SAR(1 g) = 37.6 W/kg; SAR(10 g) = 19.8 W/kg 
Maximum value of SAR (interpolated) = 47.1 W/kg 
 
Configuration/d=10mm, Pin=1000mW/Zoom Scan (5x5x7) (5x5x7)/Cube 
0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 189.0 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 65.1 W/kg 
SAR(1 g) = 36.7 W/kg; SAR(10 g) = 19.3 W/kg 
Maximum value of SAR (measured) = 46.6 W/kg 
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 0 dB = 46.6 W/kg = 16.68 dBW/kg 
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Date/Time: 6/17/2013 12:56:14 AM 

Test Laboratory: RIM Testing Services 

DipoleValidation_2450MHz_06_17_13_Amb_Tem_23.4C_Liq_Tem_22.5
C 

DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN:747 

Communication System: UID 0 - n/a, CW; Frequency: 2450 MHz 
Medium parameters used: f = 2450 MHz; ů = 1.76 S/m; Ůr = 39.411; ɟ = 1000 kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: ES3DV3 - SN3225; ConvF(4.65, 4.65, 4.65); Calibrated: 1/10/2013;  
¶ Sensor-Surface: 3mm (Mechanical Surface Detection), z = 2.0, 32.0  
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013  
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076  
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
System Performance Check at Frequencies above 1 GHz/d=10mm, 
Pin=1000 mW, dist=3.0mm (ES-Probe)/Area Scan (61x71x1): Interpolated 
grid: dx=1.200 mm, dy=1.200 mm 
Reference Value = 202.9 V/m; Power Drift = -0.04 dB 
Fast SAR: SAR(1 g) = 50.3 W/kg; SAR(10 g) = 22.1 W/kg 
Maximum value of SAR (interpolated) = 69.4 W/kg 
 
System Performance Check at Frequencies above 1 GHz/d=10mm, 
Pin=1000 mW, dist=3.0mm (ES-Probe)/Zoom Scan (7x7x7) (7x7x7)/Cube 
0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 202.9 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 95.4 W/kg 
SAR(1 g) = 49.8 W/kg; SAR(10 g) = 23.8 W/kg 
Maximum value of SAR (measured) = 64.4 W/kg 
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 0 dB = 64.4 W/kg = 18.09 dBW/kg 
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Date/Time: 7/19/2013 8:54:16 AM 

Test Laboratory: RIM Testing Services 

DipoleValidation_2450MHz_07_19_13_Amb_Tem_23.0C_Liq_Tem_22.8
C 

DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN:747 

Communication System: UID 0 - n/a, CW; Frequency: 2450 MHz 
Medium parameters used: f = 2450 MHz; ů = 1.831 S/m; Ůr = 37.795; ɟ = 1000 kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: ES3DV3 - SN3225; ConvF(4.65, 4.65, 4.65); Calibrated: 1/10/2013;  
¶ Sensor-Surface: 3mm (Mechanical Surface Detection), z = 2.0, 32.0  
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013  
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076  
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
System Performance Check at Frequencies above 1 GHz/d=10mm, 
Pin=1000 mW, dist=3.0mm (ES-Probe)/Area Scan (41x71x1): Interpolated 
grid: dx=1.200 mm, dy=1.200 mm 
Reference Value = 204.6 V/m; Power Drift = -0.09 dB 
Fast SAR: SAR(1 g) = 52.5 W/kg; SAR(10 g) = 23.2 W/kg 
Maximum value of SAR (interpolated) = 71.2 W/kg 
 
System Performance Check at Frequencies above 1 GHz/d=10mm, 
Pin=1000 mW, dist=3.0mm (ES-Probe)/Zoom Scan (7x7x7) (7x7x7)/Cube 
0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 204.6 V/m; Power Drift = -0.09 dB 
Peak SAR (extrapolated) = 102 W/kg 
SAR(1 g) = 52.1 W/kg; SAR(10 g) = 24.6 W/kg 
Maximum value of SAR (measured) = 67.6 W/kg 
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 0 dB = 67.6 W/kg = 18.30 dBW/kg 

 



 
Document 

Appendix A for the BlackBerry® Smartphone Model RGB141LW SAR Report  
Rev 3 

Page 

32(55) 

Author Data 

Andrew Becker  
Dates of Test 

June 11 – August 16,2013 
Test Report No 

RTS-6046-1308-39 Rev 3 
FCC ID: 

L6ARGB140LW 
IC  

 
 

 
This report shall NOT be reproduced except in full without the written consent of RTS 
Copyright 2005-2013, RTS, a division of BlackBerry Limited 
 

Date/Time: 7/23/2013 11:15:43 PM 

Test Laboratory: RIM Testing Services 

DipoleValidation_2450MHz_07_23_13_Amb_Tem_23.2C_Liq_Tem_22.4
C 

DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN:747 

Communication System: UID 0 - n/a, CW; Frequency: 2450 MHz 
Medium parameters used: f = 2450 MHz; ů = 1.845 S/m; Ůr = 37.878; ɟ = 1000 kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: ES3DV3 - SN3225; ConvF(4.65, 4.65, 4.65); Calibrated: 1/10/2013;  
¶ Sensor-Surface: 3mm (Mechanical Surface Detection), z = 2.0, 32.0  
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013  
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076  
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
System Performance Check at Frequencies above 1 GHz/d=10mm, 
Pin=1000 mW, dist=3.0mm (ES-Probe)/Area Scan (41x71x1): Interpolated 
grid: dx=1.200 mm, dy=1.200 mm 
Reference Value = 202.1 V/m; Power Drift = -0.06 dB 
Fast SAR: SAR(1 g) = 51.7 W/kg; SAR(10 g) = 22.8 W/kg 
Maximum value of SAR (interpolated) = 70.4 W/kg 
 
System Performance Check at Frequencies above 1 GHz/d=10mm, 
Pin=1000 mW, dist=3.0mm (ES-Probe)/Zoom Scan (7x7x7) (7x7x7)/Cube 
0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 202.1 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 102 W/kg 
SAR(1 g) = 51.6 W/kg; SAR(10 g) = 24.3 W/kg 
Maximum value of SAR (measured) = 67.1 W/kg 
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 0 dB = 67.1 W/kg = 18.27 dBW/kg 
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Date/Time: 6/18/2013 12:46:34 PM 

Test Laboratory: RIM Testing Services 

Dipole Validation_5200-5800 
MHz_06_18_13_Amb_Tem_23.8_Liq_Tem_22.2C 

DUT: Dipole D5GHzV2; Type: D5GHzV2; Serial: D5GHzV2 - SN:1033 

Communication System: UID 10000 - n/a, CW; Frequency: 5200 MHz 
Medium parameters used: f = 5200 MHz; ů = 4.65 S/m; Ůr = 34.46; ɟ = 1000 kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: EX3DV4 - SN3548; ConvF(5.13, 5.13, 5.13); Calibrated: 1/15/2013;  
¶ Sensor-Surface: 2mm (Mechanical Surface Detection), z = 1.0, 23.0  
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013  
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076  
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
System Performance Check with D5GHzV2 Dipole/d=10mm, Pin=1000 
mW, f=5200 MHz/Area Scan (41x51x1): Interpolated grid: dx=1.000 mm, 
dy=1.000 mm 
Reference Value = 194.1 V/m; Power Drift = 0.02 dB 
Fast SAR: SAR(1 g) = 75.6 W/kg; SAR(10 g) = 21.2 W/kg 
Maximum value of SAR (interpolated) = 176 W/kg 
 
System Performance Check with D5GHzV2 Dipole/d=10mm, Pin=1000 
mW, f=5200 MHz/Zoom Scan -Ext(24x24x22), Step (4x4x2mm), dist=2mm 
(8x8x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 
Reference Value = 194.1 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 307 W/kg 
SAR(1 g) = 80.2 W/kg; SAR(10 g) = 23.3 W/kg 
Maximum value of SAR (measured) = 163 W/kg 
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Date/Time: 6/18/2013 1:14:23 PM 

Test Laboratory: RIM Testing Services 

DUT: Dipole D5GHzV2; Type: D5GHzV2; Serial: D5GHzV2 - SN:1033 

Communication System: UID 0 - n/a, CW-5GHz; Frequency: 5500 MHz 
Medium parameters used: f = 5500 MHz; ů = 4.917 S/m; Ůr = 34.144; ɟ = 1000 kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: EX3DV4 - SN3548; ConvF(4.79, 4.79, 4.79); Calibrated: 1/15/2013;  
¶ Sensor-Surface: 2mm (Mechanical Surface Detection), z = 1.0, 23.0  
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013  
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076  
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
System Performance Check with D5GHzV2 Dipole 2/d=10mm, 
Pin=1000mW, f=5500 MHz/Area Scan (41x51x1): Interpolated grid: dx=1.000 
mm, dy=1.000 mm 
Reference Value = 193.7 V/m; Power Drift = -0.00 dB 
Fast SAR: SAR(1 g) = 77.6 W/kg; SAR(10 g) = 21.3 W/kg 
Maximum value of SAR (interpolated) = 187 W/kg 
 
System Performance Check with D5GHzV2 Dipole 2/d=10mm, 
Pin=1000mW, f=5500 MHz/Zoom Scan -Ext(24x24x22), Step (4x4x2mm), 
dist=2mm (8x8x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 
Reference Value = 193.7 V/m; Power Drift = -0.00 dB 
Peak SAR (extrapolated) = 339 W/kg 
SAR(1 g) = 81.8 W/kg; SAR(10 g) = 23.4 W/kg 
Maximum value of SAR (measured) = 169 W/kg 

 

 

 



 
Document 

Appendix A for the BlackBerry® Smartphone Model RGB141LW SAR Report  
Rev 3 

Page 

36(55) 

Author Data 

Andrew Becker  
Dates of Test 

June 11 – August 16,2013 
Test Report No 

RTS-6046-1308-39 Rev 3 
FCC ID: 

L6ARGB140LW 
IC  

 
 

 
This report shall NOT be reproduced except in full without the written consent of RTS 
Copyright 2005-2013, RTS, a division of BlackBerry Limited 
 

 

Date/Time: 6/18/2013 2:17:06 PM 

Test Laboratory: RIM Testing Services 

DUT: Dipole D5GHzV2; Type: D5GHzV2; Serial: D5GHzV2 - SN:1033 

Communication System: UID 0 - n/a, CW; Frequency: 5800 MHz 
Medium parameters used: f = 5800 MHz; ů = 5.33 S/m; Ůr = 33.816; ɟ = 1000 kg/m3  
Phantom section: Flat Section  
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007) 

DASY Configuration: 

¶ Probe: EX3DV4 - SN3548; ConvF(4.61, 4.61, 4.61); Calibrated: 1/15/2013;  
¶ Sensor-Surface: 2mm (Mechanical Surface Detection), z = 1.0, 23.0  
¶ Electronics: DAE4 Sn881; Calibrated: 1/14/2013  
¶ Phantom: SAM 1; Type: SAM 4.0; Serial: 1076  
¶ DASY52 52.8.6(1115); SEMCAD X 14.6.9(7117) 

 
System Performance Check with D5GHzV2 Dipole 3/d=10mm, Pin=1000 
mW, f=5800 MHz/Area Scan (41x51x1): Interpolated grid: dx=1.000 mm, 
dy=1.000 mm 
Reference Value = 190.9 V/m; Power Drift = -0.00 dB 
Fast SAR: SAR(1 g) = 77.5 W/kg; SAR(10 g) = 21.4 W/kg 
Maximum value of SAR (interpolated) = 187 W/kg 
 
System Performance Check with D5GHzV2 Dipole 3/d=10mm, Pin=1000 
mW, f=5800 MHz/Zoom Scan -Ext(24x24x22), Step (4x4x2mm), dist=2mm 
(8x8x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 
Reference Value = 190.9 V/m; Power Drift = -0.00 dB 
Peak SAR (extrapolated) = 343 W/kg 
SAR(1 g) = 82.1 W/kg; SAR(10 g) = 23.5 W/kg 
Maximum value of SAR (measured) = 171 W/kg 
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 0 dB = 171 W/kg = 22.33 dBW/kg 
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Date: 7/22/2013 

Test Lab: RIM Testing Services 
DUT Name: Dipole D5GHzV2, Type: D5GHzV2, Serial: D5GHzV2 - SN:1033 
 
Configuration: System Performance Check with D5GHzV2 Dipole_5200 
Communication System: CW; Communication System Band: D5GHz (5000.0 - 6000.0 MHz); 
Frequency: 5200 MHz 
aŜŘƛǳƳ tŀǊŀƳŜǘŜǊǎ ǳǎŜŘΥ ŦҐрнлл aIȊΤ ˋ Ґ пΦсоо {κƳΤ ʶr Ґ орΦннмΤ ˊ Ґ мΦллл ƎκŎƳ3 

Phantom section: Flat Section 
 
DASY Configuration: 
¶ tǊƻōŜΥ 9·о5±п - {bорпуΤ /ƻƴǾCΥ όрΦмоΣрΦмоΣрΦмоύΤ /ŀƭƛōǊŀǘŜŘΥ мκмрκнлмоΤ 

¶ Sensor-Surface: 2 mm (Mechanical Surface Detection) 

¶ 9ƭŜŎǘǊƻƴƛŎǎΥ 5!9п {ƴуумΤ /ŀƭƛōǊŀǘŜŘΥ мκмпκнлмо 

¶ tƘŀƴǘƻƳΥ {!a мΤ  ¢ȅǇŜΥ {!a пΦлΤ {ŜǊƛŀƭΥ млтс 

¶ 5!{¸рн рнΦуΦсόмммрύΤ {9a/!5 · ±ŜǊǎƛƻƴ мпΦсΦф όтммтύ 

 
System Performance Check with D5GHzV2 Dipole/d=10mm, Pin=1000 mW, f=5200 MHz/Area 
Scan (41x51x1): InteǊǇƻƭŀǘŜŘ ƎǊƛŘΥ ŘȄҐмΦллл ƳƳΣ ŘȅҐмΦллл ƳƳ 
wŜŦŜǊŜƴŎŜ ±ŀƭǳŜ Ґ мфрΦл ±κƳΤ  Power Drift = -0.00767 dB 
 
Fast SAR: SAR(1g) = 77.3 W/kg; SAR(10g) = 21.6 W/kg 
Maximum value of SAR (interpolated) = 175 W/kg   
 
System Performance Check with D5GHzV2 Dipole/d=10mm, Pin=1000 mW, f=5200 MHz/Zoom 
Scan -Ext(24x24x22), Step (4x4x2mm), dist=2mm (36x36x61)/Cube 0: Interpolated grid: 
ŘȄҐлΦулл ƳƳΣ ŘȅҐлΦулл ƳƳΣ ŘȊҐлΦплл ƳƳ 
wŜŦŜǊŜƴŎŜ ±ŀƭǳŜ Ґ мфрΦл ±κƳΤ  Power Drift = -0.00767 dB 
 
Averaged SAR: SAR(1g) = 83.1 W/kg; SAR(10g) = 24.1 W/kg 
Maximum value of SAR (interpolated) = 316 W/kg   
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0 dB = 167 W/kg = 22.23 dBW/kg 
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Date: 7/22/2013 
Test Lab: RIM Testing Services 
DUT Name: Dipole D5GHzV2, Type: D5GHzV2, Serial: D5GHzV2 - SN:1033 
 
Configuration: System Performance Check with D5GHzV2 Dipole_5500 
Communication System: CW-5GHz; Communication System Band: D5GHz (5000.0 - 6000.0 MHz); 
Frequency: 5500 MHz 
aŜŘƛǳƳ tŀǊŀƳŜǘŜǊǎ ǳǎŜŘΥ ŦҐррлл aIȊΤ ˋ Ґ рΦллт {κƳΤ ʶr Ґ опΦрпоΤ ˊ Ґ мΦллл ƎκŎƳ3 

Phantom section: Flat Section 
 
DASY Configuration: 
¶ tǊƻōŜΥ 9·о5±п - {bорпуΤ /ƻƴǾCΥ όпΦтфΣпΦтфΣпΦтфύΤ /ŀƭƛōǊŀǘŜŘΥ мκмрκнлмоΤ 

¶ Sensor-Surface: 2 mm (Mechanical Surface Detection) 

¶ 9ƭŜŎǘǊƻƴƛŎǎΥ 5!9п {ƴуумΤ /ŀƭƛōǊŀǘŜŘΥ мκмпκнлмо 

¶ tƘŀƴǘƻƳΥ {!a мΤ  ¢ȅǇŜΥ {!a пΦлΤ {ŜǊƛŀƭΥ млтс 

¶ 5!{¸рн рнΦуΦсόмммрύΤ {9a/!5 · ±ŜǊǎƛƻƴ мпΦсΦф όтммтύ 

 
System Performance Check with D5GHzV2 Dipole 2/d=10mm, Pin=1000mW, f=5500 MHz/Area 
Scan (41x51x1): LƴǘŜǊǇƻƭŀǘŜŘ ƎǊƛŘΥ ŘȄҐмΦллл ƳƳΣ ŘȅҐмΦллл ƳƳ 
wŜŦŜǊŜƴŎŜ ±ŀƭǳŜ Ґ мфтΦм ±κƳΤ  Power Drift = 0.028 dB 
 
Fast SAR: SAR(1g) = 83.2 W/kg; SAR(10g) = 22.9 W/kg 
aŀȄƛƳǳƳ ǾŀƭǳŜ ƻŦ {!w όƛƴǘŜǊǇƻƭŀǘŜŘύ Ґ мфо ²κƪƎ   
 
System Performance Check with D5GHzV2 Dipole 2/d=10mm, Pin=1000mW, f=5500 
MHz/Zoom Scan -Ext(24x24x22), Step (4x4x2mm), dist=2mm (36x36x61)/Cube 0: Interpolated 
ƎǊƛŘΥ ŘȄҐлΦулл ƳƳΣ ŘȅҐлΦулл ƳƳΣ ŘȊҐлΦпл0 mm 
wŜŦŜǊŜƴŎŜ ±ŀƭǳŜ Ґ мфтΦм ±κƳΤ  Power Drift = 0.028 dB 
 
Averaged SAR: SAR(1g) = 90.0 W/kg; SAR(10g) = 25.7 W/kg 
aŀȄƛƳǳƳ ǾŀƭǳŜ ƻŦ {!w όƛƴǘŜǊǇƻƭŀǘŜŘύ Ґ оту ²κƪƎ   
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Date: 7/22/2013 
Test Lab: RIM Testing Services 
DUT Name: Dipole D5GHzV2, Type: D5GHzV2, Serial: D5GHzV2 - SN:1033 
 
Configuration: System Performance Check with D5GHzV2 Dipole_5800 
Communication System: CW; Communication System Band: D5GHz (5000.0 - 6000.0 MHz); 
CǊŜǉǳŜƴŎȅΥ рулл aIȊ 
Medium Parameters used: fҐрулл aIȊΤ ˋ Ґ рΦонн {κƳΤ ʶr Ґ ооΦуутΤ ˊ Ґ мΦллл ƎκŎƳ3 

Phantom section: Flat Section 
 
DASY Configuration: 
¶ tǊƻōŜΥ 9·о5±п - {bорпуΤ /ƻƴǾCΥ όпΦсмΣпΦсмΣпΦсмύΤ /ŀƭƛōǊŀǘŜŘΥ мκмрκнлмоΤ 

¶ Sensor-Surface: 2 mm (Mechanical Surface Detection) 

¶ 9ƭŜŎǘǊƻƴƛŎǎΥ 5!9п {ƴуумΤ /ŀƭƛōǊŀǘŜŘΥ мκмпκнлмо 

¶ tƘŀƴǘƻƳΥ {!a мΤ  ¢ȅǇŜΥ {!a пΦлΤ {ŜǊƛŀƭΥ млтс 

¶ 5!{¸рн рнΦуΦсόмммрύΤ {9a/!5 · ±ŜǊǎƛƻƴ мпΦсΦф όтммтύ 

 
System Performance Check with D5GHzV2 Dipole 3/d=10mm, Pin=1000 mW, f=5800 
MHz/Area Scan (41x51x1): LƴǘŜǊǇƻƭŀǘŜŘ ƎǊƛŘΥ ŘȄҐмΦллл ƳƳΣ ŘȅҐмΦ000 mm 
wŜŦŜǊŜƴŎŜ ±ŀƭǳŜ Ґ мууΦт ±κƳΤ  Power Drift = 0.025 dB 
 
Fast SAR: SAR(1g) = 78.1 W/kg; SAR(10g) = 21.6 W/kg 
aŀȄƛƳǳƳ ǾŀƭǳŜ ƻŦ {!w όƛƴǘŜǊǇƻƭŀǘŜŘύ Ґ мун ²κƪƎ   
 
System Performance Check with D5GHzV2 Dipole 3/d=10mm, Pin=1000 mW, f=5800 
MHz/Zoom Scan -Ext(24x24x22), Step (4x4x2mm), dist=2mm (36x36x61)/Cube 0: Interpolated 
ƎǊƛŘΥ ŘȄҐлΦулл ƳƳΣ ŘȅҐлΦулл ƳƳΣ ŘȊҐлΦплл ƳƳ 
wŜŦŜǊŜƴŎŜ ±ŀƭǳŜ Ґ мууΦт ±κƳΤ  Power Drift = 0.025 dB 
 
Averaged SAR: SAR(1g) = 84.5 W/kg; SAR(10g) = 24.3 W/kg 
Maximum value of SAR (interpolateŘύ Ґ опу ²κƪƎ   
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5ŀǘŜΥ уκуκнлмо 
Test Lab: RIM Testing Services 
DUT Name: Dipole D5GHzV2, Type: D5GHzV2, Serial: D5GHzV2 - SN:1033 
 
Configuration: System Performance Check with D5GHzV2 Dipole_5200 
Communication System: CW; Communication System Band: D5GHz (5000.0 - 6000.0 MHz); 
Frequency: 5200 MHz 
aŜŘƛǳƳ tŀǊŀƳŜǘŜǊǎ ǳǎŜŘΥ ŦҐрнлл aIȊΤ ˋ Ґ пΦртф {κƳΤ ʶr Ґ опΦнсфΤ ˊ Ґ мΦллл ƎκŎƳ3 

Phantom section: Flat Section 
 
DASY Configuration: 
¶ tǊƻōŜΥ 9·о5±п - {bорпуΤ /ƻƴǾCΥ όрΦмоΣрΦмоΣрΦм3); Calibrated: 1/15/2013; 

¶ Sensor-Surface: 2 mm (Mechanical Surface Detection) 

¶ 9ƭŜŎǘǊƻƴƛŎǎΥ 5!9п {ƴуумΤ /ŀƭƛōǊŀǘŜŘΥ мκмпκнлмо 

¶ tƘŀƴǘƻƳΥ {!a мΤ  ¢ȅǇŜΥ {!a пΦлΤ {ŜǊƛŀƭΥ млтс 

¶ 5!{¸рн рнΦуΦсόмммрύΤ {9a/!5 · ±ŜǊǎƛƻƴ мпΦсΦф όтммтύ 

 
System Performance Check with D5GHzV2 Dipole/d=10mm, Pin=1000 mW, f=5200 MHz/Area 
Scan (41x51x1): LƴǘŜǊǇƻƭŀǘŜŘ ƎǊƛŘΥ ŘȄҐмΦллл ƳƳΣ ŘȅҐмΦллл ƳƳ 
wŜŦŜǊŜƴŎŜ ±ŀƭǳŜ Ґ нлрΦф ±κƳΤ  Power Drift = -0.100 dB 
 
Fast SAR: SAR(1g) = 79.2 W/kg; SAR(10g) = 22.0 W/kg 
Maximum value of SAR (interpolated) = 1ур ²κƪƎ   
 
System Performance Check with D5GHzV2 Dipole/d=10mm, Pin=1000 mW, f=5200 MHz/Zoom 
Scan -Ext(24x24x22), Step (4x4x2mm), dist=2mm (41x41x61)/Cube 0: Interpolated grid: 
ŘȄҐлΦулл ƳƳΣ ŘȅҐлΦулл ƳƳΣ ŘȊҐлΦплл ƳƳ 
wŜŦŜǊŜƴŎŜ ±ŀƭǳŜ Ґ нлрΦф ±κƳΤ  Power Drift = -0.100 dB 
 
Averaged SAR: SAR(1g) = 83.4 W/kg; SAR(10g) = 24.3 W/kg 
Maximum value of SAR (interpolated) = 321 W/kg   
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0 dB = 171 W/kg = 22.33 dBW/kg 
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5ŀǘŜΥ уκуκнлмо 
Test Lab: RIM Testing Services 
DUT Name: Dipole D5GHzV2, Type: D5GHzV2, Serial: D5GHzV2 - SN:1033 
 
Configuration: System Performance Check with D5GHzV2 Dipole_5500 
Communication System: CW-5GHz; Communication System Band: D5GHz (5000.0 - 6000.0 MHz); 
Frequency: 5500 MHz 
aŜŘƛǳƳ tŀǊŀƳŜǘŜǊǎ ǳǎŜŘΥ ŦҐррлл aIȊΤ ˋ Ґ пΦффу {κƳΤ ʶr Ґ опΦнмоΤ ˊ Ґ мΦллл ƎκŎƳ3 

Phantom section: Flat Section 
 
DASY Configuration: 
¶ tǊƻōŜΥ 9·о5±п - {bорпуΤ /ƻƴǾCΥ όпΦтфΣпΦтфΣпΦтфύΤ /ŀƭƛōǊŀǘŜŘΥ мκмрκнлмоΤ 

¶ Sensor-Surface: 2 mm (Mechanical Surface Detection) 

¶ 9ƭŜŎǘǊƻƴƛŎǎΥ 5!9п {ƴуумΤ /ŀƭƛōǊŀǘŜŘΥ мκмпκнлмо 

¶ PhantomΥ {!a мΤ  ¢ȅǇŜΥ {!a пΦлΤ {ŜǊƛŀƭΥ млтс 

¶ 5!{¸рн рнΦуΦсόмммрύΤ {9a/!5 · ±ŜǊǎƛƻƴ мпΦсΦф όтммтύ 

 
System Performance Check with D5GHzV2 Dipole 2/d=10mm, Pin=1000mW, f=5500 MHz/Area 
Scan (41x51x1): LƴǘŜǊǇƻƭŀǘŜŘ ƎǊƛŘΥ ŘȄҐмΦллл ƳƳΣ ŘȅҐмΦллл ƳƳ 
Reference Value = 211.2 V/m;  Power Drift = 0.036 dB 
 
Fast SAR: SAR(1g) = 88.7 W/kg; SAR(10g) = 24.1 W/kg 
aŀȄƛƳǳƳ ǾŀƭǳŜ ƻŦ {!w όƛƴǘŜǊǇƻƭŀǘŜŘύ Ґ нмп ²κƪƎ   
 
System Performance Check with D5GHzV2 Dipole 2/d=10mm, Pin=1000mW, f=5500 
MHz/Zoom Scan -Ext(24x24x22), Step (4x4x2mm), dist=2mm (31x31x61)/Cube 0: Interpolated 
ƎǊƛŘΥ ŘȄҐлΦулл ƳƳΣ ŘȅҐлΦулл ƳƳΣ ŘȊҐлΦплл ƳƳ 
Reference Value = 211.2 V/m;  Power Drift = 0.036 dB 
 
Averaged SAR: SAR(1g) = 93.2 W/kg; SAR(10g) = 26.7 W/kg 
aŀȄƛƳǳƳ ǾŀƭǳŜ ƻŦ {!w όƛƴǘŜǊǇƻƭŀǘŜŘύ Ґ оул ²κƪƎ   
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5ŀǘŜΥ уκуκнлмо 
Test Lab: RIM Testing Services 
DUT Name: Dipole D5GHzV2, Type: D5GHzV2, Serial: D5GHzV2 - SN:1033 
 
Configuration: System Performance Check with D5GHzV2 Dipole_5800 
Communication System: CW; Communication System Band: D5GHz (5000.0 - 6000.0 MHz); 
CǊŜǉǳŜƴŎȅΥ рулл aIȊ 
aŜŘƛǳƳ tŀǊŀƳŜǘŜǊǎ ǳǎŜŘΥ ŦҐрулл aIȊΤ ˋ Ґ рΦнуф {κƳΤ ʶr Ґ ооΦрпмΤ ˊ Ґ мΦллл ƎκŎƳ3 

Phantom section: Flat Section 
 
DASY Configuration: 
¶ tǊƻōŜΥ 9·о5±п - {bорпуΤ /ƻƴǾCΥ όпΦсмΣпΦсмΣпΦсмύΤ /ŀƭƛōǊŀǘŜŘΥ мκмрκнлмоΤ 

¶ Sensor-Surface: 2 mm (Mechanical Surface Detection) 

¶ 9ƭŜŎǘǊƻƴƛŎǎΥ 5!9п {ƴуумΤ /ŀƭƛōǊŀǘŜŘΥ мκмпκнлмо 

¶ tƘŀƴǘƻƳΥ {!a мΤ  ¢ȅǇŜΥ {!a пΦлΤ {ŜǊƛŀƭΥ млтс 

¶ 5!{¸рн рнΦуΦсόмммрύΤ {9a/!5 · ±ŜǊǎƛƻƴ мпΦсΦф όтммтύ 

 
System Performance Check with D5GHzV2 Dipole 3/d=10mm, Pin=1000 mW, f=5800 
MHz/Area Scan (41x51x1): LƴǘŜǊǇƻƭŀǘŜŘ ƎǊƛŘΥ ŘȄҐмΦллл ƳƳΣ ŘȅҐмΦллл ƳƳ 
wŜŦŜǊŜƴŎŜ ±ŀƭǳŜ Ґ мфтΦу ±κƳΤ  Power Drift = -0.013 dB 
 
Fast SAR: SAR(1g) = 79.6 W/kg; SAR(10g) = 21.7 W/kg 
aŀȄƛƳǳƳ ǾŀƭǳŜ ƻŦ {!w όƛƴǘŜǊǇƻƭŀǘŜŘύ Ґ мфм ²κƪƎ   
 
System Performance Check with D5GHzV2 Dipole 3/d=10mm, Pin=1000 mW, f=5800 
MHz/Zoom Scan -Ext(24x24x22), Step (4x4x2mm), dist=2mm (31x31x61)/Cube 0: Interpolated 
ƎǊƛŘΥ ŘȄҐлΦулл ƳƳΣ ŘȅҐлΦулл ƳƳΣ ŘȊҐлΦплл ƳƳ 
wŜŦŜǊŜƴŎŜ ±ŀƭǳŜ Ґ мфтΦу ±κƳΤ  Power Drift = -0.013 dB 
 
Averaged SAR: SAR(1g) = 83.7 W/kg; SAR(10g) = 24.0 W/kg 
aŀȄƛƳǳƳ ǾŀƭǳŜ ƻŦ {!w όƛƴǘŜǊǇƻƭŀǘŜŘύ Ґ опт ²κƪƎ   
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5ŀǘŜΥ уκмнκнлмо 
Test Lab: RIM Testing Services 
DUT Name: Dipole D5GHzV2, Type: D5GHzV2, Serial: D5GHzV2 - SN:1033 
 
Configuration: System Performance Check with D5GHzV2 Dipole – 5200 MHz 
Communication System: CW; Communication System Band: D5GHz (5000.0 - 6000.0 MHz); 
Frequency: 5200 MHz 
aŜŘƛǳƳ tŀǊŀƳŜǘŜǊǎ ǳǎŜŘΥ ŦҐрнлл aIȊΤ ˋ Ґ пΦсст {κƳΤ ʶr Ґ опΦосрΤ ˊ Ґ мΦллл ƎκŎƳ3 

Phantom section: Flat Section 
 
DASY Configuration: 
¶ tǊƻōŜΥ 9·о5±п - {bорпуΤ /ƻƴǾCΥ όрΦмоΣрΦмоΣрΦмоύΤ /ŀƭƛōǊŀǘŜŘΥ мκмрκнлмоΤ 

¶ Sensor-Surface: 2 mm (Mechanical Surface Detection) 

¶ 9ƭŜŎǘǊƻƴƛŎǎΥ 5!9п {ƴуумΤ /ŀƭƛōǊŀǘŜŘΥ мκмпκнлмо 

¶ tƘŀƴǘƻƳΥ {!a мΤ  ¢ȅǇŜΥ {!a пΦлΤ {ŜǊƛŀƭΥ млтс 

¶ 5!{¸рн рнΦуΦсόмммрύΤ {9a/!5 · ±ŜǊǎƛƻƴ мпΦсΦф όтммтύ 

 
System Performance Check with D5GHzV2 Dipole/d=10mm, Pin=1000 mW, f=5200 MHz/Area 
Scan (41x51x1): LƴǘŜǊǇƻƭŀǘŜŘ ƎǊƛŘΥ ŘȄҐмΦллл ƳƳΣ ŘȅҐмΦллл ƳƳ 
wŜŦŜǊŜƴŎŜ ±ŀƭǳŜ Ґ мфрΦс ±κƳΤ  Power Drift = 0.00864 dB 
 
Fast SAR: SAR(1g) = 74.4 W/kg; SAR(10g) = 20.6 W/kg 
aŀȄƛƳǳƳ ǾŀƭǳŜ ƻŦ {!w όƛƴǘŜǊǇƻƭŀǘŜŘύ Ґ мтп ²κƪƎ   
 
System Performance Check with D5GHzV2 Dipole/d=10mm, Pin=1000 mW, f=5200 MHz/Zoom 
Scan -Ext(24x24x22), Step (4x4x2mm), dist=2mm (31x31x61)/Cube 0: Interpolated grid: 
ŘȄҐлΦулл ƳƳΣ ŘȅҐлΦулл ƳƳΣ ŘȊҐлΦплл ƳƳ 
wŜŦŜǊŜƴŎŜ ±ŀƭǳŜ Ґ мфрΦс ±κƳΤ  Power Drift = 0.00864 dB 
 
Averaged SAR: SAR(1g) = 78.1 W/kg; SAR(10g) = 22.7 W/kg 
Maximum value of SAR (interpolated) = 300 W/kg   
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0 dB = 161 W/kg = 22.07 dBW/kg 
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5ŀǘŜΥ уκ12/2013 
Test Lab: RIM Testing Services 
DUT Name: Dipole D5GHzV2, Type: D5GHzV2, Serial: D5GHzV2 - SN:1033 
 
Configuration: System Performance Check with D5GHzV2 Dipole – 5500 MHz 
Communication System: CW-5GHz; Communication System Band: D5GHz (5000.0 - 6000.0 MHz); 
Frequency: 5500 MHz 
aŜŘƛǳƳ tŀǊŀƳŜǘŜǊǎ ǳǎŜŘΥ ŦҐррлл aIȊΤ ˋ Ґ пΦффт {κƳΤ ʶr Ґ опΦтррΤ ˊ Ґ мΦллл ƎκŎƳ3 

Phantom section: Flat Section 
 
DASY Configuration: 
¶ tǊƻōŜΥ 9·о5±п - {bорпуΤ /ƻƴǾCΥ όпΦтфΣпΦтфΣпΦтфύΤ /ŀƭƛōǊŀǘŜŘΥ мκмрκнлмоΤ 

¶ Sensor-Surface: 2 mm (Mechanical Surface Detection) 

¶ 9ƭŜŎǘǊƻƴƛŎǎΥ 5!9п {ƴуумΤ /ŀƭƛōǊŀǘŜŘΥ мκмпκнлмо 

¶ tƘŀƴǘƻƳΥ {!a мΤ  ¢ȅǇŜΥ {!a пΦлΤ {ŜǊƛŀƭΥ млтс 

¶ 5!{¸рн рнΦуΦсόмммрύΤ {9a/!5 · ±ŜǊǎƛƻƴ мпΦсΦф όтммтύ 

 
System Performance Check with D5GHzV2 Dipole 2/d=10mm, Pin=1000mW, f=5500 MHz/Area 
Scan (41x51x1): LƴǘŜǊǇƻƭŀǘŜŘ ƎǊƛŘΥ ŘȄҐмΦллл ƳƳΣ ŘȅҐмΦллл ƳƳ 
wŜŦŜǊŜƴŎŜ ±ŀƭǳŜ Ґ мфуΦл ±κƳΤ  Power Drift = 0.021 dB 
 
Fast SAR: SAR(1g) = 80.9 W/kg; SAR(10g) = 21.9 W/kg 
aŀȄƛƳǳƳ ǾŀƭǳŜ ƻŦ {!w όƛƴǘŜǊǇƻƭŀǘŜŘύ Ґ мфт ²κƪƎ   
 
System Performance Check with D5GHzV2 Dipole 2/d=10mm, Pin=1000mW, f=5500 
MHz/Zoom Scan -Ext(24x24x22), Step (4x4x2mm), dist=2mm (41x41x61)/Cube 0: Interpolated 
ƎǊƛŘΥ ŘȄҐлΦулл ƳƳΣ ŘȅҐлΦулл ƳƳΣ ŘȊҐлΦплл ƳƳ 
wŜŦŜǊŜƴŎŜ ±ŀƭǳŜ Ґ мфуΦл ±κƳΤ  Power Drift = 0.021 dB 
 
Averaged SAR: SAR(1g) = 85.1 W/kg; SAR(10g) = 24.3 W/kg 
Maximum value of SAR (interpolated) = 355 W/kg   
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5ŀǘŜΥ уκмнκнлмо 
Test Lab: RIM Testing Services 
DUT Name: Dipole D5GHzV2, Type: D5GHzV2, Serial: D5GHzV2 - SN:1033 
 
Configuration: System Performance Check with D5GHzV2 Dipole – 5800 MHz 
Communication System: CW; Communication System Band: D5GHz (5000.0 - 6000.0 MHz); 
CǊŜǉǳŜƴŎȅΥ рулл aIȊ 
aŜŘƛǳƳ tŀǊŀƳŜǘŜǊǎ ǳǎŜŘΥ ŦҐрулл aIȊΤ ˋ Ґ рΦнтф {κƳΤ ʶr Ґ ооΦуурΤ ˊ Ґ мΦллл ƎκŎƳ3 

Phantom section: Flat Section 
 
DASY Configuration: 
¶ tǊƻōŜΥ 9·о5±п - {bорпуΤ /ƻƴǾCΥ όпΦсмΣпΦсмΣпΦсмύΤ /ŀƭƛōǊŀǘŜŘΥ мκмрκнлмоΤ 

¶ Sensor-Surface: 2 mm (Mechanical Surface Detection) 

¶ 9ƭŜŎǘǊƻƴƛŎǎΥ 5!9п {ƴуумΤ /ŀƭƛōǊŀǘŜŘΥ мκмпκнлмо 

¶ tƘŀƴǘƻƳΥ {!a мΤ  ¢ȅǇŜΥ {!a пΦлΤ {ŜǊƛŀƭΥ млтс 

¶ 5!{¸рн рнΦуΦсόмммрύΤ {9a/!5 · ±ŜǊǎƛƻƴ мпΦсΦф όтммтύ 

 
System Performance Check with D5GHzV2 Dipole 3/d=10mm, Pin=1000 mW, f=5800 
MHz/Area Scan (41x51x1): LƴǘŜǊǇƻƭŀǘŜŘ ƎǊƛŘΥ ŘȄҐмΦллл ƳƳΣ ŘȅҐмΦллл ƳƳ 
wŜŦŜǊŜƴŎŜ ±ŀƭǳŜ Ґ мфуΦп ±κƳΤ  Power Drift = 0.019 dB 
 
Fast SAR: SAR(1g) = 81.9 W/kg; SAR(10g) = 22.2 W/kg 
Maximum value of SAR (interpolated) = 201 W/kg   
 
System Performance Check with D5GHzV2 Dipole 3/d=10mm, Pin=1000 mW, f=5800 
MHz/Zoom Scan -Ext(24x24x22), Step (4x4x2mm), dist=2mm (36x36x61)/Cube 0: Interpolated 
ƎǊƛŘΥ ŘȄҐлΦулл ƳƳΣ ŘȅҐлΦулл ƳƳΣ ŘȊҐлΦплл ƳƳ 
wŜŦŜǊŜƴŎŜ ±ŀƭǳŜ Ґ мфуΦп ±κƳΤ  Power Drift = 0.019 dB 
 
Averaged SAR: SAR(1g) = 86.0 W/kg; SAR(10g) = 24.6 W/kg 
Maximum value of SAR (interpolated) = 365 W/kg   
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