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RTS-6026-1302-17 g7ec<;r(1)1{33er 13, 2012-February 25 and March IC: 2503A-RFL110LW
A. Scope

This report details the results of compliance tests which were performed in accordance
to the requirements of:

o FCC CFR 47 Part 15, Subpart C, October, 2012

o FCC CFR 47 Part 15, Subpart E, October, 2012

o0 Industry Canada, RSS-210, Issue 8, December 2010, License-exempt Radio
Apparatus

o0 Industry Canada, RSS-GEN, Issue 3, December 2010, General Requirements and
Information for the Certification of Radio Apparatus

B. Associated Documents

1) MultiSourceDeclaration_ RFL111LW_b3123
2) MultiSourceDeclaration_ RFL111LW_b3901
3) MultiSourceDeclaration_ RFL111LW_b4318
4) RFL111LW_HW Declaration_ CER-53012-001_Rev3-906-01

C. Product Identification

Manufactured by Research In Motion Limited whose headquarters is located at:
295 Phillip Street
Waterloo, Ontario
Canada, N2L 3W8
Phone: 519 888 7465
Fax: 519 888 6906

The equipment under test (EUT) was tested at the following locations:

RIM Testing Services EMI test facilities

305 Phillip Street 440 Phillip Street
Waterloo, Ontario Waterloo, Ontario
Canada, N2L 3W8 Canada, N2L 5R9
Phone: 519 888 7465 Phone: 519 888 7465
Fax: 519 888 6906 Fax: 519 888 6906

The testing was performed from December 13, 2012 to February 25 and March 27,
2013.
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Dates of Test

27,2013

December 13, 2012-February 25 and March

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

The sample EUT included:

SAMPLE| MODEL | CER NUMBER PIN SOFTWARE
fa |RL111Lw |CER83012:001 Rev2: | pgqrqpg, | OS Version: 127.0.13123
1b REL111LW CER-533(1)§:8$1 Rev2- 55CFOAET OS Veg&zg:lgézgx.%w
fc  [RFL111LW|CERO3012-001 Revarl - p5crong MFI OS 4.0.10.180
22 |RFL111Lw| CERS012:00T Rev2: ooy, | OS Version: 127.0.1:2962
2o |RFL111LW |CERO8012-00T Reva| o50k0acy MFI OS 4.0.10.181
5 |RPL111Lw | CER3012:001 Rev2: | pgcpoape | OS Version: 127.0.13123
s |RPL111Lw | CER83012:001 Revd | pony | OS Version: 127.0.1.3901
5 |RPL111Lw | CER3012:001 Revd- " pqgqczg | OS Version: 127.0.1.3901
6 REL111LW CER—538(1)§:8?1 Reva3- 2668C6FD OS Vegslz%ré:lgié.?é1.4318

AC Line Conducted Emissions testing was performed on sample 1a and 4
Radiated Emissions testing was performed on samples 1a, 1b, 1c, 2a, 2b, and 4

Conducted Emissions testing was performed on sample 3

Near Field Communications testing was performed on sample 5

Only the characteristics that may have been affected by the changes from RFL111LW

Rev2 to Rev3 were re-tested.

For more details, refer to RFL111LW_HW _Declaration_ CER-53012-001_Rev3-906-01

To view the differences between software bundles 127.0.1.3123 to 127.0.1.4318
for RFF111LW, see document MultiSourceDeclaration RFL111LW_b3123,
MultiSourceDeclaration RFL111LW_b3901 and

MultiSourceDeclaration RFL111LW_b4318.
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RTS-6026-1302-17 27, 2013 IC: 2503A-RFL110LW

BIackBerry® smartphone Accessories Tested

1) Fixed Blade Charger, part number HDW-47725-001, with an output voltage of 5.0
volts dc, 850 mA

2) Alt. Fixed Blade Charger, part number HDW-46445-001, with an output voltage 5.0
volts dc, 850mA

3) Folding Blade Charger, part number HDW 34724-001, with an output voltage 5
volts dc, 1.8A

4) Alt.2 Fixed Blade Charger, part number HDW-24481-001, with an output voltage of
5.0 volts, dc, 750mA.

5) Wired Headset, part number HDW-44306-003, with a lead length of 1.1 metres.

6) Alt. Wired Headset, part number HDW-44306-003, with a lead length of 1.1 metres.

7) Alt.2 Wired Headset, part number HDW-49299-001, with a lead length of 1.1
metres.

8) USB Data Cable, part number HDW-28109-005, 1.20 metres long.

9) USB Data Cable, part number HDW-48415-001, 1.0 metre long.

10) USB Data Cable, part number HDW-51800-001, 1.20 metres long.

11) Battery, part number BAT-49702-002 1800mAh,6.8Wh

12) Battery, part number BAT-52961-001 2100mAh,8.0Wh

D. Support Equipment Used for the Testing of the EUT

1) Philips Monitor, type MWE12244T, product ID 2444E1SB/27
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Test Report No.
RTS-6026-1302-17

Dates of Test

December 13, 2012-February 25 and March

27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

E. Test Results Chart

SPECIFICATION i)
TEST TYPE Meets Requirements
FCC CFR 47 IC APPENDIX
RSS-210 . o
Part 15.207 Rss-GEN | Conducted AC Line Emission Pass 1
Part 15.209 RSS-210 . . _
Part 15.247 Rss-GEN | BT/BLE Radiated Spurious Emissions Pass 2
Part 15.209 RSS-210 BT/BLE Radiated Band Edge Pass 5
Part 15.247 RSS-GEN | Compliance
Part 15.209 RSS-210 802.11b/g/n Radiated Spurious Pass 5
Part 15.247 RSS-GEN | Emissions
Part 15.209 RSS-210 802.11b/g/n Radiated Band Edge Pass 5
Part 15.247 RSS-GEN | Compliance
Part 15.209 RSS-210 . . .
Part 15.407 RSS-GEN | 802-11a/n Radiated Spurious Emissions Pass 3
Part 15.209 RSS-210 802.11a/n Radiated Band Edge Pass 3
Part 15.407 RSS-GEN | Compliance
Part 15.247(a) | RSS-210 BT, 20 dB Bandwidth Pass 4
Part 15.247(a) | RSS-210 BT, Carrier Frequency Separation Pass 4
Part 15.247(a) | RSS-210 BT, Number of Hopping Frequencies Pass 4
Part 15.247(a) | RSS-210 BT, Time of Occupancy (Dwell Time) Pass 4
Part 15.247(b) | RSS-210 lszcl)'\,NI(\_j/lraximum Peak Conducted Output Pass 4
BT, Band-Edge Compliance of RF
Part 15.247(c) | RSS-210 Conducted Emissions Pass 4
Part 15.247(c) | RSS-210 BT, Spurious RF Conducted Emissions Pass
Part 15.247(a) | RSS-210 BLE, 6 dB Bandwidth Pass 4
Part 15.247(b) | RSS-210 ELE, Maximum Conducted Output Pass 4
ower
Part 15.247(c) | RSS-210 BLE, Band-Edge Pass 4
Part 15.247(d) | RSS-210 BLE, Peak Power Spectral Density Pass 4
Part 15.247(c) | RSS-210 BLE, Spurious RF Conducted Emissions Pass 4
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Test Report No.
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Dates of Test

December 13, 2012-February 25 and March

27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

Test Results Chart cont’d

Stability

SPECIFICATION T
TEST TYPE Meets Requirements
FCC CFR 47 IC APPENDIX

Part 15.247(a) | RSS-210 802.11b/g/n, 6 dB Bandwidth Pass 5
802.11b/g/n, Maximum Conducted

Part 15.247(b) | RSS-210 Output Power Pass 5

Part 15.247(c) | RSS-210 802.11b/g/n, Band-Edge Pass 5

i 802.11b/g/n, Peak Power Spectral

Part 15.247(d) | RSS-210 Density Pass 5
802.11b/g/n, Spurious RF Conducted

Part 15.247(c) | RSS-210 Emissions Pass 5

Part 15.407 RSS-210 802.11a/n, 6 dB Bandwidth Pass 6

Part 15.407 Rss.210 | 802.11a/n, Maximum Conducted Output Pass 6
Power

Part 15.407 RSS-210 802.11a/n, Band-Edge Pass 6

Part 15.407 RSS-210 802.11a/n, Peak Power Spectral Density Pass 6
802.11a/n, Spurious RF Conducted

Part 15.407 RSS-210 Emissions Pass 6

Part 15.209 RSS-210 Near Field Communications, Radiated Pass 7

Part 15.225(a) | RSS-GEN | Emissions
Near Field Communications, Occupied

Part 15.225(e) | RSS-210 Bandwidth Pass 7

Part 15.225(e) | RSS-210 Near Field Communications, Frequency Pass 7
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Test Report No. Dates of Test Fcc ID: L6ARFL110LW
RTS-6026-1302-17

December 13, 2012-February 25 and March

27, 2013 IC: 2503A-RFL110LW

F. Summary of Results

1) AC LINE CONDUCTED EMISSIONS

The conducted emissions were measured using the test procedure outlined in CISPR
Recommendation 22 through a 50 Ohm Line Impedance Stabilization Network
(LISN), which was inserted in the power line to the equipment to provide the
specified impedance for measurements. The EUT was placed on a nonconductive
wooden table, 80 cm high that was positioned 40 cm from a vertical ground plane.
The RF output of the network was connected to an EMI receiver system with
characterlstlcs that duplicate those of the receiver specified in CISPR Publication 16.

BIackBerry smartphone was in battery charging mode. The input voltage was 120 V,
60 Hz.

The following test configurations were measured:

Test

Configuration Operating Mode(s) Charger + Accessories

, Fixed Blade Charger +

B'“ew‘l’DtIZTi’r‘] +Audio | Ay 5 Wired Headset + 1.2m
ying USB Cable

Alt. Fixed Blade Charger +Alt.

1

2 \8/%2(9; 1Ptia-|;/)i(n5 Wired Headset +1.0m USB
Cable
3 802.11a Tx + Video Folding Blade Charger +
Playing Wired Headset
Alt.2 Fixed Blade Charger+
4 NFC Tx 1.2m USB Cable + Alt2.

Wired Headset

The sample EUT’s conducted emissions were compared with respect to the FCC
CFR 47 Part 15, Subpart C and IC RSS-210 limits. The sample EUT had a worst
case test margin of 6.93 dB below the QP limit at 0.438 MHz and 3.26 dB below the
AV limit at 0.438 MHz with the Folding Blade Charger in Test Configuration 3

See APPENDIX 1 for the test data.

Measurement Uncertainty 3.2 dB
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Dates of Test
Test Report No. FCC ID: L6ARFL110LW
RTS-6026-1302-17 g7elc¢;r(1)1i33er 13, 2012-February 25 and March IC: 2503A-RFL110LW
2) BLUETOOTH, BLUETOOTH LOW ENERGY AND 802.11b/g/n RADIATED
EMISSIONS
a) Radiated Spurious and Harmonic Emissions

The EUT was placed on a nonconductive styrofoam table, 80 cm high that was
positioned on a remotely controlled turntable. The test distance used between the
EUT and the receiving antenna was three metres. The turntable was rotated to
determine the azimuth of the peak emissions. Then the emissions were maximized
by elevating the antenna in the range of 1 to 4 metres. The maximum emission level
was recorded. The frequency range measured was from 30 MHz to 25.0 GHz. Both
the horizontal and vertical polarizations of the emissions were measured.

The measurements were done in a semi-anechoic chamber (SAC) below 1 GHz and
a semi-anechoic chamber (SAC) with floor absorbers above 1 GHz. The SAC’'s FCC
registration number is 778487 and the Industry Canada (IC) file number is 2503B-1.
The SAC with floor absorber's FCC registration number is 959115 and the IC file
number is 2503C-1.

The EUT was configured and operated to produce the maximum radiated emissions
while still keeping within RIM’s specifications.

The BIackBerry® smartphone was measured in standalone configuration with
Bluetooth transmitting in single frequency mode at low channel (0), middle channel
(39) and high channel (78) for packet type “DH5”, “2-DH5” and “3-DH5”. The
system’s radiated emission levels were compared with respect to the FCC CFR 47
Part 15, Subpart C, 15.247 and RSS-210.

The BIackBerry® smartphone was measured in standalone configuration with
Bluetooth Low Energy transmitting in single frequency mode at low channel (0),
middle channel (20) and high channel (39). The system’s radiated emission levels
were compared with respect to the FCC CFR 47 Part 15, Subpart C, 15.247 and
RSS-210.

The BlackBerry® smartphone was measured in standalone configuration transmitting
on channels 1, 6 & 11 at 1 Mbps for 802.11b mode, at 6 Mbps for 802.11g mode,
and at MCS 0 for 802.11n mode. The system’s radiated emission levels were
compared with respect to the FCC CFR 47 Part 15 Subpart C, 15.247 and RSS-210.

The Bluetooth harmonics were investigated up to the 10th harmonic. The worst case
test margin was 20.172dB below the accepted limit at 1902.24MHz

The Bluetooth Low Energy harmonics were investigated up to the 10th harmonic.
The sample EUT emissions were in the noise floor (NF).

This report shall NOT be reproduced except in full without the written consent of RIM Testing Services
- A division of Research in Motion Limited.
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The 802.11b/g/n harmonics were investigated up to the 10th harmonic. The worst

case test margin was 12.14 dB below the accepted limit at 7384MHz.
See APPENDIX 2 for the test data.

b) Band-Edge Compllance of RF Radiated Emissions

The BIackBerry smartphone met the requirements for band-edge compliance of RF
radiated emissions for Bluetooth, Bluetooth Low Energy and 802.11b/g/n as per the
requirements of 15.247, 15.209, and RSS-210/RSS-GEN.

Measurement Uncertainty 4.5 dB
See APPENDIX 2 for the test data
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Dates of Test
Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW

RTS-6026-1302-17 27, 2013 IC: 2503A-RFL110LW

3) 802.11a/n RADIATED EMISSIONS

a) Radiated Spurious and Harmonic Emissions

The EUT was placed on a nonconductive styrofoam table, 80 cm high that was
positioned on a remotely controlled turntable. The test distance used between the
EUT and the receiving antenna was three metres. The turntable was rotated to
determine the azimuth of the peak emissions. Then the emissions were maximized
by elevating the antenna in the range of 1 to 4 metres. The maximum emission level
was recorded. The frequency range measured was from 30 MHz to 40.0 GHz. Both
the horizontal and vertical polarizations of the emissions were measured.

The measurements were done in a semi-anechoic chamber (SAC) below 1 GHz and
a semi-anechoic chamber (SAC) with floor absorbers above 1 GHz. The SAC’s FCC
registration number is 778487 and the Industry Canada (IC) file number is 2503B-1.
The SAC with floor absorber's FCC registration number is 959115 and the IC file
number is 2503C-1.

The EUT was configured and operated to produce the maximum radiated emissions
while still keeping within RIM’s specifications.

The BIackBerry® smartphone was measured in standalone configuration transmitting
on channels 36, 48, 64, 100, 140 and 165 at 6 Mbps for 802.11a mode and at MCS
0 for 802.11n. The system’s radiated emission levels were compared with respect to
the FCC CFR 47 Part 15 Subpart E, 15.407 and RSS-210/RSS-GEN.

The 802.11a/n harmonics were investigated up to the 10th harmonic. The worst case
test margin was 11.67 dB below the accepted limit at 10360.672 MHz
See APPENDIX 3 for the test data.

b) Band-Edge Compllance of RF Radiated Emissions
The BIackBerry smartphone met the requirements for band-edge compliance of RF
radiated emissions for 802.11a/n as per the requirements of 15.407, 15.209 and
RSS-210/ RSS-GEN.
See APPENDIX 3 for the test data

Measurement Uncertainty 4.5 dB
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Dates of Test
Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW

RTS-6026-1302-17 27, 2013 IC: 2503A-RFL110LW

4) i) BLUETOOTH RF CONDUCTED EMISSIONS

The Bluetooth conducted RF emissions from the BIackBerry® smartphone were
measured using the methods outlined in FCC CFR 47 Part 15, Subpart C.

a) 20 dB Bandwidth
The BIackBerry® smartphone met the requirements of the 20 dB bandwidth as
per 47 CFR 15.247(a) and RSS-210. Low channel (0), middle channel (39) and
high channel (78) were measured. The result includes both normal data rate and
EDR. The worst case 20 dB Bandwidth was 0.9226 MHz for channel 39 in
normal data rate mode and 1.318MHz for channels 39 and 78 in EDR mode.
See APPENDIX 4 for the test data.

b) Carrier Frequency Separation
The BIackBerry smartphone met the requirements of the carrier frequency
separation as per 47 CFR 15.247(a) and RSS-210. Channel 38 to 39 was
measured. The result includes both normal data rate and EDR.
See APPENDIX 4 for the test data.

c) Number of Hopplng Frequencies
The BlackBerry® smartphone met the requirements of the number of hopping
frequencies as per 47 CFR 15.247(a) and RSS-210. The number of hopping
channels measured was 79.
See APPENDIX 4 for the test data.

d) Time of Occupancy (Dwell Time)
The EUT met the requirements of the dwell time as per 47 CFR 15.247(a) and
RSS-210. Low channel (0), middle channel (39) and high channel (78) were
measured in DH1, DH3 and DH5 modes. Bluetooth was operating in frequency
hopping (Euro/US) mode during the measurements.
See APPENDIX 4 for the test data.

e) Maximum Peak Conducted Output Power

The BIackBerry smartphone met the requirements of the maximum peak
conducted output power as per 47 CFR 15.247(b) and RSS-210. Low channel
(0), middle channel (39) and high channel (78) were measured. The result
includes both normal data rate and EDR. The worst case Conducted Output
Power level was 10.2 dBm (0.01047 W) for Channel 0 in normal data rate mode
and 7.52 dBm (0.00565 W) for channel 0 in EDR mode.

See APPENDIX 4 for the test data.
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Test Report No.

Dates of Test

December 13, 2012-February 25 and March FCC ID: LGARFL110LW

RTS-6026-1302-17 27, 2013 IC: 2503A-RFL110LW

f)

Band-Edge Compllance of RF Conducted Emissions

The BIackBerry smartphone met the requirements of the band-edge compliance
of RF conducted emissions as per 47 CFR 15.247(c) and RSS-210. Channels 0
and 78 were measured in frequency hopping (Euro/US) mode and single
frequency mode. The result includes both normal data rate and EDR.

See APPENDIX 4 for the test data.

Spurious RF Conducted Emissions

The BlackBerry® smartphone met the requirements of the spurious RF
conducted emissions as per 47 CFR 15.247(c) and RSS-210. The frequency
range measured was 10 MHz to 26 GHz. Low channel (0), middle channel (39)
and high channel (78) were measured in single frequency mode and frequency
hopping (Euro/US) mode. The result includes both normal data rate and EDR.
See APPENDIX 4 for the test data.

4) ii) BLUETOOTH LOW ENERGY RF CONDUCTED EMISSIONS

The Bluetooth Low Energy conducted RF emissions from the BlackBerry

®

smartphone were measured using the methods outlined in FCC CFR 47 Part 15,
Subpart C.

a)

6dB Bandwidth

The EUT met the requirements of the 6 dB bandwidth as per 47 CFR 15.247(b)
and RSS-210. Low channel (0), middle channel (20) and high channel (39) were
measured. The worst case 6 dB Bandwidth was 0.67290 MHz for channel 0.

See APPENDIX 4 for the test data.

Maximum Conducted Output Power

The EUT met the requirements of the maximum conducted output power as per
47 CFR 15.247(b) and RSS-210. Low channel (0), middle channel (20) and high
channel (39) were measured. The worst case Conducted Output Power level was
7.75 dBm (0.00596 W) for channel 0.

See APPENDIX 4 for the test data

Band-Edge Compliance of RF Conducted Emissions

The EUT met the requirements of band-edge compliance of RF conducted
emissions as per 47 CFR 15.247(b) and RSS-210. Low channel (0) and high
channel (39) were measured.

See APPENDIX 4 for the test data.
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- A division of Research in Motion Limited.
Copyright 2005-2013 Page 14 of 152



,/,'i Sng EMI Test Report for the BlackBerry® smartphone Model RFL111LW

Dates of Test
Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW

RTS-6026-1302-17 27, 2013 IC: 2503A-RFL110LW

d) Peak Power Spectral Density
The EUT met the requirements of peak power spectral density as per 47 CFR
15.247(b) and RSS-210. Low channel (0), middle channel (20) and high channel
(39) were measured.
See APPENDIX 4 for the test data.

e) Spurious RF Conducted Emissions
The EUT met the requirements of the spurious RF conducted emissions as per
47 CFR 15.247(c) and RSS-210. The frequency range measured was 30 MHz to
26 GHz. Low channel (0), middle channel (20) and high channel (39) were
measured.
See APPENDIX 4 for the test data.

5) 802.11b/g/n RF CONDUCTED EMISSIONS

The 802.11b/g/n conducted RF emissions from the BIackBerry® smartphone were
measured using the methods outlined in FCC CFR 47 Part 15, Subpart C.

a) 6dB Bandwidth
The EUT met the requirements of the 6 dB bandwidth as per 47 CFR 15.247(b)
and RSS-210. Low channel (1), middle channel (6) and high channel (11) were
measured. The worst case 6 dB Bandwidth was 8.48 MHz for channel 11 in
802.11b mode, 16.59 MHz for channel 1 in 802.11g mode, and 17.78 MHz for
channels 1 and 11 in 802.11n mode.
See APPENDIX 5 for the test data.

b) Maximum Conducted Output Power

The EUT met the requirements of the maximum conducted output power as per
47 CFR 15.247(b) and RSS-210. Low channel (1), middle channel (6) and high
channel (11) were measured. The worst case Conducted Output Power level was
18.88 dBm (77.27 mW) for channel 6 in 802.11b mode, 17.88 dBm (61.38 mW)
for channel 6 in 802.11g mode, and 17.95 dBm (62.37mW) for channel 6 in
802.11n mode.

See APPENDIX 5 for the test data

c) Band-Edge Compliance of RF Conducted Emissions
The EUT met the requirements of band-edge compliance of RF conducted
emissions as per 47 CFR 15.247(b) and RSS-210. Low channel (1) and high
channel (11) were measured.
See APPENDIX 5 for the test data.
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RTS-6026-1302-17 27, 2013 IC: 2503A-RFL110LW

d) Peak Power Spectral Density
The EUT met the requirements of peak power spectral density as per 47 CFR
15.247(b) and RSS-210. Low channel (1), middle channel (6) and high channel
(11) were measured.
See APPENDIX 5 for the test data.

e) Spurious RF Conducted Emissions
The EUT met the requirements of the spurious RF conducted emissions as per
47 CFR 15.247(c) and RSS-210. The frequency range measured was 30 MHz to
26 GHz. Low channel (1), middle channel (6) and high channel (11) were
measured.
See APPENDIX 5 for the test data.

6) 802.11a/n RF CONDUCTED EMISSIONS

The 802.11a/n conducted RF emissions from the BlackBerry® smartphone were
measured using the methods outlined in FCC CFR 47 Part 15, Subpart E.

a) 6 dB Bandwidth
The EUT met the requirements of the 6 dB bandwidth as per 47 CFR 15.407 and
RSS-210. Channels 36, 48, 64, 100, 140, and 165 were measured. The worst
case 6 dB Bandwidth was 16.58 MHz for channels 48, 100 and 165 in 802.11a
mode. The worst case 6 dB Bandwidth was 17.77 MHz for channels 36 and 64 in
802.11n mode.
See APPENDIX 6 for the test data.

b) Maximum Conducted Output Power
The EUT met the requirements of the maximum conducted output power as per
47 CFR 15.407 and RSS-210. Channels 36, 48, 64, 100, 140, and 165 were
measured. The worst case Conducted Output Power level was 18.58 dBm (72.13
mW) for channel 100 in 802.11a mode. The worst case Conducted Output Power
level was 18.52 dBm (71.04 mW) for channel 64 in 802.11n mode.
See APPENDIX 6 for the test data

c) Band-Edge Compliance of RF Conducted Emissions
The EUT met the requirements of band-edge compliance of RF conducted
emissions as per 47 CFR 15.407 and RSS-210. Channels 36, 48, 52, 64, 100,
149, 161 and 165 were measured.
See APPENDIX 6 for the test data.
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RTS-6026-1302-17 27, 2013 IC: 2503A-RFL110LW

d) Peak Power Spectral Density
The EUT met the requirements of peak power spectral density as per 47 CFR
15.407 and RSS-210. Channels 36, 44, 48, 52, 60, 64, 149, 157, 161 and 165
were measured.
See APPENDIX 6 for the test data.

e) Spurious RF Conducted Emissions
The EUT met the requirements of the spurious RF conducted emissions as per
47 CFR 15.407 and RSS-210. The frequency range measured was 30 MHz to
40 GHz. Channels 44, 60 and 157 were measured.
See APPENDIX 6 for the test data.

7) Near Field Communications (NFC)

The Near Field Communications emissions from the BIackBerry® smartphone were
measured using the methods outlined in FCC CFR 47 Part 15, Subpart C.

a) Radiated Emissions
The BIackBerry® smartphone was measured in standalone configuration
transmitting at 13.56 MHz. The system’s radiated emission levels were
compared with respect to the FCC CFR 47 Part 15 Subpart C, 15.209, 15.225(a)
and RSS-210/RSS-GEN.

The NFC emissions were investigated from 9 kHz to 1 GHz. The sample EUT
has a field strength measurement of 50.46 dBuV/m.
See APPENDIX 7 for the test data.

b) Occupied Bandwidth
The EUT met the requirements of the Occupied bandwidth as per 47 CFR 15 C
and RSS-210. The EUT was measured in test mode with modulation on and
transmitting at 13.56 MHz.
See APPENDIX 7 for the test data.

c) Frequency Stability
The EUT met the requirements of the Frequency Stability as per 47 CFR
15.225(e) and RSS-210. The EUT was measured in test mode with modulation
on and transmitting at 13.56 MHz.
See APPENDIX 7 for the test data.
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Dates of Test

Test Report No. ) FCC ID: L6ARFL110LW
RTS-6026-1302-17 g7ec<;r(1)1{3§r 13, 2012-February 25 and March IC: 2503A-RFL110LW

G. Compliance Test Equipment Used

SERIAL G S
UNIT MANUFACTURER MODEL NUMBER DATE USE
(YY MM DD)
. Rohde & Conducted/Radiated
EMI Test Receiver Schwarz ESIB 40 100255 13-11-30 Emissions
. Rohde & Conducted/Radiated
EMI Test Receiver Schwarz ESU 40 100162 13-11-30 Emissions
. EMC . .
Hybrid Log Antenna Automation HLP-3003C |017301 13-08-23 | Radiated Emissions
Horn Antenna CMT 3116 R52734-001 14-08-02 |Radiated Emissions
Horn Antenna ETS-Lindgren 3117 2538 13-08-04 |Radiated Emissions
Preamplifier g"hde & TS-ANA4-SP |001 13-09-01 |Radiated Emissions
chwarz
Preamplifier Sonoma 310N/11909A | 185831 13-10-10 |Radiated Emissions
Preamplifier gohde & TS-ANA-SP 001 13-09-01 | Radiated Emissions
chwarz
LLSN. Rohde & ENV216 100060 13-10-25 | Conducted Emissions
Schwarz
Environment Monitor |Omega iTHX-SD 0380561 13-10-30 |Radiated Emissions
EMC Analyzer Agilent E7405A US40240226 14-01-15 | Radiated Emissions
RF Conducted
Spectrum Analyzer HP 8563E 3745A08113 13-10-05 Emissions
RF Conducted
DC Power Supply HP 6632B US37472178 13-09-25 Emissions
. . . RF Conducted
Environment Monitor |Omega iTHX-SD 0340060 13-10-30 Emissions
Environmental . .
Chamber Test Equity 107 0900246 N/R Frequency Stability
Rohde & RF Conducted
Bluetooth Tester Schwarz CBT 119549 13-12-04 Emissions
Bluetooth Tester Rohde & CBT35 100368 13-12-04 |Radiated Emissions
Schwarz
Bluetooth Tester Rohde & CBT35 100370 13-12-04 |Radiated Emissions
Schwarz
. RF Conducted /
Power Meter Agilent N1911A MY45100951 13-08-16 Frequency Stability
. RF Conducted /
Power Sensor Agilent N1921A MY45241383 13-09-11 Frequency Stability
- . Conducted/Radiated
Digital Multimeter Hewlett Packard | 34401A US36042324 13-11-13 Emissions
Environment Monitor |Omega iTHX-SD 0380567 13-10-30 |Radiated Emissions
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Dates of Test
Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW

RTS-6026-1302-17 27,2013 IC: 2503A-RFL110LW

AC Conducted Emission Test Results

The following tests were performed by Mahmood Ahmed

Test Configuration 1

The BIackBerry® smartphone was tested on January 23, 2013

The environmental test conditions were: Temperature: 24.3 °C
Relative Humidity: 17.4 %
. .| Corrected - . Margin
, Reading | Correction : Limit Limit
Tregpeney | M| s Factor R‘(ag‘g,';g @QP) | (AV) L(.?nI.Dt)S
(MHz) (dBuV) (dB) (dB) (dBuV) | (dBuV) (dB)
0.393 N 25.25 10.03 35.28 58.00 48.00 | -22.72
0.438 L1 27.87 9.95 37.82 57.10 47.10 | -19.28
0.861 L1 21.70 9.81 31.51 56.00 46.00 | -24.49
2.882 L1 22.30 9.87 32.16 56.00 46.00 | -23.84

All other emission levels were at least 25 dB below the limit.

Measurements were done with the quasi-peak detector.

See figure 1-1 and figure 1-2 for the measurement plot of the L1 and N lines of AC power
line conducted emissions.
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Test Report No.
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Dates of Test

FcC ID: L6ARFL110LW
D 13, 2012-F 2 M h
December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

AC Conducted Emissions Test Graphs

Test Configuration 1

Figure 1-1: L1 lines
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Dates of Test

FCC ID: L6ARFL110LW
-F 2 March
%ecc;rg{a;r 13, 2012-February 25 and Marc IC: 2503A-RFL110LW

Test Report No.
RTS-6026-1302-17

AC Conducted Emission Test Results cont’d

Test Configuration 2

The BIackBerry® smartphone was tested on January 31, 2013.

The environmental test conditions were: Temperature: 25.1°C
Relative Humidity: 23 %
. .| Corrected _ . Margin
. Reading | Correction ; Limit Limit

Py | W s Factor R‘(ag‘g,')”g @QP) | (AV) L(.?nI.Dt)S

(MHz) (dBuV) (dB) (dB) (dBuV) | (dBuV) (dB)
0.150 L1 33.61 11.20 44.81 66.00 56.00 | -21.19
0.456 N 25.21 9.94 35.15 56.80 46.80 | -21.65
0.852 N 22.04 9.82 31.86 56.00 46.00 | -24.14
0.902 N 22.11 9.81 31.92 56.00 46.00 | -24.08
1.208 L1 27.45 9.80 37.25 56.00 46.00 | -18.75
1.406 L1 25.98 9.80 35.78 56.00 46.00 | -20.22
2.108 L1 30.16 9.83 39.99 56.00 46.00 | -16.02
2.292 L1 28.78 9.84 38.62 56.00 46.00 | -17.38
3.413 L1 24.25 9.89 34.14 56.00 46.00 | -21.86
3.638 L1 25.13 9.89 35.02 56.00 46.00 | -20.98
14.942 L1 26.59 10.07 36.66 60.00 50.00 | -23.34

All other emission levels were at least 25 dB below the limit.

Measurements were done with the quasi-peak detector

See figure 1-3 and figure 1-4 for the measurement plot of the L1 and N lines of AC power
line conducted emissions.

This report shall NOT be reproduced except in full without the written consent of RIM Testing Services
- A division of Research in Motion Limited.
Copyright 2005-2013 Page 22 of 152




pg,—, lesting EMI Test Report for the BlackBerry® smartphone Model RFL111LW
L7 Services APPENDIX 1

Dates of Test
Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW

RTS-6026-1302-17 27,2013 IC: 2503A-RFL110LW

AC Conducted Emissions Test Graphs

Test Configquration 2

Figure 1-3: L1 lines
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Dates of Test

FCC ID: L6ARFL110LW
- 2 March
%ec;r(])wfgr 13, 2012-February 25 and Marc IC: 2503A-RFL110LW

Test Report No.
RTS-6026-1302-17

AC Conducted Emissions Test Results cont’d

Test Configuration 3

The BlackBerry® smartphone was tested on January 31, 2013.

The environmental test conditions were: Temperature: 25.1°C
Relative Humidity: 23 %

: . |Corrected - Margin
. Reading | Correction . Limit
Frequency | Line Reading (QP)
(QP) Factor (QP) (QP) Limits

(MHz) (dBpV) (dB) (dB) | (dBupv) | (dB)

0150 | N | 39.53 1123 | 50.76 | 66.00 | -15.24
0.191 | L1 | 28.45 10.92 | 39.38 | 64.00 | -24.62
0249 | N | 31.18 1054 | 41.72 | 61.80 | -20.08
0.308 | N | 30.72 10.17 | 40.88 | 60.00 | -19.12

0.438 L1 40.22 9.95 50.17 57.10 -6.93
0.501 N 37.46 9.92 47.38 56.00 -8.62
0.960 L1 35.31 9.81 4512 56.00 | -10.88
1.113 L1 26.48 9.80 36.28 56.00 | -19.72
1.118 N 33.03 9.81 42.84 56.00 | -13.16
2.022 N 30.33 9.83 40.16 56.00 | -15.84
2.103 L1 24.57 9.83 34.40 56.00 | -21.61
3.008 N 28.36 9.88 38.24 56.00 | -17.76
3.624 L1 25.26 9.89 35.15 56.00 | -20.85

12.930 N 26.16 10.07 36.23 60.00 -23.77
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EMI Test Report for the BlackBerry® smartphone Model RFL111LW
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Test Report No.
RTS-6026-1302-17

Dates of Test

December 13, 2012-February 25 and March

27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

AC Conducted Emissions Test Results cont’d

Test Configuration 3 cont'd

Frequency | Line Reading | Correction CF?er;%ci::%d Limit Nzir\%m
(QP) Factor (QP) (AV) Limits

(MHz) (dBuV) (dB) (dB) (dBuVv) (dB)
0.150 N 33.47 11.23 44.70 46.00 | -11.30
0.191 L1 18.31 10.92 29.23 44.00 -24.77
0.249 N 23.79 10.54 34.33 41.80 | -17.47
0.308 N 25.92 10.17 36.09 40.00 -13.91
0.425 L1 30.32 9.97 40.29 37.40 -7.11
0.438 L1 33.89 9.95 43.84 37.10 -3.26
0.501 N 32.21 9.92 42.13 36.00 -3.87
0.960 L1 28.23 9.81 38.03 36.00 -7.97
1.113 L1 22.96 9.80 32.76 36.00 | -13.24
1.118 N 27.66 9.81 37.47 36.00 -8.53
2.022 N 24.93 9.83 34.76 36.00 | -11.24
2.103 L1 19.21 9.83 29.04 36.00 -16.96
2.288 L1 14.57 9.84 24.40 36.00 | -21.60
3.008 N 22.92 9.88 32.80 36.00 | -13.20
3.624 L1 19.59 9.89 29.48 36.00 | -16.52
12.930 N 20.58 10.07 30.65 40.00 -19.35

All other emission levels were at least 25 dB below the limit.
Measurements were done with the quasi-peak and average detectors
See figure 1-5 for the measurement plot of the L1 and N lines of AC power line conducted

emissions.
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AC Conducted Emissions Test Graphs

Test Configuration 3

Figure 1-5: L1 Lines
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AC Conducted Emission Test Results cont’d

Test Configuration 4

The BIackBerry® smartphone was tested on February 01, 2013

The environmental test conditions were: Temperature: 25.4°C
Relative Humidity: 17.6 %
. .| Corrected _ . Margin
. Reading | Correction ; Limit Limit
Frequency | Line Reading (QP)
(QP) Factor (QP) (QP) (AV) Limits
(MHz) (dBuV) (dB) (dB) (dBuV) | (dBuV) (dB)

0.155 L1 30.49 11.17 41.66 65.80 55.80 | -24.14
0.348 L1 27.93 10.09 38.02 59.00 49.00 | -20.98
0.398 L1 26.93 10.01 36.95 57.90 47.90 | -20.95

0.614 L1 24.60 9.85 34.46 56.00 46.00 | -21.55
0.861 L1 24.95 9.81 34.77 56.00 46.00 | -21.23
3.296 L1 22.92 9.89 32.80 56.00 46.00 | -23.20
3.471 L1 23.19 9.89 33.08 56.00 46.00 | -22.93
4.245 L1 24.57 9.90 34.47 56.00 46.00 | -21.53
4.299 N 21.17 9.91 31.07 56.00 46.00 | -24.93

All other emission levels were at least 25 dB below the limit.

Measurements were done with the quasi-peak and the average detectors.

See figure 1-6 and figure 1-7 for the measurement plot of the L1 and N lines of AC power
line conducted emissions.
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Test Report No. Dates of Test Fcc ID: L6ARFL110LW

RTS-6026-1302-17 December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

Radiated Emissions Test Results
Bluetooth Band

Date of Test: January 08, 2013
Measurements were performed by Feras Obeid.

The environmental test conditions were: Temperature: 25.2 °C
Relative Humidity: 17.4 %

The test distance was 3.0 metres with a EUT height of 0.8 metres, and sweep frequency of
30 MHz to 1 GHz.

The BIackBerry® smartphone in Bluetooth Tx mode was in horizontal position.

The frequency sweep measurements were performed in single frequency mode on
channels 0, 39 and 78 using packet types “DH5”, “2-DH5” and “3-DH5”.

All other emission levels were at least 25 dB below the limit.
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RTS-6026-1302-17 27, 2013 IC: 2503A-RFL110LW

Radiated Emissions Test Results cont’d
Bluetooth Band cont'd

Date of Test: December 17, 2012 -January 4, 2013
Measurements were performed by Masud Attayi

The environmental test conditions were: Temperature: 24.9-26°C
Relative Humidity: 18.3-25.1 %

The test distance was 3.0 metres with a EUT height of 0.8 metres, and sweep frequency of
1GHz to 25GHz.

The BIackBerry® smartphone in Bluetooth Tx mode was in horizontal down position.

The frequency sweep measurements were performed in single frequency mode on
channels 0, 39 and 78 using packet types “DHS”, “2-DH5” and “3-DHS5”.

Frequency Ch%r}nel Antenna ATeslt Detector M?isvlérled CorreCt:‘g? racer FieIdLS\t/r;elngth L;rr;)it@ MTesF
Occurrenc| Pol. | Height nge Priinglz/:/f}tiﬁgpa/ (reading+corr) | 7 argin

(MHz) € (VH) | (meters)| (Deg.) |(PK or QP) (R (dB) (dBm) (dBm) (dB)
1902.24 0 |[3DH5 H 300 136 |15.718 18.11 33.828 54 [-20.172

All other emission levels were at least 25 dB below the limit.
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RTS-6026-1302-17 27, 2013 IC: 2503A-RFL110LW

Band-Edge Compliance of RF Radiated Emissions Test Results
Bluetooth Band

Date of test: January 22, 2013
Measurements were performed by Savtej Sandhu.

The environmental test conditions were: Temperature: 26.4°C
Relative Humidity: 31 %

The BIackBerry® smartphone was in standalone, horizontal position and pattern type “Static
PBRS” in “DHS”, “2-DH5” and “3-DHS” modulation during the measurements.

The test distance was 3.0 metres.

Corrected | Delta | Corrected Diff. To
Channel | Freq. Rx Antenna Detector VBW Reading | Marker | Band edge Limit Limit
(MHz) | Type |POL. (dBuV/m) | (dB) (dBuV/m) | (dBuV/m)| (dB)
Low Channel, Packet Type DH5
0 2402 Horn \ PK 1 MHz 103.1 60.55 42.55 74 -31.45
0 2402 Horn H PK 1 MHz 106.22 61.81 44.41 74 -29.59
0 2402 Horn \ AVE. 10 Hz 96.04 60.55 35.49 54 -18.51
0 2402 Horn H AVE. 10 Hz 99.22 61.81 37.41 54 -16.59
High Channel, Packet Type DH5
78 2480 Horn \ PK 1 MHz 103.38 60.11 43.27 74 -30.73
78 2480 Horn H PK 1 MHz 108.49 61.16 47.33 74 -26.67
78 2480 Horn \ AVE. 10 Hz 96.41 60.11 36.3 54 -17.7
78 2480 Horn H AVE. 10 Hz 101.44 61.16 40.28 54 -13.72
Low Channel, Packet Type 2-DH5
0 2402 Horn \ PK 1 MHz 102.05 57.52 44.53 74 -29.47
0 2402 Horn H PK 1 MHz 104.7 59.56 45.14 74 -28.86
0 2402 Horn \ AVE. 10 Hz 86.88 57.52 29.36 54 -24.64
0 2402 Horn H AVE. 10 Hz 89.56 59.56 30 54 -24
High Channel, Packet Type 2-DH5
78 2480 Horn \ PK 1 MHz 102.05 57.56 44.49 74 -29.51
78 2480 Horn H PK 1 MHz 107.5 60.65 46.85 74 -27.15
78 2480 Horn \ AVE. 10 Hz 86.85 57.56 29.29 54 -24.71
78 2480 Horn H AVE. 10 Hz 92.28 60.65 31.63 54 -22.37
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FCC ID: L6ARFL110LW
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Band-Edge Compliance of RF Radiated Emissions Test Results cont'd

Bluetooth Band

Corrected | Delta | Corrected Diff. To
Channel | Freq. Rx Antenna | Detector VBW Reading | Marker | Band edge Limit Limit
(MHz) | Type |POL. (dBuV/im) | (dB) (dBuV/m) | (dBuV/m)| (dB)
Low Channel, Packet Type 3-DH5
0 2402 Horn \ PK 1 MHz 103.1 60.55 42.55 74 -31.45
0 2402 Horn H PK 1 MHz 106.22 61.81 44.41 74 -29.59
0 2402 Horn \ AVE. 10 Hz 96.04 60.55 35.49 54 -18.51
0 2402 Horn H AVE. 10 Hz 99.22 61.81 37.41 54 -16.59
High Channel, Packet Type 3-DH5
78 2480 Horn PK 1 MHz 103.38 60.11 43.27 74 -30.73
78 2480 Horn H PK 1 MHz 108.49 61.16 47.33 74 -26.67
78 2480 Horn \ AVE. 10 Hz 96.41 60.11 36.3 54 -17.7
78 2480 Horn H AVE. 10 Hz 101.44 61.16 40.28 54 -13.72

See figures 2-1 to 2-12 for the plots of the Bluetooth band-edge compliance.
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Test Report No.
RTS-6026-1302-17

Dates of Test

27,2013

December 13, 2012-February 25 and March

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

Bluetooth Band-Edge Compliance of RF Radiated Emissions cont’d

Figure 2-1: Band-Edge Compliance of RF Rad. Emissions.

Bluetooth, Single freq., Static PBRS,
DHS5, Channel 0, Pol: V, Detector: PK

Figure 2-2: Band-Edge Compliance of RF Rad. Emissions.

Bluetooth, Single freq., Static PBRS,
DHS5, Channel 0, Pol: H, Detector: PK
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Figure 2-3: Band-Edge Compliance of RF Rad. Emissions.
Bluetooth, Single freq., Static PBRS,
DH5, Channel 78, Pol: V, Detector: PK

Figure 2-4: Band-Edge Compliance of RF Rad. Emissions
Bluetooth, Single freq., Static PBRS,
DH5, Channel 78, Pol: H, Detector: PK
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EMI Test Report for the BlackBerry® smartphone Model RFL111LW

APPENDIX 2

Test Report No.
RTS-6026-1302-17

Dates of Test
December 13, 2012-February 25 and March

27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

Bluetooth Band-Edge Compliance of RF Radiated Emissions cont’d

Figure 2-5: Band-Edge Compliance of RF Rad. Emissions.

Bluetooth, Single freq., Static PBRS,
2-DH5, Channel 0, Pol: V, Detector: PK

Figure 2-6: Band-Edge Compliance of RF Rad. Emissions.

Bluetooth, Single freq., Static PBRS,
2-DH5, Channel 0, Pol: H, Detector: PK
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Figure 2-7: Band-Edge Compliance of RF Rad. Emissions.
Bluetooth, Single freq., Static PBRS,
2-DH5, Channel 78, Pol: V, Detector: PK

Figure 2-8: Band-Edge Compliance of RF Rad. Emissions.
Bluetooth, Single freq., Static PBRS,
2-DH5, Channel 78, Pol: H, Detector: PK
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Test Report No. ) FCC ID: L6ARFL110LW
RTS-6026-1302-17 g;acirgfgr 13, 2012-February 25 and March 1C: 2503A-RFL110LW

Bluetooth Band-Edge Compliance of RF Radiated Emissions cont’d

Figure 2-9: Band-Edge Compliance of RF Rad. Emissions. Figure 2-10: Band-Edge Compliance of RF Rad. Emissions.

Bluetooth, Single freq., Static PBRS, Bluetooth, Single freq., Static PBRS,
3-DH5, Channel 0, Pol: V, Detector: PK 3-DH5, Channel 0, Pol: H, Detector: PK
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Figure 2-11: Band-Edge Compliance of RF Rad. Emissions. Figure 2-12: Band-Edge Compliance of RF Rad. Emissions.
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Dates of Test

FCC ID: L6ARFL110LW
2012-F 2 March
%ec;rg{a;r 13, 20 ebruary 25 and Marc IC: 2503A-RFL110LW

Test Report No.
RTS-6026-1302-17

Radiated Emissions Test Results cont’d
Bluetooth Low Energy Band

Date of Test: January 09, 2013
Measurements were performed by Feras Obeid.

The environmental test conditions were: Temperature: 25.2 °C
Relative Humidity: 17.4 %

The test distance was 3.0 metres with a EUT height of 0.8 metres, and sweep frequency of
30 MHz to 1 GHz.

The BIackBerry® smartphone in Bluetooth Low Energy Tx mode was in horizontal position.

The frequency sweep measurements were performed in single frequency mode on
channels 0, 20 and 39.

All other emissions had a test margin of greater than 25.0 dB.

Date of Test: January 02, 17-18, 2013
Measurements were performed by Heng Lin.

The environmental test conditions were: Temperature: 24.7-25 .5°C
Relative Humidity: 18.1-20.0%

The test distance was 3.0 metres with a EUT height of 0.8 metres, and sweep frequency of
1GHz to 25GHz.

The BIackBerry® smartphone in Bluetooth Low Energy Tx mode was in horizontal down
position.

The frequency sweep measurements were performed in single frequency mode on
channels 0, 20 and 39.

All other emission levels were at least 25 dB below the limit.

This report shall NOT be reproduced except in full without the written consent of RIM Testing Services
- A division of Research in Motion Limited.
Copyright 2005-2013 Page 37 of 152



T~
1esting
OErVICEeS

EMI Test Report for the BlackBerry® smartphone Model RFL111LW
APPENDIX 2

Test Report No.

RTS-6026-1302-17

Dates of Test
December 13, 2012-February 25 and March
27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

Date of test: January 22, 2013
Measurements were performed by Savtej Sandhu.

Band-Edge Compliance of RF Radiated Emissions Test Results

Bluetooth Low Energy Band

The environmental test conditions were: Temperature: 26.4°C
Relative Humidity: 13 %
The BIackBerry® smartphone was in horizontal position.
The test distance was 3.0 metres.
Corrected | Delta | Corrected Diff. To
Channel | Freq. Rx Antenna | Detector VBW Reading | Marker | Band edge Limit Limit
(MHz) | Type |POL. (dBuV/m) | (dB) | (dBuV/m) | (dBuV/m)| (dB)
Low Channel, LE
0 2402 | Horn | V PK 1 MHz 99.28 | 57.36 41.92 74 -32.08
0 2402 | Horn | H PK 1 MHz 102.32 | 59.69 42.63 74 -31.37
0 2402 | Horn | V AVE. 10 Hz 94.58 | 57.36 37.22 54 -16.78
0 2402 | Horn | H AVE. 10 Hz 97.55 | 59.69 37.86 54 -16.14
High Channel, LE
39 2480 | Horn | V PK 1 MHz 98.67 | 55.61 43.06 74 -30.94
39 2480 | Horn | H PK 1 MHz 104.09 | 59.11 44.98 74 -29.02
39 2480 | Horn | V AVE. 10 Hz 93.91 | 55.61 38.3 54 -15.7
39 2480 | Horn | H AVE. 10 Hz 99.34 | 59.11 40.23 54 -13.77

See figures 2-13 to 2-16 for the plots of the Bluetooth Low Energy band-edge compliance.
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Test Report No.
RTS-6026-1302-17

December 13, 2012-February 25 and March IC: 2503A-RFL110

27,2013

p E> -4 lesting
T3 Services APPENDIX 2
Dates of Test FCC ID: L6ARFL110LW

LW

Figure 2-13: Band-Edge Compliance of RF Rad. Emissions.
Bluetooth Low Energy, Single freq.,

Bluetooth Low Energy Band-Edge Compliance of RF Radiated Emissions cont’d

Bluetooth Low Energy, Single freq.,
LE, Channel 0, Pol: H, Detector: PK

Figure 2-14: Band-Edge Compliance of RF Rad. Emissions.

LE, Channel 0, Pol: V, Detector: PK
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Figure 2-15: Band-Edge Compliance of RF Rad. Emissions.
Bluetooth Low Energy, Single freq.,

Figure 2-16: Band-Edge Compliance of RF Rad. Emissions
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Dates of Test

FcC ID: L6ARFL110LW
D 13, 2012-F 2 M h
December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

Test Report No.
RTS-6026-1302-17

Radiated Emissions Test Results cont’d
802.11b/g/n Band

Date of Test: January 09- 10, 2013
Measurements performed by Feras Obeid

The environmental test conditions were: Temperature: 25.1-25.6 °C
Relative Humidity: 16.5-17.6%

The test distance was 3.0 metres with a EUT height of 0.8 metres, and sweep frequency of
30 MHz to 1 GHz.

The BIackBerry® smartphone was in USB up position.

The frequency sweep measurements were performed in 802.11b Tx mode at 1 Mbps on
channels 1, 6 and 11, in 802.11g Tx mode at 6 Mbps on channels 1, 6 and 11, and in
802.11n Tx mode at MCS 0 on channels 1, 6 and 11.

All other emission levels were at least 25 dB below the limit.

This report shall NOT be reproduced except in full without the written consent of RIM Testing Services
- A division of Research in Motion Limited.
Copyright 2005-2013 Page 40 of 152



955'7 Testing EMI Test Report for the BlackBerry® smartphone Model RFL111LW
=== S

2 Services APPENDIX 2

Dates of Test
Test Report No. ) FCC ID: L6ARFL110LW
RTS-6026-1302-17 December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

Date of Test: December 13-17, 2012, and January 04-18, 2013
Measurements performed by Masud Attayi, Mahmood Ahmed, and Heng Lin.

The environmental test conditions were: Temperature: 24.6 —25.7 °C
Relative Humidity: 19.3-22.0 %

The test distance was 3.0 metres with a EUT height of 0.8 metres, and sweep frequency of
1GHz to 25GHz.

The BIackBerry® smartphone was in horizontal position.

The frequency sweep measurements were performed in 802.11b Tx mode at 1 Mbps on
channels 1, 6 and 11, in 802.11g Tx mode at 6 Mbps on channels 1, 6 and 11, and in
802.11n Tx mode at MCS 0 on channels 1, 6 and 11.

All emissions had a test margin of greater than 25.0 dB.

Correction Factor| Field Strength | ,. .
Frequency Ch%r}nel Antenna /Ieslt Detector MT_aeSVZTd for Level L|3ngt@ MTeSF
Occurrenc| Pol- | Height nge preamplantenna/ | (reading+corr) | > e
dBuV cables/ filter
(MHz) © | (VM) |(meters)| (Deg.) |(PKorap)| [@BHV) (dB) (dBm) (dBm) | (@B)
7385.6 11B Vv 1.00 {180.00| PK 32.32 16.82 49.14 74.00 |-24.86
7384.0 | 11B V | 1.00 [180.000 PK | 25.01 16.85 41.86 54.00 [-12.14

All other emission levels were at least 25 dB below the limit.
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EMI Test Report for the BlackBerry® smartphone Model RFL111LW

Test Report No.

RTS-6026-1302-17

Dates of Test
December 13, 2012-February 25 and March
27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11b/a/n Band-Edge Compliance of RF Radiated Emissions

Date of Tests: February 25, 2013
Measurements performed by Savtej Sandhu.

The environmental test conditions were: Temperature:

Relative Humidity:

802.11b Band

24 °C
34 %

The measurements were performed on BIackBerry® smartphone in standalone, USB up
configuration on channels 1 and 11 for 802.11b mode at 1 Mbps.

The test distance was 3 metres.

Carrier Peak
Detec Freq |Corrected| Delta Corrected
Channel |  Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit |[Diff. To Limit
(MHz) | Type | POL. @BWY) | (gBuvim)|  (dB) | (dBuVim) (dB‘;V/ M ()
1.0 |2412.00| Horn Vv PK | 1MHz 91.05| 100.87 46.55 54.32| 74.00 -19.68
1.0 |2412.00| Horn H PK | 1MHz 98.36| 108.18 49.31 58.87| 74.00 -15.13
1.0 |2412.00| Horn V | AV | 10Hz 87.86 97.68 57.34 40.34| 54.00 -13.66
1.0 |2412.00| Horn H AV | 10 Hz 94.72| 104.54 57.26 47.28| 54.00 -6.72
Carrier Peak
Detec Freq |Corrected| Delta Corrected
Channel |  Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit |[Diff. To Limit
(MHz) | Type | POL. @BWY) | (gBuvim)|  (dB) | (dBuvim) (dB‘;V/ M ()
11.0] 2462.00| Horn Vv PK | 1MHz 92.97] 103.89 48.11 55.78] 74.00 -18.22
11.0] 2462.00| Horn H PK | 1MHz 98.59| 109.51 49.34 60.17| 74.00 -13.83
11.0] 2462.00| Horn V AV | 10 Hz 89.81 100.73 57.55 43.18] 54.00 -10.82
11.0] 2462.00| Horn H AV | 10 Hz 95.35] 106.27 57.07 49.20] 54.00 -4.80

This report shall NOT be reproduced except in full without the written consent of RIM Testing Services

- A division of Research in Motion Limited.
Copyright 2005-2013

Page 42 of 152




| 2

Jesting
Services

APPENDIX 2

EMI Test Report for the BlackBerry® smartphone Model RFL111LW

Test Report No.

RTS-6026-1302-17

Dates of Test
December 13, 2012-February 25 and March
27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11g Band

The measurements were performed on the BIackBerry® smartphone in standalone, USB up
configuration on channels 1 and 11 for 802.11g mode at 6 Mbps.

The test distance was 3 metres.

Carrier Peak
Detec Freq |Corrected| Delta Corrected
Channel |  Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit |[Diff. To Limit
(MHz) | Type | POL. @BWY) | (gBuvim)|  (dB) | (dBuVim) (dB‘;V/ M ()
1.0 |2412.00| Horn V PK | 1MHz 90.72] 100.54 38.92 61.62] 74.00 -12.38
1.0 |2412.00| Horn H PK | 1MHz 97.99] 107.81 40.09 67.72] 74.00 -6.28
1.0 |2412.00| Horn V AV | 10 Hz 81.49 91.31 48.47 42.84| 54.00 -11.16
1.0 |2412.00| Horn H AV | 10 Hz 88.75 98.57 48.07 50.50] 54.00 -3.50
Carrier Peak
Detec Freq |Corrected| Delta Corrected
Channel | Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit |Diff. To Limit
(MHz) | Type | POL. @BWY) | (gBuvim)|  (dB) | (dBuVim) (dBL;V/ m ()
11.0| 2462.00, Horn \ PK | 1MHz 89.79] 100.71 43.71 57.00] 74.00 -17.00
11.0| 2462.00, Horn H PK | 1MHz 95.15] 106.07 41.99 64.08| 74.00 -9.92
11.0| 2462.00, Horn \ AV | 10 Hz 80.33 91.25 48.90 42.35] 54.00 -11.65
11.0| 2462.00, Horn H | AV | 10Hz 85.91 96.83 48.90 47.93] 54.00 -6.07
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Test Report No.
RTS-6026-1302-17

Dates of Test
December 13, 2012-February 25 and March
27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11n Band

The measurements were performed on the BIackBerry® smartphone in standalone, USB up
configuration on channels 1 and 11 for 802.11n mode at MCS 0.

The test distance was 3 metres.

Carrier Peak
Detec Freq |Corrected| Delta Corrected
Channel |  Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit |[Diff. To Limit
(MHz) | Type | POL. (@BW) | Buvim)|  (dB) | (dBuvim) (dB‘;V/ M B
1.0 |2412.00| Horn V PK | 1MHz 90.22| 100.04 37.72 62.32] 74.00 -11.68
1.0 |2412.00| Horn H PK | 1MHz 98.69] 108.51 37.21 71.30] 74.00 -2.70
1.0 |2412.00| Horn V AV | 10 Hz 81.08 90.90 47.37 43.53| 54.00 -10.47
1.0 |2412.00| Horn H AV | 10 Hz 88.31 98.13 46.77 51.36] 54.00 -2.64
Carrier Peak
Detec Freq |Corrected| Delta Corrected
Channel | Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit |Diff. To Limit
(MHz) | Type | POL. @BWY) | (gBuvim)|  (dB) | (dBuVim) (dBL;V/ m ()
11.0 |2462.00| Horn Vv PK | 1 MHz 89.1 100.02 41.41 58.61| 74.00 -15.39
11.0 |2462.00| Horn H PK | 1 MHz 95.13| 106.05 41.69 64.36| 74.00 -9.64
11.0 |2462.00| Horn Vv AV | 10 Hz 80.19 91.11 47.93 43.18] 54.00 -10.82
11.0 |2462.00| Horn H | AV | 10Hz 85.54 96.46 48.08 48.38] 54.00 -5.62

See figures 2-17 to 2-20 for the plots of the 802.11b band-edge compliance.
See figures 2-21 to 2-24 for the plots of the 802.11g band-edge compliance.
See figures 2-25 to 2-28 for the plots of the 802.11n band-edge compliance.
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Dates of Test

FcC ID: L6ARFL110LW
D 13, 2012-F 2 M h
December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

Test Report No.
RTS-6026-1302-17

802.11b/a/n Band-Edge Compliance of RF Radiated Emissions cont’d

Figure 2-17: Band-Edge Compliance of RF Radiated Emission  Figure 2-18: Band-Edge Compliance of RF Radiated Emission

802.11b, Channel 1, 2412 MHz, Max Pol: V, 802.11b, Channel 1, 2412 MHz, Max Pol: H,
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Figure 2-19: Band-Edge Compliance of RF Radiated Emission  Figure 2-20: Band-Edge Compliance of RF Radiated Emission
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APPENDIX 2

Test Report No. Dates of Test

RTS-6026-1302-17 27,2013

December 13, 2012-February 25 and March

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

Figure 2-21: Band-Edge Compliance of RF Radiated Emission

802.11g, Channel 1, 2412 MHz, Max Pol: V,
Detector: PK

Figure 2-22: Band-Edge Compliance of RF Radiated Emission

802.11g, Channel 1, 2412 MHz, Max Pol: H,
Detector: PK
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Figure 2-23: Band-Edge Compliance of RF Radiated Emission  Figure 2-24: Band-Edge Compliance of RF Radiated Emission
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APPENDIX 2

Test Report No.
RTS-6026-1302-17

Dates of Test

FcC ID: L6ARFL110LW
D 13, 2012-F 2 M h
December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

Figure 2-25: Band-Edge Compliance of RF Radiated Emission
802.11n, Channel 1, 2412 MHz, Max Pol: V,

Detector: PK

802.11n, Channel 1, 2412 MHz, Max Pol: H,
Detector: PK

Figure 2-26: Band-Edge Compliance of RF Radiated Emission
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Figure 2-27: Band-Edge Compliance of RF Radiated Emission  Figure 2-28: Band-Edge Compliance of RF Radiated Emission
802.11n, Channel 11, 2462 MHz, Max Pol: V, 802.11n, Channel 11, 2462 MHz, Max Pol: H,
Detector: PK Detector: PK
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EMI Test Report for the BlackBerry® smartphone Model RFL111LW

APPENDIX 3

Test Report No.
RTS-6026-1302-17

Dates of Test
December 13, 2012-February 25 and March
27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

APPENDIX 3 — 802.11a/n RADIATED EMISSIONS TEST DATA
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355'7 Testing EMI Test Report for the BlackBerry® smartphone Model RFL111LW

s SEervices APPENDIX 3

Dates of Test
Test Report No. ) FCC ID: L6ARFL110LW
RTS-6026-1302-17 December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

Radiated Emissions Test Resulis
802.11a Band

Date of Test: January 25, 2013
Measurements were performed by Savtej Sandhu

The environmental test conditions were: Temperature: 25.6 °C
Relative Humidity: 16.5 %

The test distance was 3.0 metres with a EUT height of 0.8 metres, and sweep frequency of
30 MHz to 1 GHz.

The BlackBerry® smartphone was in USB up position.

The frequency sweep measurements were performed in 802.11a Tx mode at 6 Mbps on
channels 36, 48, 64, 100, 140 and 165.

All other emission levels were at least 25 dB below the limit.
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255'7 Testing EMI Test Report for the BIackBerry® smartphone Model RFL111LW
=== Services APPENDIX 3

3

Dates of Test

FcC ID: L6ARFL110LW
D 13, 2012-F 2 M h
December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

Test Report No.
RTS-6026-1302-17

Radiated Emissions Test Results
802.11a Band

Date of Test: December 17, 2012 January 07-30, 2013
Measurements were performed by Masud Attayi, Mahmood Ahmed, and Heng Lin.

The environmental test conditions were: Temperature: 24.9-26 °C
Relative Humidity: 19.3-36.9 %

The test distance was 3.0 metres with a EUT height of 0.8 metres, and sweep frequency of
1GHz to 40GHz.

The BIackBerry® smartphone was in horizontal position.

The frequency sweep measurements were performed in 802.11a Tx mode at 6 Mbps on
channels 36, 48, 64, 100, 140 and 165.

Correction Factor| Figl h| .
Frequenc Channel Antenna Test O e Measured for |edL§\tlree|ngt Limit @ Tes?
q y of Anale Level 3.0m | Margin
Occurrenc| Pol- | Height g preamp/antenna/ | (reading+corr) |~ :
. (dBuY) cables/ filter

(MHz) (VIH) | (meters)| (Deg.) |(PKor @P)[ ‘“H (dB) (dBm) (dBm) | (@B)
7093.432 g4 | v | 2.00 [196.000 PK | 2514 | 16.03 4117 | 54.00 |-12.83
1095503 'g6n | v | 1.00 [203.00) PK |30.71 | 2249 5321 | 74.00 |-20.80
10320'67 36A | V | 1.00 [193.00] PK | 19.75 | 2259 4234 | 54.00 |-11.67
7093.432 g4n | v | 2.00 [196.000 PK | 2514 | 16.03 4117 | 54.00 |-12.83

All other emission levels were at least 25 dB below the limit.
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355'7 Testing EMI Test Report for the BlackBerry® smartphone Model RFL111LW

s SEervices APPENDIX 3

Dates of Test
Test Report No. ) FCC ID: L6ARFL110LW
RTS-6026-1302-17 December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

Radiated Emissions Test Results cont’d
802.11n Band

Date of Test: January 25, 2013
Measurements were performed by Savtej Sandhu.

The environmental test conditions were: Temperature: 25.6 °C
Relative Humidity: 16.5 %

The test distance was 3.0 metres with a EUT height of 0.8 metres, and sweep frequency of
30 MHz to 1 GHz.

The BIackBerry® smartphone was in USB up position.

The frequency sweep measurements were performed in 802.11n Tx mode at MCS 0 on
channels 36, 64 and 165.

All other emission levels were at least 25 dB below the limit.
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EMI Test Report for the BlackBerry® smartphone Model RFL111LW

APPENDIX 3

Test Report No.
RTS-6026-1302-17

2013

Dates of Test
December 13, 2012-February 25 and March
27,

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

Radiated Emissions Test Results cont’d

802.11n Band

Date of Test: December 17, 2012 and Janaury 07-30, 2013
Measurements were performed by Mahmood Ahmed and Heng Lin

The environmental test conditions were: Temperature:
Relative Humidity:

24.9 - 26 °C
17.2 — 36.9%

The test distance was 3.0 metres with a EUT height of 0.8 metres, and sweep frequency of
1GHz to 40GHz.

The BIackBerry® smartphone was in horizontal position.

The frequency sweep measurements were performed in 802.11n Tx mode at MCS 0 on
channels 36, 48, 64, 100, 140 and 165.

s [
Frequency occurrencl Pol- | Height Angle eve preamplantennal| (reading--corn) 3.0m | Margin
o (dBuY) cables/ filter

(MHz) (VIH) | (meters)| (Deg.) |(PKor@P)[ ‘“H (dB) (dBm) (dBm) | (@B)
7093.368] 64N | V | 2.00 |194.00] PK | 33.30 | 16.03 4933 | 74.00 |-24.67
7093.456] 64N | V | 1.00 [182.00] PK | 24.19 | 16.03 4022 | 54.00 |-13.78
10321'71 36N | V | 1.00 [192.000 PK | 3075 | 2257 5331 | 74.00 |-20.69
10330'18 36N | V | 1.00 [184.000 PK | 18.90 | 22.60 4150 | 54.00 |-12.50

All other emission levels were at least 25 dB below the limit.
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APPENDIX 3

EMI Test Report for the BlackBerry® smartphone Model RFL111LW

Test Repo

RTS-6026-1302-17

rt No.

Dates of Test
December 13, 2012-February 25 and March
27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11a Band-Edge Compliance of RF Radiated Emissions

Date of Tests: February 25, 2013
Measurements performed by Savtej Sandhu.

The environmental test conditions were: Temperature:

Relative Humidity:

26.4 °C
13 %
The measurements were performed on BlackBerry® smartphone in standalone, USB up
configuration on channels 36, 64, 100, 140, 149 and 165 for 802.11a mode at 6 Mbps.
The test distance was 3 metres.
Centre at Band-Edge: 5150 MHz

Carrier Peak Diff.
Detec Freq |Corrected| Delta Corrected To
Channel | Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit | Limit
(MHz) | Type | POL. (@BW) | Buvim)|  (dB) | (dBuvim) (dB‘;V/ M (aB)
36.0 | 5180.0 | Horn Vv PK | 1 MHz 78.44| 101.65 38.91 62.74| 74.00/-11.26
36.0 | 5180.0 | Horn H PK | 1 MHz 88.33] 111.54 46.74 64.80] 74.00] -9.20
36.0 | 5180.0 | Horn Vv AV | 10 Hz 69.64 92.85 42.64 50.21] 54.00| -3.79
36.0 | 5180.0 | Horn H AV | 10 Hz 78.89] 102.10 49.39 52.71] 54.00] -1.29
Centre at Band-Edge: 5350 MHz
Carrier Peak Diff.
Detec Freq |Corrected| Delta Corrected To
Channel | Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit | Limit
(MHz) | Type | POL. @BWY) | (gBuvim)|  (dB) | (dBuVim) (dBL;V/ ™ (@B)
64.0 | 5320.0 | Horn \ PK | 1 MHz 75.86 99.82 35.40 64.42| 74.00| -9.58
64.0 | 5320.0 | Horn H PK | 1 MHz 87.70] 111.66 46.10 65.56| 74.00| -8.44
64.0 | 5320.0 | Horn V | AV | 10Hz 67.08 91.04 40.08 50.96] 54.00| -3.04
64.0 | 5320.0 | Horn H AV | 10 Hz 77.60] 101.56 48.10 53.46] 54.00] -0.54
Centre at Band-Edge: 5460 MHz
Carrier Peak Diff.
Detec Freq |Corrected| Delta Corrected To
Channel |  Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit | Limit
(MHz) | Type | POL. @BWV) | gBuvim)|  (@B) | (dBuvim) (dB‘;V/ M (@B)
100.00] 5500.0| Horn Vv PK |1 MHz 72.51 97.56 32.59 64.97| 74.00| -9.03
100.00] 5500.0| Horn H PK |1 MHz 82.36] 107.41 41.19 66.22| 74.00| -7.78
100.00] 5500.0| Horn V |AV | 10Hz 63.30 88.35 36.30 52.05] 54.00| -1.95
100.00] 5500.0] Horn H | AV | 10Hz 73.2 98.25 44.86 53.39] 54.00] -0.61
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955'7 Testing EMI Test Report for the BlackBerry® smartphone Model RFL111LW
F=Z590 services APPENDIX 3
Test Report No. Dates of Test Fcc ID: L6ARFL110LW

RTS-6026-1302-17

December 13, 2012-February 25 and March
27, 2013

IC: 2503A-RFL110LW

802.11a Band-Edge Compliance of RF Radiated Emissions cont’'d

Centre at Band-Edge: 5725 MHz

Carrier Peak Diff.
Detec Freq |Corrected| Delta Corrected To
Channel |  Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit | Limit
(MHz) | Type | POL. @BWY) | (gBuvim)|  (dB) | (dBuVim) (dB‘;V/m (dB)
140.0 | 5700.0 | Horn Vv PK | 1 MHz 80.25] 105.69 39.43 66.26] 68.20| -1.94
140.0 | 5700.0 | Horn H PK | 1 MHz 83.35] 108.79 42.35 66.44| 68.20| -1.76
Centre at Band-Edge: 5725 MHz
Carrier Peak Diff.
Detec Freq |Corrected| Delta Corrected To
Channel |  Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit | Limit
(MHz) | Type | POL. @BWY) | (gBuvim)|  (dB) | (dBuVim) (dB‘;V/m (dB)
149.00) 5745.0] Horn Vv PK | 1 MHz 80.96] 106.80 40.16 66.64| 78.20|-11.56
149.00) 5745.0] Horn H PK | 1 MHz 82.94] 108.78 41.63 67.15] 78.20]-11.05
Centre at Band-Edge: 5715 MHz
Carrier Peak Diff.
Detec Freq |Corrected| Delta Corrected To
Channel |  Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit | Limit
(MHz) | Type | POL. @BWY) | (gBuvim)|  (dB) | (dBuvim) (dB‘;V/m (dB)
149.00, 5745.0] Horn Vv PK | 1 MHz 80.96] 106.80 40.34 66.46| 68.20| -1.74
149.00, 5745.0] Horn H PK | 1 MHz 82.94] 108.78 41.51 67.27] 68.20] -0.93
Centre at Band-Edge: 5805 MHz
Carrier
Freq | Corrected Delta
Channel | Freq. | RxAntenna |Detector] VBW |Reading| Reading Marker Remarks
Buv
(MHz) | Type |POL. @BUV) | 4Buvim) | (dBo)
165.0 | 5825. | Hom | V | PK | 1MHz | 81.93 108.32| 40.02 |Noresticted band on border;
20dBc requirement valid
165.0 | 5825. | Horn | H PK 1 MHz 81.58 107.97| 40.22 instead
Centre at Band-Edge: 5850 MHz
Carrier
Freq | Corrected Delta
Channel | Freq. | RxAntenna |Detector] VBW |Reading| Reading Marker Remarks
Buv
(MHz) | Type |POL. @BUV) | gBuvim) | (dBo)
165.0 | 5825. | Horn | V | PK | 1MHz | 81.93] 108.32|  40.7| "o resticted band on border;
20dBc requirement valid
165.0 | 5825. | Horn | H PK 1 MHz 81.58 107.97 40.48 instead
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955'7 Testing EMI Test Report for the BlackBerry® smartphone Model RFL111LW
L1 OETVICE! APPENDIX 3
Test Report No. Dates of Test Fcc ID: L6ARFL110LW

RTS-6026-1302-17

December 13, 2012-February 25 and March
27, 2013

IC: 2503A-RFL110LW

802.11n Band-Edge Compliance of RF Radiated Emissions

Date of Tests: February 25, 2013
Measurements performed by Savtej Sandhu.

The environmental test conditions were: Temperature:

Relative Humidity:

26.4 °C
13 %

The measurements were performed on BIackBerry® smartphone in standalone, USB up
configuration on channels 36, 64 and 165 for 802.11n mode at MCS 0.
The test distance was 3 metres.
Centre at Band-Edge: 5150 MHz

Carrier Peak Diff.
Detec Freq |Corrected| Delta Corrected To
Channel |  Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit | Limit
(MHz) | Type | POL. @BWY) | (gBuvim)|  (dB) | (dBuVim) (dB‘;V/ M (@B)
36.0 | 5180.0 | Horn Vv PK | 1 MHz 78.45| 101.66 38.97 62.69| 74.00/-11.31
36.0 | 5180.0 | Horn H PK | 1 MHz 88.43] 111.64 46.57 65.07 74.00] -8.93
36.0 | 5180.0 | Horn Vv AV | 10 Hz 69.23 92.44 42.23 50.21] 54.00] -3.79
36.0 | 5180.0 | Horn H AV | 10 Hz 78.56] 101.77 49.06 52.71] 54.00] -1.29
Centre at Band-Edge: 5350 MHz
Carrier Peak Diff.
Detec Freq |Corrected| Delta Corrected To
Channel | Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit | Limit
(MHz) | Type | POL. @BWY) | (gBuvim)|  (dB) | (dBuVim) (dB‘;V/ M (B)
64.0 | 5320.0 | Horn Vv PK | 1 MHz 75.64 99.60 35.46 64.14] 74.00] -9.86
64.0 | 5320.0 | Horn H PK | 1 MHz 86.46] 110.42 44.61 65.81] 74.00] -8.19
64.0 | 5320.0 | Horn V | AV | 10Hz 66.75 90.71 39.75 50.96] 54.00] -3.04
64.0 | 5320.0 | Horn H AV | 10 Hz 77.32] 101.28 47.82 53.46] 54.00] -0.54
Centre at Band-Edge: 5460 MHz
Carrier Peak Diff.
Detec Freq |Corrected| Delta Corrected To
Channel |  Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit | Limit
(MHz) | Type | POL. @BWY) | (gBuvim)| () | (dBuvim) (dB‘;V’ ™ (@B)
100.00] 5500.0] Horn Vv PK | 1 MHz 72.07 97.12 31.80 65.32] 74.00| -8.68
100.00] 5500.0] Horn H PK | 1 MHz 81.41 106.46 40.71 65.75| 74.00] -8.25
100.00] 5500.0{ Horn V | AV | 10Hz 62.66 87.71 35.66 52.05| 54.00] -1.95
100.00] 5500.0] Horn H AV | 10 Hz 72.92 97.97 44.58 53.39] 54.00] -0.61
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EMI Test Report for the BlackBerry® smartphone Model RFL111LW

APPENDIX 3

Test Repo

RTS-6026-1302-17

rt No.

Dates of Test
December 13, 2012-February 25 and March
27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11a Band-Edge Compliance of RF Radiated Emissions cont'd

Centre at Band-Edge: 5725 MHz

Carrier Peak Diff.
Detec Freq |Corrected| Delta Corrected To
Channel |  Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit | Limit
(MHz) | Type | POL. (@BW) | Buvim)|  (dB) | (dBuvim) (dB‘;V/m (dB)
140.0 | 5700.0 | Horn \ PK | 1 MHz 79.97] 105.41 38.89 66.52| 68.20| -1.68
140.0 | 5700.0 | Horn H PK | 1 MHz 82.76] 108.20 41.67 66.53] 68.20| -1.67
Centre at Band-Edge: 5725 MHz
Carrier Peak Diff.
Detec Freq |Corrected| Delta Corrected To
Channel |  Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit | Limit
(MHz) | Type | POL. (@BW) | Buvim)|  (dB) | (dBuvim) (dB‘;V/m (dB)
149.00| 5745.0] Horn Vv PK | 1 MHz 80.27] 106.11 38.86 67.25| 78.20/-10.95
149.00] 5745.0] Horn H PK | 1 MHz 82.39] 108.23 41.08 67.15] 78.20[-11.05
Centre at Band-Edge: 5715 MHz
Carrier Peak Diff.
Detec Freq |Corrected| Delta Corrected To
Channel | Freq. Rx Antenna | tor | VBW | Reading | Reading | Marker | Bandedge | Limit | Limit
(MHz) | Type | POL. @BWY) | (gBuvim)|  (dB) | (dBuVim) (dBL;V/m (dB)
149.00] 5745.0] Horn \ PK | 1 MHz 80.27] 106.11 39.24 66.87| 68.20] -1.33
149.00] 5745.0| Horn H PK | 1 MHz 82.39] 108.23 41.20 67.03] 68.20| -1.17
Centre at Band-Edge: 5805 MHz
Carrier
Freq | Corrected Delta
Channel | Freq. | RxAntenna |Detector] VBW |Reading| Reading Marker Remarks
(MHz) | Type |POL. @BUV) | aBuvim) | (dBo)
165.0 | 5825. | Horn | V. | PK | 1MHz | 81.78 108.17|  40.43|NO restricted band on border;
20dBc requirement valid
165.0 | 5825. | Horn | H PK | 1 MHz 81.57| 107.96 39.55 instead
Centre at Band-Edge: 5850 MHz
Carrier
Freq | Corrected Delta
Channel | Freq. | RxAntenna |Detector] VBW |Reading| Reading Marker Remarks
(MHz) | Type |POL. @BUY) | aBuvim) | (dBo)
165.0 | 5825. | Horn | V. | PK | 1MHz | 81.78 108.17|  40.87|No restricted band on border;
20dBc requirement valid
165.0 | 5825. | Horn | H PK | 1 MHz 81.57| 107.96 40.18 instead
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EMI Test Report for the BlackBerry® smartphone Model RFL111LW

APPENDIX 3

Test Report No.
RTS-6026-1302-17

Dates of Test

27,2013

December 13, 2012-February 25 and March

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11a Band-Edge Compliance of RF Radiated Emissions cont'd

Figure 3-1: Band-Edge Compliance of RF Radiated Emission
802.11a, Ch 36, 5180 MHz, Centre of Band-Edge: 5150 MHz

Pol: V, Detector: PK
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Figure 3-2: Band-Edge Compliance of RF Radiated Emission
802.11a, Ch 36, 5180 MHz, Centre of Band-Edge: 5150 MHz

Pol: H, Detector: PK
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Figure 3-3: Band-Edge Compliance of RF Radiated Emission
802.11a, Ch 64, 5320 MHz, Centre of Band-Edge: 5350 MHz

Pol: V, Detector: PK
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Figure 3-4: Band-Edge Compliance of RF Radiated Emission
802.11a, Ch 64, 5320 MHz, Centre of Band-Edge: 5350 MHz

Pol: H, Detector: PK

® Ref Lvl

107 dBpv

RBW 10 dB
VBW

SWT

1 MHz
10 Hz
25 s

RF Att

Unit

dBpv

107

1E2

10

9

1

1

Center 5.35 GHz

Date: 25.FEB.2013 15:51:17

10 MHZ/ Span 100 MHz

Center 5.35 GHz

Date: 25.FEB.2013 13:08:09

10 MHZ/ Span 100 MHz

This report shall NOT be reproduced except in full without the written consent of RIM Testing Services
- A division of Research in Motion Limited.

Copyright 2005-2013

Page 57 of 152



B2l &%

e

APPENDIX 3

EMI Test Report for the BlackBerry® smartphone Model RFL111LW

Test Report No.
RTS-6026-1302-17

Dates of Test
December 13, 2012-February 25 and March
27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11a Band-Edge Compliance of RF Radiated Emissions cont’'d

Figure 3-5: Band-Edge Compliance of RF Radiated Emission
802.11a, Ch 100, 5500 MHz, Centre of Band-Edge: 5460 MHz

Pol: V, Detector: PK

Pol: H, Detector: PK

Figure 3-6: Band-Edge Compliance of RF Radiated Emission.
802.11a, Ch 100, 5500 MHz, Centre of Band-Edge: 5460 MHz
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Figure 3-7: Band-Edge Compliance of RF Radiated Emission.
802.11a, Ch 140, 5700 MHz, Centre of Band-Edge: 5725 MHz

Pol: V, Detector: PK
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Figure 3-8: Band-Edge Compliance of RF Radiated Emission.
802.11a, Ch 140, 5700 MHz, Centre of Band-Edge: 5725 MHz

RBW 1 MHz RF Att 10 dB
VBW 1 MHz
SWT 100 ms Unit dBpv

10

10

9

Center 5.725 GHz

Date: 25.FEB.2013 15:24:15

Center 5.725 GHz

10 MHzZ/ Span 100 MHz

Date: 25.FEB.2013 14:19:16

10 MHz/ Span 100 MHz

This report shall NOT be reproduced except in full without the written consent of RIM Testing Services
- A division of Research in Motion Limited.

Copyright 2005-2013

Page 58 of 152



Services

L=

Bg;',’.i Jesting EMI Test Report for the BlackBerry® smartphone Model RFL111LW

APPENDIX 3

Test Report No. Dates of Test

RTS-6026-1302-17 27,2013

December 13, 2012-February 25 and March

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11a Band-Edge Compliance of RF Radiated Emissions cont’'d

Figure 3-9: Band-Edge Compliance of RF Radiated Emission
802.11a, Ch 149, 5745 MHz, Centre of Band-Edge: 5725 and
5715MHz

Pol: V, Detector: PK

Figure 3-10: Band-Edge Compliance of RF Radiated Emission.
802.11a, Ch 149, 5745 MHz, Centre of Band-Edge: 5725 and 5715
MHz

Pol: H, Detector: PK
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Figure 3-13: Band-Edge Compliance of RF Radiated Emission
802.11a, Ch 165, 5825 MHz, Centre of Band-Edge: 5805 MHz
Pol: V, Detector: PK

Figure 3-14: Band-Edge Compliance of RF Radiated Emission.
802.11a, Ch 165, 5825 MHz, Centre of Band-Edge: 5805 MHz
Pol: H, Detector: PK
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802.11n Band-Edge Compliance of RF Radiated Emissions

Figure 3-1: Band-Edge Compliance of RF Radiated Emission
802.11n, Ch 36, 5180 MHz, Centre of Band-Edge: 5150 MHz
Pol: V, Detector: PK

Figure 3-2: Band-Edge Compliance of RF Radiated Emission
802.11n, Ch 36, 5180 MHz, Centre of Band-Edge: 5150 MHz
Pol: H, Detector: PK
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Figure 3-3: Band-Edge Compliance of RF Radiated Emission
802.11n, Ch 64, 5320 MHz, Centre of Band-Edge: 5350 MHz
Pol: V, Detector: PK
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Figure 3-4: Band-Edge Compliance of RF Radiated Emission
802.11n Ch 64, 5320 MHz, Centre of Band-Edge: 5350 MHz
Pol: H, Detector: PK
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802.11n Band-Edge Compliance of RF Radiated Emissions cont’'d

Figure 3-5: Band-Edge Compliance of RF Radiated Emission
802.11n, Ch 100, 5500 MHz, Centre of Band-Edge: 5460 MHz

Pol: V, Detector: PK

Pol: H, Detector: PK

Figure 3-6: Band-Edge Compliance of RF Radiated Emission.
802.11n, Ch 100, 5500 MHz, Centre of Band-Edge: 5460 MHz
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Figure 3-7: Band-Edge Compliance of RF Radiated Emission.
802.11n, Ch 140, 5700 MHz, Centre of Band-Edge: 5725 MHz

Pol: V, Detector: PK
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Figure 3-8: Band-Edge Compliance of RF Radiated Emission.
802.11n, Ch 140, 5700 MHz, Centre of Band-Edge: 5725 MHz
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December 13, 2012-February 25 and March

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11n Band-Edge Compliance of RF Radiated Emissions cont’'d

Figure 3-9: Band-Edge Compliance of RF Radiated Emission
802.11n, Ch 149, 5745 MHz, Centre of Band-Edge: 5725 MHz
Pol: V, Detector: PK
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Figure 3-10: Band-Edge Compliance of RF Radiated Emission.
802.11n, Ch 149, 5745 MHz, Centre of Band-Edge: 5725 MHz
Pol: H, Detector: PK
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Figure 3-13: Band-Edge Compliance of RF Radiated Emission
802.11n, Ch 165, 5825 MHz, Centre of Band-Edge: 5805 MHz
Pol: V, Detector: PK
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Figure 3-14: Band-Edge Compliance of RF Radiated Emission.

802.11n, Ch 165, 5825 MHz, Centre of Band-Edge: 5805 MHz
Pol: H, Detector: PK
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Dates of Test

FcC ID: L6ARFL110LW
D 13, 2012-F 2 M h
December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

Test Report No.
RTS-6026-1302-17

Bluetooth RF Conducted Emission Test Results

Bluetooth power output from BIackBerry® smartphone was at maximum for all the recorded
measurements shown below.
The measurements were performed by Berkin Can

Date of test: January 8-9, 2013

Test Setup Diagram

HP P/S
66328 HP
Spectrum
3.7 volts
| Analyzer
|
Mini Circuit Weinschel Mini Circuit R&S
EUT || Attenuator Splitter Attenuator Model CBT
(6 dB) (6 dB) (6 dB) Bluetooth Tester

A reference offset of 12.4 dB was applied to the spectrum analyzer reference level for the
attenuators and coaxial cable loss in the test circuit.

The environmental test conditions were: Temperature: 23.1-23.8 °C
Relative Humidity:  25.6-25.8 %
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RTS-6026-1302-17
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Bluetooth RF Conducted Emission Test Results cont’'d

20 dB Bandwidth

The EUT met the requirements of the 20 dB bandwidth as per 47 CFR 15.247(a) and
RSS-210. Low channel (0), middle channel (39) and high channel (78) were measured.
Bluetooth was operating in single frequency mode.

Using pattern type “Static PBRS” and packet type “DH5” during the measurements.

Bluetooth Channel (IRIIIIITI“zt) Meas(ul\;‘ltie_lci)Level
0 <1.0 917.000
39 <1.0 922.600
78 <1.0 917.900

See figures 4-1 to 4-3 for the plots of the 20 dB bandwidth measurements.

Figure 4-1: 20 dB Bandwidth
Single freq., Static PBRS, DH5
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Figure 4-2: 20 dB Bandwidth
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Bluetooth RF Conducted Emission Test Results cont’'d

Figure 4-3: 20 dB Bandwidth
Single freq., Static PBRS, DH5
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Using Pattern type “Static PBRS” and packet type “2-DH5” during the measurements.

Bluetooth Channel ('I-vil':iz‘) Meas(t:\;iﬂ )Level
0 =1.5 1.316
39 =1.5 1.318
/8 =1.5 1.318

See figures 4-4 to 4-6 for the plots of the 20 dB bandwidth measurements.
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Bluetooth RF Conducted Emission Test Results cont'd

Figure 4-4: 20 dB Bandwidth
Single freq., Static PBRS, 2-DH5

Aot Loval 1000 cFev Offeet 1200 o & RAW 10 1nz Aot Loval 1000 cFev

Figure 4-5: 20 dB Bandwidth
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Figure 4-6: 20 dB Bandwidth
Single freq., Static PBRS, 2-DH5
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Using Pattern type “Static PBRS” and packet type “3-DH5” during the measurements.

Bluetooth Channel (Il-vi|r|l-|1izt) Meas(tll\;f_ﬂ )Level
0 <15 1.316
39 <1.5 1.293
’8 <15 1.316

See figures 4-7 to 4-9 for the plots of the 20 dB bandwidth measurements.

Figure 4-7: 20 dB Bandwidth
Single freq., Static PBRS, 3-DH5

Figure 4-8: 20 dB Bandwidth
Single freq., Static PBRS, 3-DH5
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Figure 4-9: 20 dB Bandwidth
Single freq., Static PBRS, 3-DH5
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Fcc 1D: LGARFL110LW
RTS-6026-1302-17 December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

Bluetooth RF Conducted Emission Test Results cont’'d

Carrier Frequency Separation
The EUT met the requirements of the Carrier Frequency Separation as per 47 CFR
15.247(a) and RSS-210. Channel 38 to 39 was measured. Bluetooth was operating in
frequency hopping (Euro/US) mode.

Using pattern type “Static PBRS” and packet type “DHS” during the measurements.

Limit Measured Level
Bluetooth Channels (MHz) (MHz)
38 1o 39 2 0.025 or 20 dB bandwidth 0.995

See figure 4-10 for the plot of the Carrier Frequency Separation measurement.

Figure 4-10: Carrier Frequency Separation, Freq. Hopping, Static PBRS, DH5, Channels 38 to 39
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Bluetooth RF Conducted Emission Test Results cont’'d

Using Pattern type “Static PBRS” and packet type “2-DH5” during the measurements.

Limit Measured Level
Bluetooth Channels (MH2) (MH2)
38 to 39 2 0.025 or 20 dB bandwidth 1.001

See figure 4-11 for the plot of the Carrier Frequency Separation measurement.

Figure 4-11: Carrier Frequency Separation, Freq. Hopping, Static PBRS, 2-DH5, Channels 38 to 39
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Bluetooth RF Conducted Emission Test Results cont’'d

Using Pattern type “Static PBRS” and packet type “3-DH5” during the measurements.

Limit Measured Level
Bluetooth Channels (MH2) (MH2)
38 to 39 2 0.025 or 20 dB bandwidth 1.001

See figure 4-12 for the plot of the Carrier Frequency Separation measurement.

Figure 4-12: Carrier Frequency Separation, Freq. Hopping, Static PBRS, 3-DH5, Channels 38 to 39
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Test Report No.
RTS-6026-1302-17

Bluetooth RF Conducted Emission Test Results cont’'d

Number of Hopping Frequencies
The EUT met the requirements of the number of hopping frequencies as per 47 CFR
15.247(a) and RSS-210. Bluetooth was operating in frequency hopping (Euro/US) mode.

Using pattern type “Static PBRS” and packet type “DH5” during the measurements.

Limit Number of Hopping Frequencies
(CH) (CH)
275 79

See figures 4-13 to 4-16 for the plots of the number of hopping frequencies.

Figure 4-13: Number of Hopping Frequencies
Static PBRS, DH5

Figure 4-14: Number of Hopping Frequencies
Static PBRS, DH5

Spectnsn ] k-2 Spectnsn ]

Aot Loval 20 00 S Offast 1200 15 » RAW 0 st Aot Loval 20 00 S Offast 1200 15 » RAW 0 st
Al i% 98 SwT Imho& VBW 100 B Mode Swws Al i% 98 SwT ik & VBOW 100 W Mode Swws
- . S Fr = @ M - T 3 Fr = @ M

Blop 2 42 (v || Sont 2 V2 G i i - Q-*l.‘($ ) ) - Wop 2 44 G

LT ) %— e GEEED &8 et

2ot 2 A GH2 Y1 RS

This report shall NOT be reproduced except in full without the written consent of RIM Testing Services
- A division of Research in Motion Limited.

Copyright 2005-2013 Page 73 of 152




955’ Testing EMI Test Report for the BlackBerry® smartphone Model RFL111LW
& Services APPENDIX 4

= ==

Dates of Test
Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW
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Bluetooth RF Conducted Emission Test Results cont’'d

Figure 4-15: Number of Hopping Frequencies Figure 4-16: Number of Hopping Frequencies
Static PBRS, DH5 Static PBRS, DH5
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Time of Occupancy (Dwell Time)
The EUT met the requirements of the time of occupancy (dwell time) as per 47 CFR
15.247(a) and RSS-210. Low channel (0), middle channel (39) and high channel (78) were
measured in packet types DH1, DH3 and DH5. Bluetooth was operating in frequency
hopping (Euro/US) mode during the measurements. The frequency hopping is 1600 hops
per second for a dwell time of 625 psec for 79 channels.

A DH1 packet needs one time slot for transmitting and one time slot for receiving. The
frequency hopping is 800 hops per second with 79 channels which is 10.127 times per
second. As per 15.247(a) (iii) “The average time of occupancy on any channel shall not be
greater than 0.4 seconds within a period of 0.4 seconds multiplied by the number of
hopping channels employed”. Therefore for 31.6 seconds (79x0.4) there are 320.0 times
of appearance.

A DH3 packet needs one time slot for transmitting and one time slot for receiving. The
frequency hopping is 400 hops per second with 79 channels which is 5.06 times per
second. Therefore for 31.6 seconds there are 159.9 times of appearance.

A DH5 packet needs one time slot for transmitting and one time slot for receiving. The
frequency hopping is 266.7 hops per second with 79 channels which is 3.38 times per
second. Therefore for 31.6 seconds there are 106.8 times of appearance.
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Bluetooth RF Conducted Emission Test Results cont’'d

Bluetooth Mode Tx Time Dwell Time/31.6 sec. Limit Margin
Channel (ms) (msec.) (msec.) (msec.)
0 DH1 0.4050 0.405 x 320.0 = 129.60 400 270.40
39 DH1 0.4030 0.403 x 320.0 = 128.96 400 271.04
78 DH1 0.4030 0.403 x 320.0 = 128.96 400 271.04
0 DH3 1.6530 1.653 x 320.0 = 528.96 400 135.69
39 DH3 1.6530 1.653 x 320.0 = 528.96 400 135.69
78 DH3 1.6530 1.653 x 320.0 = 528.96 400 135.69
0 DH5 2.9140 2.914 x 320.0 = 932.48 400 88.78
39 DH5 2.9230 2.923 x 320.0 = 935.36 400 87.82
78 DH5 2.9230 2.923 x 320.0 = 935.36 400 87.82

See figures 4-17 to 4-25 for the plots of the dwell time.

Bluetooth RF Conducted Emission Test Results cont'd

Figure 4-17: Time of Occupancy (Dwell Time)

Freq. Hopping, Static PBRS, DH1

Figure 4-18: Time of Occupancy (Dwell Time)
Freq. Hopping, Static PBRS, DH1
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Bluetooth RF Conducted E

Figure 4-19: Time of Occupancy (Dwell Time)
Freq. Hopping, Static PBRS, DH1
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Figure 4-20: Time of Occupancy (Dwell Time)
Freq. Hopping, Static PBRS, DH3
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Figure 4-21: Time of Occupancy (Dwell Time)
Freq. Hopping, Static PBRS, DH3

Figure 4-22: Time of Occupancy (Dwell Time)
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Bluetooth RF Conducted Emission Test Results cont’'d

Figure 4-23: Time of Occupancy (Dwell Time) Figure 4-24: Time of Occupancy (Dwell Time)
Freq. Hopping, Static PBRS, DH5 Freq. Hopping, Static PBRS, DH5
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Bluetooth RF Conducted Emission Test Results cont'd

Maximum Peak Conducted Output Power
The EUT met the requirements of the maximum peak conducted output power of class 1
as per 47 CFR 15.247(b) and RSS-210. Low channel (0), middle channel (39) and high
channel (78) were measured. Bluetooth was operating in single frequency mode during
the measurements. A reference offset of 12.4 dB was applied to the spectrum analyzer
reference level for the coaxial cable loss and attenuators in the test circuit.

Using pattern type “Static PBRS” and packet type “DHS” during the measurements.

Bluetooth Channel MeaS(LdII;(:‘ )Level Measu(l;;evc)i Level Cla?: IE:rrl'.)imit
0 9.8 0.00955 0.01t0 20.0
39 10.2 0.01047 0.01t0 20.0
78 9.9 0.00977 0.01t0 20.0

Using Pattern type “Static PBRS” and packet type “2-DH5” during the measurements.

Bluetooth Channel Measured Level Measured Level Class 1 Limit
(dBm) (W) (dBm)
0 6.50 0.00447 0.0 t0 20.0
39 6.70 0.00468 0.0 t0 20.0
78 6.50 0.00447 0.0 t0 20.0

Using Pattern type “Static PBRS” and packet type “3-DH5” during the measurements.

Bluetooth Channel Mea:~:(|.(|j|;?<’ar<31 )Level Measu(r‘:,c)i Level Cla?: IE;Inl;)imit
0 7.52 0.00565 0.0t0 20.0
39 7.16 0.00520 0.0t0 20.0
78 6.10 0.00407 0.0t0 20.0
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Bluetooth RF Conducted Emission Test Results cont’'d

Band Edge Compliance
The EUT met the requirements of the band edge compliance as per 47 CFR 15.247(c)
and RSS-210. Low channel (0) and high channel (78) were measured. Bluetooth was
operating in single frequency and hopping mode.

Using pattern type “Static PBRS” and packet type “DHS” during the measurements.

Bluetooth Channel Operating Mode Meas;.ldrgg)Level (Lc:an:) M(zrg)in
0 Single Frequency -56.34 -20 -36.34
78 Single Frequency -58.76 -20 -38.76
0 Hopping -59.97 -20 -39.97
78 Hopping -60.97 -20 -40.97

See figures 4-35 to 4-38 for the plots of the band edge compliance measurements.

Figure 4-35: Band Edge Compliance Figure 4-36: Band Edge Compliance
Single Freq., Static PBRS, DH5 Single Freq., Static PBRS, DH5
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Bluetooth RF Conducted Emission Test Results cont’'d

Figure 4-37: Band Edge Compliance
Freq. Hopping, Static PBRS, DH5

Figure 4-38: Band Edge Compliance

Freq. Hopping, Static PBRS, DH5
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Using pattern type “Static PBRS” and packet type “2-DH5” during the measurements.

Bluetooth Channel Operating Mode Measszgg)Level (Ld';':t) M(ng)in
0 Single Frequency -56.17 -20 -36.17
78 Single Frequency -55.5 -20 -35.50
0 Hopping -55.86 -20 -35.86
78 Hopping -56.27 -20 -36.27

See figures 4-39 to 4-42 for the plots of the band edge compliance measurements.
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Bluetooth RF Conducted Emission Test Results cont'd

Figure 4-39: Band Edge Compliance
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Figure 4-42: Band Edge Compliance
Freq. Hopping, Static PBRS, 2-DH5
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Bluetooth RF Conducted Emission Test Results cont'd

Using pattern type “Static PBRS” and packet type “3-DH5” during the measurements.

Bluetooth Channel Operating Mode Measz:drgg)Level (L(;g‘:) M(ng)in
0 Single Frequency -54.00 -20 -34.00
78 Single Frequency -56.46 -20 -36.46
0 Hopping -55.86 -20 -35.86
78 Hopping -85.77 -20 -35.77

See figures 4-43 to 4-46 for the plots of the band edge compliance measurements.

Figure 4-43: Band Edge Compliance
Single Freq., Static PBRS, 3-DH5
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Bluetooth RF Conducted Emission Test Results cont'd

Figure 4-45: Band Edge Compliance Figure 4-46: Band Edge Compliance
Freq. Hopping, Static PBRS, 3-DH5 Freq. Hopping, Static PBRS, 3-DH5
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Test Report No. ) FCC ID: L6ARFL110LW
RTS-6026-1302-17 57ec<§r(1)113§r 13, 2012-February 25 and March 1c: 2503A-RFL110LW

Bluetooth RF Conducted Emission Test Results cont'd

Spurious RF Conducted Emissions
The EUT met the requirements of the spurious RF conducted emissions as per 47 CFR
15.247(c) and RSS-210. Low channel (0), mid channel (39) and high channel (78) were
measured. Bluetooth was operating in single frequency and hopping mode. A reference
offset of 12.4 dB was applied to the spectrum analyzer reference level for the attenuators
and coaxial cable loss in the test circuit.

Using pattern type “Static PBRS” and packet type “DHS” during the measurements.

Max. Measured

Bluetooth Channel Power Max. Measured Level from carrier Limit
Channel (dBm) Level (dBm) (dBc) (dBc)
0.00 9.80 -31.06 -40.86 -20.00
39.00 10.20 -31.91 -42.11 -20.00
78.00 9.90 -31.88 -41.78 -20.00
Hopping mode 9.80 -31.12 -40.92 -20.00

See figures 4-47 to 4-50 for the plots of the spurious RF conducted emissions.
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Bluetooth RF Conducted Emission Test Results cont'd

Figure 4-47: Spurious RF Conducted Emissions
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Figure 4-48: Spurious RF Conducted Emissions
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Bluetooth RF Conducted Emission Test Results cont’'d

Figure 4-49: Spurious RF Conducted Emissions
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Figure 4-50: Spurious RF Conducted Emissions
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Bluetooth RF Conducted Emission Test Results cont'd

Using pattern type “Static PBRS” and packet type “2-DH5” during the measurements.

Bluetooth Channel Power Max.li\:la ?’aefured L(I\envae):-flrvcl)ﬁil:riir Limit
Channel (dBm) (dBm) (dBc) (dBc)
0.00 6.40 -31.49 -37.89 -20.00
39.00 6.60 -32.08 -38.68 -20.00
78.00 6.50 -32.16 -38.66 -20.00
Hopping mode 6.40 -31.24 -37.64 -20.00

See figures 4-51 to 4-54 for the plots of the spurious RF conducted emissions.

This report shall NOT be reproduced except in full without the written consent of RIM Testing Services
- A division of Research in Motion Limited.
Copyright 2005-2013 Page 87 of 152



P55 Fstng
= OErvices

EMI Test Report for the BlackBerry® smartphone Model RFL111LW

APPENDIX 4

Test Report No. Dates of Test

RTS-6026-1302-17 27,2013

December 13, 2012-February 25 and March

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

Bluetooth RF Conducted Emission Test Results cont'd

Figure 4-51: Spurious RF Conducted Emissions
Single Freq., Static PBRS, 2-DH5
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Figure 4-52: Spurious RF Conducted Emissions
Single Freq., Static PBRS, 2-DH5
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Bluetooth RF Conducted Emission Test Results cont'd

Figure 4-53: Spurious RF Conducted Emissions
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Figure 4-54: Spurious RF Conducted Emissions
Freq. Hopping, Static PBRS, 2-DH5
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Bluetooth RF Conducted Emission Test Results cont'd

Using pattern type “Static PBRS” and packet type “3-DH5” during the measurements.

Bluetooth Channel Power Max.li\:la ?’aefured L(I\envae):-flrvcl)ﬁil:riir Limit
Channel (dBm) (dBm) (dBc) (dBc)
0.00 6.50 -30.68 -37.18 -20.00
39.00 6.70 -31.61 -38.31 -20.00
78.00 6.50 -31.26 -37.76 -20.00
Hopping mode 6.50 -30.83 -37.33 -20.00

See figures 4-55 to 4-58 for the plots of the spurious RF conducted emissions.
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Bluetooth RF Conducted Emission Test Results cont'd

Figure 4-55: Spurious RF Conducted Emissions
Single Freq., Static PBRS, 3-DH5
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Bluetooth RF Conducted Emission Test Results cont'd

Figure 4-57: Spurious RF Conducted Emissions
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Figure 4-58: Spurious RF Conducted Emissions
Freq. Hopping, Static PBRS, 3-DH5
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Test Report No.
RTS-6026-1302-17

27,2013

Dates of Test
December 13, 2012-February 25 and March

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

Bluetooth Low Energy RF Conducted Emission Test Results

6 dB Bandwidth

The EUT met the requirements of the 6 dB bandwidth as per 47 CFR 15.247(a)(2) and
RSS-210. Channels 0, 20 and 39 were measured.

. Measured Level
Channel Limit (kHz) (MHz)

0 = 500 672.90

20 = 500 665.00

39 = 500 670.00

See figures 4-59 to 4-61 for the plots of the 6 dB bandwidth measurements for Channels

0, 20, and 39.

Figure 4-59: 6 dB Bandwidth
LE, Channel 0

Figure 4-60: 6 dB Bandwidth
LE, Channel 20
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Bluetooth Low Energy RF Conducted Emission Test Results cont’d

Figure 4-61: 6 dB Bandwidth

LE, Channel 39
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Dates of Test

FCC ID: L6ARFL110LW
13, 2012-F 25 and March
Decemper 13, 2012-February 25 and Mareh | 1¢. 5503A-RFL110LW

Test Report No.
RTS-6026-1302-17

Bluetooth Low Energy RF Conducted Emission Test Results cont’d

Maximum Conducted Output Power
The EUT met the requirements of the maximum conducted output power of class 2 as per
47 CFR 15.247(b)(3) and RSS-210. Channels 0, 20 and 39 were measured using an
Agilent power meter, model N1911A with model N1921A power sensor. A reference offset
of 6.4 dB was applied to the power meter reference level for the coaxial cable loss and
attenuators in the test circuit.

Channel C_:Ial_ss 2 Measured Level | Measured Level
Limit (W) (dBm) (W)
0 <1.00 7.75 5.956621435
20 <1.00 7.3 5.370317964
39 <1.00 6.28 4.246195639
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Test Report No.
RTS-6026-1302-17

Dates of Test

27,2013

December 13, 2012-February 25 and March

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

Bluetooth Low Energy RF Conducted Emission Test Results cont’d

Band Edge Compliance

The EUT met the requirements of the band edge compliance as per 47 CFR 15.247(c)
and RSS-210. Channels 0 and 39 were measured.

.. Measured Level Margin

Channel Limit (dBc) (dBc) (dBc)
0 <-20 -41.13 -21.13
39 < -20 -43.32 -23.32

See figures 4-62 to 4-63 for the plots of the band edge compliance measurements for

Channels 0 and 39.

Figure 4-62: Band Edge Compliance

LE, Channel 0
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Figure 4-63: Band Edge Compliance
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Dates of Test
Test Report No. ) FCC ID: L6ARFL110LW
RTS-6026-1302-17 57ec<§r(1)113§r 13, 2012-February 25 and March 1c: 2503A-RFL110LW

Bluetooth Low Energy RF Conducted Emission Test Results cont’d

Peak Power Spectral Density
The EUT met the requirements of the peak power spectral density as per 47 CFR

15.247(d) and RSS-210. Channels 0, 20 and 39 were measured.

. Measured Level Margin

Channel Limit (dBm) (dBm) (dBm)
0 < 8.00 -6.73 -14.73

20 < 8.00 -7.09 -15.09

39 < 8.00 -7.89 -15.89
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EMI Test Report for the BlackBerry® smartphone Model RFL111LW
APPENDIX 4

RTS-6026-1

Test Report No.

302-17

Dates of Test
December 13, 2012-February 25 and March
27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

Bluetooth Low Energy RF Conducted Emission Test Results cont’d

See figures 4-64 to 4-66 for the plots of the peak power spectral density for Channels 0, 20

and 39.
Figure 4-64: Peak Power Spectral Density Figure 4-65: Peak Power Spectral Density
LE, Channel 0 LE, Channel 20
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Figure 4-66: Peak Power Spectral Density
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EMI Test Report for the BlackBerry® smartphone Model RFL111LW
APPENDIX 5

Test Report No.

RTS-6026-1302-17

Dates of Test

December 13, 2012-February 25 and March

27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11b/a/n RF Conducted Emission Test Results

Test Setup Diagram

HP Pasterback Mini Circuit Aglient
Spectrum Splitter Attenuator PWR. Meter
Analyzer (6 dB) & Sensor

HP Power
EUT Supply
(3.7 Volts)

WiFi
Controller
PC

A reference offset of 20.4 dB was applied to the spectrum analyzer and 6.6 dB was applied
to the Power Meter reference level for the attenuators and coaxial cable loss in the test

circuit.

Date of test: January 11-14, 2013
The measurements on the BlackBerry® smartphone were performed by Kevin Guo.

The environmental test conditions were:

Temperature:
Relative Humidity:

22.6-22.8°C
29.5-23.9 %
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Dates of Test
Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW

RTS-6026-1302-17 27, 2013 IC: 2503A-RFL110LW

802.11b/g/n RF Conducted Emission Test Results cont'd

6 dB Bandwidth
The EUT met the requirements of the 6 dB bandwidth as per 47 CFR 15.247(a)(2) and
RSS-210. Channels 1, 6 and 11 were measured at 1 Mbps, 5.5 Mbps, and 11Mbps each
for 802.11b mode, 6 Mbps, 24 Mbps, and 54 Mbps each for 802.11g mode, and MCS 0, 4,
and 7 for 802.11n mode.

. Measured Level

Channel Data Rate Limit (kHz) (MHz2)
1 Mbps > 500 7.93

5.5 Mbps > 500 8.25

11 Mbps > 500 7.47
6 Mbps = 500 16.38
1 24 Mbps > 500 15.56
54 Mbps = 500 16.59
MCS 0 = 500 17.66
MCS 4 > 500 17.77
MCS 7 > 500 17.78

1 Mbps > 500 8.05

5.5 Mbps = 500 7.61

11 Mbps > 500 7.50
6 Mbps = 500 16.44
6 24 Mbps > 500 16.56
54 Mbps = 500 16.56
MCS 0 > 500 17.60
MCS 4 > 500 17.77
MCS 7 = 500 17.77

1 Mbps = 500 8.05

5.5 Mbps > 500 8.48

11 Mbps > 500 8.25
6 Mbps = 500 16.44
11 24 Mbps > 500 16.56
54 Mbps > 500 16.56
MCS 0 > 500 17.66
MCS 4 > 500 17.77
MCS 7 > 500 17.78
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EMI Test Report for the BlackBerry® smartphone Model RFL111LW

APPENDIX 5

Test Report No.

RTS-6026-1302-17 27,2013

Dates of Test
December 13, 2012-February 25 and March

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11b/g/n RF Conducted Emission Test Results cont'd

See figures 5-1 to 5-9 for the plots of the 6 dB bandwidth measurements for Channels 1,
6, and 11, at 1 Mbps each for 802.11b mode, 6 Mbps each for 802.11g mode, and MCS 0

each for 802.11n mode.

Figure 5-1: 6 dB Bandwidth
802.11b, Channel 1, 1 Mbps

Figure 5-2: 6 dB Bandwidth
802.11b, Channel 6, 1 Mbps

Spectnan | o
Aol Loval 20 00 Ser Offast 20 15 15 » RAW (00 e
Al 1% 0 =W i & VBW 100 Mode Saws)
Achc fandwatth. O | @ 1Rt Mas
INRREE I "“—I T i il )
0 S 1 . P bbby iy, .;--;
st up LA i~ Y i
0 Jey— | Ry —
o o I
10 ooy ! | A A . :
20 dim-—4d ! l { l
", | | ,
| |
' |
0 & +
&, |
| |
1 ar—
' |
CF 2412 GHz ) 91 A5 Foan 20.0 Mz | CF 2 487 Gz 91 gRs - - Foan 200 Az
e (o e R
Figure 5-3: 6 dB Bandwidth Figure 5-4: 6 dB Bandwidth
802.11b, Channel 11, 1 Mbps 802.11g, Channel 1, 6 Mbps
-
5 o= RAw CHERRS Offast 00 15 15 = RAW
- VBW 100 b Mode Saws) =W I o- Yew Mode Saws)
L @1Ft Mas
"] {01} n.; ‘II e ""‘ {04} 1.3 ]
i L4 b 13 154 0 S + | vl
’ i A VP [ ‘
o [ 10 gy [
0 i ! l ’ <0 & ! l
p ! | ! |
| | | |
' | ' |
0 & t 0 & t
e | | e | |
' | ' |
CF 2 4u2 GH2 ) o9 A5 B Foan 20.0 Mz |FGF 2 412 Gz ) o9 A5 B - Eoan 200 Az
T T

This report shall NOT be reproduced except in full without the written consent of RIM Testing Services

- A division of Research in Motion Limited.
Copyright 2005-2013

Page 102 of 152



B &

=37 |

Services"
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APPENDIX 5

Test Report No.
RTS-6026-1302-17

Dates of Test

27, 2013

December 13, 2012-February 25 and March

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11b/g/n RF Conducted Emission Test Results cont'd

Figure 5-5: 6 dB Bandwidth
802.11¢g, Channel 6, 6 Mbps

Figure 5-6: 6 dB Bandwidth

802.11g, Channel 11, 6 Mbps
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Figure 5-7: 6 dB Bandwidth
802.11n, Channel 1, MCS 0

Figure 5-8: 6 dB Bandwidth
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Figure 5-9: 6 dB Bandwidth
802.11n, Channel 11, MCS 0
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APPENDIX 5

EMI Test Report for the BlackBerry® smartphone Model RFL111LW

Test Report No.
RTS-6026-1302-17

Dates of Test
December 13, 2012-February 25 and March
27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11b/g/n RF Conducted Emission Test Results cont'd

Maximum Conducted Output Power
The EUT met the requirements of the maximum conducted output power of class 2 as per
47 CFR 15.247(b)(3) and RSS-210. Channels 1, 6 and 11 were measured at 1 Mbps, 5.5
Mbps, and 11 Mbps each for 802.11b mode, 6 Mbps, 24 Mbps, and 54 Mbps each for
802.11g mode, and MCS 0, 4 and 7 for 802.11n mode using an Aglient power meter,
model N1911A with model N1921A power sensor. A reference offset of 18.4 dB was
applied to the power meter reference level for the coaxial cable loss and attenuators in the

test circuit.
Channel Data Rate L?r:ﬁ? V%I) Meas(l:jl;;rc'i1 )Level Measzjr::’(\i,)Level

1 Mbps <1.00 19.28 84.77

5.5 Mbps <1.00 19.07 80.82

11 Mbps <1.00 19.09 81.07

6 Mbps <1.00 16.27 42.39

1 24 Mbps <1.00 15.88 38.73

54 Mbps <1.00 14.48 28.03

MCS 0 <1.00 16.17 41.42

MCS 4 <1.00 13.58 22.80

MCS 7 <1.00 12.22 16.68

1 Mbps <1.00 19.49 89.01

5.5 Mbps <1.00 19.33 85.62

11 Mbps <1.00 19.25 84.09

6 Mbps <1.00 18.88 77.35

6 24 Mbps <1.00 16.44 44.01

54 Mbps <1.00 14.86 30.62

MCS 0 <1.00 16.41 43.71

MCS 4 <1.00 13.81 24.05

MCS 7 <1.00 12.49 17.72
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Test Report No.

RTS-6026-1302-17

Dates of Test
December 13, 2012-February 25 and March
27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11b/g/n RF Conducted Emission Test Results cont'd

Channel Data Rate C-:Ia_ss 2 Measured Level | Measured Level
Limit (W) (dBm) (mW)
1 Mbps <1.00 19.21 83.33
5.5 Mbps <1.00 19.05 80.38
11 Mbps <1.00 19.00 79.44
6 Mbps <1.00 12.94 19.68
11 24 Mbps <1.00 12.61 18.23
54 Mbps <1.00 12.14 16.38
MCS 0 <1.00 12.88 19.42
MCS 4 <1.00 12.30 17.00
MCS 7 <1.00 11.97 15.73
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Test Report No. ) FCC ID: L6ARFL110LW
RTS-6026-1302-17 December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

802.11b/g/n RF Conducted Emission Test Results cont'd

Band Edge Compliance
The EUT met the requirements of the band edge compliance as per 47 CFR 15.247(c)
and RSS-210. Channels 1 and 11 were measured at 1 Mbps, 5.5 Mbps, and 11 Mbps
each for 802.11b mode, 6 Mbps, 24 Mbps, and 54 Mbps each for 802.11g mode, and
MCS 0, 4 and 7 for 802.11n mode.

Channel Data Rate | Limit (dBc) Measz‘dr;g)"e"e' "2':31')"
1 Mbps < -20 -46.18 -26.18
5.5 Mbps <-20 -46.09 -26.09
11 Mbps <-20 -46.11 -26.11
6 Mbps < -20 -29.38 -9.38
1 24 Mbps <-20 -29.26 -9.26
54 Mbps < -20 -29.19 -9.19
MCS 0 <-20 -28.72 -8.72
MCS 4 < -20 -28.61 -8.61
MCS 7 <-20 -28.65 -8.65
1 Mbps <-20 -45 .64 -25.64
5.5 Mbps <-20 -45.49 -25.49
11 Mbps <-20 -45.46 -25.46
6 Mbps < -20 -29.56 -9.56
11 24 Mbps <-20 -29 51 -9.51
54 Mbps < -20 -29.40 -9.40
MCS 0 <-20 -29.86 -9.86
MCS 4 <-20 -29.75 -9.75
MCS 7 <-20 -29.72 -9.72

See figures 5-10 to 5-15 for the plots of the band edge compliance measurements for
Channels 1 and 11, at 1 Mbps each for 802.11b mode, 6 Mbps each for 802.11g mode, and
MCS 0 each for 802.11n mode.
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RTS-6026-1302-17

27, 2013

December 13, 2012-February 25 and March

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11b/g/n RF Conducted Emission Test Results cont'd

Figure 5-10: Band Edge Compliance
802.11b, Channel 1, 1 Mbps

Figure 5-11: Band Edge Compliance

802.11b, Channel 11, 1 Mbps
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Figure 5-12: Band Edge Compliance
802.11g, Channel 1, 6 Mbps

Figure 5-13: Band Edge Compliance

802.11g, Channel 11, 6 Mbps
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Test Report No. Dates of Test

RTS-6026-1302-17

27,2013

December 13, 2012-February 25 and March

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11b/g/n RF Conducted Emission Test Results cont'd

Figure 5-14: Band Edge Compliance
802.11n, Channel 1, MCS 0

Figure 5-15: Band Edge Compliance
802.11n, Channel 11, MCS 0
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Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW

RTS-6026-1302-17 27, 2013 IC: 2503A-RFL110LW

802.11b/g/n RF Conducted Emission Test Results cont'd

Peak Power Spectral Density
The EUT met the requirements of the peak power spectral density as per 47 CFR
15.247(d) and RSS-210. Channels 1, 6 and 11 were measured at 1 Mbps, 5.5 Mbps, and
11 Mbps each for 802.11b mode, 6 Mbps, 24 Mbps, and 54 Mbps each for 802.11g mode,
and MCS 0, 4, and 7 for 802.11n mode.

Channel Data Rate | Limit (dBm) Meas("éfg)"e"e' '}"daé?r:')‘
1 Mbps < 8.00 -0.08 -8.08
5.5 Mbps < 8.00 1.79 -9.79
11 Mbps < 8.00 2.05 10.05
6 Mbps < 8.00 6.12 14.12
1 24 Mbps <8.00 -8.04 16.04
54 Mbps < 8.00 916 17.16
MCS 0 < 8.00 5.32 13.32
MCS 4 < 8.00 7.43 15.43
MCS 7 < 8.00 7.96 15.96
1 Mbps < 8.00 -0.47 -8.47
5.5 Mbps < 8.00 214 10.14
11 Mbps < 8.00 -2.69 -10.69
6 Mbps < 8.00 6.03 14.03
6 24 Mbps < 8.00 7.84 15.84
54 Mbps < 8.00 9.16 17.16
MCS 0 < 8.00 4.97 12.97
MCS 4 < 8.00 7.4 15.24
MCS 7 < 8.00 752 15.52
1 Mbps < 8.00 0.07 7.93
5.5 Mbps < 8.00 1.71 -9.71
11 Mbps < 8.00 212 10.12
6 Mbps < 8.00 5.55 1355
11 24 Mbps < 8.00 7.80 -15.80
54 Mbps < 8.00 8.61 16.61
MCS 0 < 8.00 5.44 13.44
MCS 4 < 8.00 752 15.52
MCS 7 < 8.00 7.95 15.95
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RTS-6026-1302-17

27,2013

Dates of Test
December 13, 2012-February 25 and March

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11b/g/n RF Conducted Emission Test Results cont'd

See figures 5-16 to 5-24 for the plots of the peak power spectral density for Channels 1, 6
and 11, at 1 Mbps each for 802.11b mode, 6 Mbps each for 802.11g mode, and MCS 0 for

802.11n mode.

Figure 5-16: Peak Power Spectral Density
802.11b, Channel 1, 1 Mbps

Figure 5-17: Peak Power Spectral Density
802.11b, Channel 6, 1 Mbps
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Figure 5-18: Peak Power Spectral Density
802.11b, Channel 11, 1 Mbps
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802.11b/g/n RF Conducted Emission Test Results cont'd

Figure 5-19: Peak Power Spectral Density Figure 5-20: Peak Power Spectral Density
802.11¢g, Channel 1, 6 Mbps 802.11¢g, Channel 6, 6 Mbps
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Figure 5-21: Peak Power Spectral Density
802.11g, Channel 11, 6 Mbps
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802.11b/g/n RF Conducted Emission Test Results cont'd

Figure 5-22: Peak Power Spectral Density
802.11n, Channel 1, MCS 0

Figure 5-23: Peak Power Spectral Density
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Figure 5-24: Peak Power Spectral Density
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Test Report No.
RTS-6026-1302-17

802.11b/a/n RF Conducted Emission Test Results cont'd

Spurious RF Conducted Emissions
The EUT met the requirements of the spurious RF conducted emissions as per 47 CFR
15.247(c) and RSS-210. Channels 1, 6 and 11 were measured at 1 Mbps, 5.5 Mbps, and
11 Mbps each for 802.11b mode, 6 Mbps, 24 Mbps, and 54 Mbps each for 802.11g mode,
and MCS 0, 4, and 7 for 802.11n mode. Peak power was measured using an Agilent
power meter, model N1911A with model N1921A power sensor. A reference offset of
18.4 dB was applied to the power meter reference level for the coaxial cable loss and
attenuators in the test circuit.

Cramel | ataRate | (o | Max Moo Lovel | K e mer ey | (4B
1 Mbps 18.21 -43.80 -62.01 -20

5.5 Mbps | 18.01 -44.11 -62.12 -20

11 Mbps 18 -44.26 -62.26 -20

6 Mbps 17.72 -46.42 -64.14 -20

1 24 Mbps 14.91 -47.29 -62.2 -20
54 Mbps 13.46 -47.35 -60.81 -20

MCS 0 17.7 -47.20 -64.9 -20

MCS 4 14.7 -48.64 -63.34 -20

MCS 7 13.28 -48.71 -61.99 -20

1 Mbps 18.88 -43.88 -62.76 -20

5.5 Mbps | 18.663 -43.71 -62.373 -20

11 Mbps 18.61 -44.46 -63.07 -20

6 Mbps 17.88 -48.76 -66.64 -20

6 24 Mbps 15.12 -48.36 -63.48 -20
54 Mbps 13.49 -46.80 -60.29 -20

MCS 0 17.95 -48.10 -66.05 -20

MCS 4 14.94 -48.23 -63.17 -20

MCS 7 13.51 -48.78 -62.29 -20
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Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW

RTS-6026-1302-17 27, 2013 IC: 2503A-RFL110LW

802.11b/g/n RF Conducted Emission Test Results cont'd

Channel | Data Rate Power Max. Measured Level | Max. Measgred Level Limit
(dBm) (dBm) from Carrier (dBc) (dBc)

18.85 -44.00 -62.85 18.85 -20

18.62 -44.23 -62.85 18.62 -20

18.57 -48.21 -66.78 18.57 -20

17.85 -48.43 -66.28 17.85 -20

11 15.12 -48.11 -63.23 15.12 -20
13.52 -48.42 -61.94 13.52 -20

17.93 -48.37 -66.3 17.93 -20

14.9 -48.28 -63.18 14.9 -20

13.5 -48.34 -61.84 13.5 -20

The emissions were in the NF.

See figures 5-25 to 5-33 for the plots of the spurious RF conducted emissions for Channels
1,6 and 11, at 1 Mbps each for 802.11b mode, 6 Mbps each for 802.11g mode, and MCS 0
each for 802.11n mode.
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Test Report No.
RTS-6026-1302-17

802.11b/g/n RF Conducted Emission Test Results cont’d

Figure 5-25: Spurious Conducted RF Emissions
802.11b, Channel 1, 1 Mbps
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Figure 5-26 : Spurious Conducted RF Emissions
802.11b, Channel 6, 1 Mbps
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802.11b/g/n RF Conducted Emission Test Results cont'd

Figure 5-27: Spurious Conducted RF Emissions
802.11b, Channel 11, 1 Mbps
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Figure 5-28: Spurious Conducted RF Emissions
802.11g, Channel 1, 6 Mbps
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Test Report No.
RTS-6026-1302-17

802.11b/g/n RF Conducted Emission Test Results cont'd

Figure 5-29: Spurious Conducted RF Emissions
802.119g, Channel 6, 6 Mbps
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Figure 5-30: Spurious Conducted RF Emissions
802.11g, Channel 11, 6 Mbps
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802.11b/g/n RF Conducted Emission Test Results cont'd

Figure 5-31: Spurious Conducted RF Emissions
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Figure 5-32: Spurious Conducted RF Emissions
802.11n, Channel 6, MCS 0
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802.11b/g/n RF Conducted Emission Test Results cont'd

Figure 5-33: Spurious Conducted RF Emissions
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955'7 Testing EMI Test Report for the BlackBerry® smartphone Model RFL111LW
= Services APPENDIX 6

Dates of Test
Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW

RTS-6012-1302-17 27,2013 IC: 2503A-RFL110LW

802.11a/n RF Conducted Emission Test Results

Test Setup Diagram

Power 6 dB EUT Power
Meter Attenuator U Supply
Wi-Fi Controller
Spectrum 20 dB EUT P/S
Analyzer Attenuator

Controller

A reference offset of 8.9 dB was applied to the spectrum analyzer and 7.4 dB to the Power
Meter reference level for the attenuators and coaxial cable loss in the test circuit.

Date of test: January 21, 2013
The measurements were performed by Berkin Can.

The environmental test conditions were:  Temperature: 22.5°C
Relative Humidity: 19.2 %
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FcC ID: L6ARFL110LW
D 13, 2012-F 2 M h
December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

Test Report No.
RTS-6012-1302-17

802.11a RF Conducted Emission Test Results cont'd

6 dB Bandwidth
The EUT met the requirements of the 6 dB bandwidth as per 47 CFR 15.247(a) (2) and
RSS-210. Channels 36, 48, 64, 100, 140, and 165 were measured at 6 Mbps, 24 Mbps,
and 54 Mbps each for 802.11a mode.

Channel Data Rate :-k'mz'; Meas(l:\;l‘f-li )Level

6 Mbps =500 16.44

36 24 Mbps > 500 16.56
54 Mbps > 500 16.56

6 Mbps =500 16.44

48 24 Mbps > 500 16.56
54 Mbps > 500 16.58

6 Mbps =500 16.47

64 24 Mbps > 500 16.53
54 Mbps > 500 16.56

6 Mbps =500 16.44

100 24 Mbps > 500 16.56
54 Mbps > 500 16.58

6 Mbps = 500 16.38

140 24 Mbps > 500 16.56
54 Mbps > 500 16.56

6 Mbps =500 16.44

165 24 Mbps > 500 16.56
54 Mbps > 500 16.58

See figures 6-1 to 6-6 for the plots of the 6 dB bandwidth measurements for Channel 36,
48, 64, 100, 140, and 165 at 6 Mbps each for 802.11a mode.
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Fcc 1D: LGARFL110LW
RTS-6012-1302-17 December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

—

802.11n RF Conducted Emission Test Results

6 dB Bandwidth
The EUT met the requirements of the 6 dB bandwidth as per 47 CFR 15.247(a) (2) and
RSS-210. Channels 36, 64 and 165 were measured at MCS 0, MCS 4 an MCS 7 each for
802.11n mode.

Channel Data Rate :-k'mz'; Meas(l:\;l‘f-li )Level
MCS0 > 500 17.63
36 MCS4 > 500 17.77
MCS7 > 500 17.77
MCS0 > 500 17.63
64 MCS4 > 500 17.74
MCS7 > 500 17.77
MCSO0 > 500 17.63
165 MCS4 > 500 17.74
MCS7 > 500 17.74

See figures 6-7 to 6-9 for the plots of the 6 dB bandwidth measurements for Channel 36,
100 and 165 at MCS 0 each for 802.11n mode.
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802.11a RF Conducted Emission Test Results cont'd

Figure 6-2: 6 dB Bandwidth

Figure 6-1: 6 dB Bandwidth
802.11a, Channel 36, 6 Mbps 802.11a, Channel 48, 6 Mbps
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Figure 6-4: 6 dB Bandwidth
802.11a, Channel 100, 6 Mbps
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Figure 6-3: 6 dB Bandwidth
802.11a, Channel 64, 6 Mbps
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Test Report No.
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802.11a RF Conducted Emission Test Results cont'd

Figure 6-5: 6 dB Bandwidth Figure 6-6: 6 dB Bandwidth
802.11a, Channel 140, 6 Mbps 802.11a, Channel 165, 6 Mbps
&
To— . A A b s/ o —3 ' 1:‘ lv- T - ,
o, . N | ! ‘
0 i t‘ ! 4] I;A" t‘ !
. | ! , | !
. ! | . ! |
\ \
N — ~‘ N — .‘
e | | | - | | \
L N I N I N A N I S I S
— e G O ey T

This report shall NOT be reproduced except in full without the written consent of RIM Testing Services
- A division of Research in Motion Limited.
Copyright 2005-2013 Page 126 of 152



pggﬂ Testi EMI Test Report for the BIackBerry® smartphone Model RFL111LW
Za Wy Services' APPENDIX 6

s ==
Test Report No. Dates of Test

Fcc 1D: LGARFL110LW
RTS-6012-1302-17 December 13, 2012-February 25 and March | 1. 2503A-RFL110LW

802.11n RF Conducted Emission Test Results

Figure 6-7: 6 dB Bandwidth Figure 6-8: 6 dB Bandwidth
802.11n, Channel 36, MCS 0 802.11n, Channel 100, MCS 0
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Figure 6-9: 6 dB Bandwidth
802.11n, Channel 165, MCS 0
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APPENDIX 6

Test Report No.

RTS-6012-1302-17

Dates of Test

December 13, 2012-February 25 and March

27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11a RF Conducted Emission Test Results cont'd

Maximum Conducted Output Power
The EUT met the requirements of the maximum conducted output power of class 2 as per
47 CFR 15.407 and RSS-210. Channels 36, 48, 52, 60, 64, 100, 140 and 165 were
measured for 802.11a mode using an Agilent power meter, model N1911A with model
N1921A power sensor. A reference offset of 8.9 dB was applied to the power meter
reference level for the coaxial cable loss and attenuators in the test circuit.

Channel Data Rate Class( V%I)Limit Meas(l:;::] )Level Meas;:;&t\:l’)Level
6 Mbps <1.00 13.10 20.43
36 24 Mbps < 1.00 12.75 18.86
54 Mbps <1.00 12.28 16.92
6 Mbps <1.00 13.07 20.29
48 24 Mbps <1.00 12.54 17.96
54 Mbps <1.00 12.08 16.14
6 Mbps <1.00 14.99 31.59
52 24 Mbps <1.00 14.56 28.59
54 Mbps <1.00 14.07 25.52
6 Mbps <1.00 15.05 31.99
60 24 Mbps <1.00 14.62 28.97
54 Mbps <1.00 14.16 26.06
6 Mbps <1.00 12.71 18.67
64 24 Mbps <1.00 12.33 17.10
54 Mbps <1.00 11.84 15.27
6 Mbps <1.00 12.80 19.07
100 24 Mbps <1.00 12.36 17.23
54 Mbps <1.00 11.83 15.23
6 Mbps <1.00 14.27 26.71
140 24 Mbps <1.00 13.99 25.05
54 Mbps <1.00 13.35 21.65
6 Mbps <1.00 11.71 14.82
165 24 Mbps <1.00 11.35 13.64
54 Mbps <1.00 10.78 11.96
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Test Report No.

RTS-6012-1302-17

Dates of Test

December 13, 2012-February 25 and March

27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11n RF Conducted Emission Test Results

Maximum Conducted Output Power
The EUT met the requirements of the maximum conducted output power of class 2 as per
47 CFR 15.407 and RSS-210. Channels 36, 48, 52, 60, 64, 100, 140 and 165 were
measured for 802.11n mode using an Agilent power meter, model N1911A with model
N1921A power sensor. A reference offset of 8.9 dB was applied to the power meter
reference level for the coaxial cable loss and attenuators in the test circuit.

Channel Data Rate Class( V?’)Limit Meas(t:‘ll;;e:]i1 )Level Meas(u;:;c\i’)Level
6 Mbps <1.00 13.08 20.32
36 24 Mbps <1.00 12.47 17.66
54 Mbps <1.00 12.08 16.14
6 Mbps <1.00 12.86 19.32
48 24 Mbps <1.00 12.18 16.52
54 Mbps <1.00 11.91 15.51
6 Mbps <1.00 14.92 31.03
52 24 Mbps <1.00 14.20 26.30
54 Mbps <1.00 13.86 24.32
6 Mbps <1.00 14.76 29.92
60 24 Mbps <1.00 14.27 26.73
54 Mbps <1.00 13.86 24.32
6 Mbps <1.00 14.67 29.30
64 24 Mbps <1.00 14.01 25.20
54 Mbps <1.00 13.69 23.38
6 Mbps <1.00 12.65 18.42
100 24 Mbps <1.00 12.00 15.86
54 Mbps <1.00 11.72 14.86
6 Mbps <1.00 12.16 16.45
140 24 Mbps <1.00 11.47 14.02
54 Mbps <1.00 11.11 12.90
6 Mbps <1.00 11.68 14.71
165 24 Mbps <1.00 11.00 12.58
54 Mbps <1.00 10.66 11.63
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Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW

RTS-6012-1302-17 27,2013 IC: 2503A-RFL110LW

802.11a RF Conducted Emission Test Results cont'd

Band Edge Compliance
The EUT met the requirements of the band edge compliance as per 47 CFR 15.407 and
RSS-210. Channels 36, 64, 100, 149, 161 and 165 were measured at 6 Mbps, 24 Mbps,
and 54 Mbps each for 802.11a mode.

Channel Data Rate Limit (dBc) Measured Level (dBc) Margin (dBc)
6 Mbps <-20 -43.42 -23.42
36 24 Mbps < -20 -50.28 -30.28
54 Mbps <-20 -48.2 -28.20
6 Mbps <-20 -45.74 -25.74
64 24 Mbps <-20 -49.41 -29.41
54 Mbps <-20 -50.15 -30.15
6 Mbps <-20 -39.47 -19.47
100 24 Mbps <-20 -44.58 -24.58
54 Mbps <-20 -43.15 -23.15
6 Mbps <-20 -39.35 -19.35
149 24 Mbps < -20 -42.72 -22.72
54 Mbps < -20 -40.50 -20.50
6 Mbps < -20 -35.13 -15.13
161 24 Mbps <-20 -36.44 -16.44
54 Mbps <-20 -41.58 -21.58
6 Mbps < -20 -23.39 -3.39
165 24 Mbps < -20 -24.51 -4.51
54 Mbps <-20 -24.89 -4.89

See figures 6-10 to 6-15 for the plots of the band edge compliance measurements for
Channel 36, 64, 100, 149, 161 and 165 at 6 Mbps each for 802.11a mode.
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Test Report No. ) FCC ID: L6ARFL110LW
RTS-6012-1302-17 December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

802.11n RF Conducted Emission Test Results

Band Edge Compliance
The EUT met the requirements of the band edge compliance as per 47 CFR 15.407 and
RSS-210. Channels 36, 64 and 165 were measured at MCS 0, MCS 4 and MCS 7 each
for 802.11n mode.

Channel Data Rate Limit (dBc) Measured Level (dBc) Margin (dBc)
MCS0 <-20 -45.95 -25.95
36 MCS4 <-20 -50.17 -30.17
MCS7 <-20 -50.09 -30.09
MCS0 <-20 -46.10 -26.10
64 MCS4 <-20 -48.70 -28.70
MCS7 < -20 -47.08 -27.08
MCS0 <-20 -39.02 -19.02
100 MCS4 < -20 -40.58 -20.58
MCS7 < -20 -41.26 -21.26
MCS0 <-20 -37.83 -17.83
149 MCS4 < -20 -37.53 -17.53
MCS7 < -20 -39.80 -19.80
MCS0 < -20 -34.29 -14.29
161 MCS4 < -20 -38.93 -18.93
MCS7 <-20 -43.01 -23.01
MCS0 < -20 -21.97 -1.97
165 MCS4 < -20 -23.67 -3.67
MCS7 < -20 -23.20 -3.20

See figures 6-16 to 6-21 for the plots of the band edge compliance measurements for
Channel 36, 64, 100, 149, 161 and 165 at MCS 0 each for 802.11n mode.
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802.11a RF Conducted Emission Test Results cont'd

Figure 6-10: Band Edge Compliance

Figure 6-11: Band Edge Compliance
802.11a, Channel 36, 6 Mbps

802.11a, Channel 64, 6 Mbps
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Figure 6-12: Band Edge Compliance

Figure 6-13: Band Edge Compliance
802.11a, Channel 100, 6 Mbps

802.11a, Channel 140, 6 Mbps
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Figure 6-14: Band Edge Compliance
802.11a, Channel 149, 6 Mbps
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802.11a RF Conducted Emission Test Results cont'd

Figure 6-15: Band Edge Compliance
802.11a, Channel 165, 6 Mbps

Offast 625 08 = SRW 100 kg

3 SWT  11ww e VHW 100 b Mode e SWT 11w e VEW 100 b Mo Seeen
TH. 193 @55h Mao e TEN Mao
| D 14,29 dn | ¢ ) 1
221
0 S 4 + I aendum 0 S 4 + |
\ [ - [
. | 8 ESVOV TNV N DRI W . ad bt i .
‘ | Y |
| |
[ | | 1
' \
[ [ ‘L 1 [ "
0 duin ' t i .y ) 20 dmbe ) A
J I ol o il [ V.
; of A | AT { 10 LI
O i s ) AT an s
| | | | :
- e 4 ) vy — | -
ad W ‘ ‘ didde .
0 & 1 0 & + *
N — #‘ ‘ N — #‘ ‘
) | T ) | T
CF 5,735 Mz B 91 A5 ) - - Eoan 300 Mz |fGF 5038 Gz B 91 A5 ) - - Eoan $0.0 Mz
e D ey reoume. QRS v

This report shall NOT be reproduced except in full without the written consent of RIM Testing Services
- A division of Research in Motion Limited.

Copyright 2005-2013

Page 133 of 152




pgg. Testi EMI Test Report for the BlackBerry® smartphone Model RFL111LW
T=Za Services"

APPENDIX 6

Dates of Test
Test Report No. ) FCC ID: L6ARFL110LW
RTS-6012-1302-17 December 13, 2012-February 25 and March | 1. 2503A-RFL110LW

802.11n RF Conducted Emission Test Results

Figure 6-16: Band Edge Compliance

Figure 6-17: Band Edge Compliance
802.11n, Channel 36, 6 Mbps

802.11n, Channel 64, 6 Mbps
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Figure 6-18: Band Edge Compliance

Figure 6-19: Band Edge Compliance
802.11n, Channel 100, 6 Mbps

802.11n, Channel 140, 6 Mbps
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Figure 6-20: Band Edge Compliance
802.11n, Channel 149, 6 Mbps

802.11n RF Conducted Emission Test Results cont'd

Figure 6-21: Band Edge Compliance
802.11n, Channel 165, 6 Mbps
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802.11a RF Conducted Emission Test Results cont'd

Peak Power Spectral Density
The EUT met the requirements of the peak power spectral density as per 47 CFR 15.407
and RSS-210. Channels 36, 44, 48, 52, 60, 64, 149, 157, 161 and 165 were measured at
6 Mbps, 24 Mbps, and 54 Mbps each for 802.11a mode.

Channel Data Rate Limit (dBm) Measured Level (dBm) | Margin (dBm)
6 Mbps <4.00 -1.77 -5.77
36 24 Mbps <4.00 -9.96 -13.96
54 Mbps < 4.00 -11.96 -15.96
6 Mbps <4.00 -0.22 -4.22
48 24 Mbps <4.00 -9.54 -13.54
54 Mbps < 4.00 -10.29 -14.29
6 Mbps < 11.00 0.39 -10.61
64 24 Mbps < 11.00 -8.58 -19.58
54 Mbps < 11.00 -10.01 -21.01
6 Mbps < 11.00 -0.29 -11.29
100 24 Mbps < 11.00 -1.24 -12.24
54 Mbps < 11.00 -2.78 -13.78
6 Mbps < 11.00 -4.99 -15.99
140 24 Mbps <11.00 -5.26 -16.26
54 Mbps <11.00 -6.38 -17.38
6 Mbps <17.00 -8.94 -25.94
165 24 Mbps <17.00 -9.06 -26.06
54 Mbps <17.00 -11.12 -28.12

See figures 6-22 to 6-27 for the plots of the peak power spectral density for Channel 36,
48, 64, 100, 140, and 165 at 6 Mbps each for 802.11a mode.

This report shall NOT be reproduced except in full without the written consent of RIM Testing Services
- A division of Research in Motion Limited.
Copyright 2005-2013 Page 136 of 152



955'7 Jesting EMI Test Report for the BlackBerry® smartphone Model RFL111LW

=5 Services APPENDIX 6

Dates of Test
Test Report No. ) FCC ID: L6ARFL110LW
RTS-6012-1302-17 December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

802.11n RF Conducted Emission Test Results

Peak Power Spectral Density
The EUT met the requirements of the peak power spectral density as per 47 CFR 15.407
and RSS-210. Channels 36, 64 and 165 were measured at MCS 0, MCS 4 and MCS 7
each for 802.11n mode.

Channel Data Rate Limit (dBm) Measured Level (dBm) | Margin (dBm)
6 Mbps <4.00 -3.62 -7.62
36 24 Mbps <4.00 -10.40 -14.40
54 Mbps < 4.00 -12.30 -16.30
6 Mbps <11.00 -0.76 -11.76
64 24 Mbps <11.00 -2.23 -13.23
54 Mbps <11.00 -2.99 -13.99
6 Mbps <17.00 -9.10 -26.10
165 24 Mbps <17.00 -10.95 -27.95
54 Mbps <17.00 -10.97 -27.97

See figures 6-28 to 6-30 for the plots of the peak power spectral density for Channel 36,
64 and 165 at MCS 0 each for 802.11n mode.

This report shall NOT be reproduced except in full without the written consent of RIM Testing Services
- A division of Research in Motion Limited.
Copyright 2005-2013 Page 137 of 152



Testi
Services"

P

- -

APPENDIX

EMI Test Report for the BlackBerry® smartphone Model RFL111LW

6

Test Report No.
RTS-6012-1302-17

Dates of Test
December 13, 2012-February 25 and March
27, 2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

802.11a RF Conducted Emission Test Results cont'd

Figure 6-22: Peak Power Spectral Density
802.11a, Channel 36, 6 Mbps

802.11a,

Figure 6-23: Peak Power Spectral Density

Channel 48, 6 Mbps
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Figure 6-24: Peak Power Spectral Density Figure 6-25: Peak Power Spectral Density

802.11a, Channel 64, 6 Mbps

802.11a, Channel 100, 6 Mbps
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Figure 6-26: Peak Power Spectral Density

802.11a RF Conducted Emission Test Results cont'd

Figure 6-27: Peak Power Spectral Density

802.11a, Channel 140, 6 Mbps 802.11a, Channel 165, 6 Mbps
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802.11n RF Conducted Emission Test Results

Figure 6-28: Peak Power Spectral Density
802.11n, Channel 36, MCS 0

Figure 6-29: Peak Power Spectral Density
802.11n, Channel 64, MCS 0
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Figure 6-30: Peak Power Spectral Density
802.11n, Channel 165, MCS 0
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EMI Test Report for the BlackBerry® smartphone Model RFL111LW
APPENDIX 6

Test Report No.
RTS-6012-1302-17

Dates of Test
December 13, 2012-February 25 and March

27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

Spurious RF Conducted Emissions

802.11a RF Conducted Emission Test Results cont'd

The EUT met the requirements of the spurious RF conducted emissions as per 47 CFR
15.407 and RSS-210. Channels 44, 60, and 157 were measured at 6 Mbps each for
802.11a mode. Peak power was measured using an Agilent power meter, model N1911A
with model N1921A power sensor. A reference offset of 29.0 dB was applied to the
spectrum analyzer reference level for the attenuators and coaxial cable loss in the test

circuit.
Channel Data Rate Power Max. Measured Level Limit Margin
(dBm) (dBm) (dBc) (dB)
64 | 6 Mbps 17.82 -43.26 -20 -23.26
100 | 6 Mbps 14.18 -43.29 -20 -23.29
140 | 6 Mbps 12.56 -41.22 -20 -21.22

See figures 6-31 to 6-33 for the plots of the spurious RF conducted emissions for Channel
64, 60 and 157 at 6 Mbps each for 802.11a mode.
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Dates of Test
Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW

RTS-6012-1302-17 27,2013 IC: 2503A-RFL110LW

802.11a RF Conducted Emission Test Results cont'd

Figure 6-31a: Spurious RF Conducted Emissions, 802.11a Channel 64, 6 Mbps
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Dates of Test
Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW

RTS-6012-1302-17 27,2013 IC: 2503A-RFL110LW

802.11a RF Conducted Emission Test Results cont'd

Figure 6-31b: Spurious RF Conducted Emissions, 802.11a Channel 64, 6 Mbps
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Dates of Test
Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW

RTS-6012-1302-17 27,2013 IC: 2503A-RFL110LW

802.11a RF Conducted Emission Test Results cont'd

Figure 6-32a: Spurious RF Conducted Emissions, 802.11a Channel 100, 6 Mbps
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Dates of Test
Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW

RTS-6012-1302-17 27,2013 IC: 2503A-RFL110LW

802.11a RF Conducted Emission Test Results cont'd

Figure 6-32b: Spurious RF Conducted Emissions, 802.11a Channel 100, 6 Mbps
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Dates of Test
Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW

RTS-6012-1302-17 27,2013 IC: 2503A-RFL110LW

802.11a RF Conducted Emission Test Results cont'd

Figure 6-33a: Spurious RF Conducted Emissions, 802.11a Channel 140, 6 Mbps
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3

Dates of Test
Test Report No. December 13, 2012-February 25 and March Fcc ID: LOARFL110LW

RTS-6012-1302-17 27,2013 IC: 2503A-RFL110LW

802.11a RF Conducted Emission Test Results cont'd

Figure 6-33b: Spurious RF Conducted Emissions, 802.11a Channel 140, 6 Mbps
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EMI Test Report for the BlackBerry® smartphone Model RFL111LW

APPENDIX 7

Test Report No.
RTS-6012-1302-17

Dates of Test
December 13, 2012-February 25 and March
27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

APPENDIX 7 — NEAR FIELD COMMUNICATIONS TEST DATA/PLOTS
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e Servicés APPENDIX 7

Dates of Test
Test Report No. ) FCC ID: L6ARFL110LW
RTS-6012-1302-17 December 13, 2012-February 25 and March | 1¢. 2503A-RFL110LW

Near Field Communications (NFC) Test Results

Radiated Emissions

Date of Test: January 29, 2013
Measurements were performed by Savtej Sandhu.

The environmental test conditions were: Temperature: 25 °C
Relative Humidity: 21.2 %

The test distance was 3.0 metres with a EUT height of 0.8 metres, and sweep frequency of
9 kHz to 1 GHz.

The BIackBerry® smartphone was in vertical position.

The frequency sweep measurements were performed in Near Field Communications Tx
mode at 13.56 MHz.

Reading Correction Corregted Limit Test
Frequency Reading )
(QP) Factor Margin
(QP)
(MHz) (dBuV) (dB) (dBuV/m) | (dBuV/m) (dB)
13.558 17.42 18.56 55.28 124.00 -68.72
14.408 29.73 13.19 46.07 69.50 -23.43

All other emissions had a test margin of greater than 25.0 dB.
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EMI Test Report for the BlackBerry® smartphone Model RFL111LW

APPENDIX 7

Test Report No.
RTS-6012-1302-17

Dates of Test
December 13, 2012-February 25 and March
27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

Near Field Communications (NFC) Test Results cont'd

Occupied Bandwidth

Date of test: February 14, 2013
The measurements were performed by Berkin Can.

The environmental test conditions were:  Temperature: 24.2 °C
Relative Humidity:  23.6 %

Operation mode (TX ON)

Occupied Bandwidth (kHz)

NFC, modulated

423.97

Figure 7-1: Occupied Bandwidth, NFC TX Frequency = 13.56 MHz
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EMI Test Report for the BlackBerry® smartphone Model RFL111LW

Test Report No.

RTS-6012-1302-17

27,2013

Dates of Test
December 13, 2012-February 25 and March

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

Near Field Communications (NFC) Test Results cont'd

Date of test: February 14, 2013.
The measurements were performed by Berkin Can.

Frequency Stability

The environmental test conditions were:  Temperature: 24.2 °C
Relative Humidity:  23.6 %
Tem;(:f;ture ng:‘:i:.al Me:rse:ﬁed Vlc?lf:g';e MaExrrlzrf ? O/I‘:.D(?;'igzi;n PPM

(Celsius) (MHz) MHZ) | o) (Hz) Ll B,

-20 13.56 13.559419 3.6 -581 -0.00428 -42.8466

-20 13.56 13.559393 3.7 -607 -0.00448 -44.7640

-20 13.56 13.559410 4.35 -590 -0.00435 -43.5103

-10 13.56 13.559329 3.6 -671 -0.00495 -49.4838

-10 13.56 13.559252 3.7 -748 -0.00552 -565.1622

-10 13.56 13.559317 4.35 -683 -0.00504 -50.3687

0 13.56 13.559256 3.6 -744 -0.00549 -54.8673

0 13.56 13.559326 3.7 -674 -0.00497 -49.7050

0 13.56 13.559458 4.35 -542 -0.00400 -39.9705

10 13.56 13.559361 3.6 -639 -0.00471 -47.1239

10 13.56 13.559322 3.7 -678 -0.00500 -50.0000

10 13.56 13.559266 4.35 -734 -0.00541 -54.1298

20 13.56 13.559387 3.6 -613 -0.00452 -45.2065

20 13.56 13.559375 3.7 -625 -0.00461 -46.0914

20 13.56 13.559116 4.35 -884 -0.00652 -65.1917
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EMI Test Report for the BlackBerry® smartphone Model RFL111LW
APPENDIX 7

Test Report No.
RTS-6012-1302-17

Dates of Test
December 13, 2012-February 25 and March

27,2013

FCC ID: L6ARFL110LW
IC: 2503A-RFL110LW

Near Field Communications (NFC) Test Results cont'd

Frequency Stability cont'd

Tem-::f;ture N::T;iqn.al Me::e:ﬁed Vlonli):;e MaEerI:)rre ? ?.Dg;/iggi;n PPM
(Celsius) | (MHz) MH) | yone) (Hz) | (Limit.01%)
30 1356 | 13.559197 | 3.6 803 0.00592 | -59.2183
30 1356 | 13.559469 | 3.7 531 0.00392 | -39.1593
30 13.56 | 13.559163 | 4.35 837 0.00617 | -61.7257
40 1356 | 13.559260 | 3.6 740 10.00546 | -54.5723
40 1356 | 13.559297 | 3.7 703 0.00518 | -51.8437
40 1356 | 13.559243 | 4.35 757 10.00558 | -55.8260
50 1356 | 13.559245 | 3.6 755 0.00557 | -55.6785
50 1356 | 13.559226 | 3.7 774 0.00571 | -57.0796
50 13.56 | 13.559316 | 4.35 684 10.00504 | -50.4425
60 1356 | 13559201 | 3.6 799 0.00589 | -58.9233
60 1356 | 13559330 | 3.7 670 20.00494 | -49.4100
60 1356 | 13.559139 | 4.35 861 0.00635 | -63.4956
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