


Single Point SAR Screening

BlackBerry RTS :
for Antenna Tuning States

In hotspot mode, there is power reduction on somdeagisanodes. Single point hotspot screenings tests were
performed on all 5 sides (front, back,left, right, bottom) for the low bands on this model.

Each tuning state was controlled by the Antenna TuWifg/software tools using an Access Point and WiFi
communication over the air.

When programming the tuner settings over the WiFi, thagawery short burst of traffic and then no activity.
There was no WiFi traffic when the SAR test was running.
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Figure 1.0 Single point screening test setup
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BlackBerry RTS

Single Point SAR Screening
for Antenna Tuning States

2.0 Device Information

Model # RHT181LW ( STV100-2)
FCCID# L6ARHT180LW
DeviceType | Sample# | Dewe S/IN| HW REV # CPR # Sé’mﬁ‘;e
Radiated 9 1161791688 Rev 1 30429 AAC684
Radiated 10 116179194p Rev 1 30429 AAC684
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BlackBerry RTS Single Point SAR Screening
for Antenna Tuning States

2.0 Single Point SAR Screening Test Data

BlackBerry Model: RHT181LW

Version: 1.1 17-Jul-15
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BlackBerry RTS Single Point SAR Screening
for Antenna Tuning States

Measured SAR Values - Head -WCDMA/UMTS band V 850 MHz
Channel (Fl\;quz‘) Position Slider Position M(axW.”Z '?R ?:seelga&oon; Scan # Comments

0.291 0.00 1 Closed Loop
0.275 -5.50 2 Cap 1= Max C, Cap 2= Max C
0.261 -10.31 3 Cap 1=Max C, Cap 2= Mid C
0.242 -16.84 4 Cap 1= Max C, Cap 2=MinC
0.217 -25.43 5 Cap 1= Mid C, Cap 2=Max C
4182 836.4 Left Cheek Closed 0193 3196 6 Cap 1= Mid C, Cap 2= Mid C
0.177 -39.18 7 Cap 1=Mid C, Cap 2=Min C
0.157 -46.05 8 Cap 1=Min C, Cap 2= Max C
0.140 -51.89 9 Cap 1= Min C, Cap 2= Mid C
0.122 -58.08 10 Cap 1=Min C, Cap 2=Min C

0.210 0.00 1 Closed Loop
0.176 -16.19 2 Cap 1= Max C, Cap 2= Max C
0.171 -18.57 3 Cap 1= Max C, Cap 2= Mid C
0.162 -22.86 4 Cap 1= Max C, Cap 2= Min C
. 0.138 -34.29 5 Cap 1= Mid C, Cap 2= Max C
48z | 8364 Left Tit Closed 0129 3857 5 Cap 1= Mid C, Cap 2= Mid C
0.118 -43.81 7 Cap 1=Mid C, Cap 2=MinC
0.101 -51.90 8 Cap 1= Min C, Cap 2= Max C
0.092 -56.00 9 Cap 1=Min C, Cap 2= Mid C
0.084 -60.24 10 Cap 1= Min C, Cap 2=Min C

0.241 0.00 1 Closed Loop
0.223 -1.47 2 Cap 1= Max C, Cap 2= Max C
0.228 -5.39 3 Cap 1=Max C, Cap 2= Mid C
0.229 -4.98 4 Cap 1=Max C, Cap 2=Min C
0.182 -24.48 5 Cap 1= Mid C, Cap 2= Max C
4182 | 8364 | Left Cheek Open 0.181 24,90 6 Cap 1= Mid C, Cap 2= Mid C
0.177 -26.56 7 Cap 1=Mid C, Cap 2=MinC
0.139 -42.32 8 Cap 1= Min C, Cap 2= Max C
0.138 -42.74 9 Cap 1= Min C, Cap 2= Mid C
0.132 -45.23 10 Cap 1=Min C, Cap 2=Min C

0.184 0.00 1 Closed Loop
0.132 -28.26 2 Cap 1= Max C, Cap 2= Max C
0.133 -21.72 3 Cap 1= Max C, Cap 2= Mid C
0.132 -28.26 4 Cap 1=Max C, Cap 2=Min C
. 0.102 -44.57 5 Cap 1= Mid C, Cap 2= Max C
4Bz | 8364 LeftTit Open 0102 1257 5 Cap 1= Mid C, Cap 2= Mid C
0.100 -45.65 7 Cap 1=Mid C, Cap 2=MinC
0.078 -57.83 8 Cap 1= Min C, Cap 2= Max C
0.076 -58.53 9 Cap 1= Min C, Cap 2= Mid C
0.074 -59.78 10 Cap 1= Min C, Cap 2=Min C
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BlackBerry RTS

Single Point SAR Screening

for Antenna Tuning States

Measured SAR Values - Head -WCDMA/UMTS band V 850 MHz
Channel (T\;quz.) Position Slider Position M(a\l/)\(II/Iz; '?R z’l:itdaigoorg Scan # Comments

0.364 0.00 1 Closed Loop
0.339 -6.87 2 Cap 1= Max C, Cap 2= Max C
0.326 -10.44 3 Cap 1= Max C, Cap 2=Mid C
0.303 -16.76 4 Cap 1= Max C, Cap 2=Min C
) 0.270 -25.82 5 Cap 1= Mid C, Cap 2= Max C
4233 846.6 Right Cheek Closed 0218 3187 5 Cap 1= Mid C, Cap 2= Mid C
0.221 -39.29 7 Cap 1=Mid C, Cap 2=Min C
0.195 -46.43 8 Cap 1=Min C, Cap 2= Max C
0.175 -51.92 9 Cap 1= Min C, Cap 2= Mid C
0.151 -58.52 10 Cap 1= Min C, Cap 2=Min C

0.224 0.00 1 Closed Loop
0.212 -5.36 2 Cap 1= Max C, Cap 2= Max C
0.209 -6.70 3 Cap 1=Max C, Cap 2=Mid C
0.196 -12.50 4 Cap 1=Max C, Cap 2=Min C
- 0.167 -25.45 5 Cap 1= Mid C, Cap 2= Max C
4182 | 8364 | RightTit Closed 0.156 30,36 5 Cap 1= Mid C, Cap 2= Mid C
0.144 -35.71 7 Cap 1=MidC, Cap 2=MinC
0.121 -45.98 8 Cap 1= Min C, Cap 2= Max C
0.109 -51.34 9 Cap 1= Min C, Cap 2= Mid C
0.101 -54.91 10 Cap 1=Min C, Cap 2= Min C

0.338 0.00 1 Closed Loop
0.336 -0.59 2 Cap 1= Max C, Cap 2= Max C
0.337 -0.30 3 Cap 1= Max C, Cap 2= Mid C
0.304 -10.06 4 Cap 1=Max C, Cap 2=Min C
) 0.265 -21.60 5 Cap 1= Mid C, Cap 2= Max C
4182 | 8364 | Right Cheek Open 0.246 2722 ; Cap 1= Mid C, Cap 2= Mid C
0.221 -34.62 7 Cap 1=Mid C, Cap 2=Min C
0.196 -42.01 8 Cap 1=Min C, Cap 2= Max C
0.175 -48.22 9 Cap 1= Min C, Cap 2= Mid C
0.153 -54.73 10 Cap 1=Min C, Cap 2=Min C

0.182 0.00 1 Closed Loop
0.146 -19.78 2 Cap 1= Max C, Cap 2= Max C
0.148 -18.68 3 Cap 1= Max C, Cap 2=Mid C
0.149 -18.13 4 Cap 1= Max C, Cap 2=Min C
- 0.115 -36.81 5 Cap 1= Mid C, Cap 2= Max C
4182 | 8364 | RightTit Open 0.116 36,26 6 Cap 1= Mid C, Cap 2= Mid C
0.114 -37.36 7 Cap 1 =Mid C, Cap 2=Min C
0.087 -52.31 8 Cap 1= Min C, Cap 2= Max C
0.087 -52.09 9 Cap 1= Min C, Cap 2= Mid C
0.086 -52.97 10 Cap 1= Min C, Cap 2= Min C
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BlackBerry RTS

Single Point SAR Screening

for Antenna Tuning States

Measured SAR Values - Hotspot (10mm Sp acing) - WCDMA/UMTS band V 850 MHz
Channel (T\;T_iqz') Position Slider Position M?\ZIIZ A)R z::s?ahdalloon; Scan # Comments
0.479 0.00 1 Closed Loop
0.464 -3.13 2 Cap 1= Max C, Cap 2= Max C
0.451 -5.85 3 Cap 1= Max C, Cap 2= Mid C
0.457 -4.59 4 Cap 1= Max C, Cap 2=Min C
0.390 -18.58 5 Cap 1= Mid C, Cap 2= Max C
4182 8364 | 10mm Back Closed 0.373 2213 6 Cap 1= Mid C, Cap 2= Mid C
0.359 -25.05 7 Cap 1 =Mid C, Cap 2=Min C
0.291 -39.25 8 Cap 1= Min C, Cap 2= Max C
0.305 -36.33 9 Cap 1= Min C, Cap 2= Mid C
0.074 -84.53 10 Cap 1= Min C, Cap 2=Min C
0.379 0.00 1 Closed Loop
0.377 -0.53 2 Cap 1= Max C, Cap 2= Max C
0.366 -3.43 3 Cap 1= Max C, Cap 2= Mid C
0.344 -9.23 4 Cap 1=Max C, Cap 2=Min C
0.309 -18.47 5 Cap 1= Mid C, Cap 2= Max C
4182 836.4 10mm Front Closed 0.287 2127 5 Cap 1= Mid C. Cap 2= Mid C
0.260 -31.40 7 Cap 1 = Mid C, Cap 2= Min C
0.230 -39.31 8 Cap 1= Min C, Cap 2= Max C
0.210 -44.59 9 Cap 1= Min C, Cap 2= Mid C
0.186 -50.92 10 Cap 1= Min C, Cap 2= Min C
0.686 0.00 1 Closed Loop
0.516 -24.78 2 Cap 1= Max C, Cap 2= Max C
0.501 -26.97 3 Cap 1= Max C, Cap 2= Mid C
0.440 -35.86 4 Cap 1= Max C, Cap 2=Min C
0.153 -77.70 5 Cap 1= Mid C, Cap 2= Max C
4233 846.6 | 10mm Back Open 0.137 ~80.03 5 CaF[)J T=Mid C, Ca?) 2= Mid C
0.122 -82.22 7 Cap 1 = Mid C, Cap 2= Min C
0.109 -84.11 8 Cap 1= Min C, Cap 2= Max C
0.095 -86.11 9 Cap 1= Min C, Cap 2= Mid C
0.080 -88.34 10 Cap 1= Min C, Cap 2=Min C
0.417 0.00 1 Closed Loop
0.348 -16.55 2 Cap 1= Max C, Cap 2= Max C
0.351 -15.83 3 Cap 1= Max C, Cap 2= Mid C
0.345 -17.27 4 Cap 1= Max C, Cap 2=Min C
0.278 -33.33 5 Cap 1= Mid C, Cap 2= Max C
4182 836.4 10mm Front Open 0.276 -33.81 6 Cap 1= Mid C, Cap 2=Mid C
0.268 -35.73 7 Cap 1 =Mid C, Cap 2= Min C
0.213 -48.92 8 Cap 1= Min C, Cap 2= Max C
0.208 -50.12 9 Cap 1= Min C, Cap 2= Mid C
0.199 -52.28 10 Cap 1=Min C, Cap 2=Min C
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BlackBerry RTS

Single Point SAR Screening

for Antenna Tuning States

Measured SAR Values - Hotspot (10mm Sp acing) - WCDMA/UMTS band V 850 MHz
Channel (i;zqz') Position Slider Position M(av)\(llllz A)‘R g:seeltjaigoomp Scan # Comments

0.261 0.00 1 Closed Loop
0.260 -0.38 2 Cap 1= Max C, Cap 2= Max C
0.246 -5.75 3 Cap 1= Max C, Cap 2= Mid C
0.229 -12.26 4 Cap 1= Max C, Cap 2= Min C
0.205 -21.46 5 Cap 1= Mid C, Cap 2= Max C
4182 836.4 10mm Left Closed 0.189 2759 5 Cap 1= Mid C, Cap 2= Mid C
0.169 -35.25 7 Cap 1 = Mid C, Cap 2= Min C
0.148 -43.30 8 Cap 1= Min C, Cap 2= Max C
0.133 -49.04 9 Cap 1= Min C, Cap 2= Mid C
0.036 -86.17 10 Cap 1= Min C, Cap 2= Min C

0.477 0.00 1 Closed Loop
0.471 -1.26 2 Cap 1= Max C, Cap 2= Max C
0.473 -0.84 3 Cap 1= Max C, Cap 2= Mid C
0.465 -2.52 4 Cap 1= Max C, Cap 2= Min C
. 0.402 -15.72 5 Cap 1= Mid C, Cap 2= Max C
4182 8364 | 10mm Right Closed 0.391 18.03 6 Cap 1= Mid C, Cap 2= Mid C
0.370 -22.43 7 Cap 1 = Mid C, Cap 2= Min C
0.306 -35.85 8 Cap 1= Min C, Cap 2= Max C
0.294 -38.36 9 Cap 1= Min C, Cap 2= Mid C
0.093 -80.42 10 Cap 1= Min C, Cap 2= Min C

0.195 0.00 1 Closed Loop
0.190 -2.56 2 Cap 1= Max C, Cap 2= Max C
0.194 -0.51 3 Cap 1= Max C, Cap 2= Mid C
0.194 -0.51 4 Cap 1= Max C, Cap 2= Min C
0.155 -20.51 5 Cap 1= Mid C, Cap 2= Max C
4182 8364 | 10mm Left Open 0.153 2154 5 Can 1o MIT G Ca 2 VIO
0.147 -24.62 7 Cap 1 =Mid C, Cap 2=Min C
0.116 -40.51 8 Cap 1= Min C, Cap 2= Max C
0.113 -42.05 9 Cap 1= Min C, Cap 2= Mid C
0.109 -44.10 10 Cap 1=Min C, Cap 2=Min C

0.341 0.00 1 Closed Loop
0.319 -6.45 2 Cap 1= Max C, Cap 2= Max C
0.330 -3.23 3 Cap 1= Max C, Cap 2= Mid C
0.337 -1.17 4 Cap 1=Max C, Cap 2=Min C
0.259 -24.05 5 Cap 1= Mid C, Cap 2= Max C
4182 836.4 10mm Right Open 0.266 -21.99 6 Cap 1= Mid C, Cap 2= Mid C
0.266 -21.99 7 Cap 1 =Mid C, Cap 2= Min C
0.201 -41.06 8 Cap 1= Min C, Cap 2= Max C
0.204 -40.18 9 Cap 1= Min C, Cap 2= Mid C
0.203 -40.47 10 Cap 1= Min C, Cap 2=Min C
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BlackBerry RTS

Single Point SAR Screening
for Antenna Tuning States

Measured SAR Values - Hotspot (10mm Spacing) - WCDMA/UMTS band V 850 MHz
Channel (i;zqz') Position Slider Position M(av)\(llllz A)‘R Zol;ji:jaigoomp Scan # Comments

0.475 0.00 1 Closed Loop
0.468 -1.47 2 Cap 1= Max C, Cap 2= Max C
0.461 -2.95 3 Cap 1= Max C, Cap 2= Mid C
0.420 -11.58 4 Cap 1= Max C, Cap 2= Min C
0.435 -8.42 5 Cap 1= Mid C, Cap 2= Max C

4182 836.4 10mm Bottom Closed 0.434 563 6 Cap 1= Mid C, Cap 2= Mid C
0.336 -29.26 7 Cap 1 = Mid C, Cap 2= Min C
0.407 -14.32 8 Cap 1= Min C, Cap 2= Max C
0.286 -39.79 9 Cap 1= Min C, Cap 2= Mid C
0.161 -66.11 10 Cap 1= Min C, Cap 2= Min C
0.480 0.00 1 Closed Loop
0.480 0.00 2 Cap 1= Max C, Cap 2= Max C
0.468 -2.50 3 Cap 1= Max C, Cap 2= Mid C
0.471 -1.88 4 Cap 1= Max C, Cap 2= Min C
0.408 -15.00 5 Cap 1= Mid C, Cap 2= Max C

4182 836.4 | 10mm Bottom Open 0.383 2021 6 Cap 1= Mid C, Cap 2= Mid C
0.343 -28.54 7 Cap 1 = Mid C, Cap 2= Min C
0.312 -35.00 8 Cap 1= Min C, Cap 2= Max C
0.279 -41.88 9 Cap 1= Min C, Cap 2= Mid C
0.242 -49.58 10 Cap 1= Min C, Cap 2=Min C
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BlackBerry RTS

Single Point SAR Screening
for Antenna Tuning States

Measured SAR Values - Body-Worn (15mm  Spacing) -WCDMA/UMTS band V 850 MHz
Channel (T\;Ei) Position Slider Position M?XW/IZ '?R Z(ic?sitdalloor; Scan # Comments

0.315 0.00 1 Closed Loop
0.306 -2.86 2 Cap 1= Max C, Cap 2= Max C
0.311 -1.27 3 Cap 1= Max C, Cap 2= Mid C
0.310 -1.59 4 Cap 1= Max C, Cap 2=Min C
0.247 -21.59 5 Cap 1= Mid C, Cap 2= Max C

482 8264 | 15mm Back Closed 0.247 2159 6 Cap 1= Mid C, Cap 2= Mid C
0.239 -24.13 7 Cap1=MidC, Cap 2=MinC
0.193 -38.73 8 Cap 1= Min C, Cap 2=Max C
0.187 -40.63 9 Cap 1=Min C, Cap 2=Mid C
0.156 -50.48 10 Cap 1=Min C, Cap 2=Min C
0.375 0.00 1 Closed Loop
0.372 -0.80 2 Cap 1= Max C, Cap 2= Max C
0.363 -3.20 3 Cap 1= Max C, Cap 2= Mid C
0.352 -6.13 4 Cap 1= Max C, Cap 2= Min C
0.307 -18.13 5 Cap 1= Mid C, Cap 2= Max C

4182 836.4 15mm Front Closed 0294 5160 5 Cap 1=Mid C. Cap 2= Mid C
0.271 -21.73 7 Cap 1=Mid C, Cap 2=Min C
0.234 -37.60 8 Cap 1=Min C, Cap 2= Max C
0.216 -42.40 9 Cap 1=Min C, Cap 2= Mid C
0.194 -48.27 10 Cap 1=Min C, Cap 2=Min C

Device Model RHT181LWSTV10®)
Hardware Rev. # Rev 1
Software Bundle # AAC684
Date 10/09-22/2015
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BlackBerry RTS Single Point SAR Screening
for Antenna Tuning States

Measured SAR Values - Head - GSM/EDGE/DTM 850 MHz
Channel (Fl\;quz‘) Position Slider Position M(aXW'”Z '?R ?:seelgaigg Scan # Comments

0.262 0.00 1 Closed Loop
0.251 -4.20 2 Cap 1= Max C, Cap 2= Max C
0.240 -8.40 3 Cap 1=Max C, Cap 2= Mid C
0.223 -14.89 4 Cap 1= Max C, Cap 2=MinC
0.171 -34.73 5 Cap 1= Mid C, Cap 2=Max C
190 8366 | Left Check Closed 0.155 1084 6 Cap 1= Mid C, Cap 2= Mid C
0.137 -47.71 7 Cap 1=Mid C, Cap 2=Min C
0.109 -58.40 8 Cap 1=Min C, Cap 2= Max C
0.096 -61.83 9 Cap 1= Min C, Cap 2= Mid C
0.082 -68.89 10 Cap 1=Min C, Cap 2=Min C

0.199 0.00 1 Closed Loop
0.188 -5.53 2 Cap 1= Max C, Cap 2= Max C
0.183 -8.04 3 Cap 1= Max C, Cap 2= Mid C
0.176 -11.56 4 Cap 1= Max C, Cap 2= Min C
. 0.127 -36.18 5 Cap 1= Mid C, Cap 2= Max C
190 836 LeftTit Closed 0118 4070 5 Cap 1= Mid C, Cap 2= Mid C
0.071 -64.12 7 Cap 1=Mid C, Cap 2=MinC
0.056 -71.91 8 Cap 1= Min C, Cap 2= Max C
0.050 -74.72 9 Cap 1=Min C, Cap 2= Mid C
0.045 -77.39 10 Cap 1= Min C, Cap 2=Min C

0.215 0.00 1 Closed Loop
0.189 -12.09 2 Cap 1= Max C, Cap 2= Max C
0.199 -7.44 3 Cap 1=Max C, Cap 2= Mid C
0.204 -5.12 4 Cap 1=Max C, Cap 2=Min C
0.142 -33.95 5 Cap 1= Mid C, Cap 2= Max C
190 8366 | Left Cheek Open 0.147 3163 6 Cap 1= Mid C, Cap 2= Mid C
0.142 -33.95 7 Cap 1=Mid C, Cap 2=MinC
0.104 -51.63 8 Cap 1= Min C, Cap 2= Max C
0.102 -52.56 9 Cap 1= Min C, Cap 2= Mid C
0.096 -55.58 10 Cap 1=Min C, Cap 2=Min C

0.118 0.00 1 Closed Loop
0.101 -14.41 2 Cap 1= Max C, Cap 2= Max C
0.104 -11.86 3 Cap 1= Max C, Cap 2= Mid C
0.105 -11.02 4 Cap 1=Max C, Cap 2=Min C
. 0.073 -37.80 5 Cap 1= Mid C, Cap 2= Max C
190 836 Left Tit Open 0075 36.86 5 Cap 1= Mid C, Cap 2= Mid C
0.073 -38.05 7 Cap 1=Mid C, Cap 2=MinC
0.052 -56.36 8 Cap 1= Min C, Cap 2= Max C
0.052 -48.71 9 Cap 1= Min C, Cap 2= Mid C
0.050 -58.05 10 Cap 1= Min C, Cap 2=Min C
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BlackBerry RTS

Single Point SAR Screening

for Antenna Tuning States

Measured SAR Values - Head - GSM/EDGE/DTM 850 MHz
Channel (T\;quz.) Position Slider Position M(al\/)\(//lzg '?R g:s?dalloorg Scan # Comments

0.435 0.00 1 Closed Loop
0.427 -1.84 2 Cap 1= Max C, Cap 2= Max C
0.406 -6.67 3 Cap 1= Max C, Cap 2=Mid C
0.363 -16.55 4 Cap 1= Max C, Cap 2=Min C
. 0.298 -31.49 5 Cap 1= Mid C, Cap 2= Max C
251 8488 | Right Cheek Closed 0.248 12,99 6 Cap 1= Mid C, Cap 2= Mid C
0.200 -54.02 7 Cap 1=Mid C, Cap 2=Min C
0.177 -59.31 8 Cap 1=Min C, Cap 2= Max C
0.141 -67.59 9 Cap 1= Min C, Cap 2= Mid C
0.111 -74.48 10 Cap 1= Min C, Cap 2=Min C

0.183 0.00 1 Closed Loop
0.181 -1.09 2 Cap 1= Max C, Cap 2= Max C
0.180 -1.64 3 Cap 1=Max C, Cap 2=Mid C
0.172 -6.01 4 Cap 1=Max C, Cap 2=Min C
- 0.124 -32.24 5 Cap 1= Mid C, Cap 2= Max C
190 8368 | RightTit Closed 0117 36,07 6 Cap 1= Mid C, Cap 2= Mid C
0.106 -42.08 7 Cap 1=MidC, Cap 2=MinC
0.082 -55.46 8 Cap 1= Min C, Cap 2= Max C
0.076 -58.52 9 Cap 1= Min C, Cap 2= Mid C
0.067 -63.28 10 Cap 1=Min C, Cap 2= Min C

0.220 0.00 1 Closed Loop
0.206 -6.36 2 Cap 1= Max C, Cap 2= Max C
0.214 -2.73 3 Cap 1= Max C, Cap 2= Mid C
0.219 -0.45 4 Cap 1=Max C, Cap 2=Min C
) 0.151 -31.36 5 Cap 1= Mid C, Cap 2= Max C
190 8368 | Right Cheek Open 0.153 3045 6 Cap 1= Mid C, Cap 2= Mid C
0.152 -30.91 7 Cap 1=Mid C, Cap 2=Min C
0.108 -50.91 8 Cap 1=Min C, Cap 2= Max C
0.142 -31.07 9 Cap 1= Min C, Cap 2= Mid C
0.103 -53.18 10 Cap 1=Min C, Cap 2=Min C

0.114 0.00 1 Closed Loop
0.109 -4.39 2 Cap 1= Max C, Cap 2= Max C
0.111 -2.63 3 Cap 1= Max C, Cap 2=Mid C
0.112 -1.75 4 Cap 1= Max C, Cap 2=Min C
- 0.077 -32.54 5 Cap 1= Mid C, Cap 2= Max C
190 8368 |  RightTit Open 0.078 3149 6 Cap 1= Mid C, Cap 2= Mid C
0.078 -31.93 7 Cap 1 =Mid C, Cap 2=Min C
0.054 -52.89 8 Cap 1= Min C, Cap 2= Max C
0.054 -52.89 9 Cap 1= Min C, Cap 2= Mid C
0.052 -54.39 10 Cap 1= Min C, Cap 2= Min C
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BlackBerry RTS

Single Point SAR Screening
for Antenna Tuning States

Measured SAR Values - Hotspot (10mm Spacing) - GSM/EDGE/DTM 850 MHz
Channel Freq. Position Slider Position Max. SAR % delta from Scan # Comments
(MHz) (W/kg) Closed Loop

0.487 0.00 1 Closed Loop
0.484 -0.62 2 Cap 1= Max C, Cap 2= Max C
0.481 -1.23 3 Cap 1= Max C, Cap 2= Mid C
0.451 -7.39 4 Cap 1= Max C, Cap 2=Min C
0.342 -29.77 5 Cap 1= Mid C, Cap 2= Max C

190 8366 | 10mm Back Closed 0.327 32.85 6 Cap 1= Mid C, Cap 2= Mid C
0.291 -40.25 7 Cap 1 =Mid C, Cap 2=Min C
0.232 -52.36 8 Cap 1= Min C, Cap 2= Max C
0.204 -58.11 9 Cap 1= Min C, Cap 2= Mid C
0.175 -64.07 10 Cap 1= Min C, Cap 2=Min C
0.448 0.00 1 Closed Loop
0.370 -17.41 2 Cap 1= Max C, Cap 2= Max C
0.359 -19.87 3 Cap 1= Max C, Cap 2= Mid C
0.334 -25.45 4 Cap 1= Max C, Cap 2=Min C
0.251 -43.97 5 Cap 1= Mid C, Cap 2= Max C

190 836.6 10mm Front Closed 0.230 2860 5 Cap 1= Mid C. Cap 2= Mid C
0.198 -55.80 7 Cap 1 =Mid C, Cap 2= Min C
0.163 -63.62 8 Cap 1= Min C, Cap 2= Max C
0.144 -67.86 9 Cap 1= Min C, Cap 2= Mid C
0.120 -73.21 10 Cap 1= Min C, Cap 2= Min C
0.695 0.00 1 Closed Loop
0.644 -7.34 2 Cap 1= Max C, Cap 2= Max C
0.658 -5.32 3 Cap 1= Max C, Cap 2= Mid C
0.652 -6.19 4 Cap 1= Max C, Cap 2=Min C
0.467 -32.81 5 Cap 1= Mid C, Cap 2= Max C

190 836.6 | 10mm Back Open 0.454 734,68 5 Cap 1= Mid C, Cap 2= Mid C
0.427 -38.56 7 Cap 1 = Mid C, Cap 2= Min C
0.324 -53.38 8 Cap 1= Min C, Cap 2= Max C
0.297 -57.27 9 Cap 1=Min C, Cap 2= Mid C
0.272 -60.86 10 Cap 1=Min C, Cap 2= Min C
0.456 0.00 1 Closed Loop
0.397 -12.94 2 Cap 1= Max C, Cap 2= Max C
0.442 -3.07 3 Cap 1= Max C, Cap 2=Mid C
0.412 -9.65 4 Cap 1= Max C, Cap 2=Min C
0.318 -30.26 5 Cap 1= Mid C, Cap 2= Max C

190 836.6 10mm Front Open 0.290 -36.40 6 Cap 1=Mid C, Cap 2=Mid C
0.255 -44.08 7 Cap 1 = Mid C, Cap 2= Min C
0.205 -55.04 8 Cap 1= Min C, Cap 2= Max C
0.181 -60.31 9 Cap 1= Min C, Cap 2= Mid C
0.154 -66.23 10 Cap 1=Min C, Cap2=MinC

Version: 1.1 17-Jul-15

This is an electronic document - Printed copies

CompCert directory are unc

ontrolled and should be used for reference only.

Copyright 2005-2015, BlackBerry RTS — A division of BlackBerry Limited

or electronic versions not retrieved from the

Page 13 of 34




BlackBerry RTS

Single Point SAR Screening

for Antenna Tuning States

Measured SAR Values - Hotspot (10mm Spacing) - GSM/EDGE/DTM 850 MHz
Channel Freq. Position Slider Position Max. SAR % defta from Scan # Comments
(MHz) (W/kg) Closed Loop

0.325 0.00 1 Closed Loop
0.325 0.00 2 Cap 1= Max C, Cap 2= Max C
0.318 -2.15 3 Cap 1= Max C, Cap 2= Mid C
0.296 -8.92 4 Cap 1=Max C, Cap 2=Min C
0.221 -32.00 5 Cap 1= Mid C, Cap 2= Max C
190 836.6 | 10mm Left Closed 0.198 739.08 5 Cap 1= Mid C, Cap 2= Mid C
0.172 -47.08 7 Cap 1 = Mid C, Cap 2= Min C
0.134 -58.77 8 Cap 1= Min C, Cap 2= Max C
0.122 -62.46 9 Cap 1= Min C, Cap 2= Mid C
0.018 -94.46 10 Cap 1= Min C, Cap 2= Min C

0.493 0.00 1 Closed Loop
0.463 -6.09 2 Cap 1= Max C, Cap 2= Max C
0.492 -0.20 3 Cap 1= Max C, Cap 2= Mid C
0.489 -0.81 4 Cap 1= Max C, Cap 2= Min C
. 0.355 -27.99 5 Cap 1= Mid C, Cap 2= Max C
190 8366 | 10mm Right Closed 0.367 2556 6 Cap 1= Mid C, Cap 2= Mid C
0.355 -27.99 7 Cap 1 = Mid C, Cap 2= Min C
0.255 -48.28 8 Cap 1= Min C, Cap 2= Max C
0.247 -49.90 9 Cap 1= Min C, Cap 2= Mid C
0.093 -81.16 10 Cap 1= Min C, Cap 2= Min C

0.223 0.00 1 Closed Loop
0.197 -11.66 2 Cap 1= Max C, Cap 2= Max C
0.203 -8.97 3 Cap 1= Max C, Cap 2=Mid C
0.212 -4.93 4 Cap 1= Max C, Cap 2=Min C
0.150 -32.74 5 Cap 1= Mid C, Cap 2= Max C
190 8366 | 10mm Left Open 0.154 230.94 6 Cap 1= Mid C, Cap 2= Mid C
0.151 -32.29 7 Cap 1 = Mid C, Cap 2= Min C
0.107 -52.02 8 Cap 1= Min C, Cap 2= Max C
0.114 -48.88 9 Cap 1= Min C, Cap 2= Mid C
0.101 -54.71 10 Cap 1= Min C, Cap 2=Min C

0.340 0.00 1 Closed Loop
0.336 -1.18 2 Cap 1= Max C, Cap 2= Max C
0.336 -1.18 3 Cap 1= Max C, Cap 2= Mid C
0.336 -1.18 4 Cap 1=Max C, Cap 2=Min C
0.265 -22.06 5 Cap 1= Mid C, Cap 2= Max C
190 836.6 10mm Right Open 0.254 -25.29 6 Cap 1= Mid C, Cap 2= Mid C
0.233 -31.47 7 Cap 1 =Mid C, Cap 2= Min C
0.230 -32.35 8 Cap 1= Min C, Cap 2= Max C
0.191 -43.82 9 Cap 1= Min C, Cap 2= Mid C
0.146 -57.06 10 Cap 1= Min C, Cap 2=Min C
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BlackBerry RTS

Single Point SAR Screening
for Antenna Tuning States

Measured SAR Values - Hotspot (10mm Spacing) - GSM/EDGE/DTM 850 MHz
Channel Freg. Position Slider Position Max. SAR % delta from Scan # Comments
(MH2) (W/kg) Closed Loop

0.459 0.00 1 Closed Loop
0.431 -6.10 2 Cap 1= Max C, Cap 2= Max C
0.427 -6.97 3 Cap 1= Max C, Cap 2= Mid C
0.419 -8.71 4 Cap 1= Max C, Cap 2=Min C
0.340 -25.93 5 Cap 1= Mid C, Cap 2= Max C

190 836.6 10mm Bottom Closed 0.305 33.55 6 Cap 1= Mid C, Cap 2= Mid C
0.270 -41.18 7 Cap 1 = Mid C, Cap 2= Min C
0.214 -53.38 8 Cap 1= Min C, Cap 2= Max C
0.210 -54.25 9 Cap 1= Min C, Cap 2= Mid C
0.158 -65.58 10 Cap 1= Min C, Cap 2= Min C
0.527 0.00 1 Closed Loop
0.498 -5.50 2 Cap 1= Max C, Cap 2= Max C
0.497 -5.69 3 Cap 1= Max C, Cap 2= Mid C
0.506 -3.98 4 Cap 1= Max C, Cap 2= Min C
0.392 -25.62 5 Cap 1= Mid C, Cap 2= Max C

190 836.6 | 10mm Bottom Open 0.382 2751 6 Cap 1= Mid C, Cap 2= Mid C
0.352 -33.21 7 Cap 1 = Mid C, Cap 2= Min C
0.265 -49.72 8 Cap 1= Min C, Cap 2= Max C
0.260 -50.66 9 Cap 1= Min C, Cap 2= Mid C
0.233 -55.79 10 Cap 1= Min C, Cap 2= Min C
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BlackBerry RTS

Single Point SAR Screening

for Antenna Tuning States

Measured SAR Values - Body-Worn (15m m Spacing) - GSM/EDGE/DTM 850 MHz
Channel (T\;Ei) Position Slider Position M?XW/IZ '?R Z(ic?sitdalloor; Scan # Comments

0.267 0.00 1 Closed Loop
0.265 -0.75 2 Cap 1= Max C, Cap 2= Max C
0.262 -1.87 3 Cap 1= Max C, Cap 2= Mid C
0.252 -4.91 4 Cap 1= Max C, Cap 2=Min C
0.192 -28.09 5 Cap 1= Mid C, Cap 2= Max C

190 8366 | 15mm Back Closed 0.180 3258 6 Cap 1= Mid C, Cap 2= Mid C
0.162 -39.33 7 Cap 1=Mid C, Cap 2=Min C
0.126 -52.81 8 Cap 1=Min C, Cap 2= Max C
0.115 -56.93 9 Cap 1= Min C, Cap 2= Mid C
0.100 -62.55 10 Cap 1=Min C, Cap 2=Min C
0.401 0.00 1 Closed Loop
0.401 0.00 2 Cap 1= Max C, Cap 2= Max C
0.385 -3.99 3 Cap 1= Max C, Cap 2= Mid C
0.348 -13.22 4 Cap 1=Max C, Cap 2=Min C
0.289 -27.93 5 Cap 1= Mid C, Cap 2= Max C

21 8488 | L5mm Front Closed 0.245 3890 5 Cap 1= Mid C, Cap 2= Mid C
0.207 -48.38 7 Cap 1=Mid C, Cap 2=Min C
0.175 -56.36 8 Cap 1=Min C, Cap 2= Max C
0.141 -64.84 9 Cap 1=Min C, Cap 2= Mid C
0.112 -72.07 10 Cap 1=Min C, Cap 2=Min C
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BlackBerry RTS Single Point SAR Screening
for Antenna Tuning States

Measured SAR Values - Head - LTE Band 5 850 MHz (BW 10 MHz)
Channel (Fl\;quz‘) Position Slider Position M(aXW'”Z '?R ?:seelgaigg Scan # Comments

0.266 0.00 1 Closed Loop
0.253 -4.89 2 Cap 1= Max C, Cap 2= Max C
0.252 -5.26 3 Cap 1=Max C, Cap 2= Mid C
0.241 -9.40 4 Cap 1=Max C, Cap 2=Min C
0.203 -23.68 5 Cap 1= Mid C, Cap 2= Max C
20525 836.5 Left Cheek Closed 0.195 26,69 6 Cap 1= Mid C, Cap 2= Mid C
0.181 -31.95 7 Cap 1=Mid C, Cap 2=MinC
0.155 -41.73 8 Cap 1=Min C, Cap 2= Max C
0.145 -45.49 9 Cap 1= Min C, Cap 2= Mid C
0.133 -50.00 10 Cap 1=Min C, Cap 2=Min C

0.155 0.00 1 Closed Loop
0.154 -0.65 2 Cap 1= Max C, Cap 2= Max C
0.153 -1.29 3 Cap 1= Max C, Cap 2= Mid C
0.150 -3.23 4 Cap 1=Max C, Cap 2=Min C
. 0.120 -22.58 5 Cap 1= Mid C, Cap 2= Max C
20555 | 8365 Left Tit Closed 0120 2258 5 Cap 1= Mid C, Cap 2= Mid C
0.114 -26.45 7 Cap 1=Mid C, Cap 2=MinC
0.092 -40.39 8 Cap 1= Min C, Cap 2= Max C
0.090 -42.19 9 Cap 1=Min C, Cap 2= Mid C
0.083 -46.45 10 Cap 1= Min C, Cap 2=Min C

0.195 0.00 1 Closed Loop
0.175 -10.26 2 Cap 1= Max C, Cap 2= Max C
0.184 -5.64 3 Cap 1=Max C, Cap 2= Mid C
0.194 -0.51 4 Cap 1= Max C, Cap 2=Min C
0.144 -26.15 5 Cap 1= Mid C, Cap 2= Max C
20525 | 8365 | LeftCheek Open 0.152 22.05 6 Cap 1= Mid C, Cap 2= Mid C
0.161 -17.44 7 Cap 1=Mid C, Cap 2=MinC
0.117 -40.00 8 Cap 1= Min C, Cap 2= Max C
0.123 -36.92 9 Cap 1= Min C, Cap 2= Mid C
0.124 -36.41 10 Cap 1=Min C, Cap 2=Min C

0.121 0.00 1 Closed Loop
0.107 -11.57 2 Cap 1= Max C, Cap 2= Max C
0.114 -5.79 3 Cap 1= Max C, Cap 2= Mid C
0.120 -0.83 4 Cap 1=Max C, Cap 2=Min C
. 0.090 -25.29 5 Cap 1= Mid C, Cap 2= Max C
2095 | 8365 LeftTit Open 0.094 2264 5 Cap 1= Mid C, Cap 2= Mid C
0.096 -20.66 7 Cap 1=Mid C, Cap 2=MinC
0.070 -42.48 8 Cap 1= Min C, Cap 2= Max C
0.072 -40.17 9 Cap 1= Min C, Cap 2= Mid C
0.076 -37.44 10 Cap 1= Min C, Cap 2=Min C
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BlackBerry RTS

Single Point SAR Screening

for Antenna Tuning States

Measured SAR Values - Head - LTE Band 5 850 MHz (BW 10 MHz)
Channel (T\;quz.) Position Slider Position M(a\l/)\(II/Iz; '?R z’l:itdaigoorg Scan # Comments

0.332 0.00 1 Closed Loop
0.331 -0.30 2 Cap 1= Max C, Cap 2= Max C
0.308 -7.23 3 Cap 1= Max C, Cap 2=Mid C
0.276 -16.87 4 Cap 1= Max C, Cap 2=Min C
) 0.266 -19.88 5 Cap 1= Mid C, Cap 2= Max C
20600 844.0 Right Cheek Closed 0231 3042 5 Cap 1= Mid C, Cap 2= Mid C
0.193 -41.87 7 Cap 1=Mid C, Cap 2=Min C
0.187 -43.67 8 Cap 1=Min C, Cap 2= Max C
0.159 -52.11 9 Cap 1= Min C, Cap 2= Mid C
0.127 -61.75 10 Cap 1= Min C, Cap 2=Min C

0.191 0.00 1 Closed Loop
0.190 -0.52 2 Cap 1= Max C, Cap 2= Max C
0.191 0.00 3 Cap 1= Max C, Cap 2=Mid C
0.187 -2.09 4 Cap 1=Max C, Cap 2=Min C
- 0.154 -19.37 5 Cap 1= Mid C, Cap 2= Max C
20525 836.5 Right Tilt Closed 0151 5094 5 Cap 1=Mid C, Cap 2= Mid C
0.147 -23.04 7 Cap 1=MidC, Cap 2=MinC
0.117 -38.74 8 Cap 1= Min C, Cap 2= Max C
0.113 -40.84 9 Cap 1= Min C, Cap 2= Mid C
0.105 -45.03 10 Cap 1= Min C, Cap 2= Min C

0.235 0.00 1 Closed Loop
0.213 -9.36 2 Cap 1= Max C, Cap 2= Max C
0.225 -4.26 3 Cap 1= Max C, Cap 2= Mid C
0.234 -0.43 4 Cap 1=Max C, Cap 2=Min C
) 0.180 -23.40 5 Cap 1= Mid C, Cap 2= Max C
20525 | 8365 | Right Cheek Open 0.188 2000 6 Cap 1= Mid C, Cap 2= Mid C
0.193 -17.87 7 Cap 1=Mid C, Cap 2=Min C
0.145 -38.30 8 Cap 1=Min C, Cap 2= Max C
0.151 -35.74 9 Cap 1= Min C, Cap 2= Mid C
0.153 -34.89 10 Cap 1=Min C, Cap 2=Min C

0.129 0.00 1 Closed Loop
0.117 -9.30 2 Cap 1= Max C, Cap 2= Max C
0.122 -5.43 3 Cap 1= Max C, Cap 2=Mid C
0.127 -1.55 4 Cap 1= Max C, Cap 2=Min C
- 0.095 -26.43 5 Cap 1= Mid C, Cap 2= Max C
20525 | 8365 | RightTil Open 0.102 2093 6 Cap 1= Mid C, Cap 2= Mid C
0.104 -19.38 7 Cap 1 =Mid C, Cap 2=Min C
0.075 -42.02 8 Cap 1= Min C, Cap 2= Max C
0.080 -37.91 9 Cap 1= Min C, Cap 2= Mid C
0.081 -36.90 10 Cap 1=Min C, Cap 2=Min C
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BlackBerry RTS

Single Point SAR Screening
for Antenna Tuning States

Measured SAR Values - Hotspot (10mm Spacing) - LTE Band 5 850 MHz (BW 10 MHz)
Channel (F'\;T_iqz') Position Slider Position M?v)\(/./lfg '?R ‘g::;;ai;oorg Scan # Comments

0.366 0.00 1 Closed Loop
0.364 -0.55 2 Cap 1= Max C, Cap 2= Max C
0.359 -1.91 3 Cap 1= Max C, Cap 2= Mid C
0.349 -4.64 4 Cap 1=Max C, Cap 2=Min C
0.297 -18.85 5 Cap 1= Mid C, Cap 2= Max C

20525 | 8365 | 10mm Back Closed 0.286 21.86 6 Cap 1= Mid C, Cap 2= Mid C
0.266 -27.32 7 Cap 1=Mid C, Cap2=MinC
0.228 -37.70 8 Cap 1= Min C, Cap 2= Max C
0.212 -42.08 9 Cap 1= Min C, Cap 2= Mid C
0.192 -47.54 10 Cap 1= Min C, Cap 2= Min C
0.328 0.00 1 Closed Loop
0.325 -0.91 2 Cap 1= Max C, Cap 2= Max C
0.321 -2.13 3 Cap 1= Max C, Cap 2= Mid C
0.314 -4.27 4 Cap 1= Max C, Cap 2= Min C
0.271 -17.38 5 Cap 1= Mid C, Cap 2= Max C

20525 836.5 10mm Front Closed 0.253 2287 5 Cap 1= Mid C, Cap 2= Mid C
0.240 -26.83 7 Cap 1 =Mid C, Cap 2=Min C
0.199 -39.33 8 Cap 1= Min C, Cap 2= Max C
0.186 -43.29 9 Cap 1= Min C, Cap 2= Mid C
0.170 -48.17 10 Cap 1= Min C, Cap 2= Min C
0.533 0.00 1 Closed Loop
0.511 -4.13 2 Cap 1= Max C, Cap 2= Max C
0.526 -1.31 3 Cap 1= Max C, Cap 2=Mid C
0.531 -0.38 4 Cap 1=Max C, Cap 2=Min C
0.417 -21.76 5 Cap 1= Mid C, Cap 2= Max C

20525 8365 | 10mm Back Open 0.424 220.45 6 Cap 1= Mid C, Cap 2= Mid C
0.422 -20.83 7 Cap 1 =Mid C, Cap2=Min C
0.325 -39.02 8 Cap 1= Min C, Cap 2= Max C
0.330 -38.09 9 Cap 1= Min C, Cap 2= Mid C
0.325 -39.02 10 Cap 1= Min C, Cap 2= Min C
0.365 0.00 1 Closed Loop
0.341 -6.58 2 Cap 1= Max C, Cap 2= Max C
0.356 -2.47 3 Cap 1= Max C, Cap 2= Mid C
0.358 -1.92 4 Cap 1= Max C, Cap 2=Min C
0.283 -22.47 5 Cap 1= Mid C, Cap 2= Max C

20525 836.5 10mm Front Open 0.290 -20.55 6 Cap 1= Mid C, Cap 2= Mid C
0.287 -21.37 7 Cap 1 =Mid C, Cap 2=Min C
0.216 -40.82 8 Cap 1= Min C, Cap 2= Max C
0.220 -39.73 9 Cap 1= Min C, Cap 2= Mid C
0.217 -40.55 10 Cap 1= Min C, Cap 2= Min C
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BlackBerry RTS

Single Point SAR Screening

for Antenna Tuning States

Measured SAR Values - Hotspot (10mm Spacing) - LTE Band 5 850 MHz (BW 10 MHz)
Channel (T\;T-Ii) Position Slider Position M?\ZIIZ A)R z::sitdalloon; Scan # Comments

0.223 0.00 1 Closed Loop
0.127 -43.05 2 Cap 1= Max C, Cap 2= Max C
0.152 -31.84 3 Cap 1= Max C, Cap 2= Mid C
0.185 -17.04 4 Cap 1= Max C, Cap 2=Min C
0.138 -38.12 5 Cap 1= Mid C, Cap 2= Max C
20525 836.5 10mm Left Closed 0174 2197 6 Cap 1= Mid C, Cap 2= Mid C
0.212 -4.93 7 Cap 1=Mid C, Cap2=Min C
0.145 -34.98 8 Cap 1= Min C, Cap 2= Max C
0.188 -15.70 9 Cap 1= Min C, Cap 2= Mid C
0.221 -0.90 10 Cap 1= Min C, Cap 2=Min C

0.412 0.00 1 Closed Loop
0.217 -47.33 2 Cap 1= Max C, Cap 2= Max C
0.268 -34.95 3 Cap 1= Max C, Cap 2= Mid C
0.328 -20.39 4 Cap 1= Max C, Cap 2=Min C
. 0.256 -37.86 5 Cap 1= Mid C, Cap 2= Max C
20525 836.5 10mm Right Closed 0.305 112 5 Cap 1= Mid C. Cap 2= Mid C
0.394 -4.37 7 Cap 1 =Mid C, Cap 2= Min C
0.287 -30.34 8 Cap 1= Min C, Cap 2= Max C
0.369 -10.44 9 Cap 1= Min C, Cap 2= Mid C
0.410 -0.49 10 Cap 1= Min C, Cap 2= Min C

0.124 0.00 1 Closed Loop
0.070 -43.39 2 Cap 1= Max C, Cap 2= Max C
0.084 -32.10 3 Cap 1= Max C, Cap 2= Mid C
0.102 -17.74 4 Cap 1= Max C, Cap 2=Min C
0.077 -38.23 5 Cap 1= Mid C, Cap 2= Max C
20525 8365 | 10mm Left Open 0.095 23.79 6 Caz 1=Mid C, Ca?) 2= Mid C
0.116 -6.45 7 Cap 1 =Mid C, Cap2=Min C
0.081 -34.44 8 Cap 1= Min C, Cap 2= Max C
0.100 -19.60 9 Cap 1= Min C, Cap 2= Mid C
0.121 -2.42 10 Cap 1= Min C, Cap 2=Min C

0.243 0.00 1 Closed Loop
0.132 -45.68 2 Cap 1= Max C, Cap 2= Max C
0.160 -34.16 3 Cap 1= Max C, Cap 2= Mid C
0.161 -33.74 4 Cap 1= Max C, Cap 2=Min C
0.146 -39.92 5 Cap 1= Mid C, Cap 2= Max C
20525 836.5 10mm Right Open 0.189 -22.22 6 Cap 1= Mid C, Cap 2= Mid C
0.230 -5.35 7 Cap 1 =Mid C, Cap2=Min C
0.166 -31.69 8 Cap 1= Min C, Cap 2= Max C
0.213 -12.35 9 Cap 1= Min C, Cap 2= Mid C
0.241 -0.82 10 Cap 1=Min C, Cap 2=Min C
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BlackBerry RTS

Single Point SAR Screening
for Antenna Tuning States

Measured SAR Values - Hotspot (10mm Spacing) - LTE Band 5 850 MHz (BW 10 MHz)
Channel (T\;T-Ii) Position Slider Position M?\ZIIZ A)R z:odszltda&oorg Scan # Comments

0.350 0.00 1 Closed Loop
0.331 -5.43 2 Cap 1= Max C, Cap 2= Max C
0.223 -36.29 3 Cap 1= Max C, Cap 2=Mid C
0.271 -22.57 4 Cap 1= Max C, Cap 2=Min C
0.198 -43.43 5 Cap 1= Mid C, Cap 2= Max C

20525 836.5 10mm Bottom Closed 0.049 28,86 6 Cap 1= Mid C, Cap 2= Mid C
0.319 -8.86 7 Cap 1=Mid C, Cap2=MinC
0.212 -39.43 8 Cap 1= Min C, Cap 2= Max C
0.275 -21.43 9 Cap 1= Min C, Cap 2= Mid C
0.338 -3.43 10 Cap 1= Min C, Cap 2= Min C
0.453 0.00 1 Closed Loop
0.267 -41.06 2 Cap 1= Max C, Cap 2= Max C
0.322 -28.92 3 Cap 1= Max C, Cap 2= Mid C
0.379 -16.34 4 Cap 1=Max C, Cap 2=Min C
0.298 -34.22 5 Cap 1= Mid C, Cap 2= Max C

20525 836.5 10mm Bottom Open 0.365 1943 5 Cap 1= Mid C, Cap 2= Mid C
0.436 -3.75 7 Cap 1=Mid C, Cap2=MinC
0.330 -27.15 8 Cap 1= Min C, Cap 2= Max C
0.402 -11.26 9 Cap 1= Min C, Cap 2= Mid C
0.448 -1.10 10 Cap 1=Min C, Cap 2=Min C
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BlackBerry RTS

Single Point SAR Screening
for Antenna Tuning States

Measured SAR Values - Body-Worn (15mm Spacing) - LTE Band 5 850 MHz (BW 10 MHz)
Channel (T\;Ei) Position Slider Position M(El\/)\(//lfg; '?R Z(ic?sitdalloor; Scan # Comments

0.267 0.00 1 Closed Loop
0.264 -1.12 2 Cap 1= Max C, Cap 2= Max C
0.263 -1.50 3 Cap 1= Max C, Cap 2= Mid C
0.262 -1.87 4 Cap 1= Max C, Cap 2=Min C
0.218 -18.35 5 Cap 1= Mid C, Cap 2= Max C

20525 836.5 15mm Back Closed 0214 10.85 5 Cap 1=Mid C, Cap 2= Mid C
0.207 -22.47 7 Cap 1=Mid C, Cap 2=Min C
0.170 -36.33 8 Cap 1= Min C, Cap 2=Max C
0.163 -38.95 9 Cap 1=Min C, Cap 2=Mid C
0.154 -42.32 10 Cap 1=Min C, Cap 2=Min C
0.335 0.00 1 Closed Loop
0.313 -6.57 2 Cap 1= Max C, Cap 2= Max C
0.327 -2.39 3 Cap 1= Max C, Cap 2= Mid C
0.335 0.00 4 Cap 1=Max C, Cap 2=Min C
0.272 -18.81 5 Cap 1= Mid C, Cap 2= Max C

20450 829.0 15mm Front Closed 0279 1672 5 Cap 1=Mid C. Cap 2= Mid C
0.275 -17.91 7 Cap 1=Mid C, Cap 2=Min C
0.214 -36.12 8 Cap 1=Min C, Cap 2= Max C
0.214 -36.12 9 Cap 1=Min C, Cap 2= Mid C
0.213 -36.42 10 Cap 1=Min C, Cap 2=Min C
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BlackBerry RTS Single Point SAR Screening
for Antenna Tuning States

Measured SAR Values - Head -CDMA BC0 850 MHz
Channel (Fl\;quz‘) Position Slider Position M(axW.”Z '?R ?:seelga&oon; Scan # Comments

0.322 0.00 1 Closed Loop
0.317 -1.55 2 Cap 1= Max C, Cap 2= Max C
0.309 -4.04 3 Cap 1=Max C, Cap 2= Mid C
0.294 -8.70 4 Cap 1=Max C, Cap 2=Min C
0.256 -20.50 5 Cap 1= Mid C, Cap 2= Max C
384 8365 | Left Cheek Closed 0.238 26.00 6 Cap 1= Mid C, Cap 2= Mid C
0.213 -33.85 7 Cap 1=Mid C, Cap 2=Min C
0.187 -41.93 8 Cap 1=Min C, Cap 2= Max C
0.166 -48.45 9 Cap 1= Min C, Cap 2= Mid C
0.151 -53.11 10 Cap 1=Min C, Cap 2=Min C

0.191 0.00 1 Closed Loop
0.191 0.00 2 Cap 1= Max C, Cap 2= Max C
0.188 -1.57 3 Cap 1= Max C, Cap 2= Mid C
0.179 -6.28 4 Cap 1=Max C, Cap 2=Min C
. 0.150 -21.47 5 Cap 1= Mid C, Cap 2= Max C
384 8365 Left Tit Closed 0.144 2461 5 Cap 1= Mid C, Cap 2= Mid C
0.135 -29.32 7 Cap 1=Mid C, Cap 2=MinC
0.108 -43.46 8 Cap 1= Min C, Cap 2= Max C
0.104 -45.55 9 Cap 1=Min C, Cap 2= Mid C
0.092 -51.73 10 Cap 1= Min C, Cap 2=Min C

0.240 0.00 1 Closed Loop
0.229 -4.58 2 Cap 1= Max C, Cap 2= Max C
0.239 -0.42 3 Cap 1=Max C, Cap 2= Mid C
0.237 -1.25 4 Cap 1=Max C, Cap 2=Min C
0.186 -22.50 5 Cap 1= Mid C, Cap 2= Max C
384 8365 | Left Cheek Open 0.190 2083 6 Cap 1= Mid C, Cap 2= Mid C
0.191 -20.42 7 Cap 1=Mid C, Cap 2=MinC
0.144 -40.00 8 Cap 1= Min C, Cap 2= Max C
0.144 -40.00 9 Cap 1= Min C, Cap 2= Mid C
0.141 -41.25 10 Cap 1=Min C, Cap 2=Min C

0.137 0.00 1 Closed Loop
0.132 -3.65 2 Cap 1= Max C, Cap 2= Max C
0.134 -2.19 3 Cap 1= Max C, Cap 2= Mid C
0.135 -1.46 4 Cap 1=Max C, Cap 2=Min C
. 0.104 -24.09 5 Cap 1= Mid C, Cap 2= Max C
384 8365 Left Tit Open 0.105 2336 5 Cap 1= Mid C, Cap 2= Mid C
0.106 -22.63 7 Cap 1=Mid C, Cap 2=MinC
0.079 -42.26 8 Cap 1= Min C, Cap 2= Max C
0.080 -41.82 9 Cap 1= Min C, Cap 2= Mid C
0.080 -41.75 10 Cap 1= Min C, Cap 2=Min C
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BlackBerry RTS

Single Point SAR Screening

for Antenna Tuning States

Measured SAR Values - Head -CDMA BCO 850 MHz
Channel (T\;quz.) Position Slider Position M(a\l/)\(II/Iz; '?R z’l:itdaigoorg Scan # Comments

0.431 0.00 1 Closed Loop
0.431 0.00 2 Cap 1= Max C, Cap 2= Max C
0.405 -6.03 3 Cap 1= Max C, Cap 2=Mid C
0.371 -13.92 4 Cap 1= Max C, Cap 2=Min C
) 0.358 -16.94 5 Cap 1= Mid C, Cap 2= Max C
i 8483 | Right Cheek Closed 0314 2715 ; Cap 1=Mid C, Cap 2= Mid C
0.268 -37.82 7 Cap 1=Mid C, Cap 2=Min C
0.259 -39.91 8 Cap 1=Min C, Cap 2= Max C
0.215 -50.12 9 Cap 1= Min C, Cap 2= Mid C
0.178 -58.70 10 Cap 1= Min C, Cap 2=Min C

0.234 0.00 1 Closed Loop
0.231 -1.28 2 Cap 1= Max C, Cap 2= Max C
0.233 -0.43 3 Cap 1=Max C, Cap 2=Mid C
0.224 -4.27 4 Cap 1=Max C, Cap 2=Min C
- 0.170 -27.35 5 Cap 1= Mid C, Cap 2= Max C
384 8365 | RightTit Closed 0.164 2991 6 Cap 1= Mid C, Cap 2= Mid C
0.154 -34.19 7 Cap 1=MidC, Cap 2=MinC
0.126 -46.15 8 Cap 1= Min C, Cap 2= Max C
0.118 -49.57 9 Cap 1= Min C, Cap 2= Mid C
0.107 -54.27 10 Cap 1=Min C, Cap 2= Min C

0.267 0.00 1 Closed Loop
0.248 -7.12 2 Cap 1= Max C, Cap 2= Max C
0.262 -1.87 3 Cap 1= Max C, Cap 2= Mid C
0.266 -0.37 4 Cap 1=Max C, Cap 2=Min C
) 0.196 -26.59 5 Cap 1= Mid C, Cap 2= Max C
384 8365 | Right Cheek Open 0.205 23.22 6 Cap 1= Mid C, Cap 2= Mid C
0.206 -22.85 7 Cap 1=Mid C, Cap 2=Min C
0.152 -43.07 8 Cap 1=Min C, Cap 2= Max C
0.158 -40.82 9 Cap 1= Min C, Cap 2= Mid C
0.152 -43.07 10 Cap 1=Min C, Cap 2=Min C

0.163 0.00 1 Closed Loop
0.151 -7.36 2 Cap 1= Max C, Cap 2= Max C
0.157 -3.68 3 Cap 1= Max C, Cap 2=Mid C
0.161 -1.23 4 Cap 1= Max C, Cap 2=Min C
- 0.114 -30.06 5 Cap 1= Mid C, Cap 2= Max C
384 8365 | RightTit Open 0.116 28.63 6 Cap 1= Mid C, Cap 2= Mid C
0.117 -28.22 7 Cap 1=Mid C, Cap 2= Min C
0.086 -47.42 8 Cap 1= Min C, Cap 2= Max C
0.088 -45.95 9 Cap 1= Min C, Cap 2= Mid C
0.088 -45.95 10 Cap 1=Min C, Cap 2=Min C
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BlackBerry RTS

Single Point SAR Screening
for Antenna Tuning States

Measured SAR Values - Hotspot (10mm Spacing) -CDMA BC0 850 MHz
Channel (T\;T-Ii) Position Slider Position M?\ZIIZ /;R Z}:sitdalloon; Scan # Comments
0.628 0.00 1 Closed Loop
0.617 -1.75 2 Cap 1= Max C, Cap 2= Max C
0.600 -4.46 3 Cap 1= Max C, Cap 2= Mid C
0.595 -5.25 4 Cap 1= Max C, Cap 2=Min C
0.484 -22.93 5 Cap 1= Mid C, Cap 2= Max C
384 8365 | 10mm Back Closed 0.447 28.82 6 Cap 1= Mid C, Cap 2= Mid C
0.401 -36.15 7 Cap 1=Mid C, Cap 2=Min C
0.349 -44.43 8 Cap 1= Min C, Cap 2= Max C
0.308 -50.96 9 Cap 1= Min C, Cap 2= Mid C
0.156 -75.16 10 Cap 1= Min C, Cap 2=Min C
0.425 0.00 1 Closed Loop
0.422 -0.71 2 Cap 1= Max C, Cap 2= Max C
0.421 -0.94 3 Cap 1= Max C, Cap 2= Mid C
0.401 -5.65 4 Cap 1=Max C, Cap 2=Min C
0.331 -22.12 5 Cap 1= Mid C, Cap 2= Max C
384 836.5 10mm Front Closed 0.308 2753 5 Cap 1= Mid C. Cap 2= Mid C
0.281 -33.88 7 Cap 1 =Mid C, Cap 2= Min C
0.242 -43.06 8 Cap 1= Min C, Cap 2= Max C
0.219 -48.47 9 Cap 1= Min C, Cap 2= Mid C
0.194 -54.35 10 Cap 1= Min C, Cap 2= Min C
1.020 0.00 1 Closed Loop
1.010 -0.98 2 Cap 1= Max C, Cap 2= Max C
0.956 -6.27 3 Cap 1= Max C, Cap 2= Mid C
0.905 -11.27 4 Cap 1= Max C, Cap 2= Min C
0.812 -20.39 5 Cap 1= Mid C, Cap 2= Max C
[k 8485 | 10mm Back Open 0.737 27.75 5 Cap 1= Mid C, Cap 2= Mid C
0.655 -35.78 7 Cap 1 = Mid C, Cap 2= Min C
0.592 -41.96 8 Cap 1= Min C, Cap 2= Max C
0.510 -50.00 9 Cap 1=Min C, Cap 2= Mid C
0.178 -82.55 10 Cap 1=Min C, Cap 2=Min C
0.537 0.00 1 Closed Loop
0.513 -4.47 2 Cap 1= Max C, Cap 2= Max C
0.530 -1.30 3 Cap 1= Max C, Cap 2= Mid C
0.529 -1.49 4 Cap 1= Max C, Cap 2= Min C
0.389 -27.56 5 Cap 1= Mid C, Cap 2= Max C
384 836.5 10mm Front Open 0.392 -27.00 6 Cap 1= Mid C, Cap 2=Mid C
0.382 -28.86 7 Cap 1 = Mid C, Cap 2= Min C
0.300 -44.13 8 Cap 1= Min C, Cap 2= Max C
0.289 -46.18 9 Cap 1= Min C, Cap 2= Mid C
0.275 -48.79 10 Cap 1=Min C, Cap2=MinC
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BlackBerry RTS Single Point SAR Screening
for Antenna Tuning States

Measured SAR Values - Hotspot (10mm Spacing) -CDMA BCO 850 MHz
Channel g\/rli'qz') Position Slider Position Mg;\(II/IZ?R Zﬂlgseelga&oorg Scan # Comments

0.282 0.00 1 Closed Loop
0.281 -0.35 2 Cap 1= Max C, Cap 2= Max C
0.273 -3.19 3 Cap 1= Max C, Cap 2= Mid C
0.258 -8.51 4 Cap 1= Max C, Cap 2= Min C
0.229 -18.79 5 Cap 1= Mid C, Cap 2= Max C
384 8365 | 10mm Left Closed 0.211 25.18 6 Cap 1= Mid C, Cap 2= Mid C
0.195 -30.85 7 Cap 1 = Mid C, Cap 2= MinC
0.165 -41.49 8 Cap 1= Min C, Cap 2= Max C
0.148 -47.52 9 Cap 1= Min C, Cap 2= Mid C
0.137 -51.42 10 Cap 1= Min C, Cap 2= Min C

0.407 0.00 1 Closed Loop
0.399 -1.97 2 Cap 1= Max C, Cap 2= Max C
0.405 -0.49 3 Cap 1= Max C, Cap 2= Mid C
0.399 -1.97 4 Cap 1= Max C, Cap 2= Min C
. 0.342 -15.97 5 Cap 1= Mid C, Cap 2= Max C
384 836.5 | 10mm Right Closed 0.330 18.92 6 Cap 1= Mid C, Cap 2= Mid C
0.322 -20.88 7 Cap 1=Mid C, Cap 2= MinC
0.267 -34.40 8 Cap 1= Min C, Cap 2= Max C
0.253 -37.84 9 Cap 1= Min C, Cap 2= Mid C
0.112 -72.48 10 Cap 1= Min C, Cap 2= MinC

0.199 0.00 1 Closed Loop
0.198 -0.50 2 Cap 1= Max C, Cap 2= Max C
0.197 -1.01 3 Cap 1= Max C, Cap 2= Mid C
0.186 -6.53 4 Cap 1= Max C, Cap 2= Min C
0.163 -18.09 5 Cap 1= Mid C, Cap 2= Max C
384 8365 | 10mm Left Open 0.155 2211 6 Car:J = MidC, Car:J 2= Mid C
0.145 -27.14 7 Cap 1=Mid C, Cap 2= MinC
0.123 -38.19 8 Cap 1= Min C, Cap 2= Max C
0.110 -44.72 9 Cap 1= Min C, Cap 2= Mid C
0.100 -49.75 10 Cap 1= Min C, Cap 2= MinC

0.324 0.00 1 Closed Loop
0.320 -1.23 2 Cap 1= Max C, Cap 2= Max C
0.314 -3.09 3 Cap 1= Max C, Cap 2= Mid C
0.304 -6.17 4 Cap 1= Max C, Cap 2= Min C
0.266 -17.90 5 Cap 1= Mid C, Cap 2= Max C
384 836.5 10mm Right Open 0.254 -21.60 6 Cap 1= Mid C, Cap 2= Mid C
0.234 -27.78 7 Cap 1=Mid C, Cap 2= MinC
0.200 -38.27 8 Cap 1= Min C, Cap 2= Max C
0.192 -40.74 9 Cap 1= Min C, Cap 2= Mid C
0.176 -45.68 10 Cap 1= Min C, Cap 2= Min C
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BlackBerry RTS

Single Point SAR Screening
for Antenna Tuning States

Measured SAR Values - Hotspot (10mm Spacing) -CDMA BCO 850 MHz
Channel (i;i&) Position Slider Position M?V)\(/'/IZ A)‘R Z(::sztjalloomp Scan # Comments
0.386 0.00 1 Closed Loop
0.373 -3.37 2 Cap 1= Max C, Cap 2= Max C
0.367 -4.92 3 Cap 1= Max C, Cap 2= Mid C
0.355 -8.03 4 Cap 1= Max C, Cap 2= Min C
0.305 -20.98 5 Cap 1= Mid C, Cap 2= Max C
384 836.5 10mm Bottom Closed 0.093 24.00 6 Cap 1= Mid C, Cap 2= Mid C
0.272 -29.53 7 Cap 1 = Mid C, Cap 2= Min C
0.233 -39.64 8 Cap 1= Min C, Cap 2= Max C
0.218 -43.52 9 Cap 1= Min C, Cap 2= Mid C
0.198 -48.70 10 Cap 1= Min C, Cap 2= Min C
0.377 0.00 1 Closed Loop
0.369 -2.12 2 Cap 1= Max C, Cap 2= Max C
0.352 -6.63 3 Cap 1= Max C, Cap 2= Mid C
0.342 -9.28 4 Cap 1= Max C, Cap 2= Min C
0.299 -20.69 5 Cap 1= Mid C, Cap 2= Max C
384 836.5 | 10mm Bottom Open 0.283 24.93 6 Cap 1= Mid C, Cap 2= Mid C
0.261 -30.77 7 Cap 1 = Mid C, Cap 2= Min C
0.225 -40.32 8 Cap 1= Min C, Cap 2= Max C
0.214 -43.24 9 Cap 1= Min C, Cap 2= Mid C
0.193 -48.81 10 Cap 1= Min C, Cap 2=Min C
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BlackBerry RTS

Single Point SAR Screening

for Antenna Tuning States

Measured SAR Values - Body-Worn (15mm Spacing) -CDMA BCO 850 MHz
Channel Fl\;lzqz) Position Slider Position M?\;\<l./k8£R Zulg;l;alfgg Scan # Comments

0.343 0.00 1 Closed Loop
0.339 -1.17 2 Cap 1= Max C, Cap 2= Max C
0.343 0.00 3 Cap 1= Max C, Cap 2= Mid C
0.337 -1.75 4 Cap 1= Max C, Cap 2= Min C
0.269 -21.57 5 Cap 1= Mid C, Cap 2= Max C

384 8365 | 15mm Back Closed 0.259 24.49 6 Cap 1= Mid C, Cap 2= Mid C
0.240 -30.03 7 Cap 1= Mid C, Cap 2= MinC
0.201 -41.40 8 Cap 1= Min C, Cap 2= Max C
0.187 -45.48 9 Cap 1= Min C, Cap 2= Mid C
0.137 -60.06 10 Cap 1=MinC, Cap2=MinC
0.373 0.00 1 Closed Loop
0.354 -5.09 2 Cap 1= Max C, Cap 2= Max C
0.373 0.00 3 Cap 1= Max C, Cap 2= Mid C
0.365 2.14 4 Cap 1= Max C, Cap 2= Min C
0.313 -16.09 5 Cap 1= Mid C, Cap 2= Max C

384 8365 | 1mm Front Closed 0.299 19.84 6 Cap 1= Mid C, Cap 2= Mid C
0.279 -25.20 7 Cap 1= Mid C, Cap 2= MinC
0.239 -35.92 8 Cap 1= Min C, Cap 2= Max C
0.224 -39.95 9 Cap 1= Min C, Cap 2= Mid C
0.202 -45.84 10 Cap 1=MinC, Cap2=MinC

Device Model RHT181LWSTV10®@)
Hardware Rev. # Rev 1
Software Bundle # AAC684
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