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EUT Information 

Product Tablet PC 

Brand Name ADVANTECH 

Model Name MIT-W102 

Applicant / 
Manufacturer 

Advantech Co., Ltd. 
No. 1, Alley 20, Lane 26, Rueiguang Road, Neihu District, Taipei 114, 
Taiwan 

EUT Power Rating 

Power from Adapter.  
  FSP / FSP060M-DBA3 
  I/P: 100-240 Vac,1.4-0.8A, 50-60Hz 
  O/P: 19VDC, 3.16A, 60.0W 

Frequency Range 13.56MHz 

Modulation Technique ASK 

Number of Channels 1 Channel 

H.W Version 
(1) DMA-BA25 A102-2 
(2) PCM-8302 A101-1 

S.W Version Microsoft Windows 10 LTSC 

NFC Module Jogtek Corp / TM-007-MINI 

Antenna Specification  PIFA   PCB   Dipole   Loop Antenna 

Antenna Gain Gain: N/A dBi 

 
 
RF Exposure Conditions 
According to 447498 D01 General RF Exposure Guidance v06,Since the Dedicated Host 
Approach is applied, the standalone SAR test exclusion procedure in KDB 447498 is 
applied in conjunction with KDB 616217 § 4.3 to determine the minimum test separation 
distance: 

• When the separation distance from the antenna to an adjacent edge is ≤ 5 mm, a 
distance of 5 mm is applied to determine SAR test exclusion. 

• When the separation distance from the antenna to an adjacent edge is > 5 mm, the 
actual antenna-to-edge separation distance is applied to determine SAR test 
exclusion. 
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• NFC 

b) 1)  

{[Power allowed at numeric threshold for 50 mm in step a)] + [(test separation distance – 
50 mm)·(f(MHz)/150)]} mW, for 100 MHz to 1500 MHz 

f(GHz) 0.1

min. test separation distance (mm) 5

Threshold at 50 mm 474

b) 1. SAR test exclusion thresholds (mW) 444  

 

c) 1. 

the power threshold at the corresponding test separation distance at 100 MHz in step b) is 
multiplied by [1 + log(100/f(MHz))] 

f(GHz) 0.01356

b) 1. SAR test exclusion thresholds (mW) 444

c) 1. SAR test exclusion thresholds (mW) 830  

 

c) 2. 

For test separation distances ≤ 50 mm, the power threshold determined by the equation in 
c) 1) for 50 mm and 100 MHz is multiplied by ½  

f(GHz) 0.01356

max.Electric field strength (dBuV/m @3m) 66.29

max. EIRP power (dBm) -28.94

max. EIRP Tune up power (dBm) -28

max. EIRP power (mW) 0.00

min. test separation distance (mm) 5

c) 1. SAR test exclusion thresholds (mW) 830

c) 2. SAR test exclusion thresholds (mW) 415

Result Pass  

 

Note(s):  

1. The NFC max tune up power referred the Field strength of the test report 
TMWK2512005868KR for RF Exposure assessment purpose. 

 

-End of Test Report-- 
 


