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SAR TEST REPORT

The following samples were submitted and identified on behalf of the client as:

Equipment Under Test Tablet Computer

Marketing Name SW5-014, SW5-014P

Brand Name

Model No. N15P1

Company Name Acer Incorporated

Company Address 8F., No. 88, Sec. 1, Xintai 5th Rd., Xizhi, New Taipei City
22181, Taiwan (R.0.C)

Standards IEEE /ANSI C95.1, C95.3, IEEE 1528,

KDB447498D01v05r02, KDB616217D04v01r01,
KDB248227D01v02r01,KDB865664D01v01r04,

KDB865664D02v01r01
FCC ID MCLT77H462
Date of Receipt Sep. 07, 2015
Date of Test(s) Sep. 21, 2015 ~ Sep. 25, 2015
Date of Issue Oct. 19, 2015
In the configuration tested, the EUT complied with the standards specified above.

Remarks:

This report details the results of the testing carried out on one sample, the results contained in this test
report do not relate to other samples of the same product. The manufacturer should ensure that all products in
series production are in conformity with the product sample detailed in this report.

This report may only be reproduced and distributed in full. If the product in this report is used in any
configuration other than that detailed in the report, the manufacturer must ensure the new system complies
with all relevant standards. Any mention of SGS Taiwan Electronic & Communication Laboratory or testing
done by SGS Taiwan Electronic & Communication Laboratory in connection with distribution or use of the
product described in this report must be approved by SGS Taiwan Electronic & Communication Laboratory in

writing.
Signed on behalf of SGS
Sr. Engineer Sr. Engineer
114 A
Matt Kuo & #{{ AAME John Yeh
Date: Oct. 19, 2015 Date: Oct. 19, 2015

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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Version

Report Number | Revision Date Memo
E5/2015/90004 00 2015/10/5 |Initial creation of test report.
E5/2015/90004 01 2015/10/19 [1°' modification

This test report contains a reference to the previous version test report that it
replaces.
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1. General Information

1.1 Testing Laboratory

SGS Taiwan Ltd. Electronics & Communication Laboratory

No.134, Wu Kung Road, New Taipei Industrial Park, Wuku District, New Taipei City,
Taiwan
Tel +886-2-2299-3279

Fax +886-2-2298-0488
Internet http://www.tw.sgs.com/

1.2 Details of Applicant

Company Name Acer Incorporated

8F., No. 88, Sec. 1, Xintai 5th Rd., Xizhi, New Taipei City 22181,
Taiwan (R.0.C)

Company Address
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1.3 Description of EUT

General Information of Tablet

Equipment Under Test [Tablet Computer

Marketing Name SW5-014, SW5-014P

Brand Name

Model No. N15P1

FCCID MCLT77H462

Antenna Designation Main_2.45GHz: 0.09, 5GHz: 1.75

(Maximum Gain) Aux_2.45GHz: -1.30, 5GHz: 0.77

Mode of Operation %\é\lltglglgg‘zu a/b/g/n(20M/40M)band
WLANBS02.11 a/b/g/n(20M/40M) 1

Duty Cycle
Bluetooth 1
WLANS802.11 b/g/n(20M) 2412 b 2462
WLANB02.11 a/n(20M) 5.2G 5180 b 5240
WLAN802.11 n(40M) 5.2G 5190 b 5230
WLANB02.11 a/n(20M) 5.3G 5260 b 5320

TX Frequency Range  |WLANB02.11 n(40M) 5.3G 5270 b 5310

(MHz) WLANS02.11 a/n(20M) 5.6G 5500 b 5700
WLANS802.11 n(40M) 5.6G 5510 b 5670
WLANS802.11 a/n(20M) 5.8G 5745 b 5825
WLANS802.11 n(40M) 5.8G 5755 b 5795
Bluetooth 2402 b 2480
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WLANS802.11 b/g/n(20M) 1 b 11
WLANB802.11 a/n(20M) 5.2G 36 b 48
WLANS802.11 n(40M) 5.2G 38 b 46
WLAN802.11 a/n(20M) 5.3G 52 b 64
Channel Number WLAN802.11 n(40M) 5.3G 54 b 62
(ARFCN) WLAN802.11 a/n(20M) 5.6G 100 b 140
WLANB802.11 n(40M) 5.6G 102 b 134
WLAN802.11 a/n(20M) 5.8G 149 b 165
WLAN802.11 n(40M) 5.8G 151 b 159
Bluetooth 0 b 78
Max. SAR (1 g) (Unit: W/KQg)

Antenna Band Measured | Reported | Channel | Position
WLAN802.11b 0.722 0.730 11 Back side
WLANS802.11 n(20M) 5.2G 1.230 1.241 48 Back side

Main |WLAN802.11 n(20M) 5.3G 1.210 1.218 64 Back side
WLANB802.11a 5.6G 0.898 0.913 100 Back side
WLANB802.11a 5.8G 0.929 0.938 165 Back side
WLANS802.11b 1.150 1.166 6 Back side
WLAN802.11 n(20M) 5.2G 1.050 1.060 48 Back side

Aux |WLANS802.11 n(20M) 5.3G 1.140 1.145 60 Back side
WLANS802.11a 5.6G 0.787 0.796 140 Back side
WLANS802.11a 5.8G 0.829 0.837 149 Back side
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#. WLANS802.11 a/b/g/n(20M/40M) conducted power table:
Antenna SISO MIMO

Band Chain 0 Chain 1 Chain0+1
WLAN802.11b Vv Vv b
WLAN802.11g Vv Vv b
WLANS02.11n(20M) Y, Y, v
WLAN802.11a V V b
WLAN802.11n(20M) 5G Vv Vv Vv
WLAN802.11n(40M) 5G Y, Y, Y,

Main Antenna (CHQ)

802.11b Max. Rated Avg.| Average Power Output (dBm)
Power + Max.
CH Frequency| Tolerance Data Rate (Mbps)
(MHZ) (dBm) 1
2412 15 14.82
6 2437 15 14.93
11 2462 15 14.95
802.11 g Max. Rated Avg.| Average Power Output (dBm)
Power + Max.
CH Frequency| Tolerance Data Rate (Mbps)
(MHz) (dBm) 6
1 2412 9.5 9.49
6 2437 9.5 9.47
11 2462 9.5 9.41
802.11 n(20M) |Max. Rated Avg.| Average Power Output (dBm)
Power + Max.
CH Frequency| Tolerance Data Rate (Mbps)
(MHz) (dBm) 6.5
2412 8.75 8.71
6 2437 8.75 8.74
11 2462 8.75 8.71
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Main Antenna (CHOQ)
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802.11 a

5.2/5.3/5.6/5.8G

Frequency

CH I (MH2)

Max. Rated
Avg.
Power + Max.
Tolerance
(dBm)

Average Power Output(dBm)

Data Rate (Mbps)

6

36 5180

12.5

12.48

40 5200

12.5

12.49

44 5220

12.5

12.47

48 5240

12.5

12.49

52 5260

12.5

12.41

56 5280

12.5

12.44

60 5300

12.5

12.45

64 5320

12.5

12.45

100 5500

12

11.93

120 5600

12

11.95

140 5700

12

11.86

149 5745

12.5

12.35

157 5785

12.5

12.33

165 5825

12.5

12.46
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Main Antenna (CHOQ)
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802.11 n(20M)

5.2/5.3/5.6/5.8G

CH

Frequency
(MHz)

Max. Rated
Avg.
Power + Max.
Tolerance
(dBm)

Average Power Output(dBm)

Data Rate (Mbps)

6.5

36

5180

13.5

13.48

40

5200

13.5

13.44

44

5220

13.5

13.38

48

5240

13.5

13.46

52

5260

13.5

13.40

56

5280

13.5

13.39

60

5300

13.5

13.45

64

5320

13.5

13.47

100

5500

11.5

11.22

120

5600

11.5

11.34

140

5700

11.5

11.43

149

5745

11.5

11.44

157

5785

11.5

11.42

165

5825

11.5

11.44
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Main Antenna (CHOQ)
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802.11 n(40M)

5.2/5.3/5.6/5.8G

CH

Frequency
(MHz)

Max. Rated
Avg.

Power + Max.

Tolerance
(dBm)

Average Power Output(dBm)

Data Rate (Mbps)

13.5

38

5190

11

10.99

46

5230

11

10.99

54

5270

11

10.99

62

5310

11

10.99

102

5510

8

7.85

118

5590

7.94

134

5670

7.91

151

5755

9.5

9.49

159

5795

9.5

9.49

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
FRZERYE R - l"“*ﬁéf,i‘:# i iﬂ'iﬁﬁﬂéﬁﬂ/ﬁfﬁfl FIf [ﬁJFijl"“?f%ﬁfliﬁfv I'{%'?’[’% e iﬁ;ﬁﬂﬂfi 2 }il?iffli;ffi' * T fi'ﬁﬂl'}]"fﬁm o

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at ww.sgs.com/terms_and_conditions.htm and, for electronic format

documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm
therein. Any holder of this document is advised that information contained hereon reflects the Company’s findings at the time of its intervention only and within the limits of Client’s instructions, if any. The
Company’s sole responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction documents. This document cannot
be reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or appearance of this document is unlawful and offenders may be

prosecuted to the fullest extent of the law.

SARRPHRGF AP

No0.134,Wu Kung Road, New Taipei Industrial Park, Wuku District, New Taipei City, Taiwan 24803/#74* # 7 " % #74* 2 # F1 % 7 1 §& 134 5%
t (886-2) 2299-3279

Page :

10 of 101

f (886-2) 2298-0488 Www.tw.sgs.com
Member of SGS Group

. Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined



Report No. : E5/2015/90004
Page: 11 of 101

Aux Antenna (CH1)

802.11 b

CH

Frequency
(MH2z)

Max. Rated Avg.

Power + Max.
Tolerance
(dBm)

Average Power Output (dBm)

Data Rate (Mbps)

1

2412

15

14.92

2437

15

14.94

11

2462

15

14.83

802.11 g

CH

Frequency
(MHz)

Max. Rated Avg.

Power + Max.
Tolerance
(dBm)

Average Power Output (dBm)

Data Rate (Mbps)

6

2412

9.5

9.40

2437

9.5

9.41

11

2462

9.5

9.39

802.

11 n(20M)

CH

Frequency
(MH2z)

Max. Rated Avg.

Power + Max.
Tolerance
(dBm)

Average Power Output (dBm)

Data Rate (Mbps)

6.5

2412

8.75

8.69

2437

8.75

8.72

11

2462

8.75

8.67
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Aux Antenna (CH1)

Report No. : E5/2015/90004

802.11 a

5.2/5.3/5.6/5.8G

Frequency

CH 1 (MHz)

Max. Rated
Avg.
Power + Max.
Tolerance
(dBm)

Average Power Output(dBm)

Data Rate (Mbps)

6

36 5180

12.5

12.49

40 5200

12.5

12.44

44 5220

12.5

12.44

48 5240

12.5

12.49

52 5260

12.5

12.48

56 5280

12.5

12.42

60 5300

12.5

12.42

64 5320

12.5

12.45

100 5500

12

11.79

120 5600

12

11.86

140 5700

12

11.95

149 5745

12.5

12.46

157 5785

12.5

12.39

165 5825

12.5

12.30

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
FRZERYE R - l"“*ﬁéf,i‘:# i iﬁf'é"’—*ﬁﬁﬂu;i‘?i%%ﬁfl FIf [ﬁJFijl"“?f%ﬁfliﬁfv H%'f"{% e iﬁéﬁﬂﬂfi 2 }iJ?IF'IE;rH' * T fi'ﬁﬂl}]"@m o

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at ww.sgs.com/terms_and_conditions.htm and, for electronic format

documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm .
therein. Any holder of this document is advised that information contained hereon reflects the Company’s findings at the time of its intervention only and within the limits of Client’s instructions, if any. The
Company’s sole responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction documents. This document cannot
be reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or appearance of this document is unlawful and offenders may be

prosecuted to the fullest extent of the law.

SARRPHRGF AP

Page :

12 of 101

No0.134,Wu Kung Road, New Taipei Industrial Park, Wuku District, New Taipei City, Taiwan 24803/#74* # 7 " % #74* 2 # F1 % 7 1 §& 134 5%
t (886-2) 2299-3279

f (886-2) 2298-0488 Www.tw.sgs.com
Member of SGS Group

Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined



Aux Antenna (CH1)

Report No. : E5/2015/90004

802.11 n(20M)

5.2/5.3/5.6/5.8G

CH

Frequency
(MHz)

Max. Rated
Avg.
Power + Max.
Tolerance
(dBm)

Average Power Output(dBm)

Data Rate (Mbps)

6.5

36

5180

13.5

13.37

40

5200

13.5

13.43

44

5220

13.5

13.44

48

5240

13.5

13.46

52

5260

13.5

13.43

56

5280

13.5

13.47

60

5300

13.5

13.48

64

5320

13.5

13.41

100

5500

11.5

11.42

120

5600

11.5

11.43

140

5700

11.5

11.46

149

5745

11.5

11.38

157

5785

11.5

11.32

165

5825

11.5

11.49
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Aux Antenna (CH1)

Report No. : E5/2015/90004

802.11 n(40M)

5.2/5.3/5.6/5.8G

CH

Frequency
(MHz)

Max. Rated
Avg.

Power + Max.

Tolerance
(dBm)

Average Power Output(dBm)

Data Rate (Mbps)

13.5

38

5190

11

10.98

46

5230

11

10.98

54

5270

11

10.98

62

5310

11

10.98

102

5510

8

7.79

118

5590

7.90

134

5670

7.89

151

5755

9.5

9.45

159

5795

9.5

9.43
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MIMO (CHO + CH1)
802.11 n(20M) Max. Rated Avg. Average Power Output (dBm)
- Frequency | Power + Max. Data Rate (Mbps)
(MHz) Tolerance (dBm) CHO CH1 CHO + CH1
1 2412 11.75 8.96 8.45 11.72
6 2437 11.75 8.89 8.29 11.61
11 2462 11.75 9.29 8.05 11.72
802.11 n(20M)
= 25 3/5.6/5.8G|Max. Rated Avg. Average Power Output (dBm)
Power + Max.
ch |Frequency Tolerance (dBm) Data Rate (Mbps)
(MHz) CHO CH1 CHO + CH1
36 5180 16.5 13.45 13.34 16.41
40 5200 16.5 13.42 13.54 16.49
44 5220 16.5 13.22 13.44 16.34
48 5240 16.5 13.21 13.44 16.34
52 5260 16.5 13.32 13.64 16.49
56 5280 16.5 13.42 13.37 16.41
60 5300 16.5 13.23 13.71 16.49
64 5320 16.5 13.05 13.87 16.49
100| 5500 14.5 11.59 11.37 14.49
120 5600 14.5 11.32 11.44 14.39
140| 5700 14.5 11.31 11.58 14.46
149 5745 14.5 11.36 11.59 14.49
157 | 5785 14.5 11.26 11.61 14.45
165 5825 14.5 11.26 11.55 14.42
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802.11 n(40M)

5.2/5.3/5.6/5.8G

CH

Frequency
(MHz)

Max. Rated Avg.
Power + Max.
Tolerance (dBm)

Average Power Output (dBm)

Data Rate (Mbps)

CHO

CH1

CHO + CH1

38

5190

14

10.62

11.20

13.93

46

5230

14

10.55

11.35

13.98

54

5270

14

10.51

114

13.99

62

5310

14

10.30

11.57

13.99

102

5510

11

8.20

7.55

10.90

118

5590

11

8.12

7.49

10.83

134

5670

11

8.19

7.76

10.99

151

5755

12.5

9.48

9.48

12.49

159

5795

12.5

9.47

9.48

12.49

#MIMO power per chain is the same with SISO power per chain
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#. Bluetooth conducted power table:

Frequency Data Avg.
(MHz) Rate dBm mw

2402 1.74 1.493
2441 2.59 1.816
2480 2.64 1.837
2402 -1.26 0.748
2441 -0.47 0.897
2480 -0.64 0.863
2402 -1.27 0.746
2441 -0.52 0.887
2480 -0.65 0.861

[ERN

WWIWINININ|FPPF

Frequency Avg. (dBm)
(MHz) BT4.0
2402 1.60

2442 2.35
2480 2.33
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1.4 Test Environment
Ambient Temperature: 22+2° C
Tissue Simulating Liquid: 22+2° C

1.5 Operation Description
Use chipset specific software to control the EUT, and makes it transmit in maximum
power. Measurements are performed respectively on the lowest, middle and highest
channels of the operating band(s). The EUT is set to maximum power level during all
tests, and at the beginning of each test the battery is fully charged.

EUT was tested in the following configurations:
Configuration_WLAN Main: back/top sides with test distance Omm.
Configuration_WLAN Aux: back/top/right sides with test distance Omm.

SAR test for other sides is not required based on the SAR test exclusion threshold in
KDB447498D01.

Back view of tablet

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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Note:
802.11b DSSS SAR Test Requirements:

1.

SAR is measured for 2.4 GHz 802.11b DSSS mode using the highest measured
maximum output power channel, when the reported SAR of the highest measured
maximum output power channel for the exposure configuration is 0 0.8 W/kg, no further
SAR testing is required for 802.11b DSSS in that exposure configuration.

. When the reported SAR is > 0.8 W/kg, SAR is required for that exposure configuration

using the next highest measured output power channel. When any reported SAR is >
1.2 W/kg, SAR is required for the third channel; i.e., all channels require testing.

802.11g/n OFDM SAR Test Exclusion Requirements:

3.

SAR is not required for 802.11g/n since the highest reported SAR for DSSS is adjusted
by the ratio of OFDM to DSSS specified maximum output power and the adjusted SAR
is 0 1.2 W/kg.

Initial Test Configuration:

4.

documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm
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An initial test configuration is determined for OFDM transmission modes according to
the channel bandwidth, modulation and data rate combination(s) with the highest
maximum output power specified for production units in each standalone and
aggregated frequency band.

SAR is measured using the highest measured maximum output power channel. When
the reported SAR of the initial test configuration is > 0.8 W/kg, SAR measurement is
required for the subsequent next highest measured output power channel(s) in the initial
test configuration until the reported SAR is 0 1.2 W/kg or all required channels are
tested.

For WLAN Main/Aux antennas, 5.2n(20M)/5.3n(20M)/5.6a/5.8a are chosen to be the
initial test configurations.

Since the highest reported SAR for the initial test configuration is adjusted by the ratio of
the subsequent test configuration to initial test configuration specified maximum output
power and the adjusted SAR is < 1.2 W/Kg, SAR is not required for subsequent test
configuration.

BT and WLAN Main use the same antenna path and Bluetooth can’t transmit
simultaneously with WLAN Main.

Based on KDB447498D01,

(1) SAR test exclusion thresholds for 100 MHz to 6 GHz at test separation distances0
50 mm are determined by:

When the minimum test separation distance is < 5mm, 5mm is applied to determine

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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(2) For test separation distances > 50 mm, and the frequency at 100 MHz to 1500MHz,
the SAR test exclusion threshold is determined according to the following, and as
illustrated in Appendix B of KDB447498 DO1.

[(Threshold at 50mm in stepl) + (test separation distance-50mm)x(

)J(MW),

(3) For test separation distances > 50 mm, and the frequency at >1500MHz to 6GHz,
the SAR test exclusion threshold is determined according to the following, and as
illustrated in Appendix B of KDB447498 DO1.

[(Threshold at 50mm in stepl) + (test separation distance-50mm)x10](mW),
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Top side Right side Left side
Mode Mg\),(v'etrl‘égg:]]’; Mzt/(\./etg(?r?\;\l/j)p Ant. to Exclusion Require [ Ant. to Exclusion Require | Ant. to Exclusion | Require
P p surface threshold SAR surface threshold SAR surface threshold SAR
(mm) (mw) testing? (mm) (mW) testing? (mm) (mWw) testing?
WLAN Main 15 31623 |lessthan) g5 YES | 120.4 704.992 NO | 1116 | 616.992 | NO
2.45GHz 5
W"SAgH'\;'a'” 135 22.387 'esssthan 10.806 YES | 120.4 705.081 NO | 1116 | 617.081 | NO
WLAN Aux less than
> A5GHz 15 31.623 f 9.924 YES | 14.44 3.436 YES | 217.56 | 1676592 | NO
WLSAGNHﬁux 13.5 22.387 'essgha" 10.806 YES | 14.44 3.742 YES | 217.56 | 1676.681 | NO
BT 2.64 1.837 'essstha” 0.578 NO | 1204 704.058 NO | 111.6 | 616.058 | NO
Bottom side Back side
Mode s tuzg—up e, tune\;\lljp Ant. to Exclusion | Require | Ant. to Exclusion | Require
power(dBm) power(mW) surface threshold SAR surface threshold SAR
(mm) (mw) testing? (mm) (mw) testing?
WLAN Main less than
> A5GHa 15 31.623 165 | 1150.992 | NO s 9.924 YES
WLAN Main 135 22.387 165 |1151.081 | No |'®S3™M@| 15806 | vES
5GHz 5
WLAN Aux less than
> A5GH2 15 31.623 165 |1150.992 | NO s 9.924 YES
WLAN Aux 135 22.387 165 |1151.081 | No |'®SS™Ma| 15806 | vES
5GHz 5
BT 2.64 1.837 165 |1150.0s8 | NO 'essstha” 0.578 NO
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10.According to KDB447498 D01, testing of other required channels is not required when
the reported 1-g SAR for the highest output channel is 0 0.8 W/kg, when the
transmission band is O 100 MHz.

11.According to KDB865664 D01, SAR measurement variability must be assessed for
each frequency band. When the original highest measured SAR is 0 0.8 W/kg, repeated
that measurement once. Perform a second repeated measurement only if the ratio of
largest to smallest SAR for the original and first repeated measurements is > 1.20 or
when the original or repeated measurement is 0 1.45 W/kg (~ 10% from the 1-g SAR
limit)
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1.6 The SAR Measurement System

A block diagram of the SAR measurement System is given in Fig. a. This SAR
Measurement System uses a Computer-controlled 3-D stepper motor system (SPEAG
DASY 5 professional system). The model EX3DV4 field probe is used to determine the
internal electric fields. The SAR can be obtained from the equation SAR= G (|Ei|?)/ J
where 0 and J are the conductivity and mass density of the tissue-simulant.

The DASY 5 system for performing compliance tests consists of the following items:

A standard high precision 6-axis robot (Staubli RX family) with controller, teach
pendant and software. An arm extension is for accommodating the data acquisition
electronics (DAE).

A dosimetric probe, i.e., an isotropic E-field probe optimized and calibrated for usage
intissue simulating liquid. The probe is equipped with an optical surface detector
system.

A data acquisition electronics (DAE) which performs the signal amplification, signal
multiplexing, AD-conversion, offset measurements, mechanical surface detection,
collision detection, etc. The unit is battery powered with standard or rechargeable
batteries. The signal is optically transmitted to the EOC.

E3

Fig. a The block diagram of SAR system
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The Electro-optical converter (EOC) performs the conversion between optical and
electrical of the signals for the digital communication to the DAE and for the analog
signal from the optical surface detection. The EOC is connected to the measurement
server.

The function of the measurement server is to perform the time critical tasks such as
signal filtering, control of the robot operation and fast movement interrupts.

A probe alignment unit which improves the (absolute) accuracy of the probe
positioning.

A computer operating Windows 7.

DASY 5 software.

Remote control with teach pendant and additional circuitry for robot safety such as
warning lamps, etc.

The SAM twin phantom enabling testing left-hand and right-hand usage.

The device holder for handheld mobile phones.

Tissue simulating liquid mixed according to the given recipes.

Validation dipole kits allowing to validate the proper functioning of the system.
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1.7 System Components

EX3DV4 E-Field Probe

Construction Symmetrical design with triangular core
Built-in shielding against static charges
PEEK enclosure material (resistant to
organic solvents, e.g., DGBE)
Calibration Basic Broad Band Calibration in air
Conversion Factors (CF) for HSL
2450/5200/5300/5600/5800 MHz
Additional CF for other liquids and
frequencies upon request

Frequency 10 MHz to > 6 GHz

Directivity + 0.3 dB in HSL (rotation around probe axis)

+ 0.5 dB in tissue material (rotation normal to probe axis)

Dynamic Range |10 puW/g to > 100 mW/g

Linearity: £ 0.2 dB (noise: typically < 1 pyW/q)

Dimensions Tip diameter: 2.5 mm

Application High precision dosimetric measurements in any exposure scenario
(e.g., very strong gradient fields). Only probe which enables
compliance testing for frequencies up to 6 GHz with precision of
better 30%.
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SAM PHANTOM Vv4.0C

Construction  |The shell corresponds to the specifications of the Specific
Anthropomorphic Mannequin (SAM) phantom defined in IEEE 1528
and IEC 62209.

It enables the dosimetric evaluation of left and right hand phone
usage as well as body mounted usage at the flat phantom region. A
cover prevents evaporation of the liquid. Reference markings on the
phantom allow the complete setup of all predefined phantom
positions and measurement grids by manually teaching three points
with the robot.

Shell Thickness [2 + 0.2 mm

Filling Volume |Approx. 25 liters
Dimensions Height: 850 mm;
Length: 1000 mm;
Width: 500 mm

DEVICE HOLDER
Construction The device holder (Supporter) for
Notebook is made by POM
(polyoxymethylene resin ) , which
Is non-metal and non-conductive.
The height can be adjusted to fit
varies kind of notebooks.

Device Holder
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1.8 SAR System Verification

The microwave circuit arrangement for system verification is sketched in Fig. b. The
daily system accuracy verification occurs within the flat section of the SAM phantom. A
SAR measurement was performed to see if the measured SAR was within +/- 10% from
the target SAR values. These tests were done at 2450/5200/5300/5600/5800 MHz. The
tests were conducted on the same days as the measurement of the DUT. The obtained
results from the system accuracy verification are displayed in the table 1 (SAR values
are normalized to 1W forward power delivered to the dipole). During the tests, the
ambient temperature of the laboratory was 21.7°C, the relative humidity was 62% and
the liquid depth above the ear reference points was 0 15 cm + 5 mm (frequency O 3 GHz)
or 0 10 cm = 5 mm (frequency > 3 G Hz) in all the cases. It is seen that the system is
operating within its specification, as the results are within acceptable tolerance of the
reference values.

Fig. b The block diagram of system verification

Signal generator
Amplifier
Power meter

Dual directional coupling

mo o ®w »

Reference dipole antenna

Photograph of the dipole Antenna
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Measured
Validation Frequency LAY IR EEEIEE SAR-1g Deviation | Measured
. S/N SAR-1g SAR-1g .
Kit (MHz) W/ W/ normalized to (%) Date
(mW/g) (MW/9) | 1w (mW/g)

D2450v2 | 727 | 2450 | Body 51 13 52 1.96% | Sep. 21, 2015

5200 | Body 73.5 7.24 72.4 -1.50% | Sep. 22, 2015

5300 | Body 74.6 7.72 77.2 3.49% | Sep. 23, 2015

5600 | Body 77.9 7.58 75.8 -2.70% | Sep. 24, 2015

5800 | Body 75.6 7.53 75.3 -0.40% | Sep. 25, 2015
Table 1. Results of system validation

D5GHzV2 | 1023
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1.9 Tissue Simulant Fluid for the Frequency Band
The dielectric properties for this body-simulant fluid were measured by using the Agilent
Model 85070E Dielectric Probe (rates frequency band 200 MHz to 20 GHz) in
conjunction with Network Analyzer (30 KHz-6000 MHz).
All dielectric parameters of tissue simulates were measured within 24 hours of SAR
measurements. The depth of the tissue simulant in the flat section of the phantom was 0
15 cm + 5 mm (Frequency 03G) or 0 10 cm + 5 mm (Frequency >3G) during all tests.

Report No. : E5/2015/90004
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(Fig. 2)

: Measured M_easure_d Measured
Tissue | Measurement Dielectric .. q o
Tvoe Date Frequency Constant Conductivity, % dev Ur % dev u

A (MHz) oo asm)

2412 52.171 1.860 1.10% 2.80%
2437 52.132 1.883 1.11% 2.83%
Sep. 21, 2015 2450 52131 1.895 1.08% 2.82%
2462 52.090 1.012 1.13% 2.82%
5180 47.874 5.383 2.38% 22.03%
5200 47.862 5.404 2.35% 21.98%
Sep. 22,2015 577 47 802 5.427 2.42% ~1.96%
5240 47.795 5.454 2.38% 22.02%
Body 5280 47.708 5.504 2.45% 22.05%
Sep. 23, 2015 5300 47.691 5525 2.43% 22.01%
5320 47.655 5.550 2.45% 22.03%
5500 47.382 5.768 2.52% 22.10%
Sep. 24, 2015 5600 47.245 5.885 2.53% 22.06%
5700 47.128 6.004 2.50% ~2.06%
5745 46.966 6.067 2.71% 2.21%
5785 46.923 6.112 2.69% 2.17%
Sep. 25,2015 —rg00 26.913 6.130 2.67% 2.16%
5825 46.866 6.159 2.70% ~2.15%

Table 2. Dielectric Parameters of Tissue Simulant Fluid
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The composition of the tissue simulating liquid:
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Frequency
(MHz)

Mode

Ingredient

DGMBE

Preventol| Cellulos

Water Salt
D-7 e

Total
Sugar amount

2450M Body

301.7ml

698.3ml b b b

b 1.0L(Kg)

Body Simulating Liquids for 5 GHz, Manufactured by SPEAG:

Ingredients

Water

Esters, Emulsifiers, Inhibitors

Sodium and Salt

(% by weight)

60-80

20-40

0-1.5

Table 3. Recipes for Tissue Simulating Liquid
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1.10 Evaluation Procedures

The entire evaluation of the spatial peak values is performed within the Post-processing
engine (SEMCAD). The system always gives the maximum values for the 1 gand 10 g
cubes. The algorithm to find the cube with highest averaged SAR is divided into the
following stages:
1. The extraction of the measured data (grid and values) from the Zoom Scan.
2. The calculation of the SAR value at every measurement point based on all stored
data (A/D values and measurement parameters)
3. The generation of a high-resolution mesh within the measured volume
4. The interpolation of all measured values from the measurement grid to the
high-resolution grid
5. The extrapolation of the entire 3-D field distribution to the phantom surface over the
distance from sensor to surface
6. The calculation of the averaged SAR within masses of 1g and 10g.
The probe is calibrated at the center of the dipole sensors that is located 1 to 2.7mm
away from the probe tip. During measurements, the probe stops shortly above the
phantom surface, depending on the probe and the surface detecting system. Both
distances are included as parameters in the probe configuration file. The software
always knows exactly how far away the measured point is from the surface. As the
probe cannot directly measure at the surface, the values between the deepest
measured point and the surface must be extrapolated. The angle between the probe
axis and the surface normal line is less than 30 degree.
In the Area Scan, the gradient of the interpolation function is evaluated to find all the
extreme of the SAR distribution. The uncertainty on the locations of the extreme is less
than 1/20 of the grid size. Only local maximum within —2 dB of the global maximum are
searched and passed for the Cube Scan measurement. In the Cube Scan, the
interpolation function is used to extrapolate the Peak SAR from the lowest
measurement points to the inner phantom surface (the extrapolation distance). The
uncertainty increases with the extrapolation distance. To keep the uncertainty within 1%
for the 1 g and 10 g cubes, the extrapolation distance should not be larger than 5mm.
The maximum search is automatically performed after each area scan measurement. It
Is based on splines in two or three dimensions. The procedure can find the maximum for
most SAR distributions even with relatively large grid spacing. After the area scanning
measurement, the probe is automatically moved to a position at the interpolated
maximum. The following scan can directly use this position for reference, e.g., for a finer
resolution grid or the cube evaluations. The 1g and 10g peak evaluations are only
available for the predefined cube 7x7x7 scans. The routines are verified and optimized
for the grid dimensions used in these cube measurements.
The measured volume of 30x30x30mm contains about 30g of tissue.
The first procedure is an extrapolation (incl. Boundary correction) to get the points
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