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Regulatory Compliance

Federal Communication Commission
Interference Statement

This equipment has been tested and found to comply with the limits for a
Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are
designed to provide reasonable protection against harmful interference in a
residential installation. This eguipment generates, uses and can radiate radio
frequency energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications. However,
there is no guarantee that interference will not occur in a particular installation. If
this equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on, the user is
encouraged to try to correct the interference by one of the following measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

- Consult the dealer or an experienced radio/TV technician for help.

FCC Caution: Any changes or modifications not expressly approved by the
party responsible for compliance could void the user's authority to operate this
equipment.

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) This device may not cause harmful interference,
and (2) this device must accept any interference received, including interference

that may cause undesired operation.



IMPORTANT NOTE:

FCC Radiation Exposure Statement:

This equipment complieswith FCC radiation exposure limits set forth for
an uncontrolled environment.

This transmitter must not be co-located or operating in conjunction

with any other antenna or transmitter.



Wireless LAN card user manual

About this manual

This manual describes how to install and operate your Wireless LAN card.

Please read this manual before you install the product.

This manual includes the following topics:

>

>
>
>

Product description, features and specifications
Hardware installation procedure

Software installation procedure

Trouble shooting procedures
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CHAPTER 1

Introduction

Thank you for purchasing the Wireless LAN card. This high-speed

Wireless LAN card provides you with an innovative wireless networking

solution. The Card is easy to set up and use. With this innovative wireless

technology, you can share files and printers on the network—without

inconvenient wires! Now you can carry the LAN in your pocket!

Features

Wire-free access to networked resources from anywhere beyond the
desktop

Low interference & high susceptibility guarantee reliable performance
Deliversdatarate up to 11 Mbps

Dynamically shifts between 11, 5.5, 2, and 1 Mbps network speed, based
on signal strength, for maximum availability and reliability of connection
Antennais built in to the card with LED indicating Power and Link

Uses 2.4GHz frequency band, which complies with worldwide
requirement

Supports most popular operating systems: Window 95/98/2000/NT 4.0/ME
Ensures great security by providing the Wired Equivalent Privacy (WEP)
defined in the |EEE 802.11 standard



What is Wireless LAN?

Wireless Local AreaNetwork (WLAN) systems offer a great number of
advantages over traditional wired systems. WLANSs are flexible and easy to setup
and manage. They are also more economical than wired LAN sy- stems.

Using radio frequency (RF) technology, WLANSs transmit and receive da-
tathrough the air. WL ANs combine data connectivity with user mobility. For
example, users can roam from a conference room to their office with- out being
disconnected from the LAN.

Using WLANS, users can conveniently access shared information, and
network administrators can configure and augment networks without ins- talling
or moving network cables.

WLAN technology provides users with many convenient and cost saving

features:

° Mability: WLANs provide LAN users with access to real-time info-
rmation anywhere in their organization, providing service opportuni- ties
that are impossible with wired net-works.

° Ease of Installation: Installing is easy for novice and expert users
alike, eliminating the need to install network cablesin walls and cei- lings.

° Scalability: WLANSs can be configured in avariety of topologiesto adapt
to specific applications and installations.

Configurations are easily changed and range from peer-to-peer net- works

suitable for a small number of users to full infrastructure ne-  tworks of

thousands of users roaming over abroad area.



LAN Modes

Wireless LANSs can be configured in one of two ways:

Ad-hoc
Networking

Also known as a peer-to-peer network, an ad-hoc network
isone that allows all workstations and computers in the network
to act as serversto all other users on the network. Users on the
network can share files, print to a shared printer, and access the|
Internet with a shared modem. However, with ad-hoc
networking, users can only communicate with other wireless
LAN computers that are in the wireless LAN workgroup, and
arewithin range.

Infrastructure)
Networking

Infrastructure networking differs from ad-hoc networking
in that it includes an access point. Unlike the ad-hoc structure
where users on the LAN contend the shared bandwidth, on an
infrastructure network the access point can manage the)
bandwidth to maximize bandwidth utilization.

Additionally, the access point enables users on a wireless
LAN to access an existing wired network, allowing wireless
users to take advantage of the wired networks resources, such as
Internet, email, file transfer, and printer sharing.

Infrastructure networking has the following advantages
over ad-hoc networking:

- Extended range: each wireless LAN computer within
the range of the access point can communicate with
other wireless LAN computers within range of the
access point.

- Roaming: the access point enables a wireless LAN
computer to move through a building and still be
connected to the LAN.

- Wired to wireless LAN connectivity: the access
point bridges the gap between wireless LANs and thei
wired counterparts.




Notes on wireless LAN configuration

When configuring awireless LAN (WLAN), be sure to note the

following points:

Optimize the performance of the WLAN by ensuring that the distance
between access pointsis not too far. In most buildings, WLAN cards
operate within arange of 100 ~ 300 feet, depending on the thickness and
structure of the walls.

Radio waves can pass through walls and glass but not metal. If thereis
interference in transmitting through awall, it may be that the wall has
reinforcing metal in its structure. Install another access point to circumvent
this problem.

Floors usually have metal girders and metal reinforcing strutsthat interfere
with WLAN transmission.

This concludes thefirst chapter. The next chapter deals with the hardware

installation of the Wireless LAN card.



CHAPTER 2

Hardware installation

This chapter coversinserting your Wireless LAN card in the PCMCIA slot

of notebook, and connecting the card to a network.

What’ s in the package

Please ensure that the following items are included in your package.
If any items are missing, contact your dealer.

° WirelessLAN PCMCIA card

° CD-ROM (includes utility, drivers, and this manual)

° Quick installation guide

Hardware description

The Wireless LAN Card is encased in a stainless compact frame and has a

68-pin connector for attaching to the PCMCIA port of notebook.




Inserting the Wireless LAN card

Notel

These instructions apply to most notebook computers.
For detailed information on inserting PC cards into your

notebook, consult the notebook manual.

Follow the procedure below to install the Wireless LAN card.

1. With 68-pin connector of the card facing the PCMCIA slotsOn

notebook, dlide the card all the way into an empty slot

2. Connect to a network.

Notel

For information on connecting your Card to the LAN,

contact your system administrator.




Status LED

The following table describes the meaning of the LED:

LED
LED MEANING
BLINKING Indicates that the card is scanning the channels, and the link

in not active.

CONTINUOUS |Indicatesthat the card islocked to achannel ,and thelink is

active.




Ejecting the Wireless LAN card

After disconnecting from the LAN, you can gject the Wireless LAN card
from the PC Card slot of notebook.

Note!

In Win 2000/ME/98/95 operating systems, you do not have
to power down the notebook to remove the card. The card is
hot-swappable — you can remove the card when the

notebook is powered on. However, Microsoft recommends

“

That you stop the card. Refer to your Windows
2000/ME/98/95 online help for information on stopping the
WirelessLAN card.

Most notebooks have an gject lever or button for gecting PC cards from

the PC slots. Consult your notebook manual for details.

Warning!

To prevent data loss, do not eject the Wireless LAN card
when a data transmission is taking place. Exit your
communications program normally, stop the card if
necessary, and then remove the card.

This concludes Chapter 2. The next chapter covers driver installation for
Windows 2000/ME/98/95/NT operating systems.



CHAPTER 3
DRIVER INSTALLATION FOR WINDOWS

The following section will assist you to in installing wireless LAN Adapter
successfully. You will first install software (Utility) and then insert / attach the
Wireless LAN Adapter to your system, and finally set the network properties to
accommodate resource sharing and select the type of wireless network that you
wish toinstall. The Wireless LAN card can easily be installed and used, without

bothering to connect cables for keeping your computer to use network resources.

3.1. Installation Overview

Here are some steps you will perform in establishing your wireless network

connection:
° Install the software using the Install CD.

° Install the Wireless LAN Card (WIRELESS LAN 11Mbps Adapter).
° Install the network protocol(s) required to communicate on your
network. Most likely you will need the TCP/IP protocol.

3.2. Install Procedure for Windows
98/ME/2000/XP

Note: Do not insert the WL AN Adapter until you are asked to do so, failure of

which may result in unsuccessful installation of your WLAN device.

Please follow the following steps one by onein order to install the WLAN
Adapter successfully.
1. Power onyour computer and allow Windows 98/ME/2000 to load fully.
2. Besurethat thereisno Wireless LAN 11Mbps Adapter inserted yet.
3. Insert the given Installation CD in the CD-ROM and then click on the
Setup.




Welcome @

‘welcome to the PRISM “wireless LAMN for windows
Setup program. Thiz program will install PRISK
- wirelezs LAMN For Windows on pour computer.

It iz =trongly recommended that you exit all Windows programs
before running thiz Setup program.

Click Cancel to quit Setup and then cloze any pragrars you
have mnning. Click Mext to continue with the Setup program.

WARMIMG: This program is protected by copyright law and
international treaties.

Unauthonized reproduction or digtribution of this program. or any
portion of it, may result in zevere civil and criminal penaltisz, and
will be prozecuted to the maximum extent pozzible under law.

Cancel

At the“ Welcome” window, click Next.

4.  Accept the license agreement.

Software License Agsreement

! Pleaze read the following License Agreement. Press the PAGE DOWHN kev to ses
the rest of the agreement.

EMD USER LICEMSE AGREEMEMT FOR INTERSIL CORPORATION'S N
PRISHM Wirelezs LAM Software 3

MOTICE TO USER: INTERSIL CORPORATION 15 WILLIMG TO ENTER INTO &
LICEMSE OMLY UPOMN THE CONDITION THAT 0L ACCEPT ALL OF THE TERMS
COMTAINED IN THIS LICEMSE AGREEMENT. B OPEMMNING THE SOFTWARE
THIS ACKNOWLEDGES wOUR ACCEFPTAMCE OF ALL THE TERMS AND
COMDITIONS OF THIS AGREEMEMT.

Thiz Intersil Corporation ["INTERSIL") Single uzer license agreement [the
"AGEREEMEMT"] iz a legal agreement between you ["CLUSTOMER'], a single entity, and
IMTERSIL [the "PARTIES"] for the INTERSIL software product identified above. which
includes computer zoftware, firmware, associated media, printed materialz. any upgrades.
and online or electronic documentation [M"SOFTWARE").

W

Do wou accept all the terms of the preceding Licenze Agreement’? IF you chooze Mo, Setup
will cloze. Toinstall PRISH “Wireless LAM for Windows, you must accept this agreement.

< Back Yes Mo

Accept the license agreement. Click Yesto accept.
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Setap Complete

Setup has finished inztaling PRISM 'wirelesz LAMN for “Windows
oh pour computer,

Setup can launch the Read Me file and PRISH “firelezs LAM for
Windows Chooze the options you want below.

Click Finish to complete Setup.

Setup is complete. Click Finish.
5. Insert / attachWirelessLAN 11 Mbps Adapter to your system
Windows will recognize the WLAN adapter and auto detect the driver, if
the system did not find the driver automatically, please install the driver

manually.

Found New Hardware

Hebaork Controller

Inztalling ...

1



Welcome to the Found New
Hardware Wizard

Thiz wizard helps you nstall 2 device dirved far a
hadware device

T comdirese, click Nest

Click Next .

Install Hardware Davices Drivars
A device diver iz a sofbware program et enables a baidwane dewice o work with
B peafing sestem

This vizend will complebe the natalobon fou this dewice,

@ M shuot. Controller

& leeier srhat iz & soltwats peodram Bt makes s Bareesrs denaes vintk, Windene
ey dilwen [ dar joul ress dewice. To kcate dikes Hes 20d complede Lhe
nkalialion chek Maxd

twi'hat oo you wanl the wizand o dov

% |Emarch for a cubabls dvar for my davice oo

i . Jél_i_al:-lw & list o Bhe knose drivess fon Bhis desica eo thes | can chooss & spescilic
lived

i Back I ot > I Cancsl I

Click Next.



Found Mew Hardwaie Wizard

Locate Duiver Files
e do poas wenk wWimdheas b0 seanch for diiver s

Search fod diiwar flac for tha follosing kerdwsie devass

% Hebwpik Conlrolles

The weand samchas fon catshles divars @ ils dmesr dalsbace an peor enmrpubes and in
ary of e lolloairg oplicnal seach lacations that ou specily,
To stant ther poarch, click Mt IF pou ane sezaching on & fappy digk or CO-ROM dritee.
s el Ihe lepey disk e CO beloe dicking Mewd
Opfional seaich kocations:

™ Floppe sk chbres

T DROM dhrees

R T cnii L

) Hes > Cancel

Click Next.

The Wicioroft digt 2l signature alfims that soffware haz
bear lasted with Windawe atd that the acftwans hae mat

been altered zince it was lested,

The sofhsare po sre ghout toiretal does: nob condain &
ticnozodt dighal sigrature. Therefiorz, there iz mo
guarantes that this zoftwars warks comechy with
s

Wirelega LAM PO Crard

LR IR R R

I} yau waard to search for Microzoft digitally signed
toftwaars, Jisil s yirdonss Lipdats 'efes 2ite at
http. Aheardovwsupd sle miciozoftcom bo sez @ one iz
avalahle,

[ho pou seant o conbnue the nekalizhan?

o Bene I

Click Yesto finish the setup & restart the computer.
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CHPATER 4

Using the Wireless Utility

The following sections cover the Wireless LAN card usage.

After you have installed the utility, you will see the wireless utility iconin
the Windows taskbar:

BB F R %y M1

Wirelessky icon

Icon M eaning
ﬁ] Green: indicates a connection is active.
JLalk Red: indicates no connection is active.

T Yellow: indicates that the wireless LAN card is looking for an

available access point.

Double-click the icon to open the configuration utility

14



The following table describes the conflguratl on utility:

Diefisult- FRISHM Wi

Shitus |C0nfigumt0n| Encryptionl About i

State  [Assovited - Q00200303644 ,i.']!gf-"“w
Conen Tt 1T sec Pﬁls#@
CoiCravet | Dibefsde| B |
Thioughpul eyestseck T [0 Ry 715
Lk Qualty ~ Good 732 nmmmn
Signal Shiength:  Good [737) i

g | m | = |

Defanlt- PRISM

Sats  Configustion |En1:r)rption| Ahant |

intersil.

——
Prafile Name: s

PRIS
Netwark Name:  |any v

Netwaik Tope: | dccess Port )i

PeentmbEen el IG
Deefaults |

Transmit Rate: | Fully Automatic v
g | | = |

State: displaysthe connection status.
Current Channel: displays the
channel.

Current Tx Rate: displays the wire-
less bandwidth in megabits per
second.

Throughput: displays the transfer
and receive rates in bytes per second.
Link Quality: when connected to the
wired LAN, displays the connection
integrity.

Signal Strength: when connected to
the wired LAN, displays the signal
strength.

Note: Link quality and signal strength
are not available when using a peer-
to-peer

connection.

Mode: displays the current LAN
mode, either 802.11 AdHoc or
Infrastructure.

SSID: displays a list of Service Set
I dentifications.

Tx Rate: displays a list of transfer
rates.

PS Mode: allows you to enable or
disable power saving mode.

Channel: enables you to select a
transmission channel.
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St | Confiwstin. Bunpion | 5ot |

* .
Encruption [WER secuivl: |54 bit v |“ter5||“

Disabled
Fbd ot
128t
(" Elphanumeric; 5 char e :

% Hevadscimal 10 dgts (09, AF)
Fepl: ,—
w2
Fey3 I—
Fepd ,—

" Create Keps vith Passphiase

¥ Create Kaps Manly

PRISH)

Lz WEP Key:

5]

Fessptiase

e | m | e |

[SM

St | Confgsion| o

® thers] Ameicas e, i“tel'sil.u
w=— PRISH Wieless LAN ——

Copynght 2002 Intersl Americas Inc. FR’S&’}}
~MNetwork Driver

Vergion: 20002 Date: My 12002 ‘
~Configuration Uty

Vergion: 200002 Dater My 12002 ‘
I Fimuare

Wergion:  1.04.09.00 fdess: 000702030405 ‘

ke | mE | AW |

The Encryption window enables you
to create an encryption scheme for
Wireless LAN transmissions.

Y ou can also manually enter a set of
valuesfor each key.

Note: 128-bit encryption requires
more system resources than 64-bit
encryption. Use 64-bit encryption for
better performance.

This screen displays the version
number of the Wireless LAN card and
the Configuration Utility.
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Appendix A
Troubleshooting

Q&A

These guidelines give you tips to deal with some problems you may
encounter while using the Wireless LAN card. If the problems re-main unsolved,
contact your dealer for assistance.

Problem: Windows can not recognize the card.

Solution: Please check if PC Card support isinstalled. Double-click the PC

Card icon on Control Panel. If PC Card support is not activated, you should

activate it now.

Problem: Ejecting the card from the PCMCIA socket hangs or reboots the
computer.

Solution: To prevent this phenomenon from occurring, stop the card by
using the PC Card tool in the Control Panel or the PC Card icon on the

taskbar before you re-move the card.

Problem: The card cannot be detected when reinserted.

Cause: This is caused by certain unstable PCMCIA status lines when the
card is removed and reinserted. The Windows 95/98 drivers may read an
incorrect status during this period of signal instability, and fail to detect the

correct status of the card.

Solution: The card can be detected by clicking Refresh in Device Manager.
Question: What isthe Microsoft digital signature?
Answer: Drivers that pass Microsoft Windows 2000 certification receive a

digital signature file from Microsoft. The Wireless LAN card does not have
17



such adigital signature, however it is fully compatible with Windows 2000.
Question: The Wireless Utility icon on system tray is always red.
Answer: Please make sure that all clients have the same SSID. The SSID is
case sensitive. And set all clients to the same wireless channel and make sure

you are within range of an Access Point or client.

Question: Can not connect to one of the clientsin the network.
Answer: First of all, make surethat all clients are up and running with agreen
Wireless Utility icon. And please check your TCP/IP setup is correct for your

network.
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Specifications

Standards Compliance:

Socket Interface:
Card Size:
Frequency:

Antenna:
Roaming:
Data Rate:

Modulation Technique:

Coverage Area:

Power :
Output Power :
Receiver Sensitivity:

Operating
Environment:
Dimensions:
Weight:

Appendix B

IEEE802.11b WLAN Standard,

PCMCIA 2.1 and JEIDA 4.2 Standard

68-pin 16-bit PCMCIA socket connector

PCMCIA extended Typell

2.4 to 2.4835GHz ( Industria Scientific Medical
Band)

Internal printed Antenna

802.11 compliant

11Mbps/ 5.5Mbps/ 2Mbps/ 1Mbps

Direct Sequence Spread Spectrum BPSK / QPSK /
CCK

Indoor : 50m @ 11Mbps, 80m @ 5.5Mbps or lower
Outdoor : 150m @ 11Mbps, 300m @ 5.5Mbps or
lower

DC +3.3V /+5V, 220mA (3.3V)

14dBm (typical)

11Mbps: -82~ -85dbm; 5.5Mbps: -85~ -88dbm
2Mbps: -88~ -91dbm; 1Mbps: -91~ -93dbm
Temperature: 0to 55°C

Humidity: 10% to 90%

115 x 54 x 11.5mm

479
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