CT

Test Results: Plot data of Out-of-band/out-of-block emissions

Report No. HCT-RF-2605-FC001

Out-of-band (two adjacent test signals) / UHF (406.1 ~ 420) / Uplink / 12.5kHz

. Keysight Spectrum Analyzer - Swept SA

| SENSE:INT|

‘ ALIGN AUTO |10:4D:DS AMFeb 10, 2026

NFE PNO: Close ~—»— Trig: Free Run
IFGain:Low #Atten: 20 dB

Avg Type: RMS Frequency

Avg|Held: 10/10
Ext Gain: -29.87 dB

#VBW 910 HZ*

Mkr1 406.394 8 MHZ] Auto Tune

-31.865 dBm

Center Freq
406.376000 MHz

StartFreq
406.326000 MHz

Stop Freq
406.426000 MHz

CF Step
10.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Span 100.0 kHz |55 Lin

Sweep 369.9ms (1001 pts)f =

[ sTATUS

+3 dB above Out-of-band (two adjacent test signals) / UHF (406.1 ~ 420) / Uplink / 12.5kHz

s Keysight Spectrum Analyzer - Swept SA

===

d RL RF 50Q DC | SENSE:NT]

| ALIGN AUTO [10:40:29 AMFeb 10, 2026

Center Freq 406.376000 MHz
NFE PNO: Close —+— 1rig: Free Run

IFGain:Low #Atten: 20 dB

#VBW 910 Hz

Avg Type: RMS Frequency
Avg|Held: 10/10
Ext Gain: -29.87 dB

Mkr1 406.394 8 MHZ
-31.854 dBm

Auto Tune

Center Freq
406.376000 MHz

StartFreq
406.326000 MHz

Stop Freq
406.426000 MHz

CF Step
10.000 kHz
uto Man

Freq Offset
0Hz

Span 100.0 kHz /|5 Lin

Sweep 369.9 ms (1001 pts) _

[ STATUS
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Out-of-band (two adjacent test signals) / UHF (406.1 ~ 420) / Uplink / 25kHz

' Keysight Spectrum Analyzer - Swept SA ===

L [ sensEnT] I ALIGN AUTO _ [10:41:43 AMFeb 10,2026 =
Avg Type: RMS requency

PNO: Close —»— T1rig: Free Run Avg|Hold: 10/10
IFGain:Low #Atten: 20 dB Ext Gain: -29.87 dB

Mkr1 406.413 5 MHZ] Auto Tune
-32.309 dBm

Center Freq
406.376000 MHz

StartFreq
406.326000 MHz

Stop Freq
406.426000 MHz

CF Step
10.000 kHz
Auto Man

Freq Offset
0Hz

Scale Type

Span 100.0 kHz Lin

Sweep 369.9 ms (1001 pts) _

MSG [ STATUS

+3 dB above Out-of-band (two adjacent test signals) / UHF (406.1 ~ 420) / Uplink / 25kHz

. Keysight Spectrum Analyzer - Swept SA
| RL RF 500 DC | SENSE:INT| [ ALIGN AUTO  [10:42:08 AMFeb 10, 2026

=N
Center Freq 406.376000 MHz ) Avg Type: RMS TRAGE
NFE PNO: Close ~—»— Trig: Free Run Avg|Held: 10/10

IFGain:Low #Atten: 20 dB Ext Gain: -29.87 dB

Mkr1 406.413 5 MHZ] Auto Tune
-30.997 dBm

Center Freq
406.376000 MHz

StartFreq
406.326000 MHz

Stop Freq
406.426000 MHz

CF Step
10.000 kHz
Auto Man

Freq Offset
0Hz

Scale Type

Lin

Span 100.0 kHz

Sweep 369.9 ms (1001 pts) _

MSG [ sTATUS
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Out-of-band (two adjacent test signals) / UHF (421 ~ 430) / Uplink / 12.5kHz

Key;.ghtSpectrumAna\yzar 5wept5A = =R

LR 2 [ seEnsE:nT] [ ALIGN AUTO _ [08:34:31 AMFeb 13, 2026 Frequenc
Center Freq 427 004300 MHz Avg Type: RM$S : L=y
Avg|Held: 10/10 ‘

NFE PNO: Close —»— 1rig: Free Run
IFGain:Low #Atten: 20 dB Ext Gain- -29.82 dB

Mkr1 427.023 1 MHZ] Auto Tune
10gBIdw Ref 33.00 dBm _35.061 dBm

Center Freq
427.004300 MHz

StartFreq
426.954300 MHz

Stop Freq
427.054300 MHz

CF Step
10.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Span 100.0 kHz Lin

#VBW 910 Hz* Sweep 369.9 ms (1001 pts) _

MSG [ STATUS

+3 dB above Out-of-band (two adjacent test signals) / UHF (421 ~ 430) / Uplink / 12.5kHz

B
NFE PNO: Close ~»— T1rig: Free Run Avg|Held: 10/10

IFGain:Low #Atten: 20 dB Ext Gain: -29.82 dB

Mkr1 427.023 1 MHZ] Auto Tune
1LD dBidiv. - Ref 33.00 dBm _35.980 dBm

. Keysight Spectrum Analyzer - Swept SA
| RL RF 50 DC | SENSE:INT| [ ALIGN AUTO  [08:34:55 AMFeb 13, 2026

Center Freq 427. 004300 MHz Avg Type: RMS TRACE

Center Freq
427.004300 MHz

StartFreq
426.954300 MHz

Stop Freq
427.054300 MHz

CF Step
10.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Lin

Span 100.0 kHz

#VBW 910 Hz* Sweep 369.9 ms (1001 pts) _

MSG [ sTATUS
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CT

Report No. HCT-RF-2605-FC001

Out-of-band (two adjacent test signals) / UHF (421 ~ 430) / Uplink / 25kHz

[ |- [

Auto Tune

ww Keysight Spectrum Analyzer - Swept SA
i RL RF Q

DC
Center Freq 427.004300 MHz ]
NFE PNO: Close —»— 1rig: Free Run

#Atten: 20 dB

|DS:36:]E AMFeb 13,2026

| [ ALIGN AUTO
Avg Type: RMS
Avg|Held: 10/10

Ext Gain: -29.82 dB

Mkr1 426.966 8 MHZ
-34.161 dBm

SENSE:INT]

IFGain:Low

Center Freq
427.004300 MHz

StartFreq
426.954300 MHz

Stop Freq
427.054300 MHz

CF Step
10.000 kHz

Auto Man

Freq Offset
0Hz

Scale Type

Span 100.0 kHz Lin

Sweep 369.9 ms (1001 pts) _

MSG [ STATUS

+3 dB above Out-of-band (two adjacent test signals) / UHF (421 ~ 430) / Uplink / 25kHz

=N

Auto Tune

ww Keysight Spectrum Analyzer - Swept SA
d RL RF 500 DC [
Center Freq 427.004300 MHz

NFE PNO: Close ~#»— 111g: Free Run
IFGain:Low #Atten: 20 dB

SENSE:INT] [ ALIGN AUTO
Avg Type: RMS
Avg|Held: 10/10
Ext Gain: -29.82 dB

Mkr1 426.966 8 MHZ
-34.397 dBm

|DB:36:42 AMFeb 13,2026

Center Freq
427.004300 MHz

StartFreq
426.954300 MHz

Stop Freq
427.054300 MHz

CF Step
10.000 kHz

Auto Man

Freq Offset
0Hz

Scale Type

Lin

Span 100.0 kHz

Sweep 369.9 ms (1001 pts) _

MSG [ sTATUS
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Out-of-band (two adjacent test signals) / UHF (450 ~ 512) / Uplink / 12.5kHz

Key;.ghtSpectrumAna\yzar 5wept5A = =R

LR Q [ seEnsE:nT] [ ALIGN AUTO  [09:44:37 AMFeb 13, 2026 Frequenc
Center Freq 472 110000 MHz Avg Type: RM$S : L=y
Avg|Held: 10/10 ‘

NFE PNO: Close —»— 1rig: Free Run
IFGain:Low #Atten: 20 dB Ext Gain- -29.82 dB

Mkr1 472.128 8 MHZ] Auto Tune
10gBIdw Ref 33.00 dBm 40,328 dBm

Center Freq
472110000 MHz

StartFreq
472.060000 MHz

Stop Freq
472.160000 MHz

CF Step
10.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Span 100.0 kHz Lin

#VBW 910 Hz* Sweep 369.9 ms (1001 pts) _

MSG [ STATUS

+3 dB above Out-of-band (two adjacent test signals) / UHF (450 ~ 512) / Uplink / 12.5kHz

B
NFE PNO: Close ~»— T1rig: Free Run Avg|Held: 10/10

IFGain:Low #Atten: 20 dB Ext Gain: -29.82 dB

Mkr1 472.128 8 MHZ] Auto Tune
1LD dBidiv. - Ref 33.00 dBm 39,585 dBm

. Keysight Spectrum Analyzer - Swept SA
| RL RF 50 DC | SENSE:INT| [ ALIGN AUTO  [09:45:02 AMFeb 13, 2026

Center Freq 472. 110000 MHz Avg Type: RMS TRACE

Center Freq
472.110000 MHz

StartFreq
472.060000 MHz

Stop Freq
472.160000 MHz

CF Step
10.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Span 100.0 kHz L Lin

#VBW 910 Hz* Sweep 369.9 ms (1001 pts) _

MSG [ sTATUS
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CT

Report No. HCT-RF-2605-FC001

Out-of-band (two adjacent test signals) / UHF (450 ~ 512) / Uplink / 25kHz

[ |- [

Auto Tune

' Keysight Spectrum Analyzer - Swept SA
d RL RF Q [

< DC
Center Freq 472.110000 MHz ]
NFE PNO: Close —»— 1rig: Free Run

#Atten: 20 dB

|DB:42:51 AMFeb 13,2026

[ ALIGN AUTO
Avg Type: RMS
Avg|Held: 10/10
Ext Gain: -29.82 dB

Mkr1 472.147 5 MHZ
-41.374 dBm

SENSE:INT]

IFGain:Low

Center Freq
472110000 MHz

StartFreq
472.060000 MHz

Stop Freq
472.160000 MHz

CF Step
10.000 kHz

Auto Man

Freq Offset
0Hz

) AN T
L M

Span 100.0 kHz Lin

Sweep 369.9 ms (1001 pts) _

MSG [ STATUS

=

Scale Type

+3 dB above Out-of-band (two adjacent test signals) / UHF (450 ~ 512) / Uplink / 25kHz

=N

Auto Tune

ww Keysight Spectrum Analyzer - Swept SA
d RL RF 500 DC [
Center Freq 472.110000 MHz

NFE PNO: Close ~#»— 111g: Free Run
IFGain:Low #Atten: 20 dB

SENSE:INT] [ ALIGN AUTO
Avg Type: RMS
Avg|Held: 10/10
Ext Gain: -29.82 dB

Mkr1 472.147 5 MHZ
-37.791 dBm

|DQ:43:15 AMFeb 13,2026

Center Freq
472.110000 MHz

StartFreq
472.060000 MHz

Stop Freq
472.160000 MHz

CF Step
10.000 kHz

Auto Man

Freq Offset
0Hz

Scale Type

Span 100.0 kHz |5 Lin

Sweep 369.9 ms (1001 pts) _

MSG [ sTATUS
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Out-of-band (two adjacent test signals) / UHF (406.1 ~ 420) / Downlink / 12.5kHz
EE=]

SENSE:INT] I ALIGN AUTO __[04:04:35 PMFeb 03, 2026
Avg Type: RMS Frequency

PNO: Close —»— T1rig: Free Run Avg|Hold: 10/10
IFGain:Low #Atten: 20 dB Ext Gain: -29.87 dB

Mkr1 406.909 2 MHZ] Auto Tune
-17.774 dBm

' Keysight Spectrum Analyzer - Swept SA
d RL [

Center Freq
406.928000 MHz

StartFreq
406.878000 MHz

Stop Freq
406.978000 MHz

CF Step
10.000 kHz
Auto Man

Freq Offset
0Hz

Scale Type

Span 100.0 kHz Lin

#VBW 910 Hz* Sweep 369.9 ms (1001 pts) _

MSG [ STATUS

+3 dB above Out-of-band (two adjacent test signals) / UHF (406.1 ~ 420) / Downlink / 12.5kHz

=R =
NFE PNO: Close ~—»— Trig: Free Run Avg|Held: 10/10

IFGain:Low #Atten: 20 dB Ext Gain: -29.87 dB

Mkr1 406.909 2 MHZ] Auto Tune
-17.553 dBm

. Keysight Spectrum Analyzer - Swept SA
| RL RF 500 DC | SENSE:INT| [ ALIGN AUTO  [04:05:00 PMFeb 03, 2026

Center Freq 406.000 MHz Avg Type: RMS TRAGE

Center Freq
406.928000 MHz

StartFreq
406.878000 MHz

Stop Freq
406.978000 MHz

CF Step
10.000 kHz
Auto Man

Freq Offset
0Hz

Scale Type

Lin

Span 100.0 kHz

#VBW 910 Hz* Sweep 369.9 ms (1001 pts) _

MSG [ sTATUS
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Out-of-band (two adjacent test signals) / UHF (406.1 ~ 420) / Downlink / 25kHz

s Keysight Spectrum Analyzer - 5wept5A = =R
d RL | SENSE:NT] [ ALIGN AUTO  [04:06:23 PMFeb 03, 2026 F
Avg Type: RMS requency

PNO: Close —»— T1rig: Free Run Avg|Hold: 1010
IFGain:Low #Atten: 20 dB Ext Gain: -29.87 dB

Mkr1 406.890 5 MHZ] Auto Tune
-23.103 dBm

10gBIdw Ref 39.87 dBm

Center Freq
406.928000 MHz

StartFreq
406.878000 MHz

Stop Freq
406.978000 MHz

CF Step
10.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Span 100.0 kHz Lin

#VBW 910 Hz* Sweep 369.9 ms (1001 pts) _

MSG [ STATUS

+3 dB above Out-of-band (two adjacent test signals) / UHF (406.1 ~ 420) / Downlink / 25kHz

=N
NFE PNO: Close ~—»— Trig: Free Run Avg|Held: 10/10

IFGain:Low #Atten: 20 dB Ext Gain: -29.87 dB

Mkr1 406.890 5 MHZ] Auto Tune
-16.689 dBm

. Keysight Spectrum Analyzer - Swept SA

| SENSE:INT| [ ALIGN AUTO  |04:06:48 PMFeb 03, 2026
Avg Type: RMS TRACE

1LD dBrdiv Refl 39.87 dBm

Center Freq
406.928000 MHz

StartFreq
406.878000 MHz

Stop Freq
406.978000 MHz

CF Step
10.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Lin

Span 100.0 kHz

#VBW 910 Hz* Sweep 369.9 ms (1001 pts) _

MSG [ sTATUS
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Out-of-band (two adjacent test signals) / UHF (421 ~ 430) / Downlink / 12.5kHz
E=EEE=

s Keysight Spectrum Analyzer - Swept SA
d RL | SENSE:NT] ALIGN AUTO  [10:12:01 AMFeb 04, 2026 F
. Avg Type: RMS requency

\
PNO: Close —»— T1rig: Free Run Avg|Hold: 1010
IFGain:Low #Atten: 20 dB Ext Gain: -29.82 dB

Auto Tune

10gBIdw Ref 39.82 dBm

Center Freq
429.630300 MHz

StartFreq
429.580300 MHz

Stop Freq
429.680300 MHz

CF Step
10.000 kHz
uto Man

n

IR O N
A | —

IJMM.MMMMJIFI--

Span 100 0 kHz 5

#VBW 910 Hz* Sweep 369.9 ms (1001 pts) _

MSG [ STATUS

+3 dB above Out-of-band (two adjacent test signals) / UHF (421 ~ 430) / Downlink / 12.5kHz

'— Keysight Spectrum Analyzer - Swept SA ===
| SENSE:INT| [ ALIGN AUTO  [10:12:26 AMFeb 04,2026
Avg Type: RMS TRACE
NFE PNO: Close ~—»— Trig: Free Run Avg|Held: 10/10
IFGain:Low #Atten: 20 dB Ext Gain: -29.82 dB
Auto Tune
JE—

1LD dBrdiv Ref 39.82 dBm

Center Freq
429.630300 MHz

StartFreq
429.580300 MHz

Stop Freq
429.680300 MHz

CF Step
10.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Span 100.0 kHz Lin

#VBW 910 Hz* Sweep 369.9 ms (1001 pts) _

MSG [ sTATUS
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Out-of-band (two adjacent test signals) / UHF (421 ~ 430) / Downlink / 25kHz

' Keysight Spectrum Analyzer - Swept SA ===
|

S [ seEnsE:nT] ALIGN AUTO __[11:02:15 AMFeb 04, 2026 =
Avg Type: RMS requency

PNO: Close —»— T1rig: Free Run Avg|Hold: 10/10
IFGain:Low #Atten: 20 dB Ext Gain: -29.82 dB

Mkr1 429.592 8 MHZ] Auto Tune
-24.059 dBm

Center Freq
429.630300 MHz

StartFreq
429.580300 MHz

Stop Freq
429.680300 MHz

CF Step
10.000 kHz
Auto Man

Freq Offset
0Hz

VY

DRI -

Span 100.0 kHz Lin

#VBW 910 Hz* Sweep 369.9 ms (1001 pts) _

MSG [ STATUS

N
N |V e
s

+3 dB above Out-of-band (two adjacent test signals) / UHF (421 ~ 430) / Downlink / 25kHz

=R =
NFE PNO: Close ~—»— Trig: Free Run Avg|Held: 10/10

IFGain:Low #Atten: 20 dB Ext Gain: -29.82 dB

Mkr1 429.592 8 MHZ] Auto Tune
21.912 dBm

. Keysight Spectrum Analyzer - Swept SA
| RL RF 500 DC | SENSE:INT| [ ALIGN AUTO  [11:02:39 AMFeb 04, 2026

Center Freq 429.300 MHz Avg Type: RMS TRAGE

Center Freq
429.630300 MHz

StartFreq
429.580300 MHz

Stop Freq
429.680300 MHz

CF Step
10.000 kHz
Auto Man

Freq Offset
0Hz

Scale Type

Lin

Span 100.0 kHz

#VBW 910 Hz* Sweep 369.9 ms (1001 pts) _

MSG [ sTATUS
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Out-of-band (two adjacent test signals) / UHF (450 ~ 512) / Downlink / 12.5kHz

Key;.ghtSpectrumAna\yzar 5wept5A = =R

0 RL Q | SENSE:NT] [ ALIGN AUTO  [01:47:33 PMFeb 05, 2026 Frequenc
Center Freq 480 109000 MHz Avg Type: RM$S : L=y
PNO: Close —»— 1rig: Free Run Avg|Hold: 10/10 .

NFE
IFGain:Low #Atten: 20 dB Ext Gain: -29.85 dB

Mkr1 480.090 2 MHZ] Auto Tune
-31.150 dBm

10gBIdw Ref 39.85 dBm

Center Freq
480.109000 MHz

StartFreq
480.059000 MHz

Stop Freq
480.159000 MHz

CF Step
10.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Span 100.0 kHz Lin

#VBW 910 Hz* Sweep 369.9 ms (1001 pts) _

MSG [ STATUS

+3 dB above Out-of-band (two adjacent test signals) / UHF (450 ~ 512) / Downlink / 12.5kHz

B
NFE PNO: Close ~»— T1rig: Free Run Avg|Held: 10/10

IFGain:Low #Atten: 20 dB Ext Gain: -29.85 dB

Mkr1 480.090 2 MHZ] Auto Tune
-32.406 dBm

. Keysight Spectrum Analyzer - Swept SA
| RL RF 50 DC | SENSE:INT| [ ALIGN AUTO  [01:47:58 PMFeb 05, 2026

Center Freq 480. 109000 MHz Avg Type: RMS

1LD dBrdiv Ref 39.85 dBm

Center Freq
480.109000 MHz

StartFreq
480.059000 MHz

Stop Freq
480.159000 MHz

CF Step
10.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Span 100.0 kHz Lin

# #VBW 910 Hz* Sweep 369.9 ms (1001 pts) _
MSG [ sTATUS
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Out-of-band (two adjacent test signals) / UHF (450 ~ 512) / Downlink / 25kHz

Key;.ghtSpectrumAna\yzar 5wept5A = =R

0 RL Q | SENSE:NT] [ ALIGN AUTO  [01:50:51 PMFeb 05, 2026 Frequenc
Center Freq 480 109000 MHz Avg Type: RM$S : L=y
Avg|Held: 10/10 ‘

NFE PNO: Close —»— 1rig: Free Run
IFGain:Low #Atten: 20 dB Ext Gain- -29.85 dB

Mkr1 480.071 4 MHZ Auto Tune
-32.751 dBm

10gBIdw Ref 39.85 dBm

Center Freq
480.109000 MHz

StartFreq
480.059000 MHz

Stop Freq
480.159000 MHz

CF Step
10.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Span 100.0 kHz Lin

#VBW 910 Hz* Sweep 369.9 ms (1001 pts) _

MSG [ STATUS

+3 dB above Out-of-band (two adjacent test signals) / UHF (450 ~ 512) / Downlink / 25kHz

B
NFE PNO: Close ~»— T1rig: Free Run Avg|Held: 10/10

IFGain:Low #Atten: 20 dB Ext Gain: -29.85 dB

Mkr1 480.071 4 MHZ] Auto Tune
-29.829 dBm

. Keysight Spectrum Analyzer - Swept SA
| RL RF 50 DC | SENSE:INT| [ ALIGN AUTO _ [01:51:16 PMFeb 05, 2026

Center Freq 480. 109000 MHz Avg Type: RMS TRACE

1LD dBrdiv Ref 39.85 dBm

Center Freq
480.109000 MHz

StartFreq
480.059000 MHz

Stop Freq
480.159000 MHz

CF Step
10.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Lin

Span 100.0 kHz

#VBW 910 Hz* Sweep 369.9 ms (1001 pts) _

MSG [ sTATUS
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aCT

Plot data of Spurious Emissions

Report No. HCT-RF-2605-FC001

Spurious / UHF (406.1 ~ 420) / Uplink

wu Keysight Spectrum Analyzer - Swept SA

CORREC | SENSE:NT]

i RL RF

500 DC

ALIGN AUTO

Start Freq 30.000000 MHz
NFE

PNO: Fast —#— Trig: Free Run
IFGain:Low #Atten: 20 dB

Ref 20.00 dBm
G

#VBW 300 kHz

Avg Type: Log-Pwr
Avg|Held: 10/10

Stop 9.000 GHz
Sweep 29.33 ms (10001 pts

MKR| MODE TRC| SCL| X FUNCTION
1 INEENER 413.019 MHz 27.111dB
PN [1[f] 7.190 7561 GHz 31101 dBi
[ | |

<

FUNCTION WIDTH FUNCTION VALUE A

IE
B
£

Frequency

Auto Tune

Center Freq
4.516000000 GHz

StartFreq
30.000000 MHz

Stop Freq
9.000000000 GHz

tI

CF Ste|
897.000000 MHz
Auto Man

Freq Offset
0Hz

Log

Scale Type

.
S

Spurious / UHF (421 ~ 430) / Uplink

. Keysight Spectrum Analyzer - Swept SA

[ ALIGN AUTO [01:51:24 PMFeb 10, 2026
TRACE 4

g RL RF 50Q DC CORREC [ SENSE:INT]
Start Freq 30.000000 MHz .
NFE PNO: Fast —— 1rig: FreeRun

IFGain:Low #Atten: 20 dB

Ref 20.00 dBm
[l

#VBW 300 kHz

Avg Type: Log-Pwr
Avg|Held: 10/10

Stop 9.000 GHz
Sweep 29.33 ms (10001 pts

Frequency

Auto Tune

Center Freq
4.515000000 GHz

StartFreq
30.000000 MHz

Stop Freq
9.000000000 GHz

ﬁI

CF Ste
897.000000 MHz
Auto Man

FUNCTION

425.577 MHz
8.897 742 GHz

3 Y

FUNCTION WIDTH CTION VALUE A

n
5
v

Freq Offset
0Hz

Scale Type

Li
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Report No. HCT-RF-2605-FC001

Spurious / UHF (450 ~ 512) / Uplink

s Keysight Spectrum Analyzer - Swept SA
i RL RF DC CORREC |
Start Freq 30.000000 MHz i
NFE PNO: Fast —»— 1rig: Free Run

#Atten: 20 dB

[ ALIGN AUTO  [04:32:26 PMFeb 10, 2026
Avg Type: Log-Pwr

Avg|Held: 10/10

SENSE:INT]

Frequency

IE
B
§

Auto Tune

Ref 20.00 dBm
e

Center Freq
4.516000000 GHz

StartFreq
30.000000 MHz

Stop Freq
9.000000000 GHz

[
Stop 9.000 GHz CF Step
#VBW 300 kHz Sweep 29.33 ms (10001 pts 897.000000 MHz
Auto Man
MKR| MODE TRC| SCL| X Y FUNCTION FUNCTION WIDTH FUNCTION VALUE ~ ~
0l N |1/f| 481191 MHz| 6.961 dBm e S
Pl N |1 f]  8835849GHZ| I
3 7 I Freq Offset
5 I ] 0 Hz
6 ] I
7 ] I
B I ] Scale Type
9 ] ]
10 ] I |
11 L 1 | | M -
>

Note: Only the worst case plot for simultaneous spurious emissions.
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Spurious / UHF (406.1 ~ 420) / Downlink

s Keysight Spectrum Analyzer - Swept SA
| RL RF DC CORREC | [ ALIGN AUTO  [01:39:14 PMFeb 03, 2026
Start Freq 30.000000 MHz ] Avg Type: Log-Pwr
NFE PNO: Fast —»— 1rig: Free Run Avg|Held: 10/10
#Atten: 20 dB

SENSE:INT]

Frequency

IE
B
£

Auto Tune

Ref 20.00 dBm
1

Center Freq
4.516000000 GHz

StartFreq
30.000000 MHz

Stop Freq
9.000000000 GHz

[
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Report No. HCT-RF-2605-FC001
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Note: Only the worst case plot for simultaneous spurious emissions.
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5.8. RADIATED SPURIOUS EMISSIONS

Test Requirements:

§ 2.1053 Measurements required: Field strength of spurious radiation.

(@) Measurements shall be made to detect spurious emissions that may be radiated directly from the cabinet,
control circuits, power leads, or intermediate circuit elements under normal conditions of installation and
operation. Curves or equivalent data shall be supplied showing the magnitude of each harmonic and other
spurious emission. For this test, single sideband, independent sideband, and controlled carrier transmitters
shall be modulated under the conditions specified in paragraph (c) of §2.1049, as appropriate. For equipment
operating on frequencies below 890 MHz, an open field test is normally required, with the measuring instrument
antenna located in the far-field at all test frequencies. In the event it is either impractical or impossible to make
open field measurements (e.g. a broadcast transmitter installed in a building) measurements will be accepted
of the equipment as installed. Such measurements must be accompanied by a description of the site where the
measurements were made showing the location of any possible source of reflections which might distort the
field strength measurements. Information submitted shall include the relative radiated power of each spurious
emission with reference to the rated power output of the transmitter, assuming all emissions are radiated from
halfwave dipole antennas.

(b) The measurements specified in paragraph (a) of this section shall be made for the following equipment:

(1) Those in which the spurious emissions are required to be 60 dB or more below the mean power of the
transmitter.

S

All equipment operating on frequencies higher than 25 MHz.

«

All equipment where the antenna is an integral part of, and attached directly to the transmitter.

=

Other types of equipment as required, when deemed necessary by the Commission.

Test Procedures:
Because KDB 935210 D05 procedure does not provide this requirement, measurements were in accordance with
the test methods section 5.5 of ANSI C63.26-2015
a) Place the EUT in the center of the turntable. The EUT shall be configured to transmit into the standard non-
radiating load (for measuring radiated spurious emissions), connected with cables of minimal length unless
specified otherwise. If the EUT uses an adjustable antenna, the antenna shall be positioned to the length that
produces the worst case emission at the fundamental operating frequency.
b) Each emission under consideration shall be evaluated:
1) Raise and lower the measurement antenna in accordance 5.5.2, as necessary to enable detection of the
maximum emission amplitude relative to measurement antenna height.
2) Rotate the EUT through 360° to determine the maximum emission level relative to the axial position.
3) Return the turntable to the azimuth where the highest emission amplitude level was observed.
4) Vary the measurement antenna height again through 1 m to 4 m again to find the height associated with
the maximum emission amplitude.
5) Record the measured emission amplitude level and frequency using the appropriate RBW.
c) Repeatstep b) for each emission frequency with the measurement antenna oriented in both the horizontal and
vertical polarizations to determine the orientation that gives the maximum emissions amplitude.
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Test Result(Uplink):
Frequency Measured Level Antenna Factor A.G.+C.L.+H.P.F. Polarization Measured Power Result
[MHZz] (dBuv) [dB/m] [dB] [H/V] [dBm] [dBm]

No emissions within 20 dB of the limit.

Mode

A.G.: Amp. Gain / C.L.: Cable Loss / H.P.F.: High Pass Filter

Test Result(Downlink):
Frequency Measured Level Antenna Factor A.G.+C.L.+H.P.F. Polarization Measured Power Result
[MHz] (dBuv) [dB/m] [dB] [H/V] [dBm] [dBm]

No emissions within 20 dB of the limit.

Mode

A.G.: Amp. Gain / C.L.: Cable Loss / H.P.F.: High Pass Filter

Note:
1. Radiated emissions were measured at maximum output power, and only the worst-case data are provided.

2. Measurements were performed using both horizontal and vertical polarizations of the receiving antenna.
3. Spurious emissions attenuated by more than 20 dB below the permissible limit were not recorded in accordance
with ANSI C63.26 Clause 5.1.1., c).

4, Measure distance=3m
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Plot data of radiated spurious emissions
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Note : Only the worst case plots for Radiated Spurious Emissions.
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5.9. FREQUENCY STABILITY

Test Requirements:
§ 2.1055 Measurements required: Frequency stability.
(@) The frequency stability shall be measured with variation of ambient temperature as follows:
(1) From —30° to +50° centigrade for all equipment except that specified in paragraphs (a) (2) and (3) of this
section.
(d) The frequency stability shall be measured with variation of primary supply voltage as follows:
(1) Varyprimary supply voltage from 85 to 115 percent of the nominal value for other than hand carried battery

equipment.

§ 90.213 Frequency stability.
(@) Unless noted elsewhere, transmitters used in the services governed by this part must have a minimum

frequency stability as specified in the following table.

Table 1to § 90.213(a)—Minimum Frequency Stability
[Parts per million (ppm)]

Mobile stations

Frequency range (MHz)  Fixed and base stations
Over 2 watts output power 2 watts or less output power

Below 25 100 100 200
25-50 20 20 50
72-76 5 50

150-174 5 5 50

216-220 1.0 1.0

220-222 0.1 1.5 1.5

421-512 25 5 5

806-809 1.0 1.5 1.5

809-824 1.5 2.5 2.5

851-854 1.0 1.5 1.5

854-869 1.5 2.5 2.5

896-901 0.1 1.5 1.5

902-928 25 2.5 25

902-928 2.5 2.5 2.5

929-930 1.5

935-940 0.1 1.5 1.5

1427-1435 300 300 300
Above 2450
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Test Procedures:
The measurement is performed in accordance with Section 5.6.3, 5.6.4 and 5.6.5 of ANSI C63.26.

5.6.3 Procedure for frequency stability testing

Frequency stability is a measure of the frequency drift due to temperature and supply voltage variations, with
reference to the frequency measured at +20 °C and rated supply voltage.

The operating carrier frequency shall be set up in accordance with the manufacturer’s published operation and
instruction manual prior to the commencement of these tests. No adjustment of any frequency determining circuit
element shall be made subsequent to this initial set-up. Frequency stability is tested:

a) At10°Cintervals of temperatures between —30 °C and +50 °C at the manufacturer’s rated supply voltage, and
b) At+20 °C temperature and £15% supply voltage variations. If a product is specified to operate over a range of
input voltage then the —15% variation is applied to the lowermost voltage and the +15% is applied to the
uppermost voltage.
During the test all necessary settings, adjustments and control of the EUT have to be performed without disturbing
the test environment, i.e., without opening the environmental chamber. The frequency stabilities can be
maintained to a lesser temperature range provided that the transmitter is automatically inhibited from operating
outside the lesser temperature range. For handheld equipment that is only capable of operating from internal
batteries and the supply voltage cannot be varied, the frequency stability tests shall be performed at the nominal
battery voltage and the battery end point voltage specified by the manufacturer. An external supply voltage can be
used and set at the internal battery nominal voltage, and again at the battery operating end point voltage which
shall be specified by the equipment manufacturer.
If an unmodulated carrier is not available, the mean frequency of a modulated carrier can be obtained by using a
frequency counter with gating time set to an appropriately large multiple of bit periods (gating time depending on
the required accuracy). Full details on the choice of values shall be included in the test report.
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5.6.4 Frequency stability over variations in temperature

a) Supply the EUT with a nominal 60 Hz ac voltage, dc voltage, or install a new or fully charged battery in the EUT.

b) If possible a dummy load should be connected to the EUT because an antenna near the metallic walls of an
environmental test chamber could affect the output frequency of the EUT. If the EUT is equipped with a
permanently attached, adjustable-length antenna, the EUT should be placed in the center of the chamber with
the antenna adjusted to the shortest length possible.

¢) Turnonthe EUT, and tune it to the center frequency of the operating band.

d) Couple the transmitter output to the measuring instrument through a suitable attenuator and coaxial cable. If
connection to the EUT output is not possible, make the measurement by connecting an antenna to the
measuring instrument with a suitable length of coaxial cable and placing the measuring antenna near the EUT
(e.g., 15 cm away).

NOTE—AnN instrument that has an adequate level of accuracy as specified by the procuring or regulatory
authority is the recommended measuring instrument.

e) Adjust the location of the measurement antenna and the controls on the measurement instrument to obtain a
suitable signal level (i.e., a level that will not overload the measurement instrument, but is strong enough to
allow measurement of the operating or fundamental frequency of the EUT). Adjust the detector bandwidth and
span settings to achieve a resolution capable of accurate frequency measurements over the applicable
frequency stability limits.

f)  Turnthe EUT off, and place it inside the environmental temperature chamber. For devices that have oscillator
heaters, energize only the heater circuit.

g) Set the temperature control on the chamber to the highest temperature specified in the regulatory
requirements for the type of device, and allow the oscillator heater and the chamber temperature to stabilize.
Unless otherwise instructed by the regulatory authority, this temperature should be 50 °C.

h) While maintaining a constant temperature inside the environmental chamber, turn on the EUT and allow
sufficient time for the EUT temperature to stabilize.

i) Measure the frequency.

j)  Switch off the EUT, but do not switch off the oscillator heater.

k) Lower the chamber temperature to the next level that is required by the standard and allow the temperature
inside the chamber to stabilize. Unless otherwise instructed by the regulators, this temperature step should be
10°C.

) Repeat step h) through step k) down to the lowest specified temperature. Unless otherwise instructed by the
regulators, this temperature should be —30 °C. When the frequency stability limit is stated as being sufficient
such that the fundamental emissions stay within the authorized bands of operation, a reference point shall be
established at the applicable unwanted emissions limit using a RBW equal to the RBW required by the unwanted
emissions specification of the applicable regulatory standard. These reference points measured using the
lowest and highest channel of operation shall be identified as f. and fu respectively. The worst-case frequency
offset determined in the above methods shall be added or subtracted from the values of f. and fu and the
resulting frequencies must remain within the band.

m) Omitted
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5.6.5 Frequency stability when varying supply voltage

a) Couple the transmitter output to the measuring instrument through a suitable attenuator and coaxial cable. If
connection to the EUT output is not possible make the measurement by connecting an antenna to the
measuring instrument with a suitable length of coaxial cable and placing the measuring antenna near the EUT
(e.g., 15 cm away)

b) Supply the EUT with nominal ac or dc voltage. The supply voltage shall be measured at the input to the cable
normally provided with the equipment, or at the power supply terminals if cables are not normally provided.
Effects on frequency of transmitter keying (except for broadcast transmitters) and any heating element cycling
at the nominal supply voltage and at each extreme also shall be shown.

¢) Turnonthe EUT, and couple its output to a frequency counter or other frequency-measuring instrument.

d) Tune the EUT to the center frequency of the operating band. Adjust the location of the measurement antenna
and the controls on the measurement instrument to obtain a suitable signal level (i.e., a level that will not
overload the measurement instrument, but is strong enough to allow measurement of the operating or
fundamental frequency of the EUT). Adjust the detector bandwidth and span settings to achieve a resolution
capable of accurate frequency measurements over the applicable frequency stability limits.

NOTE—AnN instrument that has an adequate level of accuracy as specified by the procuring or regulatory
authority is the recommended measuring instrument.

e) Measure the frequency.

f)  Unless otherwise specified, vary primary supply voltage from 85% to 115% of the nominal value for other than
hand carried battery equipment.

g) For hand carried, battery powered equipment, reduce the primary ac or dc supply voltage to the battery
operating end point, which shall be specified by the manufacturer.

h) Repeat the frequency measurement.

NOTE—For band-edge compliance, it can be required to make these measurements at the low and High channel
of the operating band.
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Test Results(Uplink):

UHF (406.1 ~ 420) Reference: 130 VAC at 20°C  Freq. =413,050,000 Hz
Voltage Temp. Frequency Frequency Deviation
(%) °C) (Hz) Error (Hz) (Hz) PPm

+20(Ref) 413 050 001 1.331 0.000 0.00000

-30 413 050 004 3.026 1.696 0.00410

-20 413 050 002 1.084 -0.247 -0.00060

-10 413 050009 7.459 6.128 0.01484

100 % 0 413 050 005 3.228 1.897 0.00459

+10 413 050 005 3.877 2.546 0.00616

+30 413 050 006 4.965 3.634 0.00880

+40 413050 009 8.090 6.759 0.01636

+50 413 050009 1.742 6.411 0.01552

115% +20 413 050009 7.203 5.872 0.01422

85% +20 413050 002 0.592 -0.739 -0.00179

UHF (421 ~ 430) Reference: 130 VAC at 20°C  Freq. = 425,500,000 Hz
Voltage Temp. Frequency Frequency Deviation
(%) (°c) (Hz) Error (Hz) (Hz) PP

+20(Ref) 425500001 0.841 0.000 0.00000

-30 425500 007 6.279 5.437 0.01278

-20 425500 005 4.559 3.718 0.00874

-10 425500010 9.383 8.541 0.02007

100 % 0 425500 008 6.822 5.981 0.01406

+10 425500 002 1.131 0.289 0.00068

+30 425500003 2.616 1.775 0.00417

+40 425500 009 7.678 6.837 0.01607

+50 425500 002 1.629 0.787 0.00185

115% +20 425500010 9.368 8.526 0.02004

85% +20 425 500 009 8.623 7.781 0.01829
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UHF (450 ~ 512) Reference: 130 VAC at 20°C  Freq. = 481,000,000 Hz
Voltage Temp. Frequency Frequency Deviation
(%) () (Hz) Error (Hz) (H2) PP

+20(Ref) 481000 001 1.090 0.000 0.00000

-30 481 000 004 2411 1.321 0.00275

-20 481000 009 8.175 7.085 0.01473

-10 481000010 8.423 7.333 0.01524

100 % 0 481 000 007 6.231 5.141 0.01069

+10 481 000 009 7.528 6.438 0.01339

+30 481 000 009 7.449 6.360 0.01322

+40 481 000 008 7.410 6.320 0.01314

+50 481 000 005 3.492 2.402 0.00499

115% +20 481000011 9.672 8.582 0.01784

85 % +20 481 000 009 7.436 6.346 0.01319
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Test Results(Downlink):
UHF (406.1 ~ 420)

Report No. HCT-RF-2605-FC001

Reference: 130 VAC at 20°C  Freq. = 413,050,000 Hz

Voltage Temp. Frequency Frequency Deviation
(%) () (Hz) Error (Hz) (H2) PP

+20(Ref) 413050 006 6.268 0.000 0.00000

-30 413050010 4.142 -2.126 -0.00515

-20 413050016 9.540 3.272 0.00792

-10 413050014 8.137 1.869 0.00453

100 % 0 413050012 5.811 -0.457 -0.00111
+10 413050009 2.583 -3.686 -0.00892

+30 413050015 8.381 2.112 0.00511

+40 413050 008 1.458 -4.810 -0.01165

+50 413 050 008 1.841 -4.427 -0.01072

115% +20 413 050 008 1.653 -4.616 -0.01117
85 % +20 413050011 5.051 -1.217 -0.00295

UHF (421 ~ 430) Reference: 130 VAC at 20°C  Freq. = 425,500,000 Hz
Voltage Temp. Frequency Frequency Deviation
(%) () (Hz) Error (Hz) (H2) PP

+20(Ref) 425500 009 9.046 0.000 0.00000

-30 425500010 1.342 -7.705 -0.01811

-20 425500018 8.578 -0.469 -0.00110

-10 425500014 5.400 -3.646 -0.00857

100 % 0 425500014 5.443 -3.604 -0.00847
+10 425500016 7.158 -1.889 -0.00444

+30 425500016 6.504 -2.542 -0.00597

+40 425500018 8.853 -0.194 -0.00045

+50 425500017 7.592 -1.455 -0.00342

115% +20 425500014 4.529 -4.517 -0.01062
85 % +20 425500010 0.684 -8.362 -0.01965
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UHF (450 ~ 512) Reference: 130 VAC at 20°C  Freq. = 481,000,000 Hz
Voltage Temp. Frequency Frequency Deviation
(%) () (Hz) Error (Hz) (H2) PP

+20(Ref) 481 000 007 6.932 0.000 0.00000

-30 481000011 3.583 -3.348 -0.00696

-20 481000015 8.093 1.162 0.00242

-10 481000013 6.313 -0.619 -0.00129

100 % 0 481000015 8.109 1177 0.00245

+10 481000013 5.971 -0.960 -0.00200

+30 481000010 2.828 -4.104 -0.00853

+40 481000015 8.071 1.139 0.00237

+50 481000014 7.067 0.135 0.00028

115% +20 481000011 4.161 -2.770 -0.00576

85 % +20 481000013 5.926 -1.006 -0.00209
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6. Annex A_EUT AND TEST SETUP PHOTO

Please refer to test setup photo file no. as follows;

No. Description
1 HCT-RF-2605-FC001-P
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