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FCC RF Test Report 

APPLICANT : Sierra Wireless Inc. 
EQUIPMENT : Embedded module 
BRAND NAME : AirPrime 
MODEL NAME 
MARKETING NAME 

: 
: 

HL6528RD 
HL6528RD 

FCC ID : N7NHL6528RD 
STANDARD : FCC 47 CFR Part 2, 22(H), 24(E) 
CLASSIFICATION : PCS Licensed Transmitter (PCB) 

 

The product was received on Sep. 18, 2015 and testing was completed on Nov. 11, 2015. We, 

SPORTON INTERNATIONAL(SHENZHEN) INC., would like to declare that the tested sample 

has been evaluated in accordance with the test procedures given in ANSI / TIA / 

EIA-603-D-2010 and has been in compliance with the applicable technical standards. 

The test results in this report apply exclusively to the tested model / sample. Without written 

approval of SPORTON INTERNATIONAL (SHENZHEN) INC., the test report shall not be 

reproduced except in full. 

 

 

  

Prepared by: Andy Yeh / Manager   

 

 

 

Approved by: Jones Tsai / Manager   

SPORTON INTERNATIONAL (SHENZHEN) INC. 
1F & 2F, Building A, Morning Business Center, No. 4003 ShiGu Rd., Xili Town,  

Nanshan District, Shenzhen, Guangdong, P. R. China 
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SUMMARY OF TEST RESULT 

Report 

Section 
FCC Rule Description Limit Result Remark 

3.4 

§2.1046 
Conducted Output 

Power 
Reporting Only PASS - 

§22.913(a)(2) 
Effective Radiated 

Power 
< 7 Watts  PASS - 

§24.232(c) 
Equivalent Isotropic 

Radiated Power 
< 2 Watts PASS - 

3.5 §24.232(d) 
Peak-to-Average 

Ratio 
< 13 dB PASS - 

3.6 

§2.1049 

§22.917(b) 

§24.238(b) 

Occupied Bandwidth Reporting Only PASS - 

3.7 

§2.1051 

§22.917(a) 

§24.238(a) 

Band Edge 

Measurement 
< 43+10log10(P[Watts]) PASS - 

3.8 

§2.1051 

§22.917(a) 

§24.238(a) 

Conducted Emission < 43+10log10(P[Watts]) PASS - 

3.9 

§2.1055 

§22.355 Frequency Stability for 

Temperature & Voltage 

< 2.5 ppm for Part 22 

PASS - 
§2.1055 

§24.235 
Within Authorized Band 

4.4 

§2.1053 

§22.917(a) 

§24.238(a) 

Field Strength of 

Spurious Radiation 
< 43+10log10(P[Watts]) PASS 

Under limit 

26.25 dB at 

4180.000 MHz 
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1 General Description 

1.1 Applicant 

Sierra Wireless Inc. 

13811 Wireless Way, Richmond, British Columbia V6V 3A4 

 

1.2 Manufacturer 

Sierra Wireless Inc. 

13811 Wireless Way, Richmond, British Columbia V6V 3A4 

 

1.3 Product Feature of Equipment Under Test 

Product Feature 

Equipment Embedded module 

Brand Name AirPrime 

Model Name HL6528RD 

Marketing Name HL6528RD 

FCC ID N7NHL6528RD 

EUT supports Radios application GSM/GPRS 

IMEI Code 014492000000326 for all test items 

HW Version 1.0 

SW Version A.1.7 

EUT Stage Production Unit 

Remark: The above EUT's information was declared by manufacturer. Please refer to the specifications 

or user's manual for more detailed description.  
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1.4 Product Specification subjective to this standard 

Product Specification subjective to this standard 

Tx Frequency 

GSM/GPRS: 

850: 824.2 MHz ~ 848.8 MHz 

1900: 1850.2 MHz ~ 1909.8MHz 
 

Rx Frequency 

GSM/GPRS: 

850: 869.2 MHz ~ 893.8 MHz 

1900: 1930.2 MHz ~ 1989.8 MHz 
 

Maximum Output Power to Antenna 

GSM/GPRS: 

850: 33.26 dBm 

1900: 30.86 dBm 
 

Antenna Type body mounted Antenna 

Type of Modulation GSM/GPRS: GMSK 
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1.5 Modification of EUT 

No modifications are made to the EUT during all test items. 

 

1.6 Maximum ERP/EIRP Power, Frequency Tolerance, and Emission 
Designator 

FCC Rule System 
Type of 

Modulation 

Maximum 

Conducted 

Power 

(W) 

Frequency 

Tolerance  

(ppm) 

Emission 

Designator 

Part 22 GSM850  GMSK 2.1183  0.0441 ppm 249KGXW 

Part 24 GSM1900 GMSK 1.2190  0.0441 ppm 247KGXW 

 

 

1.7 Testing Location 

 

Test Site SPORTON INTERNATIONAL (SHENZHEN) INC. 

Test Site Location 

1F & 2F, Building A, Morning Business Center, No. 4003 ShiGu Rd., Xili 

Town, Nanshan District, Shenzhen, Guangdong, P. R. China 

TEL: +86-755-8637-9589 

FAX: +86-755-8637-9595 

Test Site No. 
Sporton Site No. 

TH01-SZ 

 

Test Site SPORTON INTERNATIONAL (SHENZHEN) INC. 

Test Site Location 

No. 3 Building, the third floor of south, Shahe River west, Fengzeyuan 

warehouse, Nanshan District, Shenzhen, Guangdong, P. R. China 

TEL: +86-755- 3320-2398 

Test Site No. 
Sporton Site No. FCC Registration No. 

03CH01-SZ 831040 
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1.8 Applicable Standards 

According to the specifications of the manufacturer, the EUT must comply with the requirements of the 

following standards: 

 47 CFR Part 2, 22(H), 24(E) 

 ANSI / TIA / EIA-603-D-2010 

 FCC KDB 971168 D01 Power Meas. License Digital Systems v02r02 

 

Remark: All test items were verified and recorded according to the standards and without any deviation 

during the test. 
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2 Test Configuration of Equipment Under Test 

2.1 Test Mode 

Antenna port conducted and radiated test items were performed according to KDB 971168 D01 Power 

Meas. License Digital Systems v02r02 with maximum output power. 

Radiated emissions were investigated as following frequency range: 

1. 30 MHz to 9000 MHz for GSM850. 

2. 30 MHz to 19000 MHz for GSM1900. 

All modes and data rates and positions were investigated. 

Test modes are chosen to be reported as the worst case configuration below: 

Test Modes 

Band Radiated TCs Conducted TCs 

GSM 850  GSM Link  GSM Link 

GSM 1900  GSM Link  GSM Link 
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2.2 Connection Diagram of Test System 

 

 

2.3 Support Unit used in test configuration 

Item Equipment Trade Name Model No. FCC ID Data Cable Power Cord 

1.  System Simulator R&S CMU 200 N/A N/A Unshielded, 1.8 m 

2.  DC Power Supply GW INSTEK GPS-3030D N/A N/A Unshielded, 1.8 m 

 

  






























































