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1 Certificate

Product: 4G/5G module
Brand: WNC
Test Model: VMC-SA525MWM
Sample Status: Engineering sample
Applicant: WNC Corporation
Test Date: 2025/11/24 ~ 2026/1/26

Standard: 47 CFR FCC Part 96
47 CFR FCC Part 2
Measurement procedure: ANSI/TIA/EIA-603-E 2016
ANSI C63.26-2015
KDB 971168 D01 Power Meas License Digital Systems v03r01
KDB 940660 D01 Part 96 CBRS Eqpt v03
KDB 662911 D01 Multiple Transmitter Output v02r01

The above equipment has been tested by Bureau Veritas Consumer Products Services (H.K.) Ltd., Taoyuan Branch,
and found compliance with the requirement of the above standards. The test record, data evaluation & Equipment Under
Test (EUT) configurations represented herein are true and accurate accounts of the measurements of the sample’s RF

characteristics under the conditions specified in this report.

Report No.: RFBCKS-WTW-P25100562-5 Page No. 5 / 85 Report Format Version: 7.1.0



UV
(3 5,9’
-

%
L3
>
m

7828

SV

2 Summary of Test Results
Standard / Clause Test Item Result Remark
Eg: 5612‘11?b) Maximum EIRP Pass Meet the requirement of limit.
Part 2.1047 Modulation Characteristics Pass Meet the requirement of limit.
Ilz:tt 561212)) Maximum Power Spectral Density N/A This device is End User Device.
Part 96.41(g) Peak to Average Ratio Pass Meet the requirement of limit.
Part 2.1049 Bandwidth Pass Meet the requirement of limit.
Part 2.1051 Conducted Spurious Emissions Pass Meet the requirement of limit.
Part 96.41(e)
Part 2.1053 Radiated Spurious Emissions below Pass Minimum passing margin is -5.03 dB at 73.65
Part 96.41(e) 1GHz MHz
Part 2.1053 Radiated Spurious Emissions above Pass Minimum passing margin is -3.30 dB at
Part 96.41(e) 1GHz 7380.00 MHz
Part 2.1055 Frequency Stability Pass Meet the requirement of limit.

Note: Determining compliance based on the results of the compliance measurement, not taking into account
measurement instrumentation uncertainty.

2.1 Measurement Uncertainty

Where relevant, the following measurement uncertainty levels have been estimated for tests performed on the EUT as
specified in CISPR 16-4-2:

o Uncertainty
Parameter Specification @)
Effective Radiated Power and Equivalent Isotropically Radiated Power - 1.371 dB
Peak to Average Ratio - 0.920 dB
Bandwidth - 960 Hz
Conducted Spurious Emissions - 2.12 dB
9 kHz ~ 30 MHz 3.59 dB
Radi i Emissi low 1GH
adiated Spurious Emissions below 1GHz 30 MHz ~ 1 GHz 36dB
1 GHz ~ 18 GHz 2.29 dB
Radi i Emissi 1GH
adiated Spurious Emissions above 1GHz 18 GHz ~ 40 GHz 229 dB
Frequency Stability - 0.176 ppm

The other instruments specified are routine verified to remain within the calibrated levels, no measurement uncertainty is
required to be calculated.

2.2 Supplementary Information

There is not any deviation from the test standards for the test method, and no modifications required for compliance.

Report No.: RFBCKS-WTW-P25100562-5 Page No. 6 / 85 Report Format Version: 7.1.0
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3.1 General Description of EUT
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Product 4G/5G module

Brand WNC

Test Model VMC-SA525MWM

Status of EUT Engineering sample

Power Supply Rating 3.8Vdc

EUT Category End User Device

Modulation Type DFT-s-OFDM, CP-OFDM
Note:

1. EUT Overview
NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz)

Output Power: Full Power

1TX
. TX Frequency Range . Max. EIRP Max. EIRP o .
Bandwidth Modulation Emission Designator
(MHz) (W) (dBm)
BPSK 0.122 20.85 17M9G7D
QPSK 0.124 20.94 18M2G7D
20 MHz 3560.01 ~ 3690 16QAM 0.114 20.57 18M2D7W
64QAM 0.113 20.52 18M2D7W
256QAM 0.093 19.7 18M2D7W
BPSK 0.126 21.01 26M8G7D
QPSK 0.129 21.11 27M9G7D
30 MHz 3565.02 ~ 3684.99 16QAM 0.119 20.76 27M9D7W
64QAM 0.117 20.68 27M9D7W
256QAM 0.097 19.85 27M9D7W
BPSK 0.129 21.09 35M7G7D
QPSK 0.132 21.2 37M9G7D
40 MHz 3570 ~ 3679.98 16QAM 0.121 20.81 37M9D7W
64QAM 0.118 20.73 37M9D7W
256QAM 0.097 19.88 37M9D7W
MIMO
. TX Frequency Range . Max. EIRP Max. EIRP o .
Bandwidth Modulation Emission Designator
(MHz) (W) (dBm)

QPSK 0.128 21.06 18M2G7D
16QAM 0.122 20.86 18M2D7W
20 MHz 3560.01 ~ 3690 64QAM 0.120 20.8 18M2D7W
256QAM 0.063 17.96 18M2D7W
QPSK 0.132 21.21 27M9G7D
16QAM 0.125 20.97 27M9D7W
30 MHz 3565.02 ~ 3684.99 64QAM 0.122 20.86 27MID7W
256QAM 0.063 18.01 27M9D7W
QPSK 0.134 21.28 37M9G7D
16QAM 0.128 21.07 37M9D7W

40 MHz 3570 ~ 3679.98
64QAM 0.125 20.98 37M9D7W
256QAM 0.065 18.13 37M9D7W

Report No.: RFBCKS-WTW-P25100562-5 Page No. 7 / 85
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antennas.

section 3.3 of the report.

the manufacturer's specifications or user's manual.

Report No.: RFBCKS-WTW-P25100562-5
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For detailed information about each WWAN bands frequency range, bandwidth mode of the product, please refer to

The above EUT information is declared by manufacturer and for more detailed features description, please refers to

Output Power: dBm/10 MHz
1TX
. TX Frequency Range . Max. EIRP Max. EIRP o .
Bandwidth Modulation Emission Designator
(MHz) (W) (dBm)
BPSK 0.119 20.77 17M9G7D
QPSK 0.123 20.91 18M2G7D
20 MHz 3560.01 ~ 3690 16QAM 0.112 20.51 18M2D7W
64QAM 0.112 20.48 18M2D7W
256QAM 0.091 19.6 18M2D7W
BPSK 0.126 21 26M8G7D
QPSK 0.128 21.07 27M9G7D
30 MHz 3565.02 ~ 3684.99 16QAM 0.117 20.69 27M9OD7W
64QAM 0.116 20.64 27M9OD7W
256QAM 0.096 19.84 27M9OD7W
BPSK 0.127 21.03 35M7G7D
QPSK 0.132 21.2 37M9G7D
40 MHz 3570 ~ 3679.98 16QAM 0.117 20.7 37MOD7W
64QAM 0.116 20.66 37MOD7W
256QAM 0.097 19.85 37M9OD7W
MIMO
) TX Frequency Range ) Max. EIRP Max. EIRP o )
Bandwidth Modulation Emission Designator
(MHz) (W) (dBm)
QPSK 0.127 21.03 18M2G7D
16QAM 0.121 20.83 18M2D7W
20 MHz 3560.01 ~ 3690
64QAM 0.119 20.75 18M2D7W
256QAM 0.062 17.89 18M2D7W
QPSK 0.130 21.13 27M9G7D
16QAM 0.123 20.9 27M9OD7W
30 MHz 3565.02 ~ 3684.99 64QAM 0.120 20.78 27MOD7W
256QAM 0.062 17.94 27MOD7W
QPSK 0.133 21.25 37M9G7D
16QAM 0.127 21.03 37M9D7W
40 MHz 3570 ~ 3679.98 64QAM 0.124 20.95 37MID7W
256QAM 0.064 18.09 37M9D7W
2. The MIMO mode is completely uncorrelated, so the directional gain is selected the maximum gain among all

Report Format Version: 7.1.0
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3.2 Antenna Description of EUT
Type Dipole
Connector SMA
Freq. Range
Band e Gain (dBi)
(MHz)
5GNR B48 3550 ~ 3700 2.7

*The above Antenna information is declared by manufacturer and for more detailed features description, please refer to

the manufacturer's specifications, the laboratory shall not be held responsible.
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. 1. EUT can be used in the following ways: X-axis/ Y-axis/ Z-axis. Pre-scan these ways and find the
Pre-Scan: ; "
worst case as a representative test condition.
Worst Case: [1. X-axis/ Y-axis/ Z-axis Worst Condition: Z-Axis

Following channel(s) was (were) selected for the final test as listed below:

3.3.1 NRn48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz)
Test ltem c;—:c/ili:’fi)c()n Tested Channel B(;Ezcv?ggh Modulation Mode
637334(3560.01 MHz) BPSK* / QPSK/ 1RB
641666(3624.99 MHz) 20 MHz 16QAM / 64QAM| Half RB
646000(3690.00 MHz) / 256QAM Full RB
637668(3565.02 MHz) BPSK* / QPSK/ 1RB
Maximum EIRP 1Tx, 2Tx 641666(3624.99 MHz) 30 MHz 16QAM / 64QAM| Half RB
645666(3684.99 MHz) / 256QAM Full RB
638000(3570.00 MHz) BPSK* / QPSK / 1RB
641666(3624.99 MHz) 40 MHz 16QAM / 64QAM| Half RB
645332(3679.98 MHz) 1 256QAM Full RB
BPSK/QPSK/
Modulation Characteristics 1Tx 641666(3624.99 MHz) 40 MHz 16QAM / 64QAM| Full RB
/ 256QAM
638000(3570.00 MHz) BPSK* / QPSK /
Peak to Average Ratio 1Tx 641666(3624.99 MHz) 40 MHz 16QAM / 64QAM 1RB
645332(3679.98 MHz) / 256QAM
637334(3560.01 MHz)
641666(3624.99 MHz) 20 MHz BPSK Full RB
646000(3690.00 MHz)
637668(3565.02 MHz)
1Tx 641666(3624.99 MHz) 30 MHz BPSK Full RB
645666(3684.99 MHz)
638000(3570.00 MHz)
641666(3624.99 MHz) 40 MHz BPSK Full RB
Bandwidth 645332(3679.98 MHz)
anawi 637334(3560.01 MHz) QPSK / 16QAM /
641666(3624.99 MHz) 20 MHz 64QAM / Full RB
646000(3690.00 MHz) 256QAM
637668(3565.02 MHz) QPSK / 16QAM /
2Tx 641666(3624.99 MHz) 30 MHz 64QAM / Full RB
645666(3684.99 MHz) 256QAM
638000(3570.00 MHz) QPSK / 16QAM /
641666(3624.99 MHz) 40 MHz 64QAM / Full RB
645332(3679.98 MHz) 256QAM
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Test ltem TX/R.X Tested Channel Chanpel Modulation Mode
condition Bandwidth
637334(3560.01 MHz) 1 RB
641666(3624.99 MHz) 20 MHz QPSK Full RB
646000(3690.00 MHz)
637668(3565.02 MHz) 1 RB
Conducted Spurious Emissions 2Tx 641666(3624.99 MHz) 30 MHz QPSK Full RB
645666(3684.99 MHz)
638000(3570.00 MHz) 1 RB
641666(3624.99 MHz) 40 MHz QPSK Full RB
645332(3679.98 MHz)
Radiated Spurious Emissions
2Tx 641666(3624.99 MHz) 40 MHz QPSK 1RB
below 1GHz
637334(3560.01 MHz)
641666(3624.99 MHz) 20 MHz QPSK 1RB
Radiated Spurious Emissions 646000(3690.00 MHz)
1Tx, 2Tx
above 1GHz 638000(3570.00 MHz)
641666(3624.99 MHz) 40 MHz QPSK 1RB
645332(3679.98 MHz)
. 638000(3570.00 MHz)
Frequency Stability 2Tx 645332(3679.98 MHz) 40 MHz QPSK Full RB

Note: * BPSK Modulation is not supported in the 5G NR MIMO specification.
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3.4 Test Program Used and Operation Descriptions

There is no need to controlling software during the test, and the EUT can be paired with the Radio Communication
Analyzer to test the connection when it is powered on.

3.5 Connection Diagram of EUT and Peripheral Devices

EUT

(C) WWAN Under Table
Antenna*4

(A) DC Power Supply

Remote Site
(B) UXM 5G Wireless
Test Platform
3.6 Configuration of Peripheral Devices and Cable Connections
ID Product Brand Model No. Serial No. FCC ID Remarks
A DC Power Supply OWON ODP3122 ODP31222137036 NA Provided by Lab
g | UXMSG Wireless Test |\ ioht E7515B MY60102115 NA Provided by Lab
Platform
WWAN Antenna NA NA NA NA Supplied by applicant
Length Shieldin Cores
ID Cable Descriptions Qty. < TG Remarks
(m) (Yes/No) (Qty.)
1 DC Cable 1 1 No 0 Supplied by applicant
2 DC Cable 1 24 No 0 Provided by Lab
Report No.: RFBCKS-WTW-P25100562-5 Page No. 12 / 85 Report Format Version: 7.1.0
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4 Test Instruments

The calibration interval of the all test instruments are 12 months and the calibrations are traceable to NML/ROC and
NIST/USA.

41 Maximum EIRP

Descripti i i
ption Model No. Serial No. Calibrated Callbrgted

Manufacturer Date Until
Fixed Attenuator
Woron 00800ATK01A-10 00800A1K01A-10-01 2025/5/23 | 2026/5/22
PXA Signal Analyzer N9030B MY57140938 2025/3/24 | 2026/3/23
Keysight
Software ADT_RF Test Software
BV V7.6.5.4 N/A N/A N/A
UXM 5G Wireless Test Platform E7515B MY60102115 2025/5/26 | 2026/5/25
Keysight
Notes:

1. The test was performed in Huaya - Oven room.
2. Tested Date: 2026/1/1 ~ 2026/1/25

4.2 Modulation Characteristics

Descripti i i
iption Model No. Serial No. Calibrated Callbre_lted

Manufacturer Date Until
Fixed Attenuator
Noran 00800A1K01A-10 00800A1KO1A-10-01 | 2025/5/23 | 2026/5/22
PXA Signal Analyzer N9030B MY57140938 2025/3/24 | 2026/3/23
Keysight
Radio Communication Analyzer MT8821C 6201462755 2025/4/8 2026/4/7
Anritsu
Software ADT_REF Test Software
BV \V7.6.5.4 N/A N/A N/A
Notes:

1. The test was performed in Huaya - Oven room.
2. Tested Date: 2026/1/1 ~ 2026/1/25

4.3 Peak to Average Ratio

Refer to section 4.1 to get the tested date and information of the instruments.

4.4 Bandwidth

Refer to section 4.1 to get the tested date and information of the instruments.

4.5 Conducted Spurious Emissions

Refer to section 4.1 to get the tested date and information of the instruments.
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4.6 Radiated Spurious Emissions below 1GHz
Description i i
ipt Model No. Serial No. Calibrated Callbrgted

Manufacturer Date Until
Antenna Tower &Turn
S ADT AT100 AT93021705 N/A N/A
Bi_Log Antenna VULB 9168 9168-160 2025/9/16 | 2026/9/15
Schwarzbeck
Loop Antenna
. HLA 6121 45745 2025/9/1 2026/8/31
Preamplifier 8447D 2944A10638 2025/4/127 | 2026/4/26
Agilent
E;jgrlnp"f'er EMC001340 980201 2025/9/21 2026/9/20
RF Coaxial Cable 8D-FB Cable-CH9-01 2025/4/27 | 2026/4/26
\Woken
2’3;3' & Spectrum Analyzer FSW43 101866 2025/3/25 | 2026/3/24
Software ADT_Radiated
BV ADT V7.6.15.9.5 N/A N/A N/A
Turn Table
BV ADT TT100 TT93021705 N/A N/A
Turn Table Controller
BV ADT SC100 SC93021705 N/A N/A

Notes:

1. The test was performed in Huaya - 966 chamber 4.

2. Tested Date: 2025/11/26 ~ 2025/11/27

Report No.: RFBCKS-WTW-P25100562-5

Page No. 14 / 85

Report Format Version: 7.1.0



UV
(3 5,9’
-

%
L3
>
m

7828

SV

4.7 Radiated Spurious Emissions above 1GHz
Description i i
ipt Model No. Serial No. Calibrated Callbrgted
Manufacturer Date Until
Antenna Tower &Turn
B ADT AT100 AT93021705 N/A N/A
gi)/re&ght antenna tower fixture BAF-02 5 N/A N/A
o An BBHA 9120D 9120D-1169 2025/11/9 2026/11/8
orn Antenhna 9170-480 2025/11/9 2026/11/8
Schwarzbeck BBHA 9170
BBHA9170243 2025/11/9 2026/11/8
Preamplifier 8449B 3008A02367 2025/1/5 2026/1/4
Agilent
E;‘;g’lnp“f'er EMC 184045 980116 2025/9/21 2026/9/20
RF Coaxial Cable EMC102-KM-KM-600 150928 2025/6/30 | 2026/6/29
EMCI EMC102-KM-KM-3000 150929 2025/6/30 | 2026/6/29
RF Coaxial Cable
HUBER+SUHNER SUCOFLEX 104 CABLE-CH9-(250795/4) |  2025/1/5 2026/1/4
RF Coaxial Cable SUCOFLEX 104& CABLE-CH9-02
HUBER+SUHNER&EMCI EMC104-SM-SM8000 (248780+171006) 2025/1/5 2026/1/4
2‘223' & Spectrum Analyzer FSW43 101866 2025/3/25 | 2026/3/24
Software ADT_Radiated
BV ADT V7.6.15.9.5 N/A N/A N/A
Turn Table
BV ADT TT100 TT93021705 N/A N/A
Turn Table Controller
BV ADT SC100 SC93021705 N/A N/A
Notes:
1. The test was performed in HY - 966 chamber 4(Hwaya).
2. Tested Date: 2025/11/24
4.8 Frequency Stability
Descripti - i
escription Model No. Serial No. Calibrated Callbre_lted
Manufacturer Date Until
3-channel DC power supply ODP3033 ODP30332128138 N/A N/A
OWON
El'g::' Multimeter 8050A 4660081 2025/6/6 2026/6/5
C\'/’;iirf‘tte”“ator 00800A1K01A-10 00800A1K01A-10-01 2025/5/23 | 2026/5/22
2’3;3' & Spectrum Analyzer FSV3044 101504 2025/6/18 | 2026/6/17
Software ADT_RF Test Software
BV \V7.6.5.4 N/A N/A N/A
Temperature & Humidity Chamber MHU-225AU 920842 2025/6/25 | 2026/6/24
Terchy
Notes:

1. The test was performed in Oven room.

2. Tested Date: 2026/1/26
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5 Limits of Test Items
5.1 Maximum EIRP
For NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz):

Device Category Maximum EIRP
(dBm/10 MHz)
End User Device 23
Category ACBSD 30
Category B CBSD 47

5.2 Modulation Characteristics

Systems operating in the Citizens Broadband Radio Service must use digital modulation techniques.

A curve or equivalent data which shows that the equipment will meet the modulation requirements of the rules under
which the equipment is to be licensed.

5.3 Peak to Average Ratio

In measuring transmissions in this band using an average power technique, the peak to-average ratio (PAR) of the
transmission may not exceed 13 dB.

5.4 Bandwidth

According to FCC 47 CFR part 2.1049, the occupied bandwidth, that is the frequency bandwidth such that, below its
lower and above its upper frequency limits, the mean powers radiated are each equal to 0.5% of the total mean power
radiated by a given emission.

5.5 Conducted Spurious Emissions

For NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz):

The conducted power of any emission outside the fundamental emission (whether in or outside of the authorized band)
shall not exceed —13 dBm/MHz within 0 to B MHz (where B is the bandwidth in MHz of the assigned channel or multiple
contiguous channels of the End User Device) above the upper CBSD-assigned channel edge and within 0 to B MHz
below the lower CBSD-assigned channel edge. At all frequencies greater than B MHz above the upper CBSD assigned
channel edge and less than B MHz below the lower CBSD-assigned channel edge, the conducted power of any end user
device emission shall not exceed —25 dBm/MHz.

Additional protection levels: The conducted power of emissions below 3540 MHz or above 3710 MHz shall not exceed
—-25 dBm/MHz, and the conducted power of emissions below 3530 MHz or above 3720 MHz shall not exceed -40
dBm/MHz.

Note: This device can be impelement MIMO function, so the limit of emission mask / conducted emissions needs to be
reduced by 10*log(NumbersAnt) according to FCC KDB 662911 D01 guidance.

5.6 Radiated Spurious Emissions below 1GHz

For NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz):
The power of any emissions below 3530 MHz or above 3720 MHz shall not exceed —40 dBm/MHz.

5.7 Radiated Spurious Emissions above 1GHz

For NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz):
The power of any emissions below 3530 MHz or above 3720 MHz shall not exceed —40 dBm/MHz.

5.8 Frequency Stability

For NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz):

The frequency stability shall be sufficient to ensure that the fundamental emissions stay within the authorized bands of
operation (authorized frequency block).
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6 Test Arrangements
6.1 Maximum EIRP
6.1.1 Test Setup
Conducted Power Measurement:
Communication Simulator Power Splitter Spectrum Analyzer
(Built-in power function) Attenuator |
EUT

6.1.2 Test Procedure

Conducted Power Measurement:

For Full Power:

The EUT is configured by emulator to set data modulation and maximum power using WWAN technology and link to
spectrum analyzer measurements. Set the EUT to transmit under low, middle and high channel and record the power
level shown on spectrum analyzer. Power measurements use detector average (rms).

For dBm/10 MHz:
Measurement method refers to ANSI C63.26 section 5.2.4.4.

STe@ 0 o000

Set span to 2 x to 3 x the OBW.

Set RBW = 1% to 5% of the OBW.

Set VBW = 3 x RBW.

Set number of measurement points in sweep = 2 x span / RBW.
Set Sweep time = auto-couple.

Detector = power averaging (rms).

Set sweep trigger to “free run.”

Trace average at least 100 traces in power averaging (rms) mode.

Use the Band/Channel Power function to determine the integrated power per 10 MHz bandwidth, according to the
47 CFR FCC Part 96 standard.

If Duty cycle < 98%, Add 10 log (1/duty cycle) to the measured power level to compute the average power during
continuous transmission.

Maximum EIRP / ERP

The relevant equation for determining the maximum ERP or EIRP from the measured RF output power is given in
Equation as follows:

EIRP = Pwmeas + Gt
ERP = Pmeas + G1-2.15

where

ERP or EIRP effective radiated power or equivalent isotropically radiated power, respectively

(expressed in the same units as Pweas, €.9., dBm or dBW)

PMeas measured transmitter output power or PSD, in dBm or dBW

Gt

gain of the transmitting antenna, in dBd (ERP) or dBi (EIRP)
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6.2 Modulation Characteristics
6.2.1 Test Setup

Communication Simulator EUT
I Attenuator

6.2.2 Test Procedure

Connect the EUT to Communication Simulator via the antenna connector, the frequency band is set as EUT supported

Modulation and Channels, the EUT output is matched with 50 ohm load, the waveform quality and constellation of the
EUT was tested.

6.3 Peak to Average Ratio
6.3.1 Test Setup

Communication )
Simulator Power Splitter pr— Spectrum Analyzer

EUT

6.3.2 Test Procedure

a. Set resolution/measurement bandwidth = signal’s occupied bandwidth;
Set the number of counts to a value that stabilizes the measured CCDF curve;
Record the maximum PAPR level associated with a probability of 0.1%.
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6.4 Bandwidth
6.4.1 Test Setup

Communication
Simulator

Power Splitter Atenuator | Spectrum Analyzer

EUT

6.4.2 Test Procedure

For the 26 dBc bandwidth measurement method, please refer to section 5.4.3 of ANSI C63.26.

a. The spectrum analyzer center frequency is set to the nominal EUT channel center frequency. The span range for
the spectrum analyzer shall be wide enough to see sufficient roll off of the signal to make the measurement.

b. The nominal RBW shall be in the range of 1% to 5% of the anticipated OBW, and the VBW shall be set = 3 x
RBW.

c. Set the reference level of the instrument as required to prevent the signal amplitude from exceeding the
maximum spectrum analyzer input mixer level for linear operation. See guidance provided in 4.2.3.

d. The dynamic range of the spectrum analyzer at the selected RBW shall be more than 10 dB below the target “-X
dB” requirement, i.e., if the requirement calls for measuring the —26 dB OBW, the spectrum analyzer noise floor at
the selected RBW shall be at least 36 dB below the reference level.

e. Set spectrum analyzer detection mode to peak, and the trace mode to max hold.

f. Determine the following reference values: Set the EUT to transmit a modulated signal. Allow the trace to stabilize.
Set the spectrum analyzer marker to the highest level of the displayed trace (this is the reference value).

g. Determine the “-X dB amplitude” as equal to (Reference Value - X). Alternatively, this calculation can be
performed on the spectrum analyzer using the delta-marker measurement function.

h. Place two markers, one at the lowest and the other at the highest frequency of the envelope of the spectral
display such that each marker is at or slightly below the “~X dB amplitude” determined in step f). If a marker is
below this “—X dB amplitude” value it should be as close as possible to this value. The OBW is the positive
frequency difference between the two markers.

i. The OBW shall be reported by providing plot(s) of the measuring instrument display, to include markers depicting
the relevant frequency and amplitude information (e.g., marker table). The frequency and amplitude axis and
scale shall be clearly labeled. Tabular data may be reported in addition to the plot(s).
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For the occupied bandwidth measurement method, please refer to section 5.4.4 of ANSI C63.26.

a. The spectrum analyzer center frequency is set to the nominal EUT channel center frequency. The span range for
the spectrum analyzer shall be wide enough to see sufficient roll off of the signal to make the measurement.

b. The nominal RBW shall be in the range of 1% to 5% of the anticipated OBW, and the VBW shall be set = 3 x
RBW.

c. Set the reference level of the instrument as required to prevent the signal amplitude from exceeding the
maximum spectrum analyzer input mixer level for linear operation. See guidance provided in 4.2.3.

Set spectrum analyzer detection mode to peak, and the trace mode to max hold.

If the instrument does not have a 99% OBW function, recover the trace data points and sum directly in linear
power terms. Place the recovered amplitude data points, beginning at the lowest frequency, in a running sum until
0.5% of the total is reached. Record that frequency as the lower OBW frequency. Repeat the process until 99.5%
of the total is reached and record that frequency as the upper OBW frequency. The 99% power OBW can be
determined by computing the difference these two frequencies.

f. The OBW shall be reported by providing plot(s) of the measuring instrument display shall be provided with the
test report. The frequency and amplitude axis and scale shall be clearly labeled. Tabular data can be reported in
addition to the plot(s).
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6.5 Conducted Spurious Emissions
6.5.1 Test Setup

Communication
Simulator

Power Splitter Atonuator | Spectrum Analyzer

EUT

6.5.2 Test Procedure

a. Measurement refer to ANSI C63.26 section 5.7.
All measurements were done at 3 channels: low, middle and high operational frequency range.
Measuring frequency range is from 9 kHz up to the tenth harmonic of the hightest fundamental frequency or to 40
GHz, whichever is lower. 10 dB attenuation pad is connected with spectrum.
The fundamental frequency above 1 GHz, the spectrum set RBW = 1 MHz, VBW = 3 MHz, Detector = Average.
The fundamental frequency below 1 GHz, the spectrum set RBW = 100 kHz, VBW = 3 x RBW, Detector =
Average.

f. Measuring frequency band edge, narrow RBW (no less than 1% of the OBW) is used for conducted emission
measurement.

g. For the emissions measurement method, certain channel BW modes demonstrate compliance by integrating with
the smaller RBW allowed by the rule.
For example: Where Reference RBW = 1 MHz and a smaller RBW = 100 kHz is used, worst-case integrated BW
power = [Max Measured Value (dBm) with RBW = 100 kHz] + 10* log(1000/100). To compensate for this
integration before comparison to the value, the adjusted reference level offset was increase by 10 dB accordingly.

h. The device has MIMO function, so the limit of conducted spurious emissions need to be measurement add
10log(Numbersant) according to FCC KDB 662911 D01 guidance. Therefore, the 10log(Numbersant) value is
added to the spectrum Ref. level offset during testing. For example, the band edge and conducted spurious
emission plots for the MIMO (2TX) WWAN bands show that a reference level offset of 18.01 dB is used (15 dB
includes attenuation and cable loss + 10*log(2) to account for MIMO WWAN bands reference level = 15 +3.01 =
18.01 dB).

i. Record the maximum power value test plot.
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6.6 Radiated Spurious Emissions below 1GHz
6.6.1 Test Setup

For Radiated emission below 30 MHz

Ant. 1m

EUT& T ,/

Support Units |-

Turn Table

Ground Plane

80 cmT
L

Test Receiver

L ]
MOOOO

For Radiated emission above 30 MHz

Ant. Tower 14m
Variable
EUT& 3m
Support Units |- I
\f Turn Table + T
/

o0 om | ——
L

Ground Plane

Test Receiver

N [ —

For the actual test configuration, please refer to the attached file (Test Setup Photo).
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6.6.2 Test Procedure

The EUT is configured to set data modulation and maximum power using WWAN technology.

a. Inthe semi-anechoic chamber, EUT placed on the 0.8 m (below or equal 1 GHz) height of turn table, rotated the
table around 360 degrees to search the maximum radiation power and receiver antenna shall be rotated vertical
and horizontal polarization and moved height from 1 m to 4 m to find the maximum polar radiated power. The
“Read Value” is the spectrum reading the maximum power value.

b. The height of antenna is varied from one meter to four meters above the ground to determine the maximum value
of the field strength. Both horizontal and vertical polarizations of the antenna are set to make the measurement.

c. Perform a field strength measurement and record the worse read value, is the field strength value via a spectrum
reading obtained corrected for antenna factor, cable loss and pre-amplifier factor and then mathematically convert
the measured field strength level to EIRP/ERP level.

Following ANSI C63.26 section 5.5 and 5.2.7
. EIRP (dBm) = E (dBpV/m) + 20log(D) - 104.8; where D is the measurement distance (in the far field region) in m.
f. ERP (dBm) = E (dBuV/m) + 20log(D) - 104.8 - 2.15; where D is the measurement distance (in the far field region)
inm.
Note:

1. The resolution bandwidth and video bandwidth of test receiver/spectrum analyzer is 1 MHz/3 MHz. Set detector
= average.

2. The amplitude of spurious emissions in the range 9 kHz to 30 MHz which are attenuated more than 20 dB below
the permissible value need not be reported.
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6.7 Radiated Spurious Emissions above 1GHz
6.7.1 Test Setup

For radiated emission above 1 GHz

Boresight Ant. Tower

1-4m
Variable
EUT& 3m \
Support Units |
\f Turn Table D s
Absorber

o] KAMWTAAA e

Ground Plane

Test Receiver

N [ —

For the actual test configuration, please refer to the attached file (Test Setup Photo).

6.7.2 Test Procedure

The EUT is configured to set data modulation and maximum power using WWAN technology.

a. Inthe semi-anechoic chamber, EUT placed on the 1.5 m height of turn table, rotated the table around 360
degrees to search the maximum radiation power and receiver antenna shall be rotated vertical and horizontal
polarization and moved height from 1 m to 4 m to find the maximum polar radiated power. The “Read Value” is the
spectrum reading the maximum power value.

b. The height of antenna is varied from one meter to four meters above the ground to determine the maximum value
of the field strength. Both horizontal and vertical polarizations of the antenna are set to make the measurement.

c. Perform a field strength measurement and record the worse read value, is the field strength value via a spectrum
reading obtained corrected for antenna factor, cable loss and pre-amplifier factor and then mathematically convert
the measured field strength level to EIRP/ERP level.

Following ANSI C63.26 section 5.5 and 5.2.7
EIRP (dBm) = E (dBuV/m) + 20log(D) - 104.8; where D is the measurement distance (in the far field region) in m.

f. ERP (dBm) = E (dBuV/m) + 20log(D) - 104.8 - 2.15; where D is the measurement distance (in the far field region)
inm.

Note: The resolution bandwidth and video bandwidth of test receiver/spectrum analyzer is 1 MHz/3 MHz. Set detector =
average.
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Communication
Simulator

Spectrum Analyzer

Power Splitter

j.‘ Attenuator

Oven Room

DC Power Supply

External Power Source

6.8.2 Test Procedure

EUT

The EUT is configured by emulator to set data modulation and maximum power using WWAN technology.
a. Device is placed at the oven room. The oven room could control the temperatures and humidity. Power warm up

is at least 15 min and power applied should perform before recording frequency error.

b. EUT is connected the external power supply to control the DC input power. The test voltage range is from

minimum to maximum working voltage. Each step shall be record the frequency error rate.

c. The temperature range step is 10 degrees in this test items. All temperature levels shall be hold the +0.5C
during the measurement testing. The each temperature step shall be at least 0.5 hours, consider the EUT could
be test under the stability condition.

Note: The frequency error was recorded frequency error from the communication simulator.
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7 Test Results of Test Item
71  Maximum EIRP
S OAIGE ] 23°C, 62% RH Tested By: Charles Hsiao
Conditions:
7.1.1 NRn48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz)
NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), Channel Bandwidth: 20 MHz, Output Power: Full Power
Measurement Conducted Power (dBm)
Modulation RB Size RB Offset CH 637334 CH 641666 CH 646000
3560.01 MHz 3624.99 MHz 3690 MHz
1 1 17.97 18.15 17.97
BPSK
1 0 17.85 18.01 17.90
1 1 18.15 18.22 18.15
1 0 17.93 18.09 17.90
1 26 18.01 18.17 17.98
1 49 17.96 18.18 18.02
QPSK 1 50 17.87 18.07 17.83
25 0 17.96 18.24 18.05
25 13 18.13 18.24 18.10
25 26 18.13 18.24 18.14
50 0 18.12 18.24 18.11
51 0 17.93 18.23 17.95
16QAM 1 0 17.69 17.87 17.72
64QAM 1 0 17.62 17.82 17.65
256QAM 1 0 16.80 17.00 16.82
Output Power
Minimum Maximum Minimum Maximum EIRP
Modulation Cond. Power Cond. Power EIRP EIRP Limit
(dBm) (dBm) (dBm) (dBm) (dBm)
BPSK 17.85 18.15 20.55 20.85 23
QPSK 17.83 18.24 20.53 20.94 23
16QAM 17.69 17.87 20.39 20.57 23
64QAM 17.62 17.82 20.32 20.52 23
256QAM 16.8 17 19.5 19.7 23

Note: EIRP (dBm) = Cond. Power (dBm) + Antenna Gain (dBi) + Array Gain (if applicable)

Report No.: RFBCKS-WTW-P25100562-5 Page No. 26 / 85 Report Format Version: 7.1.0



UV
(3 E,&
-

%
L3
>
m

7828

SV

b2
NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), Channel Bandwidth: 30 MHz, Output Power: Full Power
Measurement Conducted Power (dBm)
Modulation RB Size RB Offset CH 637668 CH 641666 CH 645666
3565.02 MHz 3624.99 MHz 3684.99 MHz
1 1 18.13 18.31 18.11
BPSK
1 0 18.02 18.22 17.96
1 1 18.26 18.41 18.28
1 0 18.03 18.25 17.97
1 39 18.09 18.32 18.15
1 76 18.17 18.35 18.11
QPSK 1 77 18.01 18.13 18.04
36 0 18.11 18.34 18.12
36 21 18.22 18.41 18.20
36 42 18.24 18.40 18.13
75 0 18.17 18.35 18.23
78 0 18.08 18.34 18.19
16QAM 1 0 17.85 18.06 17.89
64QAM 1 0 17.78 17.98 17.86
256QAM 1 0 16.88 17.15 16.99
Output Power
Minimum Maximum Minimum Maximum EIRP
Modulation Cond. Power Cond. Power EIRP EIRP Limit
(dBm) (dBm) (dBm) (dBm) (dBm)
BPSK 17.96 18.31 20.66 21.01 23
QPSK 17.97 18.41 20.67 21.11 23
16QAM 17.85 18.06 20.55 20.76 23
64QAM 17.78 17.98 20.48 20.68 23
256QAM 16.88 17.15 19.58 19.85 23

Note: EIRP (dBm) = Cond. Power (dBm) + Antenna Gain (dBi) + Array Gain (if applicable)
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), Channel Bandwidth: 40 MHz, Output Power: Full Power
Measurement Conducted Power (dBm)
Modulation RB Size RB Offset CH 638000 CH 641666 CH 645332
3570 MHz 3624.99 MHz 3679.98 MHz
1 1 18.20 18.39 18.19
BPSK
1 0 18.08 18.24 18.06
1 1 18.33 18.50 18.35
1 0 18.09 18.29 18.06
1 53 18.19 18.37 18.21
1 104 18.20 18.37 18.18
QPSK 1 105 18.02 18.23 18.07
50 0 18.20 18.41 18.18
50 28 18.32 18.47 18.25
50 56 18.29 18.45 18.22
100 0 18.27 18.44 18.28
106 0 18.17 18.40 18.21
16QAM 1 0 17.89 18.11 17.94
64QAM 1 0 17.82 18.03 17.87
256QAM 1 0 16.98 17.18 17.01
Output Power
Minimum Maximum Minimum Maximum EIRP
Modulation Cond. Power Cond. Power EIRP EIRP Limit
(dBm) (dBm) (dBm) (dBm) (dBm)
BPSK 18.06 18.39 20.76 21.09 23
QPSK 18.02 18.5 20.72 21.2 23
16QAM 17.89 18.11 20.59 20.81 23
64QAM 17.82 18.03 20.52 20.73 23
256QAM 16.98 17.18 19.68 19.88 23

Note: EIRP (dBm) = Cond. Power (dBm) + Antenna Gain (dBi) + Array Gain (if applicable)
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), Channel Bandwidth: 20 MHz, Output Power: dBm/10 MHz
Measurement Conducted Power (dBm)
Modulation RB Size RB Offset CH 637334 CH 641666 CH 646000
3560.01 MHz 3624.99 MHz 3690 MHz
BPSK 1 1 17.94 18.07 17.88
1 0 17.79 17.91 17.82
1 1 18.07 18.21 18.04
1 0 17.85 18.04 17.81
1 26 17.93 18.06 17.97
1 49 17.91 18.12 18.01
QPSK 1 50 17.77 18.02 17.72
25 0 17.86 18.17 18.04
25 13 18.09 18.13 18.06
25 26 18.09 18.18 18.03
50 0 15.2 15.31 15.26
51 0 14.98 15.2 14.98
16QAM 1 0 17.6 17.81 17.62
64QAM 1 0 17.58 17.78 17.61
256QAM 1 0 16.77 16.9 16.79
Output Power
Minimum Maximum Minimum Maximum EIRP
Modulation Cond. Power Cond. Power EIRP EIRP Limit
(dBm) (dBm) (dBm) (dBm) (dBm)
BPSK 17.79 18.07 20.49 20.77 23
QPSK 14.98 18.21 17.68 20.91 23
16QAM 17.6 17.81 20.3 20.51 23
64QAM 17.58 17.78 20.28 20.48 23
256QAM 16.77 16.9 19.47 19.6 23

Note: EIRP (dBm) = Cond. Power (dBm) + Antenna Gain (dBi) + Array Gain (if applicable)
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), Channel Bandwidth: 30 MHz, Output Power: dBm/10 MHz
Measurement Conducted Power (dBm)
Modulation RB Size RB Offset CH 637668 CH 641666 CH 645666
3565.02 MHz 3624.99 MHz 3684.99 MHz
BPSK 1 1 18.1 18.3 18.09
1 0 17.98 18.21 17.86
1 1 18.24 18.37 18.25
1 0 17.93 18.23 17.93
1 39 18.03 18.27 18.09
1 76 18.11 18.26 18.09
QPSK 1 77 17.92 18.04 17.98
36 0 16.91 17.23 16.92
36 21 17.09 17.22 17.1
36 42 17.07 17.22 17.03
75 0 13.37 13.52 13.41
78 0 13.15 13.48 13.24
16QAM 1 0 17.77 17.99 17.84
64QAM 1 0 17.72 17.94 17.78
256QAM 1 0 16.83 17.14 16.94
Output Power
Minimum Maximum Minimum Maximum EIRP
Modulation Cond. Power Cond. Power EIRP EIRP Limit
(dBm) (dBm) (dBm) (dBm) (dBm)
BPSK 17.86 18.3 20.56 21 23
QPSK 13.15 18.37 15.85 21.07 23
16QAM 17.77 17.99 20.47 20.69 23
64QAM 17.72 17.94 20.42 20.64 23
256QAM 16.83 17.14 19.53 19.84 23

Note: EIRP (dBm) = Cond. Power (dBm) + Antenna Gain (dBi) + Array Gain (if applicable)
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), Channel Bandwidth: 40 MHz, Output Power: dBm/10 MHz
Measurement Conducted Power (dBm)
Modulation RB Size RB Offset CH 638000 CH 641666 CH 645332
3570 MHz 3624.99 MHz 3679.98 MHz
1 1 18.12 18.33 18.18
BPSK
1 0 17.98 18.13 18.05
1 1 18.31 18.50 18.31
1 0 18.01 18.18 18.05
1 53 18.09 18.36 18.12
1 104 18.11 18.27 18.08
1 105 17.94 18.16 18.01
QPSK
50 0 15.73 15.99 15.71
50 28 15.91 15.97 15.76
50 56 15.88 16.05 15.73
100 0 12.31 12.39 12.24
106 0 12.08 12.33 12.06
16QAM 1 0 17.87 18 17.92
64QAM 1 0 17.71 17.96 17.8
256QAM 1 0 16.97 17.15 16.93
Output Power
Minimum Maximum Minimum Maximum EIRP
Modulation Cond. Power Cond. Power EIRP EIRP Limit
(dBm) (dBm) (dBm) (dBm) (dBm)
BPSK 17.98 18.33 20.68 21.03 23
QPSK 12.06 18.5 14.76 21.2 23
16QAM 17.87 18 20.57 20.7 23
64QAM 17.71 17.96 20.41 20.66 23
256QAM 16.93 17.15 19.63 19.85 23

Note: EIRP (dBm) = Cond. Power (dBm) + Antenna Gain (dBi) + Array Gain (if applicable)
of Worst Value

Ref Lvl Offset 15.00 dB
Ref Value 30.00 dBm

8.000000 MHz
Auto
Man

Freq Offset

Center 3.60099 GHz #Video BW 1.3000 MHZ* Span 80 MHz|
#Res BW 430.00 KHz #Sweep 300 ms (1001 pts)

2 Metrics

Total Channel Power 18.50 dBm / 10.0 MHz
Total Power Spectral Density -51.50 dBm/Hz

Jan 20, 2026
== h P - ? 1?;:‘02:14PM

QPSK CH 641666 (3624.99 MHz)
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7.1.2 NRn48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz)
NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO, Channel Bandwidth: 20 MHz, Output Power: Full Power
Measurement Conducted Power (dBm)
Modulation SRif,e O|qus|3et CH 637334 CH 641666 CH 646000
3560.01 MHz 3624.99 MHz 3690 MHz
X1 TX 2 Total TX 1 TX 2 Total TX 1 TX 2 Total
1 1 15.22 15.11 18.18 15.28 | 15.39 18.35 | 15.32 14.95 | 18.15
1 0 15.16 15.06 18.12 15.19 | 15.26 18.24 | 15.06 14.95 | 18.02
1 26 15.26 15.06 18.17 1547 | 15.23 18.36 | 15.30 15.14 | 18.23
1 49 15.18 15.00 18.10 15.29 | 15.10 18.21 15.22 14.96 | 18.10
QPSK 1 50 15.24 14.89 18.08 15.27 | 14.97 18.13 | 15.18 14.89 | 18.05
25 0 15.11 15.07 18.10 156.27 | 15.22 18.26 | 15.19 15.05 | 18.13
25 13 15.13 15.09 18.12 15.32 15.14 18.24 | 15.13 15.01 18.08
25 26 15.22 15.06 18.15 | 15.31 15.17 18.25 | 15.18 15.05 | 18.13
51 0 15.17 15.06 18.13 15.30 | 15.24 18.28 | 15.19 | 15.01 18.11
16QAM 1 0 15.06 15.01 18.05 | 15.22 15.08 18.16 15.05 15.01 18.04
64QAM 1 0 14.95 | 14.90 17.94 15.12 15.06 18.10 14.93 14.83 | 17.89
256QAM 1 0 12.06 12.10 15.09 12.20 | 12.30 15.26 11.98 12.10 | 15.05
Output Power
Minimum Maximum Minimum Maximum EIRP
Modulation Cond. Power Cond. Power EIRP EIRP Limit
(dBm) (dBm) (dBm) (dBm) (dBm)
QPSK 18.02 18.36 20.72 21.06 23
16QAM 18.04 18.16 20.74 20.86 23
64QAM 17.89 18.1 20.59 20.8 23
256QAM 15.05 15.26 17.75 17.96 23

Note: EIRP (dBm) = Cond. Power (dBm) + Antenna Gain (dBi) + Array Gain (if applicable)
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO, Channel Bandwidth: 30 MHz, Output Power: Full Power

Measurement Conducted Power (dBm)
Modulation SRif,e O|qus|3et CH 637668 CH 641666 CH 645666
3565.02 MHz 3624.99 MHz 3684.99 MHz
X1 TX 2 Total TX 1 TX 2 Total TX 1 TX 2 Total
1 1 15.31 15.11 18.22 | 1550 | 15.50 | 18.51 15.31 15.02 | 18.18
1 0 15.21 15.08 | 18.16 15.38 | 15.31 18.36 | 15.20 | 15.08 | 18.15
1 39 15.37 | 1520 | 18.30 1554 | 1540 | 1848 | 1535 | 1515 | 18.26
1 76 1528 | 15.09 | 18.20 15.39 | 1525 | 18.33 | 15.25 15.11 18.19
QPSK 1 77 15.27 | 1494 | 18.12 15.39 | 15.07 | 1824 | 1526 | 14.94 | 18.11
36 0 1519 | 15.17 | 18.19 | 15.38 | 15.31 18.36 | 15.22 15.13 | 18.19
36 21 1529 | 1515 | 1823 | 1537 | 1524 | 1832 | 1523 | 15.03 | 18.14
36 42 1526 | 1513 | 18.21 1548 | 1525 | 18.38 | 15.32 15.10 | 18.22
78 0 1529 | 1512 | 18.22 | 15.41 15.27 | 18.35 | 1529 | 15.09 | 18.20
16QAM 1 0 15.15 | 15.08 | 18.13 | 1534 | 1517 | 1827 | 1510 | 1510 | 18.11
64QAM 1 0 15.05 | 15.08 | 18.08 | 15.18 15.11 18.16 | 15.08 | 15.00 | 18.05
256QAM 1 0 1219 | 1227 | 1524 | 1226 | 1234 | 15.31 1210 | 1219 | 15.16
Output Power
Minimum Maximum Minimum Maximum EIRP
Modulation Cond. Power Cond. Power EIRP EIRP Limit
(dBm) (dBm) (dBm) (dBm) (dBm)
QPSK 18.11 18.51 20.81 21.21 23
16QAM 18.11 18.27 20.81 20.97 23
64QAM 18.05 18.16 20.75 20.86 23
256QAM 15.16 15.31 17.86 18.01 23

Note: EIRP (dBm) = Cond. Power (dBm) + Antenna Gain (dBi) + Array Gain (if applicable)
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO, Channel Bandwidth: 40 MHz, Output Power: Full Power

Measurement Conducted Power (dBm)
Modulation SRif,e O|qus|3et CH 638000 CH 641666 CH 645332
3570 MHz 3624.99 MHz 3679.98 MHz
X1 TX 2 Total TX 1 TX 2 Total TX 1 TX 2 Total
1 1 1559 | 15.15 | 18.39 1559 | 1554 | 1858 | 1543 | 15.16 | 18.31
1 0 15.38 | 1527 | 18.34 1546 | 1537 | 1843 | 1528 | 15.16 | 18.23
1 53 1547 | 1528 | 18.39 1563 | 1545 | 1855 | 1545 | 1529 | 18.38
1 104 1542 | 1519 | 18.32 | 1552 | 15.31 1843 | 15.37 | 15.17 | 18.28
QPSK 1 105 15.41 15.08 | 18.26 | 15.51 1519 | 18.36 | 15.34 | 15.05 | 18.21
50 0 15.30 | 15.31 18.32 | 1547 | 1544 | 1847 | 1535 | 1523 | 18.30
50 28 1534 | 1525 | 18.31 1549 | 1535 | 1843 | 15.31 15.17 | 18.25
50 56 1540 | 1527 | 18.35 | 1553 | 1536 | 18.46 | 15.39 | 15.21 18.31
106 0 1536 | 1525 | 18.32 | 1550 | 15.41 18.47 | 1536 | 1520 | 18.29
16QAM 1 0 15.24 15.2 18.23 15.4 15.31 18.37 | 15.21 15.18 | 18.21
64QAM 1 0 15.14 | 1514 | 18.15 | 15.31 1523 | 18.28 | 15.17 | 15.07 | 18.13
256QAM 1 0 1224 | 1234 | 1530 | 1237 | 1246 | 1543 | 1217 | 12.26 | 15.23
Output Power
Minimum Maximum Minimum Maximum EIRP
Modulation Cond. Power Cond. Power EIRP EIRP Limit
(dBm) (dBm) (dBm) (dBm) (dBm)
QPSK 18.21 18.58 20.91 21.28 23
16QAM 18.21 18.37 20.91 21.07 23
64QAM 18.13 18.28 20.83 20.98 23
256QAM 15.23 15.43 17.93 18.13 23

Note: EIRP (dBm) = Cond. Power (dBm) + Antenna Gain (dBi) + Array Gain (if applicable)
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO, Channel Bandwidth: 20 MHz, Output Power: dBm/10 MHz

Measurement Conducted Power (dBm)
Modulation SRif,e O|qus|3et CH 637334 CH 641666 CH 646000
3560.01 MHz 3624.99 MHz 3690 MHz
X1 TX 2 Total TX 1 TX 2 Total TX 1 TX 2 Total
1 1 15.2 15.02 | 18.12 1526 | 1538 | 18.33 | 1527 | 14.88 | 18.09
1 0 15.08 | 14.95 | 18.03 1518 | 1523 | 1822 | 1497 | 1492 | 17.96
1 26 15.2 15.01 18.12 | 15.36 | 15.16 | 18.27 | 1528 | 15.08 | 18.19
1 49 15.07 | 14.98 | 18.04 1525 | 15.06 | 18.17 | 1517 | 14.88 | 18.04
QPSK 1 50 15.19 | 14.82 | 18.02 15.26 | 14.94 18.11 15.14 | 14.85 | 18.01
25 0 15 15.01 18.02 15.2 15.14 | 18.18 | 15.13 | 15.02 | 18.09
25 13 15.05 | 15.03 | 18.05 | 15.27 15.11 18.20 | 15.07 | 14.92 | 18.01
25 26 15.18 | 15.02 18.11 15.3 15.07 | 18.20 | 15.14 | 14.97 | 18.07
50 0 12.15 | 12.04 15.11 1226 | 1224 | 1526 | 12.22 12.03 | 15.14
16QAM 1 0 1496 | 1492 | 1795 | 1518 | 1506 | 1813 | 1496 | 1493 | 17.96
64QAM 1 0 1492 | 1483 | 17.89 15.1 14.97 | 18.05 14.9 14.73 | 17.83
256QAM 1 0 11.98 12.01 15.01 1212 | 1224 | 15.19 11.97 12.03 | 15.01
Output Power
Minimum Maximum Minimum Maximum EIRP
Modulation Cond. Power Cond. Power EIRP EIRP Limit
(dBm) (dBm) (dBm) (dBm) (dBm)
QPSK 15.11 18.33 17.81 21.03 23
16QAM 17.95 18.13 20.65 20.83 23
64QAM 17.83 18.05 20.53 20.75 23
256QAM 15.01 15.19 17.71 17.89 23

Note: EIRP (dBm) = Cond. Power (dBm) + Antenna Gain (dBi) + Array Gain (if applicable)
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO, Channel Bandwidth: 30 MHz, Output Power: dBm/10 MHz
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Measurement Conducted Power (dBm)
Modulation SRif,e O|qus|3et CH 637668 CH 641666 CH 645666
3565.02 MHz 3624.99 MHz 3684.99 MHz
X1 TX 2 Total TX 1 TX 2 Total TX 1 TX 2 Total
1 1 15.22 15.1 18.17 15.41 1542 | 1843 | 15.21 15.01 18.12
1 0 15.16 | 15.07 | 18.13 15.3 1526 | 18.29 | 15.18 | 15.06 | 18.13
1 39 15.26 15.1 18.19 | 1546 | 1529 | 18.39 | 15.27 | 15.04 | 18.17
1 76 1519 | 15.06 | 18.14 15.35 | 1524 | 18.31 15.15 | 15.04 | 18.11
QPSK 1 77 15.25 | 14.93 | 18.10 1528 | 1496 | 1813 | 1525 | 14.87 | 18.07
36 0 14.01 14.03 | 17.03 | 1428 | 1414 | 1722 | 14.04 | 13.96 | 17.01
36 21 14.11 13.95 | 17.04 | 14.21 1413 | 1718 | 14.06 | 13.91 17.00
36 42 1414 | 1396 | 17.06 | 1432 | 1415 | 17.25 | 1412 13.99 | 17.07
75 0 10.39 | 10.19 | 13.30 | 10.53 | 10.35 | 1345 | 10.39 | 10.14 | 13.28
16QAM 1 0 15.04 | 1499 | 18.03 | 15.26 15.11 18.20 | 15.04 | 15.04 | 18.05
64QAM 1 0 14.97 15 18.00 15.1 15.04 | 18.08 | 14.98 | 14.96 | 17.98
256QAM 1 0 12.1 1226 | 1519 | 1215 | 12.31 15.24 | 12.02 12.15 | 15.10
Output Power
Minimum Maximum Minimum Maximum EIRP
Modulation Cond. Power Cond. Power EIRP EIRP Limit
(dBm) (dBm) (dBm) (dBm) (dBm)
QPSK 13.28 18.43 15.98 21.13 23
16QAM 18.03 18.2 20.73 20.9 23
64QAM 17.98 18.08 20.68 20.78 23
256QAM 15.1 15.24 17.8 17.94 23

Note: EIRP (dBm) = Cond. Power (dBm) + Antenna Gain (dBi) + Array Gain (if applicable)
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO, Channel Bandwidth: 40 MHz, Output Power: dBm/10 MHz
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Measurement Conducted Power (dBm)
Modulation sRizBe O|qus|3et CH 638000 CH 641666 CH 645332
3570 MHz 3624.99 MHz 3679.98 MHz
TXA1 TX 2 Total TXA1 TX 2 Total TXA1 TX2 Total
1 1 15.58 15.08 18.35 15.57 15.50 18.55 15.33 15.15 | 18.25
1 0 15.34 15.17 18.27 15.45 15.27 18.37 15.27 15.11 18.20
1 53 15.45 15.27 18.37 15.57 15.43 18.51 15.41 15.25 | 18.34
1 104 15.36 15.16 18.27 15.44 15.25 18.36 15.32 15.12 18.23
QPSK 1 105 15.33 15 18.18 15.47 15.16 18.33 15.3 15.02 18.17
50 0 12.9 12.88 15.90 13 13 16.01 12.95 12.74 | 15.86
50 28 12.89 12.84 15.88 13.05 12.92 16.00 12.83 12.74 | 15.80
50 56 12.97 12.86 15.93 13.07 12.95 16.02 12.99 12.79 | 15.90
100 0 9.41 9.23 12.33 9.5 9.45 12.49 9.31 9.18 12.26
16QAM 1 0 15.22 15.1 18.17 15.39 15.25 18.33 15.11 15.14 | 18.14
64QAM 1 0 15.08 15.05 18.08 15.27 15.2 18.25 15.11 15.06 | 18.10
256QAM 1 0 12.18 12.28 15.24 12.31 12.44 15.39 12.12 12.16 | 15.15
Output Power
Minimum Maximum Minimum Maximum EIRP
Modulation Cond. Power Cond. Power EIRP EIRP Limit
(dBm) (dBm) (dBm) (dBm) (dBm)
QPSK 12.26 18.55 14.96 21.25 23
16QAM 18.14 18.33 20.84 21.03 23
64QAM 18.08 18.25 20.78 20.95 23
256QAM 15.15 15.39 17.85 18.09 23

Note: EIRP (dBm) = Cond. Power (dBm) + Antenna Gain (dBi) + Array Gain (if applicable)

1 Graph
Scale/Div 10.0 dB

ICenter 3.60999 GHz
#Res BW 430.00 kHz

2 Metrics

Total Channel Power

Total Power Spectral Density

Jan 20, 2026
10:04:23 PM

€9 ?

15.57 dBm / 10.0 MHz
-54.43 dBm/Hz

Ref Lvl Offset 15.00 dB
Ref Value 30.00 dBm

#Video BW 1.3000 MHz*

Spectrum Plot of Worst Value

8.000000 MHz
Auto
Man

Freq Offset

Span 80 MHz|

#Sweep 300 ms (1001 pts)

QPSK CH 641666 (3624.99 MHz) TX1

Scale/Div 10.0 dB

Center 3.60999 GHz
#Res BW 430.00 kHz

2 Metrics

Total Channel Power
Total Power Spectral Density

Ref LvI Offset 15.00 dB
Ref Value 30.00 dBm

#Video BW 1.3000 MHz*

15.50 dBm / 10.0 MHz
-54.50 dBm/Hz

29 ? R
QPSK CH 641666 (3624.99 MHz) TX2

8.000000 MHz
Auto
Man

#Sweep 300 ms (1001 pts)
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7.2 Modulation Characteristics

Environmental

o 0, o H
Conditions: 22°C, 73% RH Tested By: Willy Cheng

7.21 NRn48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz)
NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), Channel Bandwidth: 40 MHz

I voanscenvern I riansceiver A

B | (5o ceiLt eecro)
Tt + B | ecusionsnin (I
= nput: RFIO1 Range: 60dBm [Tig:ProFrame |Carfir RefFroq 3 624990000 GHz -
KEVSIGg rowcreoT (Con o RIS ITEES e e e = KEYSIGHT oo e 7 e (Carier Reforence SN
Couping:AC

(ra] 501 Frequency
(Coupling AC Trig Delay: 4450 ms.
rig Delay. 4450ms. 3624990000 GHz.

BPSK CH 641666 (3624.99 MHz) QPSK CH 641666 (3624.99 MHz)

T reansceiver A I Teansceiver A

[SGNR CellL1 (PCCITDD) B | (51w ceiL1 pecro)
Modulation Analysis 4+ o T gk [Modulation Analysis i+

KEYSIGHT _Input: RFio1 CorrCCor Range:600Bm  Tig:ProtFrame  Canier Ref Freq: 3624990000 GHz e KEYSIGHT _Input Reio1 ComCCarr Range: 60dBm Trig: ProfFrame  Caer Ref Freq: 3624990000 Gz
Output: RFIO1 Aligned CC Info: UL, 1 CC, SISO = Settings Output: RFIOT Aligned CC Info: UL, 1CC, SISO
& T Dol 4450 s equency Coping AC T olay: 44505
3624990000 Gz 3624590000 Gz

16QAM CH 641666 (3624.99 MHz) 64QAM CH 641666 (3624.99 MHz)

M teensceivera

[SGNR Cell L1 (PCC/TOD), | +
| Modulation Analysis
KEYSIGHT Input RFio1 Corr CCorr Range: -60 dBm. Trig: Prot Frame (Cartier Ref Freq: 3624390000 GHz -
G OucRA Aigned CC o UL 1CC, SIS0 ELpEe
Coupling: AC Trig Delay: 4.450 ms. o
3624390000 GHz

Setiings

256QAM CH 641666 (3624.99 MHz)
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7.3 Peak to Average Ratio
eyl 25°C, 66% RH Tested By: James Yang
Conditions:
7.3.1 NRn48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz)
NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), Channel Bandwidth: 40 MHz
) Frequency Measurement Limit
Modulation Channel Result
(MHz) Value(dB) (dB)
BPSK 638000 3570 4.81 13 PASS
BPSK 641666 3624.99 5.68 13 PASS
BPSK 645332 3679.98 5.56 13 PASS

Spectrum Plot of Worst Value

BPSK CH 638000 (3570 MHz)
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO-Ant 0, Channel Bandwidth: 40 MHz

i Frequency Measurement Limit
Modulation Channel (MHz) Value(dB) (dB) Result
QPSK 638000 3570 7.97 13 PASS
QPSK 641666 3624.99 8.71 13 PASS
QPSK 645332 3679.98 9.23 13 PASS
16QAM 638000 3570 8.23 13 PASS
16QAM 641666 3624.99 8.85 13 PASS
16QAM 645332 3679.98 9.26 13 PASS
64QAM 638000 3570 8.52 13 PASS
64QAM 641666 3624.99 8.80 13 PASS
64QAM 645332 3679.98 8.99 13 PASS
256QAM 638000 3570 10.07 13 PASS
256QAM 641666 3624.99 9.89 13 PASS
256QAM 645332 3679.98 9.36 13 PASS

256QAM CH 638000 (3570 MHz)

Spectrum Plot of Worst Value

& remo
Senter
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO-Ant 1, Channel Bandwidth: 40 MHz

i Frequency Measurement Limit
Modulation Channel Result

(MHz) Value(dB) (dB)
QPSK 638000 3570 7.89 13 PASS
QPSK 641666 3624.99 9.53 13 PASS
QPSK 645332 3679.98 9.05 13 PASS
16QAM 638000 3570 8.10 13 PASS
16QAM 641666 3624.99 9.79 13 PASS
16QAM 645332 3679.98 8.39 13 PASS
64QAM 638000 3570 8.43 13 PASS
64QAM 641666 3624.99 9.31 13 PASS
64QAM 645332 3679.98 8.95 13 PASS
256QAM 638000 3570 9.96 13 PASS
256QAM 641666 3624.99 9.57 13 PASS
256QAM 645332 3679.98 10.01 13 PASS

10.11 dBm

3392%at0dB

10.0% 459dB
10% 810dB
01% 10.01dB
001% 11.18dB
0.001% 12.00dB

256QAM CH 645332

(3679.98 MHz)

Spectrum Plot of Worst Value

R
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BUREAU

Environmental
Conditions:

25°C, 66% RH

Tested By:

James Yang

7.41

NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz)
NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), Channel Bandwidth: 20 MHz

: Frequency Occupied Bandwidth 26 dB Bandwidth

Modulation Channel (MHz) (MHz) (MHz)
BPSK 637334 3560.01 17.8728 18.691
BPSK 641666 3624.99 17.8634 18.902
BPSK 646000 3690 17.8543 18.621

Spectrum Plot of Worst Value

Occupied bandwidth

Ref Lvl Offset 15.00 dB
Ref Value 30.00 dBm

Center 3.56001 GHz #Video BW 620.00 kHz" Span 40 MHz|
[#Res BW 200.00 kHz

#Sweep 100 ms (1001 pts)

Occupied Bandwidth
17.873 MH

Total Power
Transmit Freq Error

% of OBW Power
x dB Bandwidth

xdB

BPSK CH 637334 (3560.01 MHz)

Frequency V| - .’;

P
,mw““’l"m-*"‘\""‘" i

Center 3.62499 GHz
[#Res BW 200.00 kHz

Occupied Bandwidth
17.863

Transmit Freq Error
xdB Bandwidth

26 dB Bandwidth

Span 40 MHz
#Sweep 100 ms (1001 pts)

Total Power

% of OBW Power
xdB
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), Channel Bandwidth: 30 MHz
. Frequency Occupied Bandwidth 26 dB Bandwidth
Modulation Channel (MHz) (MHz) (MHz)
BPSK 637668 3565.02 26.8058 27.883
BPSK 641666 3624.99 26.7790 27.863
BPSK 645666 3684.99 26.7710 27.960

Spectrum Plot of Worst Value
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), Channel Bandwidth: 40 MHz
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO-Ant 0, Channel Bandwidth: 20 MHz
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Modulation Channel Fr((el\c;lL;le;cy Occupu(a&ﬁ:)ndwdth 26 dB('\I?I|a_|r1Zc)iW|dth
QPSK 637334 3560.01 18.2168 19.315
QPSK 641666 3624.99 18.2120 19.300
QPSK 646000 3690 18.2095 19.225
16QAM 637334 3560.01 18.2170 19.239
16QAM 641666 3624.99 18.2149 19.335
16QAM 646000 3690 18.2131 19.178
64QAM 637334 3560.01 18.2124 19.170
64QAM 641666 3624.99 18.2077 19.124
64QAM 646000 3690 18.2179 19.232

256QAM 637334 3560.01 18.2271 19.154
256QAM 641666 3624.99 18.2040 19.051
256QAM 646000 3690 18.2108 19.126

Spectrum Plot of Worst Value
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO-Ant 0, Channel Bandwidth: 30 MHz
. Frequency Occupied Bandwidth 26 dB Bandwidth
Modulation Channel (MHz) (MHz) (MHz)
QPSK 637668 3565.02 27.8472 29.171
QPSK 641666 3624.99 27.8543 29.113
QPSK 645666 3684.99 27.8281 29.080
16QAM 637668 3565.02 27.8612 29.063
16QAM 641666 3624.99 27.8470 29.127
16QAM 645666 3684.99 27.8724 28.991
64QAM 637668 3565.02 27.8482 29.107
64QAM 641666 3624.99 27.8399 29.113
64QAM 645666 3684.99 27.9270 28.760
256QAM 637668 3565.02 27.8433 29.074
256QAM 641666 3624.99 27.8413 28.966
256QAM 645666 3684.99 27.8753 28.872
Spectrum Plot of Worst Value

Occupied bandwidth 26 dB Bandwidth

Ref Lvl Offset 15.00 dB. tings - Y Ref Lvl Offset 15.00 dB
Ref Value 30.00 dBm 3 fDiv 10. Ref Value 30.00 dBm
[
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xdB
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO-Ant 0, Channel Bandwidth: 40 MHz
Modulation Channel Fr((el\c;lL;le;cy Occupu(a&ﬁ:)ndwdth 26 dB('\I?I|a_|r1Zc)iW|dth

QPSK 638000 3570 37.8422 39.276

QPSK 641666 3624.99 37.8504 39.319

QPSK 645332 3679.98 37.8528 39.292
16QAM 638000 3570 37.8719 39.270
16QAM 641666 3624.99 37.8336 39.296
16QAM 645332 3679.98 37.8404 39.283
64QAM 638000 3570 37.8580 39.333
64QAM 641666 3624.99 37.8461 39.317
64QAM 645332 3679.98 37.8607 39.329
256QAM 638000 3570 37.8799 39.249
256QAM 641666 3624.99 37.8488 39.297
256QAM 645332 3679.98 37.8561 39.249

Spectrum Plot of Worst Value

/
e T

Center 3.57000 GHz
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Ref Lvl Offset 15.00 dB.
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO-Ant 1, Channel Bandwidth: 20 MHz
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Modulation Channel Fr((el\c;lL;le;cy Occupu(a&ﬁ:)ndwdth 26 dB('\I?I|a_|r1Zc)iW|dth
QPSK 637334 3560.01 18.2142 19.368
QPSK 641666 3624.99 18.2044 19.203
QPSK 646000 3690 18.1984 19.432
16QAM 637334 3560.01 18.2200 19.302
16QAM 641666 3624.99 18.2119 19.308
16QAM 646000 3690 18.2056 19.260

64QAM 637334 3560.01 18.2194 19.246
64QAM 641666 3624.99 18.2184 19.209
64QAM 646000 3690 18.1973 19.217
256QAM 637334 3560.01 18.2101 19.279
256QAM 641666 3624.99 18.2108 19.280
256QAM 646000 3690 18.2181 19.191

Spectrum Plot of Worst Value
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[#Res BW 200.00 kHz

Occupied bandwidth

Ref Lvl Offset 15.00 dB.
Ref Value 30.00 dBm

#Video BW 620.00 kHz" Span 40 MHz|
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO-Ant 1, Channel Bandwidth: 30 MHz

Modulation Channel Fr((el\c;lL;le;cy Occupu(a&ﬁ:)ndwdth 26 dB('\I?I|a_|r1Zc)iW|dth
QPSK 637668 3565.02 27.8513 29.086
QPSK 641666 3624.99 27.8484 29.007
QPSK 645666 3684.99 27.8493 29.162
16QAM 637668 3565.02 27.8456 29.050
16QAM 641666 3624.99 27.8332 29.042
16QAM 645666 3684.99 27.8202 28.980

64QAM 637668 3565.02 27.8577 28.988
64QAM 641666 3624.99 27.8657 28.987
64QAM 645666 3684.99 27.8288 29.078
256QAM 637668 3565.02 27.8473 29.104
256QAM 641666 3624.99 27.8385 29.102
256QAM 645666 3684.99 27.8398 28.934

Spectrum Plot of Worst Value
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Occupied bandwidth
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xdB
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#Sweep 100 ms (1001 pts)

QPSK CH 645666 (3684.99 MHz)
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO-Ant 1, Channel Bandwidth: 40 MHz
. Frequency Occupied Bandwidth 26 dB Bandwidth
Modulation Channel (MHz) (MHz) (MHz)
QPSK 638000 3570 37.8531 39.286
QPSK 641666 3624.99 37.8425 39.302
QPSK 645332 3679.98 37.8585 39.356
16QAM 638000 3570 37.8534 39.297
16QAM 641666 3624.99 37.8563 39.372
16QAM 645332 3679.98 37.8360 39.363
64QAM 638000 3570 37.8359 39.248
64QAM 641666 3624.99 37.8490 39.261
64QAM 645332 3679.98 37.8567 39.265
256QAM 638000 3570 37.8716 39.328
256QAM 641666 3624.99 37.8480 39.236
256QAM 645332 3679.98 37.8203 39.268
Spectrum Plot of Worst Value

Occupied bandwidth 26 dB Bandwidth

Ref Lvl Offset 15.00 dB. tings - Y Ref Lvl Offset 15.00 dB
Ref Value 30.00 dBm 3 fDiv 10. Ref Value 30.00 dBm
[

! -
we
mmnmm,wmw'f L'w./wam«,mmnmm-m ekt o

Center 3.57000 GHz #Video BW 1.3000 MHz" Span 80 MHz| Center 3.62499 GHz #Video BW 1.3000 MHz" Span 80 MHz|
[#Res BW 430.00 kHz #Sweep 100 ms (1001 pts)| [#Res BW 430.00 kHz #Sweep 100 ms (1001 pts)

Total Power
% of OBW Power
xdB

256QAM CH 638000 (3570 MHz) 16QAM CH 641666 (3624.99 MHz)
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7.5 Conducted Spurious Emissions

Environmental

° 0,
Conditions: 25°C, 66% RH

Tested By: James Yang

7.5.1 NRn48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz)
NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO-Ant 0, Channel Bandwidth: 20 MHz
CH 637334 (3560.01 MHz)
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CH 646000 (3690 MHz)

Spectrum Analyzer 3
Swept SA

3All Range Graph
Scale/Div 10.0 dB

Start 3.640 GHz
4All Range Table

Spur Range
1

Spectrum Analyzer 3
Swept SA

3All Range Graph
Scale/Div 10.0 dB

Start 3.640 GHz
4All Range Table

Spur Range
Y 7

1 RB

Spectrum Analyzer4  |Spectrum Analyzer5  [Seeutul UL L) + } SCPl Q
Swept SA Swept SA Spurious Emissions

Ref Lvl Offset 18.01 dB
Ref Value 30.00 dBm

Measure Trace

Trace Type
Frequency

3.658066667 GHz

Start Freq
36400 GHz

RBW
1.000 MHz.

Stop Freq
36600 GHz

Amplitude
-37.88 dBm

3.6600 GHz
3.6790 GHz
3.6800 GHz
3.7000 GHz
3.7010 GHz
37100 GH7

3.6790 GHz
3.6800 GHz
3.7000 GHz
3.7010 GHz
3.7100 GHz
37200 GH7

1.000 MHz
200.0 kHz.
200.0 kHz.
200.0 kHz.
1.000 MHz
1000 MHz

3.679000000 GHz
3.679988333 GHz.
3.680966667 GHz
3.700921667 GHz
3.707660000 GHz
3 71406ARA7 GH7

-25.21 dBm
-16.59 dBm
16.98 dBm
-42.87 dBm
-37.64 dBm
-37 59 dRm

Marker

Select Marker
Marker 1

Marker Mode

Normal
Delta (A)
off
Delta Marker
(Reset Delta)
Marker Settings
EEN]
All Markers Off

Couple Markers.
On

Stop 3.740 GHz,

Trace 1

Max Hold (Active)
ALimit

-12.88 d off

1259 4R

I Ik

7 | Dec 09, 2025

10:07:29 PM
Spectrum Analyzer 4 |Spectrum Analyzer 5
Swept SA Swept

Ref Lvl Offset 18.01 dB
Ref Value 30.00 dBm

Spectrum Analyzer 6
Spurious Emissions

11 ¥ 55X
+ }SCPIQ

Select Marker
Marker 1

Marker

Start Freq
3.00UU GHZ
36790 GHz
3.6800 GHz
37000 GHz
37010 GHz
37100 GHz
3.7200 GHz

Stop Freq
3.0/90 GHZ
36800 GHz
3.7000 GHz
37010 GHz
3.7100 GHz
37200 GHz
3.7400 GHz

RBW
1.000 MHZ
200.0 kHz.
200.0 kHz
200.0 kHz.
1.000 MHz
1.000 MHz
1.000 MHz

Measure Trace

Trace Type
Frequency
31015643533 GHZ
3.679675000 GHz
3698966667 GHz
3.700050000 GHz
3.701060000 GHz
3.715250000 GHz
3.725900000 GHz

Amplitude
~31.82 aBm
43.28 dBm
16,61 dBm
~18.38 dBm
-25.74 dBm
-37.49 dBm
42.14dBm

a9 cM?

7 Dec 09, 2025
10:06:14 PM

Report No.: RFBCKS-WTW-P25100562-5

Marker Mode

Normal

Delta (A)

Di
All Markers Off

Couple Markers.
On

Trace 1

Max Hold (Active)

ALimit

248205

-30.28 di off
5 d

5.381d

12744

12494

21404

Spectrum Analyzer 3
Swept SA

3All Range Graph
Scale/Div 10.0 dB

FULL RB

S Ve T S Sl Spectrum Analyzer 6 + } SCPl Q
Swept SA Swept SA Spurious Emissions

Ref Lvl Offset 18.01 dB
Ref Value 30.00 dBm

R

4All Range Table

Spur Range
Y 7

acm

Measure Trace
Trace Type

RBW

Frequency
1.000 MHZ

StartFreq  Stop Freq
30000 3018118333 GHz

GHZ | 3.0/90 GHz

Amplitude
~29.54 aBM

Marker

Select Marker
Marker 1

Marker Mode

Normal

Delta (A)

Delta Marker
(Reset Delta)
Marker Settings
EEN]
All Markers Off

Couple Markers.
On

Stop 3.740 GHz,

Trace 1
Max Hold (Active)
ALimit
-10.54 0B

3.6790 GHz
3.6800 GHz
3.7000 GHz
3.7010 GHz
3.7100 GHz
3.7200 GHz

3.6800 GHz
3.7000 GHz
3.7010 GHz
3.7100 GHz
3.7200 GHz
3.7400 GHz

200.0 kHz.
200.0 kHz
200.0 kHz.
1.000 MHz
1.000 MHz
1.000 MHz

3.679958333 GHz.
3.6860606667 GHz
3.700030000 GHz
3.701075000 GHz
3.710100000 GHz
3.720200000 GHz

-27.72 dBm
0.775dBm
-29.66 dBm
-29.81 dBm

5.98 dBm
-40.87 dBm

-14.72 dI
-22.23d
-16.66 d
-16.81 di
-10.98 d
-0.871 di

7 Dec 09, 2025
s 10:08:56 PM

g |00
ik Sfes

off

w A
KN

Page No. 52 / 85

Report Format Version: 7.1.0



BUREAU

NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO-Ant 0, Channel Bandwidth: 30 MHz

CH 637668 (3565.02 MHz)

1 RB

Spectrum Analyzer 3
Swept SA

3All Range Graph
Scale/Div 10.0 dB

Ref Lvl Offset 18.01 dB
Ref Value 30.00 dBm

w
‘1
= Udn

Start 3.510 GHz
4All Range Table

Measure Trace
Trace Type

Frequency
3.529966667 GHz
3539233333 GHz
3.548625000 GHz
3.549996667 GHz
3.551150000 GHz
3580423333 GHz
3530183333 GHz.

Range StartFreq  StopFreq

3.5100 GHz  3.5300 GHz
3.5300 GHz 3.5400 GHz
3.5400 GHz 3.5490 GHz
3.5490 GHz 3.5500 GHz
3.5500 GHz_ _3.5800 GHz
3.5800 GHz 3.5810 GHz
35810 GHz = 3 100 GH7.

E’ (ﬂ - 9 Dec 09, 2025

8:47:12 PM

RBW
1.000 MHz
1.000 MHz
1.000 MHz
300.0 kHz.
300.0 kHz.
300.0 kHz.
1000 MHz

Spur
1

Spectrum Analyzer 3
Swept SA

3All Range Graph
Scale/Div 10.0 dB

Ref Lvl Offset 18.01 dB
Ref Value 30.00 dBm

Start 3.510 GHz
4All Range Table

Measure Trace
Trace Type
Frequency

3559711000/ GHZ
3.548805000 GHz
3.549546667 GHz
3.578300000 GHz
3.580026667 GHz
3.581676667 GHz
3.611466667 GHz

RBW

1.000 MHZ
1.000 MHz
300.0 kHz.
300.0 kHz
300.0 kHz.
1.000 MHz
1.000 MHz.

Spur Range  Start Freq
z 2 35500 GHz
3.5400 GHz
3.5490 GHz
3.5500 GHz
3.5800 GHz
3.5810 GHz
3.6100 GHz

o cm?

Stop Freq
520400 GHZ
3.5490 GHz
3.5500 GHz
35800 GHz
3.5810 GHz
3.6100 GHz
3.6200 GHz

Amplitude

Dec 09, 2025
8:50:556 PM

Report No.: RFBCKS-WTW-P25100562-5

Spectrum Analyzer 4 Spectrum Analyzer 5 Spectrum Analyzer 6 + } SCPI Q
Swei SA Swept SA Spurious Emissions

Amplitude
-44.28 dBm
-36.60 dBm
-17.61 dBm
-17.44 dBm
18.60 dBm
-43.97 dBm
-38 04 dBm

Spectrum Analyzer 4 Spectrum Analyzer 5 Spectrum Analyzer 6 + } SCPI Q
Swei SA Swept SA Spurious Emi

‘Select Marker

-42.30 abm
-39.51 dBm
-44.54 dBm
18.24'dBm
-15.60 dBm
-20.09 dBm
-37.60 dBm

Spectrum Analyzer 3

CErey Swept SA

‘Select Marker
Marker 1

3All Range Graph
Scale/Div 10.0 dB

Delta (&)
Off
Delta Marker
(Reset Delta)
Marker S S
Diagram
All Markers Off

Couple Markers
(o}

Stop 3.620 GHz,

4All Range Table
Trace 1
Max Hold (Active)
ALimit
-4.276 d
-11.60 d
-4.608 d
-4.441d
-4.397d
-30.97 d
5 04 IR

R 00 %
15 5

Spur  Range

Off

Marker

Delta (&)
Off
Delta Marker
(Reset Delta)
Marker Settings
Diagram
All Markers Off

Couple Markers
On

Stop 3.620 GHz,

Trace 1
Max Hold (Active)
ALimit
1130 a8
-26.51d
-31.54 d
-4.755d
-2.600 d
-7.090d
-12.60 df

Off

Spectrum Analyzer 4 Spectrum Analyzer 5 Spectrum Analyzer 6 + } SCPI Q
Swei SA Swept SA Spurious Emissions

5 cm?

FULL RB

Marker

‘Select Marker
Marker 1

Ref Lvl Offset 18.01 dB
Ref Value 30.00 dBm

Delta Marker
(Reset Delta)
Diagram

All Markers Off

Couple Markers
On

Stop 3.620 GHz,

Measure Trace
Trace Type

Frequency
3.529966667 GHz
3539416667 GHz
3.548955000 GHz
3.549820000 GHz
3.552350000 GHz
3.580006667 GHz
3 5R1531667 GHz.

Trace 1
Max Hold (Active)
ALimit
-1.532d
-12.43 di
-14.00 d
-13.59 d
-21.84d
-16.32 df
-1539 dR

R 00 %
15 5

RBW
1.000 MHz
1.000 MHz
1.000 MHz
300.0 kHz.
300.0 kHz.
300.0 kHz.
1000 MHz

StartFreq  Stop Freq

3.5100 GHz  3.5300 GHz
3.5300 GHz 3.5400 GHz
3.5400 GHz 3.5490 GHz
3.5490 GHz 3.5500 GHz
3.5500 GHz_ _3.5800 GHz
3.5800 GHz 3.5810 GHz
35810 GHz = 3 100 GH7.

Dec 09, 2025
8:43:35 PM

Amplitude
-41.53 dBm
-37.43 dBm
-27.00 dBm
-26.59 dBm
1.162 dBm
-28.32 dBm
-28 39 dBm

Off

Page No. 53 / 85

Report Format Version: 7.1.0



BUREAU

CH 645666 (3684.99 MHz)

Spectrum Analyzer 3
Swept SA

3All Range Graph
Scale/Div 10.0 dB

Start 3.630 GHz
4All Range Table

Spur Range
1

acm?

Spectrum Analyzer 3
Swept SA

3All Range Graph
Scale/Div 10.0 dB

Start 3.630 GHz
4All Range Table

Spur Range
2 3

S m?

Report No.:

1 RB

Spectrum Analyzer4  |Spectrum Analyzer5  [Seeutul UL L) + } SCPl Q
Swept SA Swept SA Spurious Emissions

Ref Lvl Offset 18.01 dB
Ref Value 30.00 dBm

Measure Trace
Trace Type

StartFreq  StopFreq  RBW Frequency
36300 GHz 3.6400 GHz 1.000 MHz 3.639216667 GHz
3.6400 GHz 3.6690 GHz 1.000 MHz 3.669000000 GHz
36690 GHz 3.6700 GHz _300.0 kHz 3.669945000 GHz
36700 GHz_3.7000 GHz__300.0 kHz _3.671150000 GHz
37000 GHz 3.7010 GHz 3000 kHz 3.700305000 GHz
37010 GHz 3.7100 GHz 1.000 MHz 3.701315000 GHz
37100 GHz 3 7200 GHz 1 000 MH7 3 714800000 GH7

Dec 09, 2025
9:20:38 PM

Amplitude
-37.78 dBm
-20.30 dBm
-16.53 dBm
17.95 dBm
241.71dBm
-37.11 dBm
-40 22 dRm

Spectrum Analyzer 4 |Spectrum Analyzer 5
Swept SA Swept

Ref Lvl Offset 18.01 dB
Ref Value 30.00 dBm

Measure Trace
Trace Type

RBW Frequency
1.U00 MHZ  3.0015500b/ GHZ
300.0 kHz _3.669295000 GHz

Amplitude
~31.81 aBm
41.91dBm

StartFreq  Stop Freq
3.0400 GHZ  3.009U GHZ
36690 GHz 3.6700 GHz

3.6700 GHz
3.7000 GHz
3.7010 GHz
3.7100 GHz
3.7200 GHz

3.7000 GHz
3.7010 GHz
3.7100 GHz
3.7200 GHz
3.7400 GHz

300.0 kHz
300.0 kHz.
1.000 MHz
1.000 MHz
1.000 MHz

3.698850000 GHz
3.700023333 GHz.
3.701195000 GHz
3.710400000 GHz.
3.721966667 GHz

17.83'dBm
-18.30 dBm
-18.41 dBm
-35.09 dBm
-41.27 dBm

Dec 09, 2025
9:17:55 PM

RFBCKS-WTW-P25100562-5

Marker

Select Marker
Marker 1

Marker Mode

Normal
Delta (A)
off
Delta Marker
(Reset Delta)
Marker Settings
EEN]
All Markers Off

Couple Markers.
On

Stop 3.740 GHz,

Trace 1

Max Hold (Active)
ALimit

off

) O3] %
wla Ol [00) xS

Spectrum Analyzer 6
Spurious Emissions

+ } eoH Q Marker
Select Marker
Marker 1

Marker Mode

Normal

Delta (A)

Trace 1
Max Hold (Active)
ALimit
2481 B
-28.91 di off
50704
5.301d
5.413d
-1009d
1.274d

Di
All Markers Off

Couple Markers.
On

Spectrum Analyzer 3

S Ve T S Sl Spectrum Analyzer 6 + } SCPl Q
Swept SA Swept SA Swept SA Spurious Emissions

3All Range Graph
Scale/Div 10.0 dB

4All Range Table

Spur Range
2 3

3.6690 GHz
3.6700 GHz
3.7000 GHz
3.7010 GHz
3.7100 GHz
3.7200 GHz

o m?

Start Freq
30400

Dec 09, 2025
9:22:32 PM

Stop Freq
GHZ  3.009U GHZ
36700 GHz
3.7000 GHz
37010 GHz
37100 GHz 1.000 MHz| 3.701660000 GHz
37200 GHz 1.000 MHz | 3.710733333 GHz
3.7400 GHz 1.000 MHz| 3.722100000 GHz

FULL RB

Ref Lvl Offset 18.01 dB
Ref Value 30.00 dBm

Measure Trace
Trace Type

RBW Frequency
1.U00 MHZ  3.008/58333 GHZ
300.0 kHz 3.669991667 GHz
300.0 kFz 3673600000 GHz
300.0 kHz 3.700125000 GHz

Amplitude
~20.8 aBm
-25.70 dBm
0231 dBm
~27.43dBm
-27.10dBm
-37.58 dBm
40.86 dBm

Marker

Select Marker
Marker 1

Marker Mode

Normal
Delta (A)
off
Delta Marker
(Reset Delta)
Marker Settings
EEN]
All Markers Off

Couple Markers.
On

Stop 3.740 GHz,

Trace 1

Max Hold (Active)
ALimit

off

w A
KN

Page No. 54 / 85

Report Format Version: 7.1.0



NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO-Ant 0, Channel Bandwidth: 40 MHz
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NR n48 SCS 30 kHz (3.55 GHz ~ 3.7 GHz), MIMO-Ant 1, Channel Bandwidth: 30 MHz
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