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Applicant’s name............................... : Netvox Technology Co., Ltd

Address................................................. : No 21, Sec 1 Chung Hua West Road, Tainan, Taiwan

Test specification/ Standard............: 47 CFR Part 1.1307;47 CFR Part 1.1310
KDB447498D01 General RF Exposure Guidance v06

TRF Originator......................................: Shenzhen Most Technology Service Co., Ltd.
Shenzhen Most Technology Service Co., Ltd. All rights reserved.
This publication may be reproduced in whole or in part for non-commercial purposes as long as the
Shenzhen Most Technology Service Co., Ltd. is acknowledged as copyright owner and source of the
material. Shenzhen Most Technology Service Co., Ltd. takes no responsibility for and will not assume
liability for damages resulting from the reader's interpretation of the reproduced material due to its
placement and context.

Test item description........................: Wireless multifunctional sensor

Trade Mark............................................: netvox

Model/Type reference......................... : R900NAB6071525T4O1,R900NAD6071525T4O1

Listed Models ..................................... : R900NAxuyzzzzzzTvWL

Modulation Type.................................. : ASK

Operation Frequency.......................... : 13.56MHz

Hardware Version................................. V0.3

Software Version................................... V1.0

Rating.....................................................:
3.6V battery or Adapter 12V
Battery:50mA or Adapter:1.5A

Result.....................................................: PASS
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T E S T R E P O R T

Equipment under Test : Wireless multifunctional sensor

Model /Type : R900NAB6071525T4O1,R900NAD6071525T4O1

Listed Models R900NAxuyzzzzzzTvWL

Remark Only the model R900NAB6071525T4O1 was tested, Their
electrical circuit design, layout, components used and internal
wiring are identical,the specifications and quantities of external
sensors vary.
Note: “x”（ power supply method）:“D”or “B”

“u”（ CT installation method）:“E”or blank
“y”（ CT count）:“1”, “2”, “3”, “4”, “5”,

or “6”
“zzzzzz”（CT specifications）:“03”, “06”, “07”,

“15”, “25”, “63”, “100”, “300”, or random
combinations of any numbers from 03, 06, 07, 15, 25, 63, 100,
and 300.​

“T”（ NTC function）:“T”
“v”（ NTC count）:“1”, “2”, “3”, or “4”
“w”（ dry node function）:“O”, “I” or blank
“L”（ Light sensing function）:“L”, or blank

Applicant : Netvox Technology Co., Ltd

Address : No 21, Sec 1 Chung Hua West Road, Tainan, Taiwan

Manufacturer : Netvox Technology Co., Ltd. (Xiamen)

Address : No.2, Xin Feng 2 Road, Xiamen Torch Hi-Tech Industrial
Development Zone, Xiamen City,China

Test Result: PASS

The test report merely corresponds to the test sample.
It is not permitted to copy extracts of these test result without the written permission of the test
laboratory.
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1 . R e v i s i o n H i s t o r y

Revision Issue Date Revisions Revised By

00 2025.10.16 Initial Issue Alisa Luo
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2 . S A R E v a l u a t i o n
2.1 RF Exposure Compliance Requirement
2.1.1 Standard Requirement
According to KDB447498D01 General RF Exposure Guidance v06
4.3.1. Standalone SAR test exclusion considerations
Unless specifically required by the published RF exposure KDB procedures, standalone 1-g head or
body and 10-g extremity SAR evaluation for general population exposure conditions, by measurement or
numerical simulation, is not required when the corresponding SAR Exclusion Threshold condition, listed
below, is satisfied.

2.1.2 Limits

For frequencies below 100 MHz, the following may be considered for SAR test exclusion (also

illustrated in Appendix C):33

1) For test separation distances >50 mm and <200 mm, the power threshold at the corresponding

test separation distance at 100 MHz in step b) is multiplied by [1+log(100/f(MHz))]

2) For test separation distances≤50 mm, the power threshold determined by the equation in c) 1)

for 50 mm and 100 MHz is multiplied by ½

3) SAR measurement procedures are not established below 100 MHz.

When SAR test exclusion cannot be applied, a KDB inquiry is required to determine SAR evaluation

requirements for any SAR test results below 100 MHz to be acceptable.34
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2.1.3 EUT RF Exposure

For 13.56MHz wireless:
Field strength=79.5dBuV/m
EIRP =79.5dBuV/m-95.2+6= -9.7dBm

Channel EIRP
Tune up
tolerance
(dBm)

Maximum
tune-up
Power
(dBm)

Maximum
tune-up
Power
(MW)

Limit
(mW) Result

13.56 MHz -9.7dBm ±1 -8.7 0.135 308 Pass

Note: 1) Refer to report MTEB25100090-R for EUT test Max Conducted average Output Power value.

Simultaneous TX(NFC+LORA):

Mode Power Density((mW/cm2)) Conclusion
Result Limit

Simultaneous TX 0.1204 1.0 Pass

Results(NFC+LORA):0.135/308+0.36/3=0.1204

.......................THE END OF REPORT.........................
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