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6. Measurement Data (continued) 

6.8. Public Exposure to Radio Frequency Energy Levels 1.1307 (b)(1) 
 

Center 
Frequency 

(MHz) 

MPE 
Distance 

(cm) 

DUT Output 
Power 
(dBm) 

DUT 
Antenna 

Gain (dBi) 

Power Density  Limit 
(mW/cm2) 

Result 

(mW/cm2) (W/m2) 

  (1) (2) (3) (4) (5)   

806 20.0 27.46 3.00 0.2211720 2.2117200 2.69 Compliant 

811 20.0 26.94 3.00 0.1962141 1.9621407 2.70 Compliant 

816 20.0 24.98 3.00 0.1249482 1.2494824 2.72 Compliant 

806 20.0 27.48 3.00 0.2221929 2.2219288 2.69 Compliant 

811 20.0 26.96 3.00 0.1971198 1.9711975 2.70 Compliant 

816 20.0 24.99 3.00 0.1252363 1.2523628 2.72 Compliant 

806 20.0 27.56 3.00 0.2263238 2.2632376 2.69 Compliant 

811 20.0 27.04 3.00 0.2007845 2.0078448 2.70 Compliant 

816 20.0 25.07 3.00 0.1275646 1.2756459 2.72 Compliant 

806 20.0 27.44 3.00 0.2201558 2.2015581 2.69 Compliant 

811 20.0 27.11 3.00 0.2040470 2.0404697 2.70 Compliant 

816 20.0 25.10 3.00 0.1284488 1.2844883 2.72 Compliant 

851 20.0 26.62 3.00 0.1822763 1.8227627 2.84 Compliant 

856 20.0 27.33 3.00 0.2146496 2.1464963 2.85 Compliant 

861 20.0 27.25 3.00 0.2107318 2.1073183 2.87 Compliant 

851 20.0 26.86 3.00 0.1926328 1.9263276 2.84 Compliant 

856 20.0 27.45 3.00 0.2206633 2.2066332 2.85 Compliant 

861 20.0 27.48 3.00 0.2221929 2.2219288 2.87 Compliant 

851 20.0 26.61 3.00 0.1818571 1.8185705 2.84 Compliant 

856 20.0 27.30 3.00 0.2131720 2.1317199 2.85 Compliant 

861 20.0 27.24 3.00 0.2102472 2.1024716 2.87 Compliant 

851 20.0 26.28 3.00 0.1685505 1.6855054 2.84 Compliant 

856 20.0 27.01 3.00 0.1994023 1.9940229 2.85 Compliant 

861 20.0 26.91 3.00 0.1948633 1.9486334 2.87 Compliant 

 
 

    
 

1. Reference CFR 2.1093(b): For purposes of this section, a portable device is defined 
as a transmitting device designed to be used so that the radiating structure(s) of the 
device is/are within 20 centimeters of the body of the user.  

2. Section 6.1.2 of this test report. Note that the value has been adjusted to include the 
cable insertion loss. 

3. Data supplied by the client for combination of cable loss and antenna gain.  
4. Power density is calculated from field strength measurement and antenna gain. 
5. Reference CFR 1.1310, Table 1: Limits for Maximum Permissible Exposure (MPE), 

Section (A): Limits for Occupational/Controlled Exposure. f/300 where f is in MHz 
 

PD =  
   OP + AG   
 (4 x π x d²) 


