










Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/8

#25_GSM1900_GSM Voice_Right Cheek_Ch810 

DUT: 232306-04  

Communication System: PCS; Frequency: 1909.8 MHz;Duty Cycle: 1:8.3 
Medium: HSL_1900_121008 Medium parameters used: f = 1910 MHz;  = 1.44 mho/m; r = 39.3;  = 1000 

kg/m3  
 

DASY4 Configuration: 
- Probe: ET3DV6 - SN1787; ConvF(5.06, 5.06, 5.06); Calibrated: 2012/5/29 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1279; Calibrated: 2012/5/3 
- Phantom: SAM_Left; Type: SAM; Serial: TP-1150 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch810/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.512 mW/g 
 
Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.33 V/m; Power Drift = 0.005 dB 
Peak SAR (extrapolated) = 0.658 W/kg 
SAR(1 g) = 0.446 mW/g; SAR(10 g) = 0.273 mW/g 
Maximum value of SAR (measured) = 0.476 mW/g 

0 dB = 0.476mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/8

#25_GSM1900_GSM Voice_Right Cheek_Ch810_2D 

DUT: 232306-04  

Communication System: PCS; Frequency: 1909.8 MHz;Duty Cycle: 1:8.3 
Medium: HSL_1900_121008 Medium parameters used: f = 1910 MHz;  = 1.44 mho/m; r = 39.3;  = 1000 

kg/m3  
 

DASY4 Configuration: 
- Probe: ET3DV6 - SN1787; ConvF(5.06, 5.06, 5.06); Calibrated: 2012/5/29 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1279; Calibrated: 2012/5/3 
- Phantom: SAM_Left; Type: SAM; Serial: TP-1150 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch810/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.512 mW/g 
 
Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.33 V/m; Power Drift = 0.005 dB 
Peak SAR (extrapolated) = 0.658 W/kg 
SAR(1 g) = 0.446 mW/g; SAR(10 g) = 0.273 mW/g 
Maximum value of SAR (measured) = 0.476 mW/g 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/8

#26_GSM1900_GSM Voice_Right Tilted_Ch810 

DUT: 232306-04  

Communication System: PCS; Frequency: 1909.8 MHz;Duty Cycle: 1:8.3 
Medium: HSL_1900_121008 Medium parameters used: f = 1910 MHz;  = 1.44 mho/m; r = 39.3;  = 1000 

kg/m3  
 

DASY4 Configuration: 
- Probe: ET3DV6 - SN1787; ConvF(5.06, 5.06, 5.06); Calibrated: 2012/5/29 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1279; Calibrated: 2012/5/3 
- Phantom: SAM_Left; Type: SAM; Serial: TP-1150 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch810/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.239 mW/g 
 
Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 10.6 V/m; Power Drift = -0.144 dB 
Peak SAR (extrapolated) = 0.264 W/kg 
SAR(1 g) = 0.186 mW/g; SAR(10 g) = 0.122 mW/g 
Maximum value of SAR (measured) = 0.199 mW/g 

0 dB = 0.199mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/8

#27_GSM1900_GSM Voice_Left Cheek_Ch810 

DUT: 232306-04  

Communication System: PCS; Frequency: 1909.8 MHz;Duty Cycle: 1:8.3 
Medium: HSL_1900_121008 Medium parameters used: f = 1910 MHz;  = 1.44 mho/m; r = 39.3;  = 1000 

kg/m3  
 

DASY4 Configuration: 
- Probe: ET3DV6 - SN1787; ConvF(5.06, 5.06, 5.06); Calibrated: 2012/5/29 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1279; Calibrated: 2012/5/3 
- Phantom: SAM_Left; Type: SAM; Serial: TP-1150 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch810/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.217 mW/g 
 
Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 6.93 V/m; Power Drift = 0.037 dB 
Peak SAR (extrapolated) = 0.340 W/kg 
SAR(1 g) = 0.233 mW/g; SAR(10 g) = 0.146 mW/g 
Maximum value of SAR (measured) = 0.254 mW/g 
 
Ch810/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 6.93 V/m; Power Drift = 0.037 dB 
Peak SAR (extrapolated) = 0.280 W/kg 
SAR(1 g) = 0.199 mW/g; SAR(10 g) = 0.127 mW/g 
Maximum value of SAR (measured) = 0.212 mW/g 

0 dB = 0.212mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/8

#28_GSM1900_GSM Voice_Left Tilted_Ch810 

DUT: 232306-04  

Communication System: PCS; Frequency: 1909.8 MHz;Duty Cycle: 1:8.3 
Medium: HSL_1900_121008 Medium parameters used: f = 1910 MHz;  = 1.44 mho/m; r = 39.3;  = 1000 

kg/m3  
 

DASY4 Configuration: 
- Probe: ET3DV6 - SN1787; ConvF(5.06, 5.06, 5.06); Calibrated: 2012/5/29 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1279; Calibrated: 2012/5/3 
- Phantom: SAM_Left; Type: SAM; Serial: TP-1150 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch810/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.261 mW/g 
 
Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 12.2 V/m; Power Drift = -0.108 dB 
Peak SAR (extrapolated) = 0.337 W/kg 
SAR(1 g) = 0.227 mW/g; SAR(10 g) = 0.136 mW/g 
Maximum value of SAR (measured) = 0.250 mW/g 

0 dB = 0.250mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/9 

#33_WCDMA V_RMC12.2K_Right Cheek_Ch4132 

DUT: 232306-04  

Communication System: WCDMA; Frequency: 826.4 MHz;Duty Cycle: 1:1 
Medium: HSL_850_121009 Medium parameters used: f = 826.4 MHz;  = 0.885 mho/m; r = 41.8;  = 1000 

kg/m3  
 

DASY4 Configuration: 
- Probe: ET3DV6 - SN1787; ConvF(6.12, 6.12, 6.12); Calibrated: 2012/5/29 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1279; Calibrated: 2012/5/3 
- Phantom: SAM_Left; Type: SAM; Serial: TP-1150 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch4132/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.547 mW/g 
 
Ch4132/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 8.91 V/m; Power Drift = -0.072 dB 
Peak SAR (extrapolated) = 0.622 W/kg 
SAR(1 g) = 0.513 mW/g; SAR(10 g) = 0.395 mW/g 
Maximum value of SAR (measured) = 0.543 mW/g 

0 dB = 0.543mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/9

#41_WCDMA V_RMC12.2K_Right Cheek_Ch4182 

DUT: 232306-04  

Communication System: WCDMA; Frequency: 836.4 MHz;Duty Cycle: 1:1 
Medium: HSL_850_121009 Medium parameters used: f = 836.4 MHz;  = 0.895 mho/m; r = 41.7;  = 1000 

kg/m3  
 

DASY4 Configuration: 
- Probe: ET3DV6 - SN1787; ConvF(6.12, 6.12, 6.12); Calibrated: 2012/5/29 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1279; Calibrated: 2012/5/3 
- Phantom: SAM_Left; Type: SAM; Serial: TP-1150 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch4182/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.686 mW/g 
 
Ch4182/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 10.5 V/m; Power Drift = -0.130 dB 
Peak SAR (extrapolated) = 0.743 W/kg 
SAR(1 g) = 0.610 mW/g; SAR(10 g) = 0.469 mW/g 
Maximum value of SAR (measured) = 0.644 mW/g 

0 dB = 0.644mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/9

#42_WCDMA V_RMC12.2K_Right Cheek_Ch4233 

DUT: 232306-04  

Communication System: WCDMA; Frequency: 846.6 MHz;Duty Cycle: 1:1 
Medium: HSL_850_121009 Medium parameters used: f = 847 MHz;  = 0.906 mho/m; r = 41.5;  = 1000 

kg/m3  
 

DASY4 Configuration: 
- Probe: ET3DV6 - SN1787; ConvF(6.12, 6.12, 6.12); Calibrated: 2012/5/29 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1279; Calibrated: 2012/5/3 
- Phantom: SAM_Left; Type: SAM; Serial: TP-1150 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch4233/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.761 mW/g 
 
Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 10.4 V/m; Power Drift = -0.109 dB 
Peak SAR (extrapolated) = 0.850 W/kg 
SAR(1 g) = 0.695 mW/g; SAR(10 g) = 0.534 mW/g 
Maximum value of SAR (measured) = 0.736 mW/g 

0 dB = 0.736mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/9

#42_WCDMA V_RMC12.2K_Right Cheek_Ch4233_2D 

DUT: 232306-04  

Communication System: WCDMA; Frequency: 846.6 MHz;Duty Cycle: 1:1 
Medium: HSL_850_121009 Medium parameters used: f = 847 MHz;  = 0.906 mho/m; r = 41.5;  = 1000 

kg/m3  
 

DASY4 Configuration: 
- Probe: ET3DV6 - SN1787; ConvF(6.12, 6.12, 6.12); Calibrated: 2012/5/29 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1279; Calibrated: 2012/5/3 
- Phantom: SAM_Left; Type: SAM; Serial: TP-1150 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch4233/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.761 mW/g 
 
Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 10.4 V/m; Power Drift = -0.109 dB 
Peak SAR (extrapolated) = 0.850 W/kg 
SAR(1 g) = 0.695 mW/g; SAR(10 g) = 0.534 mW/g 
Maximum value of SAR (measured) = 0.736 mW/g 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2012/11/1

#86_WCDMA V_RMC12.2K_Right Tilted_Ch4132

DUT: 232306-04 

Communication System: WCDMA; Frequency: 826.4 MHz;Duty Cycle: 1:1
Medium: HSL_850_121101 Medium parameters used : f = 826.4 MHz; ů = 0.898 mho/m; Ůr = 43.073; ɟ 

= 1000 kg/m3

ƀƬơƨƤƭƳşƓƤƬƯƤƱƠƳƴƱƤ űűŭŴşʕź şƋƨưƴƨƣşƓƤƬƯƤƱƠƳƴƱƤ űŰŭŴşʕ

DASY5 Configuration:
- Probe: ET3DV6 - SN1787; ConvF(6.12, 6.12, 6.12); Calibrated: 2012/5/29; 
- Sensor-Surface: 4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2012/6/6
- Phantom: SAM RIGHT; Type: SAM; Serial: 1719
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469) 

Ch4132/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 0.374 mW/g

Ch4132/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.673 V/m; Power Drift = -0.147 dB
Peak SAR (extrapolated) = 0.408 mW/g
SAR(1 g) = 0.354 mW/g; SAR(10 g) = 0.275 mW/g
Maximum value of SAR (measured) = 0.374 mW/g

0 dB = 0.374 mW/g = -8.54 dB mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2012/11/1

#87_WCDMA V_RMC12.2K_Left Cheek_Ch4132

DUT: 232306-04 

Communication System: WCDMA; Frequency: 826.4 MHz;Duty Cycle: 1:1
Medium: HSL_850_121101 Medium parameters used : f = 826.4 MHz; ů = 0.898 mho/m; Ůr = 43.073; ɟ 

= 1000 kg/m3

ƀƬơƨƤƭƳşƓƤƬƯƤƱƠƳƴƱƤ űűŭŴşʕź şƋƨưƴƨƣşƓƤƬƯƤƱƠƳƴƱƤ űŰŭŴşʕ

DASY5 Configuration:
- Probe: ET3DV6 - SN1787; ConvF(6.12, 6.12, 6.12); Calibrated: 2012/5/29; 
- Sensor-Surface: 4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2012/6/6
- Phantom: SAM RIGHT; Type: SAM; Serial: 1719
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469) 

Ch4132/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 0.597 mW/g

Ch4132/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.665 V/m; Power Drift = 0.125 dB
Peak SAR (extrapolated) = 0.689 mW/g
SAR(1 g) = 0.585 mW/g; SAR(10 g) = 0.451 mW/g
Maximum value of SAR (measured) = 0.622 mW/g

0 dB = 0.622 mW/g = -4.12 dB mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2012/11/1

#88_WCDMA V_RMC12.2K_Left Tilted_Ch4132

DUT: 232306-04 

Communication System: WCDMA; Frequency: 826.4 MHz;Duty Cycle: 1:1
Medium: HSL_850_121101 Medium parameters used : f = 826.4 MHz; ů = 0.898 mho/m; Ůr = 43.073; ɟ 

= 1000 kg/m3

ƀƬơƨƤƭƳşƓƤƬƯƤƱƠƳƴƱƤ űűŭŴşʕź şƋƨưƴƨƣşƓƤƬƯƤƱƠƳƴƱƤ űŰŭŴşʕ

DASY5 Configuration:
- Probe: ET3DV6 - SN1787; ConvF(6.12, 6.12, 6.12); Calibrated: 2012/5/29; 
- Sensor-Surface: 4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2012/6/6
- Phantom: SAM RIGHT; Type: SAM; Serial: 1719
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469) 

Ch4132/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 0.346 mW/g

Ch4132/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 12.492 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 0.373 mW/g
SAR(1 g) = 0.326 mW/g; SAR(10 g) = 0.256 mW/g
Maximum value of SAR (measured) = 0.342 mW/g

0 dB = 0.342 mW/g = -9.32 dB mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2012/11/1

#89_WCDMA II_RMC12.2K_Right Cheek_Ch9262

DUT: 232306-04 

Communication System: WCDMA; Frequency: 1852.4 MHz;Duty Cycle: 1:1
Medium: HSL_1900_1211101 Medium parameters used : f = 1852.4 MHz; ů = 1.387 mho/m; Ůr = 

39.559; ɟ = 1000 kg/m3

ƀƬơƨƤƭƳşƓƤƬƯƤƱƠƳƴƱƤ űűŭŴşʕź şƋƨưƴƨƣşƓƤƬƯƤƱƠƳƴƱƤ űŰŭŴşʕ

DASY5 Configuration:
- Probe: ET3DV6 - SN1787; ConvF(5.06, 5.06, 5.06); Calibrated: 2012/5/29; 
- Sensor-Surface: 4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2012/6/6
- Phantom: SAM LEFT; Type: QD000P40CD; Serial: TP:1718
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469) 

Ch9262/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 1.14 mW/g

Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.424 V/m; Power Drift = -0.182 dB
Peak SAR (extrapolated) = 1.428 mW/g
SAR(1 g) = 0.982 mW/g; SAR(10 g) = 0.605 mW/g
Maximum value of SAR (measured) = 1.06 mW/g

0 dB = 1.06 mW/g = 0.51 dB mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2012/11/1

#89_WCDMA II_RMC12.2K_Right Cheek_Ch9262_2D

DUT: 232306-04 

Communication System: WCDMA; Frequency: 1852.4 MHz;Duty Cycle: 1:1
Medium: HSL_1900_1211101 Medium parameters used : f = 1852.4 MHz; ů = 1.387 mho/m; Ůr = 

39.559; ɟ = 1000 kg/m3

ƀƬơƨƤƭƳşƓƤƬƯƤƱƠƳƴƱƤ űűŭŴşʕź şƋƨưƴƨƣşƓƤƬƯƤƱƠƳƴƱƤ űŰŭŴşʕ

DASY5 Configuration:
- Probe: ET3DV6 - SN1787; ConvF(5.06, 5.06, 5.06); Calibrated: 2012/5/29; 
- Sensor-Surface: 4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2012/6/6
- Phantom: SAM LEFT; Type: QD000P40CD; Serial: TP:1718
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469) 

Ch9262/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 1.14 mW/g

Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.424 V/m; Power Drift = -0.182 dB
Peak SAR (extrapolated) = 1.428 mW/g
SAR(1 g) = 0.982 mW/g; SAR(10 g) = 0.605 mW/g
Maximum value of SAR (measured) = 1.06 mW/g





Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2012/11/1

#93_WCDMA II_RMC12.2K_Right Cheek_Ch9538

DUT: 232306-04 

Communication System: WCDMA; Frequency: 1907.6 MHz;Duty Cycle: 1:1
Medium: HSL_1900_1211101 Medium parameters used: f = 1908 MHz; ů = 1.44 mho/m; Ůr = 39.294; ɟ 

= 1000 kg/m3

ƀƬơƨƤƭƳşƓƤƬƯƤƱƠƳƴƱƤ űűŭŴşʕź şƋƨưƴƨƣşƓƤƬƯƤƱƠƳƴƱƤ űŰŭŴşʕ

DASY5 Configuration:
- Probe: ET3DV6 - SN1787; ConvF(5.06, 5.06, 5.06); Calibrated: 2012/5/29; 
- Sensor-Surface: 4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2012/6/6
- Phantom: SAM LEFT; Type: QD000P40CD; Serial: TP:1718
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469) 

Ch9538/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 0.879 mW/g

Ch9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.411 V/m; Power Drift = -0.124 dB
Peak SAR (extrapolated) = 1.143 mW/g
SAR(1 g) = 0.782 mW/g; SAR(10 g) = 0.473 mW/g
Maximum value of SAR (measured) = 0.858 mW/g

0 dB = 0.858 mW/g = -1.33 dB mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2012/11/1

#90_WCDMA II_RMC12.2K_Right Tilted_Ch9262

DUT: 232306-04 

Communication System: WCDMA; Frequency: 1852.4 MHz;Duty Cycle: 1:1
Medium: HSL_1900_1211101 Medium parameters used : f = 1852.4 MHz; ů = 1.387 mho/m; Ůr = 

39.559; ɟ = 1000 kg/m3

ƀƬơƨƤƭƳşƓƤƬƯƤƱƠƳƴƱƤ űűŭŴşʕź şƋƨưƴƨƣşƓƤƬƯƤƱƠƳƴƱƤ űŰŭŴşʕ

DASY5 Configuration:
- Probe: ET3DV6 - SN1787; ConvF(5.06, 5.06, 5.06); Calibrated: 2012/5/29; 
- Sensor-Surface: 4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2012/6/6
- Phantom: SAM LEFT; Type: QD000P40CD; Serial: TP:1718
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469) 

Ch9262/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 0.458 mW/g

Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.651 V/m; Power Drift = -0.134 dB
Peak SAR (extrapolated) = 0.496 mW/g
SAR(1 g) = 0.371 mW/g; SAR(10 g) = 0.247 mW/g
Maximum value of SAR (measured) = 0.392 mW/g

0 dB = 0.392 mW/g = -8.13 dB mW/g





Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2012/11/1

#91_WCDMA II_RMC12.2K_Left Tilted_Ch9262

DUT: 232306-04 

Communication System: WCDMA; Frequency: 1852.4 MHz;Duty Cycle: 1:1
Medium: HSL_1900_1211101 Medium parameters used : f = 1852.4 MHz; ů = 1.387 mho/m; Ůr = 

39.559; ɟ = 1000 kg/m3

ƀƬơƨƤƭƳşƓƤƬƯƤƱƠƳƴƱƤ űűŭŴşʕź şƋƨưƴƨƣşƓƤƬƯƤƱƠƳƴƱƤ űŰŭŴşʕ

DASY5 Configuration:
- Probe: ET3DV6 - SN1787; ConvF(5.06, 5.06, 5.06); Calibrated: 2012/5/29; 
- Sensor-Surface: 4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2012/6/6
- Phantom: SAM LEFT; Type: QD000P40CD; Serial: TP:1718
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469) 

Ch9262/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 0.442 mW/g

Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 13.220 V/m; Power Drift = -0.142 dB
Peak SAR (extrapolated) = 0.500 mW/g
SAR(1 g) = 0.364 mW/g; SAR(10 g) = 0.229 mW/g
Maximum value of SAR (measured) = 0.389 mW/g

0 dB = 0.389 mW/g = -8.20 dB mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/5

#08_WLAN2.4G_802.11b_Right Cheek_Ch1 

DUT: 232306-04  

Communication System: 802.11b ; Frequency: 2412 MHz;Duty Cycle: 1:1 
Medium: HSL_2450_121005 Medium parameters used: f = 2412 MHz;  = 1.8 mho/m; r = 39.5;  = 1000 

kg/m3  
 

DASY4 Configuration: 
- Probe: ES3DV3 - SN3305; ConvF(4.55, 4.55, 4.55); Calibrated: 2012/9/12 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1338; Calibrated: 2012/6/12 
- Phantom: SAM_Right; Type: SAM; Serial: TP-1303 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch1/Area Scan (61x101x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (interpolated) = 0.440 mW/g 
 
Ch1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 14.8 V/m; Power Drift = 0.108 dB 
Peak SAR (extrapolated) = 0.738 W/kg 
SAR(1 g) = 0.388 mW/g; SAR(10 g) = 0.212 mW/g 
Maximum value of SAR (measured) = 0.421 mW/g 

0 dB = 0.421mW/g









Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/5

#11_WLAN2.4G_802.11b_Left Tilted_Ch1 

DUT: 232306-04  

Communication System: 802.11b ; Frequency: 2412 MHz;Duty Cycle: 1:1 
Medium: HSL_2450_121005 Medium parameters used: f = 2412 MHz;  = 1.8 mho/m; r = 39.5;  = 1000 

kg/m3  
 

DASY4 Configuration: 
- Probe: ES3DV3 - SN3305; ConvF(4.55, 4.55, 4.55); Calibrated: 2012/9/12 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1338; Calibrated: 2012/6/12 
- Phantom: SAM_Right; Type: SAM; Serial: TP-1303 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch1/Area Scan (61x101x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (interpolated) = 0.564 mW/g 
 
Ch1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 14.0 V/m; Power Drift = 0.014 dB 
Peak SAR (extrapolated) = 1.17 W/kg 
SAR(1 g) = 0.504 mW/g; SAR(10 g) = 0.238 mW/g 
Maximum value of SAR (measured) = 0.552 mW/g 

0 dB = 0.552mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/11

#70_WLAN5G_802.11a_Right Cheek_Ch44

DUT: 232306-04 

Communication System: 802.11a; Frequency: 5220 MHz;Duty Cycle: 1:1
Medium: HSL_5G_121011 Medium parameters used : f = 5220 MHz; ů = 4.827 mho/m; Ůr = 35.44; ɟ = 

1000 kg/m3

ƀƬơƨƤƭƳşƓƤƬƯƤƱƠƳƴƱƤ űűŭŶşʕź şƋƨưƴƨƣşƓƤƬƯƤƱƠƳƴƱƤ űŰŭŶşʕ

DASY5 Configuration:
- Probe: EX3DV4 - SN3578; ConvF(4.55, 4.55, 4.55); Calibrated: 2012/6/21; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2012/8/27
- Phantom: SAM Right; Type: QD000P40CD; Serial: TP:1644
- Measurement SW: DASY52, Version 52.8 (2); SEMCAD X Version 14.6.6 (6824) 

Ch44/Area Scan (101x161x1): Measurement grid: dx=10 mm, dy=10 mm
Maximum value of SAR (interpolated) = 0.273 W/kg

Ch44/Zoom Scan (8x8x10)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm
Reference Value = 1.648 V/m; Power Drift = 0.149 dB
Peak SAR (extrapolated) = 0.610 mW/g
SAR(1 g) = 0.209 mW/g; SAR(10 g) = 0.071 mW/g
Maximum value of SAR (measured) = 0.377 W/kg

0 dB = 0.377 W/kg = -8.47 dB W/kg











Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/11

#74_WLAN5G_802.11a_Right Cheek_Ch60

DUT: 232306-04 

Communication System: 802.11a; Frequency: 5300 MHz;Duty Cycle: 1:1
Medium: HSL_5G_121011 Medium parameters used: f = 5300 MHz; ů = 4.91 mho/m; Ůr = 35.337; ɟ = 

1000 kg/m3

ƀƬơƨƤƭƳşƓƤƬƯƤƱƠƳƴƱƤ űűŭŶşʕź şƋƨưƴƨƣşƓƤƬƯƤƱƠƳƴƱƤ űŰŭŶşʕ

DASY5 Configuration:
- Probe: EX3DV4 - SN3578; ConvF(4.39, 4.39, 4.39); Calibrated: 2012/6/21; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2012/8/27
- Phantom: SAM Right; Type: QD000P40CD; Serial: TP:1644
- Measurement SW: DASY52, Version 52.8 (2); SEMCAD X Version 14.6.6 (6824) 

Ch60/Area Scan (101x161x1): Measurement grid: dx=10 mm, dy=10 mm
Maximum value of SAR (interpolated) = 0.294 W/kg

Ch60/Zoom Scan (8x8x10)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm
Reference Value = 1.662 V/m; Power Drift = 0.17 dB
Peak SAR (extrapolated) = 0.879 mW/g
SAR(1 g) = 0.235 mW/g; SAR(10 g) = 0.077 mW/g
Maximum value of SAR (measured) = 0.429 W/kg

0 dB = 0.429 W/kg = -7.35 dB W/kg











Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/11

#78_WLAN5G_802.11a_Right Cheek_Ch108

DUT: 232306-04 

Communication System: 802.11a; Frequency: 5540 MHz;Duty Cycle: 1:1
Medium: HSL_5G_121011 Medium parameters used: f = 5540 MHz; ů = 5.154 mho/m; Ůr = 34.86; ɟ = 

1000 kg/m3

ƀƬơƨƤƭƳşƓƤƬƯƤƱƠƳƴƱƤ űűŭŶşʕź şƋƨưƴƨƣşƓƤƬƯƤƱƠƳƴƱƤ űŰŭŶşʕ

DASY5 Configuration:
- Probe: EX3DV4 - SN3578; ConvF(4.07, 4.07, 4.07); Calibrated: 2012/6/21; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2012/8/27
- Phantom: SAM Right; Type: QD000P40CD; Serial: TP:1644
- Measurement SW: DASY52, Version 52.8 (2); SEMCAD X Version 14.6.6 (6824) 

Ch108/Area Scan (101x161x1): Measurement grid: dx=10 mm, dy=10 mm
Maximum value of SAR (interpolated) = 0.182 W/kg

Ch108/Zoom Scan (8x8x10)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm
Reference Value = 2.757 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 0.336 mW/g
SAR(1 g) = 0.114 mW/g; SAR(10 g) = 0.037 mW/g
Maximum value of SAR (measured) = 0.211 W/kg

0 dB = 0.211 W/kg = -13.51 dB W/kg











Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/11

#82_WLAN5G_802.11a_Right Cheek_Ch149

DUT: 232306-04 

Communication System: 802.11a; Frequency: 5745 MHz;Duty Cycle: 1:1
Medium: HSL_5G_121011 Medium parameters used: f = 5745 MHz; ů = 5.369 mho/m; Ůr = 34.496; ɟ = 

1000 kg/m3

ƀƬơƨƤƭƳşƓƤƬƯƤƱƠƳƴƱƤ űűŭŶşʕź şƋƨưƴƨƣşƓƤƬƯƤƱƠƳƴƱƤ űŰŭŶşʕ

DASY5 Configuration:
- Probe: EX3DV4 - SN3578; ConvF(3.72, 3.72, 3.72); Calibrated: 2012/6/21; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2012/8/27
- Phantom: SAM Right; Type: QD000P40CD; Serial: TP:1644
- Measurement SW: DASY52, Version 52.8 (2); SEMCAD X Version 14.6.6 (6824) 

Ch149/Area Scan (101x161x1): Measurement grid: dx=10 mm, dy=10 mm
Maximum value of SAR (interpolated) = 0.0185 W/kg

Ch149/Zoom Scan (8x8x10)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm
Reference Value = 0 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.149 mW/g
SAR(1 g) = 0.012 mW/g; SAR(10 g) = 0.00352 mW/g
Maximum value of SAR (measured) = 0.0263 W/kg

0 dB = 0.0263 W/kg = -31.60 dB W/kg











Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/9

#34_GSM850_GPRS (2 Tx slots)_Front_1cm_Ch251 

DUT: 232306-04  

Communication System: GSM850; Frequency: 848.8 MHz;Duty Cycle: 1:4 
Medium: MSL_850_121009 Medium parameters used: f = 849 MHz;  = 0.975 mho/m; r = 54.4;  = 1000 

kg/m3  
 

DASY4 Configuration: 
- Probe: ET3DV6 - SN1787; ConvF(6.08, 6.08, 6.08); Calibrated: 2012/5/29 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1279; Calibrated: 2012/5/3 
- Phantom: SAM_Right; Type: SAM; Serial: TP-1303 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch251/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.706 mW/g 
 
Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 27.7 V/m; Power Drift = -0.004 dB 
Peak SAR (extrapolated) = 2.16 W/kg 
SAR(1 g) = 0.663 mW/g; SAR(10 g) = 0.450 mW/g 
Maximum value of SAR (measured) = 0.708 mW/g 

0 dB = 0.708mW/g





















Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/8

#18_GSM1900_GPRS (2 Tx slots)_Front_1cm_Ch810 

DUT: 232306-04  

Communication System: PCS 1900; Frequency: 1909.8 MHz;Duty Cycle: 1:4 
Medium: MSL_1900_121008 Medium parameters used: f = 1910 MHz;  = 1.54 mho/m; r = 52.8;  = 1000 

kg/m3  
ų ų  

DASY4 Configuration: 
- Probe: ET3DV6 - SN1787; ConvF(4.58, 4.58, 4.58); Calibrated: 2012/5/29 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1279; Calibrated: 2012/5/3 
- Phantom: SAM_Right; Type: SAM; Serial: TP-1303 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch810/Area Scan (51x91x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.389 mW/g 
 
Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 6.15 V/m; Power Drift = 0.069 dB 
Peak SAR (extrapolated) = 0.760 W/kg 
SAR(1 g) = 0.330 mW/g; SAR(10 g) = 0.209 mW/g 
Maximum value of SAR (measured) = 0.347 mW/g 

0 dB = 0.347mW/g





















Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/11/2

#102_WCDMA V_RMC12.2K_Front_1cm_Ch4132 

DUT: 232306-04  

Communication System: WCDMA; Frequency: 826.4 MHz;Duty Cycle: 1:1 
Medium: MSL_850_121102 Medium parameters used: f = 826.4 MHz;  = 0.955 mho/m; r = 54.6;  = 1000 

kg/m3  
 

DASY4 Configuration: 
- Probe: ES3DV3 - SN3270; ConvF(6.16, 6.16, 6.16); Calibrated: 2012/9/28 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn495; Calibrated: 2012/4/23 
- Phantom: SAM_Right; Type: SAM; Serial: TP-1303 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch4132/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.567 mW/g 
 
Ch4132/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 24.3 V/m; Power Drift = 0.162 dB 
Peak SAR (extrapolated) = 0.652 W/kg 
SAR(1 g) = 0.546 mW/g; SAR(10 g) = 0.428 mW/g 
Maximum value of SAR (measured) = 0.567 mW/g 

0 dB = 0.567mW/g





















Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/11/2 

#94_WCDMA II_RMC12.2K_Front_1cm_Ch9262 

DUT: 232306-04  

Communication System: WCDMA; Frequency: 1852.4 MHz;Duty Cycle: 1:1 
Medium: MSL_1900_121102 Medium parameters used : f = 1852.4 MHz;  = 1.48 mho/m; r = 53.8;  = 1000 

kg/m3  
 

DASY4 Configuration: 
- Probe: ES3DV3 - SN3270; ConvF(4.67, 4.67, 4.67); Calibrated: 2012/9/28 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn495; Calibrated: 2012/4/23 
- Phantom: SAM_Right; Type: SAM; Serial: TP-1303 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch9262/Area Scan (51x81x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.631 mW/g 
 
Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 9.68 V/m; Power Drift = -0.085 dB 
Peak SAR (extrapolated) = 0.925 W/kg 
SAR(1 g) = 0.592 mW/g; SAR(10 g) = 0.376 mW/g 
Maximum value of SAR (measured) = 0.626 mW/g 
 
Ch9262/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 9.68 V/m; Power Drift = -0.085 dB 
Peak SAR (extrapolated) = 0.550 W/kg 
SAR(1 g) = 0.372 mW/g; SAR(10 g) = 0.250 mW/g 
Maximum value of SAR (measured) = 0.397 mW/g 

0 dB = 0.397mW/g

































Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2012/10/5

#01_WLAN2.4G_802.11b_Front_1cm_Ch1

DUT: 232306-04 

Communication System: 802.11b; Frequency: 2412 MHz;Duty Cycle: 1:1
Medium: MSL_2450_121005 Medium parameters used: f = 2412 MHz; ů = 1.915 mho/m; Ůr = 52.896; ɟ 

= 1000 kg/m3

ƀƬơƨƤƭƳşƓƤƬƯƤƱƠƳƴƱƤ űűŭŶşʕź şƋƨưƴƨƣşƓƤƬƯƤƱƠƳƴƱƤ űŰŭŶşʕ

DASY5 Configuration:
- Probe: EX3DV4 - SN3578; ConvF(6.43, 6.43, 6.43); Calibrated: 2012/6/21; 
- Sensor-Surface: 4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2012/8/27
- Phantom: SAM Left; Type: QD000P40CD; Serial: TP:1542
- Measurement SW: DASY52, Version 52.8 (2); SEMCAD X Version 14.6.6 (6824) 

Ch2412/Area Scan (51x81x1): Measurement grid: dx=20 mm, dy=20 mm
Maximum value of SAR (interpolated) = 0.127 W/kg

Ch2412/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.026 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.244 mW/g
SAR(1 g) = 0.124 mW/g; SAR(10 g) = 0.066 mW/g
Maximum value of SAR (measured) = 0.132 W/kg

Ch2412/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.026 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.187 mW/g
SAR(1 g) = 0.106 mW/g; SAR(10 g) = 0.063 mW/g
Maximum value of SAR (measured) = 0.114 W/kg

0 dB = 0.114 W/kg = -18.86 dB W/kg





















Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                     Date: 2012/10/12  

#46_WLAN5G_802.11a_Front_1cm_Ch44 

DUT: 232306-04  

Communication System: 802.11a; Frequency: 5220 MHz;Duty Cycle: 1:1 
Medium: MSL_5G_121012 Medium parameters used: f = 5220 MHz;  = 5.32 mho/m; r = 48.7;  

= 1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3697; ConvF(4.29, 4.29, 4.29); Calibrated: 2012/9/28 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1279; Calibrated: 2012/5/3 
- Phantom: SAM-Back; Type: QD 000 P40 C; Serial: TP-1383 
- Software: DASY5 Version; SEMCAD X Version 13.4 Build 45 

 
Ch44/Area Scan (121x161x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 0.207 mW/g 
 
Ch44/Zoom Scan (8x8x10)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 
Reference Value = 0 V/m; Power Drift = 0 dB 
Peak SAR (extrapolated) = 0.348 W/kg 
SAR(1 g) = 0.105 mW/g; SAR(10 g) = 0.038 mW/g 
Maximum value of SAR (measured) = 0.200 mW/g


















































































	GSM850_H
	#29_GSM850_GSM Voice_Right Cheek_Ch251
	#30_GSM850_GSM Voice_Right Tilted_Ch251
	#31_GSM850_GSM Voice_Left Cheek_Ch251
	#31_GSM850_GSM Voice_Left Cheek_Ch251_2D
	#32_GSM850_GSM Voice_Left Tilted_Ch251

	GSM1900_H_Ken
	#25_GSM1900_GSM Voice_Right Cheek_Ch810
	#25_GSM1900_GSM Voice_Right Cheek_Ch810_2D
	#26_GSM1900_GSM Voice_Right Tilted_Ch810
	#27_GSM1900_GSM Voice_Left Cheek_Ch810
	#28_GSM1900_GSM Voice_Left Tilted_Ch810

	WCDMA V_H
	#33_WCDMA V_RMC12.2K_Right Cheek_Ch4132
	#41_WCDMA V_RMC12.2K_Right Cheek_Ch4182
	#42_WCDMA V_RMC12.2K_Right Cheek_Ch4233
	#42_WCDMA V_RMC12.2K_Right Cheek_Ch4233_2D
	#86_WCDMA V_RMC12.2K_Right Tilted_Ch4132
	#87_WCDMA V_RMC12.2K_Left Cheek_Ch4132
	#88_WCDMA V_RMC12.2K_Left Tilted_Ch4132

	WCDMA II_H_Angelo
	#89_WCDMA II_RMC12.2K_Right Cheek_Ch9262
	#89_WCDMA II_RMC12.2K_Right Cheek_Ch9262_2D
	#92_WCDMA II_RMC12.2K_Right Cheek_Ch9400
	#93_WCDMA II_RMC12.2K_Right Cheek_Ch9538
	#90_WCDMA II_RMC12.2K_Right Tilted_Ch9262
	#12_WCDMA II_RMC12.2K_Left Cheek_Ch9262
	#91_WCDMA II_RMC12.2K_Left Tilted_Ch9262

	WLAN2.4G_H
	#08_WLAN2.4G_802.11b_Right Cheek_Ch1
	#09_WLAN2.4G_802.11b_Right Tilted_Ch1
	#10_WLAN2.4G_802.11b_Left Cheek_Ch1
	#10_WLAN2.4G_802.11b_Left Cheek_Ch1_2D
	#11_WLAN2.4G_802.11b_Left Tilted_Ch1

	WLAN5G_Head_Band I(San)
	#70_WLAN5G_802.11a_Right Cheek_Ch44
	#71_WLAN5G_802.11a_Right Tilted_Ch44
	#72_WLAN5G_802.11a_Left Cheek_Ch44
	#72_WLAN5G_802.11a_Left Cheek_Ch44_2D
	#73_WLAN5G_802.11a_Left Tilted_Ch44

	WLAN5G_Head_Band II(San)
	#74_WLAN5G_802.11a_Right Cheek_Ch60
	#75_WLAN5G_802.11a_Right Tilted_Ch60
	#76_WLAN5G_802.11a_Left Cheek_Ch60
	#76_WLAN5G_802.11a_Left Cheek_Ch60_2D
	#77_WLAN5G_802.11a_Left Tilted_Ch60

	WLAN5G_Head_Band3(bevis)
	#78_WLAN5G_802.11a_Right Cheek_Ch108
	#79_WLAN5G_802.11a_Right Tilted_Ch108
	#80_WLAN5G_802.11a_Left Cheek_Ch108
	#81_WLAN5G_802.11a_Left Tilted_Ch108

	WLAN5G_H_B4_Ted
	#82_WLAN5G_802.11a_Right Cheek_Ch149
	#83_WLAN5G_802.11a_Right Tilted_Ch149
	#84_WLAN5G_802.11a_Left Cheek_Ch149
	#84_WLAN5G_802.11a_Left Cheek_Ch149_2D
	#85_WLAN5G_802.11a_Left Tilted_Ch149

	GSM850_B
	#34_GSM850_GPRS (2 Tx slots)_Front_1cm_Ch251
	#35_GSM850_GPRS (2 Tx slots)_Back_1cm_Ch251
	#35_GSM850_GPRS (2 Tx slots)_Back_1cm_Ch251_2D
	#36_GSM850_GPRS (2 Tx slots)_Left Side_1cm_Ch251
	#37_GSM850_GPRS (2 Tx slots)_Right Side_1cm_Ch251
	#38_GSM850_GPRS (2 Tx slots)_Top Side_1cm_Ch251
	#39_GSM850_GPRS (2 Tx slots)_Bottom Side_1cm_Ch251
	#34_GSM850_GPRS (2 Tx slots)_Front_1cm_Ch251
	#35_GSM850_GPRS (2 Tx slots)_Back_1cm_Ch251
	#35_GSM850_GPRS (2 Tx slots)_Back_1cm_Ch251_2D
	#40_GSM850_GPRS (2 Tx slots)_Back_1cm_Ch251;Headset

	GSM1900_B_Ken
	#18_GSM1900_GPRS (2 Tx slots)_Front_1cm_Ch810
	#19_GSM1900_GPRS (2 Tx slots)_Back_1cm_Ch810
	#20_GSM1900_GPRS (2 Tx slots)_Left Side_1cm_Ch810
	#21_GSM1900_GPRS (2 Tx slots)_Right Side_1cm_Ch810
	#22_GSM1900_GPRS (2 Tx slots)_Top Side_1cm_Ch810
	#23_GSM1900_GPRS (2 Tx slots)_Bottom Side_1cm_Ch810
	#18_GSM1900_GPRS (2 Tx slots)_Front_1cm_Ch810
	#19_GSM1900_GPRS (2 Tx slots)_Back_1cm_Ch810
	#24_GSM1900_GSM Voice_Back_1cm_Ch810;Headset
	#24_GSM1900_GSM Voice_Back_1cm_Ch810;Headset_2D

	WCDMA V_B
	#102_WCDMA V_RMC12.2K_Front_1cm_Ch4132
	#43_WCDMA V_RMC12.2K_Back_1cm_Ch4132
	#43_WCDMA V_RMC12.2K_Back_1cm_Ch4132_2D
	#103_WCDMA V_RMC12.2K_Left Side_1cm_Ch4132
	#104_WCDMA V_RMC12.2K_Right Side_1cm_Ch4132
	#105_WCDMA V_RMC12.2K_Top Side_1cm_Ch4132
	#106_WCDMA V_RMC12.2K_Bottom Side_1cm_Ch4132
	#102_WCDMA V_RMC12.2K_Front_1cm_Ch4132
	#43_WCDMA V_RMC12.2K_Back_1cm_Ch4132
	#43_WCDMA V_RMC12.2K_Back_1cm_Ch4132_2D
	#107_WCDMA V_RMC12.2K_Back_1cm_Ch4132;Headset

	WCDMA II_B_Angelo
	#94_WCDMA II_RMC12.2K_Front_1cm_Ch9262
	#15_WCDMA II_RMC12.2K_Back_1cm_Ch9262
	#15_WCDMA II_RMC12.2K_Back_1cm_Ch9262_2D
	#16_WCDMA II_RMC12.2K_Back_1cm_Ch9400
	#17_WCDMA II_RMC12.2K_Back_1cm_Ch9538
	#95_WCDMA II_RMC12.2K_Left Side_1cm_Ch9262
	#96_WCDMA II_RMC12.2K_Right Side_1cm_Ch9262
	#97_WCDMA II_RMC12.2K_Top Side_1cm_Ch9262
	#98_WCDMA II_RMC12.2K_Bottom Side_1cm_Ch9262
	#94_WCDMA II_RMC12.2K_Front_1cm_Ch9262
	#15_WCDMA II_RMC12.2K_Back_1cm_Ch9262
	#16_WCDMA II_RMC12.2K_Back_1cm_Ch9400
	#17_WCDMA II_RMC12.2K_Back_1cm_Ch9538
	#99_WCDMA II_RMC12.2K_Back_1cm_Ch9262;Headset
	#101_WCDMA II_RMC12.2K_Back_1cm_Ch9538;Headset
	#100_WCDMA II_RMC12.2K_Back_1cm_Ch9400;Headset

	WLAN2.4G_Body(Bevis)
	#01_WLAN2.4G_802.11b_Front_1cm_Ch1
	#02_WLAN2.4G_802.11b_Back_1cm_Ch1
	#03_WLAN2.4G_802.11b_Left Side_1cm_Ch1
	#04_WLAN2.4G_802.11b_Right Side_1cm_Ch1
	#05_WLAN2.4G_802.11b_Top Side_1cm_Ch1
	#06_WLAN2.4G_802.11b_Bottom Side_1cm_Ch1
	#01_WLAN2.4G_802.11b_Front_1cm_Ch1
	#02_WLAN2.4G_802.11b_Back_1cm_Ch1
	#07_WLAN2.4G_802.11b_Back_1cm_Ch1;Headset
	#07_WLAN2.4G_802.11b_Back_1cm_Ch1;Headset_2D

	WLAN5G_B_Ted
	#46_WLAN5G_802.11a_Front_1cm_Ch44
	#47_WLAN5G_802.11a_Back_1cm_Ch44
	#48_WLAN5G_802.11a_Back_1cm_Headset_Ch44
	#48_WLAN5G_802.11a_Back_1cm_Headset_Ch44_2D
	#49_WLAN5G_802.11a_Front_1cm_Ch60
	#50_WLAN5G_802.11a_Back_1cm_Ch60
	#51_WLAN5G_802.11a_Back_1cm_Headset_Ch60
	#51_WLAN5G_802.11a_Back_1cm_Headset_Ch60_2D
	#52_WLAN5G_802.11a_Front_1cm_Ch108
	#53_WLAN5G_802.11a_Back_1cm_Ch108
	#53_WLAN5G_802.11a_Back_1cm_Ch108_2D
	#54_WLAN5G_802.11a_Back_1cm_Ch108_Headset
	#55_WLAN5G_802.11a_Front_1cm_Ch149
	#56_WLAN5G_802.11a_Back_1cm_Ch149
	#57_WLAN5G_802.11a_Left Side_1cm_Ch149
	#58_WLAN5G_802.11a_Right Side_1cm_Ch149
	#59_WLAN5G_802.11a_Top Side_1cm_Ch149
	#60_WLAN5G_802.11a_Bottom Side_1cm_Ch149
	複製 -#55_WLAN5G_802.11a_Front_1cm_Ch149
	複製 -#56_WLAN5G_802.11a_Back_1cm_Ch149
	#61_WLAN5G_802.11a_Back_1cm_Ch149;Headset
	#61_WLAN5G_802.11a_Back_1cm_Ch149;Headset_2D




