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1 CERTIFICATION

PRODUCT: Portable Tablet Computer
BRAND NAME: Ienovo
MODEL NO.: Lenovo TAB 2 A7-30HC
APPLICANT: Lenovo (Shanghai) Electronics Technology Co., Ltd.
TESTED: Oct. 27, 2014 ~ Nov. 17, 2014
TEST SAMPLE: PRODUCT UNIT
STANDARDS: FCC PART 22, Subpart H

The above equipment has been tested by Bureau Veritas Shenzhen Co., Ltd.
Dongguan Branch, and found compliance with the requirement of the above
standards. The test record, data evaluation & Equipment Under Test (EUT)
configurations represented herein are true and accurate accounts of the

measurements of the sample’s EMC characteristics under the conditions specified

in this report.
TESTED BY : DATE : Nov. 18, 2014
Glyn He/ Project Engineer
APPROVED BY : DATE : Nov. 18, 2014

Sam Tung / Technical Manager
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2 SUMMARY OF TEST RESULTS

The EUT has been tested according to the following specifications:

APPLIED STANDARD: FCC Part 22 & Part 2
STANDARD
SECTION 1.1.1.1.1.1TEST TYPE RESULT REMARK
21048 Effective Radiated Power PASS |Meet the requirement of limit
22.913 (a) g '
2.1055 - , -
Frequency Stability PASS |Meet the requirement of limit.
22.355
2.1049 Occupied Bandwidth PASS |Meet the requirement of limit.
22.917 Band Edge Measurements PASS |Meet the requirement of limit.
2.1051 , o , .
22 917 Conducted Spurious Emissions PASS |Meet the requirement of limit.
21053 Meet the requirement of limit.
2-2 917 Radiated Spurious Emissions PASS [Minimum passing margin is
' -21.08dB at 1672MHz.

2.1 MEASUREMENT UNCERTAINTY

Where relevant, the following measurement uncertainty levels have been estimated for

tests performed on the EUT as specified in CISPR 16-4-2:

MEASUREMENT FREQUENCY UNCERTAINTY
Conducted emissions 9kHz~30MHZz 2.66dB
9KHz ~ 30MHz 2.74dB
Radiated emissions 30MHz ~ 1GHz 3.55dB
1GHz ~ 18GHz 4.84dB
18GHz ~ 40GHz 1.94dB

This uncertainty represents an expanded uncertainty expressed at approximately the

95% confidence level using a coverage factor of k=2.

Bureau Veritas Shenzhen Co., Ltd.

Dongguan Branch

No. 34, Chenwulu Section, Guantai Rd., Houjie

Town, Dongguan City,
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2.2 TEST SITE AND INSTRUMENTS

Equipment Manufacturer |Model No. Serial No. Last Cal. Next Cal.

Spectrum Analyzer |Agilent E7405A MY45118807 |May 13,14 |May 12,15

Spectrum Analyzer

(10Hz—-40GHz) Rohde&Schwarz [FSV40 101003 Apr. 09,14  |Apr. 08,15

Signal Analyzer Rohde&Schwarz |FSV7 102331 Nov. 25,13 |Nov. 24,14

EMI Test Receiver Rohde&Schwarz |[ESU 26 100005 May 13,14 |May 12,15

Loop antenna

(9kHz~30MHz) Daze ZN30900A 0708 Dec. 05,13 |Dec. 05,14

Bilog Antenna Teseq CBL 6111D 27089 Jun. 27,14 |Jun. 26, 15

Horn Antenna .

(1GHz -18GHz) ETS -Lindgren  [3117 00062558 May 30,14 |May 29,16

Horn Antenna

(15GHz-40GHz) SCHWARZBECK|BBHA 9170 BBHA9170242|Feb. 13,14 |Feb. 12,17

Signal Amplifier Agilent 8447D 2944A10488 |Jun. 25,14 |Jun. 24,15

Pre-Amplifier .

(100MHz-26.5GHz) Agilent 8449B 3008A00409 |May 13,14 [|May 12,15

Pre-Amplifier

(18GHz-40GHz) EMCI EMC 184045 [980102 Nov. 03,14 |Nov. 02,15

Digital Multimeter FLUKE 15B A1220010DG [Oct. 29, 14 |Oct. 28, 15

Peak and Avg Power |5 sy MA2411B 1126068 Feb.21,14 |Feb. 20,15

Sensor

Power Meter Anritsu ML2495A 1139001 Feb. 21,14 |Feb. 20,15

3m Semi-anechoic e ) \NDGREN Jom*6m*sm  [NSEMC003  |Apr. 19,14 [Apr. 18,15

Chamber

Humid & Temp .

Programmable Tester Haida HD-2257 110807201 Sep.04,14  |Sep. 03,15

Signal Generator Agilent N5183A MY50140980 |Nov. 03,14 |Nov. 02,15

ESG Vector Signal | gijent E4438C MY49072505 |Mar.14, 14 [Mar.13, 15

Generator

ADT_Radiated

Test Software ADT  \V7.6.15.9.2 N/A N/A N/A

BLUETOOTH

TESTER Rohde&Schwarz |CBT32 100811 Sep. 04,14 |Sep. 03,15
NOTE: 1. The calibration interval of the above test instruments is 12 months or 24 months and the

calibrations are traceable to CEPREI/CHINA, GRGT/CHINA and NIM/CHINA.
2. The test was performed in Dongguan 966 Chamber

3. The horn antenna are used only for the measurement of emission frequency above 1GHz if

tested.

4. The FCC Site Registration No. is 502831.
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3 GENERAL INFORMATION

3.1  GENERAL DESCRIPTION OF EUT

PRODUCT Portable Tablet Computer

MODEL NO. Lenovo TAB 2 A7-30HC

FCCID O57TAB2A730HC

POWER suppLY _[SOVEC (daptr o st capmend
GSM/GPRS GMSK

MODULATION TYPE EDGE GMSK, 8PSK
WCDMA BPSK

FREQUENCY RANGE GSM/GPRS/EDGE 824.2MHz ~ 848.8MHz
WCDMA 826.4MHz ~ 846.6MHz
GSM 441mwW

MAX. ERP POWER EDGE 360mwW
WCDMA 211mW
GSM 245KGXW

EMISSION __ EpoE 2T
WCDMA 4M17FOW

ANTENNA TYPE Fixed Internal antenna with -1.52dBi gain

HW VERSION A1990_MB_PCB_V2.0

SW VERSION A7-30HC_S000007_141017_ROW

1/0 PORTS Refer to user’s manual

DATA CABLE See note 3

NOTE:

1. For a more detailed features description, please refer to the manufacturer’s specifications or the

user's manual.

2. The EUT was powered by the following adapters:

ADAPTER 1

BRAND: lenovo

MODEL.: C-P57

NPUT: AC 100-240V, 150mA
)JUTPUT: DC 5V, 1000mA
IANUFACTURER: HUNTKEY
ADAPTER 2

BRAND: lenovo

MODEL.: C-P57

NPUT: AC 100-240V, 130mA
)JUTPUT: DC 5V, 1000mA
IANUFACTURER: Pl

Bureau Veritas Shenzhen Co., Ltd.
Dongguan Branch

No. 34, Chenwulu Section, Guantai Rd., Houjie
Town, Dongguan City,
Guangdong 523942, China
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3. The EUT matched the following USB cables:
USB CABLE 1
RAND: Li Qi
IODEL.: LQ-2BJ-HQ029-01
IGNAL LINE: 1 meter
USB CABLE 2
RAND: FKY
IODEL: F06B-051500100
IGNAL LINE: 1 meter

4. There were Sample A and Sample B for test. The difference between Sample A and B are listed as

below:
Sample A Sample B
Parts Brand Model No. Brand Model No.
Chipset | MTK MT8382M N/A N/A
Samsung hynix HI9TQ17A8GTMCUR-K
Emcp 84166 KMQ8X000SA-B414 8+16G UM
Front kingcome | GBPV-A1990FHQ JSL GX580301D-0P0JO
Camera
Rear kingcome | G7P2-A1990_2355HQ JSL GV5800B1S-1P0JO
Camera
II;gr?el CMI P070ACB-DB1 BOE TVO70WSM-TLO
speaker | Haosheng | XHB151118B08-01-RH Xichun gngmnss&s-m 990-
RED
PCB BOARD A1990_MB_V2.0 wz A1990 MB_V2.0
Motor Hongzhifa HZF-Z04B-RL143B20-90 | Kunwang CY0408L-021HB-035

5. For the test results, the EUT had been tested with all conditions. But only the worst case was shown
in test report.

. No. 34, Chenwulu Section, Guantai Rd., Houjie Tel: +86 769 8593 5656
Bureau Veritas Shenzhen Co., Ltd. .
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3.2 CONFIGURATION OF SYSTEM UNDER TEST
FOR RADIATION EMISSION TEST

—0

(Powered from AC Adapter)

Earphone zzz
%

Universal Radio
Communication
Tester

Test table

*Kept in a remote area

FOR E.R.P. TEST

EUT (Powered from battery)

&
35

Universal Radio
Communication

Test table

Tester
*Kept in a remote area
Bureau Veritas Shenzhen Co.. Ltd No. 34, Chenwulu Section, Guantai Rd., Houjie Tel: +86 769 8593 5656
ureau Veri z| ., Ltd. .
Town, Dongguan City, Fax: +86 769 8593 1080
Dongguan Branch
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3.3 DESCRIPTION OF SUPPORT UNITS

The EUT has been tested as an independent unit together with other necessary
accessories or support units. The following support units or accessories were used to
form a representative test configuration during the tests.

NO.| PRODUCT BRAND MODEL NO. SERIAL NO. FCCID
1 DC source | LONG WEI PS-6403D 010934269 N/A
2 PC HP AGG608CN 3CR83825X3 N/A

NO. SIGNAL CABLE DESCRIPTION OF THE ABOVE SUPPORT UNITS

DC Line: Unshielded, Detachable 1.0m
2 |AC Line :Unshielded, Detachable 1.5m

3.4 TEST ITEM AND TEST CONFIGURATION

Pre-Scan has been conducted to determine the worst-case mode from all possible
combinations between available modulations, data rates, XYZ axis and antenna ports
The worst case was found when positioned on Y-plane for ERP and X-axis for radiated
emission. Following channel(s) was (were) selected for the final test as listed below:

EUT
CONFIGURE DESCRIPTION
MODE
A EUT + Adapter with GSM ,WCDMA or LTE link
B EUT + Battery with GSM ,WCDMA or LTE link
GSM MODE
EUT
CONFIGURE TEST ITEM AVAILABLE CHANNEL | TESTED CHANNEL MODE
MODE
B ERP 128 to 251 128, 190, 251 GSM, EDGE
B FREQUENCY STABILITY 128 to 251 190 GSM, EDGE
B OCCUPIED BANDWIDTH 128 to 251 128, 190, 251 GSM, EDGE
B BAND EDGE 128 to 251 128, 251 GSM, EDGE
B CONDCUDETED EMISSION 128 to 251 128, 190, 251 GSM, EDGE
A RADIATED EMISSION 128 to 251 190 GSM, EDGE

Tel: +86 769 8593 5656
Fax: +86 769 8593 1080

Email: customerservice.dg@cn.bureauveritas.com

No. 34, Chenwulu Section, Guantai Rd., Houjie
Town, Dongguan City,
Guangdong 523942, China
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WCDMA MODE
EUT
CONFIGURE TEST ITEM AVAILABLE CHANNEL | TESTED CHANNEL MODE
MODE
B ERP 4132 to 4233 4132, 4182, 4233 WCDMA
B FREQUENCY STABILITY 4132 to 4233 4182 WCDMA
B OCCUPIED BANDWIDTH 4132 to 4233 4132, 4182, 4233 WCDMA,
B BAND EDGE 4132 to 4233 4132, 4233 WCDMA
B CONDCUDETED EMISSION 4132 to 4233 4132, 4182, 4233 WCDMA
A RADIATED EMISSION 4132 to 4233 4182 WCDMA
TEST ITEM ENVIRONMENTAL CONDITIONS INPUT POWER TESTED BY
ERP 23deg. C, 62%RH 3.8Vdc from Battery Yugiang Yin
FREQUENCY STABILITY 23deg. C, 62%RH 3.8Vdc from Battery Yuqiang Yin
OCCUPIED BANDWIDTH 23deg. C, 62%RH 3.8Vdc from Battery Yugiang Yin
BAND EDGE 23deg. C, 62%RH 3.8Vdc from Battery Yugiang Yin
CONDCUDETED EMISSION 23deg. C, 62%RH 5Vdc from adapter Yuqiang Yin
RADIATED EMISSION 25deg. C, 63.6%RH 5Vdc from adapter Blue Zheng

. No. 34, Chenwulu Section, Guantai Rd., Houjie Tel: +86 769 8593 5656
Bureau Veritas Shenzhen Co., Ltd. .
Town, Dongguan City, Fax: +86 769 8593 1080
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3.5 EUT OPERATING CONDITIONS

The EUT makes a call to the communication simulator. The communication simulator
station system controlled a EUT to export maximum output power under transmission
mode and specific channel frequency

3.6 GENERAL DESCRIPTION OF APPLIED STANDARDS
The EUT is a RF product. According to the specifications of the manufacturer, it must
comply with the requirements of the following standards:

FCC 47 CFR Part 2
FCC 47 CFR Part 22
ANSI/TIA/EIA-603-C 2004

NOTE: All test items have been performed and recorded as per the above standards.
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4 TEST TYPES AND RESULTS

4.1 OUTPUT POWER MEASUREMENT

411 LIMITS OF OUTPUT POWER MEASUREMENT

Mobile / Portable station are limited to 7 watts e.r.p.

4.1.2 TEST PROCEDURES

EIRP / ERP MEASUREMENT:

a. All measurements were done at low, middle and high operational frequency range.
RBW and VBW is 1MHz for GSM, GPRS & EDGE, 5MHz for WCDMA mode, and
10MHz for LTE mode.

b. Substitution method is used for E.I.LR.P measurement. In the semi-anechoic
chamber, EUT placed on the 0.8m height of Turn Table, rotated the table around
360 degrees to search the maximum radiation power and receiver antenna shall be

rotated vertical and horizontal polarization and moved height from 1m to 4m to find
the maximum polar radiated power. The “Read Value” is the spectrum reading

the maximum power value.

c. The substitution horn antenna is substituted for EUT at the same position and
signals generator export the CW signal to the substitution antenna via a tx cable.
Rotated the Turn Table and moved receiving antenna to find the maximum radiation

power. Adjust output power level of S.G to get a Value of spectrum reading equal to
“Read Value “ of step b. Record the power level of S.G

d. EIRP = Output power level of S.G - TX cable loss + Antenna gain of substitution

horn.E.R.P power can be calculated form E.I.R.P power by subtracting the gain of
dipole, E.R.P power = E.I.P.R power - 2.15dBi.

CONDUCTED POWER MEASUREMENT:

The EUT was set up for the maximum power with GSM, GPRS, EDGE & WCDMA
link data modulation and link up with simulator. Set the EUT to transmit under low,
middle and high channel and record the power level shown on simulator.

. No. 34, Chenwulu Section, Guantai Rd., Houjie Tel: +86 769 8593 5656
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4.1.3 TEST SETUP

EIRP / ERP MEASUREMENT:

Ant. Tower

EUT . \
\ |<:n Table - /
v

1~4m

O.Sm‘

Ground Plane

Spectrum

L |
MOOOOl

O 0 O0G@G

For the actual test configuration, please refer to the attached file (Test Setup Photo).

CONDUCTED POWER MEASUREMENT:

COMMUNICATION
SIMULATOR EUT

For the actual test configuration, please refer to the attached file (Test Setup Photo).
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4.1.4 TEST RESULTS

Test Report No.: RF141027N015-3

CONDUCTED OUTPUT POWER (dBm)

Band GSM850
Channel 128 190 251
Frequency (MHz) 824.2 836.6 848.8
GSM 31.29 31.30 31.23
GPRS 8 31.20 31.19 31.15
GPRS 10 30.18 30.16 30.14
EDGE 8 (MCS1) 31.18 31.16 31.13
EDGE 10 (MCS1) 30.16 30.14 30.12
EDGE 8 (MCS9) 26.52 26.25 26.13
EDGE 10 (MCS9) 25.60 25.30 25.24
Band WCDMA V
Channel 4132 4182 4233
Frequency (MHz) 826.4 836.4 846.6
RMC 12.2K 23.09 23.04 23.20
HSPA
HSDPA Subtest-1 23.12 23.07 23.19
HSDPA Subtest-2 23.16 23.06 23.15
HSDPA Subtest-3 22.58 22.52 22.65
HSDPA Subtest-4 22.58 22.51 22.63
HSUPA Subtest-1 23.06 22.97 23.10
HSUPA Subtest-2 21.08 21.01 21.14
HSUPA Subtest-3 22.03 22.01 2213
HSUPA Subtest-4 21.06 21.04 21.15
HSUPA Subtest-5 23.19 23.03 23.16

Bureau Veritas Shenzhen Co., Ltd.
Dongguan Branch

No. 34, Chenwulu Section, Guantai Rd., Houjie
Town, Dongguan City,

Guangdong 523942, China
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ERP POWER (dBm)

GSM
Channel Frm"’_'ezr;cy ((lj_g/rl;w) E:ggf(tfé‘) ERP(dBm)| ERP(mW) Po'af'i/z\?)“m
128 8242 | -13.62 35.85 20.08 | 101.86 H
189 836.4 | -13.47 37.09 2147 | 14028 H
251 8488 | -13.21 36.96 2160 | 14454 H
128 824.2 -0.65 36.88 2508 | 322.11 v
189 836.4 -0.47 37.56 2594 | 39264 v
251 848.8 913 37.72 26.44 | 440.55 v

EDGE

Channel F"(al\cjlf_fzr;cy (c'j'g/r';]) gggﬁf(t('fé‘) ERP(dBm)| ERP(mW) PO'?S/Z@)“O”
4132 8264 | -14.21 35.85 1949 | 88.92 H
4182 836.4 | -14.17 37.09 2077 | 119.40 H
4233 8466 | -14.03 36.96 2078 | 119.67 H
4132 8264 | -10.24 36.88 2449 | 281.19 v
4182 8364 | -10.08 37.56 2533 | 341.19 v
4233 8466 | -10.01 37.72 2556 | 359.75 N

WCDMA

Channel F“(al\‘}lll‘_fzr;cy (c'j'g/r';]) gggigf(téoé‘) ERP(dBm)| ERP(mW) Po'?ﬂfj‘)ﬁon
4132 8264 | -15.36 35.85 1834 | 6823 H
4182 8364 | -15.48 37.09 1946 | 88.31 H
4233 8466 | -15.71 37 1914 | 82.04 H
4132 8264 | -12.14 36.85 2256 | 180.30 v
4182 8364 | -12.28 37.56 2313 | 20559 v
4233 8466 | -12.37 37.77 2325 | 211.35 v
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Test Report No.: RF141027N015-3

4.2 FREQUENCY STABILITY MEASUREMENT

4.2.1 LIMITS OF FREQUENCY STABILITY MEASUREMENT

1.5 ppm is for base and fixed station. 2.5 ppm is for mobile station.

4.2.2 TEST PROCEDURE

a. Device is placed at the oven room. The oven room could control the temperatures
and humidity. Power warm up is at least 15 min and power applied should perform
before recording frequency error.

b. EUT is connected the external power supply to control the DC input power. The test
voltage range is from minimum to maximum working voltage. Each step shall be
record the frequency error rate.

c. The temperature range step is 10 degrees in this test items. All temperature levels
shall be hold the 0.5°C during the measurement testing. The each temperature
step shall be at least 0.5 hours, consider the EUT could be test under the stability
condition.

NOTE: The frequency error was recorded frequency error from the communication simulator.

4.2.3 TEST SETUP

OVEN ROOM

COMMUNICATION
SIMULATOR

ANTENNA

EXTERNAL POWER SOURCE

EUT
DC POWER SUPPLY
. No. 34, Chenwulu Section, Guantai Rd., Houjie Tel: +86 769 8593 5656
Bureau Veritas Shenzhen Co., Ltd. .
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4.2.4 TEST RESULTS
FREQUENCY ERROR VS. VOLTAGE

Frequency Error m
Voltage 3 Y (ppm) Limit
(Volts) GSM EDGE | wcpmA | (Ppm)
3.7 0.0026 0.0015 0.0030 2.5
34 0.0075 0.0074 0.0075 2.5
4.2 0.0144 0.0156 0.0099 2.5

NOTE: The applicant defined the normal working voltage of the battery is from 3.4Vdc to 4.2Vdc.

FREQUENCY ERROR vs. TEMPERATURE.

Voltage Frequency Error (ppm) Lt
(Volts) | Gsm EDGE | WCDMA | (PPm)
-30 -0.0145 | -0.0179 | -0.0043 25
-20 -0.0145 | -0.0123 | -0.0003 25
-10 -0.0120 | -0.0088 0.0016 25
0 -0.0075 | -0.0074 0.0034 25
10 -0.0062 | -0.0028 0.0075 25
20 -0.0030 | -0.0038 0.0088 25
30 0.0038 0.0014 0.0097 25
40 0.0062 0.0063 0.0116 25
50 0.0057 0.0074 0.0124 25
60 0.0179 0.0097 0.0147 25

Bureau Veritas Shenzhen Co., Ltd.
Dongguan Branch

No. 34, Chenwulu Section, Guantai Rd., Houjie
Town, Dongguan City,
Guangdong 523942, China
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4.3 OCCUPIED BANDWIDTH MEASUREMENT

4.3.1 TEST PROCEDURES

The EUT makes a call to the communication simulator. All measurements were done at
low, middle and high operational frequency range. The communication simulator station
system controlled a EUT to export maximum output power under transmission mode
and specific channel frequency. Use OBW measurement function of Spectrum analyzer
to measure 99 % occupied bandwidth.

4.3.2 TEST SETUP

COMMUNICATION
SIMULATOR POWER SPLITTER _[ SPECTRUM
ANALYZER
20dB ATTENUATION
PAD
EUT
. No. 34, Chenwulu Section, Guantai Rd., Houjie Tel: +86 769 8593 5656
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4.3.3 TEST RESULTS

99% OCCUPIED

CHANNEL

Frequency

Bandwidth (kHz)

(MHz)

GSM

EDGE

CHANNEL

Frequency
(MHz)

99% OCCUPIED
Bandwidth (MHz)

WCDMA

128

824.2

244.93

244.93

4132

826.4

4.16

190

836.6

243.48

24493

4182

836.4

4.16

251

848.8

24493

24493

4233

846.6

417

SPECTRUM PLOT OF WORST VALUE

GSM

EDGE

REW 3 kHz [T1] MP MAKH

REW 3 kHz [T1] P MasxH

Marker 1 [T1] Marker 1 [T1]

VBN 10 kHz 27 98 dBm VEW 10 kHT 21.76 dBm
55 _ Fe1 28 dBm At 30.dB SWT 63229199 us 824,21 hHz 25 Rt 28 dBm At 30 ¢ SWT 632.29199 us 52418 MHz
Offset & dBl ?H\N T O;:ﬂ“ 83 kHz Offset 808 I OB 24493 kHz

emp Temp 1 [T1 O8]
o 12 1399 dBm {al 6.96 dBim
824.08 MHz " NI,J‘/W M‘\J\ §24.08 MHz

Temp 2 [T1 OB I Temp 2 [T1 OB
1239 dBm 581 o
624 32tz 824.32 Mz

T T
Center 824 2 MHz 100 kHzi

T T
Center 824.2 MHZ 100 kHz/

sssssss

WCDMA

Ret 38 dom At 308

3B

REW 100 kHz
VB 300 kHz
SWT 3782402 us

MIMPMARE parker 1 11

1884 dBm
845 64 MHz

Oftset 18 dB

QB 417 Mz
Temp 1 [T1 OB

10.85 dBm
844.50 MHz
Temp 2[T1 OB

10,08 dEm
848 67 MHz

T
Certer 8466 MHz

T
Span 10 MHz
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26dB Bandwidth (kHz 26dB Bandwidth (MHz
CHANNEL | Frequency (kHz) CHANNEL | Frequency (MHz)
(MHz) (MHz)
GSM EDGE WCDMA
128 824.2 313.004 315.746 4132 826.4 4.69
190 836.6 315.707 316.206 4182 836.4 4.67
251 848.8 316.202 318.813 4233 846.6 4.68
SPECTRUM PLOT OF WORST VALUE
GSM EDGE
23_%2 — Att 30 0B MMUIL SWT 53229180 us Denag[-ma EME;SD::E Zﬁ’ﬁ:ﬁ@m Att 30 0B ‘ ST 63229199 us Densz[me 53'94;2::2
SN ' RN Z
E— \‘ 12 -3.25 Tn / \

T
Center 848.8 MHz

T
100 kHzi

Center 8458 MHZ

100 kHz/

Lo AT

Vet

T
Certer 826.4 MHz

T
1 hHz!

T T T
Span 10 MHz

REW 100 kHz MIMPYEN ey )
VEWY 300 kHz 551 dEm
g REr38 BN At 30 08 SWT 37 82402 us 524 045978 MHz
Offset 18 dB Delta 2(T1]
0.00 d8
4639141 MHz
019 49 Jn
12 -6 51 din
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Test Report No.: RF141027N015-3

44 BAND EDGE MEASUREMENT

441 LIMITS OF BAND EDGE MEASUREMENT

Power of any emission outside of the authorized operating frequency ranges must be
attenuated below the transmitting power (P) by a factor of at least 43 + 10 log(P) dB. In
the 1 MHz bands immediately outside and adjacent to the frequency block a resolution
bandwidth of at least one percent of the emission bandwidth of the fundamental
emission of the transmitter may be employed.

442 TEST SETUP

COMMUNICATION
SIMULATOR POWER SPLITTER _I: SPECTRUM
ANALYZER
20dB ATTENUATION
PAD
EUT

4.4.3 TEST PROCEDURES
a. All measurements were done at low and high operational frequency range.

b. The center frequency of spectrum is the band edge frequency and span is 1.5MHz.
RBW of the spectrum is 10kHz and VBW of the spectrum is 30kHz (GSM/GPRS/
EDGE).

c. The center frequency of spectrum is the band edge frequency and span is 10MHz.
RBW of the spectrum is 100kHz and VBW of the spectrum is 300kHz (WCDMA).

d. The center frequency of spectrum is the band edge frequency and span is 1~5 MHz.
RB of the spectrum is 20kHz and VB of the spectrum is 100 kHz. (LTE bandwidth
1.4MHz).

e. The center frequency of spectrum is the band edge frequency and span is 1~5 MHz.
RB of the spectrum is 30kHz and VB of the spectrum is 100kHz. (LTE bandwidth
3MHz)

f. The center frequency of spectrum is the band edge frequency and span is 1~5 MHz.
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RB of the spectrum is 50kHz and VB of the spectrum is 200kHz. (LTE bandwidth
5MHz)

g. The center frequency of spectrum is the band edge frequency and span is 1~5 MHz.
RB of the spectrum is 100kHz and VB of the spectrum is 300kHz. (LTE bandwidth
10MHz)

h. Record the max trace plot into the test report.
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444 TEST RESULTS

GSM
CHANNEL [128 CHANNEL [251

REW 10 kHz MIAVEN e REW 10 kHz MRV VBN e
VEWY 30 Kz A56dEm W 30 kiz 440 dBm
og 1 26 08 At 3008 SWT 300ms 523993975 MHz 25 Rt 28 Bm At 3068 ST 300 ms 49.021758 MHZ
Offset & Bt Offset 5B
M

P 5,
F N
A

01 -13. 00 dBm
A W, .

. L N, ! Y,
mMM Ty . M Mumm bt

T )
Pt

§

|

e T T T T
Certer 849 MHz

! ; NS
150 kHa! Span1sMHz EAEGEREEE

12|

T T T
Certer 824 MHz 150 kHzi Span 1.5 MHz

EDGE
CHANNEL [128 CHANNEL [251

REW 10 kHz MIAVEN e REW 10 kHz MRV VBN e

VEWY 30 Kz A76dEm W 30 kiz A8 dEm

Ret 28 dbm At 3008 SWT 300ms 524000000 MHz 25 Rt 28 Bm it 3068 SIAT 300 ms 49.021756 MHZ
Offset 5B

28—

R A,
[ NI ll
Y,

01 -13.00 dBm i 1
J ﬁ

§

T
Span 1.5 MHz

-1zl
T i T T T T i
Certer 624 MHz 150 kHzt Span 1.5 MHz Center 549 MHz 150 kHa!
REW 100 kHz MIAVEN e REW 100 kHz MRV VBN e
VBN 300 kHz 224 dBm VW 300 kHz 235 dBm
2 et 36 08 At 3008 SWT 300ms 524000000 MHE N CET At 3068 ST 300 ms 45000000 MHZ
Offset 18 dB Gffset 18 08
ot 07 15,00 din I \l\ - 1 13,00 dbm 1

o e

627

2 [ [ [

T T
Center 843 MHz 1 MHzi Span 10 MHz.

T T T
Certer 824 MHz 1 hHz! Span 10 MHz
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4.5 CONDUCTED SPURIOUS EMISSIONS

4.5.1 LIMITS OF CONDUCTED SPURIOUS EMISSIONS MEASUREMENT

The power of any emission outside of the authorized operating frequency ranges must
be attenuated below the transmitting power (P) by a factor of at least 43 + 10 log(P) dB.
The emission limit equal to —13dBm.

4.5.2 TEST PROCEDURE

a. The EUT makes a phone call to the communication simulator. All measurements
were done at low, middle and high operational frequency range.

b. Measuring frequency range is from 9 kHz to 9GHz. 20dB attenuation pad is
connected with spectrum. RBW=1MHz and VBW=3MHz is used for conducted
emission measurement.

453 TEST SETUP

COMMUNICATION
SIMULATOR POWER SPLITTER [ SPECTRUM
ANALYZER
20dB ATTENUATION
PAD
EUT
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GSM

CHANNEL 189

FREQUENCY RANGE : 30MHz~1GHz

|[FREQUENCY RANGE : 1GHz~3GHz

Spectrum

r‘%’ I Spectrum

Ref Level 37.00 dBm
Att 45 db
@ 1Pk Max

Offset 8.00 dB @ RBW 1
SWT  20ms @ VBW 3

MHz
MHz

Mode Auto Sweep

(=]

Offset 8.00 dB @ RBW 1 MHz
SWT

20 ms @ VBW 3 MHz Mode Auto Sweep

mi[1]

M1[1] 32.63 dBm|

1.6729500 GHz|

D1 -13,000 dem

. |

-40 d

-50 d

-60 d

Start 30.0 MHz

20000 pts

20000 pts

)

] Measuring...

Date: 28.0CT.2014 09:06:01

Ref Level 15,00 dém
Att 25 d
(@ 1Pk Max
24.68 dBm)|
521.0870 MHz| ] ff 10
od
-10d
D1 -13.000 dBr
Stop 1.0 GHz Start 1.0 GHz
e,
[ CEEEEEE B ]

26.10,2019 M

Stop 3.0 GHz

] Measuring... 78.10.2019

Date: 28.0CT.2014 09:06:25

FREQUENCY RANGE : 3GHz~7GHz

FREQUENCY RANGE : 7GHz~9GHz

Spectrum

[ spectrum

Ref Level 15.00 dBm
Att 25 dB
@ 1Pk Max

SWT

Offset 5.00 dB @ RBW 1 MHz
20 ms @ VBW 3 MHz

Mode Auto Sweep

=

Offset 8.00 dB @ RBW 1 MHz

20 ms @ VBW 3 MHz Mode Auto Sweep

M1[1]

M1[1] -43.87 dBm)|

8.0436500 GHz
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Start 3.0 GHz

0000 pts

i 2
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Date: 28.0CT.2014 09:06:45

20000 pts Stop 9.0 GHz
=
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od
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20 df

30 df
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70 df

a0 d
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—
Measuring...  QERNRANED W ot
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Stop 7.0 GHz
P—
25102018
09:06:45
Date: 28.0CT.2014 09:06:58

woess
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EDGE

CHANNEL 189

FREQUENCY RANGE : 30MHz~1GHz

[FREQUENCY RANGE : 1GHz~3GHz

Date: 28.0CT.2014 09:03:52

Spectrum =|(spectrum =
Ref Level 37.00 dBm Offset 5.00 dB & RBW 1 MHz Ref Level 14.00 dem Offset 8.00 dB & RBW 1 MHz
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Offset 8.00 dB @ RBW 1 MHz
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(=]
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WCDMA

CHANNEL 4182

FREQUENCY RANGE : 30MHz~1GHz

[FREQUENCY RANGE : 1GHz~3GHz

Spectrum

L I[ Spectrum

Ref Level 30.00 dBm
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= I Spectrum
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4.6 RADIATED EMISSION MEASUREMENT

4.6.1 LIMITS OF RADIATED EMISSION MEASUREMENT

The power of any emission outside of the authorized operating frequency ranges must
be attenuated below the transmitting power (P) by a factor of at least 43 + 10 log(P) dB.
The emission limit equal to —13dBm.

4.6.2 TEST PROCEDURES

a. Substitution method is used for E..LR.P measurement. In the semi-anechoic
chamber, EUT placed on the 0.8m height of Turn Table, rotated the table around 360
degrees to search the maximum radiation power and receiver antenna shall be
rotated vertical and horizontal polarization and moved height from 1m to 4m to find
the maximum polar radiated power. The “Read Value” is the spectrum reading
the maximum power value.

b. The substitution horn antenna is substituted for EUT at the same position and
signals generator export the CW signal to the substitution antenna via a TX cable.
Rotated the Turn Table and moved receiving antenna to find the maximum radiation
power. Adjust output power level of S.G to get a Value of spectrum reading equal to

“Read Value “ of step a. Record the power level of S.G

c. EIRP = Output power level of S.G - TX cable loss + Antenna gain of substitution
horn.

d. E.R.P power can be calculated form E.I.R.P power by subtracting the gain of dipole,
E.R.P power = E.|.P.R power - 2.15dBi.

NOTE: The resolution bandwidth and video bandwidth of test receiver/spectrum analyzer is 1MHz/3MHz.

4.6.3 DEVIATION FROM TEST STANDARD

No deviation
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4.6.4 TEST SETUP

Ant. Tower
1-4m
| 10m |
EUT I g
Turn Table
0.8m
Ground Plane
Spectrum
o7
Ml o o o o
[ |

For the actual test configuration, please refer to the attached file (Test Setup Photo).
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4.6.5 TEST RESULTS
BELOW 1GHz WORST-CASE DATA GSM 850

el e i
SPURIOUS EMISSION LEVEL

Frequency Antenna Level Limit Margin
(MHz) Polarization (dBm) (dBm) (dB)
238.60 H -69.57 -13.00 -56.57
290.30 H -72.86 -13.00 -59.86
406.70 H -46.66 -13.00 -33.66
571.60 H -65.59 -13.00 -52.59
675.00 H -60.81 -13.00 -47.81
885.20 H -60.46 -13.00 -47.46

NOTE: The emission behavior belongs to narrowband spurious emission.
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FREQUENCY RANGE |9/0% 1000MHz | GiiaRner 128
SPURIOUS EMISSION LEVEL

Frequency Antenna Level Limit Margin
(MHz) Polarization (dBm) (dBm) (dB)
141.60 \' -73.51 -13.00 -60.51
312.90 \Y -57.73 -13.00 -44.73
442.20 \' -59.79 -13.00 -46.79
663.70 \Y -64.27 -13.00 -51.27
671.80 \' -48.77 -13.00 -35.77
775.30 \Y -61.48 -13.00 -48.48

NOTE: The emission behavior belongs to narrowband spurious emission.
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ABOVE 1GHz DATA

GSM:
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
SPA READING| . . S.G Power Correction :
No. | Freq. (MHz) (dBm) Limit (dBm) Value (dBm) Factor (dB) ERP (dBm) Margin (dB)
1 1672 -46.54 -13 -39.89 0.11 -39.78 -26.78
2 2509 -48.26 -13 -38.09 -0.06 -38.15 -25.15
3 3345 -50.47 -13 -38.81 0.69 -38.12 -25.12
4 4182 -52.64 -13 -38.73 0.12 -38.61 -25.61
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
SPA READING . S.G Power Correction .
No. | Freq. (MHz) (dBm) Limit (dBm) Value (dBm) Factor (dB) ERP (dBm) Margin (dB)
1 1672 -45.47 -13 -34.52 0.11 -34.41 -21.41
2 2509 -48.45 -13 -36.33 -0.06 -36.39 -23.39
3 3345 -50.32 -13 -37.84 0.69 -37.15 -24.15
4 4182 -53.74 -13 -36.65 0.12 -36.53 -23.53
REMARKS:
1. ERP (dBm) = S.G Value (dBm) + Correction Factor (dB).
2. Correction Factor (dB) = Substitution Antenna Gain (dB) + Cable Loss (dB) - 2.15 (dB)
EDGE:
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
Emission . S.G Power Correction .
No. | Freq. (MHz) Level (dBuV) Limit (dBm) Value (dBm) Factor (dB) ERP (dBm) Margin (dB)
1 1672 -47.55 -13 -40.91 0.11 -40.80 -27.80
2 2509 -50.36 -13 -40.20 -0.06 -40.26 -27.26
3 3345 -51.47 -13 -39.81 0.69 -39.12 -26.12
4 4182 -54.57 -13 -40.67 0.12 -40.55 -27.55
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
Emission . S.G Power Correction .
No. | Freq. (MHz) Level (dBuV) Limit (dBm) Value (dBm) Factor (dB) ERP (dBm) Margin (dB)
1 1672 -46.22 -13 -35.27 0.11 -35.16 -22.16
2 2509 -48.74 -13 -36.63 -0.06 -36.69 -23.69
3 3345 -51.47 -13 -39.00 0.69 -38.31 -25.31
4 4182 -54.39 -13 -37.30 0.12 -37.18 -24.18
REMARKS:

1. ERP (dBm) = S.G Value (dBm) + Correction Factor (dB).
2. Correction Factor (dB) = Substitution Antenna Gain (dB) + Cable Loss (dB) - 2.15 (dB)
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WCDMA:
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
SPA READING .. S.G Power Correction .
No. | Freq. (MHz) (dBm) Limit (dBm) Value (dBm) Factor (dB) ERP (dBm) Margin (dB)
1 1672 -46.25 -13 -39.60 0.11 -39.49 -26.49
2 2509 -49.54 -13 -39.38 -0.06 -39.44 -26.44
3 3345 -52.14 -13 -40.48 0.69 -39.79 -26.79
4 4182 -54.22 -13 -40.32 0.12 -40.20 -27.20
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
SPA READING .. S.G Power Correction .
No. | Freq. (MHz) (dBm) Limit (dBm) Value (dBm) Factor (dB) ERP (dBm) Margin (dB)
1 1672 -45.14 -13 -34.19 0.1 -34.08 -21.08
2 2509 -47.84 -13 -35.71 -0.06 -35.77 -22.77
3 3345 -50.36 -13 -37.89 0.69 -37.20 -24.20
4 4182 -53.69 -13 -36.60 0.12 -36.48 -23.48
REMARKS:

1. ERP (dBm) = S.G Value (dBm) + Correction Factor (dB).
2. Correction Factor (dB) = Substitution Antenna Gain (dB) + Cable Loss (dB) - 2.15 (dB)
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6 PHOTOGRAPHS OF THE TEST CONFIGURATION

Please refer to the attached file (Test Setup Photo).
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7 INFORMATION ON THE TESTING LABORATORIES

We, Bureau Veritas Shenzhen Co., Ltd. Dongguan Branch, were founded in 2002 to
provide our best service in EMC, Radio, Telecom and Safety consultation. Our
laboratories are accredited and approved according to ISO/IEC 17025.

If you have any comments, please feel free to contact us at the following:
Dongguan EMC/RF Lab:

Tel: +86-769-85935656
Fax: +86-769-85931080

Email: customerservice.dg@cn.bureauveritas.com
Web Site: www.adt.com.tw

The address and road map of all our labs can be found in our web site also.
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8 APPENDIX A — MODIFICATIONS RECORDERS FOR ENGINEERING
CHANGES TO THE EUT BY THE LAB

No any modifications are made to the EUT by the lab during the test.

---END---

. No. 34, Chenwulu Section, Guantai Rd., Houjie Tel: +86 769 8593 5656
Bureau Veritas Shenzhen Co., Ltd. .
Town, Dongguan City, Fax: +86 769 8593 1080
Dongguan Branch ) )
Guangdong 523942, China Email: customerservice.dg@cn.bureauveritas.com

Page 38 of 38 Report Version 1



