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1 Version
Revision Record
Version Chapter Date Modifier Remark
00 2019/12/13 Original
Authorized for issue by:
Tested By 2019/12/13
(Mike Hu) /Project Engineer Date
Dal/fi:[ 6&’1
Checked By 2019/12/13
(David Chen) /Reviewer Date
Remark:

There difference between Lenovo CT-X636F and Lenovo CT-X636X,
They are only difference on BOM and Software:
Lenovo TB-X606F is lack some components for GSM/WCDMA/LTE, and change software to disable
GSM/WCDMAV/LTE function.

According to the difference above, only Conducted Output Power, AC Power Line Conducted Emissions,
Unwanted Emissions that fall Outside of the Restricted Bands(Radiated), Unwanted Emissions in the
Restricted Bands (Radiated) were tested on Lenovo TB-X606X, other data were copied from the report of
Lenovo TB-X606F( Report No.: ZR/2019/A002604).
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2 Test Summary
Test Item Test Requirement Test method Test Result Result
ACP Li
C Power Line Conducted 15.207 ANSI C63.10 2013 | Clause 4.2 PASS
Emission
Conducted Output Power 15.247 (b)(3) ANSI C63.10 2013 | Clause 4.3 PASS
H 0,
e 15247 (a)(2) | ANSI C63.10 2013 | Clause 4.4 PASS

Occupied Bandwidth

Power Spectral Density 15.247 (e) ANSI C63.10 2013 | Clause 4.5 PASS

Band-edge for RF

L 15.247(d) ANSI C63.10 2013 | Clause 4.6 PASS
Conducted Emissions
RF Conducted S i
onducted Spurious 15.247(d) ANSI C63.10 2013 | Clause 4.7 PASS
Emissions
Radiated Spurious Emissions 15.205/15.209 ANSI C63.10 2013 | Clause 4.8 PASS

Restricted bands around
fundamental frequency (Radiated 15.205/15.209 ANSI C63.10 2013 | Clause 4.9 PASS
Emission)
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3 General Information

3.1 Client Information

Applicant: Lenovo(Shanghai) Electronics Technology Co., Ltd.

Section 304-305, Building No. 4, # 222, Meiyue Road, China (Shanghai)
Pilot Free Trade Zone

Address of Applicant:

Manufacturer: Lenovo PC HK Limited

23/F, Lincoln House, Taikoo Place 979 King's Road, Quarry Bay, Hong
Kong P.R.China

MOTOROLA (WUHAN) MOBILITY TECHNOLOGIES COMMNICATION
CO. LTD.

19 GAOXIN 4TH RD, EAST LAKE HIGH TECH ZONE, WUHAN HUBEI
CHINA

Address of Manufacturer:

Factory:

Address of Factory:

3.2 Test Location

Company: SGS-CSTC Standards Technical Services Co., Ltd. Shenzhen Branch
. No. 1 Workshop, M-10, Middle section, Science & Technology Park,
Address: .
Shenzhen, Guangdong, China
Post code: 518057
Telephone: +86 (0) 755 2601 2053
Fax: +86 (0) 755 2671 0594
E-mail: ee.shenzhen@sgs.com

3.3 Test Facility

The test facility is recognized, certified, or accredited by the following organizations:

* CNAS (No. CNAS L2929)

CNAS has accredited SGS-CSTC Standards Technical Services Co., Ltd. Shenzhen Branch EMC Lab to
ISO/IEC 17025:2005 General Requirements for the Competence of Testing and Calibration Laboratories
(CNAS-CLO1 Accreditation Criteria for the Competence of Testing and Calibration Laboratories) for the
competence in the field of testing.

* A2LA (Certificate No. 3816.01)

SGS-CSTC Standards Technical Services Co., Ltd., Shenzhen EMC Laboratory is accredited by the
American Association for Laboratory Accreditation(A2LA). Certificate No. 3816.01.

* VCCI

The 3m Fully-anechoic chamber for above 1GHz, 10m Semi-anechoic chamber for below 1GHz, Shielded
Room for Mains Port Conducted Interference Measurement and Telecommunication Port Conducted
Interference Measurement of SGS-CSTC Standards Technical Services Co., Ltd. have been registered in
accordance with the Regulations for Voluntary Control Measures with Registration No.: G-20026, R-14188,
C-12383 and T-11153 respectively.

* FCC -Designation Number: CN1178

SGS-CSTC Standards Technical Services Co., Ltd., Shenzhen EMC Laboratory has been recognized as an
accredited testing laboratory.

Designation Number: CN1178. Test Firm Registration Number: 406779.

¢ Industry Canada (IC)

Two 3m Semi-anechoic chambers and the 10m Semi-anechoic chamber of SGS-CSTC Standards Technical
Services Co., Ltd. Shenzhen Branch EMC Lab have been registered by Certification and Engineering
Bureau of Industry Canada for radio equipment testing with Registration No.: 4620C-1, 4620C-2, 4620C-3.
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3.4 General Description of EUT
EUT Description: Portable Tablet Computer
Model No.: Lenovo TB-X606X
Trade Mark: Lenovo

Hardware Version:

Lenovo Tablet TB-X606X

Software Version:

TB-X606X_RFO01_191127

Operation Frequency:

2400MHz~2483.5MHz

fc = 2402 MHz + N * 2 MHz, where:

-fc = “Operating Frequency” in MHz,

-N = “Channel Number” with the range from 0 to 39.

Bluetooth Version:

Bluetooth V5.0 LE

Modulation Type:

GFSK

Number of Channel:

40

Sample Type:

X] Portable Device, [ JModule

Antenna Type:

[] External, [X] Integrated

Antenna Gain:

0.43dBi

Power Supply: [] AC/DC Adapter; X Battery;[_] PoE:; [ ] Other:
Operation Frequency of each channel
Channel | Frequency | Channel | Frequency | Channel | Frequency | Channel | Frequency
0 2402MHz 10 2422MHz 20 2442MHz 30 2462MHz
1 2404MHz 11 2424MHz 21 2444MHz 31 2464MHz
2 2406MHz 12 2426MHz 22 2446MHz 32 2466MHz
3 2408MHz 13 2428MHz 23 2448MHz 33 2468MHz
4 2410MHz 14 2430MHz 24 2450MHz 34 2470MHz
5 2412MHz 15 2432MHz 25 2452MHz 35 2472MHz
6 2414MHz 16 2434MHz 26 2454MHz 36 2474MHz
7 2416MHz 17 2436MHz 27 2456MHz 37 2476MHz
8 2418MHz 18 2438MHz 28 2458MHz 38 2478MHz
9 2420MHz 19 2440MHz 29 2460MHz 39 2480MHz
Remark:

In section 15.31(m), regards to the operating frequency range over 10 MHz, the lowest frequency, the middle
frequency, and the highest frequency of channel were selected to perform the test, and the selected channel

see below:
Channel Frequency
The lowest channel (CHO) 2402MHz
The middle channel (CH19) 2440MHz
The highest channel (CH39) 2480MHz
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3.5 Test Environment
Operating Environment
Temperature: 25.0°C
Humidity: 50 % RH
Atmospheric Pressure: 101.32 KPa

3.6 Description of Support Units

The EUT has been tested independent unit.

4 Test results and Measurement Data

41 Antenna Requirement

Standard requirement: ’ 47 CFR Part 15C Section 15.203 /247(c)

15.203 requirement:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator, the manufacturer may design the unit
so that a broken antenna can be replaced by the user, but the use of a standard antenna jack or
electrical connector is prohibited.

15.247(b) (4) requirement;

The conducted output power limit specified in paragraph (b) of this section is based on the use of
antennas with directional gains that do not exceed 6 dBi. Except as shown in paragraph (c) of this
section, if transmitting antennas of directional gain greater than 6 dBi are used, the conducted output
power from the intentional radiator shall be reduced below the stated values in paragraphs (b)(1),
(b)(2), and (b)(3) of this section, as appropriate, by the amount in dB that the directional gain of the
antenna exceeds 6 dBi.

The antenna is integrated on the main PCB and no consideration of replacement. The best case gain
of the antenna is 0.43dBi.
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4.2 AC Power Line Conducted Emissions
Test Requirement: 47 CFR Part 15C Section 15.207
Test Method: ANSI C63.10: 2013
Test Frequency Range:| 150kHz to 30MHz
Limit (dBuV)
Frequency range (MHz) -
Quasi-peak Average
o 0.15-0.5 66 to 56* 56 to 46*
Limit:
0.5-5 56 46
5-30 60 50

* Decreases with the logarithm of the frequency.

Test Procedure:

1) The mains terminal disturbance voltage test was conducted in a shielded room.
2) The EUT was connected to AC power source through a LISN 1 (Line Impedance

Stabilization Network) which provides a 50Q/50uH + 5Q linear impedance. The
power cables of all other units of the EUT were connected to a second LISN 2,
which was bonded to the ground reference plane in the same way as the LISN 1
for the unit being measured. A multiple socket outlet strip was used to connect
multiple power cables to a single LISN provided the rating of the LISN was not
exceeded.

3) The tabletop EUT was placed upon a non-metallic table 0.8m above the ground

reference plane. And for floor-standing arrangement, the EUT was placed on the
horizontal ground reference plane.

4) The test was performed with a vertical ground reference plane. The rear of the

5)

EUT shall be 0.4 m from the vertical ground reference plane. The vertical ground
reference plane was bonded to the horizontal ground reference plane. The LISN
1 was placed 0.8 m from the boundary of the unit under test and bonded to a
ground reference plane for LISNs mounted on top of the ground reference plane.
This distance was between the closest points of the LISN 1 and the EUT. All
other units of the EUT and associated equipment was at least 0.8 m from the
LISN 2.

In order to find the maximum emission, the relative positions of equipment and all
of the interface cables must be changed according to

ANSI C63.10: 2013 on conducted measurement.

Test Setup:
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Test Mode: Transmitting W|th.C?FSK modulation.
Charge +Transmitting mode.
Instruments Used: Refer to section 5.10 for details.
Test Results: Pass

Measurement Data

An initial pre-scan was performed on the live and neutral lines with peak detector.

Quasi-Peak and Average measurement were performed at the frequencies with maximized peak emission
were detected.

Live line:

0.1550 10.10 55.52 65.73 10.21 26.92 55.73 28.81

0.5747 10.10 50.83 56.00 5.17 40.02 46.00 5.98
1.1039 10.10 36.21 56.00 19.79 24.74 46.00 21.26
2.3181 10.10 34.42 56.00 21.58 21.80 46.00 24.20
10.8104 10.10 41.68 60.00 18.32 31.07 50.00 18.93
14.0539 10.11 45.72 60.00 14.28 35.96 50.00 14.04

o OB |WIN |

| | o | i | e | i
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Neutral line:

0.1722 10.10 53.82 64.85 11.03 27.63 54.85 27.22

0.2156 10.10 51.55 62.99 11.44 24.14 52.99 28.85
0.5781 10.10 43.59 56.00 12.41 34.90 46.00 11.10
1.9609 10.10 30.66 56.00 25.34 22.55 46.00 23.45
10.8099 10.10 35.34 60.00 24.66 25.17 50.00 24.83
14.0507 10.11 33.45 60.00 26.55 24.95 50.00 25.05

Remarks:

o OB (W (N |
ZZ2|1Z2|1Z2|Z2|Z2

1. The following Quasi-Peak and Average measurements were performed on the EUT:

2. Final Test Level =Receiver Reading + LISN Factor + Cable Loss.
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4.3 Duty Cycle
4.3.1 Test Results
Test Mode TX Freq. [MHz] Duty cycle [%]
BLE CHO 60.77
431 Test Plots
4.3.1.1 BLE

Agilent Spectrum Analyzer - Swept SA
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44 Conducted Output Power
Test Requirement: 47 CFR Part 15C Section 15.247 (b)(3)
Test Method: ANSI C63.10 :2013 Section 11.9.1.1
Test Setup:
Limit: 30dBm
Test Mode: Transmitting with GFSK modulation.
Instruments Used: Refer to section 5.10 for details.
Test Results: Pass
441 Test Results
Measurement Data of Average Power
GFSK 1M mode
Test channel Average Output Power (dBm) Result
Lowest -3.31 Report purpose only
Middle -2.74 Report purpose only
Highest -3.78 Report purpose only

GFSK 2M mode

Test channel

Average Output Power (dBm)

Result

Lowest -3.99 Report purpose only
Middle -2.65 Report purpose only
Highest -3.01 Report purpose only
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Measurement Data of Peak Power:
GFSK 1M mode
Test channel Peak Output Power (dBm) Limit (dBm) Result
Lowest 2.55 30.00 Pass
Middle 3.19 30.00 Pass
Highest 2.03 30.00 Pass
GFSK 2M mode
Test channel Peak Output Power (dBm) Limit (dBm) Result
Lowest 1.86 30.00 Pass
Middle 3.22 30.00 Pass
Highest 2.05 30.00 Pass
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44.2 Test plots:
44.21 GFSK 1M_Lowest Channel

Agilent Spectrum Analyzer - The duty cycle factor 0 dB added.
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44.23 GFSK 1M_Hig

Agilent Spectrum Analyzer - The duty cycle factor 0 dB added.
T T T S e
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44.2.5 GFSK 2M_Middle Channel

Agilent Spectrum Analyzer - The duty cycle factor 0 dB added.
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DTS (6 dB) Bandwidth & 99% Occupied Bandwidth

Test Requirement:

47 CFR Part 15C Section 15.247 (a)(2)

Test Method:

ANSI C63.10: 2013 Section 11.8 Option 2

Test Setup:
Limit: > 500 kHz
Test Mode: Transmitting with GFSK modulation.

Instruments Used:

Refer to section 5.10 for details.

Test Results:

Pass

4.5.1 Test Results
Mode Test 99% (?ccupied 6dB E.mission Limit Result
Channel Bandwidth (MHz) Bandwidth (MHz) (kHz)
Lowest 0.94 0.94 =500 Pass
GFSK 1M Middle 0.94 0.95 =500 Pass
Highest 0.94 0.94 =500 Pass
Mode Test 99% C_)ccupied 6dB E.mission Limit Result
Channel Bandwidth (MHz) Bandwidth (MHz) (kHz)
Lowest 1.90 1.92 2500 Pass
GFSK 2M Middle 0.94 0.94 =500 Pass
Highest 0.94 0.94 2500 Pass
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4.5.21 GFSK 1M_Lowest Channel

Agilent Spectrum Analyzer - Occupied BW
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ALIGN 2UTO

Report No.: ZR/2019/A003203

Page: 18 of 74

07:02:00 AMJan 01, 1988

Center Freq 2.402000000 GHz Center Freq: 2.402000000 GHz

—— Trig:Free Run

#IFGain:Low #Atten: 40 dB

Ref Offset 1 dB
Ref 25.00 dEm

Center 2.402 GHz

Res BW 20 kHz #VBW 62 kHz

Occupied Bandwidth
941.02 kHz

-3.900 kHz
1.141 MHz

Total Power

Transmit Freq Error
x dB Bandwidth

OBW Power
x dB

Radio Std: None Frequency

Avg|Hold:> 10110

Radio Device: BTS

Center Freq
2.402000000 GHz

Span 4 MHz
Sweep 9.6 ms

2.68 dBm

Freq Offset
99.00 % 2

-26.00 dB

IMSG

Agilent Spectrum Analyzer - Occupied BW

SENSEINT)

ALIGN 2UTO

07:01:52 AMJan 01, 1988

[T
Center Freq 2.402000000 GHz

Center Freq: 2.402000000 GHz
—— Trig:Free Run

#IFGain:Low #Atten: 40 dE

Ref Offset 1 dB
Ref 25.00 dEm

#Res BW 100 kHz #VBW 300 kHz

Occupied Bandwidth
942.97 kHz

-740 Hz
647.9 kHz

Total Power

Transmit Freq Error
x dB Bandwidth

OBW Power
x dB

Radio Std: None Frequency

Avg|Held: 10/10

Radio Device: BTS

Center Freq
2.402000000 GHz

3.16 dBm

Freq Offset
0 Hz

IMSG

STATUS
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4522 ) GFSK 1M_Middle Channel

N R e e E S o T e SENSE:INT ALIGN AUTO! 07:05:42 AM Jan 01, 1988
Center Freq 2.440000000 GHz Center Freq: 2.440000000 GHz Radio Std: None Frequency
—— Trig:Free Run Avg|Held: 10M10
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Ref Offset 1 dB
Ref 25.00 dEm

Center Freq
2.440000000 GHz

Center 2.44 GHz

Span 4 MHz
Res BW 20 kHz #VBW 62 kHz

Sweep 9.6 ms
Occupied Bandwidth Total Power 3.32dBm
941.01 kHz m—

Transmit Freq Error -4.492 kHz OBW Power 99.00 % Wik
x dB Bandwidth 1.141 MHz x dB -26.00 dB

IMSG

Ag-i-lenl Spectrum Analyzer - Occupied BW
QO 1t S0 e SENSEINT]
Center Freq 2.440000000 GHz Center Freq: 2.440000000 GHz Radio Std: None Frequency

—— Trig:Free Run Avg|Held: 10/10
#IFGain:Low #Atten: 40 dE Radio Device: BTS

ALIGN 2UTO 07:05:34 AMJan 01, 1988

Ref Offset 1 dB
Ref 25.00 dEm

Center Freq
2.440000000 GHz

#Res BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power 3.80 dBm
945.65 kHz m—

Transmit Freq Error -1.144 kHz OBW Power 0Hz
x dB Bandwidth 648.4 kHz x dB

IMSG STATUS
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4523 GFSK 1M_Highest Channel

N R e e E S o T e SENSE:INT ALIGN AUTO! 07:09:11 AM Jan 01, 1988
Center Freq 2.480000000 GHz Center Freq: 2.480000000 GHz Radio Std: None Frequency
—— Trig:Free Run Avg|Held: 10M10
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Ref Offset 1 dB
Ref 25.00 dEm

Center Freq
2.480000000 GHz

Center 2.48 GHz

Span 4 MHz
Res BW 20 kHz #VBW 62 kHz

Sweep 9.6 ms
Occupied Bandwidth Total Power 2.17 dBm
941.09 kHz m—

Transmit Freq Error -5.011 kHz OBW Power 99.00 % Wik
x dB Bandwidth 1.140 MHz x dB -26.00 dB

IMSG

Ag-i-lenl Spectrum Analyzer - Occupied BW
T T T S e SENSEINT]
Center Freq 2.480000000 GHz Center Freq: 2.480000000 GHz Radio Std: None Frequency

—— Trig:Free Run Avg|Held: 10/10
#IFGain:Low #Atten: 40 dE Radio Device: BTS

ALIGN 2UTO 07:09:04 AMJan 01, 1988

Ref Offset 1 dB
Ref 25.00 dEm

Center Freq
2.480000000 GHz

#Res BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power 2.64 dBm
944.96 kHz m—

Transmit Freq Error -1.672 kHz OBW Power 0Hz
x dB Bandwidth 650.0 kHz x dB

IMSG STATUS
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4524 GFSK 2M_Lowest Channel

N R e e E S o T e SENSE:INT ALIGN AUTO! 07:13:20 AM Jan 01, 1988
Center Freq 2.402000000 GHz Center Freq: 2.402000000 GHz Radio Std: None Frequency
—— Trig:Free Run Avg|Held: 10M10
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Ref Offset 1 dB
Ref 25.00 dEm

Center Freq
2.402000000 GHz

Center 2.402 GHz

Span 4 MHz
Res BW 20 kHz #VBW 62 kHz

Sweep 9.6 ms
Occupied Bandwidth Total Power 2.17 dBm
1.8971 MHz m—

Transmit Freq Error -1.488 kHz OBW Power 99.00 % Wik
x dB Bandwidth 2.222 MHz x dB -26.00 dB

IMSG

Ag-i-lenl Spectrum Analyzer - Occupied BW
QO 1t ST e SENSEINT]
Center Freq 2.402000000 GHz Center Freq: 2.402000000 GHz Radio Std: None Frequency

—— Trig:Free Run Avg|Held: 10/10
#IFGain:Low #Atten: 40 dE Radio Device: BTS

ALIGN 2UTO 07:13:13 AMJan 01, 1988

Ref Offset 1 dB
Ref 25.00 dEm

Center Freq
2.402000000 GHz

#Res BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power 3.60 dBm
1.9173 MHz m—

Transmit Freq Error 3.866 kHz OBW Power 0Hz
x dB Bandwidth 1.110 MHz x dB

IMSG STATUS
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4.5.2.5 GFSK 2M_Middle Channel

Agilent Spectrum Analyzer - Occupied BW

N R e e E S o T e SENSE:INT ALIGN AUTO! 07:17:05 AM Jan 01, 1988
Center Freq 2.440000000 GHz Center Freq: 2.440000000 GHz Radio Std: None Frequency
—— Trig:Free Run Avg|Held: 10M10
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Ref Offset 1 dB
Ref 25.00 dEm

Center Freq
2.440000000 GHz

Center 2.44 GHz Span 4 MHz

Res BW 20 kHz #VBW 62 kHz Sweep 9.6 ms

Occupied Bandwidth Total Power 3.36 dBm
941.79 kHz m—

Transmit Freq Error -4.320 kHz OBW Power 99.00 % Wik
x dB Bandwidth 1.140 MHz x dB -26.00 dB

IMSG

Ag-i-lenl Spectrum Analyzer - Occupied BW
R e e e SENSE!INT]| ALIGN AUTO 07:16:53 AM Jan 01, 1988
Center Freq 2.440000000 GHz Center Freq: 2.440000000 GHz Radio Std: None Frequency

—— Trig:Free Run Avg|Held: 10/10
#IFGain:Low #Atten: 40 dE Radio Device: BTS

Ref Offset 1 dB
Ref 25.00 dEm

Center Freq
2.440000000 GHz

#Res BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power 3.86 dBm
944.22 kHz m—

Transmit Freq Error -537 Hz OBW Power 0Hz
x dB Bandwidth 648.4 kHz x dB

IMSG STATUS
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4.5.2.6 GFSK 2M_Highest Channel

Agilent Spectrum Analyzer - Occupied BW

N R e e E S o T e SENSE:INT ALIGN AUTO! 07:21:17 AM Jan 01, 1988
Center Freq 2.480000000 GHz Center Freq: 2.480000000 GHz Radio Std: None Frequency
—— Trig:Free Run Avg|Held: 10M10
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Ref Offset 1 dB
Ref 25.00 dEm

Center Freq
2.480000000 GHz

Center 2.48 GHz Span 4 MHz

Res BW 20 kHz #VBW 62 kHz Sweep 9.6 ms

Occupied Bandwidth Total Power 2.17 dBm
941.45 kHz m—

Transmit Freq Error -4.799 kHz OBW Power 99.00 % Wik
x dB Bandwidth 1.139 MHz x dB -26.00 dB

IMSG

Ag-i-lenl Spectrum Analyzer - Occupied BW
R e e e SENSE!INT]| ALIGN AUTO 07:21:08 AM Jan 01, 1988
Center Freq 2.480000000 GHz Center Freq: 2.480000000 GHz Radio Std: None Frequency

—— Trig:Free Run Avg|Held: 10/10
#IFGain:Low #Atten: 40 dE Radio Device: BTS

Ref Offset 1 dB
Ref 25.00 dEm

Center Freq
2.480000000 GHz

#Res BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power 2.65 dBm
944.74 kHz FreqOffset

Transmit Freq Error -1.598 kHz OBW Power 0Hz
x dB Bandwidth 648.1 kHz x dB

IMSG STATUS
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4.6 Power Spectral Density
Test Requirement: 47 CFR Part 15C Section 15.247 (e)
Test Method: ANSI C63.10 :2013 Section 11.10.2
Test Setup:
Limit: <8.00dBm/3kHz
Test Mode: Transmitting with GFSK modulation.
Instruments Used: Refer to section 5.10 for details.
Test Results: Pass
4.6.1 Test Results
Mode Test Channel Power Spectral Density (dBm/3kHz) | Limit (dBm/3kHz) Result
Lowest -17.39 <8.00 Pass
GFSK 1M Middle -16.74 <8.00 Pass
Highest -17.96 <8.00 Pass
Mode Test Channel Power Spectral Density (dBm/3kHz) | Limit (dBm/3kHz) Result
Lowest -19.89 <8.00 Pass
GFSK 2M Middle -16.73 <8.00 Pass
Highest -17.90 <8.00 Pass
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4.6.2 Test plots
4.6.2.1 GFSK 1M Lowest Channel

Agilent Spectrum Analyzer - The duty cycle factor 0 dB added.

S o T i : ALIGNAUTO _ |07:02:30 AM

Center Freq 2.402000000 GHz Avg Type: Log-Pwr TRACE IACOY
PNO: Wide —»— Trig:Free Run Avg|Held: 20/20 e !

IFGain:L ow Atten: 16 dB

Ref Offset 1 dB
Ref 7.00 dBm

Center Freq
2.402000000 GHz

StartFreq
2.400000000 GHz

Stop Freq
2.404000000 GHz

Stop 2.404000 GHz
#VBW 10 kHz Sweep 421.9 ms (3000 pts)

4.6.2.2 GFSK 1M_Middle Channel

Agilent Spectrum Analyzer - The duty cycle factor 0 dB added.

N R e i ALIGN AUTO! 07:06:12 AM Jan 01, 1988

Center Freq 2.440000000 GHz Avg Type: Log-Pwr Frequency
PNO: Wide —»— Trig:Free Run Avg[Hold: 2020
IFGain:L ow Atten: 16 dB

Ref Offset 1 dB
Ref 7.00 dBm

lH .wM Wy
Stop 2.442000 GHz
#VBW 10 kHz Sweep 421.9 ms (3000 pts)
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4.6.2.3 GFSK 1M_Highest Channel

Agilent Spectrum Analyzer - The duty cycle factor 0 dB added.

S e ] i ALIGN AUTO 07:09:42 AM Jan 01, 1988

Center Freq 2.480000000 GHz Avg Type: Log-Pwr ]
PNO: Wide —»— Trig:Free Run Avg|Held: 20720

IFGain:L ow Atten: 16 dB

Ref Offset 1 dB
Ref 7.00 dBm

Center Freq
2.480000000 GHz

StartFreq
2478000000 GHz

Stop Freq
2482000000 GHz

£

Stop 2.482000 GHz
#VBW 10 kHz Sweep 421.9 ms (3000 pts)

4.6.2.4 GFSK 2M Lowest Channel

Agilent Spectrum Analyzer - The duty cycle factor 0 dB added.

S T i : ALIGH AUTO

Center Freq 2.402000000 GHz Avg Type: Log-Pwr
PNO: Wide —»— Trig:Free Run Avg|Held: 20720

IFGain:L ow Atten: 16 dB

Mkr1 2.401 958 0 GHz
Ref Offset 1 dB
10 gBde RZf 7. ?Jeo dBm -19.885 dBm

N D I I
I I
- I
IR LA O N
W T |
Ty
o e
A L T
I R N

Stop 2.404000 GHz
#VBW 10 kHz Sweep 421.9 ms (3000 pts)

;llllll
%%Il
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4.6.2.5 GFSK 2M_Middle Channel

Agilent Spectrum Analyzer - The duty cycle factor 0 dB added.

o0l N : ELIGNAUTO | 7:17:38 A

Center Freq 2.440000000 GHz Avg Type: Log-Pwr TRACE IACOY
PNO: Wide —»— Trig:Free Run Avg|Held: 20/20 .

IFGain:L ow Atten: 16 dB

Mkr1 2.439 979 3 GHz

Ref Offset 1 dB
Ref 7.00 dBm

Center Freq

2.440000000 GHz

StartFreq
2.438000000 GHz

Stop Freq
2442000000 GHz

Stop 2.442000 GHz
#VBW 10 kHz Sweep 421.9 ms (3000 pts)

4.6.2.6 GFSK 2M_Highest Channel

Agilent Spectrum Analyzer - The duty cycle factor 0 dB added.

S o T i : ALIGNAUTO  |07:21:47 AM

Center Freq 2.480000000 GHz Avg Type: Log-Pwr TRACE IACEYOY
PNO: Wide —»— Trig:Free Run Avg|Held: 20/20 e ki

IFGain:L ow Atten: 16 dB

MKr1 2.479 978 0 GHZ
Ref 7.00 dBm -17.900 dBm

Center Freq
2.480000000 GHz

StartFreq
2.478000000 GHz

Stop Freq
2482000000 GHz

Stop 2.482000 GHz
#VBW 10 kHz Sweep 421.9 ms (3000 pts)
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4.7 Band-edge for RF Conducted Emissions

Test Requirement: 47 CFR Part 15C Section 15.247 (d)
Test Method: ANSI C63.10: 2013 Section 11.13
Test Setup:

In any 100 kHz bandwidth outside the frequency band in which the spread
spectrum intentional radiator is operating, the radio frequency power that is
Limit: produced by the intentional radiator shall be at least 20 dB below that in the
100 kHz bandwidth within the band that contains the highest level of the
desired power, based on either an RF conducted or a radiated measurement.

Test Mode: Transmitting with GFSK modulation.

Instruments Used: Refer to section 5.10 for details.

Test Results: Pass
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471 Test plots
4711 GFSK 1M_Lowest Channel

.lgilenl Spectrum Analyzer - Swept SA
sojeilEacliEEE : BLIGN AUTO (07:04:54 &M Jan 01, 1968

Center Freq 2.392500000 GHz Avg Type: Log-Pwr
PNO: Fast —»— 1rig:Free Run Avg|Held: 1010

IFGain:L ow Atten: 40 dB

Frequency

Ref Offset 1 dB
Refl 30.00 dBm

Center Freq
2.392500000 GHz

StartFreq
2.380000000 GHz

Stop Freq
2405000000 GHz

Stop 2.40500 GHz
#Sweep 100.0 ms (601 pts)

MKR MODE TRC| SCL FUMCTION FUMCTION WIDTH FUNCTION ¥ALUE &

1 | N [1[f] 2 402 00 GHz 3. 122 ém [ [ 00000
[ f] 2.400 00 GHz £1008dBm| [ ]

B

=
@
&
%
>
El
o

4.7.1.2 GFSK 1M_Highest Channel

Agilent Spectrum Analyzer - Swept SA
QO 1t S0 i e

Center Freq 2.483500000 GHz | Avg Type: Log-Pwr
PNO: Fast —»— 1rig:Free Run Avg|Held: 1001100

IFGain:L ow Atten: 40 dB

Frequency

Ref Offset 1 dB
Refl 30.00 dBm

Center Freq
2.483500000 GHz

StartFreq
2.473500000 GHz

Stop Freq
2493500000 GHz

Stop 2.49350 GHz
#Sweep 100.0 ms (601 pts)

MKR MODE TRC| SCL FUMCTION FUMCTION WIDTH FUNCTION ¥aLUE A

1 III-= 2 430 00 GHz -3 683 FeT=Tor) I A R

B

=
@
&
%
>
El
o
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4713 GFSK 2M_Lowest Channel

.lgilenl Spectrum Analyzer - Swept SA

QO 1 S o e i ALIGNAUTO | 07:16:15 AM Jan 01, 1988 S
Center Freq 2.392500000 GHz Avg Type: Log-Pwr (oLl
PNO: Fast —»— 1rig:Free Run Avg|Held: 1010

IFGain:L ow Atten: 40 dB

Ref Offset 1 dB
Refl 30.00 dBm

Center Freq
2.392500000 GHz

StartFreq
2.380000000 GHz

Stop Freq
2405000000 GHz

Stop 2.40500 GHz
#Sweep 100.0 ms (601 pts)

MKR MODE TRC| SCL FUMCTION FUMCTION WIDTH FUNCTION ¥ALUE &

| £ | 2 402 00 GHz 3. 253 =T I N

-

2 OO~ EWN

B

=
@
&
%
>
El
o

4.71.4 GFSK 2M_Highest Channel

Agilent Spectrum Analyzer - Swept SA

Q1.5 S0

Center Freq 2.483500000 GHz : Avg Type: Log-Pwr IACEYOY
PNO: Fast —»— 1rig:Free Run Avg|Held: 1001100
IFGain:L ow Atten: 40 dB

Ref Offset 1 dB
Refl 30.00 dBm

Center Freq
2.483500000 GHz

StartFreq
2.473500000 GHz

Stop Freq
2493500000 GHz

Stop 2.49350 GHz
#Sweep 100.0 ms (601 pts)

MKR MODE TRC| SCL FUMCTION FUMCTION WIDTH FUNCTION ¥aLUE A

il N [1[f] 2 480 00 GHz -3 654 FeT=Tor) I A R
Al N T f 1
3 | ]
4 ]
5 ]
6 |
7 1
3 1
9 1
10 1
1 || I
< >

=
@
&
%
>
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4.8 Spurious RF Conducted Emissions

Test Requirement: 47 CFR Part 15C Section 15.247 (d)
Test Method: ANSI C63.10: 2013 Section 11.11
Test Setup:

In any 100 kHz bandwidth outside the frequency band in which the spread
spectrum intentional radiator is operating, the radio frequency power that is
produced by the intentional radiator shall be at least 20 dB below that in the

L 100 kHz bandwidth within the band that contains the highest level of the
desired power, based on either an RF conducted or a radiated
measurement.

Test Mode: Transmitting with GFSK modulation.

Instruments Used: Refer to section 5.10 for details.

Test Results: Pass
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4.8.1 Test plots:
4.8.1.1 GFSK 1M_Lowest Channel

Agilent Spectrum Analyzer - Swept SA

S e ] i ALIGN AUTO! 07:02:44 AM Jan 01, 1988

Center Freq 2.402000000 GHz | Avg Type: Log-Pwr IACOY
PNO: Wide () Trig:Free Run Avg|Held:>1000/1000
= ‘

IFGain:L ow Atten: 30 dB

Ref Offset 1 dB
Ref 20.00 dBm

Center Freq
2.402000000 GHz

StartFreq
2.400000000 GHz

Stop Freq
2.404000000 GHz

Stop 2.404000 GHz
#VBW 300 kHz Sweep 1.000 ms (601 pts)

Agilent Spectrum Analyzer - Swept SA
R e | ; ALIGN AUTO 07:03:00 AM Jan 01, 1988

Center Freq 79.500 kHz Avg Type: Log-Pwr Frequency
PNO: Wide () Trig: Free Run Avg|Hold:>50/50

IFGain:L ow #Atten: 26 dB

Ref Offset 1 dB
Ref 0.00 dBm

Stop 150.00 kHz
#VBW 3.0 kHz Sweep 134.8 ms (601 pts)

sTatus ! DC Coupled
—




SGS-CSTC Standards Technical Services Co., Ltd.Shenzhen

Branch

Agilent Spectrum Analyzer - Swept SA

B ML [T
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07:03:22 AM

Center Freq 15.075000 MHz i
PNO: Fast [, Trig: Free Run
IFGain:L ow #Atten: 40 dB
Ref Dffset 1 dB
Ref 20.00 dBm

#VBW 30 kHz

Avg Type: Log-Pwr
Avg|Held:>50/50

Frequency

Stop 30.00 MHz

Sweep 285.4 ms (3001 pts)

Agilent Spectrum Analyzer - Swept SA

01 |

Center Freq 1.165000000 GHz

PNO: Fast (4 1rig:FreeRun
IFGain:L ow #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

#VBW 300 kHz

Avg Type: Log-Pwr
Avg|Held:>50/50

Frequency

Center Freq
1.165000000 GHz

Stop 2.300 GHz
Sweep 217.1 ms (8001 pts)
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S o T i

ALIGN 2UTO
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07:03:56 AM

Center Freq 2.350000000 GHz i
PNO: Fast [, Trig: Free Run
IFGain:L ow #Atten: 40 dB
Ref Dffset 1 dB
Ref 20.00 dBm

#VBW 300 kHz

Avg Type: Log-Pwr
Avg|Hold:>200/200

Mkr1 2.311 6 GHz

Frequency

-48.212 dBm

Center Freq
2.350000000 GHz

StartFreq
2.300000000 GHz

Stop Freq
2.400000000 GHz

Stop 2.40000 GHz

Sweep 9.600 ms (1001 pts)

Agilent Spectrum Analyzer - Swept SA

0l

ALIGN SUTO

07:04:05 &M

Center Freq 2.491750000 GHz

PNO: Fast (4 1rig:FreeRun
IFGain:L ow #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

#VBW 300 kHz

Avg Type: Log-Pwr
Avg|Hold:>200/200

Sweep

Frequency

Center Freq
2491750000 GHz

StartFreq
2.483500000 GHz

Stop Freq
2500000000 GHz

Stop 2.500000 GHz
1.600 ms (601 pts)
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Agilent Spectrum Analyzer - Swept SA

o0l B : ALIGN ALTO

Center Freq 14.500000000 GHz _ Avg Type: Log-Pur ]
PHO: Fast L, Trig: Free Run Avg|Held: 1010 .

IFGain:L ow #Atten: 40 dB

Ref Offset 1 dB Mkr1 26.500 GHz

Ref 20.00 dBm -38.586 dBm

Center Freq
14500000000 GHz

StartFreq
2500000000 GHz

Stop Freq
26500000000 GHz

ra

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.294 s (8001 pts)
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4.8.1.2 GFSK 1M_Middle Channel

Agilent Spectrum Analyzer - Swept SA

QL [ S o e e | ; ALIGNAUTO | 07:06:26 AM F
Center Freq 2.440000000 GHz Avg Type: Log-Pwr TRACE requency
PNO: Wide [, ) T1rig:Free Run Avg|Held:>1000/1000 TYPE
e )
IFGain:L ow Atten: 30 dB
Ref Offset 1 dB Mkr1 2.440 000 GHz
Ref 20.00 dBm

Center Freq
2.440000000 GHz

StartFreq
2.438000000 GHz

Stop Freq
2442000000 GHz

Stop 2.442000 GHz
#VBW 300 kHz Sweep 1.000 ms (601 pts)

Agilent Spectrum Analyzer - Swept SA

e e e ; ALIGN AUTO 07:08:41 AM Jan 01, 1988
Center Freq 79.500 kHz Avg Type: Log-Pwr TRACE Frequency
PNO: Wide () Trig: Free Run Avg|Hold:>50/50 TYPE i
IFGain:L ow #Atten: 26 dB
Ref Offset 1 dB Mkr1 9.470 kHz
Ref 0.00 dBm -51.869 dBm

Stop 150.00 kHz
#VBW 3.0 kHz Sweep 134.8 ms (601 pts)

sTatus ! DC Coupled
—
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Agilent Spectrum Analyzer - Swept SA
QL5 M S0 : ALIGNAUTO  [07:07,04 AM F
Center Freq 15.075000 MHz Avg Type: Log-Pwr : By

PHO: Fast L, Trig: Free Run Avg|Hold:>50/50
IFGain:L ow #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

I

Stop 30.00 MHz
#VBW 30 kHz Sweep 285.4 ms (3001 pts)

status ! DC Coupled

Agilent Spectrum Analyzer - Swept SA
QO i . il i o c e i ALIGNAUTO  [07:07:26 AM o
Center Freq 1.165000000 GHz Avg Type: Log-Pwr 5 ¢ faency

PHO: Fast L, Trig: Free Run Avg|Hold:>50/50
IFGain:L ow #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

Center Freq
1.165000000 GHz

Stop 2.300 GHz
#VBW 300 kHz Sweep 217.1 ms (8001 pts)
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Agilent Spectrum Analyzer - Swept SA

S o T i : ALIGNAUTO  |07:07:38 AM

Center Freq 2.350000000 GHz : Avg Type: Log-Pwr : IACOY
PNO: Fast (4 1rig:FreeRun Avg|Held:>200/200
- -

IFGain:Low —_ #Atten: 40 dB

Ref Offset 1 dB Mkr1 2.376 8 GHz

Ref 20.00 dBm -48.517 dBm

Center Freq
2.350000000 GHz

StartFreq
2.300000000 GHz

Stop Freq
2.400000000 GHz

Stop 2.40000 GHz
#VBW 300 kHz Sweep 9.600 ms (1001 pts)

Agilent Spectrum Analyzer - Swept SA
oo ; ALIGN AUTO 07:07:47 AM

Center Freq 2.491750000 GHz : Avg Type: Log-Pwr 5 ¢ Elpdusney
PNO: Fast (4 1rig:FreeRun Avg|Held:>200/200

IFGain:Low — #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

Center Freq
2491750000 GHz

StartFreq
2.483500000 GHz

Stop Freq
2500000000 GHz

Stop 2.500000 GHz
#VBW 300 kHz Sweep 1.600 ms (601 pts)
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Agilent Spectrum Analyzer - Swept SA

o0l B : ALIGN ALTO

Center Freq 14.500000000 GHz _ Avg Type: Log-Pur ]
PHO: Fast L, Trig: Free Run Avg|Held: 1010 .

IFGain:L ow #Atten: 40 dB

Ref Offset 1 dB Mkr1 26.473 GHz

Ref 20.00 dBm -38.182 dBm

Center Freq
14500000000 GHz

StartFreq
2500000000 GHz

Stop Freq
26500000000 GHz

ra

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.294 s (8001 pts)
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48.1.3 GFSK 1M_Highest Channel

Agilent Spectrum Analyzer - Swept SA

QL S o e e ; ALIGNAUTO |07:09:56 AM F
Center Freq 2.480000000 GHz Avg Type: Log-Pwr TRACE requency
PNO: Wide [, ) T1rig:Free Run Avg|Held:>1000/1000 TYPE
e )
IFGain:L ow Atten: 30 dB
Ref Offset 1 dB Mkr1 2.480 000 GHz
Ref 20.00 dBm

Center Freq
2.480000000 GHz

StartFreq
2.478000000 GHz

Stop Freq
2482000000 GHz

Stop 2.482000 GHz
#VBW 300 kHz Sweep 1.000 ms (601 pts)

Agilent Spectrum Analyzer - Swept SA

e e e ; ALIGN AUTO 07:10:11 AM Jan 01, 1988
Center Freq 79.500 kHz Avg Type: Log-Pwr TRACE Frequency
PNO: Wide () Trig: Free Run Avg|Hold:>50/50 TYPE i
IFGain:L ow #Atten: 26 dB DET
Ref Offset 1 dB Mkr1 10.880 kHz
Ref 0.00 dBm -51.390 dBm

Stop 150.00 kHz
#VBW 3.0 kHz Sweep 134.8 ms (601 pts)

sTatus ! DC Coupled
—
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Agilent Spectrum Analyzer - Swept SA

B ML [T : ALGNAUTO  |07:10:34 A4

Center Freq 15.075000 MHz Avg Type: Log-Pwr Frequency
PHO: Fast L, Trig: Free Run Avg|Hold:>50/50 !
IFGain:L ow #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

Iwmmummmmmmmmmmmm

Stop 30.00 MHz
#VBW 30 kHz Sweep 285.4 ms (3001 pts)

status ! DC Coupled

Agilent Spectrum Analyzer - Swept SA
oo ; ALIGN AUTO 07:10:54 AM

: Frequenc
Center Freq 1.165000000 GHz . Avg Type: Log-Pwr 5 GHENCY,
PNO: Fast L, 1rig:FreeRun Avg|Held:>50/50
IFGain:L ow #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

Center Freq
1.165000000 GHz

Stop 2.300 GHz
#VBW 300 kHz Sweep 217.1 ms (8001 pts)




SGS-CSTC Standards Technical Services Co., Ltd.Shenzhen

Branch
Report No.: ZR/2019/A003203
Page: 42 of 74

Agilent Spectrum Analyzer - Swept SA

S o T i : ALIGNAUTO _ |07:11:06 AM

Center Freq 2.350000000 GHz : Avg Type: Log-Pwr : IACOY
PNO: Fast (4 1rig:FreeRun Avg|Held:>200/200
- -

IFGain:Low —_ #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

Center Freq
2.350000000 GHz

StartFreq
2.300000000 GHz

Stop Freq
2.400000000 GHz

Stop 2.40000 GHz
#VBW 300 kHz Sweep 9.600 ms (1001 pts)

Agilent Spectrum Analyzer - Swept SA
oo ; ALIGN AUTO 07:11:16 AM

Center Freq 2.491750000 GHz : Avg Type: Log-Pwr 5 ¢ Elpdusney
PNO: Fast (4 1rig:FreeRun Avg|Held:>200/200

IFGain:Low — #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

Center Freq
2491750000 GHz

StartFreq
2.483500000 GHz

Stop Freq
2500000000 GHz

Stop 2.500000 GHz
#VBW 300 kHz Sweep 1.600 ms (601 pts)
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Agilent Spectrum Analyzer - Swept SA

o0l B : ALIGN ALTO

Center Freq 14.500000000 GHz _ Avg Type: Log-Pur ]
PHO: Fast L, Trig: Free Run Avg|Held: 1010 .

IFGain:Low —_ #Atten: 40 dB

Ref Offset 1 dB Mkr1 26.479 GHz

Ref 20.00 dBm -37.520 dBm

Center Freq
14500000000 GHz

StartFreq
2500000000 GHz

Stop Freq
26500000000 GHz

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.294 s (8001 pts)
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48.1.4 GFSK 2M_Lowest Channel

Agilent Spectrum Analyzer - Swept SA

R e : ELIGNAUTO | 7:14106 A

Center Freq 2.402000000 GHz Avg Type: Log-Pwr TRACE IACOY
PNO: Wide C, 119:Free Run Avg|Held:>1000/1000 T

IFGain:L ow Atten: 30 dB

Ref Offset 1 dB Mkr1 2.402 000 GHz
Ref 20.00 dBm

Center Freq
2.402000000 GHz

StartFreq
2.400000000 GHz

Stop Freq
2.404000000 GHz

Stop 2.404000 GHz
#VBW 300 kHz Sweep 1.000 ms (601 pts)

Agilent Spectrum Analyzer - Swept SA

R e | ; ALIGN AUTO 07:14:21 AM Jan 01, 1988

Center Freq 79.500 kHz Avg Type: Log-Pwr TRACE Frequency
PNO: Wide () Trig: Free Run Avg|Hold:>50/50 TYPE i
IFGain:L ow #Atten: 26 dB

Ref Offset 1 dB Mkr1 9.235 kHz
Ref 0.00 dBm

Stop 150.00 kHz
#VBW 3.0 kHz Sweep 134.8 ms (601 pts)

sTatus ! DC Coupled
—
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Agilent Spectrum Analyzer - Swept SA

B ML [T : ALIGNAUTO  |07:14144 AM

Center Freq 15.075000 MHz Avg Type: Log-Pwr Frequency
PNO: Fast (4 1rig:FreeRun Avg|Held:>50/50 :
B =

IFGain:Low —_ #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

R B Y PSS | A A NP Y POF 1 ECHOTP 0 Y ¥ Y URANT NPT S A0 TOPOTRPCT Y | TN IO C FOOTY
g i o o b i

N

Stop 30.00 MHz
#VBW 30 kHz Sweep 285.4 ms (3001 pts)

status ! DC Coupled

Agilent Spectrum Analyzer - Swept SA
oo ; ALIGN AUTO 07:15:05 AM

Center Freq 1.165000000 GHz : Avg Type: Log-Pwr 5 ¢ Elpdusney
PNO: Fast (4 1rig:FreeRun Avg|Held:>50/50

IFGain:Low — #Atten: 40 dB

MKr 2.031 57 GHz
Ref 20.00 dBm -46.585 dBm

Center Freq
1.165000000 GHz

Stop 2.300 GHz
#VBW 300 kHz Sweep 217.1 ms (8001 pts)
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Agilent Spectrum Analyzer - Swept SA

R e : ALIGNAUTO | 17:15136 A

Center Freq 2.350000000 GHz : Avg Type: Log-Pwr : IACOY
PNO: Fast (4 1rig:FreeRun Avg|Held:>200/200
- -

IFGain:Low —_ #Atten: 40 dB

Ref Offset 1 dB Mkr1 2.342 1 GHz

Ref 20.00 dBm -48.383 dBm

Center Freq
2.350000000 GHz

StartFreq
2.300000000 GHz

Stop Freq
2.400000000 GHz

Stop 2.40000 GHz
#VBW 300 kHz Sweep 9.600 ms (1001 pts)

Agilent Spectrum Analyzer - Swept SA
oo ; ALIGN AUTO 07:15:25 AM

Center Freq 2.491750000 GHz : Avg Type: Log-Pwr 5 ¢ Elpdusney
PNO: Fast (4 1rig:FreeRun Avg|Held:>200/200

IFGain:Low — #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

Center Freq
2491750000 GHz

StartFreq
2.483500000 GHz

Stop Freq
2500000000 GHz

Stop 2.500000 GHz
#VBW 300 kHz Sweep 1.600 ms (601 pts)
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Agilent Spectrum Analyzer - Swept SA

o0l B : ALIGN ALTO

Center Freq 14.500000000 GHz _ Avg Type: Log-Pur ]
PHO: Fast L, Trig: Free Run Avg|Held: 1010 .

IFGain:L ow #Atten: 40 dB

Ref Offset 1 dB Mkr1 26.482 GHz

Ref 20.00 dBm -38.195 dBm

Center Freq
14500000000 GHz

StartFreq
2500000000 GHz

Stop Freq
26500000000 GHz

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.294 s (8001 pts)
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4.8.1.5 GFSK 2M_Middle Channel

Agilent Spectrum Analyzer - Swept SA

QL [ S o e e | ; ALIGNAUTO |07:17:53 A4 F
Center Freq 2.440000000 GHz Avg Type: Log-Pwr TRACE requency
PNO: Wide [, ) T1rig:Free Run Avg|Held:>1000/1000 TYPE
e )
IFGain:L ow Atten: 30 dB
Ref Offset 1 dB Mkr1 2.440 000 GHz
Ref 20.00 dBm

Center Freq
2.440000000 GHz

StartFreq
2.438000000 GHz

Stop Freq
2442000000 GHz

Stop 2.442000 GHz
#VBW 300 kHz Sweep 1.000 ms (601 pts)

Agilent Spectrum Analyzer - Swept SA

e e e ; ALIGN AUTO 07:18:08 AM Jan 01, 1988
Center Freq 79.500 kHz Avg Type: Log-Pwr TRACE Frequency
PNO: Wide () Trig: Free Run Avg|Hold:>50/50 TYPE i
IFGain:L ow #Atten: 26 dB
Ref Offset 1 dB Mkr1 11.115 kHz
Ref 0.00 dBm -50.873 dBm

Stop 150.00 kHz
#VBW 3.0 kHz Sweep 134.8 ms (601 pts)

sTatus ! DC Coupled
—
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Agilent Spectrum Analyzer - Swept SA

B ML [T : ALIGNAUTO  |07:18:31 M

Center Freq 15.075000 MHz Avg Type: Log-Pwr Frequency
PHO: Fast L, Trig: Free Run Avg|Hold:>50/50 !
IFGain:L ow #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

mmmmmmw

Stop 30.00 MHz
#VBW 30 kHz Sweep 285.4 ms (3001 pts)

status ! DC Coupled

Agilent Spectrum Analyzer - Swept SA
oo ; ALIGN AUTO 07:18:51 AM

: Frequenc
Center Freq 1.165000000 GHz . Avg Type: Log-Pwr 5 GHENCY,
PNO: Fast L, 1rig:FreeRun Avg|Held:>50/50
IFGain:L ow #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

Center Freq
1.165000000 GHz

Stop 2.300 GHz
#VBW 300 kHz Sweep 217.1 ms (8001 pts)
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Agilent Spectrum Analyzer - Swept SA

S o T i : ALIGNAUTO _ |07:15:04 AM

Center Freq 2.350000000 GHz : Avg Type: Log-Pwr : IACOY
PNO: Fast (4 1rig:FreeRun Avg|Held:>200/200
- -

IFGain:Low —_ #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

Center Freq
2.350000000 GHz

StartFreq
2.300000000 GHz

Stop Freq
2.400000000 GHz

Stop 2.40000 GHz
#VBW 300 kHz Sweep 9.600 ms (1001 pts)

Agilent Spectrum Analyzer - Swept SA
oo ; ALIGN AUTO 07:19:13 AM

Center Freq 2.491750000 GHz : Avg Type: Log-Pwr 5 ¢ Elpdusney
PNO: Fast (4 1rig:FreeRun Avg|Held:>200/200

IFGain:Low — #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

Center Freq
2491750000 GHz

StartFreq
2.483500000 GHz

Stop Freq
2500000000 GHz

Stop 2.500000 GHz
#VBW 300 kHz Sweep 1.600 ms (601 pts)
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Agilent Spectrum Analyzer - Swept SA

o0l B : ALIGN ALTO

Center Freq 14.500000000 GHz _ Avg Type: Log-Pur ]
PHO: Fast L, Trig: Free Run Avg|Held: 1010 .

IFGain:L ow #Atten: 40 dB

Ref Offset 1 dB Mkr1 26.482 GHz

Ref 20.00 dBm -38.257 dBm

Center Freq
14500000000 GHz

StartFreq
2500000000 GHz

Stop Freq
26500000000 GHz

ra

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.294 s (8001 pts)
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4.8.1.6 GFSK 2M_Highest Channel

Agilent Spectrum Analyzer - Swept SA

R e : ALIGNAUTO | 7:22:01 A

Center Freq 2.480000000 GHz Avg Type: Log-Pwr TRACE IACOY
PNO: Wide C, 119:Free Run Avg|Held:>1000/1000 T

IFGain:L ow Atten: 30 dB

Ref Offset 1 dB Mkr1 2.480 000 GHz
Ref 20.00 dBm

Center Freq
2.480000000 GHz

StartFreq
2.478000000 GHz

Stop Freq
2482000000 GHz

Stop 2.482000 GHz
#VBW 300 kHz Sweep 1.000 ms (601 pts)

Agilent Spectrum Analyzer - Swept SA

R e | ; ALIGN AUTO 07:22:17 AM Jan 01, 1988

Center Freq 79.500 kHz Avg Type: Log-Pwr TRACE Frequency
PNO: Wide () Trig: Free Run Avg|Hold:>50/50 TYPE i
IFGain:L ow #Atten: 26 dB

Ref Offset 1 dB Mkr1 9.705 kHz
Ref 0.00 dBm

Stop 150.00 kHz
#VBW 3.0 kHz Sweep 134.8 ms (601 pts)

sTatus ! DC Coupled
—
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Agilent Spectrum Analyzer - Swept SA

B ML [T : ALIGNAUTO  |07:22:40 M

Center Freq 15.075000 MHz Avg Type: Log-Pwr Frequency
PHO: Fast L, Trig: Free Run Avg|Hold:>50/50 !
IFGain:L ow #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

I‘mmmmmmwmmmmm

Stop 30.00 MHz
#VBW 30 kHz Sweep 285.4 ms (3001 pts)

status ! DC Coupled

Agilent Spectrum Analyzer - Swept SA
oo ; ALIGN AUTO 07:23:01 AM

: Frequenc
Center Freq 1.165000000 GHz . Avg Type: Log-Pwr 5 GHENCY,
PNO: Fast L, 1rig:FreeRun Avg|Held:>50/50
IFGain:L ow #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

Center Freq
1.165000000 GHz

Stop 2.300 GHz
#VBW 300 kHz Sweep 217.1 ms (8001 pts)
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Agilent Spectrum Analyzer - Swept SA

R e : ALIGN ALTO

Center Freq 2.350000000 GHz : Avg Type: Log-Pwr : IACOY
PNO: Fast (4 1rig:FreeRun Avg|Held:>200/200
- -

IFGain:Low —_ #Atten: 40 dB

Ref Offset 1 dB Mkr1 2.390 2 GHz

Ref 20.00 dBm -47.725 dBm

Center Freq
2.350000000 GHz

StartFreq
2.300000000 GHz

Stop Freq
2.400000000 GHz

Stop 2.40000 GHz
#VBW 300 kHz Sweep 9.600 ms (1001 pts)

Agilent Spectrum Analyzer - Swept SA
oo ; ALIGN AUTO 07:23:23 AM

Center Freq 2.491750000 GHz : Avg Type: Log-Pwr 5 ¢ Elpdusney
PNO: Fast (4 1rig:FreeRun Avg|Held:>200/200

IFGain:Low — #Atten: 40 dB

Ref Offset 1 dB
Ref 20.00 dBm

Center Freq
2491750000 GHz

StartFreq
2.483500000 GHz

Stop Freq
2500000000 GHz

Stop 2.500000 GHz
#VBW 300 kHz Sweep 1.600 ms (601 pts)
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Agilent Spectrum Analyzer - Swept SA

S e ] i ALIGN AUTO! 07:23:58 AM Jan 01, 1988

Center Freq 14.500000000 GHz _ Avg Type: Log-Pur ]
PHO: Fast L, Trig: Free Run Avg|Held: 1010 .

IFGain:L ow #Atten: 40 dB

Ref Offset 1 dB Mkr1 26.455 GHz

Ref 20.00 dBm -38.903 dBm

Center Freq
14500000000 GHz

StartFreq
2500000000 GHz

Stop Freq
26500000000 GHz

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.294 s (8001 pts)

Remark:
Scan from 9kHz to 25GHz, the disturbance between 9KHz to 30MHz was very low, and the above harmonics
were the highest point could be found when testing, The amplitude of spurious emissions from the radiator
which are attenuated more than 20dB below the limit need not be reported.
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Test Requirement:

47 CFR Part 15C Section 15.209 and 15.205

Test Method:

ANSI| C63.10 :2013 Section 11.12

Test Site: Measurement Distance: 3m or 10m (Semi-Anechoic Chamber)

Frequency Detector RBW VBW Remark
0.009MHz-0.090MHz Peak 10kHz 30kHz Peak
0.009MHz-0.090MHz Average 10kHz 30kHz Average
0.090MHz-0.110MHz Quasi-peak 10kHz 30kHz Quasi-peak

: 0.110MHz-0.490MHz Peak 10kHz 30kHz Peak
Receiver Setup:
0.110MHz-0.490MHz Average 10kHz 30kHz Average
0.490MHz -30MHz Quasi-peak 10kHz 30kHz Quasi-peak
30MHz-1GHz Quasi-peak 100 kHz 300kHz Quasi-peak
Peak 1MHz 3MHz Peak
Above 1GHz
Peak 1MHz 10Hz Average
Frequency F.ield strength Limit Remark Mgasurement
microvolt/meter) | (dBuV/m) distance (m)
0.009MHz-0.490MHz 2400/F(kHz) - - 300
0.490MHz-1.705MHz | 24000/F(kHz) - - 30
1.705MHz-30MHz 30 - - 30
30MHz-88MHz 100 40.0 Quasi-peak 3
Limit: 88MHz-216MHz 150 43.5 Quasi-peak 3
216MHz-960MHz 200 46.0 Quasi-peak 3
960MHz-1GHz 500 54.0 Quasi-peak 3
Above 1GHz 500 54.0 Average 3

Remark: 15.35(b), Unless otherwise specified, the limit on peak radio frequency
emissions is 20dB above the maximum permitted average emission limit applicable
to the equipment under test. This peak limit applies to the total peak emission level

radiated by the device.
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Test Setup: ‘

Antenna Tower
Antenna Antenna Tower

3moriom =, 3mor 10m *|
LG

Ground Relerence Plane

Ground Reference Plane 7]

Conoller

Figure 3. Above 1 GHz

a. For below 1GHz, the EUT was placed on the top of a rotating table 0.8
meters above the ground at a 3 or 10 meter semi-anechoic camber. The
table was rotated 360 degrees to determine the position of the highest
radiation.

b. For above 1GHz, the EUT was placed on the top of a rotating table 1.5
meters above the ground at a 3 meter semi-anechoic camber. The table
was rotated 360 degrees to determine the position of the highest
radiation.

c. The EUT was set 3 or 10 meters away from the interference-receiving
antenna, which was mounted on the top of a variable-height antenna

Test Procedure: tower.

d. The antenna height is varied from one meter to four meters above the
ground to determine the maximum value of the field strength. Both
horizontal and vertical polarizations of the antenna are set to make the
measurement.

e. For each suspected emission, the EUT was arranged to its worst case
and then the antenna was tuned to heights from 1 meter to 4 meters (for
the test frequency of below 30MHz, the antenna was tuned to heights 1
meter) and the rotatable table was turned from O degrees to 360
degrees to find the maximum reading.

f. The test-receiver system was set to Peak Detect Function and Specified
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Bandwidth with Maximum Hold Mode.

g. If the emission level of the EUT in peak mode was 10dB lower than the
limit specified, then testing could be stopped and the peak values of the
EUT would be reported. Otherwise the emissions that did not have 10dB
margin would be re-tested one by one using peak, quasi-peak or
average method as specified and then reported in a data sheet.

h. Test the EUT in the lowest channel (2402MHz),the middle channel
(2440MHz),the Highest channel (2480MHz)

i. The radiation measurements are performed in X, Y, Z axis positioning
for Transmitting mode, and found the X axis positioning which it is the
worst case.

j- Repeat above procedures until all frequencies measured was complete.

Transmitting with GFSK modulation.

Exploratory Test Mode: Charge + Transmitting mode.

Transmitting with GFSK modulation.
Pretest the EUT at Charge + Transmitting mode,

For below 1GHz part, through pre-scan, the worst case is the lowest
channel. Only the worst case is recorded in the report.

Final Test Mode:

Instruments Used: Refer to section 5.10 for details.

Test Results: Pass
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49.1 Radiated Emission below 1GHz
4911 Charge + Transmitting, Vertical

1 39.2196 19.49 -31.41 40.00 20.51 100 67 Vertical
2 61.5408 22.30 -32.04 40.00 17.70 200 169 Vertical
3 79.9800 20.34 -35.88 40.00 19.66 200 352 Vertical
4 134.3272 16.74 -34.97 43.50 26.76 100 195 Vertical
5 249.8149 15.34 -29.27 46.00 30.66 100 251 Vertical
6 826.7684 25.65 -16.48 46.00 20.35 100 116 Vertical
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49.1.2 Charge + Transmitting, Horizontal

1 36.7934 15.18 -32.19 40.00 24.82 200 327 Horizontal
2 49.8949 12.47 -30.18 40.00 27.53 200 310 Horizontal
3 104.7274 9.21 -31.68 43.50 34.29 100 15 Horizontal
4 134.3272 12.63 -34.97 43.50 30.87 200 225 Horizontal
5 517.6688 18.17 -22.24 46.00 27.83 100 91 Horizontal
6 938.8594 24.16 -14.64 46.00 21.84 200 31 Horizontal
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49.2 Transmitter Emission above 1GHz
49.2.1 GFSK _Lowest Channel_ Vertical

1 2867.9670 57.18 11.16 74.00 16.82 150 53 Vertical
2 2873.9685 45.33 11.21 54.00 8.67 150 26 Vertical
3 4804.0000 32.03 -14.99 54.00 21.97 150 210 Vertical
4 4804.0000 43.84 -14.99 74.00 30.16 150 45 Vertical
5 7206.0000 49.05 -7.05 74.00 24.95 150 45 Vertical
6 7206.0000 37.06 -7.05 54.00 16.94 150 18 Vertical
7 17551.4776 43.75 1.01 54.00 10.25 150 240 Vertical
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49.2.2 GFSK _Middle Channel_ Vertical

1 2766.4416 45.54 10.44 54.00 8.46 150 320 Horizontal
2 2900.4751 57.11 11.41 74.00 16.89 150 293 Horizontal
3 4804.0000 32.11 -14.99 54.00 21.89 150 360 Horizontal
4 4804.0000 43.18 -14.99 74.00 30.82 150 127 Horizontal
5 7206.0000 48.91 -7.05 74.00 25.09 150 127 Horizontal
6 7206.0000 37.00 -7.05 54.00 17.00 150 127 Horizontal
7 17545.4773 44.15 0.93 54.00 9.85 150 89 Horizontal
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49.2.3 GFSK _High Channel_ Vertical

1 2900.4751 57.21 11.41 74.00 16.79 150 191 Vertical
2 2902.9757 45.80 11.41 54.00 8.20 150 232 Vertical
3 4960.0000 32.23 -14.23 54.00 21.77 150 46 Vertical
4 4960.0000 43.29 -14.23 74.00 30.71 150 348 Vertical
5 7440.0000 51.18 -5.89 74.00 22.82 150 211 Vertical
6 7440.0000 39.17 -5.89 54.00 14.83 150 321 Vertical
7 17537.9769 43.16 0.84 54.00 10.84 150 241 Vertical
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49.2.4 GFSK _Lowest Channel_ Horizontal

1 2680.4201 45.33 10.12 54.00 8.67 150 238 Horizontal
2 2896.9742 56.68 11.39 74.00 17.32 150 184 Horizontal
3 4960.0000 44.29 -14.23 74.00 29.71 150 319 Horizontal
4 4960.0000 32.51 -14.23 54.00 21.49 150 319 Horizontal
5 7440.0000 51.50 -5.89 74.00 22.50 150 346 Horizontal
6 7440.0000 39.40 -5.89 54.00 14.60 150 182 Horizontal
7 17519.4760 43.22 0.60 54.00 10.78 150 342 Horizontal
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4.9.2.5 GFSK _Middle Channel_ Horizontal

1 2883.9710 45.57 11.29 54.00 8.43 150 123 Vertical
2 2890.9727 56.71 11.34 74.00 17.29 150 109 Vertical
3 4880.0000 32.50 -14.65 54.00 21.50 150 129 Vertical
4 4880.0000 44.51 -14.65 74.00 29.49 150 294 Vertical
5 7320.0000 50.29 -6.17 74.00 23.71 150 74 Vertical
6 7320.0000 38.73 -6.17 54.00 15.27 150 294 Vertical
7 17383.4692 42.48 -1.02 54.00 11.52 150 141 Vertical
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4.9.2.6 GFSK _High Channel_ Horizontal
Suspected List
Freq. Level Factor Limit Margin Height Angle .
NO. [MHZ] [dBuV/m] | [dB] | [dBuV/m] [dB] [cm] ] Polarity
1 2717.4294 56.96 10.14 74.00 17.04 150 344 Horizontal
2 2772.4431 44.80 10.47 54.00 9.20 150 30 Horizontal
3 4880.0000 45.01 -14.65 74.00 28.99 150 45 Horizontal
4 4880.0000 32.65 -14.65 54.00 21.35 150 154 Horizontal
5 7320.0000 49.69 -6.17 74.00 24.31 150 210 Horizontal
6 7320.0000 38.72 -6.17 54.00 15.28 150 345 Horizontal
7 17528.9764 43.85 0.72 54.00 10.15 150 0 Horizontal
Remark:

1) The field strength is calculated by adding the Antenna Factor, Cable Factor & Preamplifier. The basic
equation with a sample calculation is as follows:

Final Test Level =Receiver Reading + Antenna Factor + Cable Factor — Preamplifier Factor

2) Scan from 9kHz to 25GHz, the disturbance between 9KHz to 30MHz was very low, and the above
harmonics were the highest point could be found when testing, The amplitude of spurious emissions
from the radiator which are attenuated more than 20dB below the limit need not be reported.

3) As shown in this section, for frequencies above 1GHz, the field strength limits are based on average
limits. However, the peak field strength of any emission shall not exceed the maximum permitted
average limits specified above by more than 20 dB under any condition of modulation. So, only the peak
measurements were shown in the report.

4) All Modes have been tested, but only the worst case data displayed in this report.
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4.10 Restricted bands around fundamental frequency

Test Requirement: 47 CFR Part 15C Section 15.209 and 15.205
Test Method: ANSI C63.10: 2013 Section 11.12
Test Site: Measurement Distance: 3m or 10m (Semi-Anechoic Chamber)
Frequency Limit (dBuV/m @3m) Remark
30MHz-88MHz 40.0 Quasi-peak Value
88MHz-216MHz 435 Quasi-peak Value
Limit: 216MHz-960MHz 46.0 Quasi-peak Value
960MHz-1GHz 54.0 Quasi-peak Value
Above 1GHz 54.0 Average Value
74.0 Peak Value
Test Setup:

Antenna Tower

smortom

Ground Refersnie Plane 7]

‘Controller

Figure 1. 30MHz to 1GHz Figure 2. Above 1 GHz

a. For below 1GHz, the EUT was placed on the top of a rotating table 0.8 meters
above the ground at a 3 or 10 meter semi-anechoic camber. The table was
rotated 360 degrees to determine the position of the highest radiation.

b. For above 1GHz, the EUT was placed on the top of a rotating table 1.5 meters
above the ground at a 3 meter semi-anechoic camber. The table was rotated
360 degrees to determine the position of the highest radiation.

c. The EUT was set 3 or 10 meters away from the interference-receiving antenna,
which was mounted on the top of a variable-height antenna tower.

d. The antenna height is varied from one meter to four meters above the ground to
determine the maximum value of the field strength. Both horizontal and vertical

Test Procedure: polarizations of the antenna are set to make the measurement.

e. For each suspected emission, the EUT was arranged to its worst case and then
the antenna was tuned to heights from 1 meter to 4 meters and the rotatable
table was turned from O degrees to 360 degrees to find the maximum reading.

f. The test-receiver system was set to Peak Detect Function and Specified
Bandwidth with Maximum Hold Mode.

g. Place a marker at the end of the restricted band closest to the transmit
frequency to show compliance. Also measure any emissions in the restricted
bands. Save the spectrum analyzer plot. Repeat for each power and modulation
for lowest and highest channel

h. Test the EUT in the lowest channel, the Highest channel
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i. The radiation measurements are performed in X, Y, Z axis positioning for
Transmitting mode, and found the X axis positioning which it is the worst case.
j- Repeat above procedures until all frequencies measured was complete.

Transmitting with GFSK modulation.

Exploratory Test Mode: Charge + Transmitting mode.

Transmitting with GFSK modulation.
Pretest the EUT at Charge + Transmitting mode.
Only the worst case is recorded in the report.

Final Test Mode:

Instruments Used: Refer to section 5.10 for details.

Test Results: Pass
4.10.1 Test plots
41011 Worst Case Mode (GFSK) Lowest Channel_ Vertical
120 FCC PART15C
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—— PK Limit — AV Limit — Vertical PK Freqguendyfid 2]V
PK Detector #* AV Detector
Suspected List
Freq. Level Factor Limit Margin Height Angle .
. Polarit
NO [MHz] [dBuV/m] | [dB] | [dBuV/m] [dB] [cm] ] olarty
1 2346.3363 47.65 9.05 74.00 26.35 150 58 Vertical
2 2368.7087 33.72 9.13 54.00 20.28 150 188 Vertical
3 2390.0000 33.44 9.20 54.00 20.56 150 306 Vertical
4 2390.0000 46.64 9.20 74.00 27.36 150 79 Vertical
5 2402.0000 81.15 9.24 74.00 -7.15 150 155 Vertical
6 2402.0000 53.68 9.24 54.00 0.32 150 331 Vertical
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4.10.1.2 Worst Case Mode (GFSK) Highest Channel_ Vertical

120 FCC PART15C
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—— PK Limit — AV Limit — Vertical PK +FrequanicyHi 2]V

# PK Detector #* AV Detector

1 2480.0000 79.89 9.49 74.00 -5.89 150 142 Vertical
2 2480.0000 47.73 9.49 54.00 6.27 150 158 Vertical
3 2483.5000 42.78 9.50 74.00 31.22 150 131 Vertical
4 2483.5000 29.42 9.50 54.00 24.58 150 15 Vertical
5 2493.1466 43.63 9.53 74.00 30.37 150 4 Vertical
6 2499.3997 29.83 9.55 54.00 24.17 150 36 Vertical
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410.1.3 Worst Case Mode (GFSK) Lowest Channel_ Horizontal

120 FCC PART15C
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# PK Detector #* AV Detector

1 2358.9489 47.81 9.09 74.00 26.19 150 225 Horizontal
2 2370.2102 33.70 9.13 54.00 20.30 150 212 Horizontal
3 2390.0000 33.53 9.20 54.00 20.47 150 225 Horizontal
4 2390.0000 46.15 9.20 74.00 27.85 150 341 Horizontal
5 2402.0000 90.53 9.24 74.00 -16.53 150 74 Horizontal
6 2402.0000 58.75 9.24 54.00 -4.75 150 66 Horizontal
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41014 Worst Case Mode (GFSK) Highest Channel_ Horizontal

120 FCC PART15C

110

100
. M
80

70

60

Level[dBuv/m]

50 :

PPy Srr—— oot " . " e aro et . " ._M,J WW

30 \ 4 b

20

10

2Q4G 241G 242G 243G 244G 245G 246G 247G 248G 249G 25G
—— PK Limit — AV Limit —— Horizontal PK  Fregeeridgiizzhtal AV

# PK Detector #* AV Detector

1 2480.0000 90.46 9.49 74.00 -16.46 150 73 Horizontal

2 2480.0000 51.04 9.49 54.00 2.96 150 84 Horizontal

3 2483.5000 42.25 9.50 74.00 31.75 150 162 Horizontal

4 2483.5000 29.34 9.50 54.00 24.66 150 14 Horizontal

5 2492.7464 29.89 9.53 54.00 24.11 150 11 Horizontal

6 2494.6973 44.26 9.53 74.00 29.74 150 333 Horizontal
Remark:

The field strength is calculated by adding the Antenna Factor, Cable Factor & Preamplifier. The basic
equation with a sample calculation is as follows:

Final Test Level =Receiver Reading + Antenna Factor + Cable Factor — Preamplifier Factor

All Modes have been tested, but only the worst case data displayed in this report.
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5 Measurement Uncertainty (95% confidence levels, k=2)

No. Item Measurement Uncertainty

1 Total RF power, conducted +0.75dB
2 RF power density, conducted +2.84dB
3 Spurious emissions, conducted +0.75dB

+4.5dB (30MHz-1GHz)
4 Radiated Spurious emission test

+4.8dB (1GHz-25GHz)
5 Conduct emission test 13.12 dB(9KHz- 30MHz)
6 Temperature test +1°C
7 Humidity test 3%
8 DC and low frequency voltages +0.5%
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6 Equipment List
Conducted Emission
) Cal. date Cal.Duedate
Test Equipment Manufacturer Model No. Inventory No.
(yyyy-mm-dd) | (yyyy-mm-dd)
Shielding Room ZhongYu Electron GB-88 SEMO001-06 2017/5/10 2020/5/9
LISN Rohde & Schwarz ENV216 SEMO007-01 2019/7/14 2020/7/14
LISN ETS-LINDGREN Feb-16 SEMO007-02 2019/4/1 2020/3/31
Measurement Software AUDIX e3 vV5.4.1221d N/A N/A N/A
Coaxial Cable SGS N/A SEM024-01 2019/6/12 2020/6/11
2 Line ISN Fischgr Cgstom FCC-TLISN-T2-02 EMC0122 2019/2/11 2020/2/10
Communications Inc.
EMI Test Receiver Rohde & Schwarz ESCI SEMO004-02 2019/3/2 2020/3/1
RF conducted test
) Cal. date Cal.Duedate
Test Equipment Manufacturer Model No. Inventory No.
(yyyy-mm-dd) | (yyyy-mm-dd)
DC Power Supply Agilent Technologies Inc 66311B WO009-09 2019/7/15 2020/7/15
Signal Analyzer Rohde & Schwarz FSV W025-05 2019/1/13 2020/1/12
Coaxial Cable SGS N/A SEMO031-01 2019/6/12 2020/6/11
Attenuator Weinschel Associates WA41 SEMO021-09 N/A N/A
Signal Generator KEYSIGHT N5173B SEMO006-05 2019/7/14 2020/7/14
Temperature Chamber GIANT FORCE ICT-150-40-CP-AR W027-03 2019/10/27 | 2020/10/27
Power Meter Rohde & Schwarz NRVS SEMO014-02 2019/7/14 2020/7/14
RE in Chamber
Test Equipment Manufacturer Model No. Inventory No. Cal. date Cal.Due date
(yyyy-mm-dd) | (yyyy-mm-dd)
3m Semi-Anechoic Chamber ETS-LINDGREN N/A SEMO001-01 2017/8/5 2020/8/4
Measurement Software AUDIX e3 V8.2014-6-27 N/A N/A N/A
Coaxial Cable SGS N/A SEMO025-01 2019/6/12 2020/6/11
MXE EMgiegsg’fr (20Hz- Agilent Technologies N9O38A SEM004-05 | 2019/7/14 | 2020/7/14
BiConiL.og Antenna (26- ETS-LINDGREN 3142C SEM00301 | 2017/6/27 | 2020/6/26
3000MHz)
Pre-amplifier (0.1-1.3GHz) Agilent Technologies 8447D SEMO005-01 2019/3/2 2020/3/1
RE in Chamber
Test Equipment Manufacturer Model No. Inventory No. Cal. date Cal.Due date
(yyyy-mm-dd) | (yyyy-mm-dd)
3m Semi-Anechoic Chamber AUDIX N/A SEMO001-02 2018/3/13 2021/3/12
Measurement Software AUDIX e3V8.2014-6-27 N/A N/A N/A
Coaxial Cable SGS N/A SEM026-01 2019/6/12 2020/6/11
EXA S'gngg'grgk'iyzz)er (10Hz- | A gilent Technologies Inc N9O10A SEMO004-09 | 2019/3112 | 2020/3/11
B'C°”"§g%£\;;ez”)”a (26- ETS-Lindgren 3142C SEM003-01 | 2017/6/27 | 2020/6/26
Horn Antenna (0.8-18GHz) Rohde & Schwarz HF907 SEMO003-07 2018/4/13 2021/4/12
Pre-amplifier(0.1-1.3GHz) HP 8447D SEMO005-02 2019/7/14 2020/7/14
Low Noise f‘&ﬂ:‘;moowz' Black Diamond Series BD;’;‘;;%m' SEM00505 | 2019/9/3 | 2020/9/2
Horn Antenna (15-40GHz) Schwarzbeck BBHA 9170 SEMO003-15 2017/10/17 | 2020/10/16
Pre-amplifier(18-26GHz) Rohde & Schwarz CH14-H052 SEMO005-17 2019/3/2 2020/3/1
Band filter N/A N/A SEM023-01 N/A N/A
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RE in Chamber
. Cal. Date Cal. Due date
Test Equipment Manufacturer Model No. Inventory No. Feneram f) | Fe i )
10m Semi-Anechoic Chamber SAEMC FSAC1018 SEMO001-03 2018/3/31 2021/3/30
EMI Test Receiver (9k-7GHz) Rohde & Schwarz ESR SEMO004-03 2019/3/2 2020/3/1
T”'°9'Br°adb;G”dH ZA)”te””a(st' Schwarzbeck VULB9168 SEM003-18 | 2018/3/15 | 2020/3/14
Pre-amplifier (9k-1GHz) Sonoma 310N SEMO005-03 2019/3/12 2020/3/11
Loop Antenna (9kHz-30MHz) ETS-Lindgren 6502 SEMO003-08 2017/8/22 2020/8/21
Measurement Software AUDIX e3 V8.2014-6-27 N/A N/A N/A
Coaxial Cable SGS N/A SEM029-01 2019/6/12 2020/6/11

7 Photographs - EUT Constructional Details

Refer to Appendix A - Photographs of Set-Up for ZR/2019/A0032.

The End



