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APPLICANT : AAEON Technology Inc.
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MODEL NAME . XXXRTC-700T-WB GH-xxxx
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SUMMARY OF TEST RESULT

Report
FCC Rule IC Rule Description Limit Result Remark
Section
RSS-210 .
3.1 15.247(a)(1) Number of Channels 0 15Chs Pass -
A8.4(2)
RSS-210 Hopping Channel )
3.2 15.247(a)(1) 0 2/3 of 20dB BW Pass -
A8.1(b) Separation
RSS-210 Dwell Time of Each 0 0.4sec in 31.6sec
3.3 15.247(a)(1) Pass -
A8.1(d) Channel period
RSS-210
3.4 15.247(a)(1) 20dB Bandwidth NA Pass -
A8.1(a)
RSS-210 0 1 W for 1Mbps
3.5 15.247(b)(1) Peak Output Power | Pass -
A8.1(b) 0125 mW for 2, 3Mbps
RSS-210 .
3.6 15.247(d) Conducted Band Edges 0 20dBc Pass -
A8.5
RSS-210 Conducted Spurious .
3.7 15.247(d) 0 20dBc Pass -
A8.5 Emission
Radiated Band Edges Under limit
RSS-210
3.8 15.247(d) and Radiated Spurious | 15.209(a) & 15.247(d) | Pass 5.42 dB at
A8.5
Emission 2483.560 MHz
Under limit
RSS-Gen AC Conducted
3.9 15.207 15.207(a) Pass 9.90 dB at
7.2.4 Emission
0.550 MHz
15.203 & RSS-210
3.10 Antenna Requirement N/A Pass -
15.247(b) A8.4
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SPORTON LAB.

FCC RF Test Report

Report No. : FR340236A

1 General Description
1.1 Applicant

AAEON Technology Inc.

5F., No. 135, Lane 235, Pao Chiao Rd., Hsin-Tien Dist., New Taipei City, Taiwan, R.O.C

1.2 Manufacturer

AAEON Technology Inc.

5F., No. 135, Lane 235, Pao Chiao Rd., Hsin-Tien Dist., New Taipei City, Taiwan, R.O.C

1.3 Feature of Equipment Under Test

Product Feature

Equipment

70 Rugged Tablet Computer

Brand Name

AAEON

Model Name

XXXRTC-700T-WBGH-xxxx
1. xxx=TF-(TF: Toxic Free) or blank
2. Xxxxx=SW revision, ex: 1110=rev1, x:0~9

FCCID OHBRTC700TWBGB
. L WCDMA/HSPA/
EUT supports Radios application WLAN 11bgn / Bluetooth 2.1
HW Version Al.2
SW Version 1.3
EUT Stage Identical Prototype

Remark: The above EUT's information was declared by manufacturer. Please refer to the specifications

or user's manual for more detailed description.

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456

FAX : 886-3-328-4978

FCC ID : OHBRTC700TWBGB

Page Number

Report Version
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1.4 Product Specification of Equipment Under Test

Product Specification subjective to this standard

Tx/Rx Frequency Range 2402 MHz ~ 2480 MHz

Number of Channels 79

Carrier Frequency of Each Channel | 2402+n*1 MHz; n=0~78

Bluetooth (1Mbps) : 4.45 dBm (0.0028 W)
Maximum Output Power to Antenna | Bluetooth EDR (2Mbps) : 10.46 dBm (0.0111 W)
Bluetooth EDR (3Mbps) : 10.87 dBm (0.0122 W)

Antenna Type PCB Antenna type with gain 0.08 dBi
Bluetooth 2.1 BR (1Mbps) : GFSK
Type of Modulation Bluetooth 2.1 EDR (2Mbps) :| /4-DQPSK

Bluetooth 2.1 EDR (3Mbps) : 8-DPSK

1.5 Modification of EUT

No modifications are made to the EUT during all test items.

1.6 Testing Site

Test Site SPORTON INTERNATIONAL INC.

No. 52, Hwa Ya 1*' Rd., Hwa Ya Technology Park,
Test Site Location | Kwei-Shan Hsiang, Tao Yuan Hsien, Taiwan, R.O.C.
TEL: +886-3-3273456 / FAX: +886-3-3284978
Sporton Site No. FCC/IC Registration No.
THO2-HY COO05-HY 03CHO06-HY 722060/4086B-1

Test Site No.

Note: The test site complies with ANSI C63.4 2003 requirement.
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1.7 Applied Standards

According to the specifications of the manufacturer, the EUT must comply with the requirements of the
following standards:

E  FCC Part 15 Subpart C §15.247

E  FCC Public Notice DA 00-705

E ANSI C63.10-2009

Remark:

1. All test items were verified and recorded according to the standards and without any deviation
during the test.

2. This EUT has also been tested and complied with the requirements of FCC Part 15, Subpart B,
recorded in a separate test report.
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2 Test Configuration of Equipment Under Test
2.1 Descriptions of Test Mode

Preliminary tests were performed in different data rates and recorded the RF output power in the

following table:

Bluetooth RF Output Power
Data Rate / Modulation
Channel | Frequency

GFSK | /4-DQPSK 8-DPSK

1Mbps 2Mbps 3Mbps
Ch00 2402MHz 3.26 dBm 9.99 dBm 10.32 dBm
Ch39 2441MHz 4.45 dBm 10.46 dBm 10.87 dBm
Ch78 2480MHz 4.28 dBm 10.45 dBm 10.76 dBm

Remark:
1. All the test data for each data rate were verified, but only the worst case was reported.

2. The data rate was set in 3Mbps for all the test items due to the highest RF output power.

a. The EUT has been associated with peripherals pursuant to ANSI C63.10-2009 and configuration
operated in a manner tended to maximize its emission characteristics in a typical application.
Frequency range investigated: conduction (150 KHz to 30 MHz), radiation (9 KHz to the 10th
harmonic of the highest fundamental frequency or to 40 GHz, whichever is lower). Pre-scanned
tests, X, Y, Z in three orthogonal panels, and different data rates were conducted to determine the
final configuration (Y plane as worst plane) from all possible combinations, and the worst mode of

radiated spurious emissions is Bluetooth 3Mbps mode, and recorded in this report.

b. AC power line Conducted Emission was tested under maximum output powetr.
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2.2 Test Mode

The following summary table is showing all test modes to demonstrate in compliance with the standard.

Summary table of Test Cases

Data Rate / Modulation

Test Item Bluetooth 1Mbps Bluetooth EDR 2Mbps Bluetooth EDR 3Mbps
GFSK | /4-DQPSK 8-DPSK
Mode 1: CHOO_2402 MHz | Mode 4: CHOO_2402 MHz | Mode 7: CHOO_2402 MHz
Conducted Mode 2: CH39_2441 MHz | Mode 5: CH39_2441 MHz | Mode 8: CH39_2441 MHz
Test Cases Mode 3: CH78 2480 MHz | Mode 6: CH78_ 2480 MHz | Mode 9: CH78_ 2480 MHz
Bluetooth EDR 3Mbps 8-DPSK
Radiated Mode 1: CHO0_2402 MHz
Test Cases Mode 2: CH39_2441 MHz
Mode 3: CH78 2480 MHz
AC

Conducted Mode 1 :WCDMABand V Link + TF+TC

Emission

Remark:

1. For radiated test cases, the worst mode data rate 3Mbps was reported only, because this data rate
has the highest RF output power at preliminary tests, and the conducted spurious emissions and
conducted band edge measurement for each data rate are no worse than 3Mbps, and no other
significantly frequencies found in conducted spurious emission .

2. TF stands for Test Function, and consists of WLAN Link, Bluetooth Link, GPS Rx, Camera,
H-Patten, and MPEGA4.

3. TC stands for Test Configuration, and consists of HDMI Cable, iPod Earphone, USB Cable (Data
Link with USB HD), Adapter, and SD Card.

4. HDMI Cable means media application transferred between EUT and external display.
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2.3 Connection Diagram of Test System

<Bluetooth Tx Mode>

<AC Conducted Emission Mode>

EUT

{Adapter)
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FCC RF Test Report

Report No. : FR340236A

2.4 Support Unit used in test configuration and system

Item |[Equipment Trade Name |Model Name |FCC ID Data Cable Power Cord
1. |System Simulator R&S CMU 200 N/A N/A Unshielded, 1.8 m
2. |GPS Station T&E GS-50 N/A N/A Unshielded, 1.8 m
3. [WLANAP D-Link DIR-628 KA2DIR628A2 |N/A Unshielded, 1.8 m
4. |Bluetooth Earphone |Sony Ericsson |MW600 PY7DDA-2029 [N/A N/A
5. [iPod Earphone Apple N/A FCC DoC Unshielded, 1.0 m [N/A
6. [LCD Monitor DELL u2410 FCC DoC Shielded, 1.6 m Unshielded, 1.8 m
7. |USB3.0 HD WD gﬁiﬁggo FCC DoC Unshielded, 0.5 m |N/A
8. |[SD Card SanDisk MicroSD HC |FCC DoC N/A N/A
AC I/P:
9. |Notebook DELL Ezgt;ge FCC DoC N/A Egsgf;?ed’ tam
Shielded, 1.8 m

2.5 EUT Operation Test Setup

For Bluetooth function, programmed RF utility, iCSR BlueSuited installed in the EUT and set fiBlueTesto

which to make the EUT get into the engineering modes to contact with Bluetooth base station for

continuous transmitting and receiving signals.

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
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2.6 Measurement Results Explanation Example

For all conducted test items:

The offset level is set in the spectrum analyzer to compensate the RF cable loss and attenuator factor
between EUT conducted output port and spectrum analyzer. With the offset compensation, the

spectrum analyzer reading level is exactly the EUT RF output level.

The spectrum analyzer offset is derived from RF cable loss and attenuator factor.
Offset = RF cable loss + attenuator factor.

Following shows an offset computation example with cable loss 4.2 dB and 10dB attenuator.

Example :
Offset(dB) = RF cable loss(dB) + attenuator factor(dB).
=4.2+10=14.2 (dB)
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For radiated band edges and spurious emission test :

Per part 15.35(c), the EUT Bluetooth average emission level could be determined by the peak emission

level applying duty cycle correction factor, to represent averaging over the whole pulse train.

The average level is derived from the peak level corrected with fiDuty cycle correction factoro.
Average Emission Level(dBeV/m) = Peak Emission Level(dBgV/m) + Duty cycle correction factor(dB)
Duty cycle correction factor(dB) = 20 * log(Duty cycle).

Duty cycle = On time / 100 milliseconds

On time = worst case dwell time * hopping number in 100 ms

For example : bluetooth with worst case dwell time 2.9ms and 2 hops in 100 ms, then
Duty cycle correction factor(dB) = 20 * log( (2.9 * 2) / 100 ) = -24.73 dB

Following shows an average computation example with duty cycle correction factor = -24.73dB, and

the peak emission level is 45.61 dBeV/m.

Example :
Average Emission Level(dBeV/m) = Peak Emission Level(dBeV/m) + duty cycle correction factor(dB)
=45.61 + (-24.73 ) = 20.88 (dBeV/m)
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3 Test Result
3.1 Number of Channel Measurement

3.1.1 Limits of Number of Hopping Frequency

Frequency hopping systems in the 2400-2483.5 MHz band shall use at least 15 channels.

3.1.2 Measuring Instruments

See list of measuring instruments of this test report.

3.1.3 Test Procedure

1. The testing follows FCC Public Notice DA 00-705 Measurement Guidelines.

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

3. Set to the maximum power setting and enable the EUT transmit continuously.

4. Enable the EUT hopping function.

5. Use the following spectrum analyzer settings: Span = the frequency band of operation; RBW 2
1% of the span; VBW 2 RBW, Sweep = auto; Detector function = peak; Trace = max hold.

6. The number of hopping frequency used is defined as the number of total channel.

7. Record the measurement data derived from spectrum analyzer.

3.1.4 Test Setup

e ]

Spectrum Analyzer EUT
3.1.5 Test Result of Number of Hopping Frequency
Test Mode : 3Mbps Temperature : 24~26€C
Test Engineer : [Coyote Lin Relative Humidity : |48~51%
Number of Hopping | Adaptive Frequency Limits .
: Pass/Fail
(Channel) Hopping (Channel) (Channel)
79 20 >15 Pass
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Number of Hopping Channel Plot on Channel 00 - 78

~RBW 1 MHz
~VBW 1 MHz

Ref 20 dBm ~Att 20 dB ~SWT 500 ms

20 Offpet 25|4 dB

Lvi
—10.

| -50.

Start 2.4 GHz 4.1 MHz/ Stop 2.441 GHz

Date: 3.JUN.2013 16:05:17

~RBW 1 MHz
~VBW 1 MHz

Ref 20 dBm ~Att 20 dB ~SWT 500 ms

20 Offpet 25|4 dB

o

X LVL
|--10.

| -50.

Start 2.441 GHz 4.25 MHz/ Stop 2.4835 GHz

Date: 3.JUN.2013 16:08:11
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3.2 Hopping Channel Separation Measurement

3.2.1 Limit of Hopping Channel Separation

Frequency hopping systems operating in the 2400-2483.5 MHz band may have hopping channel
carrier frequencies that are separated by 25 KHz or two-thirds of the 20 dB bandwidth of the hopping

channel, whichever is greater.

3.2.2 Measuring Instruments

See list of measuring instruments of this test report.

3.2.3 Test Procedures

1. The testing follows FCC Public Notice DA 00-705 Measurement Guidelines.

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The

path loss was compensated to the results for each measurement.
3. Setto the maximum power setting and enable the EUT transmit continuously.
4. Enable the EUT hopping function.

5. Use the following spectrum analyzer settings:

Span = wide enough to capture the peaks of two adjacent channels; RBW 2 1% of the span;

VBW 2 RBW; Sweep = auto; Detector function = peak; Trace = max hold.

6. Measure and record the results in the test report.

3.2.4 Test Setup

Spectrum Analyzer EUT
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3.2.5 Test Result of Hopping Channel Separation

Test Mode : 1Mbps Temperature : 24~26€
Test Engineer : |Coyote Lin Relative Humidity : |48~51%
Frequency Frequency Separation (2/3 of 20dB BW)
Channel - Pass/Fail
(MHz) (MHz) Limits (MHz)
00 2402 1.002 0.6427 Pass
39 2441 1.002 0.6427 Pass
78 2480 1.002 0.6507 Pass
Channel Separation Plot on Channel 00 - 01
® ~RBW 30 kHz Delta 2 [T1 ] )
20 Offget 25|4 dB Mnrkor"l [T1 \’
| 10. - - 7,407:7:7: 7:: dﬁ”:
: g ¥ . f\\
4/
@
Date: 3.JUN.2013 15:23:30
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Channel Separation Plot on Channel 39 - 40

%

~RBW 30 kHz
~VBW 100 kHz

Delta 2 [T1 ]

-0.

82

dB

Ref 20 dBm ~Att 20 dB SWT 5 ms 1.002000000 MHz
20 OFfffket 254 dB Marker| 1 [T1
5(33 dBm
10, . . 2l.441002bo0 _cHz
“A‘\rﬂ
o ] Y

N\,

"\

L\

Center 2.4415 GHz

Date: 3.JUN.2013 15:21:33

300

kHz/

Channel Separation Plot on Channel 77 - 78

%

~RBW 30 kHz
~VBW 100 kHz

Span 3 MHz

Delta 2 [T1 ]

o.

oe

dB

Ref 20 dBm ~ ATt 20 dB SWT 5 ms 1.002000000 MHz
20 OFfffket 254 dB Marker| 1 [T1
4192 dBm
10, 2. 479002bo0_cHz
1 2
MJM
o ] Al

/|

<

ol

o~

‘.\

Center 2.4795 GHz

Date: 3.JUN.2013 15:16:39

300

kHz/

Span 3 MHz
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Test Mode : 2Mbps

Temperature :

24~26%

Test Engineer : |Coyote Lin

Relative Humidity : |48~51%

Frequency Frequency Separation (2/3 of 20dB BW) _
Channel - Pass/Fail
(MHz) (MHz) Limits (MHz)
00 2402 1.002 0.8600 Pass
39 2441 1.002 0.8560 Pass
78 2480 1.002 0.8560 Pass
Channel Separation Plot on Channel 00 - 01
@ RBW 30 kHz Delta 2 [T1 ]
20 Offket 2514 dB ’ Markel"l [Tlvl ) -
10. 2,4(1'(1(1? 1:: ZEZ
1 2
o vl\ V“'[A .
™ /«AFWA«J MM%J’_\NM M\t"\
| -30. \\‘w
Date: 3.JUN.2013 15:27:23
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Channel Separation Plot on Channel 39 - 40

%

~RBW 30 kHz

~VBW 100 kHz

Delta 2 [T1 ]
-0.80

dB

Ref 20 dBm ~Att 20 dB SWT 5 ms 1.002000000 MHz
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SPORTON LAB. FCC RF Test RepOI’t Report No. : FR340236A

Test Mode : 3Mbps Temperature : 24~26%
Test Engineer : [Coyote Lin Relative Humidity : |48~51%
Frequency Frequency Separation (2/3 of 20dB BW) _
Channel - Pass/Fail
(MHz) (MHz) Limits (MHz)
00 2402 1.002 0.8680 Pass
39 2441 1.002 0.8680 Pass
78 2480 1.002 0.8640 Pass
Channel Separation Plot on Channel 00 - 01
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Channel Separation Plot on Channel 77 - 78
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SPORTON LAB.

FCC RF Test Report Report No. : FR340236A

3.3 Dwell Time Measurement

3.3.1 Limit of Dwell Time

The average time of occupancy on any channel shall not be greater than 0.4 seconds within a period

of 0.4 seconds multiplied by the number of hopping channels employed.

3.3.2 Measuring Instruments

See list of measuring instruments of this test report.

3.3.3 Test Procedures

1.
2.

The testing follows FCC Public Notice DA 00-705 Measurement Guidelines.

The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator.
The path loss was compensated to the results for each measurement.

Set to the maximum power setting and enable the EUT transmit continuously.

Enable the EUT hopping function.

Use the following spectrum analyzer settings: Span = zero span, centered on a hopping
channel; RBW = 1 MHz; VBW 2 RBW; Sweep = as necessary to capture the entire dwell time
per hopping channel; Detector function = peak; Trace = max hold.

Measure and record the results in the test report.

3.3.4 Test Setup

Spectrum Analyzer EUT
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3.3.5 Test Result of Dwell Time

Test Mode :

DH5

Temperature :

24~26%

Test Engineer :

Coyote Lin

Relative Humidity :

48~51%

Mode

Hopping
Channel
Number

Hops Over
Occupancy
Time(hops)

Package
Transfer
Time
(msec)

Dwell Time
(sec)

Limits
(sec)

Pass/Fail

Normal

79

106.67

2.96

0.32

0.4

Pass

AFH

20

53.33

2.96

0.16

0.4

Pass

Remark:

1. Innormal mode, hopping rate is 1600hops/s with 6 slots in 79 hopping channels.
With channel hopping rate (1600 / 6 / 79) in Occupancy Time Limit (0.4 x 79) (s),

Hops Over Occupancy Time comes to (1600 /6 / 79) x (0.4 x 79) = 106.67 hops.

2. In AFH mode, hopping rate is 800hops/s with 6 slots in 20 hopping channels.
With channel hopping rate (800 / 6 / 20) in Occupancy Time Limit (0.4 x 20) (s),
Hops Over Occupancy Time comes to (800 / 6 / 20) x (0.4 x 20) = 53.33 hops.

3. Dwell Time(s) = Hops Over Occupancy Time (hops) x Package Transfer Time
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Package Transfer Time Plot
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3.4 20dB Bandwidth Measurement
3.4.1 Limit of 20dB Bandwidth

Reporting only

3.4.2 Measuring Instruments

See list of measuring instruments of this test report.

3.4.3 Test Procedures

1. The testing follows FCC Public Notice DA 00-705 Measurement Guidelines.

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

3. Setto the maximum power setting and enable the EUT transmit continuously.

4. Use the following spectrum analyzer settings for 20dB Bandwidth measurement.
Span = approximately 2 to 3 times the 20 dB bandwidth, centered on a hopping channel,
RBW 2 1% of the 20 dB bandwidth; VBW 2 RBW; Sweep = auto; Detector function = peak;
Trace = max hold.

5. Measure and record the results in the test report.

3.4.4 Test Setup

Spectrum Analyzer EUT
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3.45 Test Result of 20dB Bandwidth

Test Mode : 1Mbps Temperature : 24~26€
Test Engineer : |Coyote Lin Relative Humidity : |48~51%
Channel Frequency (MHz) 20dB Bandwidth (MHz)
00 2402 0.964
39 2441 0.964
78 2480 0.976

20 dB Bandwidth Plot on Channel 00
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20 dB Bandwidth Plot on Channel 39
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20 dB Bandwidth Plot on Channel 78
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Test Mode : 2Mbps Temperature : 24~26%
Test Engineer : [Coyote Lin Relative Humidity : |48~51%
Channel Frequency (MHz) 20dB Bandwidth (MHz)
00 2402 1.290
39 2441 1.284
78 2480 1.284
20 dB Bandwidth Plot on Channel 00
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20 dB Bandwidth Plot on Channel 39
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Test Mode : 3Mbps Temperature : 24~26C
Test Engineer : [Coyote Lin Relative Humidity : |48~51%
Channel Frequency (MHz) 20dB Bandwidth (MHz)
00 2402 1.302
39 2441 1.302
78 2480 1.296
20 dB Bandwidth Plot on Channel 00
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20 dB Bandwidth Plot on Channel 39
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3.5 Peak Output Power Measurement

3.5.1 Limit of Peak Output Power

Section 15.247 (b) The maximum peak conducted output power of the intentional radiator shall not
exceed the following: (1) For frequency hopping systems operating in the 2400-2483.5 MHz band
employing at least 75 non-overlapping hopping channels, and all frequency hopping systems in the
5725-5850 MHz band: 1 watt. For all other frequency hopping systems in the 2400-2483.5 MHz band
0.125 watts. The power limit for 1Mbps is 1watt, and for 2Mbps, 3Mbps and AFH are 0.125 watts.

3.5.2 Measuring Instruments

See list of measuring instruments of this test report.

3.5.3 Test Procedures

1. The testing follows FCC Public Notice DA 00-705 Measurement Guidelines.

2. The RF output of EUT was connected to the power meter by RF cable and attenuator. The path
loss was compensated to the results for each measurement.
Set to the maximum power setting and enable the EUT transmit continuously.

4. Measure the conducted output power with cable loss and record the results in the test report.

Measure and record the results in the test report.

3.5.4 Test Setup

Power Meter EUT
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3.5.5 Test Result of Peak Output Power

Test Mode : 1Mbps Temperature : 24~26€

Test Engineer : |Coyote Lin Relative Humidity : |48~51%

RF Power (dBm)

Frequency
Channel GFSK Max. Limits
(MHz) Pass/Fail

1 Mbps (dBm)
00 2402 3.26 20.97 Pass
39 2441 4.45 20.97 Pass
78 2480 4.28 20.97 Pass

Note: For AFH mode using 20 hopping channels, the maximum output power limit is 20.97dBm.

Test Mode : 2Mbps Temperature : 24~266
Test Engineer : [Coyote Lin Relative Humidity : |48~51%
RF Power (dBm)
Frequency
Channel | /4-DQPSK Max. Limits :
(MHz) Pass/Fail
2 Mbps (dBm)
00 2402 9.99 20.97 Pass
39 2441 10.46 20.97 Pass
78 2480 10.45 20.97 Pass
Test Mode : 3Mbps Temperature : 24~26€
Test Engineer : |Coyote Lin Relative Humidity : |48~51%
RF Power (dBm)
Frequency
Channel 8-DPSK Max. Limits :
(MHz) Pass/Fail
3 Mbps (dBm)
00 2402 10.32 20.97 Pass
39 2441 10.87 20.97 Pass
78 2480 10.76 20.97 Pass
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3.6 Conducted Band Edges Measurement

3.6.1 Limit of Band Edges

In any 100 KHz bandwidth outside the intentional radiation frequency band, the radio frequency

power shall be at least 20 dB below the highest level of the radiated power. In addition, radiated

emissions which fall in the restricted bands must also comply with the radiated emission limits.

3.6.2 Measuring Instruments

See list of measuring instruments of this test report.

3.6.3 Test Procedures

1.

The testing follows the guidelines in Band-edge Compliance of RF Conducted Emissions of
FCC Public Notice DA 00-705 Measurement Guidelines.

Set to the maximum power setting and enable the EUT transmit continuously.

Set RBW = 300KHz (2 1% span=30MHz ), VBW = 300KHz (2 RBW). Band edge emissions
must be at least 20 dB down from the highest emission level within the authorized band as
measured with a 300KHz RBW. The attenuation shall be 30 dB instead of 20 dB when RMS
conducted output power procedure is used.

Enable hopping function of the EUT and then repeat step 2. and 3.

Measure and record the results in the test report.

3.6.4 Test Setup

als o
Spectrum Analyzer EUT
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3.6.6 Test Result of Conducted Band Edges

Test Mode : 1Mbps Temperature : 24~26¢
Test Channel : |00 and 78 Relative Humidity : [48~51%
Test Engineer : Coyote Lin
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Test Mode : 2Mbps Temperature : 24~26%
Test Channel : |00 and 78 Relative Humidity : [48~51%
Test Engineer : Coyote Lin

Low Band Edge Plot on Channel 00
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Test Mode : 3Mbps Temperature : 24~26%
Test Channel : |00 and 78 Relative Humidity : [48~51%
Test Engineer : Coyote Lin

Low Band Edge Plot on Channel 00
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3.6.7 Test Result of Conducted Hopping Mode Band Edges
Test Mode : 1Mbps Temperature : 24~26€
Test Engineer : |Coyote Lin Relative Humidity : [48~51%
1Mbps Hopping Mode Low Band Edge Plot
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Test Mode : 2Mbps Temperature : 24~26€C

Test Engineer : [Coyote Lin Relative Humidity : |48~51%

2Mbps Hopping Mode Low Band Edge Plot

RBW 300 kHz Marker 1 [T1 ]
~VBW 300 kHz 40.81 dBm

Ref 20 dBm Att 20 dB SWT 2.5 ms 2.400000000 GHz

20 Offfet 25[4 dB
L10 LAl
p1 4_s6| aem

p2 -i5.14 dpm

N I$ A Beadbodo sAfteeds LW
F1
-80
Start 2.375 GHz 3 MHz/ Stop 2.405 GHz
Date: 3.JUN.2013 17:21:03
2Mbps Hopping Mode High Band Edge Plot
® RBW 300 kHz Marker 1 [T1 ]
~VBW 300 kHz 41.01 dBm
RefT 20 dBm ALL 20 dB SWT 2.5 ms 2.501280000 GHz
20 OffFet 2514 dB
L10 L A]

p2 {1a.9o dp

\}a.. e s b e e 5 A L
| so
| s0
L-70
F1
-80
Start 2.475 GHz 3 MHz/ Stop 2.505 GHz

Date: 3.JUN.2013 17:17:02
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Test Mode : 3Mbps Temperature : 24~26€
Test Engineer : [Coyote Lin Relative Humidity : |48~51%
3Mbps Hopping Mode Low Band Edge Plot
RefT 20 dBm ALL 20 dB SWT 2.5 ms 2.399900000 GHz
20 OffFet 2514 dB
L10
D1 4.9 dBm.
B D2 5.1 dBm. f
mwwmwd & hleroalte e
S-tart 2.375 GHz 3 MHz/ Stop 2.405 GHz
Date: 3.JUN.2013 17:08:39
3Mbps Hopping Mode High Band Edge Plot
RefT 20 dBm ALL 20 dB SWT 2.5 ms 2.504340000 GHz
20 OffFet 2514 dB
L10
D1_5.13 dBm.
D2 l4.87 dBm.
el " PO NP PIUTTON R 4
S-tart 2.475 GHz 3 MHz/ Stop 2.505 GHz
Date: 3.JUN.2013 17:13:51
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3.7 Conducted Spurious Emission Measurement

3.7.1 Limit of Spurious Emission Measurement

In any 100 KHz bandwidth outside the intentional radiation frequency band, the radio frequency

power shall be at least 20 dB below the highest level of the radiated power. In addition, radiated

emissions which fall in the restricted bands must also comply with the radiated emission limits.

3.7.2 Measuring Instruments

See list of measuring instruments of this test report.

3.7.3 Test Procedure

1.

The testing follows the guidelines in Spurious RF Conducted Emissions of FCC Public Notice DA
00-705 Measurement Guidelines

The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

Set to the maximum power setting and enable the EUT transmit continuously.

Set RBW =100 KHz, VBW = 300KHz, scan up through 10th harmonic. All harmonics / spurs must
be at least 20 dB down from the highest emission level within the authorized band as measured
with a 100 KHz RBW.

Measure and record the results in the test report.

The RF fundamental frequency should be excluded against the limit line in the operating

frequency band.

3.7.4 Test Setup

Spectrum Analyzer EUT
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3.7.5 Test Result of Conducted Spurious Emission

Test Mode : 1Mbps

Temperature :

24~26%

Test Channel : |00

Relative Humidity : |48~51%

Test Engineer

: Coyote Lin

1Mbps CSE Plot on Ch 00 between 30MHz ~ 3 GHz

®

~RBW 100 kHz Marker 1 [T1 ]

VBW 300 kHz

-43.82 dBm

Ref 20 dBm Att 20 dB SWT 300 ms 3.000000000 GHz
20 OffFet 2514 dB

10

i e
= |,
10
D1 -15.52 dBm.

| 20

| 30

40

[ESVERT T P | B WP P I [N PYY WSOy W0 PENY RTINS
P50

| s0

|70

-80

Start 30 MHz

297 MHz/

Date: 3.JUN.2013 16:23:57

Stop 3 GHz

1Mbps CSE Plot on Ch 00 between 2 GHz ~ 25 GHz

®

Ref 20 dBm

~RBW 100 kHz Marker

VBW 300 kHz

Att 20 dB SWT 2.3 s 25

1 [T ]
-27.23 dBm
-000000000 GHz

20 OffFe( 25|9 dB
10
L PK
TEW
|10
D1 -15.58 dBm.
2o
0. I A, -
I e
BIPT's
‘ffu'nq\5~J30‘l~1!““‘u&r‘*‘£du"L‘dp\L«J@BAJE'B
p
50
6o
70
-80

Start 2 GHz

2.3 GHz/

Date: 3.JUN.2013 16:24:19

Stop 25 GHz
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Test Mode : 1Mbps Temperature : 24~26%
Test Channel : |39 Relative Humidity : |48~51%
Test Engineer : Coyote Lin

1Mbps CSE Plot on Ch 39 between 30MHz ~ 3 GHz

RBW 100 kHz Marker 1 [T1 ]
~VBW 300 kHz 44.55 dBm
Ref 20 dBm Att 20 dB SWT 300 ms 2.899020000 GHz
20 Offfet 25]4 db
10 [~
- PY
0
- 10.
b1 -12.[71 dBm
| -2o0.
| -30.
- 40.
T
i o et A A s pR{laoe St NS D g, dllXM-
~50.
0.
| -70.
-80
Start 30 MHz 297 MHz/ Stop 3 GHz

Date: 3.JUN.2013 16:29:58

1Mbps CSE Plot on Ch 39 between 2 GHz ~ 25 GHz

RBW 100 kHz Marker 1 [T1 ]
~VBW 300 kHz 27 .62 dBm
Ref 20 dBm ALt 20 dB SWT 2.3 s 24.954000000 GHz
20 Offpet 25|9 dB
10
1 P
=
110
D1 -11.pP4 dBm.
L 120
| 130. nr\“n 4
b A E R
| a0k
m.I
| so
| s0
|70
-80
Start 2 GHz 2.3 GHz/ Stop 25 GHz

Date: 3.JUN.2013 16:30:20
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Test Mode : 1Mbps Temperature : 24~26%
Test Channel : |78 Relative Humidity : |48~51%
Test Engineer : Coyote Lin

1Mbps CSE Plot on Ch 78 between 30MHz ~ 3 GHz

RBW 100 kHz Marker 1 [T1 ]
~VBW 300 kHz 44 .56 dBm
RefT 20 dBm ALL 20 dB SWT 300 ms 1.639740000 GHz
20 Offpet 25|4 dB
10 LA]
1 Py
= |,
v
10
P1 -13.B1 dBm.
L 20
| s0
|40
T

" & A Lrodeddl ¥

q haPg b .AAAﬂdhy.lja‘.n,.nanannx‘,‘~?‘J;w, ) fsrieas]
| s0
|70
-80
Start 30 MHz 297 MHz/ Stop 3 GHz

Date: 3.JUN.2013 16:31:37

1Mbps CSE Plot on Ch 78 between 2 GHz ~ 25 GHz

RBW 100 kHz Marker 1 [T1 ]
~VBW 300 kHz 27.65 dBm
Ref 20 dBm Att 20 dB SWT 2.3 s 24.954000000 GHz
20 Offfet 25]9 db
10 [~
- PY
Lvi
0
p1 -12.6 dBm
o
| {50 VS
ardeaf hT A
| ot
[Tt TV
[ -s0.
0.
| -70.
-80
Start 2 GHz 2.3 GHz/ Stop 25 GHz
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Test Mode : 2Mbps Temperature : 24~26€
Test Channel : |00 Relative Humidity : |48~51%

Test Engineer : Coyote Lin
2Mbps CSE Plot on Ch 00 between 30MHz ~ 3 GHz
® RBW 100 kHz Marker 1 [T1 ]
~VBW 300 kHz 43.91 dBm
20 Offpet 254 dB - -
10 [ A]
o LvL
| A e Lkl ;j TPRPTI AL SN PR SNy W W SOy N PO PR
S_tart 30 MHz 297 MHz/ Stop 3 GHz
Date: 3.JUN.2013 16:22:31
2Mbps CSE Plot on Ch 00 between 2 GHz ~ 25 GHz
® RBW 100 kHz Marker 1 [T1 ]
~VBW 300 kHz 28.35 dBm
20 Offpet 25|9 dB - - -
10 [ A]
LvL
D1 _-19.89 dBm
° Sy T e T i e
1P e = lLJ‘“”“““VPwJEJ“J
A

Start 2 GHz 2.3 GHz/

Date: 3.JUN.2013 16:22:52

Stop 25 GHz

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456

FAX : 886-3-328-4978

FCC ID : OHBRTC700TWBGB

Page Number
Report Issued Date
Report Version

: 46 of 69

: Jun. 26, 2013

: Rev. 02




seomron as.  FCC RF Test Report

Report No. : FR340236A

Test Mode : 2Mbps

Temperature : 24~26€

Test Channel : |39

Relative Humidity : |48~51%

Test Engineer : Coyote Lin

2Mbps CSE Plot on Ch 39 between 30MHz ~ 3 GHz

%

RBW 100 kHz
~VBW 300 kHz

Ref 20 dBm Att 20 dB SWT 300 ms

Marker 1 [T1 ]

43.45 dBm
1.330860000 GHz

20 Offpet 254 dB

0

| -10.

b1 -16.[35 dBm.

o

ol flebebacdgpor o

P

mx._u.:. e A e WIS

Start 30 MHz

Date: 3.JUN.2013 16:21:23

297 MHz/

Stop 3 GHz

2Mbps CSE Plot on Ch 39 between 2 GHz ~ 25 GHz

® RBW 100 kHz Marker 1 [T1 ]
~VBW 300 kHz 27 .40 dBm
20 Offpet 25|9 dB - -
10 [ A]
LvL
| 130. ) K... [,
T~
pa
70
S_tart 2 GHz 2.3 GHz/ Stop 25 GHz
Date: 3.JUN.2013 16:21:44
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Test Mode : 2Mbps Temperature : 24~26%
Test Channel : |78 Relative Humidity : |48~51%
Test Engineer : Coyote Lin

2Mbps CSE Plot on Ch 78 between 30MHz ~ 3 GHz

%

Ref 20 dBm Att 20 dB

RBW 100 kHz
~VBW 300 kHz
SWT 300 ms

Marker 1 [T1 ]

44.12 dBm
1.740720000 GHz

20 Offpet 25[4

0

| -10.

D1 -15_f9 dBm,

Y S| WY VPR VLS I IR RN LR m_.'_‘! betgcestsgodtl “«&JMW
Vo
o0
70
-80
Start 30 MHz 297 MHz/ Stop 3 GHz

Date: 3.JUN.2013 16:20:18

2Mbps CSE Plot on Ch 78 between 2 GHz ~ 25 GHz

RBW 100 kHz Marker 1 [T1 ]
~VBW 300 kHz 27 .49 dBm
Ref 20 dBm ALt 20 dB SWT 2.3 s 24 .908000000 GHz
20 Offpet 25|9 dB
10 [ A]
o
v
Lo
| Lo
e
| Ls0. L
r"k‘Jq,Fcde~¢\ﬁ5FWJ,th AR
| Lo |
J\I\A f
hird
7o
-80

Start 2 GHz

Date: 3.JUN.2013 16:20:39

2.3 GHz/

Stop 25 GHz
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Test Mode : 3Mbps Temperature : 24~26%
Test Channel : |00 Relative Humidity : |48~51%
Test Engineer : Coyote Lin

3Mbps CSE Plot on Ch 00 between 30MHz ~ 3 GHz

RBW 100 kHz Marker 1 [T1 ]
~VBW 300 kHz 44.13 dBm

Ref 20 dBm Att 20 dB SWT 300 ms 2.697060000 GHz

20 Offpet 254 dB

0

| -10.

D1 -18.B3 dBm,

Y NP9 PSP PR TP N A AP (Y [t ot oAb Sontasilchasok vt
" 50.

0.

L _70.

-80

Start 30 MHz 297 MHz/ Stop 3 GHz

Date: 3.JUN.2013 16:16:11

3Mbps CSE Plot on Ch 00 between 2 GHz ~ 25 GHz

RBW 100 kHz Marker 1 [T1 ]
~VBW 300 kHz 27 .50 dBm
RefT 20 dBm ALL 20 dB SWT 2.3 s 24.908000000 GHz
20 Offfet 259 aB
10 LA]
L P
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v
{10
D1 _-19.51 dBm,
Lo He st A
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|50
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Sstart 2 GHz 2.3 GHz/ Stop 25 GHz

Date: 3.JUN.2013 16:16:32
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Test Mode : 3Mbps Temperature : 24~26%
Test Channel : |39 Relative Humidity : |48~51%
Test Engineer : Coyote Lin

3Mbps CSE Plot on Ch 39 between 30MHz ~ 3 GHz

RBW 100 kHz Marker 1 [T1 ]
~VBW 300 kHz 43.75 dBm

Ref 20 dBm Att 20 dB SWT 300 ms 1.384320000 GHz

20 Offpet 254 dB

0

| -10.

p1 -18_p2 dBm,

e sl el MW%WW‘«M“ s

Start 30 MHz 297 MHz/ Stop 3 GHz

Date: 3.JUN.2013 16:17:31

3Mbps CSE Plot on Ch 39 between 2 GHz ~ 25 GHz

RBW 100 kHz Marker 1 [T1 ]

~VBW 300 kHz 28.29 dBm
Ref 20 dBm ALt 20 dB SWT 2.3 s 21.366000000 GHz
20 Offpet 25|9 dB
10 [ A]

w
|10
D1 -17.62 dBm.
120
1
L |z0 . . y
A e
| Liot
[P s
i

B
5o
o0
7o
-80
Start 2 GHz 2.3 GHz/s Stop 25 GHz

Date: 3.JUN.2013 16:17:53
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Test Mode : 3Mbps Temperature : 24~26%
Test Channel : |78 Relative Humidity : |48~51%
Test Engineer : Coyote Lin

3Mbps CSE Plot on Ch 78 between 30MHz ~ 3 GHz

RBW 100 kHz Marker 1 [T1 ]
~VBW 300 kHz 44_46 dBm
Ref 20 dBm Att 20 dB SWT 300 ms 1.544700000 GHz
20 Offfet 25[4 db
10 [~
o
Lvi
| -10
- p1 -18.552 dBm
|30
| -40.
T
. sl RTT Pvay
R“h’n“b i‘E‘ kst s ai“ " YB‘II ke Lo
| -s0.
| -70.
-80
Start 30 MHz 297 MHz/ Stop 3 GHz

Date: 3.JUN.2013 16:18:57

3Mbps CSE Plot on Ch 78 between 2 GHz ~ 25 GHz

® RBW 100 kHz Marker 1 [T1 ]
~VBW 300 kHz 27 .32 dBm
20 Offpet 25|9 dB - — -
10 [ A]
LVL
| 130. e ’I_VAIA_“ s
19 i
N =T
70
S_tart 2 GHz 2.3 GHz/ Stop 25 GHz
Date: 3.JUN.2013 16:19:19
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3.8 Radiated Band Edges and Spurious Emission Measurement

3.8.1 Limit of Radiated Band Edges and Spurious Emission

In any 100 KHz bandwidth outside the intentional radiator frequency band, all harmonics/spurious
must be at least 20 dB below the highest emission level within the authorized band. In addition,

radiated emissions which fall in the restricted bands must also comply with the FCC section 15.209

limits as below.

Frequency Field Strength Measurement Distance
(MHz) (microvolts/meter) (meters)
0.009 T 0.490 2400/F(KHz) 300
0.490 71 1.705 24000/F(KHz) 30
1.7057T 30.0 30 30
30788 100 3
8871 216 150 3
216 - 960 200 3
Above 960 500 3
3.8.2 Measuring Instruments
See list of measuring instruments of this test report.
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3.8.3 Test Procedures

1.

The testing follows the guidelines in Spurious Radiated Emissions of FCC Public Notice DA
00-705 Measurement Guidelines and the guidelines in ANSI C63.10-20009.
The EUT was placed on a turntable with 0.8 meter above ground.
The EUT was set 3 meters from the interference receiving antenna, which was mounted on the
top of a variable height antenna tower.
For each suspected emission, the EUT was arranged to its worst case and then tune the
Antenna tower (from 1 m to 4 m) and turntable (from O degree to 360 degrees) to find the
maximum reading. A pre-amp and a high pass filter are used for the test in order to get better
signal level to comply with the guidelines.
Set to the maximum power setting and enable the EUT transmit continuously.
Use the following spectrum analyzer settings:
(1) Span shall wide enough to fully capture the emission being measured,;
(2) Set RBW=100 KHz for f <1 GHz, RBW=1MHz for f>1GHz ; VBW 2 RBW; Sweep = auto;
Detector function = peak; Trace = max hold for peak
(3) For average measurement: use duty cycle correction factor method per 15.35(c).
Duty cycle = On time/100 milliseconds
On time = N*L;+No*Lo+...+# N *LN 1 +NR*Ly,
Where N; is number of type 1 pulses, L, is length of type 1 pulses, etc.
Average Emission Level = Peak Emission Level + 20*log(Duty cycle)

Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level

Note: The average levels were calculated from the peak level corrected with duty cycle correction
factor (30.77dB) derived from 20log (dwell time/100ms).
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3.8.4 Test Setup

For radiated emissions below 30MHz

! : RX Antenna
(- 3m |
I
EUT
Kl | T
80cm 1m

Metal Full Soldered Ground Plane

==

Spectrum Analyzer / Receiver

For radiated emissions from 30MHz to 1GHz

RX Antenna

Metal Full Soldered Ground Plane

[

Spectrum Analyzer | Receiver
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For radiated emissions above 1GHz

RX Antenna

Ant. feed
point

| Im
EUT

. &
—

Metal Full Soldered Ground Plane

[

Spectrum Analyzer / Receiver

3.8.5 Test Results of Radiated Emissions (9 KHz ~ 30 MHZz)

The low frequency, which started from 9 KHz to 30MHz, was pre-scanned and the result which was

20dB lower than the limit line per 15.31(0) was not reported.
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3.8.6 Duty cycle correction factor for average measurement

3DH5 on time (One Pulse) Plot on Channel 39

® RBW 1 MHz pDelta 3 [T1 1
*VBW 1 MHz 0.03 dB

Ref 117 dBuv ~Att 10 dB SWT 10 ms 3.760000 ms
Markdr 1 [T1]1
110 89134 dBuv
1.97¢000 ms
Deltg 2 [T1 ] SGL
1 P 52
oo an
[LeE5] 2.894615 ms
2 3
ou
v
a0
7o
60 308
Ac
50
Lo | L
30
20
Center 2.441 GHz 1 ms/

Date: 5.JUN.2013 01:48:56

3DH5 on time/100ms (Count Pulses) Plot on Channel 39

® RBW 1 MHz Marker 1 [T1 ]
SVBW 1 MHz 89.83 dBuV

Ref 117 dBupv “Att 10 dB SWT 100 ms 48.900000 ms

110 |
SGL

100

MAXH|
1

o0

80

k7o il

oo r‘~i DE
¢

g 1
ol Ll il llld bl L

20

Center 2.441 GHz 10 ms/

Date: 5.JUN.2013 02:01:31

Note:

1. Worst case Duty cycle = on time/100 milliseconds =1 * 2.89 /100 = 2.89 %
2. Worst case Duty cycle correction factor = 20*log(Duty cycle) = -30.77 dB

3. 3DH5 has the highest duty cycle worst case and is reported.
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Duty Cycle Correction Factor Consideration for AFH mode:

Bluetooth normal hopping rate is 1600Hz and reduced to 800Hz in AFH mode; due to the reduced number of
hopping frequencies, with the same packet configuration the dwell time in each channel frequency within

100msec period is longer in AFH mode than normal mode.

In AFH mode, the minimum hopping frequencies are 20, to get the longest dwell time DH5 packet is observed,;

the period to have DH5 packet completing one hopping sequence is

2.89 ms x 20 channels = 57.8 ms

There cannot be 2 complete hopping sequences within 100ms period, considering the random hopping

behavior, maximum 2 hops can be possibly observed within the period. [100ms / 57.6ms ] = 2 hops

Thus, the maximum possible ON time:

2.89msx2=5.78ms

Worst case Duty Cycle Correction factor, which is derived from the maximum possible ON time,

20 x log(5.78 ms/100ms) = -24.76 dB

SPORTON INTERNATIONAL INC. Page Number 1 57 of 69
TEL : 886-3-327-3456 Report Issued Date : Jun. 26, 2013
FAX : 886-3-328-4978 Report Version : Rev. 02

FCC ID : OHBRTC700TWBGB










































