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6.6. Conducted Spurious Emissions

Report No: JYTSZ-R12-2600485

Test Requirement:

FCC part 2.1051, FCC part 27.53(g)

Limit:

-13dBm

Test setup:

RF Attenuator EUT =

Spectrum Analyzer Signal Generator

Test Procedure:

a)

b)

d)

e)

Connect the EUT to the test equipment as shown in test setup. Begin with
the uplink output (donor) port connected to the spectrum analyzer.

Configure the signal generator for AWGN with a 99% OBW of 4.1 MHz,
with a center frequency corresponding to the center of the CMRS band
under test.

Set the signal generator amplitude to the EUT maximum power level.

Turn on the signal generator RF output and measure the spurious
emission power levels with an appropriate measuring instrument as
follows.
1) Set RBW =100kHz(below 1GHz) or 1MHz (above 1GHz).
2) Set VBW =3 x RBW.
3) Select the power averaging (rms) detector.
4) Sweep time = auto-couple.
5) Set the analyzer start frequency to the lowest radio frequency signal
generated in the equipment, without going below 9 kHz, and the stop
frequency to the lower band/block edge frequency minus 100 kHz or 1
MHz, as specified in the applicable rule part.
6) Sweep time = auto-couple.
7) Use the peak marker function to identify the highest amplitude level over
each measured frequency range. Record the frequency and amplitude and
capture a plot for inclusion in the test report.
8) Reset the analyzer start frequency to the upper band/block edge
frequency plus 100 kHz or 1 MHz, as specified in the applicable rule part,
and the analyzer stop frequency to 10 times the highest frequency of the
fundamental emission.

9) Use the peak marker function to identify the highest amplitude level over
each of the measured frequency ranges. Record the frequency and
amplitude and capture a plot for inclusion in the test report.

Repeat b) through d) for each supported frequency band of operation.

Test Instruments:

Refer to section 4.10 for details

Test mode: Refer to section 4.4 for details
Test results: Passed
JianYan Testing Group Shenzhen Co., Ltd. Report Template No.: JYTSZ4b-333-C Project No.: JYTSZR2604034
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Measurement Data:

Test plots as follows:
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Report No: JYTSZ-R12-2600485

9KHz -150 kHz

Ref Level 2.09 dBm

#Video BW 3.0 KHI"

Function Funglion Width

30MHz -1000MHz

‘ sectrum Analyzer 2

c  carc al
RL =% £t Gan -11.00dB Froq ot it (5)
i Ao

#Video BW 300 kHz"

Function Funalion Width

Band 25

Downlink(ANT1)
150kHz — 30MHz

Input 2 5001 #Anen; 1098
ComCCOTRCAl  Prasmp OF
00 dB Freq Ref.int S)

Avgikiolt 1001100
Trig: Free Run

Ref Level 0.00 dBm

#Video BW 30 kHr'

Function Value

1000MHz -20GHz

um Analyzer 3

E #Anen; 30 98
ort R Promp O Avgikiolt 1001100
00 d Freq Ref. int (S) Trig: Free Run

#Video BIW 3.0 MHz*

Function Value

Aup Typs: Power (RMS)];

Aug Typs: Power (RMS)

pectrum Analyzer 5
wept SA

Funglion Value

Stop 20.000 GHz|
Sweep ~36.8 ms (5001 pts)

Fundlion Value
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Report No:

JYTSZ-R12-2600485

9KHz -150 kHz

Ref Level 2.09 dBm

Start 9.00 KHz
BW 1.0 kHz

#Video BW 3.0 KHI"

Function

30MHz -1000MHz

‘ ectum Analyzer 2

Ref Level 20.00 dBm

#Video BW 300 kHz"

Function Funalion Width

Band 25
Downlink(ANT2)

150kHz — 30MHz

Input Z 5 #Anen; 1098
c Promp O

Con CGor R
00 dB Freq Ref.int S)

Ref Level 0.00 df

Stop 150.00 kiz}
Sweep 47.5 ms (1001 pts))

Function Value

1000MHz

Analyzer 3

Input Z 5 #Anen; 30 98
ort R Promp O
00 dB Freq Ref.int S)

Ref Level 25,00 dBm

#Video BIW 3.0 MHz*

Function Value

Fundlion Fu Funglion Value

Augitiald
Trig: Free Run

-20GHz

Aup Typa: Powsr [RM:
Avgikiolt 1001100
Trig: Free Run

Fundlion Value
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Additional requirement for upper 700MHz band
Uplink
763 MHz - 775 MHz 793 MHz - 805 MHz

Ref Level 0.00 dBm 3 Ref Level 0.00 dBm

#Video BW 30 kHz"

1559MHz - 1610MHz(wide band) 1559MHz - 1610MHz(narrow band)

Aug Typs: Power (RMS)
c 00 g Avgikiolt 1001100

00 dB Freq Ref. In E Trig: Free Run
Pudo

Ref Level 0.00 dBm Ref Level 0.00 dBm

Start 155800 GHz #Video BW 30 kiz" Stop 1.61000 GHz 9 #Video BW 100 kHz"
[£Res BW 10 kHz Sweep 204 ms (1001 pts) s

"~ ?Y =11 [ P
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Additional requirement for upper 700MHz band

Downlink
763 MHz - 775 MHz 793 MHz - 805 MHz

Ref Level 0.00 dBm

Start 783,000 Wz Stop 805,000 MHz,
#Res BW 10 Kz ms (1001 pts)

®ocCa?

1559 MHz - 1610 MHz(wide band) 1559 MHz - 1610 MHz(narrow band)

Ref Level 0.00 dBm 9 dB Ref Level 0.00 dBm

Stop 1.61000 GHz! #Video BW 100 kHz*
Sweep 204 ms (1001 pts))

sl K
wen (W 7 e
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6.7. Noise Limits

Report No: JYTSZ-R12-2600485

Test Requirement:

FCC part 20.21(e)(i)(A), FCC Part 20.21(e)(8)(i)(H)

Limit; Noise Power = -102.5+20 LOG;o(Band Center Frequency)
Variable Noise = -103 dBm/MHz-RSSI
Test setup: Test setup 1(Maximum transmitter noise power):

Test setup 2(Variable uplink noise timing):

EUT with input »|  Spectrum
port terminated Analyzer

Spectrum

Analyzer
y
F 3

Signal EUT with input
Generator P> >4 > port
terminated
RF Coupler

Test Procedure:

1. Maximum transmitter noise power:

a)

m)

n)

2. Variable uplink noise timing:

a)
b)
©)

Connect the EUT to the test equipment as shown in test setup 1. Begin
with the uplink output (donor) port connected to the spectrum analyzer.
When measuring downlink noise, connect the downlink output (server) port
to the spectrum analyzer.

Set the spectrum analyzer RBW to 1 MHz with the VBW = 3 RBW.

Select the power averaging (rms) detector and trace average over at least
100 traces.

Set the center frequency of the spectrum analyzer to the center of the
CMRS band under test with the span = 2 the CMRS band.

Measure the maximum transmitter noise power level.

Save the spectrum analyzer plot as necessary for inclusion in the final test
report.

Repeat b) to f) for all operational uplink and downlink bands.

Connect the EUT to the test equipment as shown in test setup 2 for uplink
noise power measurement in the presence a downlink signal. Affirm the
coupled path of the RF coupler is connected to the spectrum analyzer.
Configure the signal generator for AWGN operation with a 99% OBW of
4.1 MHz.

Set the spectrum analyzer RBW for 1 MHz, VBW = 3 x RBW, with a
power averaging (rms) detector with at least 100 trace averages.

Set the center frequency of the spectrum analyzer to the center of the
CMRS band under test, with the span = 2 x the CMRS band.

For uplink noise measurements, set the spectrum analyzer center
frequency for the uplink band under test, and tune the signal generator to
the center of the paired downlink band.

Measure the maximum transmitter noise power level while varying the
downlink signal generator output level from =90 dBm to —20 dBm.

Repeat h) through m) for all operational uplink bands.

Set the spectrum analyzer to the uplink frequency to be measured.
Set the span to 0 Hz, with a sweep time of 10 seconds.
Set the power level of signal generator to the lowest level of the RSSI-

JianYan Testing Group Shenzhen Co., Ltd. Report Template No.: JYTSZ4b-333-C Project No.: JYTSZR2604034
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
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dependent noise.

d) Select MAX HOLD and increase the power level of signal generator by 10
dB for mobile boosters, and 20 dB for fixed boosters.

e) Confirm that the uplink noise decreases to the specified level within 1
second for mobile devices, and within 3 seconds for fixed devices.

f) Repeat a) to e) for all operational uplink bands.

0) Include plots and summary table in test report.

Test Instruments:

Refer to section 4.10 for details

Test mode:

Refer to section 4.4 for details

Test results:

Passed

Measurement Data (worst case):

Band 4:
Maximum Noise
e Measured Noise Limit E—
(dBm) (dBm)
Maximum Uplink Noise
1710 ~ 1755 MHz ‘ -40.299 ‘ -37.72 ‘ Pass
Maximum Downlink Noise ANT1
2110 ~ 2155 MHz ‘ -45.649 ‘ -37.72 ‘ Pass
Maximum Downlink Noise ANT2
2110 ~ 2155 MHz -40.544 -37.72 Pass
Uplink Noise Timing
B e Measured Timing Limit Result
(ms) (ms)
1710 ~ 1755 MHz 215 3000 Pass
Variable Noise Limit
Frequency Measured Noise HITIE LA
Band RSS! (dBm) (dBm/MHz) | RSS| dependent Frequency TX off Result
dependent
-90 -40.31 / -37.7 / Pass
-75 -40.27 / -37.7 / Pass
-65 -43.58 -38 / / Pass
171%'; 21755 -55 -52.96 -48 / / Pass
-45 -61.22 -58 / / Pass
-30 -83.43 / / -70 Pass
-20 -83.21 / / -70 Pass
JianYan Testing Group Shenzhen Co., Ltd. Report Template No.: JYTSZ4b-333-C Project No.: JYTSZR2604034

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
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Report No: JYTSZ-R12-2600485

Band 5:
Maximum Noise
Frequency Band Measured Noise Limit Result
(dBm) (dBm)
Maximum Uplink Noise
824~849 MHz ‘ -44.75 | -44.05 | Pass
Maximum Downlink Noise ANT1
869~894 MHz ‘ -48.75 ‘ -44.05 ‘ Pass
Maximum Downlink Noise ANT2
869~894 MHz ‘ -49.05 ‘ -44.05 ‘ Pass
Uplink Noise Timing
Frequency Band Measured Timing Limit Result
(ms) (ms)
824~849 MHz 213 3000 Pass
Variable Noise Limit
Frequency Measured Noise Limit (dBm/MHz)
Band RSS! (dBm) (dBm/MHz) | RSS| dependent Frequency TX off Result
dependent
-90 -44.73 / -44.05 / Pass
-75 -44.78 / -44.05 / Pass
-65 -44.8 / -44.05 / Pass
824 ~ 849 MHz -55 -51.35 -48 / / Pass
-45 -60.36 -58 / / Pass
-30 -83.22 / / -70 Pass
-20 -83.04 / / -70 Pass
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Band 12:
Maximum Noise
Frequency Band Measured Noise Limit Result
(dBm) (dBm)
Maximum Uplink Noise
698~716 MHz ‘ -49.30 | -45.51 | Pass
Maximum Downlink Noise ANT1
728~746 MHz ‘ -48.75 ‘ -45.51 ‘ Pass
Maximum Downlink Noise ANT2
728~746 MHz ‘ -49.05 ‘ -45.51 ‘ Pass
Uplink Noise Timing
Frequency Band Measured Timing Limit Result
(ms) (ms)
698 ~ 716 MHz 251 3000 Pass
Variable Noise Limit
Frequency Measured Noise Limit (dBm/MHz)
Band RSS! (dBm) (dBm/MHz) | RSS| dependent Frequency TX off Result
dependent
-90 -49.82 / -45.51 / Pass
-75 -49.51 / -45.51 / Pass
-65 -50.24 / -45.51 / Pass
698 ~ 716 MHz -55 -53.71 -48 / / Pass
-45 -62.43 -58 / / Pass
-30 -83.84 / / -70 Pass
-20 -83.6 / / -70 Pass
JianYan Testing Group Shenzhen Co., Ltd. Report Template No.: JYTSZ4b-333-C Project No.: JYTSZR2604034
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Band 13:
Maximum Noise
Frequency Band Measured Noise Limit Result
(dBm) (dBm)
Maximum Uplink Noise
776~787 MHz ‘ -47.99 | -44.64 | Pass
Maximum Downlink Noise ANT1
746~757 MHz ‘ -50.34 ‘ -44.64 ‘ Pass
Maximum Downlink Noise ANT2
746~757 MHz ‘ -50.48 ‘ -44.64 ‘ Pass
Uplink Noise Timing
Frequency Band Measured Timing Limit Result
(ms) (ms)
776~787 MHz 326 3000 Pass
Variable Noise Limit
Frequency Measured Noise Limit (dBm/MHz)
Band RSS! (dBm) (dBm/MHz) | RSS| dependent Frequency TX off Result
dependent
-90 -48.08 / -44.64 / Pass
-75 -48.12 / -44.64 / Pass
-65 -47.97 / -44.64 / Pass
776~787 MHz -55 -53.25 -48 / / Pass
-45 -62.53 -58 / / Pass
-30 -84.12 / / -70 Pass
-20 -83.83 / / -70 Pass
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Band 25:
Maximum Noise
Measured Noise Limit
Frequency Band Result
(dBm) (dBm)
Maximum Uplink Noise
1850~1915 MHz ‘ -41.90 | -37.0 | Pass
Maximum Downlink Noise ANT1
1930~1995 MHz ‘ -45.73 ‘ -37.0 ‘ Pass
Maximum Downlink Noise ANT2
1930~1995 MHz ‘ -45.02 ‘ -37.0 ‘ Pass
Uplink Noise Timing
Measured Timing Limit
Frequency Band Result
(ms) (ms)
1850~1915 MHz 279 3000 Pass
Variable Noise Limit
. " d Noi Limit (dBm/MHz)
requency easured Noise
RSSI (dBm) Result
Band (dBm/MHz) | RSS| dependent Frequency TX off
dependent
-90 -41.94 / -37 / Pass
-75 -41.96 / -37 / Pass
-65 -42.81 -38 / / Pass
1850~1915
-55 -51.87 -48 / / Pass
MHz
-45 -61.35 -58 / / Pass
-30 -83.42 / / -70 Pass
-20 -83.37 / / -70 Pass
JianYan Testing Group Shenzhen Co., Ltd. Report Template No.: JYTSZ4b-333-C Project No.: JYTSZR2604034
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Spectrum Analyzer 1
Swept SA

KEYS'GHT Input: RF Input Z- 50 O
Coupling: DC Corr CCorr RCal

HL Ext Gain: -11.00 dB Freq Ref: Int (S)
Align: Auto

Swept SA

Spectrum Analyzer 2

#Atten: 10 dB
Preamp: Off

Band 4 Uplink

Spectrum Analyzer 3
Swept SA
PNO: Fast
Gate: Off
IF Gain: Low
Sig Track: Off

Trig: Free Run

Report No: JYTSZ-R12-2600485

Spectrum Analyzer 4
Swept SA

Avg Type: Power (RMS})|{| 2 4
Avg|Hold: 100/100

ANNNNN

1 Spectrum \J
Scale/Div 10 dB

Center 1.73250 GHz
#Res BW 1.0 MHz

Ref Level 11.00 dBm

Mkr1 1.727 307 GHz
-40.299 dBm

#Video BW 3.0 MHZ*

Span 90.00 MHz|
Sweep 1.33 ms (10001 pts)

RO M ? N D

Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input: RF Input Z: 50 Q

RL > Coupling: DC Corr CCorr RCal
Ext Gain: -11.00 dB Freq Ref. Int (S)
Align: Auto

Spectrum Analyzer 2
Swept SA

#Atten: 10 dB
Preamp: Off

Band 4 Downlink ANT1

Spectrum Analyzer 3
SA

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Trig: Free Run

OO ¥
molsSjaaiiPid

[+

Avg Type: Power (RMS) [1| >
Avg|Hold: 100/100

ANNNNN

1 Spectrum v
Scale/Div 10 dB

Ref Level 11.00 dBm

Mkr1 2.131 213 GHz
-45.649 dBm

Center 2.13250 GHz
#Res BW 1.0 MHz

#Video BW 3.0 MHz*

Span 90.00 MHz
Sweep 1.33 ms (10001 pts)

a0~ W7 Ee
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Band 4 Downlink ANT2

Spectrum Analyzer 1
Swept SA

KEYS'GHT Input: RF Input Z- 50 Q
Coupling: DC Corr CCorr RCal

HL Ext Gain: -11.00 dB Freq Ref: Int (S)
Align: Auto

Spectrum Analyzer 2
Swept SA

#Atten: 10 dB
Preamp: Off

Spectrum Analyzer 3
Swept SA
PNO: Fast
Gate: Off
IF Gain: Low
Sig Track: Off

[+

Avg Type: Power (RMS}|{| 2 4
Avg|Hold: 100/100
Trig: Free Run

ANNNNN

1 Spectrum \J
Scale/Div 10 dB

Mkr1 2.132 689 GHz

Ref Level 11.00 dBm -40.544 dBm

Center 2.13250 GHz
#Res BW 1.0 MHz

#Video BW 3.0 MHz* Span 90.00 MHz|

Sweep 1.33 ms (10001 pts)

Jul 07, 2026
11:38:05

WS Ml?

®

LTE & NB/eMTC & V2X 1
Channel Power

KEYSIGHT |Input: RF Input Z: 50 0
Coupling: DC Corr CCorr RCal

HL Ext Gain: -11.00 dB Freq Ref. Int (S)
Align: Auto

Spectrum Analyzer 2
Swept SA

Atten: 6 dB
Preamp: Off

'I:%DD\I

L] [ w

Band 5 Uplink

Spectrum Analyzer 3
Swept SA
PNO: Fast
Gate: Off
IF Gain: Low
Sig Track: Off

+

Avg Type: Power (RMS)[1]2 - 4
Avg|Hold: 100/100
Trig: Free Run

ANNNNN

1 Spectrum v
Scale/Div 10 dB

Center 836.50 MHz
#Res BW 1.0 MHz

Mkr1 834.60 MHz

Ref Level 0.00 dBm -44.875 dBm

#Video BW 3.0 MHz* Span 50.00 MHz|

Sweep 1.00 ms (1001 pts)

RERES
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Band 5 Downlink ANT1

Spectrum Analyzer 1 Spectrum Analyzer 2 Spectrum Analyzer 3 o +
Swept SA Swept SA Swept SA

KEYS'GHT Input: RF Input Z- 50 Q #Atten: 10 dB PNO: Fast Avg Type: Power (RMS}|{| 2
RL Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Ext Gain: -11.00 dB Freq Ref: Int (S) IF Gain: Low Trig: Free Run

Align: Auto Sig Track: Off ANNNNN
1 Spectrum \J
Scale/Div 10 dB

4

Mkr1 884.420 MHz
Ref Level 11.00 dBm -46.641 dBm

Center 881.50 MHz #Video BW 3.0 MHz* Span 50.00 MHz|
#Res BW 1.0 MHz Sweep 1.33 ms (10001 pts)

a0~ W?EEe R

L] [ w

Band 5 Downlink ANT2

Spectrum Analyzer 1 Spectrum Analyzer 2 Spectrum Analyzer 3 o +
Swept SA Swept SA Swept SA

KEYS|GHT Input: RF Input Z: 50 O #Atten: 10 dB PNO: Fast Avg Type: Power (RMS) |1 |2
RL Coupling: DC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Ext Gain: -11.00 dB Freq Ref. Int (S) IF Gain: Low Trig: Free Run

Align: Auto Sig Track: Off ANNNNN
1 Spectrum v
Scale/Div 10 dB

4

Mkr1 884.315 MHz
Ref Level 11.00 dBm -46.810 dBm

Center 881.50 MHz

#Video BW 3.0 MHz* Span 50.00 MHz|
#Res BW 1.0 MHz

Sweep 1.33 ms (10001 pts)
€O C M2 218 B X

L0 [~ =

JianYan Testing Group Shenzhen Co., Ltd. Report Template No.: JYTSZ4b-333-C Project No.: JYTSZR2604034
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366 Page 102 of
142




