
Photographs of EUT Setup and Antenna Location

The photographs of EUT and setup for SAR testing are shown as follows.
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To Top Side To Bottom Side To Left Side To Right Side

(mm) (mm) (mm) (mm)

10.00 22.00 136.50 2.00

26.00 12.00 2.00 142.00

63.00 2.00 59.00 75.00
2.00 64.00 53.00 84.00 Wi-Fi 2.4G / 5G

Antenna

WWAN Ant 0

WWAN Ant 1

WLAN Main Ant 0

WLAN Aux Ant 1

<Front Face View> Hotspot

FCC_Support Band

LTE B2 / 4 / 25 / 66 / 71
NR n25 / 41 (& SRS ) / 66 / 71

LTE B2 / 4 / 12 / 25 / 26 / 66
NR n25 / 41 (& SRS ) / 66

Wi-Fi 2.4G / 5G

WLAN Main Ant 0

Top Side

Bottom Side

Right Side
Left Side

WLAN Aux Ant 1

WWAN  Ant 0

WWAN  Ant 1
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<Photographs of Body SAR Test Setup>

Front Face of EUT Tested at 10 mm Rear Face of EUT Tested at 10 mm

Left Side of EUT Tested at 10 mm Right Side of EUT Tested at 10 mm

Top Side of EUT Tested at 10 mm Bottom Side of EUT Tested at 10 mm
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Rear Face of EUT Tested at 22 mm

<Photographs of Body SAR Test Setup>

Right Side of EUT Tested at 23 mm Top Side of EUT Tested at 22 mm

Front Face of EUT Tested at 20 mm
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