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1. Report Revision History

Revision Date Description
- 21 SEP 2026 | Initial Release of Engineering Test Report No. 2600005-02
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2. Introduction

2.1. Scope of Tests

This document presents the results of a series of RF emissions tests that were performed on the Caterpillar
Inc 5G Telematics Radio to determine compliance with the radiated emission requirements with new antennae
options (hereinafter referred to as the Equipment Under Test (EUT)). The EUT was manufactured and
submitted for testing by Caterpillar Inc located in Peoria, IL.

2.2. Purpose

The test series was performed to determine if the EUT meets the RF emission requirements of the FCC “Code
of Federal Regulations” Title 47, Part 15, Subpart C, §15.247 for a Digital Modulation intentional radiator
operating within the 2400 — 2483.5MHz band.

The test series was also performed to determine if the EUT meets the RF emission requirements of the
Innovation, Science, and Economic Development Canada Radio Standards Specification RSS-Gen and RSS-
247 for a Digital Modulation intentional radiator operating within the 2400 — 2483.5MHz band.

Testing was performed in accordance with ANSI C63.10-2020+Cor. 1:2023+C63.10a:2024.

2.3. |dentification of the EUT
The EUTs were identified as follows and used throughout the test series:

EUT Identification

EUT #1
Equipment Under Test Description 5G Telematics Radio
Model No. PL645
Part No. 7620.002.905-13
Serial No. 260623016003008D (External Antenna)

Linux Version: v6.17.4-10-g85617921cf35

OS Release: Buildroot 2025.08.1 (pkg83003)

NAD Project Rev.:
WCM598EGLBTR02A08M8G_OCPU_F02_02.001

Software/Firmware Version

Device Type Digitally Modulated Transmission Device
Band of Operation 2400 — 2483.5MHz
Modulation Type 802.11b, 802.11g, 802.11g, 802.11ax
Antenna Type Metal Stamp PIFA
Conducted Output Power 79.43mW (19.0dBm)
EIRP 0.134W (21.28dBm)
EUT #2
Equipment Under Test Description 5G Telematics Radio
Model No. PL645
Part No. 7620.002.904-13
Serial No. 260619016008008D (Internal Antenna)

Linux Version: v6.17.4-10-g85617921cf35

OS Release: Buildroot 2025.08.1 (pkg83003)

NAD Project Rev.:
WCM598EGLBTR02A08M8G_OCPU_F02_02.001

Software/Firmware Version

Device Type Digitally Modulated Transmission Device
Band of Operation 2400 — 2483.5MHz

Modulation Type 802.11b, 802.11g, 802.11g, 802.11ax
Antenna Type Chip

Conducted Output Power 79.43mW (19.0dBm)

EIRP 0.111W (20.49dBm)
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3. Power Input
The EUT was powered by 12VDC from a twisted pair, 1 meter, harness.

4. Grounding
The EUT was not connected to ground.

5. Support Equipment
The EUT was submitted for testing along with the following support equipment:

Description Model # S/IN

Support Laptop Precision 5570 C002054151

6. Interconnect Leads
The following interconnect cables were submitted with the test item:

Item Description

RS485 Connected EUT and Support EUT to Support Laptop

7. Modifications Made to the EUT

No modifications were made to the EUT during the testing.

8. Modes of Operation
The EUTs were programmed to transmit in the following modes:

Mode Description
802.11b20 1Mbps
802.11g20 6Mbps - 2412MHz
- 2437MHz
802.11n20 MCSO0  2469MHz
802.11ax20 MCS0
802.11n40 MCSO - 2422MHz
- 2437MHz
802.11ax40 MCS0 - 2452MHz

9. Test Specifications
The tests were performed to selected portions of, and in accordance with, the test specifications.

Federal Communications Commission "Code of Federal Regulations", Title 47, Chapter |, Subchapter
A, Part 15, Subpart C — “Intentional Radiators”

KDB 558074 D01 v05r02, April 2, 2019 — “Guidance For Compliance Measurements On Digital
Transmission System, Frequency Hopping Spread Spectrum System, and Hybrid System Devices
Operating Under Section 15.247 of the FCC Rules”

Radio Standard Specification RSS-Gen Issue 5, Amendment 2 (February 2020) — “General
Requirements for Compliance of Radio Apparatus”

Radio Standard Specification RSS-247 Issue 3 (August 2023) — “Digital Transmission Systems
(DTSs), Frequency Hopping Systems (FHSs) and License-Exempt Local Area Network (LE-LAN)
Devices”

ANSI C63.10-2020+Cor. 1:2023+C63.10a:2024 — “American National Standard of Procedures for
Compliance Testing of Unlicensed Wireless Devices”
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10. Test Plan

No test plan was provided. Instructions were provided by personnel from Caterpillar Inc and used in
conjunction with the FCC "Code of Federal Regulations" Title 47 Part 15, Subpart C, Section 15.247,
Innovation, Science, and Economic Development Canada, RSS-247, and ANSI C63.10-2020+Cor.
1:2023+C63.10a:2024 specifications.

11. Deviation, Additions to, or Exclusions from Test Specifications
There were no deviations, additions to, or exclusions from the test specifications during this test series.

12. Laboratory Conditions

The ambient parameters of the laboratory during testing were as follows:

Ambient Parameters Value
Temperature 24.5°C

Relative Humidity 40%
Atmospheric Pressure 1017mb

13. Summary
The following EMC tests were performed, and the results are shown below:

Test Description Requirements Test Method Result
. FCC 15.247 .
Maximum Peak Conducted Output Power ISED RSS-247 ANSI C63.10:2020 Conforms
Effective Isotropic Radiated Power (EIRP) |sFECDC|Qs5'32-Z7 ANSI C63.10:2020 Conforms
Transmitter Radiated Emissions ISFIEC:DCIRjgéz-;Zl7 ANSI C63.10:2020 Conforms

14. Sample Calculations
For Radiated Emissions:

The resultant field strength (FS) is a summation in decibels (dB) of the receiver meter reading (MTR),
the antenna correction factor (AF), and the cable loss factor (CF). If an external preamplifier is used,
the total is reduced by its gain (-PA). If a distance correction (DC) is required, it is added to the total.

Formula 1: FS (dBuV/m) = MTR (dBpV) + AF (dB/m) + CF (dB) + (- PA (dB)) + DC (dB)

To convert the Field Strength dBuV/m term to pyV/m, the dBuV/m is first divided by 20. The
Base 10 AntiLog is taken of this quotient. The result is the Field Strength value in yV/m terms.

Formula 2: FS (uV/m) = AntiLog [(FS (dBuV/m))/20]

For Effective Isotropic Radiated Power:

The resultant effective radiated power was derived from the Field Strength intensity (dBuV/m at 3m
with the following equation:

EIRP (dBm) = E Field Strength (dBpV/m) + 95.3

15. Statement of Conformity

The Caterpillar Inc 5G Telematics Radio (Model No. PL645, Serial No. 260623016003008D (External
Antenna)) did fully conform to the selected requirements of FCC "Code of Federal Regulations" Title 47 Part
15, Subpart C, Section 15.247 and Innovation, Science, and Economic Development Canada, RSS-247.
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Additionally, the Caterpillar Inc (Model No. PL645, Serial No. 260619016008008D (Internal Antenna)) did fully
conform to the selected requirements of FCC "Code of Federal Regulations" Title 47 Part 15, Subpart C,
Section 15.247 and Innovation, Science, and Economic Development Canada, RSS-247.

16. Certification

Elite Electronic Engineering Incorporated certifies that the information contained in this report was obtained
under conditions which meet or exceed those specified in the FCC "Code of Federal Regulations" Title 47 Part
15, Subpart C, Section 15.247 and Innovation, Science, and Economic Development Canada, RSS-247 test
specifications. The data presented in this test report pertains to the EUT as received by the customer on the
test date specified. Any electrical or mechanical modifications made to the EUT subsequent to the specified
test date will serve to invalidate the data and void this certification.
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18. Equipment List
EqID Equipment Description Manufacturer Model No. Serial No. Fr;c;l;l‘;r;cy Cal Date | Due Date
- PE2-35-120-

APW10 | Preamplifier Planar 5R0-10-12-SFF PL11685/1241 | 1-18GHz 3/18/2026 | 3/18/2027
NTA2 | BILOG ANTENNA TESEQ 6112D 28040 25-2000MHz 6/21/2024 | 8/23/2026
NWQ1 g‘,’\;l’)t"e Ridged Waveguide ETS-Lindgren 3117 66655 1-18GHz 7/13/2026 | 7/13/2028

DOUBLE RIDGED 400MHZ-
NWVO | 1 e GUIDE ANTENNA ETS LINDGREN 3119 164466 6GHZ NOTE 1
RooF | SMANECHOIC CHAMBER EMC TEST SYSTEMS | 3M ANECHOIC SOMHZ- 6/1/2025 | 6/1/2027
NSA 18GHZ
RBG3 | EMI Analyzer Rohde & Schwarz ESW44 101592 2HZ-44GHZ 4/10/2026 | 4/10/2027
SMA57 | POWER SUPPLY VOLTEQ HY3030EX 220401514 30V/30A NOTE 1
SOFTWARE, UNIVERSAL
WKAT | 250 Em ELITE UNIV_RCV_EMI | 1 /0
11SH10-
XPQ4 | HIGH PASS FILTER K&L MICROWAVE 4800/X20000- 1 4.8-20GHZ 9/16/2025 | 9/16/2027
0/0
11SH10-
5000-5800
XPQ6 | FILTER K&L MICROWAVE 9000/U2000- 2 MHZ 9/16/2025 | 9/16/2027
0/0
SIGNAL GENERATOR 100KHZ-
GSE2 | oGHz) ROHDE & SCHWARZ | SMB100A 183293 40GHz 3/7/2025 | 3/7/2027
GSFB | OSP-B157W BASE UNIT ROHDE & SCHWARZ | OSP-B157W 101071 9/2/2025 | 9/2/2027
GSFE | OSP120 ROHDE & SCHWARZ | OSP120 102278 .01-40GHZ 7/22/2025 | 7/22/2027
RBG4 | EMI Analyzer Rohde & Schwarz ESW44 103007 2HZ-44GHZ 3/17/2026 | 3/17/2027
N/A: Not Applicable 1/O: Initial Only CNR: Calibration Not Required

NOTE 1: For the purpose of this test, the equipment was calibrated over the specified frequency range, pulse rate, or modulation prior to the test or monitored by a
calibrated instrument.
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19.

Block Diagram of Test Setup

Anechoic Ferrite Chamber

3|qel aA13INPUO)-UON

Receive Antenna

Shielded Enclosure

Mast/Turn-Table
Control
r A
Spectrum Analyzer
Computer

Radiated Measurements Test Setup
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20. Maximum Peak Conducted Output Power

EUT Information

Manufacturer

Caterpillar Inc

Equipment Under Test

5G Telematics Radio

Model No. PL645
Part No. 7620.002.905-13, 7620.002.904-13
. 260623016003008D (External Antenna), 260619016008008D (Internal
Serial No. Antenna)
Mode 802.11b20 1Mbps, 802.11g20 6Mbps, 802.11n20 MCSO0, 802.11ax20 MCSO0,

802.11n40 MCSO0, 802.11ax40 MCS0O

Test Setup Details

Setup Format

Tabletop

Height of Support

N/A

Measurement Method

Antenna Port Conducted

Type of Test Site

Elite Test Bench

Test Site Used N/A
Notes None
Measurement Uncertainty
Measurement Type Expanded Measurement Uncertainty

RF Output Power, Conducted +0.349 dB

Temperature +0.165°C

Humidity +1.7%RH

DC and Low Frequency Voltages + 0.115 Volts

Requirements

maximum peak conducted output power shall not exceed 1W.

Per FCC 15.247(b)(3) and ISED RSS-247 Section 5.4(d), for systems using digital modulation, the

Procedure

C63.10-2020 Section 11.9.1.1:

a) The following settings were employed on the EMI Test Receiver:

- Center Frequency = Transmit Frequency of the EUT
- RBW = = DTS Bandwidth

- VBW = > 3 x RBW

- Span = = 3 x RBW

- Sweep Time = Auto couple

- Detector Mode = Max Peak

- Trace Mode = Max Hold

b) Allow the trace to stabilize.

c) Use the peak marker function to determine the peak amplitude level.
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Test Details
Manufacturer Caterpillar Inc
Equipment Under Test | 5G Telematics Radio
Model No. PL645
Part No. 7620.002.905-13
Serial No. 260623016003008D (External Antenna)
Mode 802.11b20 1Mbps
Date Tested July 22, 2026
Result Output Power = 42.66mW (16.3dBm)
Notes None
EUT Frequency Peak Power Limit Max Result
(MHz) (dBm) (dBm)
2412.0 15.5 30.0 PASS
2437.0 16.3 30.0 PASS
2462.0 15.8 30.0 PASS
Peak Power
35T
30T

Level in dBm

2367 2380 2400 2420 2440 2457

Level in dBm

Frequency in MHz

Connector 1 X Peak Connector 1

Peak Power

2392 2400 2420 2440 2460 2482

Frequency in MHz

Connector 1 X Peak Connector 1
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Peak Power

2417 2440 2460 2480 2507
Frequency in MHz

Connector 1 X Peak Connector 1
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Test Details
Manufacturer Caterpillar Inc
Equipment Under Test | 5G Telematics Radio
Model No. PL645
Part No. 7620.002.905-13
Serial No. 260623016003008D (External Antenna)
Mode 802.11g20 6Mbps
Date Tested July 22, 2026
Result Output Power = 75.86mW (18.8dBm)
Notes None
EUT Frequency Peak Power Limit Max Result
(MHz) (dBm) (dBm)
2412.0 18.4 30.0 PASS
2437.0 18.8 30.0 PASS
2462.0 16.9 30.0 PASS
Peak Power
40T
30T
e T
S
£
<
3

2367 2380 2400 2420 2440 2457
Frequency in MHz

Connector 1 X Peak Connector 1
Peak Power
45T
401
30T

Level in dBm

2392 2400 2420 2440 2460 2482
Frequency in MHz

Connector 1 X Peak Connector 1
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Level in dBm

Peak Power

Connector 1

2440 2460
Frequency in MHz

X Peak Connector 1
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Test Details
Manufacturer Caterpillar Inc
Equipment Under Test | 5G Telematics Radio
Model No. PL645
Part No. 7620.002.905-13
Serial No. 260623016003008D (External Antenna)
Mode 802.11n20 MCSO0
Date Tested July 22, 2026
Result Output Power = 75.86mW (18.8dBm)
Notes None
EUT Frequency Peak Power Limit Max Result
(MHz) (dBm) (dBm)
2412.0 18.3 30.0 PASS
2437.0 18.8 30.0 PASS
2462.0 17.1 30.0 PASS
Peak Power
40T
30T
e T
S
£
<
3

2367 2380 2400 2420 2440 2457
Frequency in MHz

Connector 1 X Peak Connector 1
Peak Power
45T
401
30T

Level in dBm

2392 2400 2420 2440 2460 2482
Frequency in MHz

Connector 1 X Peak Connector 1
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Peak Power

Connector 1

2440 2460
Frequency in MHz

X Peak Connector 1
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Test Details

Manufacturer

Caterpillar Inc

Equipment Under Test

5G Telematics Radio

Model No.

PL645

Part No. 7620.002.905-13
Serial No. 260623016003008D (External Antenna)
Mode 802.11n40 MCSO
Date Tested July 22, 2026
Result Output Power = 79.43mW (19.0dBm)
Notes None
EUT Frequency Peak Power Limit Max Result
(MHz) (dBm) (dBm)
2422.0 18.8 30.0 PASS
2437.0 19.0 30.0 PASS
2452.0 18.3 30.0 PASS
Peak Power
25T
201
g 107
s} i
©
< 07
(0]
5 -
— 101
20T
2347 2360 2380 2400 2420 2440 2460 2480 2497
Frequency in MHz
Connector 1 X Peak Connector 1
Peak Power
35T

Level in dBm

2362 2380 2400 2420

Connector 1

2440

2460

Frequency in MHz

X Peak Connector 1

2480 2500 2512
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Level in dBm

Peak Power

Connector 1

2420 2440 2460 2480

Frequency in MHz

Peak Connector 1
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Test Details
Manufacturer Caterpillar Inc
Equipment Under Test | 5G Telematics Radio
Model No. PL645
Part No. 7620.002.905-13
Serial No. 260623016003008D (External Antenna)
Mode 802.11ax20 MCS0
Date Tested July 22, 2026
Result Output Power = 75.86mW (18.8dBm)
Notes None
EUT Frequency Peak Power Limit Max Result
(MHz) (dBm) (dBm)
2412.0 18.4 30.0 PASS
2437.0 18.8 30.0 PASS
2452.0 17.0 30.0 PASS
Peak Power
40T
30T
e T
S
£
<
3

2367 2380 2400 2420 2440 2457
Frequency in MHz

Connector 1 X Peak Connector 1
Peak Power
45T
401
30T

Level in dBm

2392 2400 2420 2440 2460 2482
Frequency in MHz

Connector 1 X Peak Connector 1
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Level in dBm

Peak Power

Connector 1

2440 2460
Frequency in MHz

X Peak Connector 1
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Test Details

Manufacturer

Caterpillar Inc

Equipment Under Test

5G Telematics Radio

Model No.

PL645

Part No. 7620.002.905-13
Serial No. 260623016003008D (External Antenna)
Mode 802.11ax40 MCSO
Date Tested July 22, 2026
Result Output Power = 75.86mW (18.8dBm)
Notes None
EUT Frequency Peak Power Limit Max Result
(MHz) (dBm) (dBm)
2422.0 18.8 30.0 PASS
2437.0 18.8 30.0 PASS
2452.0 18.2 30.0 PASS
Peak Power
30T
£
m
©
£
<
3

2347 2360

Connector 1

2380 2400 2420

2440

Frequency in MHz

X Peak Connector 1
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Peak Power

35T
30T

£
o
©
£
©

>

(0]
|

} } } } } } } } } } } } } } H
2362 2380 2400 2420 2440 2460 2480 2500 2512
Frequency in MHz
Connector 1 X Peak Connector 1
Peak Power
30T

£

o

©

£

©

>

(0]

|

2377 2400 2420 2440 2460 2480 2500 2527
Frequency in MHz

Connector 1 X Peak Connector 1
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21. Effective Isotropic Radiated Power (EIRP)

EUT Information

Manufacturer

Caterpillar Inc

Equipment Under Test

5G Telematics Radio

Model No.

PL645

Part No. 7620.002.905-13, 7620.002.904-13
Serial No. 260623016003008D (External Antenna), 260619016008008D (Internal Antenna)
Mode 802.11ax40 MCSO0

Test Setup Details
Setup Format Tabletop
Height of Support N/A
Measurement Method Radiated
Type of Test Site Semi-Anechoic Chamber
Test Site Used R29F
Antenna Type Used Double-ridged waveguide (or equivalent)
Notes None

Measurement Uncertainty

Expanded
Measurement Type Measurement
Uncertainty
Radiated disturbance (electric field strength on an open area test site or alternative test 31
site) (1 GHz — 6 GHz) '

Requirements

The output power shall not exceed 4W (36dBm).

Procedure

The EUT was placed on the non-conductive stand and set to transmit. A double ridged waveguide antenna
was placed at a test distance of 3 meters from the EUT. The resolution bandwidth (RBW) of the spectrum
analyzer was set to greater than the 6dB bandwidth. The EUT was maximized for worst case emissions (or
maximum output power) at the measuring antenna. The maximum meter reading was recorded. The peak
power output was measured for the low, middle, and high channels.
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Test Details
Manufacturer Caterpillar Inc
Equipment Under Test | 5G Telematics Radio
Model No. PL645
Part No. 7620.002.905-13
Serial No. 260623016003008D (External Antenna)
Mode 802.11ax40 MCSO0
Result Max EIRP = 0.134W (21.28dBm)
Notes None
Wide BW
Freq Ant Meter el NI FIi PEELS EIRP Limit Margin
(MHz) | Pol | Reading | Factor | Factor | Amp | Total | g | (4Bm) | (dB)
(dBuV) (dB) (dB/m) (dB) (dBpV/m)
2422 00 H 77.57 2.62 32.12 0.00 112.31 17.01 36.00 -18.99
] Vv 80.84 2.62 32.12 0.00 115.58 20.28 36.00 -15.72
2437 00 H 77.42 2.63 32.18 0.00 112.23 16.93 36.00 -19.07
] Vv 81.71 2.63 32.18 0.00 116.52 21.22 36.00 -14.78
2452 00 H 76.96 2.64 32.23 0.00 111.84 16.54 36.00 -19.46
] Vv 81.70 2.64 32.23 0.00 116.58 21.28 36.00 -14.72
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Test Details
Manufacturer Caterpillar Inc
Equipment Under Test | 5G Telematics Radio
Model No. PL645
Part No. 7620.002.904-13
Serial No. 260619016008008D (Internal Antenna)
Mode 802.11ax40 MCSO0
Result Max EIRP = 0.111W (20.49dBm)
Notes None
Wide BW
Freq Ant Meter el (IS e PEL EIRP Limit Margin
(MHz) | Pol | Reading | Factor | Factor | Amp | Total | g | (4Bm) | (dB)
(dBuV) (dB) (dB/m) (dB) (dBpV/m)
2422 00 H 77.28 2.62 32.12 0.00 112.02 16.72 36.00 -19.28
Vv 81.05 2.62 32.12 0.00 115.79 20.49 36.00 -15.51
2437 00 H 75.09 2.63 32.18 0.00 109.90 14.60 36.00 -21.40
Vv 79.21 2.63 32.18 0.00 114.02 18.72 36.00 -17.28
2452 00 H 74.55 2.64 32.23 0.00 109.43 14.13 36.00 -21.87
] Vv 78.93 2.64 32.23 0.00 113.81 18.51 36.00 -17.49
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1] °)'

EUT Information

Manufacturer Caterpillar Inc
Equipment Under Test 5G Telematics Radio
Model No. PL645
Part No. 7620.002.905-13, 7620.002.904-13
Serial No. 260623016003008D (External Antenna)
260619016008008D (Internal Antenna)
Modes 802.11ax40 MCSO
Test Setup Details
Setup Format Tabletop
Height of Support N/A
Measurement Method Radiated
Type of Test Site Semi-Anechoic Chamber
Test Site Used R29F
Below 1GHz: Bilog (or equivalent)
Antenna Types Used 1 — 18GHz: Double-ridged waveguide (or equivalent)
Above 18GHz: Horn (or equivalent)
Notes None

Measurement Uncertainty

site) (18 GHz — 26.5 GHz)

Expanded
Measurement Type Measurement
Uncertainty
Radiated disturbance (electric field strength on an open area test site or alternative test 43
site) (30 MHz — 1000 MHz) '
Radiated disturbance (electric field strength on an open area test site or alternative test 3.1
site) (1 GHz — 6 GHz) '
Radiated disturbance (electric field strength on an open area test site or alternative test 39
site) (6 GHz — 18 GHz) '
Radiated disturbance (electric field strength on an open area test site or alternative test 33
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Procedure
Radiated measurements were performed in a 32ft. x 20ft. x 14ft. high shielded enclosure. The shielded
enclosure prevents emissions from other sources, such as radio and TV stations from interfering with the
measurements. All powerlines and signal lines entering the enclosure pass through filters on the enclosure
wall. The powerline filters prevent extraneous signals from entering the enclosure on these leads.

Preliminary radiated emissions tests were performed to determine the emission characteristics of the EUT.
For the preliminary test, a broadband measuring antenna was positioned at a 3 meter distance from the
EUT. The entire frequency range from 30MHz to 26.5GHz was investigated using a peak detector function.

The final open field emission tests were then manually performed over the frequency range of 1 — 18GHz.
1) For all harmonics not in the restricted bands, the following procedure was used:

a) The field strength of the fundamental was measured using a double ridged waveguide antenna
positioned at a 3 meter distance from the EUT. The EUT was placed on a 1.5 meter high non-
conductive stand. A peak detector with a resolution bandwidth of 100kHz was used on the
spectrum analyzer.

b) Step (a) was repeated for measuring the field strengths of all harmonics not in the restricted band.

c) To ensure that maximum or worst case emission levels were measured, the following steps were
taken when measuring the fundamental emissions and the spurious emissions:

i) The EUT was rotated so that all of its sides were exposed to the receiving antenna.

i) Since the measuring antenna is linearly polarized, both horizontal and vertical field components
were measured.

iii) The measuring antenna was raised and lowered for each antenna polarization to maximize the
readings.

iv) Ininstances where it was necessary to use a shortened cable between the measuring antenna
and the spectrum analyzer, the measuring antenna was not raised or lowered to ensure
maximized readings. Instead, the EUT was rotated through all axis to ensure the maximum
readings were recorded for the EUT.

d) All harmonics not in the restricted bands must be at least 20dB below levels measured at the
fundamental. However, attenuation below the general limits specified in §15.209(a) is not required.

2) For all emissions in the restricted bands, the following procedure was used:

a) The field strengths of all emissions above 1GHz were measured using a double-ridged waveguide
antenna positioned at a 3 meter distance from the EUT. The EUT was placed on a 1.5 meter high
non-conductive stand. A peak detector with a resolution bandwidth of 1MHz was used on the
spectrum analyzer.

b) To ensure that maximum or worst case emission levels were measured, all sub steps in Step (1)(c)
were followed.

c) For all radiated emissions measurements above 1GHz, the peak readings must comply with the
§15.35(b) limits. §15.35(b) states that when average radiated emissions measurements are
specified, there also is a limit on the peak level of the radiated emissions. The limit on the peak
radio frequency emissions is 20dB above the maximum permitted average emission limit applicable
to the equipment under test. Therefore, all peak readings above 1GHz must be no greater than
20dB above the limits specified in §15.209(a).

d) Lastly, for all radiated emissions measurements above 1GHz, the resolution bandwidth (RBW) was
set to 1MHz with the video bandwidth (VBW) set to = 3 x RBW. The detector was set to power
averaging (rms). Averaging type was set to power. Sweep time was set to auto and a trace
average of at least 100 traces was performed. The measurement was recorded and compared to
the limit specified in §15.209(a).

Page 29 of 91



Engineering Test Report No. 2600005-02

o

Test Setup for Radiated Spurious Emissions: 30MHz to 1 z, Horizontal
_ Polarization _ 7

Test Setup for Radiated Spurious Emissions: 30MHz to 1GHz, Vertical Polarization
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Test Setup for Radiated Spurious Emissions: 1GHz to 18GHz, Vertical Polarization
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Test Setup for Radiated Spurious Emissions: 18 GHz to 26.5GHz, Horizontal

Polarization

Test Setup for Radiated Spurious Emissions: 18 GHz to 26.5GHz, Vertical
Polarization
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Test Details
Manufacturer Caterpillar Inc
Equipment Under Test | 5G Telematics Radio
Model No. PL645
Part No. 7620.002.905-13
Serial No. 260623016003008D (External Antenna)
Mode 802.11ax40 MCSO0
Frequency Tested 2422MHz
ELITE ELECTRONIC ENGINEERING Inc.
WAl 18/28/28 Downers Grave, IIl. 68515 UNIV RCY EMI RUN 68
128
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK | DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
WIEL No. @ PLG4S
185 SERIAL No.  : 260623016003008D (External Antenna)
MODE : TX_26_UIFT - 882, 110X 4BNHZ HCSD
SCANS/BAND ;1
NOTES | 42
% TESTDATE @ 4 fug 2826 17:21:33 T. JOZEFCDK
ANT. POLARIZ. : HORTZONTAL
75
3
3
@
L
-
5
4
45
30
15
7
108
START = 38 FREQUENCY  MHz STOP = 160@
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ELITE ELECTRONIC ENGINEERING Inc.

KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCV EMI RUN 61
128
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK | DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
MODEL No. : PLe4S
185 SERIAL No.  : 260623016003008D (External Antenna)
MODE : TX_26_WIFT - 882.11AX 4@MHZ MCSB
SCANS/BAND 1
NOTES 1 242247
o TEST DATE ¢ 4 Pug 2026 17:25:31 T. JOZEFCDYK
ANT. POLARIZ. : VERTICAL
5
N
>
J
o
o 60
-
w
s
w
.
%5
30
15 I
0
108
START = 38 FREQUENCY MHz

STOP = 10a@
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCY EMI RUN 9
120
SPEC / TEST  : PRELIMINARY RADIATED EMISSIONS PEAK DETECTOR TRACE
MANUFACTURER  : Caterpillor Incorporoted
MODEL No. ! PLE45
185 SERIAL No.  : 260623016003008D (External Antenna)
MODE : Tx 26 WiFi
SCANS/BAND ;1
NOTES i 2422MHz, 882.110x 48Miz NCSE
%) TEST DATE @ 28 Jul 2026 10:43:88 J. CARDENAS
ANT. POLARIZ. : HORIZONTAL
5
N
>
J
o
T 6
-
w
s
[/
3
45
38 I
15
0
START = 1008 FREQUENCY ~ MHz

STOP = 4500
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ELITE ELECTRONIC ENGINEERING Inc.
WAl 18/20/28 Downers Grove, Ill. 68515 UNIV RCV EMI RUN 8
120
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK DETECTOR TRACE
MANUFACTURER  : Caterpillor Incorporoted
MODEL No. : PL64S
185 SERIAL No. @ 260623016003008D (External Antenna)
MIDE : Tx_26 WiFi
SCANS/BAND ;1
NOTES 1 242Kz, 682.110x 48MHz NCSB
o9 TEST DATE 28 Jul 2026 18:46:47 J. CARDENAS
ANT. POLARIZ. : VERTICAL
75
&
>
J
o
o 68
-
w
s
e
3
45
30
15
8
START = 1008 FREQUENCY MHz

STOP = 4500
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grave, IIl. 66515 UNIV RCY EMI RUN 12
128
SPEC / TEST ~ : PRELIMINARY RADIATED ENISSIONS Lisit
MANUFACTURER  : Caterpillor Incorporoted PEAK DETECTOR TRACE
MODEL No. : PL64S
185 SERIAL No.  : 260623016003008D (External Antenna)
MIDE : T BLE
SCANS/BAND 1
NOTES 1 2422Miz, 882.110x 4@MHz NCSB
o TEST DATE 1 28 Jul 2826 12:27:33 J. CARDENAS
ANT. POLARIZ. : HORTZONTAL
5
N
>
J
o
o 60
-
w
s
w
.
45
15
0
10000
START = 4500 FREQUENCY MHz

STOP = 180@@
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCU EMI RUN 11
128
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS Lisit
MANUFACTURER  : Caterpillor Incorporoted PEAK DETECTOR TRACE
MODEL No. . PLA4S
185 SERIAL No.  : 260623016003008D (External Antenna)
MODE : Tx BLE
SCANS/BAND & |
NOTES 1 2422MHz, 882.110x 4@Miz NCSB
o TEST DATE @ 28 Jul 2626 12:22:13 J. CARDENAS
ANT. POLARIZ. : VERTICAL
75
£
B
5
I
o 60
4
o
S
m
a
45
15
0
10008
START = 4500 FREQUENCY MHz STOP = 18004
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCY EMI RUN 32
120
SPEC / TEST  : FCC PRELININARY RADIATED EMISSIONS PEAK DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
MODEL No. : PL 161
185 SERIAL No.  : 260623016003008D (External Antenna)
MODE : TX_26 WIFI
SCANS/BAND  : |
NOTES 1 2422MHZ, 8@2.11AX 4@MHZ NCSB
o TEST DATE 1 31 Jul 2026 B9:26:43 J. CARDENAS
ANT. POLARIZ. : HORIZONTAL
5
N
>
J
o
o 60
)
w
>
w
-
5
30
15
0
START = 18004 FREQUENCY MHz

STOP = 2500@
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ELITE ELECTRONIC ENGINEERING Inc.

KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCY EMI RUN 33

SPEC / TEST  : FCC PRELININARY RADIATED EMISSIONS
MANUFACTURER  : CATERPILLAR INCORPORATED
MODEL No. : PL 161

PEAK  DETECTOR TRACE

185 SERIAL No.  : 260623016003008D (External Antenna)
MODE : TX_26 WIFT
SCANS/BAND  : |
NOTES 1 2422MHZ, 8@2.11AX 4@MHZ NCSB

9% TESTDATE @ 31 Jul 2026 @9:30:17 J. CARDENAS

ANT. POLARIZ. : VERTICAL

I8

£
3
@
o 60
-
5
4
45
30
15
0
START = 18600 FREQUENCY MHz STOP = 25000
Peak Peak Peak
Freq Ant Metgr . Celtlie | Azl P Total Total Limit Margin
Reading | Ambient | Factor Factor Amp
(MHz) Pol (dBuV) (dB) (dB/m) (dB) at 3m at 3m at 3m (dB)
(dBpV/m) | (uV/m) (uV/m)
4844.00 H 49.31 * 3.69 34.45 -40.45 47.00 223.98 | 5,000.00 | -26.98
' Vv 48.99 * 3.69 34.45 -40.45 46.68 215.88 | 5,000.00 | -27.30
7966.00 H 48.38 * 4.67 35.81 -40.90 47.96 249.93 | 5,000.00 | -26.02
' V 48.22 * 4.67 35.81 -40.90 47.80 245.37 | 5,000.00 | -26.18
Duty Average | Average | Average
Freq Ant Mete_;r . L s B Cycle Total Total Limit Margin
Reading | Ambient | Fac Fac Amp
(MHz) | Pol (dBuY) (@B) | (dB/m) | (dB) Factor at 3m at 3m at 3m (dB)
H dB) | (dBpV/im) | (uV/im) | (uVv/m)
4844.00 H 38.02 * 3.69 | 3445 | -4045 | 0.00 35.71 61.05 500.00 | -18.27
) V 38.16 * 3.69 | 3445 | -40.45 | 0.00 35.85 62.05 500.00 | -18.13
7966.00 H 37.77 * 467 | 35.81 | -40.90 | 0.00 37.35 73.67 500.00 | -16.63
) V 38.12 * 467 | 35.81 | -40.90 | 0.00 37.70 76.70 500.00 | -16.28
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Test Details
Manufacturer Caterpillar Inc
Equipment Under Test | 5G Telematics Radio
Model No. PL645
Part No. 7620.002.905-13
Serial No. 260623016003008D (External Antenna)
Mode 802.11ax40 MCS0
Frequency Tested 2437MHz
Notes None

ELITE ELECTRONIC ENGINEERING Inc.

WAl 18/20/28 Downers Grove, Ill. 68515 UNIV RCV EMI RUN 62
120
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK | DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
MODEL No. : PLe4S
185 SERIAL No. @ 260623016003008D (External Antenna)
MODE : TX_26_WIFT - 6862, 11AX 4@NHZ HCSB
SCANS/BAND 1
NOTES 1 243MHZ
99 TEST DATE i 4 Pug 2026 17:21:32 T. JOZEFCDYK
ANT. POLARIZ. : HORIZONTAL
5
3
N
>
J
o
o 60
)
w
>
w
.
45
30
15
0
100
START = 30 FREQUENCY MHz STOP = 10@@
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCU ENI RUN 63
128
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK | DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
MODEL No. : PLe4S
185 SERIAL No.  : 260623016003008D (External Antenna)
MODE : TX_26_WIFT - 882.11AX 4@MHZ MCSB
SCANS/BAND 1
NOTES 1 243MHZ
o TEST DATE 4 fug 2026 17:28:44 T, JOZEFCDYK
ANT. POLARIZ. : VERTICAL
5
N
>
J
o
o 60
)
w
>
w
.
%5
30
15
0
108
START = 38 FREQUENCY MHz

STOP = 10a@
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grave, IIl. 66515 UNIV RCY EMI RUN 18
128
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK DETECTOR TRACE
MANUFACTURER  : Caterpillor Incorporoted
MODEL No. : PL64S
185 SERIAL No.  : 260623016003008D (External Antenna)
MIDE : Tx 26 UiFi
SCANS/BAND  : 1
NOTES : 243MHz, 862.11ax 48MHz NCSO
o TEST DATE 1 28 Jul 2026 10:54:85 J. CARDENAS
ANT. POLARIZ. : HORTZONTAL
5
N
>
J
o
o 60
-
w
s
w
.
45
30
15
0
START = 1008 FREQUENCY MHz

STOP = 4500
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNTV RCU ENI RUN 11
128
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK DETECTOR TRACE
MANUFACTURER  : Caterpillor Incorporoted
MODEL No. : PL64S
185 SERIAL No.  : 260623016003008D (External Antenna)
MIDE  Tx 26 WiFi
SCANS/BAND  : 1
NOTES : 243MHz, 862.11ax 48MHz NCSO
o TEST DATE 1 28 Jul 2026 18:56:26 J. CARDENAS
ANT. POLARIZ. : VERTICAL
5
N
>
J
o
o 60
-
w
s
w
.
45
30
15
0
START = 1008 FREQUENCY MHz

STOP = 4500
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ELITE ELECTRONIC ENGINEERING Inc.
WAl 18/20/28 Downers Grove, Ill. 68515 UNIV RCV EMI RUN 9
128
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS Linit
MANUFACTURER  : Caterpillor Incorporoted PEAK DETECTOR TRACE
MODEL No. ! PLE45
185 SERIAL No.  : 260623016003008D (External Antenna)
MIDE : Tx BLE
SCANS/BAND @ 1
NOTES t 2437MHz, 882.110x 48MHz NCSB
o TEST DATE @ 28 Jul 2026 12:62:28 J. CARDENAS
ANT. POLARIZ, : HORIZONTAL
75
N
>
J
o
° 60
-
w
s
i
3
15
0
18008
START = 4508 FREQUENCY ~ MHz

STOP = 180@@
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grave, IIl. 66515 UNIV RCY EMI RUN 18
128
SPEC / TEST ~ : PRELIMINARY RADIATED ENISSIONS Lisit
MANUFACTURER  : Caterpillor Incorporoted PEAK DETECTOR TRACE
MODEL No.
185 SERIAL No.  : 260623016003008D (External Antenna)
MODE
SCANS/BAND  :
NOTES 1 243Miz, 882.110x 48Miz NCSB
o TEST DATE 1 28 Jul 2026 12:88:17 J. CARDENAS
ANT. POLARIZ. :
5
\E
>
J
o
T 6
-
w
s
w
.
15
0
10000
START = 4500 FREQUENCY MHz STOP = 18004
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCU EMI RUN 35
120
SPEC / TEST  : FCC PRELININARY RADIATED EMISSIONS PEAK DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
MODEL No. : PL 161
185 SERIAL No.  : 260623016003008D (External Antenna)
MODE : TX_26 WIFI
SCANS/BAND  : |
NOTES 1 243MMHZ, 8@2.11AX 4@MHZ NCSB
o TEST DATE 1 31 Jul 2026 89:35:31 J. CARDENAS
ANT. POLARIZ. : HORIZONTAL
5
\E
>
J
o
T
)
w
>
w
-
%5
30
15
0
START = 18004 FREQUENCY MHz

STOP = 2500@
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ELITE ELECTRONIC ENGINEERING Inc.

KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCU EMI RUN 34

SPEC / TEST  : FCC PRELININARY RADIATED EMISSIONS
MANUFACTURER  : CATERPILLAR INCORPORATED
MODEL No. ¢ PL 161

PEAK  DETECTOR TRACE

185 SERIAL No.  : 260623016003008D (External Antenna)
MODE : TX_26 WIFI
SCANS/BAND 1
NOTES 1 243/MHZ, 882.11AX 4@MHZ NCSB

o TEST DATE + 3 Jul 2026 89:32:36 J. CARDENAS

ANT. POLARIZ. : VERTICAL

I8

£
3
@
° 60
-
5
4
45
30
15
0
START = 18008 FREQUENCY MHz STOP = 25008
Peak Peak Peak
Freq Ant Metgr . e R A Total Total Limit Margin
Reading | Ambient | Factor Factor Amp
(MHz) Pol (dBuV) (dB) (dB/m) (dB) at 3m at 3m at 3m (dB)
(dBpV/m) | (V/m) | (uV/m)
4874.00 H 49.59 Ambient 3.70 34.52 -40.45 47.36 233.34 | 5000.00 | -26.62
' V 49.82 Ambient 3.70 34.52 -40.45 47.59 239.60 | 5000.00 | -26.39
7311.00 H 49.53 Ambient 4.68 35.77 -40.90 49.09 284.81 | 5000.00 | -24.89
) V 49.46 Ambient 4.68 35.77 -40.90 49.02 282.52 | 5000.00 | -24.96
Duty Average | Average | Average
Freq Ant Metgr . el AL P Cycle Total Total Limit Margin
Reading | Ambient | Fac Fac Amp
(MHz) Pol (dBuV) (dB) | (dB/m) (dB) Factor at 3m at 3m at 3m (dB)
H (dB) (dBpV/m) | (uV/m) (MV/m)
4874.00 H 34.34 Ambient | 3.70 | 34.52 | -40.45 | 0.00 32.11 40.32 500.00 | -21.87
) V 34.33 Ambient | 3.70 | 34.52 | -40.45 | 0.00 32.10 40.27 500.00 | -21.88
7311.00 H 34.17 Ambient | 4.68 | 35.77 | -40.90 | 0.00 33.73 48.59 500.00 | -20.25
) V 34.18 Ambient | 4.68 | 35.77 | -40.90 | 0.00 33.74 48.65 500.00 | -20.24
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Test Details
Manufacturer Caterpillar Inc
Equipment Under Test | 5G Telematics Radio
Model No. PL645
Part No. 7620.002.905-13
Serial No. 260623016003008D (External Antenna)
Mode 802.11ax40 MCS0
Frequency Tested 2452MHz
Notes None

ELITE ELECTRONIC ENGINEERING Inc.

WAl 18/20/28 Downers Grove, Ill. 68515 UNIV RCV EMI RUN 64
120
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK | DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
MODEL No. : PLe4S
185 SERIAL No.  : 260623016003008D (External Antenna)
MODE : TX_26_WIFT - 6862, 11AX 4@NHZ HCSB
SCANS/BAND 1
NOTES 1 245MHZ
99 TEST DATE i 4 Pug 2026 17:38:11 T, JOZEFCDYK
ANT. POLARIZ. : HORIZONTAL
5
3
N
>
J
o
o 60
)
w
>
w
.
45
30
15
0
100
START = 30 FREQUENCY MHz STOP = 10@@
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCU EMI RUN 65
128
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK | DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
MODEL No. : PLe4S
185 SERIAL No.  : 260623016003008D (External Antenna)
MODE : TX_26_WIFT - 882.11AX 4@MHZ MCSB
SCANS/BAND 1
NOTES 1 245212
o TEST DATE 4 fug 2026 17:31:26 T, JOZEFCDYK
ANT. POLARIZ. : VERTICAL
5
\E
>
J
o
LI
)
w
>
w
.
%5
30
15
0
108
START = 38 FREQUENCY MHz

STOP = 10a@
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grave, IIl. 66515 UNIV RCY EMI RUN 13
128
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK DETECTOR TRACE
MANUFACTURER  : Caterpillor Incorporoted
MODEL No. : PL64S
185 SERIAL No.  : 260623016003008D (External Antenna)
MIDE : Tx 26 WiFi
SCANS/BAND  : 1
NOTES 1 245MHz, 862.11ax 48MHz NCSO
o TEST DATE 1 28 Jul 2826 11:22:13 J. CARDENAS
ANT. POLARIZ. : HORTZONTAL
5
N
>
J
o
o 60
-
w
s
w
.
45
30
15
0
START = 1008 FREQUENCY MHz

STOP = 4500
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCU EMI RUN 12
128
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK DETECTOR TRACE
MANUFACTURER  : Caterpillor Incorporoted
MODEL No. : PL64S
185 SERIAL No.  : 260623016003008D (External Antenna)
MIDE  Tx 26 WiFi
SCANS/BAND  : 1
NOTES 1 245MHz, 862.11ax 48MHz NCSO
o TEST DATE 1 28 Jul 2826 11:28:37 J. CARDENAS
ANT. POLARIZ. : VERTICAL
5
N
>
J
o
o 60
-
w
s
w
.
45
30
15
0
START = 1008 FREQUENCY MHz

STOP = 4500
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCY EMI RUN 8
128
SPEC / TEST ~ : PRELIMINARY RADIATED ENISSIONS Lisit
MANUFACTURER  : Caterpillor Incorporoted PEAK DETECTOR TRACE
MODEL No. : PLe4S
185 SERTAL No.  : 260623016003008D (External Antenna)
MODE  Tx BLE
SCANS/BAND 1
NOTES 1 2451z, 882.110x 4@Miz NCSB
o TEST DATE 1 28 Jul 2826 11:38:38 J. CARDENAS
ANT. POLARIZ. : HORTZONTAL
5
\E
>
J
o
T
)
w
>
w
.
45
15
0
10000
START = 4500 FREQUENCY MHz STOP = 18004
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ELITE ELECTRONIC ENGINEERING Inc.
WKAl  18/28/28 Downers Grave, Ill. 68515 NIV RCU EMI  RUN 7
120
SPEC / TEST . PRELIMINARY RADIATED ENISSIONS Limit
NANUFACTLRER @ Caterpi | lar Incorporated PEAK DETECTOR TRACE
NODEL No.
185 SERIAL No.  : 260623016003008D (External Antenna)
NODE
SCANS/BAND
NOTES 1 24524z, 862.11ax 48MHz HCSB
o TEST DATE  : 28 Jul 2026 11:24:81 J. CARDENAS
ANT. POLARIZ. :
75
N
>
J
o
o 60
-
w
>
o
a
45
15
B
100008
START = 4500 FREQUENCY MHz STOP = 18000
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCY EMI RUN 36
128
SPEC / TEST  : FCC PRELIMINARY RADIATED EMISSIONS PEAK DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
MODEL No. : PL 161
185 SERIAL No.  : 260623016003008D (External Antenna)
MIDE : TX.26 WIFI
SCANS/BAND 1
NOTES 1 2452MHZ, 882.11AX 4@MHZ NCSB
o TEST DATE + 3 Jul 2026 89:37:52 J. CARDENAS
ANT. POLARIZ. : HORTZONTAL
5
N
>
J
o
o 60
-
w
s
w
.
45
30
15
0
START = 18000 FREQUENCY MHz

STOP = 2500@
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ELITE ELECTRONIC ENGINEERING Inc.

KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCY EMI RUN 37

SPEC / TEST  : FCC PRELININARY RADIATED EMISSIONS
MANUFACTURER  : CATERPILLAR INCORPORATED
MODEL No. : PL 161

PEAK  DETECTOR TRACE

185 SERIAL No. @ 260623016003008D (External Antenna)
MODE : TX_26 WIFI
SCANS/BAND  : |
NOTES 1 2452MHZ, 8@2.11AX 4@MHZ NCSB

o TEST DATE 1 31 Jul 2026 B9:48:15 J. CARDENAS

ANT. POLARIZ. : VERTICAL

I8

£
3
@
° 60
-
5
4
45
30
15
0
START = 18008 FREQUENCY MHz STOP = 25008
Peak Peak Peak
Freq Ant Metgr . e R A Total Total Limit Margin
Reading | Ambient | Factor Factor Amp
(MHz) Pol (dBuV) (dB) (dB/m) (dB) at 3m at 3m at 3m (dB)
(dBpV/m) | (V/m) | (uV/m)
4904.00 H 49.56 Ambient 3.71 34.60 -40.45 47.42 234.85 | 5000.00 | -26.56
' V 49.61 Ambient 3.71 34.60 -40.45 47.47 236.20 | 5000.00 | -26.51
7356.00 H 49.29 Ambient 4.70 35.75 -40.89 48.85 277.13 | 5000.00 | -25.13
) V 49.41 Ambient 4.70 35.75 -40.89 48.97 280.99 | 5000.00 | -25.01
Duty Average | Average | Average
Freq Ant Metgr . el AL P Cycle Total Total Limit Margin
Reading | Ambient | Fac Fac Amp
(MHz) Pol (dBuV) (dB) | (dB/m) (dB) Factor at 3m at 3m at 3m (dB)
H (dB) (dBpV/m) | (uV/m) (MV/m)
4904.00 H 34.34 Ambient | 3.71 | 34.60 | -40.45 | 0.00 32.20 40.72 500.00 | -21.78
) V 34.41 Ambient | 3.71 | 34.60 | -40.45 | 0.00 32.27 41.05 500.00 | -21.71
7356.00 H 34.12 Ambient | 4.70 | 35.75 | -40.89 | 0.00 33.68 48.33 500.00 | -20.30
) V 34.14 Ambient | 4.70 | 35.75 | -40.89 | 0.00 33.70 48.44 500.00 | -20.28
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Test Details
Manufacturer Caterpillar Inc
Equipment Under Test | 5G Telematics Radio
Model No. PL645
Part No. 7620.002.904-13
Serial No. 260619016008008D (Internal Antenna)
Mode 802.11ax40 MCS0
Frequency Tested 2422MHz
Notes None

ELITE ELECTRONIC ENGINEERING Inc.

WAl 18/28/28 Downers Grave, IIl. 68515 UNIV RCV ENT RUN 42
120
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK | DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
MODEL No. : PLE64S
185 SERIAL No.  : 260623016008008D (Internal Antenna)
MODE : TX_26_WIFT - 862.11AX 4@NHZ HSCB
SCANS/BAND 1
NOTES 1 242MHZ
99 TEST DATE i 4 fug 2026 16:48:86 T. JOZEFCDYK
ANT. POLARIZ. : HORIZONTAL
75
£
N
2>
J
o
° 60
-
w
>
w
—
45
30
15
0
108
START = 30 FREQUENCY MHz STOP = 1000
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCU ENI RUN 43
128
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK | DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
MODEL No. : PLe4S
185 SERIAL No.  : 260623016008008D (Internal Antenna)
MODE : TX_26_WIFT - 882, 11AX 4@MHZ HSCB
SCANS/BAND @ 1
NOTES 1 242247
o TEST DATE ¢ 4 fug 2026 16:42:87 T. JOZEFCDYK
ANT. POLARIZ. : VERTICAL
5
\E
>
J
o
LI
)
w
>
w
.
%5
30
15 |
0
108
START = 38 FREQUENCY MHz

STOP = 10a@
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ELITE ELECTRONIC ENGINEERING Inc.
Downers Grave, Ill. 68515

UNIV RCV EMI RUN 13

KAl 18/28/28
120
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK DETECTOR TRACE
NANUFACTURER : CATERPILLAR INCORPORATED
NODEL No. . PL64S
185 SERIAL No.  : 260623016008008D (Internal Antenna)
NODE ¢ TX_26HZ WIFI
SCANS/BAND & I
NOTES i 2422MHZ 882.11AX 4BMHZ MCSB
o TEST DATE 1 29 Jul 2026 16:13:58 T. JOZEFCZYK
ANT. POLARIZ. : HORIZONTAL
75
N
>
J
o
o 60
)
w
>
w
-
45
» e j
15
B
START = 1004 FREQUENCY MHz

STOP = 4500
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, II1. 68515 UNIV RV EMI RUN 14
120
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK DETECTOR TRACE
NANUFACTURER : CATERPILLAR INCORPORATED
NODEL No. : PL64S
185 SERIAL No.  : 260623016008008D (Internal Antenna)
NODE ¢ TX_26HZ WIFI
SCANS/BAND & I
NOTES i 2422MHZ 882.11AX 4BMHZ MCSB
o TEST DATE 1 29 Jul 2026 16:16:33 1. JOZEFCZYK
ANT. POLARIZ. : VERTICAL
75
\E
>
J
o
o 60
)
w
>
w
.
45
38 sl !
15
B
START = 1004 FREQUENCY MHz

STOP = 4500
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, II1. 68515 UNIV RCY EMI RUN 13
120
SPEC / TEST : PRELININARY RADIATED ENTSSIONS Linit
NANUFACTURER : CATERPILLAR INCORPORATED PEAK DETECTOR TRACE
NODEL No.
185 SERIAL No.  : 260623016008008D (Internal Antenna)
NODE
SCANS/BAND  :
NOTES i 2422MHZ 882.11AX 4BMHZ MCSB
99 TEST DATE 1 29 Jul 2026 15:33:12 1. JOZEFCZYK
ANT. POLARIZ. :
75
N
>
J
o
o 60
)
w
>
w
-
15
B
100008
START = 4504 FREQUENCY MHz STOP = 18004
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, II1. 68515 UNIV RV EMI RUN 14
120
SPEC / TEST : PRELININARY RADIATED ENTSSIONS Linit
NOMFACTURER : CATERPILLAR INCORFORATED PEAK DETECTOR TRACE
NODEL No.
185 SERIAL No.  : 260623016008008D (Internal Antenna)
NODE
SCANS/BAND  :
NOTES i 2422MHZ 882.11AX 4BMHZ MCSB
o TEST DATE 1 29 Jul 20826 15:42:11 1. JOZEFCZYK
ANT. POLARIZ. :
75
\E
>
J
o
o 60
)
w
>
w
-
45
15
B
100008
START = 4504 FREQUENCY MHz STOP = 18004
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCV ENT RUN 39
120
SPEC / TEST  : FCC PRELININARY RADIATED EMISSIONS PEAK DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
MODEL No. . PL 161
185 SERIAL No.  : 268623016008008D (Internal Antenna)
MODE : TX_26_WIFI
SCANS/BAND  : |
NOTES 1 2422MHZ, 8@2.11AX 4@MHZ NCSB
o TEST DATE 1 31 Jul 2026 B9:52:54 J. CARDENAS
ANT. POLARIZ. : HORIZONTAL
5
N
>
J
o
o 60
)
w
>
w
-
%5
30
15
0
START = 18004 FREQUENCY MHz

STOP = 2500@
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ELITE ELECTRONIC ENGINEERING Inc.

KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCY EMI RUN 38

SPEC / TEST  : FCC PRELININARY RADIATED EMISSIONS
MANUFACTURER  : CATERPILLAR INCORPORATED
MODEL No. ¢ PL 161

PEAK  DETECTOR TRACE

185 SERIAL No. @ 260623016008008D (Internal Antenna)
MIDE ;T 26 WIF
SCANS/BAND  : |
NOTES 1 2422MHZ, 8@2.11AX 4@MHZ NCSB

o TEST DATE 1 31 Jul 2026 B9:43:59 J. CARDENAS

ANT. POLARIZ. : VERTICAL

I8

N
f 68
45
30
15
0
START = 18600 FREQUENCY MHz STOP = 25000
Peak Peak Peak
Freq Ant Met(_ar . Celble | s ERE Total Total Limit Margin
Reading | Ambient | Factor | Factor Amp
(MHz) Pol (dBuV) (dB) (dB/m) (dB) at 3m at 3m at 3m (dB)
(dBuV/m) | (uV/m) | (uV/m)
4844.00 H 49.87 | Ambient | 3.69 34.45 | -40.45 47.56 238.90 | 5000.00 | -26.42
' V 49.51 Ambient | 3.69 34.45 | -40.45 47.20 229.20 | 5000.00 | -26.78
7266.00 H 49.28 | Ambient | 4.67 35.81 -40.90 48.86 277.21 | 5000.00 | -25.12
' V 49.85 | Ambient | 4.67 35.81 -40.90 49.43 296.02 | 5000.00 | -24.55
Duty Average | Average | Average
Freq Ant RMetgr . Gzl Gl P Cycle Total Total Limit Margin
eading | Ambient | Fac Fac Amp
(MHz) Pol (dBuV) (@B) | (@B/m) | (dB) Factor at 3m at 3m at 3m (dB)
H (dB) | (dBuV/m) | (uV/m) (uV/m)
4844.00 H 34.26 Ambient | 3.69 | 34.45 | -4045 | 0.00 31.95 39.60 500.00 | -22.03
) Vv 34.29 Ambient | 3.69 | 34.45 | -40.45 | 0.00 31.98 39.74 500.00 | -22.00
7966.00 H 34.19 Ambient | 4.67 | 35.81 | -40.90 | 0.00 33.77 48.79 500.00 | -20.21
) Vv 34.20 Ambient | 4.67 | 35.81 | -40.90 | 0.00 33.78 48.84 500.00 | -20.20
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Test Details
Manufacturer Caterpillar Inc
Equipment Under Test | 5G Telematics Radio
Model No. PL645
Part No. 7620.002.904-13
Serial No. 260619016008008D (Internal Antenna)
Mode 802.11ax40 MCS0
Frequency Tested 2437MHz
Notes None

ELITE ELECTRONIC ENGINEERING Inc.

WAl 18/20/28 Downers Grove, Ill. 68515 UNIV RCU EMI RUN 44
128
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK | DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
MODEL No. : PLE64S
185 SERIAL No.  : 260623016008008D (Internal Antenna)
MODE : TX_26_WIFT - 862.11AX 4@NHZ HSCB
SCANS/BAND 1
NOTES 1 243MMHZ
99 TEST DATE i 4 Pug 2026 16:43:48 T, JOZEFCDYK
ANT. POLARIZ. : HORIZONTAL
75
£
~
=
5
@
° 60
-l
[}
S
w
4
45
30
15
0
108
START = 30 FREQUENCY MHz STOP = 1000
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCU EMI RUN 45
120
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK | DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
MODEL No. : PLe4S
185 SERIAL No.  : 260623016008008D (Internal Antenna)
MODE : TX_26_WIFT - 882.11AX 4@MHZ MSCB
SCANS/BAND . |
NOTES 1 243MHZ
o TEST DATE ¢ 4 fug 2026 16:45:81 T. JOZEFCDYK
ANT. POLARIZ. : VERTICAL
5
\E
>
J
o
LI
)
w
>
w
-
45
30
15 Al
0
100
START = 38 FREQUENCY MHz

STOP = 10a@
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, II1. 68515 UNIV RV EMI RUN 15
120
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK DETECTOR TRACE
NANUFACTURER : CATERPILLAR INCORPORATED
NODEL No. : PL64D
185 SERIAL No. : 260623016008008D (Internal Antenna)
NODE : TX_26HZ WIFT
SCANS/BAND & I
NOTES i 2437NHZ 882.11AX 4BMHZ MCSB
o TEST DATE 1 29 Jul 2026 16:18:@1 T. JOZEFCZYK
ANT. POLARIZ. : HORIZONTAL
75
N
>
J
o
o 60
)
w
>
w
-
4
30 Uk ditetd i e
15
B
START = 1004 FREQUENCY MHz

STOP = 4500
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, II1. 68515 UNIV RV EMI RUN 16
120
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK DETECTOR TRACE
NANUFACTURER : CATERPILLAR INCORPORATED
NODEL No. : PLB4S
185 SERIAL No.  : 260623016008008D (Internal Antenna)
NODE : TX_26HZ_WIFI
SCANS/BAND & I
NOTES i 2437NHZ 882.11AX 4BMHZ MCSB
o TEST DATE 1 29 Jul 2026 16:38:34 1. JOZEFCZYK
ANT. POLARIZ. : VERTICAL
75
\E
>
J
o
o 60
)
w
>
w
-
45
B fe b "
15
B
START = 1004 FREQUENCY MHz

STOP = 4500
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, II1. 68515 UNIV RCY EMI RUN 15
120
SPEC / TEST : PRELIMINGRY RADIATED ENTSSIONS Linit
NANUFACTLRER : CATERPILLAR INCORPORATED PEAK DETECTOR TRACE
NODEL No.
185 SERIAL No.  : 260623016008008D (Internal Antenna)
NODE
SCANS/BAND  :
NOTES i 2437NHZ 882.11AX 4BMHZ MCSB
o TEST DATE 1 29 Jul 2026 16:49:48 1. JOZEFCZYK
ANT. POLARIZ. :
75
\E
>
J
o
o 60
)
w
>
w
-
4
15
B
100008
START = 4504 FREQUENCY MHz STOP = 18004
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, II1. 68515 UNIV RV EMI RUN 16
120
SPEC / TEST : PRELININARY RADIATED ENTSSIONS Linit
NOMFACTURER : CATERPILLAR INCORFORATED PEAK DETECTOR TRACE
NODEL No.
185 SERIAL No.  : 260623016008008D (Internal Antenna)
NODE
SCANS/BAND  :
NOTES i 2437NHZ 882.11AX 4BMHZ MCSB
o TEST DATE 1 29 Jul 20826 16:55:15 1. JOZEFCZYK
ANT. POLARIZ. :
75
\E
>
J
o
o 60
)
w
>
w
-
45
15
B
100008
START = 4504 FREQUENCY MHz STOP = 18004
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCV ENT  RUN 48
120
SPEC / TEST  : FCC PRELININARY RADIATED EMISSIONS PEAK DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
MODEL No. : PL 161
185 SERIAL No.  : 260623016008008D (Internal Antenna)
MIDE : T 26 WIFT
SCANS/BAND  : |
NOTES 1 243MMHZ, 8@2.11AX 4@MHZ NCSB
o TEST DATE 1 31 Jul 2026 89:55:88 J. CARDENAS
ANT. POLARIZ. : HORIZONTAL
5
\E
>
J
o
T 60
)
w
>
w
-
45
30
15
0
START = 18004 FREQUENCY MHz

STOP = 2500@
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ELITE ELECTRONIC ENGINEERING Inc.

KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCU EMI RUN 41

SPEC / TEST  : FCC PRELININARY RADIATED EMISSIONS
MANUFACTURER  : CATERPILLAR INCORPORATED
MODEL No. ¢ PL 161

PEAK  DETECTOR TRACE

185 SERIAL No. @ 260623016008008D (Internal Antenna)
MIDE ;T 26 WIF
SCANS/BAND  : |
NOTES 1 243MMHZ, 8@2.11AX 4@MHZ NCSB

o TEST DATE 1 31 Jul 2026 89:58:38 J. CARDENAS

ANT. POLARIZ. : VERTICAL

I8

N
f 68
45
30
15
0
START = 18600 FREQUENCY MHz STOP = 25000
Peak Peak Peak
Meter Cable | Antenna | Pre S .
(:/Irch]) ég} Reading | Ambient | Factor | Factor Amp ;oéfrll ;oéfrll ;‘t'g]r'; I\/I(?jrg)m
(dBuV) (dB) (dB/m) (dB) (dBuV/m) | (uV/m) | (uV/m)
4874.00 H 48.65 * 3.70 34.52 | -40.45 46.42 209.40 | 5000.00 | -27.56
' V 49.86 * 3.70 34.52 | -40.45 47.63 240.70 | 5000.00 | -26.35
7311.00 H 48.22 * 4.68 35.77 | -40.90 47.78 244 .94 | 5000.00 | -26.20
' V 48.84 * 4.68 35.77 | -40.90 48.40 263.06 | 5000.00 | -25.58
Duty Average | Average | Average
Meter CBL Ant Pre . .
Freq Ant Reading | Ambient | Fac Fac Amp Cycle Total Total Limit Margin
(MHz) | Pol (dBuV) (@B) | (@B/m) | (dB) Factor at 3m at 3m at 3m (dB)
(dB) (dBpyV/m) | (uV/m) (uV/m)
4874.00 H 38.04 * 3.70 | 34.52 | -40.45 | 0.00 35.81 61.73 500.00 | -18.17
) V 38.08 * 3.70 | 34.52 | -40.45 | 0.00 35.85 62.01 500.00 | -18.13
7311.00 H 37.76 * 468 | 35.77 | -40.90 | 0.00 37.32 73.46 500.00 | -16.66
) Vv 37.70 * 4.68 | 35.77 | -40.90 | 0.00 37.26 72.96 500.00 | -16.72

Page 72 of 91



oS

+lite

Engineering Test Report No. 2600005-02

Test Details
Manufacturer Caterpillar Inc
Equipment Under Test | 5G Telematics Radio
Model No. PL645
Part No. 7620.002.904-13
Serial No. 260619016008008D (Internal Antenna)
Mode 802.11ax40 MCSO0
Frequency Tested 2452MHz
Notes Peak & Average Measurements in the Restricted Bands
ELITE ELECTRONIC ENGINEERING Inc.
WAl 18/28/28 Downers Grave, IIl. 68515 UNIV RCV ENI RUN 46
120
SPEC / TEST  : PRELININARY RADIATED ENISSIONS PEAK | DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
ML No. @ PLG4S
185 SERIAL No.  : 260623016008008D (Internal Antenna)
MODE : TX_26_UIFT - 882, 110X 4BMHZ HSC
SCANS/BAND
NOTES : 45MHL
99 TESTDATE @ 4 fug 2026 16:46:38 T. JOZEFCZYK
ANT. POLARIZ. : HORIZONTAL
75
N
f 68
g
45
30
15
]
100
START = 38 FREQUENCY Mz STOP = 1068
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCU EMI RUN 47
120
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK | DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
MODEL No. : PL64S
185 SERIAL No.  : 260623016008008D (Internal Antenna)
MIDE + TX_26 WIFT - 882.11AX 4@NHZ MSCB
SCANS/BAND @ !
NOTES 1 245MH2
o9 TEST DATE @ 4 fug 2026 16:47:37 T. JOZEFCZYK
ANT. POLARIZ. : VERTICAL
5
N
3
5
@
o 68
4
o
=
]
3
45
30
15 !
8
100
START = 39 FREQUENCY MHz

STOP = 10a@
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, II1. 68515 UNIV RV EMI RUN 17
120
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS PEAK DETECTOR TRACE
NANUFACTURER : CATERPILLAR INCORPORATED
NODEL No. : PL64S
185 SERIAL No.  : 260623016008008D (Internal Antenna)
NODE ; TX_26HZ_UIFI
SCANS/BAND & I
NOTES i 2452MHZ 882.11AX 4BMHZ MCSB
o TEST DATE 1 29 Jul 2026 17:26:48 1. JOZEFCZYK
ANT. POLARIZ. : HORIZONTAL
75
N
>
J
o
o 60
)
w
>
w
-
45
30 m
15
B
START = 1004 FREQUENCY MHz

STOP = 4500

Page 75 of 91



Engineering Test Report No. 2600005-02

ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, II1. 68515 UNIV RCV EMI RUN 18
128
SPEC / TEST . PRELIMINARY RADIATED ENISSIONS PEAK DETECTOR TRACE
NANUFACTURER : CATERPILLAR INCORPORATED
NODEL No. : PL64S
185 SERIAL No.  : 260623016008008D (Internal Antenna)
NODE : TX_26HZ WIFT
SCANS/BAND  : |
NOTES 1 24524HZ 882, 11AX 4BMHZ MCS8
99 TEST DATE 1 29 Jul 2026 17:29:88 T. JOZEFCZYK
ANT. POLARIZ. : VERTICAL
75
\E
>
J
o
o 60
-
w
>
w
.
4
38 m
15
B
START = 1008 FREQUENCY MHz

STOP = 4500
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ELITE ELECTRONIC ENGINEERING Inc.
uKal  18/28/28 Downers Grove, I1l. 68515 NIV RCY EMI RUN 17
120
SPEC / TEST  : PRELIMINARY RADIATED ENISSIONS Linit
NWLFACTLRER : CATERPILLAR INCORPORATED PEAK DETECTOR TRACE
NODEL No. :
185 SERIAL No.  : 260623016008008D (Internal Antenna)
NODE
SCANS/BAND  :
NOTES i 2452MHZ 882.11AX 4BMHZ MCSB
99 TEST DATE 1 29 Jul 2026 17:682:83 T. JOZEFCZYK
ANT. POLARIZ. :
75
\E
>
J
o
o 60
)
w
>
w
.
45
15
B
100008
START = 4504 FREQUENCY MHz STOP = 18004
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Engineering Test Report No. 2600005-02

ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, II1. 68515 UNIV RCY EMI RUN 18
120
SPEC / TEST : PRELIMINGRY RADIATED ENTSSIONS Linit
NANUFACTLRER : CATERPILLAR INCORPORATED PEAK DETECTOR TRACE
NODEL No.
185 SERIAL No.  : 260623016008008D (Internal Antenna)
NODE
SCANS/BAND  :
NOTES i 2452MHZ 882.11AX 4BMHZ MCSB
99 TEST DATE 1 29 Jul 20826 17:86:57 1. JOZEFCZYK
ANT. POLARIZ. :
75
\E
>
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o
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)
w
>
w
-
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B
100008
START = 4504 FREQUENCY MHz STOP = 18004
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Engineering Test Report No. 2600005-02

ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCY EMI RUN 43
120
SPEC / TEST  : FCC PRELININARY RADIATED EMISSIONS PEAK DETECTOR TRACE
MANUFACTURER : CATERPILLAR INCORPORATED
MODEL No. : PL 161
185 SERIAL No.  : 260623016008008D (Internal Antenna)
MODE : TX_26_WIFI
SCANS/BAND  : |
NOTES 1 2452MHZ, 8@2.11AX 4@MHZ NCSB
o TEST DATE 1 31 Jul 2026 18:83:39 J. CARDENAS
ANT. POLARIZ. : HORIZONTAL
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START = 18004 FREQUENCY MHz

STOP = 2500@
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ELITE ELECTRONIC ENGINEERING Inc.
KAl 18/28/28 Downers Grove, Ill. 68515 UNIV RCY EMI RUN 42
128
SPEC / TEST  : FCC PRELININARY RADIATED EMISSIONS PEAK DETECTOR TRACE
MANUFACTURER  : CATERPILLAR INCORPORATED
MOEL No. @ PL 161
185 SERIAL No.  : 260623016008008D (Internal Antenna)
MO : TX.26 WIFI
SIANS/BND ;|
NOTES 1 2452MHZ, 882.11AX 4@MHZ NCSB
o TEST DATE 31 Jul 2026 18:01:83 J. CARDENAS
ANT. POLARIZ. : VERTICAL
75
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START = 18600 FREQUENCY MHz STOP = 25000
Peak Peak Peak
iz A Rlzlaectj?r: Ambient Ig:cgloer Alg];i?;ra :nr1e ol il Ll T
(MHz) Pol | dBpV)g @) | @Bm | | dB‘; at 3m at3m | at3m (dB)
(dBuV/m) | (puV/m) (uV/m)
4904.00 H 48.45 * 3.71 34.60 -40.45 46.31 206.67 | 5000.00 | -27.67
' V 47.91 * 3.71 34.60 -40.45 45.77 194.21 | 5000.00 | -28.21
7356.00 H 48.89 * 4.70 35.75 -40.89 48.45 264.66 | 5000.00 | -25.53
' V 48.28 * 4.70 35.75 -40.89 47.84 246.71 | 5000.00 | -26.14
Duty Average | Average | Average
Freq Ant Rl\élae:iar: Ambient |c::§|0_ l,:'-\:(t: :nrqe Cycle Total Total Limit Margin
(MHz) | Pol | "2 V)g @8 | @Bim) | | dB‘; Factor | at3m at 3m at 3m (dB)
H (dB) | (@BpV/im) | @Vvim) | (uV/m)
4904.00 H 38.00 * 3.71 34.60 | -40.45 0.00 35.86 62.06 500.00 -18.12
) V 37.87 * 3.71 | 34.60 | -40.45 0.00 35.73 61.13 500.00 -18.25
7356.00 H 37.86 * 470 | 35.75 | -40.89 0.00 37.42 74.33 500.00 -16.56
) V 38.17 * 4.70 | 35.75 | -40.89 0.00 37.73 77.04 500.00 -16.25
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