
Response to correspondence ref # 24583 
 
Additional information and clarifications for the equipment authorization file FCC ID PS5CT2A  
Applicant: BotCorp America  
Correspondence Reference Number: 24583  
731 Confirmation Number: EA192994 
 
 
Please provide the Part 25 rule section that allows operation in the 1631.5 - 1660.5 band 
 
The FCC rule in part 25, section 25.216 specifies the operation of METs with uplink frequencies 
in the band 1610 MHz to 1660.5 MHz. 
 
Section 25.216 has been added by FCC 02-134 report and order, which amends part 25 of the 
FCC rules, adopted on May 2, 2002 and released on May 14, 2002.  
 
A copy of the Appendix A of the above mentioned report and order, that amends part 25 has been 
appended to this letter. 
 
Exhibit 11 “GNSS Compliance” on file, submitted along with form 731 for equipment 
authorization, demonstrates the compliance of the satellite transceiver SSMS CT2A with the 
amended part 25 rules, section 25.216. 
 
Appendix B of the above mentioned FCC report and order contains the proposed rule change that 
specifies the mandatory equipment authorization before January 1, 2005 (operating in the band 
1610 to 1660.5 MHz) pursuant to the certification procedures prescribed in Part 2, Subpart J, of 
the Commission rules [proposed amendments to section 25.216]. 
 
 
Cornel Gazdaru 
BotCorp Mobilacomm. 
Dec 20, 2002 
 
 
 
…………………………………………………………………………………………. 
 

APPENDIX A 
3 Rule Changes 
 
Title 47 of the Code of Federal Regulations, Part 25, is amended as follows: 
 
1. The authority citation for Part 25 continues to read as follows: 
 Authority: Sections 25.101 to 25.601 issued under Section 4, 48 Stat. 1066, as 
amended; 47 U.S.C. 154.  Interpret or apply Sections 101-104, 76 Stat. 419-427; 47 U.S.C. 
701-744; 47 U.S.C. 554. 
 
2. Section 25.213 is amended by deleting Paragraph (b). 
 
3. Section 25.200 is deleted. 
 



4. A new section 25.216 is added and reads as follows:  
 
 Section 25.216  Limits on Emissions from Mobile Earth Stations for Protection of 
Aeronautical Radionavigation-Satellite Service 
 
(a) The e.i.r.p. density of emissions from mobile earth stations placed in service on or before 
July 21, 2002 with assigned uplink frequencies between 1610 MHz and 1660.5 MHz shall not 
exceed -70 dBW/MHz, averaged over any 20 millisecond interval, in the band 1559-1587.42 
MHz.  The e.i.r.p. of discrete emissions of less than 700 Hz bandwidth generated by such stations 
shall not exceed -80 dBW, averaged over 20 milliseconds, in that band. 
(b) The e.i.r.p. density of emissions from mobile earth stations placed in service on or before 
July 21, 2002 with assigned uplink frequencies between 1610 MHz and 1626.5 MHz shall not 
exceed -64 dBW/MHz, averaged over 20 milliseconds, in the 1587.42-1605 MHz band.  The 
e.i.r.p. of discrete emissions of less than 700 Hz bandwidth generated by such stations shall not 
exceed -74 dBW, averaged over 20 milliseconds, in the 1587.42-1605 MHz band. 
(c) The e.i.r.p. density of emissions from mobile earth stations placed in service after July 
21, 2002 with assigned uplink frequencies between 1610 MHz and 1660.5 MHz shall not exceed 
-70 dBW/MHz, averaged over 20 milliseconds, in the 1559-1605 MHz band.  The e.i.r.p. of 
discrete emissions of less than 700 Hz bandwidth from such stations shall not exceed -80 dBW, 
averaged over 20 milliseconds, in the 1559-1605 MHz band. 
 (d) As of January 1, 2005 and from then on, the e.i.r.p. density of emissions from mobile 
earth stations placed in service on or before July 21, 2002 with assigned uplink frequencies 
between 1610 MHz and 1660.5 MHz (except Standard A Inmarsat terminals used as Global 
Maritime Distress and Safety System ship earth stations) shall not exceed -70 dBW/MHz, 
averaged over 20 milliseconds, in the 1559-1605 MHz band or a level in the 1605-1610 MHz 
band determined by linear interpolation from –70 dBW/MHz at 1605 MHz to –10 dBW/MHz at 
1610 MHz, and the e.i.r.p. of discrete emissions of less than 700 Hz bandwidth from such stations 
shall not exceed -80 dBW, averaged over 20 milliseconds, in the 1559-1605 MHz band.  
(e) The e.i.r.p. density of emissions from mobile earth stations with assigned uplink 
frequencies between 1990 MHz and 2025 MHz shall not exceed -70 dBW/MHz, averaged over 
20 milliseconds, in frequencies between 1559 MHz and 1610 MHz.  The e.i.r.p. of discrete 
emissions of less than 700 Hz bandwidth from such stations shall not exceed -80 dBW, averaged 
over 20 milliseconds, in frequencies between 1559 MHz and 1605 MHz. 
(f) MMoobbiillee  eeaarrtthh  ssttaattiioonnss  ppllaacceedd  iinn  sseerrvviiccee  aafftteerr  JJuullyy  2211,,  22000022  wwiitthh  aassssiiggnneedd  uupplliinnkk  
ffrreeqquueenncciieess  iinn  tthhee  11661100--11666600..55  MMHHzz  bbaanndd  sshhaallll  ssuupppprreessss  tthhee  ppoowweerr  ddeennssiittyy  ooff  eemmiissssiioonnss  iinn  tthhee  
11660055--11661100  MMHHzz  bbaanndd  ttoo  aann  eexxtteenntt  ddeetteerrmmiinneedd  bbyy  lliinneeaarr  iinntteerrppoollaattiioonn  ffrroomm  --7700  ddBBWW//MMHHzz  aatt  
11660055  MMHHzz  ttoo  --1100  ddBBWW//MMHHzz  aatt  11661100  MMHHzz..  
  
NNOOTTEE::    OOppeerraattiioonn  ooff  mmoobbiillee  eeaarrtthh  ssttaattiioonnss  iiss  aallssoo  ssuubbjjeecctt  ttoo  aallll  ppeerrttiinneenntt  eemmiissssiioonnss  lliimmiittss  
ssppeecciiffiieedd  iinn  ootthheerr  sseeccttiioonnss  ooff  tthhee  CCoommmmiissssiioonn’’ss  RRuulleess..    SSeeee  SSeeccttiioonnss  2255..220022((ff))  aanndd  2255..114433((aa))..  
 
. 


