ANTENNA SPECIFICATIONS

Item Specifications
Frequency Range 2400~2483.5MHz
Polarization Linear
Peak Gain 2.17dBi
V.S.WR <2
Impedance 50Q

Antenna Return Loss <-10dBm

Connector On-board antenna
Efficiency 31.43%
Type On-board antenna
Size 14.0x6.0mm

Antenna type: On-board antenna
Produ: Ant_8256
Manufacture: Xinfeng Huaxiarong Electronic Technology Co Ltd

Address: 3/F, A5 building Zhiyuan Community No.1001,Xueyuan
Road Nanshan District ,Shenzhen City ,China
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S (MHz)| 375 (dBi) 2% (dB) B (%)
2400 0.89 -5.72 26.79
2410 0. 98 -5.62 27.4
2420 1. 09 -5.49 28. 27
2430 1.19 -5. 38 28. 98
2440 1.3 -5. 26 29.79
2450 1.5 -5.09 30. 96
2460 1.7 -4.92 32.19
2470 1. 86 -4.76 33.41
2480 2.01 -4.59 34.76
2490 2.16 -4.41 36. 22
2500 2.17 -4.32 36. 98
MAX 2.17 -4.32 36. 98
MIN 0.89 -5.72 26.79
Average 1.53 -5.05 31.43




Antenna Picture:
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