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Since this module is not sold to general end users directly, there is no user manual of module.

For the details about this module, please refer to the specification sheet of module. This module should be 
installed in the host device according to the interface specification (installation procedure). 
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This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: 
(1) This device may not cause harmful interference, and (2) this device must accept any interference 
received, including interference that may cause undesired operation.

This device complies with below part 15 of FCC Rules. 
Part 15 Subpart C 
Part 15 Subpart E

The modular transmitter is only FCC authorized for the specific rule parts (i.e., FCC transmitter rules) listed 
on the grant, and the host product manufacturer is responsible for compliance to any other FCC rules that 
apply to the host not covered by the modular transmitter grant of certification. 

The final host product still requires Part 15 Subpart B compliance testing with the modular transmitter 
installed. 

This module designed for mounting inside of the end product by us professionally. 
Therefore, it complies with the antenna and transmission system requirements of §15.203. 

Since there is no space which indicates FCC ID on this module, FCC ID is indicated in a manual. If the FCC 
ID is not visible when the module is installed inside another device, then the module is installed must also 
display a label referring to the enclosed module. 
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This equipment complies with ISED radiation exposure limits set forth for uncontrolled equipment and 
meets ISED radio frequency (RF) Exposure Guidelines. This equipment should be installed and operated 
with at least.
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NO. Maker Supported Antenna

P/N Form factor Type Gain[dBi] Size Detail

2.4GHz 5GHz

1 Molex 146153 u.FL/flexible Dipole 3.2 4.25 35x9x0.1mm Flexible//hor
izontal

2 Molex 146187 u.FL/flexible Dipole 3.4 4.75 40.95x9x0.7mm Rigid//horizo
ntal

3 Murata Trace(Pattern) monopole 3.6 4.6

4 Molex 2119640001 Chip 2.7 2.2 3.2x1.6x1.2mm
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Contains Transmitter Module FCC ID:PUU-LB1ZM and Contains Transmitter Module IC ID:10798A-LB1ZM

This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device may 
not cause harmful interference, and (2) this device must accept any interference received, including interference that may 
cause undesired operation.

*If it is difficult to describe this statement on the host product due to the size, please describe in the User's manual.

FCC CAUTION
Changes or modifications not expressly approved by the party responsible for compliance could void the user’s authority to 
operate the equipment.

Compliance with FCC requirement 15.407(c)
Data transmission is always initiated by software, which is the passed down through the MAC, through the digital and analog 
baseband, and finally to the RF chip. Several special packets are initiated by the MAC. These are the only ways the digital 
baseband portion will turn on the RF transmitter, which it then turns off at the end of the packet. Therefore, the transmitter 
will be on only while one of the aforementioned packets is being transmitted. In other words, this device automatically 
discontinue transmission in case of either absence of information to transmit or operational failure.

Frequency Tolerance: ±20 ppm

This transmitter must not be co-located or operated in conjunction with any other antenna or transmitter.
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This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment and meets the FCC 
radio frequency (RF) Exposure Guidelines. This equipment should be installed and operated keeping the radiator at least 
20cm or more away from person’s body.
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The available scientific evidence does not show that any health problems are associated with using low power wireless devices. 
There is no proof, however, that these low power wireless devices are absolutely safe. Low power Wireless devices emit low 
levels of radio frequency energy (RF) in the microwave range while being used. Whereas high levels of RF can produce health 
effects (by heating tissue), exposure of low-level RF that does not produce heating effects causes no known adverse health 
effects. Many studies of low-level RF exposures have not found any biological effects. Some studies have suggested that some 
biological effects might occur, but such findings have not been confirmed by additional research. Type1VY has been tested and 
found to comply with FCC radiation exposure limits set forth for an uncontrolled environment and meets the FCC radio 
frequency (RF) Exposure Guidelines.

It is necessary to take a SAR test with your set mounting this module (except to use only Bluetooth (BDR/EDR/LE)). 
Class II permissive change application is necessary using the SAR report. Please contact Savant.

Note) 
Portable equipment : Equipment for which the spaces between human body and antenna are used within 20cm. 
Mobile equipment : Equipment used at position in which the spaces between human body and antenna exceeded 20cm.
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i. any devices capable of operating in the band 5150-5250 MHz shall only be used indoors to reduce the potential for 
harmful interference to co-channel mobile satellite systems(this requirement does not apply to OEM devices installed in 
vehicles by vehicle manufactures);

ii. For devices with detachable antenna(s), the maximum antenna gain permitted for devices in the bands 5250-5350 MHz 
and 5470-5725 MHz shall be such that the equipment still complies with the e.i.r.p. limit;

iii. for devices with detachable antenna(s ), the maximum antenna gain permitted for devices in the band 5725-5850 MHz 
shall be such that the equipment still complies with the e.i.r.p. limits as appropriate; and

iv. Where applicable, antenna type(s), antenna models(s), and worst-case tilt angle(s) necessary to remain compliant with 
the e.i.r.p. elevation mask requirement set forth in section 7.3.2.4 or 7.3.5.3 shall be clearly indicated.
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