
 

Report No.: RFBEDW-WTW-P26020065-4 Page No. 926 / 1159 Report Format Version: 7.1.0
 

 

 

NR n77 SCS 30 kHz (3.45 GHz ~ 3.55 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 60 MHz 

CH 632000 (3480 MHz) 

1 RB FULL RB 

CH 634666 (3519.99 MHz) 

1 RB FULL RB 
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NR n77 SCS 30 kHz (3.45 GHz ~ 3.55 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 70 MHz 

CH 632334 (3485.01 MHz) 

CH 633334 (3500.01 MHz) 

CH 634332 (3514.98 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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NR n77 SCS 30 kHz (3.45 GHz ~ 3.55 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 70 MHz 

CH 632334 (3485.01 MHz) 

1 RB FULL RB 

CH 634332 (3514.98 MHz) 

1 RB FULL RB 
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NR n77 SCS 30 kHz (3.45 GHz ~ 3.55 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 80 MHz 

CH 632668 (3490.02 MHz) 

CH 633334 (3500.01 MHz) 

CH 634000 (3510 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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NR n77 SCS 30 kHz (3.45 GHz ~ 3.55 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 80 MHz 

CH 632668 (3490.02 MHz) 

1 RB FULL RB 

CH 634000 (3510 MHz) 

1 RB FULL RB 
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NR n77 SCS 30 kHz (3.45 GHz ~ 3.55 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 90 MHz 

CH 633000 (3495 MHz) 

CH 633334 (3500.01 MHz) 

CH 633666 (3504.99 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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NR n77 SCS 30 kHz (3.45 GHz ~ 3.55 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 90 MHz 

CH 633000 (3495 MHz) 

1 RB FULL RB 

CH 633666 (3504.99 MHz) 

1 RB FULL RB 

 

NR n77 SCS 30 kHz (3.45 GHz ~ 3.55 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 100 MHz 

CH 633334 (3500.01 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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NR n77 SCS 30 kHz (3.45 GHz ~ 3.55 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 100 MHz 

CH 633334 (3500.01 MHz) 

1 RB FULL RB 

CH 633334 (3500.01 MHz) 

1 RB FULL RB 
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NR n77 SCS 30 kHz (3.45 GHz ~ 3.55 GHz), PC1.5_MIMO-Ant 3, Channel Bandwidth: 10 MHz 

CH 630334 (3455.01 MHz) 

CH 633334 (3500.01 MHz) 

CH 636332 (3544.98 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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NR n77 SCS 30 kHz (3.45 GHz ~ 3.55 GHz), PC1.5_MIMO-Ant 3, Channel Bandwidth: 10 MHz 

CH 630334 (3455.01 MHz) 

1 RB FULL RB 

CH 636332 (3544.98 MHz) 

1 RB FULL RB 
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NR n77 SCS 30 kHz (3.45 GHz ~ 3.55 GHz), PC1.5_MIMO-Ant 3, Channel Bandwidth: 15 MHz 

CH 630500 (3457.5 MHz) 

CH 633334 (3500.01 MHz) 

CH 636166 (3542.49 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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NR n77 SCS 30 kHz (3.45 GHz ~ 3.55 GHz), PC1.5_MIMO-Ant 3, Channel Bandwidth: 15 MHz 

CH 630500 (3457.5 MHz) 

1 RB FULL RB 

CH 636166 (3542.49 MHz) 

1 RB FULL RB 
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NR n77 SCS 30 kHz (3.45 GHz ~ 3.55 GHz), PC1.5_MIMO-Ant 3, Channel Bandwidth: 20 MHz 

CH 630668 (3460.02 MHz) 

CH 633334 (3500.01 MHz) 

CH 636000 (3540 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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NR n77 SCS 30 kHz (3.45 GHz ~ 3.55 GHz), PC1.5_MIMO-Ant 3, Channel Bandwidth: 20 MHz 

CH 630668 (3460.02 MHz) 

1 RB FULL RB 

CH 636000 (3540 MHz) 

1 RB FULL RB 
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