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NR n77 SCS 30 kHz (3.7 GHz ~ 3.98 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 40 MHz 

CH 648000 (3720 MHz) 

1 RB FULL RB 

CH 664000 (3960 MHz) 

1 RB FULL RB 
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NR n77 SCS 30 kHz (3.7 GHz ~ 3.98 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 50 MHz 

CH 648334 (3725.01 MHz) 

CH 656000 (3840 MHz) 

CH 663666 (3954.99 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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NR n77 SCS 30 kHz (3.7 GHz ~ 3.98 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 50 MHz 

CH 648334 (3725.01 MHz) 

1 RB FULL RB 

CH 663666 (3954.99 MHz) 

1 RB FULL RB 

  



 

Report No.: RFBEDW-WTW-P26020065-4 Page No. 971 / 1159 Report Format Version: 7.1.0
 

 

 

NR n77 SCS 30 kHz (3.7 GHz ~ 3.98 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 60 MHz 

CH 648668 (3730.02 MHz) 

CH 656000 (3840 MHz) 

CH 663332 (3949.98 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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NR n77 SCS 30 kHz (3.7 GHz ~ 3.98 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 60 MHz 

CH 648668 (3730.02 MHz) 

1 RB FULL RB 

CH 663332 (3949.98 MHz) 

1 RB FULL RB 
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NR n77 SCS 30 kHz (3.7 GHz ~ 3.98 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 70 MHz 

CH 649000 (3735 MHz) 

CH 656000 (3840 MHz) 

CH 663000 (3945 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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NR n77 SCS 30 kHz (3.7 GHz ~ 3.98 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 70 MHz 

CH 649000 (3735 MHz) 

1 RB FULL RB 

CH 663000 (3945 MHz) 

1 RB FULL RB 
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NR n77 SCS 30 kHz (3.7 GHz ~ 3.98 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 80 MHz 

CH 649334 (3740.01 MHz) 

CH 656000 (3840 MHz) 

CH 662666 (3939.99 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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NR n77 SCS 30 kHz (3.7 GHz ~ 3.98 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 80 MHz 

CH 649334 (3740.01 MHz) 

1 RB FULL RB 

CH 662666 (3939.99 MHz) 

1 RB FULL RB 
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NR n77 SCS 30 kHz (3.7 GHz ~ 3.98 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 90 MHz 

CH 649668 (3745.02 MHz) 

CH 656000 (3840 MHz) 

CH 662332 (3934.98 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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NR n77 SCS 30 kHz (3.7 GHz ~ 3.98 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 90 MHz 

CH 649668 (3745.02 MHz) 

1 RB FULL RB 

CH 662332 (3934.98 MHz) 

1 RB FULL RB 
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NR n77 SCS 30 kHz (3.7 GHz ~ 3.98 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 100 MHz 

CH 650000 (3750 MHz) 

CH 656000 (3840 MHz) 

CH 662000 (3930 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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NR n77 SCS 30 kHz (3.7 GHz ~ 3.98 GHz), PC1.5_MIMO-Ant 0, Channel Bandwidth: 100 MHz 

CH 650000 (3750 MHz) 

1 RB FULL RB 

CH 662000 (3930 MHz) 

1 RB FULL RB 
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NR n77 SCS 30 kHz (3.7 GHz ~ 3.98 GHz), PC1.5_MIMO-Ant 3, Channel Bandwidth: 10 MHz 

CH 647000 (3705 MHz) 

CH 656000 (3840 MHz) 

CH 665000 (3975 MHz) 

Note: The signal at 9 kHz is IF signal from spectrum analyzer. 
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