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096: Touch Left 802.11a 5.2GHz CH48 
Date: 12/07/2013 
DUT: Sony Honami ; Type: Honami Rita; Serial: PM-0500-BV  

  

 0 dB = 0.0115 W/kg = -19.39 dBW/kg 

Communication System: UID 0 - n/a, WLAN 802.11; Frequency: 5240 MHz;Duty Cycle: 1:1 
Medium: 5200 MHz HSL Medium parameters used (interpolated): f = 5240 MHz; ů = 4.76 S/m; Ůr = 34.955; ɟ = 
1000 kg/m

3
  

Phantom section: Left Section  
DASY4 Configuration: 
- Probe: EX3DV4 - SN3814; ConvF(5.06, 5.06, 5.06); Calibrated: 24/09/2012;  
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn417; Calibrated: 17/04/2013 
- Phantom: SAM B (Site 58); Type: Twin Phantom; Serial: TP:1020 
- ; SEMCAD X Version 14.6.9 (7117)  
Configuration/Touch Left - Middle 2/Area Scan (111x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 

mmMaximum value of SAR (interpolated) = 0.0413 W/kg 
Configuration/Touch Left - Middle 2/Zoom Zoom Scan (7x7x12) (7x7x12)/Cube 0: Measurement grid: 

dx=4mm, dy=4mm, dz=2mm 
Reference Value = 0.752 V/m; Power Drift = 2.50 dB 
Peak SAR (extrapolated) = 0.0180 W/kg 
SAR(1 g) = 0.00591 W/kg; SAR(10 g) = 0.00198 W/kg 

Maximum value of SAR (measured) = 0.0115 W/kg 
 

Note: SAR level measured is very low as equivalent to noise floor.  

Prior to the assessment, the system was verified in the flat region of the phantom, 5.0 GHz dipole was used.  A 

forward power of 100 mW was applied to 5.0 GHz dipole and the system was verified to a tolerance of °5% for 
the 5.0 GHz dipole.   
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097: Tilt Left 802.11a 5.2GHz CH48 
Date: 12/07/2013 
DUT: Sony Honami ; Type: Honami Rita; Serial: PM-0500-BV  

  

 0 dB = 0.0108 W/kg = -19.67 dBW/kg 

Communication System: UID 0 - n/a, WLAN 802.11; Frequency: 5240 MHz;Duty Cycle: 1:1 
Medium: 5200 MHz HSL Medium parameters used (interpolated): f = 5240 MHz; ů = 4.76 S/m; Ůr = 34.955; ɟ = 
1000 kg/m

3
  

Phantom section: Left Section  
DASY4 Configuration: 
- Probe: EX3DV4 - SN3814; ConvF(5.06, 5.06, 5.06); Calibrated: 24/09/2012;  
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn417; Calibrated: 17/04/2013 
- Phantom: SAM B (Site 58); Type: Twin Phantom; Serial: TP:1020 
- ; SEMCAD X Version 14.6.9 (7117)  
Configuration/Tilt Left - Middle 2/Area Scan (111x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 

Maximum value of SAR (interpolated) = 0.0214 W/kg 
Configuration/Tilt Left - Middle 2/Zoom Zoom Scan (7x7x12) (7x7x12)/Cube 0: Measurement grid: dx=4mm, 

dy=4mm, dz=2mm 
Reference Value = 0.920 V/m; Power Drift = 0.50 dB 
Peak SAR (extrapolated) = 0.0130 W/kg 
SAR(1 g) = 0.00829 W/kg; SAR(10 g) = 0.00628 W/kg 

Maximum value of SAR (measured) = 0.0108 W/kg 
 

Note: SAR level measured is very low as equivalent to noise floor.  

Prior to the assessment, the system was verified in the flat region of the phantom, 5.0 GHz dipole was used.  A 

forward power of 100 mW was applied to 5.0 GHz dipole and the system was verified to a tolerance of °5% for 
the 5.0 GHz dipole.   
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098: Touch Right 802.11a 5.2GHz CH48 
Date: 13/07/2013 
DUT: Sony Honami ; Type: Honami Rita; Serial: PM-0500-BV  

  

 0 dB = 0.0147 W/kg = -18.33 dBW/kg 

Communication System: UID 0 - n/a, WLAN 802.11; Frequency: 5240 MHz;Duty Cycle: 1:1 
Medium: 5200 MHz HSL Medium parameters used (interpolated): f = 5240 MHz; ů = 4.71 S/m; Ůr = 35.977; ɟ = 
1000 kg/m

3
  

Phantom section: Right Section  
DASY4 Configuration: 
- Probe: EX3DV4 - SN3814; ConvF(5.06, 5.06, 5.06); Calibrated: 24/09/2012;  
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn417; Calibrated: 17/04/2013 
- Phantom: SAM B (Site 58); Type: Twin Phantom; Serial: TP:1020 
- ; SEMCAD X Version 14.6.9 (7117)  
Configuration/Touch Right - Middle 2/Area Scan (111x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 

Maximum value of SAR (interpolated) = 0.0147 W/kg 
Configuration/Touch Right - Middle 2/Zoom Zoom Scan (7x7x12) (7x7x12)/Cube 0: Measurement grid: 

dx=4mm, dy=4mm, dz=2mm 
Reference Value = 1.013 V/m; Power Drift = 0.97 dB 
Peak SAR (extrapolated) = 0.0150 W/kg 
SAR(1 g) = 0.0083 W/kg; SAR(10 g) = 0.00453 W/kg 

Maximum value of SAR (measured) = 0.0147 W/kg 
 

Note: SAR level measured is very low as equivalent to noise floor.  

Prior to the assessment, the system was verified in the flat region of the phantom, 5.0 GHz dipole was used.  A 

forward power of 100 mW was applied to 5.0 GHz dipole and the system was verified to a tolerance of °5% for 
the 5.0 GHz dipole.   
























































































