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1. Customer Information  
�

Company Name:  Sony Mobile Communications Inc. 

Address:  Nya Vattentornet Mobilvägen 10 
Lund 22188 
Sweden 
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2. Summary of Testing  
�

2.1. General Information  
�

Specification  Reference:  47CFR15.225 

Specification Title:  Code of Federal Regulations Volume 47 (Telecommunications): 
Part 15 Subpart C (Radio Frequency Devices) - Section 15.225 

Specification  Reference:  47CFR15.207 and 47CFR15.209 

Specification Title:  Code of Federal Regulations Volume 47 (Telecommunications): 
Part 15 Subpart C (Intentional Radiators) - Sections 15.207 and 15.209 

Site Registration:  209735 

Location of Testing:  UL VS LTD, Unit 3 Horizon, Wade Road, Kingsland Business Park, 
Basingstoke, Hampshire, RG24 8AH, United Kingdom 

Test Dates:  04 June 2014 to 19 June 2014 
�

2.2. Summary of Test Results  
�

FCC Reference (47CFR)  Measurement  Result  

Part 15.207 Transmitter AC Conducted Emissions  

Part 15.225(a)(b)(c)(d) Transmitter Fundamental Field Strength  

Part  15.209(a)/15.225(d) Transmitter Radiated Emissions  

Part  15.209(a)/15.225(c)(d) Transmitter Band Edge Radiated Emissions  

Part 2.1049 Transmitter 20 dB Bandwidth  

Part 15.225(e) Transmitter Frequency Stability (Temperature & Voltage Variation)  

Key to Results  

 = Complied  = Did not comply 

�

2.3. Methods and Procedures  
�

Reference:  ANSI C63.4 (2009) 

Title:  American National Standard for Methods of Measurement of Radio-Noise 
Emissions from Low-Voltage Electrical and Electronic Equipment in the Range 
of 9 kHz to 40 GHz 

Reference:  ANSI C63.10 (2009) 

Title:  American National Standard for Testing Unlicensed Wireless Devices 
�

2.4. Deviations from the Test Specification  
�

For the measurements contained within this test report, there were no deviations from, additions to, or 
exclusions from the test specification identified above. 
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3. Equipment Under Test (EUT)  
�

3.1. Identification of Equipment Under Test (EUT)  
�

Brand Name:  Sony 

IMEI: 004402541516583 (Radiated sample #1) 

Test Sample Serial Number:  CB5A1Z4RR7 

Hardware Version Number:  A 

Software Version Number:  23.0.B.0.91 

FCC ID: PY7PM-0802 

�
Brand Name:  Sony 

IMEI: 004402541516187 
(Radiated sample No. 2 modified with 50 Ohm load for AC 
conducted emission test only) 

Test Sample Serial Number:  CB5A1Z4RQX 

Hardware Version Number:  A 

Software Version Number:  23.0.B.0.130 

FCC ID: PY7PM-0802 

�
Brand Name:  Sony 

Description:  AC Charger 

Model Name or Number:  EP880 

�
Brand Name:  Monoprice 

Description:  MHL Cable 

Model Name or Number:  3871 

�
Brand Name:  Sony 

Description:  MHL Adaptor 

Model Name or Number:  IM750 

�
Brand Name:  Sony 

Description:  USB Cable 

Model Name or Number:  EC803 
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Identification of Equipment Under Test (EUT) (conti nued)  
�

Brand Name:  Sony 

Description:  PHF 

Model Name or Number:  MH410c 

�
Brand Name:  Sony 

Description:  Deskstand 

Model Name or Number:  DK43 
�

3.2. Description of EUT  
�

The equipment under test (EUT) was a GSM/WCDMA/LTE Phone + Bluetooth, DTS/UNII a/b/g/n/ac + NFC & ANT+ 
�
�

3.3. Modifications Incorporated in the EUT  
�

No modifications were applied to the EUT during testing. 
�
�

3.4. Additional Information Related to Testing  
�

Tested Technology:  RFID 

Category of Equipment:  Transceiver 

Channel Spacing:  Single channel device 

Transmit Frequency Range:  13.56 MHz 

Power Supply Requirement:  Nominal 3.8 V 

Minimum 3.42 V 

Maximum 4.18 V 

Tested Temperature Range:  Minimum -20°C 

Maximum 50°C 
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3.5. Support Equipment  
�

The following support equipment was used to exercise the EUT during testing: 
�

Description:  2 GB Micro SD Card 

Brand Name:  Generic 

Model Name or Number:  Not marked 

�
Description:  22” High Definition Television 

Brand Name:  Logik 

Model Name or Number:  L22FE12A 

Serial Number:  1309020661 

�
Brand Name:  Sony 

Description:  RFID Tag 

Model Name or Number:  Al-1400 

�
Description:  Test jig 

Brand Name:  Not marked 

Model Name or Number:  Not marked 

Serial Number:  Not marked 
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4. Operation and Monitoring of the EUT during Testing  
�

4.1. Operating Modes  
�

The EUT was tested in the following operating mode(s): 
�

·  Constantly transmitting at full power with a modulated carrier in RFID test mode. 
�
�

4.2. Configuration and Peripherals  
�

The EUT was tested in the following configuration(s): 
�

·  The RFID transmitter test mode was enabled by means of running the customer bespoke application 
on the handset. An RFID tag was placed near the handset to enable a continuously modulated RFID 
transmitter. 

�

·  Transmitter radiated spurious emission tests were performed with the following configurations, 
employing all available accessories: 

�

o Configuration 1 – Handset with the AC charger, USB Cable, MHL cable (terminated in to a 
television), MHL adaptor and PHF. 

�

o Configuration 2 – Handset with the AC charger, USB Cable, Deskstand and PHF. 
�

Pre-scans below 1 GHz were performed in both configurations 1 and 2, with final measurements 
limited to the configuration which provided worst case results. Pre-scans above 1 GHz were 
performed in the configuration that employed the most accessories (Configuration 1), with any final 
measurements being performed in both configurations. 

�

·  Testing at voltage extremes was performed with a dummy battery fitted to the EUT, which was 
supplied by the customer. 

�

·  AC conducted emissions tests were performed with the EUT connected to all accessories; AC 
charger, USB Cable, MHL cable (terminated in to a television), MHL adaptor and PHF. The AC 
charger was connected to a 120 VAC 60 Hz single phase supply via a LISN 

�

·  Radiated sample with IMEI 004402541516187 was used for AC conducted emission tests. 
�

·  Radiated sample with IMEI 004402541516583 was used for fundamental field strength, radiated 
spurious emissions, band edge radiated emissions, 20 dB bandwidth and Transmitter Frequency 
Stability tests. 
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5. Measurements, Examinations and Derived Results  
�

5.1. General Comments  
�

Measurement uncertainties are evaluated in accordance with current best practice. Our reported expanded 
uncertainties are based on standard uncertainties, which are multiplied by an appropriate coverage factor to 
provide a statistical confidence level of approximately 95%. Please refer to Section 6: Measurement 
Uncertainties for details. 

�

In accordance with UKAS requirements all the measurement equipment is on a calibration schedule. All 
equipment was within the calibration period on the date of testing. 
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5.2. Test Results  
�

5.2.1. Transmitter AC Conducted Spurious Emissions  

Test Summary:  

Test Engineer:  Georgios Vrezas Test Date:  17 June 2014 

Test Sample IMEI:  004402541516187 

�
FCC Reference:  Part 15.207 

Test Method Used:  As detailed in ANSI C63.10 Section 6.2 referencing ANSI C63.4 
�

Environmental  Conditions:  
�

Temperature (°C):  21 

Relative Humidity (%):  50 
�

Note(s):  
�

1. The EUT was initially tested with the standard antenna connected. The carrier at 13.56 MHz was found 
to be non-compliant as it exceeded the test limit. The customer modified the EUT by disconnecting the 
standard antenna and fitting a load with the same electrical properties in accordance with ANSI C63.10 
Section 6.2.5 and FCC KDB 174176. The test was then repeated and the EUT was found to be 
compliant. 
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Transmitter AC Conducted Spurious Emissions (contin ued)  

Results: Live / Quasi Peak  

Frequency  
(MHz) 

Line  Level 
(dB� V) 

Limit 
(dB� V) 

Margin  
(dB)  

Result  

0.182 Live 46.8 64.4 17.6 Complied 

0.231 Live 43.7 62.4 18.7 Complied 

0.384 Live 34.5 58.2 23.7 Complied 

0.456 Live 32.2 56.8 24.6 Complied 

0.591 Live 28.2 56.0 27.8 Complied 

16.026 Live 45.3 60.0 14.7 Complied 
�

Results: Live / Average  
�

Frequency  
(MHz) 

Line  Level 
(dB� V) 

Limit 
(dB� V) 

Margin  
(dB)  

Result  

0.254 Live 26.0 51.6 25.6 Complied 

0.411 Live 24.6 47.6 23.0 Complied 

0.492 Live 28.5 46.1 17.6 Complied 

0.956 Live 22.8 46.0 23.2 Complied 

2.054 Live 18.4 46.0 27.6 Complied 

16.098 Live 30.5 50.0 19.5 Complied 
�

Results: Neutral / Quasi Peak  
�

Frequency  
(MHz) 

Line  Level 
(dB� V) 

Limit 
(dB� V) 

Margin  
(dB)  

Result  

0.155 Neutral 48.8 65.8 17.0 Complied 

0.159 Neutral 48.4 65.5 17.1 Complied 

0.240 Neutral 41.7 62.1 20.4 Complied 

0.267 Neutral 40.0 61.2 21.2 Complied 

1.226 Neutral 36.1 56.0 19.9 Complied 

15.995 Neutral 44.1 60.0 15.9 Complied 
�

Results: Neutral / Average  
�

Frequency  
(MHz) 

Line  Level 
(dB� V) 

Limit 
(dB� V) 

Margin  
(dB)  

Result  

0.218 Neutral 29.0 52.9 23.9 Complied 

0.488 Neutral 28.0 46.2 18.2 Complied 

0.924 Neutral 29.2 46.0 16.8 Complied 

1.203 Neutral 25.8 46.0 20.2 Complied 

3.075 Neutral 25.1 46.0 20.9 Complied 

16.368 Neutral 32.2 50.0 17.8 Complied 
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