
Plot No. 1 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 1                                                                             Date: 7/11/2014 

GSM 850 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018;      Room Ambient Temperature: 24.0 C̄; Liquid Temperature: 23.0 C̄ 

Medium parameters used (interpolated): f = 836.6 MHz; ů = 0.906 S/m; Ůr = 41.408; ɟ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn427; Calibrated: 1/21/2014 
- Probe: EX3DV4 - SN3902; ConvF(10.04, 10.04, 10.04); Calibrated: 5/19/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: TP 1751 
 

LHS/Touch_GPRS_1 Slot_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.340 W/kg 
 

LHS/Touch_GPRS_1 Slot_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 19.596 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 0.432 W/kg 
SAR(1 g) = 0.340 W/kg; SAR(10 g) = 0.254 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.380 W/kg 

  

 
0 dB = 0.380 W/kg = -4.20 dBW/kg 

 



Plot No. 2 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 1                                                                             Date: 7/11/2014 

GSM 850 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018;      Room Ambient Temperature: 24.0 C̄; Liquid Temperature: 23.0 C̄ 

Medium parameters used (interpolated): f = 836.6 MHz; ů = 0.934 S/m; Ůr = 53.861; ɟ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn427; Calibrated: 1/21/2014 
- Probe: EX3DV4 - SN3902; ConvF(9.86, 9.86, 9.86); Calibrated: 5/19/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI-B v5.0; Type: QDOVA002AA; Serial: TP:1195 
 

Front/GSM_Voice_Ch.190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.436 W/kg 
 

Front/GSM_Voice_Ch.190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 21.715 V/m; Power Drift = 0.18 dB 
Peak SAR (extrapolated) = 0.505 W/kg 
SAR(1 g) = 0.399 W/kg; SAR(10 g) = 0.301 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.453 W/kg 

  

 
0 dB = 0.453 W/kg = -3.44 dBW/kg 

 



Plot No. 3 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 1                                                                             Date: 7/11/2014 

GSM 850 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0 C̄; Liquid Temperature: 23.0 C̄ 

Medium parameters used (interpolated): f = 836.6 MHz; ů = 0.934 S/m; Ůr = 53.861; ɟ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn427; Calibrated: 1/21/2014 
- Probe: EX3DV4 - SN3902; ConvF(9.86, 9.86, 9.86); Calibrated: 5/19/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI-B v5.0; Type: QDOVA002AA; Serial: TP:1195 
 

Rear/DTM (CS+GPRS 2 slots)_ch 190 (10mm)/Area Scan (7x11x1): Measurement grid: dx=15mm, 

dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.526 W/kg 
 

Rear/DTM (CS+GPRS 2 slots)_ch 190 (10mm)/Zoom Scan (5x5x7)/Cube 0: Measurement grid: 

dx=8mm, dy=8mm, dz=5mm 
Reference Value = 23.887 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 0.573 W/kg 
SAR(1 g) = 0.480 W/kg; SAR(10 g) = 0.367 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.525 W/kg 

  

 
0 dB = 0.525 W/kg = -2.80 dBW/kg 

 



Plot No. 4 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                                                             Date: 7/14/2014 

GSM 1900 

Frequency: 1880 MHz; Duty Cycle: 1:1.99986;      Room Ambient Temperature: 24.0 C̄; Liquid Temperature: 23.0 C̄ 

Medium parameters used: f = 1880 MHz; ů = 1.402 S/m; Ůr = 40.467; ɟ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 9/11/2013 
- Probe: EX3DV4 - SN3929; ConvF(7.23, 7.23, 7.23); Calibrated: 5/9/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM with CRP; Type: QD000P40CD; Serial: S/n:1772 
 

LHS/Touch_GPRS_4 Slots_ch 661/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.557 W/kg 
 

LHS/Touch_GPRS_4 Slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 19.74 V/m; Power Drift = 0.15 dB 
Peak SAR (extrapolated) = 0.825 W/kg 
SAR(1 g) = 0.522 W/kg; SAR(10 g) = 0.311 W/kg 
Maximum value of SAR (measured) = 0.644 W/kg 

  

 
0 dB = 0.644 W/kg = -1.91 dBW/kg 

 



Plot No. 5 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                                                             Date: 7/14/2014 

GSM 1900 

Frequency: 1880 MHz; Duty Cycle: 1:1.99986;      Room Ambient Temperature: 24.0 C̄; Liquid Temperature: 23.0 C̄ 

Medium parameters used: f = 1880 MHz; ů = 1.45 S/m; Ůr = 51.224; ɟ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 9/11/2013 
- Probe: EX3DV4 - SN3929; ConvF(7.25, 7.25, 7.25); Calibrated: 5/9/2014;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI A (v5.0); Type: QDOVA001BB; Serial: S/n:1212 
 

Rear/GPRS 4 Slots_ch 661 (15 mm)/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.644 W/kg 
 

Rear/GPRS 4 Slots_ch 661 (15 mm)/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 21.44 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 0.797 W/kg 
SAR(1 g) = 0.534 W/kg; SAR(10 g) = 0.337 W/kg 

  

 
0 dB = 0.644 W/kg = -1.91 dBW/kg 

 


