Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

MICGIM

6 dB & 99% BANDWIDTH

Ml 5 Variant: 80MHz, Channel: 5810.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.5 dB Offset VBW: 300 KHz
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©MICOM Labs 2021 T 0 Tested by: SB
Start 5720.000 MHz ' ' ' Stop 5290.000 MHz
Step 16.000 MHz Span 160.000 MHz

Test Results

Analyzer Setup

Marker:Frequency: Amplitude

Detector = POS
Sweep Count =0
RF Atten (dB) = 20
Trace Mode = MAXH

M1 :5771.870 MHz : -4.710 dBm
M2 : 5844.930 MHz : -0.433 dBm
Deltal : 76.000 MHz : -0.041 dB

T1:5772.133 MHz : -4.813 dBm
T2 :5847.867 MHz : -4.751 dBm
OBW : 75.647 MHz

Measured 6 dB Bandwidth: 76.000 MHz
Measured 99% Bandwidth: 75.647 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

MICGIM

6 dB & 99% BANDWIDTH
Variant: 80MHz, Channel: 5810.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc

Mi

Ref Level: +2 500E+01 dBm Sweep Time: 20.0s RBW: 100 KHz
21.9dB Offset VBW: 300 KHz
Date: 2021.3.2-
20+
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D2:-7.780dBm
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©MICOM Labs 2021 T 0 Tested by: SB
Start 5720.000 MHz ' ' ' Stop 5290.000 MHz
Step 16.000 MHz Span 160.000 MHz

Test Results

Analyzer Setup

Marker:Frequency: Amplitude

Detector = POS
Sweep Count =0
RF Atten (dB) = 20
Trace Mode = MAXH

M1 :5771.870 MHz : -5.578 dBm
M2 : 5824.930 MHz : -1.782 dBm
Deltal : 76.000 MHz : 0.849 dB
T1:5772.133 MHz : -5.226 dBm
T2 :5847.867 MHz : -4.729 dBm
OBW : 75.733 MHz

Measured 6 dB Bandwidth: 76.000 MHz
Measured 99% Bandwidth: 75.733 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥/ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 10MHz, Channel: 5730.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
24.9 dB Offset VBW: 300 KHz
| | Date: 2021.2.10-
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SMICOM Labs 2021 P i | Tested by: SB
Start 5720.000 MHz ' ' ' ' Stop 5740.000 MHz '
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5725.500 MHz : 3.358 dBm Measured 6 dB Bandwidth: 8.870 MHz
Sweep Count =0 M2 : 5727.730 MHz : 8.657 dBm Measured 99% Bandwidth: 8.886 MHz
RF Atten (dB) = 20 Deltal : 8.870 MHz : 1.350 dB
Trace Mode = MAXH T1:5725.500 MHz : 3.358 dBm
T2 :5734.400 MHz : 4.302 dBm
OBW : 8.886 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 10MHz, Channel: 5730.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.0dB Offset VBW: 300 KHz
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SMICOM Labs 2021 P i | Tested by: SB
Start 5720.000 MHz ' ' ' ' Stop 5740.000 MHz
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5725.500 MHz : 4.043 dBm Measured 6 dB Bandwidth: 8.870 MHz
Sweep Count =0 M2 :5731.470 MHz : 8.728 dBm Measured 99% Bandwidth: 8.897 MHz
RF Atten (dB) = 20 Deltal : 8.870 MHz : 0.265 dB
Trace Mode = MAXH T1:5725.500 MHz : 4.043 dBm
T2 :5734.400 MHz : 3.457 dBm
OBW : 8.897 MHz
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MICGIM

Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Variant: 10MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc

Ref Level: +2 500E+01 dBm Sweep Time: 20.0s RBW: 100 KHz
23.4 dB Offset VBW-: 300 KHz
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SMICOM Labs 2021 P o Tested by: SB
Start 5775.000 MHz ' ' Stop 5795.000 MHz '
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5780.500 MHz : 3.327 dBm Measured 6 dB Bandwidth: 8.900 MHz
Sweep Count =0 M2 : 5782.730 MHz : 8.661 dBm Measured 99% Bandwidth: 8.889 MHz

Trace Mode

RF Atten (dB) = 20

= MAXH

Deltal : 8.900 MHz : 0.830 dB
T1:5780.500 MHz : 3.327 dBm
T2 :5789.400 MHz : 4.157 dBm
OBW : 8.889 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 10MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22.0dB Offset VBW: 300 KHz
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SMICOM Labs 2021 P i | Tested by: SB
Start 5775.000 MHz ' ' ' ' Stop 5795.000 MHz
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5780.500 MHz : 4.756 dBm Measured 6 dB Bandwidth: 8.870 MHz
Sweep Count =0 M2 : 5786.470 MHz : 9.178 dBm Measured 99% Bandwidth: 8.898 MHz
RF Atten (dB) = 20 Deltal : 8.870 MHz : -0.094 dB
Trace Mode = MAXH T1:5780.500 MHz : 4.756 dBm
T2 :5789.400 MHz : 3.279 dBm
OBW : 8.898 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 10MHz, Channel: 5845.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
229 dB Offset VBW: 300 KHz
| | Date: 2021.2.10-
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SMICOM Labs 2021 P I | Tested by: SB
Start 525,000 MHz ' ' ' ' Stop 5255.000 MHz
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5840.500 MHz : 3.573 dBm Measured 6 dB Bandwidth: 8.870 MHz
Sweep Count =0 M2 : 5846.500 MHz : 9.004 dBm Measured 99% Bandwidth: 8.893 MHz
RF Atten (dB) = 20 Deltal : 8.870 MHz : 1.161 dB
Trace Mode = MAXH T1:5840.500 MHz : 3.573 dBm
T2 :5849.400 MHz : 4.194 dBm
OBW : 8.893 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 10MHz, Channel: 5845.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22 0 dB Offset VBW: 300 KHz
| | Date: 2021.2.10-
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SMICOM Labs 2021 P | Tested by: SB
Start 525,000 MHz ' ' ' ' Stop 5255.000 MHz
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5840.500 MHz : 5.695 dBm Measured 6 dB Bandwidth: 8.870 MHz
Sweep Count =0 M2 : 5846.470 MHz : 10.307 dBm Measured 99% Bandwidth: 8.902 MHz
RF Atten (dB) = 20 Deltal : 8.870 MHz : 0.200 dB
Trace Mode = MAXH T1:5840.500 MHz : 5.695 dBm
T2 :5849.400 MHz : 5.112 dBm
OBW : 8.902 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 20MHz, Channel: 5735.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
24.8 dB Offset VBW: 300 KHz
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SMICOM Labs 2021 [ I Tested by: SB
Start 5715.000 MHz ' ' ' ' Stop 5755.000 MHz
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5726.130 MHz : 4.899 dBm Measured 6 dB Bandwidth: 17.600 MHz
Sweep Count =0 M2 : 5739.930 MHz : 8.724 dBm Measured 99% Bandwidth: 17.670 MHz
RF Atten (dB) = 20 Deltal : 17.600 MHz : 0.578 dB
Trace Mode = MAXH T1:5726.133 MHz : 4.899 dBm
T2 :5743.800 MHz : 5.599 dBm
OBW : 17.670 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 20MHz, Channel: 5735.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
229 dB Offset VBW: 300 KHz
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SMICOM Labs 2021 | IC i | Tested by: SB
Start 5715.000 MHz ' ' ' ' Stop 5755.000 MHz
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5726.070 MHz : 2.644 dBm Measured 6 dB Bandwidth: 17.670 MHz
Sweep Count =0 M2 : 5739.930 MHz : 8.348 dBm Measured 99% Bandwidth: 17.673 MHz
RF Atten (dB) = 20 Deltal : 17.670 MHz : 2.495 dB
Trace Mode = MAXH T1:5726.133 MHz : 5.618 dBm
T2 :5743.800 MHz : 3.433 dBm
OBW : 17.673 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 20MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.4 dB Offset VBW: 300 KHz
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SMICOM Labs 2021 [ I Tested by: SB
Start 5765.000 MHz ' ' ' ' Stop 5205.000 MHz
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5776.130 MHz : 4.900 dBm Measured 6 dB Bandwidth: 17.600 MHz
Sweep Count =0 M2 : 5789.930 MHz : 8.317 dBm Measured 99% Bandwidth: 17.668 MHz
RF Atten (dB) = 20 Deltal : 17.600 MHz : 0.025 dB
Trace Mode = MAXH T1:5776.133 MHz : 4.900 dBm
T2 :5793.800 MHz : 5.042 dBm
OBW : 17.668 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 20MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22.0dB Offset VBW: 300 KHz
| | Date: 2021.2.11-
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SMICOM Labs 2021 | IC i | Tested by: SB
Start 5765.000 MHz ' ' ' ' Stop 5205.000 MHz
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5776.070 MHz : 2.856 dBm Measured 6 dB Bandwidth: 17.670 MHz
Sweep Count =0 M2 : 5789.930 MHz : 8.297 dBm Measured 99% Bandwidth: 17.677 MHz
RF Atten (dB) = 20 Deltal : 17.670 MHz : 1.808 dB
Trace Mode = MAXH T1:5776.133 MHz : 5.216 dBm
T2 :5793.800 MHz : 3.478 dBm
OBW : 17.677 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 20MHz, Channel: 5840.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.1dB Offset VBW: 300 KHz
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SMICOM Labs 2021 [ I Tested by: SB
Start 5220.000 MHz ' ' ' ' Stop 5260.000 MHz
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5831.130 MHz : 3.470 dBm Measured 6 dB Bandwidth: 17.600 MHz
Sweep Count =0 M2 : 5844.930 MHz : 7.559 dBm Measured 99% Bandwidth: 17.674 MHz
RF Atten (dB) = 20 Deltal : 17.600 MHz : 0.708 dB
Trace Mode = MAXH T1:5831.133 MHz : 3.470 dBm
T2 :5848.800 MHz : 3.923 dBm
OBW : 17.674 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 20MHz, Channel: 5840.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
21.9dB Offset VBW: 300 KHz
| | Date: 2021.2.11-
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SMICOM Labs 2021 | IC i | Tested by: SB
Start 5220.000 MHz ' ' ' ' Stop 5260.000 MHz '
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5831.070 MHz : 2.933 dBm Measured 6 dB Bandwidth: 17.670 MHz
Sweep Count =0 M2 : 5844.930 MHz : 8.163 dBm Measured 99% Bandwidth: 17.688 MHz
RF Atten (dB) = 20 Deltal : 17.670 MHz : 1.121 dB
Trace Mode = MAXH T1:5831.067 MHz : 2.933 dBm
T2 :5848.800 MHz : 3.984 dBm
OBW : 17.688 MHz
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MICGIM

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Mi

Variant: 40MHz, Channel: 5745.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc

Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
245 dB Offset VBW: 300 KHz
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SMICOM Labs 2021 i [ Tested by: SB
Start 5705.000 MHz ' ' Stop 5785.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5726.730 MHz : 0.939 dBm Measured 6 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5749.930 MHz : 5.574 dBm Measured 99% Bandwidth: 36.179 MHz

RF Atten (dB) = 20
Trace Mode = MAXH

Deltal : 36.270 MHz : 0.924 dB
T1:5726.867 MHz : 1.406 dBm
T2:5763.133 MHz : 1.829 dBm
OBW : 36.179 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥/ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 40MHz, Channel: 5745.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22 6 dB Offset VBW: 300 KHz
| | Date: 2021.2.11-
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SMICOM Labs 2021 P L Tested by: SB
Start 5705.000 MHz ' ' ' ' Stop 5785.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5726.730 MHz : 0.317 dBm Measured 6 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5739.930 MHz : 4.803 dBm Measured 99% Bandwidth: 36.194 MHz
RF Atten (dB) = 20 Deltal : 36.270 MHz : 0.949 dB
Trace Mode = MAXH T1:5726.867 MHz : 1.156 dBm
T2:5763.133 MHz : 1.340 dBm
OBW : 36.194 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 40MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.4 dB Offset VBW: 300 KHz
| | Date: 2021.2.11-
20—
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SMICOM Labs 2021 P L Tested by: SB
Start 5745.000 MHz ' ' ' ' Stop 5825.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5766.730 MHz : 0.550 dBm Measured 6 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5789.930 MHz : 5.612 dBm Measured 99% Bandwidth: 36.140 MHz
RF Atten (dB) = 20 Deltal : 36.270 MHz : 1.278 dB
Trace Mode = MAXH T1:5766.867 MHz : 1.598 dBm
T2 :5803.000 MHz : 1.828 dBm
OBW : 36.140 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥/ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 40MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc

Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22 0 dB Offset VBW: 300 KHz
| | Date: 2021.2.11-

20— I {

0 M2

Pty ' EMWMMLM ' Dokad
0— ﬂwﬁﬁmw
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70 F— o
SMICOM Labs 2021 P L Tested by: SB
Start 5745.000 MHz ' ' ' ' Stop 5825.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5766.730 MHz : 0.263 dBm Measured 6 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5779.930 MHz : 5.510 dBm Measured 99% Bandwidth: 36.170 MHz
RF Atten (dB) = 20 Deltal : 36.270 MHz : 1.105 dB
Trace Mode = MAXH T1:5766.867 MHz : 1.672 dBm
T2:5803.133 MHz : 1.199 dBm
OBW : 36.170 MHz
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MICGIM

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Mi

Variant: 40MHz, Channel: 5830.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc

Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.3dB Offset VBW: 300 KHz
Date: 2021.2.11-
20—
10 M2 |
D1:5.103dBm .‘I‘u v Deltal
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DZ:-0.300dBm U i
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.?D_ : — o
SMICOM Labs 2021 i [ Tested by: SB
Start 5790.000 MHz ' ' Stop 5670.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5811.730 MHz : 0.474 dBm Measured 6 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5827.470 MHz : 5.103 dBm Measured 99% Bandwidth: 36.171 MHz

RF Atten (dB) = 20
Trace Mode = MAXH

Deltal : 36.270 MHz : 1.268 dB
T1:5811.867 MHz : 1.260 dBm
T2 :5848.133 MHz : 1.430 dBm
OBW : 36.171 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 40MHz, Channel: 5830.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
21.9dB Offset VBW: 300 KHz
| | Date: 2021.2.11-
20—
10 ] M2 |
D1: 5.684 dBm 11 = ool o
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SMICOM Labs 2021 P L Tested by: SB
Start 5790.000 MHz ' ' ' ' Stop 5870.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5811.730 MHz : 0.792 dBm Measured 6 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5824.930 MHz : 5.684 dBm Measured 99% Bandwidth: 36.181 MHz
RF Atten (dB) = 20 Deltal : 36.270 MHz : 0.308 dB
Trace Mode = MAXH T1:5811.867 MHz : 2.161 dBm
T2 :5848.000 MHz : 1.100 dBm
OBW : 36.181 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 80MHz, Channel: 5765.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.6 dB Offset VBW: 300 KHz
| | Date: 2021.2.11-
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_10_
_20_
E
=]
_30_
40—
B0
60— |
70— - o
SMICOM Labs 2021 | I o Tested by: SB
Start 5625.000 MHz ' ' ' ' Stop 5245000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5726.870 MHz : -1.763 dBm Measured 6 dB Bandwidth: 76.000 MHz
Sweep Count =0 M2 : 5790.070 MHz : 2.438 dBm Measured 99% Bandwidth: 75.779 MHz
RF Atten (dB) = 20 Deltal : 76.000 MHz : 1.407 dB
Trace Mode = MAXH T1:5727.133 MHz : -1.436 dBm
T2 :5802.867 MHz : -0.356 dBm
OBW : 75.779 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 80MHz, Channel: 5765.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22 2 dB Offset VBW: 300 KHz
| | Date: 2021.2.11-
20—
10 1
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SMICOM Labs 2021 | I o Tested by: SB
Start 5625.000 MHz ' ' ' ' Stop 5245000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5726.870 MHz : -2.606 dBm Measured 6 dB Bandwidth: 76.000 MHz
Sweep Count =0 M2 : 5799.930 MHz : 2.469 dBm Measured 99% Bandwidth: 75.606 MHz
RF Atten (dB) = 20 Deltal : 76.000 MHz : 1.117 dB
Trace Mode = MAXH T1:5727.133 MHz : -2.233 dBm
T2 :5802.867 MHz : -1.489 dBm
OBW : 75.606 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 80MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.4 dB Offset VBW: 300 KHz
| | Date: 2021.2.11-
20—
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SMICOM Labs 2021 | I o Tested by: SB
Start 5705.000 MHz ' ' ' ' Stop 5265.000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5746.870 MHz : -2.064 dBm Measured 6 dB Bandwidth: 76.000 MHz
Sweep Count =0 M2 : 5819.930 MHz : 2.476 dBm Measured 99% Bandwidth: 75.709 MHz
RF Atten (dB) = 20 Deltal : 76.000 MHz : 1.847 dB
Trace Mode = MAXH T1:5747.133 MHz : -1.617 dBm
T2 :5822.867 MHz : -0.217 dBm
OBW : 75.709 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 80MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22.0dB Offset VBW: 300 KHz
| | Date: 2021.2.11-
20—
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SMICOM Labs 2021 | I o Tested by: SB
Start 5705.000 MHz ' ' ' ' Stop 5265.000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5746.870 MHz : -1.882 dBm Measured 6 dB Bandwidth: 76.000 MHz
Sweep Count =0 M2 :5799.930 MHz : 2.279 dBm Measured 99% Bandwidth: 75.669 MHz
RF Atten (dB) = 20 Deltal : 76.000 MHz : 1.008 dB
Trace Mode = MAXH T1:5747.133 MHz : -1.928 dBm
T2 :5822.867 MHz : -0.874 dBm
OBW : 75.669 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

D2:-3.760 dBm

Ml 5 Variant: 80MHz, Channel: 5810.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.5 dB Offset VBW: 300 KHz
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SMICOM Labs 2021 | I o Tested by: SB
Start 5720.000 MHz ' ' ' ' Stop 5290.000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5771.870 MHz : -1.447 dBm Measured 6 dB Bandwidth: 76.000 MHz
Sweep Count =0 M2 : 5847.330 MHz : 2.245 dBm Measured 99% Bandwidth: 75.772 MHz
RF Atten (dB) = 20 Deltal : 76.000 MHz : 0.953 dB
Trace Mode = MAXH T1:5772.133 MHz : -1.137 dBm
T2 :5847.867 MHz : -0.494 dBm
OBW : 75.772 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 80MHz, Channel: 5810.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 500E+01 dBm Sweep Time: 20.0s REW: 100 KHz
21.9dB Offset VBW: 300 KHz
| | Date: 2021.2.11-
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SMICOM Labs 2021 | I o Tested by: SB
Start 5730.000 MHz ' ' ' ' Stop 5890.000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5771.870 MHz : -2.230 dBm Measured 6 dB Bandwidth: 76.000 MHz
Sweep Count =0 M2 : 5804.930 MHz : 2.278 dBm Measured 99% Bandwidth: 75.540 MHz
RF Atten (dB) = 20 Deltal : 76.000 MHz : -0.308 dB
Trace Mode = MAXH T1:5772.133 MHz : -1.290 dBm
T2 :5847.600 MHz : 0.234 dBm
OBW : 75.540 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 10MHz, Channel: 5730.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.190E+01 dBm Sweep Time: 20.0s REW: 100 KHz
24.9 dB Offset VBW: 300 KHz
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SMICOM Labs 2021 | i Tested by: SB
Start 5720.000 MHz ' ' ' ' Stop 5740.000 MHz
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5725.530 MHz : -4.233 dBm Measured 26 dB Bandwidth: 8.870 MHz
Sweep Count =0 M2 : 5727.730 MHz : -0.287 dBm Measured 99% Bandwidth: 8.884 MHz
RF Atten (dB) = 20 Deltal : 8.870 MHz : -0.236 dB
Trace Mode = MAXH T1:5725.533 MHz : -4.233 dBm
T2 :5734.400 MHz : -4.469 dBm
OBW : 8.884 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247

Y ¥/
MIC{}M Serial #: RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

MITeSt Variant: 10MHz, Channel: 5730.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 20.0s RBW: 100 KHz
23.0dB Offset VBW: 300 KHz
30— Date: 2021.2.15-
20+
10—
0 D1: -0.196 dBm
10 DZ: -6.200 dBm
s 20
_3[}_
40—
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70| ©MICOM Labs 2021 i il Tested by: SB
Start 5720.000 MHz ' ' ' ' Stop 5740.000 MHz
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5725.500 MHz : -5.498 dBm Measured 26 dB Bandwidth: 8.870 MHz
Sweep Count =0 M2 :5731.470 MHz : -0.196 dBm Measured 99% Bandwidth: 8.899 MHz
RF Atten (dB) = 20 Deltal : 8.870 MHz : 1.122 dB
Trace Mode = MAXH T1:5725.500 MHz : -5.498 dBm
T2 :5734.433 MHz : -7.353 dBm
OBW : 8.899 MHz

back to matrix

Issue Date: 25th March 2021 Page: 211 of 491

This test report may be reproduced in full only. The document may only be updated by MiCOM Labs
personnel. All changes will be noted in the Document History section of the report.
MiCOM Labs, 575 Boulder Court, Pleasanton, California 94566 USA, Phone: +1 (925) 462 0304, Fax: +1 (925) 462 0306, www.micomlabs.com



http://www.micomlabs.com/

Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 10MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.040E+01dBm Sweep Time: 20.0s RBW: 100 KHz
234 dB Offset VBW: 300 KHz
304 i i Date: 2021.2.15-
20+
10—
- ] M2 {
D1:-0.187 dBm T1 - ]
0 WMM\IMWPWW%M
10 D2:-6.180 dBm :1 .
E
&
-60
SMICOM Labs 2021 i g Tested by: SB
Start 5775.000 MHz ' ' ' ' Stop 5795.000 MHz '
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5780.500 MHz : -6.167 dBm Measured 26 dB Bandwidth: 8.900 MHz
Sweep Count =0 M2 : 5782.730 MHz : -0.187 dBm Measured 99% Bandwidth: 8.886 MHz
RF Atten (dB) = 20 Deltal : 8.900 MHz : 0.886 dB
Trace Mode = MAXH T1:5780.533 MHz : -4.320 dBm
T2:5789.433 MHz : -5.893 dBm
OBW : 8.886 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 10MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 900E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22.0dB Offset VBW: 300 KHz
| | Date: 2021.2.15-
20—
10—
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Start 5775.000 MHz ' ' ' ' Stop 5795.000 MHz
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5780.500 MHz : -5.280 dBm Measured 26 dB Bandwidth: 8.870 MHz
Sweep Count =0 M2 : 5786.470 MHz : 0.021 dBm Measured 99% Bandwidth: 8.906 MHz
RF Atten (dB) = 20 Deltal : 8.870 MHz : 1.123 dB
Trace Mode = MAXH T1:5780.500 MHz : -5.280 dBm
T2 :5789.433 MHz : -6.052 dBm
OBW : 8.906 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 10MHz, Channel: 5845.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 990E+01 dBm Sweep Time: 20.0s REW: 100 KHz
229 dB Offset VBW: 300 KHz
| | Date: 2021.2.15-
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Start 525,000 MHz ' ' ' ' Stop 5255.000 MHz
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5840.530 MHz : -5.098 dBm Measured 26 dB Bandwidth: 8.870 MHz
Sweep Count =0 M2 : 5847.400 MHz : -0.770 dBm Measured 99% Bandwidth: 8.893 MHz
RF Atten (dB) = 20 Deltal : 8.870 MHz : -0.057 dB
Trace Mode = MAXH T1:5840.533 MHz : -5.098 dBm
T2 :5849.433 MHz : -5.493 dBm
OBW : 8.893 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 10MHz, Channel: 5845.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 900E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22 0dB Offset VBW: 300 KHz
| | Date: 2021.2.15-
20—
10—
0 D1:-0.156 dBm
10 D2 -6.160 dBEm
5 20
_30_
40—
.BD_
60—
70 —| ©MICOM Labs 2021 | il Tested by: SB
Start 525,000 MHz ' ' ' ' Stop 5255.000 MHz
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5840.500 MHz : -5.258 dBm Measured 26 dB Bandwidth: 8.870 MHz
Sweep Count =0 M2 : 5846.470 MHz : -0.156 dBm Measured 99% Bandwidth: 8.901 MHz
RF Atten (dB) = 20 Deltal : 8.870 MHz : 1.011 dB
Trace Mode = MAXH T1:5840.500 MHz : -5.258 dBm
T2 :5849.433 MHz : -6.990 dBm
OBW : 8.901 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 20MHz, Channel: 5735.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.130E+01 dBm Sweep Time: 20.0s REW: 100 KHz
24 8 dB Offset VBW: 300 KHz
30 : Date: 2021,2,15-
20— |
10—
- M2 i
0— D1--2.247dBm M 7 Deltal
10— DZ-B.250dBm 1 i 1
c
% E
60—
SMICOM Labs 2021 [ N Tested by: SB
T T T T
Start 5715.000 MHz Stop 5755.000 MHz
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5726.130 MHz : -5.813 dBm Measured 26 dB Bandwidth: 17.600 MHz
Sweep Count =0 M2 : 5739.930 MHz : -2.247 dBm Measured 99% Bandwidth: 17.662 MHz
RF Atten (dB) = 20 Deltal : 17.600 MHz : 0.567 dB
Trace Mode = MAXH T1:5726.133 MHz : -5.813 dBm
T2 :5743.800 MHz : -6.942 dBm
OBW : 17.662 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 20MHz, Channel: 5735.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 990E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22 5dB Offset VBW: 300 KHz
| | Date: 2021.2.15-
204
10—
i M2 i
0— D1:-2.4%4 dBm 11 < Deltal
h M"‘MWWWM
-10—{D2:-8.450dBm 1 U i
£ 20—
_SD_
40—
_50_
60—
70| EMICOM Labs 2021 g i Tested by: SB
Start 5715.000 MHz ' ' ' ' Stop 5755.000 MHz
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5726.070 MHz : -8.370 dBm Measured 26 dB Bandwidth: 17.670 MHz
Sweep Count =0 M2 : 5739.930 MHz : -2.494 dBm Measured 99% Bandwidth: 17.678 MHz
RF Atten (dB) = 20 Deltal : 17.670 MHz : 2.549 dB
Trace Mode = MAXH T1:5726.133 MHz : -5.600 dBm
T2:5743.800 MHz : -7.220 dBm
OBW : 17.678 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 20MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.040E+01dBm Sweep Time: 20.0s RBW: 100 KHz
234 dB Offset VBW: 300 KHz
304 i i Date: 2021.2.15-
20—
10—
i M2 i
0—D1:-2.032dBm T - Deltal
3 phalen W Vi
10 D2 -5.030dBm 1 W !
s 20
_3[}_
40—
B0
-60 —
SMICOM Labs 2021 [ il Tested by: SB
Start 5765.000 MHz ' ' ' ' Stop 5205.000 MHz
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5776.070 MHz : -8.000 dBm Measured 26 dB Bandwidth: 17.670 MHz
Sweep Count =0 M2 : 5789.930 MHz : -2.032 dBm Measured 99% Bandwidth: 17.666 MHz
RF Atten (dB) = 20 Deltal : 17.670 MHz : 2.172 dB
Trace Mode = MAXH T1:5776.133 MHz : -5.900 dBm
T2 :5793.800 MHz : -5.397 dBm
OBW : 17.666 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 20MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 900E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22.0dB Offset VBW: 300 KHz
| | Date: 2021.2.15-
20—
10—

0 D1:-2.387dBm

D2:-5.350 dBm

é 20—
_30_
40—
.BD_
60—
70— ©MICOM Labs 2021 L [l Tested by: SB
Start 5765.000 MHz ' ' ' ' Stop 5205.000 MHz
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5776.070 MHz : -8.141 dBm Measured 26 dB Bandwidth: 17.670 MHz
Sweep Count =0 M2 : 5789.930 MHz : -2.387 dBm Measured 99% Bandwidth: 17.674 MHz
RF Atten (dB) = 20 Deltal : 17.670 MHz : 2.463 dB
Trace Mode = MAXH T1:5776.133 MHz : -5.569 dBm
T2 :5793.800 MHz : -6.824 dBm
OBW : 17.674 MHz
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MICGIM

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Mi

Variant: 20MHz, Channel: 5840.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.010E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.1dB Offset VBW: 300 KHz
307 Date: 2021.2,15-
20
10—
M2 |
0—D1:-2.475 dBm M1 7 Deltal
-10—{DZ:-8.480dBm 1 1 1!
e
= 5
60—
SMICOM Labs 2021 [ [ Tested by: SB
Start 5820.000 MHz ' ' Stop 5860000 MHz
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5831.130 MHz : -6.665 dBm Measured 26 dB Bandwidth: 17.600 MHz
Sweep Count =0 M2 : 5844.930 MHz : -2.475 dBm Measured 99% Bandwidth: 17.659 MHz
RF Atten (dB) = 20 Deltal : 17.600 MHz : 0.698 dB
Trace Mode = MAXH T1:5831.133 MHz : -6.665 dBm
T2 :5848.800 MHz : -7.249 dBm
OBW : 17.659 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 20MHz, Channel: 5840.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 890E+01 dBm Sweep Time: 20.0s REW: 100 KHz
21.9dB Offset VBW: 300 KHz
| | Date: 2021.2.15-
20—
10—
j M2 i
04 Di1:-2.142dBm T 7 Deltal

DZ -8.740dBm

E
=]
60—
70— ©MICOM Labs 2021 P [l Tested by: SB
Start 5220.000 MHz ' ' ' ' Stop 5260.000 MHz
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5831.070 MHz : -7.823 dBm Measured 26 dB Bandwidth: 17.670 MHz
Sweep Count =0 M2 : 5844.930 MHz : -2.142 dBm Measured 99% Bandwidth: 17.683 MHz
RF Atten (dB) = 20 Deltal : 17.670 MHz : 2.026 dB
Trace Mode = MAXH T1:5831.133 MHz : -5.111 dBm
T2 :5848.800 MHz : -6.549 dBm
OBW : 17.683 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 40MHz, Channel: 5745.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.150E+01 dBm Sweep Time: 20.0s REW: 100 KHz
245 dB Offset VBW: 300 KHz

0 i g Date: 2021.2.15-

20

10—

0 e M2 i

D1: -4.836 dBm o I Deltal

Dz -0 900 dEm

E
&
-60—|
SMICOM Labs 2021 I i Tested by: SB
Start 5705.000 MHz ' ' ' ' Stop 5785.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5726.730 MHz : -9.950 dBm Measured 26 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5748.730 MHz : -4.896 dBm Measured 99% Bandwidth: 36.184 MHz
RF Atten (dB) = 20 Deltal : 36.270 MHz : 2.323 dB
Trace Mode = MAXH T1:5726.867 MHz : -8.879 dBm
T2:5763.133 MHz : -7.801 dBm
OBW : 36.184 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 40MHz, Channel: 5745.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 960E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22 6 dB Offset VBW: 300 KHz
| | Date: 2021.2.15-
20+
10 |
0 5 M2
D1:-5.444 dBm 1 v _Deltal
104 MWWHWW ’MNMW‘MJWMME‘
D2 -17.440dEBm 1 U i
E 1 |
=] i
60—
70| ©MICOM Labs 2021 i [ Tested by: SB
Start 5705.000 MHz ' ' ' ' Stop 5785.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5726.730 MHz : -11.152 dBm Measured 26 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5759.930 MHz : -5.444 dBm Measured 99% Bandwidth: 36.190 MHz
RF Atten (dB) = 20 Deltal : 36.270 MHz : 2.707 dB
Trace Mode = MAXH T1:5726.867 MHz : -9.370 dBm
T2:5763.133 MHz : -8.372 dBm
OBW : 36.190 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 40MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.040E+01dBm Sweep Time: 20.0s RBW: 100 KHz
234 dB Offset VBW: 300 KHz

304 i | Date: 2021.2.15-

20

10—

0— i M2 |

D1:-4.7595 dBm ] hvd Deltal

o7 70800 dBm

E
&
60—
SMICOM Labs 2021 I i Tested by: SB
Start 5745.000 MHz ' ' ' ' Stop 5825.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5766.730 MHz : -9.938 dBm Measured 26 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5789.930 MHz : -4.799 dBm Measured 99% Bandwidth: 36.132 MHz
RF Atten (dB) = 20 Deltal : 36.270 MHz : 1.615 dB
Trace Mode = MAXH T1:5766.867 MHz : -9.294 dBm
T2 :5803.133 MHz : -8.241 dBm
OBW : 36.132 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 40MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 900E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22.0dB Offset VBW: 300 KHz
| | Date: 2021.2.15-
20—
10— 1
D_

D1: -5.165 dBm

D2:-11.160 dBm

é 20—
_30_
40—
.BD_
60—
70— ©MICOM Labs 2021 L i Tested by: SB
Start 5745.000 MHz ' ' ' ' Stop 5825.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5766.730 MHz : -9.665 dBm Measured 26 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5799.930 MHz : -5.165 dBm Measured 99% Bandwidth: 36.199 MHz
RF Atten (dB) = 20 Deltal : 36.270 MHz : 1.274 dB
Trace Mode = MAXH T1:5766.867 MHz : -9.356 dBm
T2 :5803.133 MHz : -8.598 dBm
OBW : 36.199 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 40MHz, Channel: 5830.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.030E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.3dB Offset VBW: 300 KHz
307 i i Date: 2021.2.15-
20
10—
0 | M2 i
D1: 4 583dBm 11 = Deltal
10 W,MVWWM Mwwmmw
D2:-10.930 dBm 1
E ; !
g 5 s
-60
SMICOM Labs 2021 i i Tested by: SB
Start 5790.000 MHz ' ' ' ' Stop 5870.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5811.730 MHz : -9.946 dBm Measured 26 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5824.930 MHz : -4.983 dBm Measured 99% Bandwidth: 36.173 MHz
RF Atten (dB) = 20 Deltal : 36.270 MHz : 1.476 dB
Trace Mode = MAXH T1:5811.867 MHz : -8.783 dBm
T2 :5848.133 MHz : -8.070 dBm
OBW : 36.173 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 40MHz, Channel: 5830.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 890E+01 dBm Sweep Time: 20.0s REW: 100 KHz
21.9dB Offset VBW: 300 KHz
| | Date: 2021.2.15-
20—
10— |
0 | M2 i
D1: -4.934 dBm ] = Deltal

"oz 0930 dEm

E
=] ]
60—
70— ©MICOM Labs 2021 i i Tested by: SB
Start 5790.000 MHz ' ' ' ' Stop 5870.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5811.730 MHz : -9.842 dBm Measured 26 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5824.930 MHz : -4.934 dBm Measured 99% Bandwidth: 36.181 MHz
RF Atten (dB) = 20 Deltal : 36.270 MHz : 1.198 dB
Trace Mode = MAXH T1:5811.867 MHz : -8.829 dBm
T2 :5848.133 MHz : -8.691 dBm
OBW : 36.181 MHz

back to matrix

Issue Date: 25th March 2021 Page: 227 of 491

This test report may be reproduced in full only. The document may only be updated by MiCOM Labs
personnel. All changes will be noted in the Document History section of the report.
MiCOM Labs, 575 Boulder Court, Pleasanton, California 94566 USA, Phone: +1 (925) 462 0304, Fax: +1 (925) 462 0306, www.micomlabs.com



http://www.micomlabs.com/

Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 80MHz, Channel: 5765.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.060E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.6 dB Offset VBW: 300 KHz
07 i Date: 2021.2.15 -
20-
10—
. | M2
D1:-7.361dBm ”E*. v 12
D7 -13360dBm
5
60—
SMICOM Labs 2021 | i Tested by: SB
Start 5625.000 MHz ' ' ' ' Stop 5245000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5726.870 MHz : -12.113 dBm Measured 26 dB Bandwidth: 76.000 MHz
Sweep Count =0 M2 : 5799.930 MHz : -7.361 dBm Measured 99% Bandwidth: 75.772 MHz
RF Atten (dB) = 20 Deltal : 76.000 MHz : 2.020 dB
Trace Mode = MAXH T1:5727.133 MHz : -11.937 dBm
T2 :5803.133 MHz : -9.707 dBm
OBW : 75.772 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

N/ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

MITeSt Variant: 80MHz, Channel: 5765.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 920E+01 dBm Sweep Time: 20.0s RBW: 100 KHz
22.2 dB Offset VBW-: 300 KHz
| | Date: 2021.2.15-
20+
10—
D_
D1:-7.519dBm
_1[}_
DZ: -13.520 dBm
é 20—
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40—
-50
-60
70| ©MICOM Labs 2021 i [l Tested by: SB
Start 5625.000 MHz ' ' ' ' Stop 5245000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5727.130 MHz : -13.259 dBm Measured 26 dB Bandwidth: 75.730 MHz
Sweep Count =0 M2 :5799.930 MHz : -7.519 dBm Measured 99% Bandwidth: 75.582 MHz
RF Atten (dB) = 20 Deltal : 75.730 MHz : 2.056 dB
Trace Mode = MAXH T1:5727.133 MHz : -13.259 dBm
T2 :5802.867 MHz : -11.203 dBm
OBW : 75.582 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 80MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.040E+01dBm Sweep Time: 20.0s RBW: 100 KHz
234 dB Offset VBW: 300 KHz
304 | i Date: 2021.2.15-
20|
10—
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M2 |

D1:-7.351dBm v T2
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10 1 'WWMMMNWMW
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D2:-13.350 dBm Delfat
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-60
SMICOM Labs 2021 | i Tested by: SB
Start 5705.000 MHz ' ' ' ' Stop 5265.000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5746.870 MHz : -12.655 dBm Measured 26 dB Bandwidth: 76.000 MHz
Sweep Count =0 M2 : 5819.930 MHz : -7.351 dBm Measured 99% Bandwidth: 75.697 MHz
RF Atten (dB) = 20 Deltal : 76.000 MHz : 2.857 dB
Trace Mode = MAXH T1:5747.133 MHz : -11.779 dBm
T2 :5822.867 MHz : -9.798 dBm
OBW : 75.697 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 80MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc

Ref Level: +2 900E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22.0dB Offset VBW: 300 KHz
| ! Date: 2021.2.15-

20

10—

™

7 ! M2 |

D1:-7.353dBm | )

DZ -13.350 dBm

E
=]
60—
70— ©MICOM Labs 2021 L [l Tested by: SB
Start 5705.000 MHz ' ' ' ' Stop 5265.000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5747.130 MHz : -12.948 dBm Measured 26 dB Bandwidth: 75.730 MHz
Sweep Count =0 M2 : 5819.930 MHz : -7.393 dBm Measured 99% Bandwidth: 75.575 MHz
RF Atten (dB) = 20 Deltal : 75.730 MHz : 1.609 dB
Trace Mode = MAXH T1:5747.133 MHz : -12.948 dBm
T2 :5822.867 MHz : -11.339 dBm
OBW : 75.575 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 80MHz, Channel: 5810.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.050E+01 dBm Sweep Time: 20.0s RBW: 100 KHz
23.5dB Offset VBW: 300 KHz
30 | i Date: 2021.2.15-
20-
10—
0 | |
_ ! Mg
D1:-7.526 dBm 11 kv,
10 TT Ny AN NY
D2:-13.530 dBm V un:: at
g ’ e

60—
SMICOM Labs 2021 | i Tested by: SB
Start 5720.000 MHz ' ' ' ' Stop 5290.000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5771.870 MHz : -11.804 dBm Measured 26 dB Bandwidth: 76.000 MHz
Sweep Count =0 M2 : 5847.330 MHz : -7.526 dBm Measured 99% Bandwidth: 75.798 MHz
RF Atten (dB) = 20 Deltal : 76.000 MHz : 1.567 dB
Trace Mode = MAXH T1:5772.133 MHz : -11.324 dBm
T2 :5848.133 MHz : -9.469 dBm
OBW : 75.798 MHz
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MICGIM

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Mi

Variant: 80MHz, Channel: 5810.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc

Ref Level: +2 890E+01 dBm Sweep Time: 20.0s REW: 100 KHz
21.9dB Offset VBW: 300 KHz
! Date: 2021.2.15-
20
10
-
D1 -7.540 dBm
_‘ID_
DZ: -13.940 dBm
£ 20
_30_
40—
-50 —
60—
70 —| ©MICOM Labs 2021 o [ Tested by: SB
Start 5730.000 MHz ' ' Stop 5890.000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5771.870 MHz : -13.468 dBm Measured 26 dB Bandwidth: 76.000 MHz
Sweep Count =0 M2 : 5824.930 MHz : -7.940 dBm Measured 99% Bandwidth: 75.578 MHz

RF Atten (dB) = 20
Trace Mode = MAXH

Deltal : 76.000 MHz : 2.061 dB
T1:5772.133 MHz : -12.908 dBm
T2 :5847.867 MHz : -11.407 dBm
OBW : 75.578 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 10MHz, Channel: 5730.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.190E+01 dBm Sweep Time: 20.0s RBW: 100 KHz
24.9dB Offset VBW: 300 KHz
30— | ; Date: 2021,2,17 -
20+
10—
D1: 2.875dBm
-
D2:-3120dBm
_10_
E
= 04
_30_
40—
-5
60—
SMICOM Labs 2021 | i Tested by: SB
Start 5720.000 MHz ' ' ' ' Stop 5740.000 MHz
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5725.530 MHz : -1.108 dBm Measured 26 dB Bandwidth: 8.870 MHz
Sweep Count =0 M2 : 5727.730 MHz : 2.875 dBm Measured 99% Bandwidth: 8.882 MHz
RF Atten (dB) = 20 Deltal : 8.870 MHz : -1.106 dB
Trace Mode = MAXH T1:5725.533 MHz : -1.108 dBm
T2 :5734.400 MHz : -2.214 dBm
OBW : 8.882 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 10MHz, Channel: 5730.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.0dB Offset VBW: 300 KHz
7 Date: 2021.2.17-
20—
10— M2

D1:3.214dBm ‘| X Du!‘

DZ-2730dBm

E
&S]
60—
70 SMICOM Labs 2021 I 2 Tested by: SB
Start 5720.000 MHz ' ' ' ' Stop 5740.000 MHz
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5725.500 MHz : -1.885 dBm Measured 26 dB Bandwidth: 8.870 MHz
Sweep Count =0 M2 : 5731.500 MHz : 3.214 dBm Measured 99% Bandwidth: 8.899 MHz
RF Atten (dB) = 20 Deltal : 8.870 MHz : 0.752 dB
Trace Mode = MAXH T1:5725.500 MHz : -1.885 dBm
T2:5734.433 MHz : -3.831 dBm
OBW : 8.899 MHz
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MICGIM

Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Variant: 10MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.040E+01dBm Sweep Time: 20.0s RBW: 100 KHz
234 dB Offset VBW: 300 KHz
304 | Date: 2021.2.17-
20+
10—
D1: 2.368 dBm
D_
DZ:-3.030dBm |
10
s 20 |
30
40|
50
-60
SMICOM Labs 2021 | i Tested by: SB
Start 5775.000 MHz ' ' Stop 5795.000 MHz
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5780.530 MHz : -0.601 dBm Measured 26 dB Bandwidth: 8.870 MHz
Sweep Count =0 M2 : 5786.230 MHz : 2.968 dBm Measured 99% Bandwidth: 8.888 MHz

RF Atten (dB) = 20
Trace Mode = MAXH

Deltal : 8.870 MHz : -1.210 dB
T1:5780.533 MHz : -0.601 dBm
T2:5789.433 MHz : -2.143 dBm
OBW : 8.888 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥/ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 10MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 900E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22.0dB Offset VBW: 300 KHz
| | Date: 2021.2.17 -
20 i
10— L M2
0 E— ' W.Mﬁl

D2: -2 360 dBm H

E
=]
60—
70— ©MICOM Labs 2021 i [l Tested by: SB
Start 5775.000 MHz ' ' ' ' Stop 5795.000 MHz
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5780.500 MHz : -1.725 dBm Measured 26 dB Bandwidth: 8.870 MHz
Sweep Count =0 M2 : 5786.470 MHz : 3.636 dBm Measured 99% Bandwidth: 8.895 MHz
RF Atten (dB) = 20 Deltal : 8.870 MHz : 1.938 dB
Trace Mode = MAXH T1:5780.500 MHz : -1.725 dBm
T2:5789.433 MHz : -3.491 dBm
OBW : 8.895 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 10MHz, Channel: 5845.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 990E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22 5dB Offset VBW: 300 KHz
| | Date: 2021.2.17 -
204
10—
D1: 2570 dBm
D_
DZ -3430dBm
-10 -
£ 20—
_30_
40—
_SD_
60
70| EMICOM Labs 2021 | i Tested by: SB
Start 525,000 MHz ' ' ' ' Stop 5255.000 MHz
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5840.530 MHz : -2.071 dBm Measured 26 dB Bandwidth: 8.870 MHz
Sweep Count =0 M2 : 5846.730 MHz : 2.570 dBm Measured 99% Bandwidth: 8.886 MHz
RF Atten (dB) = 20 Deltal : 8.870 MHz : 1.187 dB
Trace Mode = MAXH T1:5840.533 MHz : -2.071 dBm
T2 :5849.433 MHz : -2.837 dBm
OBW : 8.886 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 10MHz, Channel: 5845.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 900E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22.0dB Offset VBW: 300 KHz
| | Date: 2021.2.17 -
20—
10—

D1: 3.584 dBm

DZ-2420dBm

_‘ID_
é 20—
_30_
40—
.BD_
60—
70— ©MICOM Labs 2021 i [l Tested by: SB
Start 525,000 MHz ' ' ' ' Stop 5255.000 MHz
Step 2.000 MHz Span 20.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5840.500 MHz : -1.743 dBm Measured 26 dB Bandwidth: 8.870 MHz
Sweep Count =0 M2 : 5846.470 MHz : 3.584 dBm Measured 99% Bandwidth: 8.903 MHz
RF Atten (dB) = 20 Deltal : 8.870 MHz : 2.257 dB
Trace Mode = MAXH T1:5840.500 MHz : -1.743 dBm
T2 :5849.433 MHz : -2.471 dBm
OBW : 8.903 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 20MHz, Channel: 5735.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.180E+01 dBm Sweep Time: 20.0s REW: 100 KHz
24 8 dB Offset VBW: 300 KHz
30 : Date: 2021,2,17 -
20— 1
10 i
M2 |
S %AWWWWM memﬁm
DZ 4510dBm T U 1
c
% E
60|
SMICOM Labs 2021 [ [ Tested by: SB
Start 5715.000 MHz ' ' ' ' Stop 5755.000 MHz
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5726.130 MHz : -2.293 dBm Measured 26 dB Bandwidth: 17.600 MHz
Sweep Count =0 M2 : 5739.930 MHz : 1.494 dBm Measured 99% Bandwidth: 17.656 MHz
RF Atten (dB) = 20 Deltal : 17.600 MHz : 0.603 dB
Trace Mode = MAXH T1:5726.133 MHz : -2.293 dBm
T2:5743.800 MHz : -3.463 dBm
OBW : 17.656 MHz

back to matrix

Issue Date: 25th March 2021 Page: 240 of 491

This test report may be reproduced in full only. The document may only be updated by MiCOM Labs
personnel. All changes will be noted in the Document History section of the report.
MiCOM Labs, 575 Boulder Court, Pleasanton, California 94566 USA, Phone: +1 (925) 462 0304, Fax: +1 (925) 462 0306, www.micomlabs.com



http://www.micomlabs.com/

Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 20MHz, Channel: 5735.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 990E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22 5dB Offset VBW: 300 KHz
| Date: 2021.2.17 -
204
10—
M2 |
) D1: 1.245dBm M1 7 Deltal
0Z 4760dBm i I 1
£
=] !
60—
70| EMICOM Labs 2021 [ il Tested by: SB
Start 5715.000 MHz ' ' ' ' Stop 5755.000 MHz
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5726.130 MHz : -1.871 dBm Measured 26 dB Bandwidth: 17.600 MHz
Sweep Count =0 M2 : 5739.930 MHz : 1.245 dBm Measured 99% Bandwidth: 17.669 MHz
RF Atten (dB) = 20 Deltal : 17.600 MHz : -0.563 dB
Trace Mode = MAXH T1:5726.133 MHz : -1.871 dBm
T2:5743.800 MHz : -3.682 dBm
OBW : 17.669 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 20MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.040E+01dBm Sweep Time: 20.0s RBW: 100 KHz
234 dB Offset VBW: 300 KHz
304 I | Date: 2021.2.17-
20—
10—

D2 -3 220 dBm

) i M2
N — A e A g
T W T

E
&
-60
SMICOM Labs 2021 L i Tested by: SB
Start 5765.000 MHz ' ' ' ' Stop 5205.000 MHz '
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5776.130 MHz : -1.344 dBm Measured 26 dB Bandwidth: 17.600 MHz
Sweep Count =0 M2 : 5789.930 MHz : 2.781 dBm Measured 99% Bandwidth: 17.660 MHz
RF Atten (dB) = 20 Deltal : 17.600 MHz : 0.195 dB
Trace Mode = MAXH T1:5776.133 MHz : -1.344 dBm
T2 :5793.800 MHz : -1.482 dBm
OBW : 17.660 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 20MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 900E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22.0dB Offset VBW: 300 KHz
| Date: 2021.2.17 -
20—
10 |
M2 |
D1: 2413dBm M1 7 Deltal

DZ -3590dBm

E
=]
-60 - .
70— ©MICOM Labs 2021 L [N Tested by: SB
Start 5765.000 MHz ' ' ' ' Stop 5205.000 MHz
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5776.130 MHz : -0.802 dBm Measured 26 dB Bandwidth: 17.600 MHz
Sweep Count =0 M2 : 5789.930 MHz : 2.413 dBm Measured 99% Bandwidth: 17.673 MHz
RF Atten (dB) = 20 Deltal : 17.600 MHz : 0.320 dB
Trace Mode = MAXH T1:5776.133 MHz : -0.802 dBm
T2 :5793.800 MHz : -2.000 dBm
OBW : 17.673 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 20MHz, Channel: 5840.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.010E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.1dB Offset VBW: 300 KHz
307 Date: 2021.2.17-
20— .
10 W2
Deltal

D1:3.213dBm

-
DZ--2.730dBm
-10
s 20
_30_
40—
-5
60—
SMICOM Labs 2021 L N Tested by: SB
Start 5220.000 MHz ' ' ' ' Stop 5260.000 MHz
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5831.130 MHz : -1.072 dBm Measured 26 dB Bandwidth: 17.600 MHz
Sweep Count =0 M2 : 5844.930 MHz : 3.213 dBm Measured 99% Bandwidth: 17.660 MHz
RF Atten (dB) = 20 Deltal : 17.600 MHz : 0.586 dB
Trace Mode = MAXH T1:5831.133 MHz : -1.072 dBm
T2 :5848.800 MHz : -1.306 dBm
OBW : 17.660 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 20MHz, Channel: 5840.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 890E+01 dBm Sweep Time: 20.0s REW: 100 KHz
21.9dB Offset VBW: 300 KHz
| | Date: 2021.2.17 -
20—
10+ i 5 M2 i
D1:3.703dBm Ll prd Deltal

DZ-2300dBm

E
=]
60—
70— ©MICOM Labs 2021 P [l Tested by: SB
Start 5220.000 MHz ' ' ' ' Stop 5260.000 MHz
Step 4.000 MHz Span 40.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5831.070 MHz : -2.142 dBm Measured 26 dB Bandwidth: 17.670 MHz
Sweep Count =0 M2 : 5844.930 MHz : 3.703 dBm Measured 99% Bandwidth: 17.669 MHz
RF Atten (dB) = 20 Deltal : 17.670 MHz : 2.040 dB
Trace Mode = MAXH T1:5831.133 MHz : 0.796 dBm
T2 :5848.800 MHz : -1.133 dBm
OBW : 17.669 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥/ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 40MHz, Channel: 5745.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.150E+01 dBm Sweep Time: 20.0s REW: 100 KHz
24 5 dB Offset VBW: 300 KHz
0 i g Date: 2021.2.17-
20
10— 1
| M2 |
D1: 3145 dBm A - Deltal
0 71 sttt Ay, ot Aihd i Mng
D2 -2 B50dBm U I
E . i
2 z z
-60—|
SMICOM Labs 2021 i i Tested by: SB
Start 5705.000 MHz ' ' ' ' Stop 5785.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5726.730 MHz : -1.524 dBm Measured 26 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5749.930 MHz : 3.149 dBm Measured 99% Bandwidth: 36.162 MHz
RF Atten (dB) = 20 Deltal : 36.270 MHz : 1.099 dB
Trace Mode = MAXH T1:5726.867 MHz : -1.065 dBm
T2:5763.133 MHz : -0.537 dBm
OBW : 36.162 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 40MHz, Channel: 5745.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 960E+01 dBm Sweep Time: 20.0s RBW: 100 KHz
226 dB Offset VBW-: 300 KHz
] Date: 2021.2.17 -
20—
10 |
{ M2
D1: 2,424 dEBm nd4 - Neltal
0 T
— T MWMW MMMMM
D2 -3 580dBm w I
E
=]
60—
70| EMICOM Labs 2021 i o Tested by: SB
Start 5705.000 MHz ' ' ' ' Stop 5785.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5726.730 MHz : -2.139 dBm Measured 26 dB Bandwidth: 36.400 MHz
Sweep Count =0 M2 : 5739.930 MHz : 2.424 dBm Measured 99% Bandwidth: 36.197 MHz
RF Atten (dB) = 20 Deltal : 36.400 MHz : 0.728 dB
Trace Mode = MAXH T1:5726.867 MHz : -1.300 dBm
T2:5763.133 MHz : -1.411 dBm
OBW : 36.197 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 40MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.040E+01dBm Sweep Time: 20.0s RBW: 100 KHz
234 dB Offset VBW: 300 KHz
304 i | Date: 2021.2.17-
20
10 i W2 i
D1: 4.083dBm it 7 Lol
i i
0 T1 WNM F#WWW
DZ:-1.520dBm U
£
& {
60—
SMICOM Labs 2021 i i Tested by: SB
Start 5745.000 MHz ' ' ' ' Stop 5825.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5766.730 MHz : -1.309 dBm Measured 26 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5789.930 MHz : 4.083 dBm Measured 99% Bandwidth: 36.122 MHz
RF Atten (dB) = 20 Deltal : 36.270 MHz : 1.431 dB
Trace Mode = MAXH T1:5766.867 MHz : -0.210 dBm
T2 :5803.133 MHz : 0.394 dBm
OBW : 36.122 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 40MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 900E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22.0dB Offset VBW: 300 KHz
| | Date: 2021.2.17 -
20—
104 g M2 |
D1: 3.812dBm T1 = Dielial

DZ-2.750dBm

E
=]
60—
70— ©MICOM Labs 2021 L i Tested by: SB
Start 5745.000 MHz ' ' ' ' Stop 5825.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5766.730 MHz : -1.167 dBm Measured 26 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5779.930 MHz : 3.812 dBm Measured 99% Bandwidth: 36.167 MHz
RF Atten (dB) = 20 Deltal : 36.270 MHz : 1.160 dB
Trace Mode = MAXH T1:5766.867 MHz : 0.031 dBm
T2:5803.133 MHz : -0.298 dBm
OBW : 36.167 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 40MHz, Channel: 5830.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.030E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.3dB Offset VBW: 300 KHz
307 i i Date: 2021.2.17-
20
10 | M2 :
D1:3.822dBm M1 -2 Deltal
0 meww MW@WMMJQ
D2 -2.180dBm 1 U f
£
& 1 |
50|
-60
SMICOM Labs 2021 i i Tested by: SB
Start 5790.000 MHz ' ' ' ' Stop 5870.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5811.730 MHz : 0.021 dBm Measured 26 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5827.470 MHz : 3.822 dBm Measured 99% Bandwidth: 36.198 MHz
RF Atten (dB) = 20 Deltal : 36.270 MHz : 0.244 dB
Trace Mode = MAXH T1:5811.867 MHz : 0.084 dBm
T2 :5848.133 MHz : 0.805 dBm
OBW : 36.198 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 40MHz, Channel: 5830.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 890E+01 dBm Sweep Time: 20.0s REW: 100 KHz
21.5dB Offset VBW: 300 KHz
| | Date: 2021.2.17 -
20—
10
D1:4133dBm
-
D2 -1.870dEm
_‘ID_
£ 20
_30_
40
50
60—
70 —| ©MICOM Labs 2021 LI i Tested by: SB
Start 5790.000 MHz ' ' ' ' Stop 5870.000 MHz
Step 8.000 MHz Span 80.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5811.730 MHz : -0.865 dBm Measured 26 dB Bandwidth: 36.270 MHz
Sweep Count =0 M2 : 5824.930 MHz : 4.133 dBm Measured 99% Bandwidth: 36.170 MHz
RF Atten (dB) = 20 Deltal : 36.270 MHz : 0.619 dB
Trace Mode = MAXH T1:5811.867 MHz : 0.523 dBm
T2 :5848.000 MHz : -0.246 dBm
OBW : 36.170 MHz

back to matrix

Issue Date: 25th March 2021 Page: 251 of 491

This test report may be reproduced in full only. The document may only be updated by MiCOM Labs
personnel. All changes will be noted in the Document History section of the report.
MiCOM Labs, 575 Boulder Court, Pleasanton, California 94566 USA, Phone: +1 (925) 462 0304, Fax: +1 (925) 462 0306, www.micomlabs.com



http://www.micomlabs.com/

Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 80MHz, Channel: 5765.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.060E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.6 dB Offset VBW: 300 KHz
07 i Date: 2021.2.17-
20—
10—
D1: 3152 dBm
D_
DZ:-2.810 dBm
_‘ID_
E
T 20
_30_
40—
_50_
60—
SMICOM Labs 2021 | i Tested by: SB
Start 5625.000 MHz ' ' ' ' Stop 5245000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5726.870 MHz : -1.134 dBm Measured 26 dB Bandwidth: 76.000 MHz
Sweep Count =0 M2 :5799.930 MHz : 3.192 dBm Measured 99% Bandwidth: 75.778 MHz
RF Atten (dB) = 20 Deltal : 76.000 MHz : 1.392 dB
Trace Mode = MAXH T1:5727.133 MHz : -0.790 dBm
T2 :5802.867 MHz : 0.258 dBm
OBW : 75.778 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 80MHz, Channel: 5765.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 920E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22 2 dB Offset VBW: 300 KHz
| | Date: 2021.2.17 -
20—
10—

M2

— — ' MWMMM\E
0 A AR AN A
i U !

D2 -3.250 dBm

Deltal

E
=]
-5
60 —|
-70 — EMICOM Labs 2021 | i Tested by: SB
Start 5625.000 MHz ' ' ' ' Stop 5245000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5726.870 MHz : -1.914 dBm Measured 26 dB Bandwidth: 76.000 MHz
Sweep Count =0 M2 :5799.930 MHz : 2.710 dBm Measured 99% Bandwidth: 75.662 MHz
RF Atten (dB) = 20 Deltal : 76.000 MHz : 0.485 dB
Trace Mode = MAXH T1:5727.133 MHz : -1.976 dBm
T2 :5802.867 MHz : -1.429 dBm
OBW : 75.662 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 80MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.040E+01dBm Sweep Time: 20.0s RBW: 100 KHz
234 dB Offset VBW: 300 KHz
304 | i Date: 2021.2.17-
20—
10—
D1:5152dBm
D_
D2 0. 850 dEBm
_‘ID_
s 20
_3[}_
40—
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-60
SMICOM Labs 2021 | i Tested by: SB
Start 5705.000 MHz ' ' ' ' Stop 5265.000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5746.870 MHz : 0.563 dBm Measured 26 dB Bandwidth: 76.000 MHz
Sweep Count =0 M2 : 5819.930 MHz : 5.152 dBm Measured 99% Bandwidth: 75.871 MHz
RF Atten (dB) = 20 Deltal : 76.000 MHz : 1.715 dB
Trace Mode = MAXH T1:5747.133 MHz : 0.926 dBm
T2 :5823.133 MHz : 2.835 dBm
OBW : 75.871 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥/ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 80MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 900E+01 dBm Sweep Time: 20.0s REW: 100 KHz
22.0dB Offset VBW: 300 KHz
| | Date: 2021.2.17 -
20—
10—

D1: 4698 dBm

DZ:-1300dBm

_‘ID_
5 20—
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40—
.BD_
60|
70— ©MICOM Labs 2021 | i Tested by: SB
Start 5705.000 MHz ' ' ' ' Stop 5265.000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 : 5746.870 MHz : -0.392 dBm Measured 26 dB Bandwidth: 76.000 MHz
Sweep Count =0 M2 : 5799.930 MHz : 4.698 dBm Measured 99% Bandwidth: 75.644 MHz
RF Atten (dB) = 20 Deltal : 76.000 MHz : 0.953 dB
Trace Mode = MAXH T1:5747.133 MHz : 0.519 dBm
T2 :5822.867 MHz : 0.561 dBm
OBW : 75.644 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml Variant: 80MHz, Channel: 5810.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.050E+01 dBm Sweep Time: 20.0s REW: 100 KHz
23.5dB Offset VBW: 300 KHz
30+ | i Date: 2021.2.17-
20—
10—
D1: 5.051dEBm
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D2 -0.950 dBm
_‘ID_
E
T 20
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SMICOM Labs 2021 | i Tested by: SB
Start 5720.000 MHz ' ' ' ' Stop 5290.000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5771.870 MHz : 1.365 dBm Measured 26 dB Bandwidth: 76.000 MHz
Sweep Count =0 M2 : 5847.330 MHz : 5.051 dBm Measured 99% Bandwidth: 75.918 MHz
RF Atten (dB) = 20 Deltal : 76.000 MHz : 0.707 dB
Trace Mode = MAXH T1:5772.133 MHz : 1.612 dBm
T2 :5847.867 MHz : 2.072 dBm
OBW : 75.918 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540

¥ To: FCC 15.407 & ISED RSS-247
MIC{}M Serial ## RDWN72-U3 Draft 2

6 dB & 99% BANDWIDTH

Ml 5 Variant: 80MHz, Channel: 5810.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 890E+01 dBm Sweep Time: 20.0s REW: 100 KHz
21.9dB Offset VBW: 300 KHz
| | Date: 2021.2.17 -
20—
10—

D1: 4,849 dBm

"Dz T s0dEm
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é 20—
_30_
-40
-50
60—
70— ©MICOM Labs 2021 I i Tested by: SB
Start 5720.000 MHz ' ' ' ' Stop 5290.000 MHz
Step 16.000 MHz Span 160.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = POS M1 :5771.870 MHz : 0.219 dBm Measured 26 dB Bandwidth: 76.000 MHz
Sweep Count =0 M2 : 5784.930 MHz : 4.849 dBm Measured 99% Bandwidth: 75.606 MHz
RF Atten (dB) = 20 Deltal : 76.000 MHz : 0.087 dB
Trace Mode = MAXH T1:5772.133 MHz : 1.008 dBm
T2 :5847.867 MHz : 0.306 dBm
OBW : 75.606 MHz
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

A.2. Power Spectral Density

POWER SPECTRAL DENSITY

Miles Variant: 10MHz, Channel: 5730.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5 ms RBW: 510 KHz
24.9 dB Offset VBW: 2 MHz
307 Date: 2021.3.3-
20—
M1
10+
0
_‘]D_
= 20
=30
40|
_SD_
-60 —
70 SMICOM Labs 2021 Tested by: SB
Start 5717500 MHz ' ' ' ' Stop 5742.500 MHz
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency:Amplitude Test Results
Detector = AVER M1 :5730.830 MHz : 11.455 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 10MHz, Channel: 5730.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
23.0dB Offset VBW: 2 MHz
309 Date: 202133
20
M1
10—
-
_‘ID_
s 20
_30_
40—
.BD_
-60—|
70| ©MICOM Labe 2021 Tested by: SB
Start 5717.500 MHz ' ' ' ' Stop 5742.500 MHz '
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5729.210 MHz : 10.989 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml Variant: 10MHz, Channel: 5730.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
24 5 dB Offset VBW: 2 MHz
309 Date: 2021.3.3-
20— M1
h 4
10—
-
_‘ID_
s 20
_30_
40—
.SD_
60—
70 SMICOM Labs 2021 Tested by: SB
Start 5717.500 MHz ' ' ' ' Stop 5742.500 MHz
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5728.600 MHz : 14.118 dBm Limit: < 30.0 dBm
Sweep Count = +100 M1 + DCCF : 5728.600 MHz : 14.162 dBm Margin: -15.8 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 10MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
23.4 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
20
M1
10—
-
_‘ID_
s 20
_30_
40—
.BD_
60—
70| ©MICOM Labe 2021 Tested by: SB
Start 5772.500 MHz ' ' ' ' Stop 5797.500 MHz '
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5784.120 MHz : 12.870 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 10MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
22 0 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
20—
M1
10—
-
_‘ID_
s 20—
_30_
40—
.BD_
60—
70 SMICOM Labs 2021 Tested by: SB
Start 5772.500 MHz ' ' ' ' Stop 5797.500 MHz '
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5787.170 MHz : 12.618 dBm Channel Frequency: 5785.00 MHz

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW

back to matrix

Issue Date: 25th March 2021 Page: 262 of 491

This test report may be reproduced in full only. The document may only be updated by MiCOM Labs
personnel. All changes will be noted in the Document History section of the report.
MiCOM Labs, 575 Boulder Court, Pleasanton, California 94566 USA, Phone: +1 (925) 462 0304, Fax: +1 (925) 462 0306, www.micomlabs.com



http://www.micomlabs.com/

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml Variant: 10MHz, Channel: 5785.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
234 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
20— M1
10—
-
_‘ID_
s 20
_30_
40—
.SD_
60—
70 SMICOM Labs 2021 Tested by: SB
Start 5772.500 MHz ' ' ' ' Stop 5797.500 MHz
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5783.500 MHz : 15.675 dBm Limit: < 30.0 dBm
Sweep Count = +100 M1 + DCCF : 5783.500 MHz : 15.719 dBm Margin: -14.3 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW

back to matrix

Issue Date: 25th March 2021 Page: 263 of 491

This test report may be reproduced in full only. The document may only be updated by MiCOM Labs
personnel. All changes will be noted in the Document History section of the report.
MiCOM Labs, 575 Boulder Court, Pleasanton, California 94566 USA, Phone: +1 (925) 462 0304, Fax: +1 (925) 462 0306, www.micomlabs.com



http://www.micomlabs.com/

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 10MHz, Channel: 5845.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
229 dB Offset VBW: 2 MHz
309 Date: 202133
20
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10—
-
_‘ID_
s 20
_30_
40—
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60—
70| ©MICOM Labe 2021 Tested by: SB
Start 5222 500 MHz ' ' ' ' Stop 5257.500 MHz '
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5846.420 MHz : 11.691 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 10MHz, Channel: 5845.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
22.0dB Offset VBW: 2 MHz
309 Date: 202133
20
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-
_‘ID_
s 20
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70| ©MICOM Labe 2021 Tested by: SB
Start 5222 500 MHz ' ' ' ' Stop 5257.500 MHz '
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5847.960 MHz : 10.645 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml Variant: 10MHz, Channel: 5845.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
22 5dB Offset VBW: 2 MHz
309 Date: 2021.3.3-
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70 SMICOM Labs 2021 Tested by: SB
Start 5222 500 MHz ' ' ' ' Stop 5257.500 MHz
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5846.500 MHz : 14.042 dBm Limit: < 30.0 dBm
Sweep Count = +100 M1 + DCCF : 5846.500 MHz : 14.086 dBm Margin: -15.9 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 20MHz, Channel: 5735.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
24.8 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
20
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70| ©MICOM Labe 2021 Tested by: SB
Start 5710.000 MHz ' ' ' ' Stop 5760.000 MHz
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5737.170 MHz : 8.297 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 20MHz, Channel: 5735.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
229 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
20
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-
_‘ID_
s 20
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70| ©MICOM Labe 2021 Tested by: SB
Start 5710.000 MHz ' ' ' ' Stop 5760.000 MHz '
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5733.920 MHz : 8.266 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml Variant: 20MHz, Channel: 5735.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
24 8 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
20—
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70 SMICOM Labs 2021 Tested by: SB
Start 5710.000 MHz ' ' ' ' Stop 5760.000 MHz
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5733.800 MHz : 11.041 dBm Limit: < 30.0 dBm
Sweep Count = +100 M1 + DCCF : 5733.800 MHz : 11.085 dBm Margin: -18.9 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW

back to matrix

Issue Date: 25th March 2021 Page: 269 of 491

This test report may be reproduced in full only. The document may only be updated by MiCOM Labs
personnel. All changes will be noted in the Document History section of the report.
MiCOM Labs, 575 Boulder Court, Pleasanton, California 94566 USA, Phone: +1 (925) 462 0304, Fax: +1 (925) 462 0306, www.micomlabs.com



http://www.micomlabs.com/

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 20MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
23.4 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
20
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_‘ID_
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70| ©MICOM Labe 2021 Tested by: SB
Start 5760.000 MHz ' ' ' ' Stop 5810.000 MHz '
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5782.330 MHz : 10.439 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 20MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms RBW: 510 KHz
22 0 dB Offset VBW: 2 MHz
307 Date: 2021.3.2-
20+
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70 SMICOM Labs 2021 Tested by: SB
Start 5760.000 MHz ' ' ' ' Stop 5810.000 MHz '
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5786.830 MHz : 10.119 dBm Channel Frequency: 5785.00 MHz
Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml Variant: 20MHz, Channel: 5785.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
234 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
20— M1
10—
-
_‘ID_
s 20
_30_
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60—
70 SMICOM Labs 2021 Tested by: SB
Start 5760.000 MHz ' ' ' ' Stop 5810.000 MHz
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5782.300 MHz : 13.197 dBm Limit: < 30.0 dBm
Sweep Count = +100 M1 + DCCF : 5782.300 MHz : 13.241 dBm Margin: -16.8 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 20MHz, Channel: 5840.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
23.1dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
20
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70| ©MICOM Labe 2021 Tested by: SB
Start 5215.000 MHz ' ' ' ' Stop 5265.000 MHz '
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5841.000 MHz : 8.449 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 20MHz, Channel: 5840.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
21.9dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
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Start 5215.000 MHz ' ' ' ' Stop 5265.000 MHz '
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5840.750 MHz : 7.626 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml Variant: 20MHz, Channel: 5840.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
23.1dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
20—
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70 SMICOM Labs 2021 Tested by: SB
Start 5215.000 MHz ' ' ' ' Stop 5265.000 MHz
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5841.100 MHz : 10.991 dBm Limit: < 30.0 dBm
Sweep Count = +100 M1 + DCCF : 5841.100 MHz : 11.035 dBm Margin: -19.0 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 40MHz, Channel: 5745.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
245 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
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70| ©MICOM Labe 2021 Tested by: SB
Start 5695.000 MHz ' ' ' ' Stop 5795.000 MHz
Step 10.000 MHz Span 100.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5753.330 MHz : 1.539 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 40MHz, Channel: 5745.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
22 6 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
20
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70| ©MICOM Labe 2021 Tested by: SB
Start 5695.000 MHz ' ' ' ' Stop 5795.000 MHz
Step 10.000 MHz Span 100.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5752.330 MHz : 1.409 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml Variant: 40MHz, Channel: 5745.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
24 5 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
20—
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70 SMICOM Labs 2021 Tested by: SB
Start 5695.000 MHz ' ' ' ' Stop 5795.000 MHz '
Step 10.000 MHz Span 100.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5752.300 MHz : 4.380 dBm Limit: < 30.0 dBm
Sweep Count = +100 M1 + DCCF : 5752.300 MHz : 4.424 dBm Margin: -25.6 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 40MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
23.4 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
20
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70| ©MICOM Labe 2021 Tested by: SB
Start 5725.000 MHz ' ' ' ' Stop 5835.000 MHz '
Step 10.000 MHz Span 100.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5782.330 MHz : 8.425 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 40MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms RBW: 510 KHz
22 0 dB Offset VBW: 2 MHz
307 Date: 2021.3.2-
20+
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Start 5725.000 MHz ' ' ' ' Stop 5835.000 MHz '
Step 10.000 MHz Span 100.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5789.170 MHz : 7.470 dBm Channel Frequency: 5785.00 MHz
Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml Variant: 40MHz, Channel: 5785.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
234 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
20—
M1
10—
-
_‘ID_
s 20
_30_
40—
.SD_
60—
70 SMICOM Labs 2021 Tested by: SB
Start 5725.000 MHz ' ' ' ' Stop 5835.000 MHz
Step 10.000 MHz Span 100.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5789.800 MHz : 10.752 dBm Limit: < 30.0 dBm
Sweep Count = +100 M1 + DCCF : 5789.800 MHz : 10.796 dBm Margin: -19.2 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 40MHz, Channel: 5830.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
23.3dB Offset VBW: 2 MHz
30 Date: 2021.3.2-
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Start 5720.000 MHz ' ' ' ' Stop 5280.000 MHz '
Step 10.000 MHz Span 100.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5824.330 MHz : 2.258 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 40MHz, Channel: 5830.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
21.9dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
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.BD_
-60—|
70| ©MICOM Labe 2021 Tested by: SB
Start 5720.000 MHz ' ' ' ' Stop 5280.000 MHz
Step 10.000 MHz Span 100.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5834.170 MHz : 1.654 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml Variant: 40MHz, Channel: 5830.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
23.3dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
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_30_
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70 SMICOM Labs 2021 Tested by: SB
Start 5720.000 MHz ' ' ' ' Stop 5280.000 MHz '
Step 10.000 MHz Span 100.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5824.300 MHz : 4.775 dBm Limit: < 30.0 dBm
Sweep Count = +100 M1 + DCCF : 5824.300 MHz : 4.819 dBm Margin: -25.2 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 80MHz, Channel: 5765.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
23.6 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
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Start 5665.000 MHz ' ' ' ' Stop 5265.000 MHz
Step 20.000 MHz Span 200.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5798.700 MHz : -4.503 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 80MHz, Channel: 5765.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
22 2 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
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70| ©MICOM Labe 2021 Tested by: SB
Start 5665.000 MHz ' ' ' ' Stop 5265.000 MHz
Step 20.000 MHz Span 200.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5800.700 MHz : -4.899 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml Variant: 80MHz, Channel: 5765.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
23.6 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
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Start 5665.000 MHz ' ' ' ' Stop 5265.000 MHz '
Step 20.000 MHz Span 200.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5798.700 MHz : -1.786 dBm Limit: < 30.0 dBm
Sweep Count = +100 M1 + DCCF : 5798.700 MHz : -1.742 dBm Margin: -31.8 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 80MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
23.4 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
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Start 5625.000 MHz ' ' ' ' Stop 5285.000 MHz '
Step 20.000 MHz Span 200.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5792.700 MHz : 4.105 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 80MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
22.0dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
20—
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-
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70 SMICOM Labs 2021 Tested by: SB
Start 5625.000 MHz ' ' ' ' Stop 5285.000 MHz '
Step 20.000 MHz Span 200.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5820.300 MHz : 3.956 dBm Channel Frequency: 5785.00 MHz

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml Variant: 80MHz, Channel: 5785.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
234 dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
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70 SMICOM Labs 2021 Tested by: SB
Start 5625.000 MHz ' ' ' ' Stop 5285.000 MHz
Step 20.000 MHz Span 200.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5819.300 MHz : 6.899 dBm Limit: < 30.0 dBm
Sweep Count = +100 M1 + DCCF : 5819.300 MHz : 6.943 dBm Margin: -23.1 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 80MHz, Channel: 5810.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
23.5dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
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Start 5710.000 MHz ' ' ' ' Stop 5910.000 MHz '
Step 20.000 MHz Span 200.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5798.000 MHz : -4.457 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 80MHz, Channel: 5810.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
21.9dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
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70| ©MICOM Labe 2021 Tested by: SB
Start 5710.000 MHz ' ' ' ' Stop 5910.000 MHz
Step 20.000 MHz Span 200.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5837.700 MHz : -5.429 dBm Limit: £27.000 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml Variant: 80MHz, Channel: 5810.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
23.5dB Offset VBW: 2 MHz
309 Date: 2021.3.2-
20—
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70 SMICOM Labs 2021 Tested by: SB
Start 5710.000 MHz ' ' ' ' Stop 5910.000 MHz '
Step 20.000 MHz Span 200.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5802.700 MHz : -2.074 dBm Limit: < 30.0 dBm
Sweep Count = +100 M1 + DCCF : 5802.700 MHz : -2.030 dBm Margin: -32.0 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MlTeSt Variant: 10MHz, Channel: 5730.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
24.9 dB Offset VBW: 2 MHz
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Start 5717.500 MHz ' ' ' ' Stop 5742.500 MHz '
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5729.330 MHz : 7.116 dBm Limit: < 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY
MITeSt Variant: 10MHz, Channel: 5730.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
23.0dB Offset VBW: 2 MHz
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Start 5717.500 MHz ' ' ' ' Stop 5742.500 MHz

Step 2.500 MHz Span 25.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 :5731.880 MHz : 6.128 dBm Limit: £ 19.990 dBm
Sweep Count = +100
RF Atten (dB) = 30

Trace Mode = VIEW
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Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 10MHz, Channel: 5730.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
24 5 dB Offset VBW: 2 MHz
309 Date: 2021.2.10-
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Start 5717.500 MHz ' ' ' ' Stop 5742.500 MHz '
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5729.100 MHz : 9.516 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5729.100 MHz : 9.560 dBm Margin: -13.5 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml Variant: 10MHz, Channel: 5730.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
23.0dB Offset VBW: 2 MHz
309 Date: 2021.2.10-
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Start 5717.500 MHz ' ' ' ' Stop 5742.500 MHz '
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5731.900 MHz : 6.128 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5731.900 MHz : 6.172 dBm Margin: -16.8 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 10MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc

30

20

Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
23.4 dB Offset VBW: 2 MHz

Date: 2021.2.10-
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SMICOM Labs 2021 Tested by: SB

Start 5772.500 MHz I Stop 5797.500 MHz
Step 2.500 MHz Span 25.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 : 5787.040 MHz : 6.989 dBm Limit: £ 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 10MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
22 0 dB Offset VBW: 2 MHz
309 Date: 2021.2.10-
20
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Start 5772.500 MHz ' ' ' ' Stop 5797.500 MHz
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5783.040 MHz : 6.499 dBm Channel Frequency: 5785.00 MHz

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 10MHz, Channel: 5785.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms RBW: 510 KHz
234 dB Offset VBW: 2 MHz
307 Date: 2021.2.10-
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Start 5772.500 MHz ' ' ' ' Stop 5797.500 MHz '
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5787.000 MHz : 9.612 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5787.000 MHz : 9.656 dBm Margin: -13.4 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 10MHz, Channel: 5785.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms RBW: 510 KHz
22 0 dB Offset VBW: 2 MHz
307 Date: 2021.2.10-
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Start 5772.500 MHz ' ' ' ' Stop 5797.500 MHz '
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5783.000 MHz : 6.499 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5783.000 MHz : 6.543 dBm Margin: -16.5 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY
MITeSt Variant: 10MHz, Channel: 5845.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
22.9dB Offset VBW: 2 MHz
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T T T

Start 5832.500 MHz I Stop 5857.500 MHz
Step 2.500 MHz Span 25.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 : 5848.750 MHz : 7.500 dBm Limit: £ 19.990 dBm
Sweep Count = +100
RF Atten (dB) = 30

Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 10MHz, Channel: 5845.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
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Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
22.0dB Offset VBW: 2 MHz
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SMICOM Labs 2021 Tested by: SB
1

Start 5832.500 MHz I Stop 5857.500 MHz
Step 2.500 MHz Span 25.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 : 5842.080 MHz : 7.868 dBm Limit: £ 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 10MHz, Channel: 5845.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
22 5dB Offset VBW: 2 MHz
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Start 5222 500 MHz ' ' ' ' Stop 5257.500 MHz '
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5842.100 MHz : 10.541 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5842.100 MHz : 10.585 dBm Margin: -12.4 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 10MHz, Channel: 5845.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
22 0 dB Offset VBW: 2 MHz
307 Date: 2021.2.10-
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Start 5222 500 MHz ' ' ' ' Stop 5257.500 MHz '
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5842.100 MHz : 7.868 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5842.100 MHz : 7.912 dBm Margin: -15.1 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 20MHz, Channel: 5735.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
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Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
24.8 dB Offset VBW: 2 MHz
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1

Start 5710.000 MHz I Stop 5760.000 MHz
Step 5.000 MHz Span 50.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 : 5733.330 MHz : 5.859 dBm Limit: £ 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 20MHz, Channel: 5735.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms RBW: 510 KHz
229 dB Offset VBW: 2 MHz
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Start 5710.000 MHz ' ' ' ' Stop 5760.000 MHz '
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5733.750 MHz : 5.130 dBm Limit: < 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 20MHz, Channel: 5735.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
24 8 dB Offset VBW: 2 MHz
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Start 5710.000 MHz ' ' ' ' Stop 5760.000 MHz '
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5733.800 MHz : 8.357 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5733.800 MHz : 8.401 dBm Margin: -14.6 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
back to matrix
Issue Date: 25th March 2021 Page: 308 of 491

This test report may be reproduced in full only. The document may only be updated by MiCOM Labs
personnel. All changes will be noted in the Document History section of the report.

MiCOM Labs, 575 Boulder Court, Pleasanton, California 94566 USA, Phone: +1 (925) 462 0304, Fax: +1 (925) 462 0306, www.micomlabs.com



http://www.micomlabs.com/

Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 20MHz, Channel: 5735.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
22 5dB Offset VBW: 2 MHz
309 Date: 2021.2.11 -
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70 SMICOM Labs 2021 Tested by: SB
Start 5710.000 MHz ' ' ' ' Stop 5760.000 MHz '
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5733.800 MHz : 5.130 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5733.800 MHz : 5.174 dBm Margin: -17.8 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 20MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
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Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
23.4 dB Offset VBW: 2 MHz
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1

Start 5760.000 MHz I Stop 5810.000 MHz
Step 5.000 MHz Span 50.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 :5781.170 MHz : 5.339 dBm Limit: £ 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 20MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
22 0 dB Offset VBW: 2 MHz
309 Date: 2021.2.11 -
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Start 5760.000 MHz ' ' ' ' Stop 5810.000 MHz
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5786.000 MHz : 5.048 dBm Channel Frequency: 5785.00 MHz

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 20MHz, Channel: 5785.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
234 dB Offset VBW: 2 MHz
309 Date: 2021.2.11 -
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Start 5760.000 MHz ' ' ' ' Stop 5810.000 MHz '
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5788.600 MHz : 8.071 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5788.600 MHz : 8.115 dBm Margin: -14.9 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 20MHz, Channel: 5785.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms RBW: 510 KHz
22 0 dB Offset VBW: 2 MHz
307 Date: 2021.2.11-
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Start 5760.000 MHz ' ' ' ' Stop 5810.000 MHz '
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5786.000 MHz : 5.048 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5786.000 MHz : 5.092 dBm Margin: -17.9 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 20MHz, Channel: 5840.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
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Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
23.1dB Offset VBW: 2 MHz
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SMICOM Labs 2021 Tested by: SB

Start 5815.000 MHz I Stop 5865.000 MHz
Step 5.000 MHz Span 50.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 : 5844.750 MHz : 4.655 dBm Limit: £ 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 20MHz, Channel: 5840.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc

30

20

Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
21.9dB Offset VBW: 2 MHz

Date: 2021.2.11-
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SMICOM Labs 2021 Tested by: SB
1

Start 5815.000 MHz I Stop 5865.000 MHz
Step 5.000 MHz Span 50.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 : 5838.170 MHz : 5.037 dBm Limit: £ 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml Variant: 20MHz, Channel: 5840.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
23.1dB Offset VBW: 2 MHz
309 Date: 2021.2.11 -
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Start 5215.000 MHz ' ' ' ' Stop 5265.000 MHz
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5838.200 MHz : 7.689 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5838.200 MHz : 7.733 dBm Margin: -15.3 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 20MHz, Channel: 5840.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms RBW: 510 KHz
21.5dB Offset VBW: 2 MHz
307 Date: 2021.2.11-
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Start 5215.000 MHz ' ' ' ' Stop 5265.000 MHz '
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5838.200 MHz : 5.037 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5838.200 MHz : 5.081 dBm Margin: -17.9 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 40MHz, Channel: 5745.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
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Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
24.5 dB Offset VBW: 2 MHz
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Start 5695.000 MHz I Stop 5795.000 MHz
Step 10.000 MHz Span 100.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 : 5750.500 MHz : 2.274 dBm Limit: £ 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 40MHz, Channel: 5745.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
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Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
226 dB Offset VBW: 2 MHz
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Start 5695.000 MHz I Stop 5795.000 MHz
Step 10.000 MHz Span 100.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 : 5756.000 MHz : 1.610 dBm Limit: £ 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 40MHz, Channel: 5745.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
24 5 dB Offset VBW: 2 MHz
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Start 5695.000 MHz ' ' ' ' Stop 5795.000 MHz '
Step 10.000 MHz Span 100.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5750.200 MHz : 4.694 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5750.200 MHz : 4.738 dBm Margin: -18.3 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 40MHz, Channel: 5745.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
22 6 dB Offset VBW: 2 MHz
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Start 5695.000 MHz ' ' ' ' Stop 5795.000 MHz '
Step 10.000 MHz Span 100.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5756.000 MHz : 1.610 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5756.000 MHz : 1.654 dBm Margin: -21.4 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
back to matrix
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 40MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
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Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
23.4 dB Offset VBW: 2 MHz
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Start 5735.000 MHz I Stop 5835.000 MHz
Step 10.000 MHz Span 100.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 : 5779.500 MHz : 2.603 dBm Limit: £ 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml 5 Variant: 40MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
22 0 dB Offset VBW: 2 MHz
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Start 5725.000 MHz ' ' ' ' Stop 5835.000 MHz
Step 10.000 MHz Span 100.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5781.170 MHz : 2.017 dBm Channel Frequency: 5785.00 MHz

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 40MHz, Channel: 5785.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
234 dB Offset VBW: 2 MHz
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Start 5725.000 MHz ' ' ' ' Stop 5835.000 MHz '
Step 10.000 MHz Span 100.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5781.200 MHz : 5.144 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5781.200 MHz : 5.188 dBm Margin: -17.8 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 40MHz, Channel: 5785.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
22 0 dB Offset VBW: 2 MHz
309 Date: 2021.2.11 -
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70 SMICOM Labs 2021 Tested by: SB
Start 5725.000 MHz ' ' ' ' Stop 5835.000 MHz '
Step 10.000 MHz Span 100.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5781.200 MHz : 2.017 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5781.200 MHz : 2.061 dBm Margin: -20.9 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Milest Variant: 40MHz, Channel: 5830.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
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Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
23.3 dB Offset VBW: 2 MHz
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1

Start 5780.000 MHz I Stop 5880.000 MHz
Step 10.000 MHz Span 100.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 : 5825.330 MHz : 2.077 dBm Limit: £ 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Milest Variant: 40MHz, Channel: 5830.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
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Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
21.9dB Offset VBW: 2 MHz
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Start 5780.000 MHz I Stop 5880.000 MHz
Step 10.000 MHz Span 100.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 : 5835.330 MHz : 1.966 dBm Limit: £ 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 40MHz, Channel: 5830.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
23.3dB Offset VBW: 2 MHz
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Start 5720.000 MHz ' ' ' ' Stop 5280.000 MHz '
Step 10.000 MHz Span 100.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5825.300 MHz : 4.901 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5825.300 MHz : 4.945 dBm Margin: -18.1 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 40MHz, Channel: 5830.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms RBW: 510 KHz
21.5dB Offset VBW: 2 MHz
307 Date: 2021.2.11-
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Start 5720.000 MHz ' ' ' ' Stop 5280.000 MHz '
Step 10.000 MHz Span 100.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5835.300 MHz : 1.966 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5835.300 MHz : 2.010 dBm Margin: -21.0 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Milest Variant: 80MHz, Channel: 5765.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
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Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
23.6 dB Offset VBW: 2 MHz
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Start 5665.000 MHz I Stop 5865.000 MHz
Step 20.000 MHz Span 200.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 : 5800.300 MHz : -4.133 dBm Limit: £ 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 80MHz, Channel: 5765.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
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Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
222 dB Offset VBW: 2 MHz
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Start 5665.000 MHz I Stop 5865.000 MHz
Step 20.000 MHz Span 200.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 : 5801.000 MHz : -4.427 dBm Limit: £ 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml Variant: 80MHz, Channel: 5765.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
23.6 dB Offset VBW: 2 MHz
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Start 5665.000 MHz ' ' ' ' Stop 5265.000 MHz '
Step 20.000 MHz Span 200.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5801.700 MHz : -1.359 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5801.700 MHz : -1.315 dBm Margin: -24.3 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 80MHz, Channel: 5765.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
22 2 dB Offset VBW: 2 MHz
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Start 5665.000 MHz ' ' ' ' Stop 5265.000 MHz '
Step 20.000 MHz Span 200.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5801.000 MHz : -4.427 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5801.000 MHz : -4.383 dBm Margin: -27.4 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 80MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
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Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
23.4 dB Offset VBW: 2 MHz
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Start 5685.000 MHz I Stop 5885.000 MHz
Step 20.000 MHz Span 200.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 : 5818.300 MHz : -0.970 dBm Limit: £ 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 80MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
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Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
22.0dB Offset VBW: 2 MHz
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Start 5685.000 MHz I Stop 5885.000 MHz
Step 20.000 MHz Span 200.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 :5773.700 MHz : -1.855 dBm Channel Frequency: 5785.00 MHz

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 80MHz, Channel: 5785.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
234 dB Offset VBW: 2 MHz
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Start 5625.000 MHz ' ' ' ' Stop 5285.000 MHz '
Step 20.000 MHz Span 200.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5812.000 MHz : 1.376 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5812.000 MHz : 1.420 dBm Margin: -21.6 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 80MHz, Channel: 5785.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
22 0 dB Offset VBW: 2 MHz
30 Date: 2021.2.11-
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Start 5625.000 MHz ' ' ' ' Stop 5285.000 MHz '
Step 20.000 MHz Span 200.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5773.700 MHz : -1.855 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5773.700 MHz : -1.811 dBm Margin: -24.8 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Milest Variant: 80MHz, Channel: 5810.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
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Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
235 dB Offset VBW: 2 MHz
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Start 5710.000 MHz I Stop 5910.000 MHz
Step 20.000 MHz Span 200.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 : 5839.700 MHz : -5.535 dBm Limit: £ 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 80MHz, Channel: 5810.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
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Ref Level: +3.000E+01 dBm Sweep Time: 5ms RBW: 510 KHz
21.9dB Offset VBW: 2 MHz
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SMICOM Labs 2021 Tested by: SB
1

Start 5710.000 MHz I Stop 5910.000 MHz
Step 20.000 MHz Span 200.000 MHz

Analyzer Setup Marker:Frequency: Amplitude Test Results

Detector = AVER M1 : 5816.000 MHz : -5.967 dBm Limit: £ 19.990 dBm

Sweep Count = +100
RF Atten (dB) = 30
Trace Mode = VIEW
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Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 80MHz, Channel: 5810.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01 dBm Sweep Time: 5 ms RBW: 510 KHz
23.5dB Offset VBW: 2 MHz
307 Date: 2021.2.11-
20+
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_3[}_
40—
.BD_
60—
70 SMICOM Labs 2021 Tested by: SB
Start 5710.000 MHz ' ' ' ' Stop 5910.000 MHz '
Step 20.000 MHz Span 200.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5839.700 MHz : -3.032 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5839.700 MHz : -2.988 dBm Margin: -26.0 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
back to matrix
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Ml Variant: 80MHz, Channel: 5810.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.000E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
21.5dB Offset VBW: 2 MHz
309 Date: 2021.2.11 -
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70 SMICOM Labs 2021 Tested by: SB
Start 5710.000 MHz ' ' ' ' Stop 5910.000 MHz '
Step 20.000 MHz Span 200.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5816.000 MHz : -5.967 dBm Limit: £ 23.0 dBm
Sweep Count = +100 M1 + DCCF : 5816.000 MHz : -5.923 dBm Margin: -28.9 dB
RF Atten (dB) = 30 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 10MHz, Channel: 5730.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.190E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
24 5 dB Offset VBW: 2 MHz
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SMICOM Labs 2021 Tested by: SB
Start 5717.500 MHz ' ' ' ' Stop 5742.500 MHz '
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5727.000 MHz : -2.014 dBm Limit: £9.990 dBm
Sweep Count = +100
RF Atten (dB) = 20
Trace Mode = VIEW
back to matrix
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Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 10MHz, Channel: 5730.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.000E+01dBm Sweep Time: 5ms RBW: 510 KHz
23.0dB Offset VBW: 2 MHz
309 Date: 2021.2.15-
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_‘ID_
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70| ©MICOM Labe 2021 Tested by: SB
Start 5717.500 MHz ' ' ' ' Stop 5742.500 MHz '
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5728.460 MHz : -2.672 dBm Limit: £9.990 dBm
Sweep Count = +100
RF Atten (dB) = 20
Trace Mode = VIEW
back to matrix
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Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 10MHz, Channel: 5730.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.190E+01 dBm Sweep Time: 5 ms RBW: 510 KHz
24 5 dB Offset VBW: 2 MHz
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SMICOM Labs 2021 Tested by: SB
Start 5717.500 MHz ' ' ' ' Stop 5742.500 MHz
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5728.100 MHz : 0.541 dBm Limit: < 13.0 dBm
Sweep Count = +100 M1 + DCCF : 5728.100 MHz : 0.585 dBm Margin: -12.4 dB
RF Atten (dB) = 20 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
back to matrix
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MlTeSt Variant: 10MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.040E+01 dBm Sweep Time: 5 ms REW: 510 KHz
23.4 dB Offset VBW: 2 MHz
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SMICOM Labs 2021 Tested by: SB
Start 5772.500 MHz ' ' ' ' Stop 5797.500 MHz
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5788.000 MHz : -1.811 dBm Limit: £9.990 dBm

Sweep Count = +100
RF Atten (dB) = 20
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 10MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 900E+01dBm Sweep Time: 5ms RBW: 510 KHz
22 0 dB Offset VBW: 2 MHz
Date: 2021.2.15-
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70 —| ©MiICOM Labs 2021 Tested by: SB
Start 5772.500 MHz ' ' ' ' Stop 5797.500 MHz
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5786.540 MHz : -2.449 dBm Channel Frequency: 5785.00 MHz

Sweep Count = +100
RF Atten (dB) = 20
Trace Mode = VIEW
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Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 10MHz, Channel: 5785.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.040E+01 dBm Sweep Time: 5 ms REW: 510 KHz
234 dB Offset VBW: 2 MHz
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SMICOM Labs 2021 Tested by: SB
Start 5772.500 MHz ' ' ' ' Stop 5797.500 MHz
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5786.800 MHz : 0.863 dBm Limit: < 13.0 dBm
Sweep Count = +100 M1 + DCCF : 5786.800 MHz : 0.907 dBm Margin: -12.1 dB
RF Atten (dB) = 20 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
back to matrix
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MlTeSt Variant: 10MHz, Channel: 5845.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 990E+01dBm Sweep Time: 5ms RBW: 510 KHz
229 dB Offset VBW: 2 MHz
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70| SMICOM Labs 2021 Tested by: SB
Start 5222 500 MHz ' ' ' ' Stop 5257.500 MHz
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5847.290 MHz : -2.533 dBm Limit: £9.990 dBm

Sweep Count = +100
RF Atten (dB) = 20
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 10MHz, Channel: 5845.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 900E+01dBm Sweep Time: 5ms RBW: 510 KHz
22.0dB Offset VBW: 2 MHz
Date: 2021.2.15-
20—
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70— ©MICOM Labs 2021 Tested by: SB
Start 5222 500 MHz ' ' ' ' Stop 5257.500 MHz '
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5843.750 MHz : -2.641 dBm Limit: £9.990 dBm

Sweep Count = +100
RF Atten (dB) = 20
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Mi

Variant: 10MHz, Channel: 5845.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +2 990E+01 dBm Sweep Time: 5 ms RBW: 510 KHz
22.9dB Offset VBW: 2 MHz
Date: 2021.2.15-
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Start 5832.500 MHz ' ' Stop 5857.500 MHz
Step 2.500 MHz Span 25.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5843.800 MHz : 0.309 dBm Limit: < 13.0 dBm
Sweep Count = +100 M1 + DCCF : 5843.800 MHz : 0.353 dBm Margin: -12.7 dB
RF Atten (dB) = 20 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
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Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 20MHz, Channel: 5735.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.180E+01 dBm Sweep Time: 5 ms REBW: 510 KHz
24 8 dB Offset VBW: 2 MHz
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SMICOM Labs 2021 Tested by: SB
Start 5710.000 MHz ' ' ' ' Stop 5760.000 MHz '
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5736.330 MHz : -5.047 dBm Limit: £9.990 dBm
Sweep Count = +100
RF Atten (dB) = 20
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 20MHz, Channel: 5735.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2.990E+01 dBm Sweep Time: 5ms REW: 510 KHz
229 dB Offset VBW: 2 MHz
Date: 2021.2.15-
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70— BMICOM Labs 2021 Tested by: SB
Start 5710.000 MHz ' ' ' ' Stop 5760.000 MHz
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5739.920 MHz : -6.431 dBm Limit: £9.990 dBm

Sweep Count = +100
RF Atten (dB) = 20
Trace Mode = VIEW
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Mi

Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

Variant: 20MHz, Channel: 5735.00 MHz, SUM, Temp: 20, Voltage: 56 Vdc

Ref Level: +3.180E+01 dBm Sweep Time: 5 ms RBW: 510 KHz
24 8 dB Offset VBW: 2 MHz
30 Date: 2021,2,15-
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SMICOM Labs 2021 Tested by: SB
Start 5710.000 MHz ' ' ' ' Stop 5760.000 MHz
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5736.300 MHz : -2.692 dBm Limit: < 13.0 dBm
Sweep Count = +100 M1 + DCCF : 5736.300 MHz : -2.648 dBm Margin: -15.7 dB
RF Atten (dB) = 20 Duty Cycle Correction Factor : +0.04 dB
Trace Mode = VIEW
back to matrix
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MlTeSt Variant: 20MHz, Channel: 5785.00 MHz, Chain a, Temp: 20, Voltage: 56 Vdc
Ref Level: +3.040E+01 dBm Sweep Time: 5 ms REW: 510 KHz
23.4 dB Offset VBW: 2 MHz
30+ Date: 2021.2,15-
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SMICOM Labs 2021 Tested by: SB
Start 5760.000 MHz ' ' ' ' Stop 5810.000 MHz '
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 : 5783.830 MHz : -4.954 dBm Limit: £9.990 dBm

Sweep Count = +100
RF Atten (dB) = 20
Trace Mode = VIEW
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Title: Radwin AP0263510, AP0263530, AP0263540
To: FCC 15.407 & ISED RSS-247
Serial #: RDWN72-U3 Draft 2

POWER SPECTRAL DENSITY

MITeSt Variant: 20MHz, Channel: 5785.00 MHz, Chain b, Temp: 20, Voltage: 56 Vdc
Ref Level: +2 900E+01dBm Sweep Time: 5ms RBW: 510 KHz
22 0 dB Offset VBW: 2 MHz
Date: 2021.2.15-
20—
10
0 M1
_‘ID_
£ 20
_30_
40—
.SD_
60—
70 —| ©MiICOM Labs 2021 Tested by: SB
Start 5760.000 MHz ' ' ' ' Stop 5810.000 MHz
Step 5.000 MHz Span 50.000 MHz
Analyzer Setup Marker:Frequency: Amplitude Test Results
Detector = AVER M1 :5788.170 MHz : -5.961 dBm Channel Frequency: 5785.00 MHz

Sweep Count = +100
RF Atten (dB) = 20
Trace Mode = VIEW
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