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o ACTIVATE YOUR AP

GOTO:
watchguard.com/activate

ivate a new device, type the serial number exactly as it appears (include any

yphens). You
al number on a label on your device or on the fulfillment email for your

rtual device.
an add-on license, service, or renewal, type the license key from your fulfillment emai
or online store receipt,
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@ MOUNT THE AP

WALL MOUNT

POLE MOUNT

€ CONNECTTHE AP

Plug one end of the Ethernet cable from your network
into the LAN 1 (PoE+) port on the bottom of the AP.

Make sure the other end of the Ethernet cable is
connected to your network through a hub, switch, or
injector with PoE+ (802.3at) power enabled.

LAN 1 (PoE+) 24/5GHzScan LAN2 24/56Hz

Access Point connected to PoE+ injector

LAN 1 (PoE+) 24/5GH2 Scan LAN2

Access Point connected to switch with PoE+ power
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2.4/5GHz LAN 1 (PoE+) 2.4/5GHz Scan LAN 2 2.4/5GHz
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0 CHECK AP LED STATUS

LED Color Status

AP is booting (Permanent orange indicates a
hardware failure)

Solid Orange

Flashing Orange AP cannot connect to WatchGuard Cloud

Solid Blue AP is online

Flashing Blue Flash LED option selected in WatchGuard Cloud
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© CONFIGURE THE AP
GOTO:
watchguard.com/start
Ground Screw
POWER REQUIREMENTS
« PoE+ (802.3at) (48V DC, 0.6A)
Power Options
‘ WG8602 (AU), WG8601 (UK), WG8600 (EU), WG8599 (US) | WatchGuard 802.3at PoE+ Injector with AC cord ‘
Antenna Options Manage APs with
WatchGuard Cloud
‘ WG9004 Dual-Band Omni Antennas (5/7 dBi)
NOTICES: — Declaration of Confqll:mty

All WatchGuard products are designed and tested to meet strict safety requirements. These requirements
include product safety approvals and other global compliance standards. Please read these instructions
carefully before operating the product, and refer to them as needed to ensure the continued safe
operation of your product.

Additional information, including a full list of safety approvals, global compliance standards, and
certifications can be found in the Hardware Guide for this device located on the WatchGuard website:
https://www.watchguard.com/wgrd-help/documentation/hardware-guides

For patent information, please visit http://www.watchguard.com/patents

Safety Warning

If protective earthing is used as a safeguard, the instructions shall require connection of the equipment
protective earthing conductor to the installation protective earthing conductor (for example, by means of
a power cord connected to a socket-outlet with earthing connection). To meet safety and electromagnetic
interference (EMI) requirements, you must make sure the power source is connected to earth ground
before you connect power to the AP.

Power Adapter Requirements

This product is intended to be supplied by a Listed Power Adapter or DC power source marked “L.PS. (or
Limited Power Source or PS2) rated 12V DC, 2A minimum, maximum ambient temperature (Tma)=40°C,
or supplied by a Listed PoE Adapter marked “L.P.S” (or Limited Power Source or PS2) rated 48V DC, 0.6A
minimum, maximum ambient temperature (Tma)=40°C. For more information regarding approved power

sources,

A

please contact WatchGuard Technologies.

To protect your outdoor AP from electrical events, we recommend you ground the AP with the included ground
wire based on your local regulations.

Um lhren AP im AuBenbereich vor elektrischen Problemen zu schiitzen, empfehlen wir, den AP geméR den lokalen
Vorschriften mit dem bereitgestellten Erdungskabel zu erden.

Para proteger su PA exterior de eventos eléctricos, recomendamos que lo conecte a tierra con el cable de conexién a
tierra incluido, seguin sus regulaciones locales.

A fim de proteger seu AP para ambientes externos contra eventos elétricos, recomendamos aterrd-lo com o fio de
aterramento incluido conforme a requlamentacgao local.

Per proteggere 'AP da fenomeni elettrici, si raccomanda di collegarlo a terra con I'apposito cavo incluso nella
confezione ai sensi delle normative locali.

Pour protéger votre point d'accés extérieur des événements électriques, nous vous recommandons de le raccorder a
la terre a I'aide du céble de terre fourni, conformément aux réglementations locales.
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European Union directives and standards identified in this declaration.
Broduct (s

80211 albiginaclax Access Point, AP430CR

Low Voltage (2014/35/EU)

Electromagnetic Compatbiy (2014/30/EU)

Energy-rolated Products (2008/125(EC)

ROHS (2011/65/EU and 2015(863/EU RoHS)
EEE Directive

The Radio Equipment Directive (2014/53EU)

EN 62368-1:2014+A112017 Safetyfor TE
EN 55024

EN 55024: 2010+A1:2015.
EN 55032:2015+A112020
EN 55035: 20171A112020
EN 61000-3-2:2014 Harmonics
EN 61000-3-3:2013 Flcker

Immurity for ITE

EN 62511:2008
EN 301 489-112.2.3 (2019-11) EMC and Radio Spectrum Watters
EMC and Radio Spectrum Mattors
Radio Specirum Matters
Broadband Radio Access Networks

EN 301 489-17 43.1.1 (2017-02)
EN 300 328 1222 (2019-07)
EN 301893 v2.1.1 (2017-05)
EN 50385: 2017

European Communty.
WatchGuard Technologies

505 5th Ave S. Suite 500, Seattle, WA 98104 USA Radio
Equipment  Furkaniage: 802.11 aibigin/aciax Access Point

Type Designation  Typenbezeichnung APAICR

‘Speciications | Technische Daten: 802.11a.,0.n,a0.8x (24Ghz & 5GHz)

Intended Purpose / Verwendungszweck: Indoor access point

Equipment Class / Betrisbsittel der Klasse: Class I

Operating temperature 0 Cod0C

Manufacturer | Hersteler

Direcive.
operated in the USA, Canada, & Europe Urion.

Warning! This is a Class B product.
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Signature
Full Name: Laurence Huang
Postion:  Manufacturing Program Manager Date Mareh 11, 2021

WATCHGUARD TECHNICAL SUPPORT

1.877.232.3531 +1.206.613.0456 ’ .
atchGuard

(U.S. and Canada) (all other countries)

www.watchguard.com/support

ADDRESS: 505 Fifth Avenue South, Suite 500, Seattle, WA 98104
U.S. SALES: 1.800.734.9905 « INTERNATIONAL SALES: +1.206.613.0895
WEB: www.watchguard.com

© 2021 WatchGuard Technologies, Inc. All rights reserved. WatchGuard, the WatchGuard Logo, Fireware,
and LiveSecurity are registered trademarks of WatchGuard Technologies, Inc. in the United States and/or
other countries. All other trademarks and tradenames are the property of their respective owners.
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