


 

 SPORTON INTERNATIONAL INC. Page Number : F2 of F8  

TEL : 886-3-327-3456 Report Issued Date : Dec. 21, 2012 
FAX : 886-3-328-4978 Report Version : Rev. 01 
FCC ID : Q78-MF96    
 

 

 

  

 

FCC SAR Test Report Report No. : FA292704  
 

HSPA 16QAM Setup Configuration: 
a. The EUT was connected to Base Station referred to the drawing of Setup Configuration. 
b. The RF path losses were compensated into the measurements. 
c. A call was established between EUT and Base Station with following setting * :    

i. Call Configs = 5.2E:HSPA+:UL with 16QAM 
ii. Set the Gain Factors (βc and βd) and parameters (AG Index) were set according to each specific 

sub-test in the following table, C11.1.4, quoted from the TS 34.121-1 s5.2E 
iii. Set Channel Parms 
iv. Set Cell Power = -86 dBm 
v. Set Channel Type = HSPA 
vi. Set UE Target Power =21 dBm 
vii. Power Ctrl Mode= All Up Bits 
viii. Set Manual Uplink DPCH Bc/Bd = Manual 
ix. Set Manual Uplink DPCH Bc and Bd=15,15(for 34.121-1 v8.10.0 tableC11.1.4 sub-test 1) 
x. Set HSPA Conn DL Channel Levels 
xi. Set HS-SCCH Configs 
xii. Set RB Test Mode Setup 
xiii. Set Common HSUPA Parameters 
xiv. Set Serving Grant 
xv. Confirm that E-TFCI is equal to the target E-TFCI of 105 for sub-test 1, and other subtest’s 

E-TFCI 
d. The transmitted maximum output power was recorded. 

 
Setup Configuration 

 
Note: For details settings in the Agilent 8960 test equipment, please refer to the user guide “16QAM 

Measurement User Guide rev2” 
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Example for HSPA Subtest 1, and other subtests following table, C11.1.4 

(Gain Factors (βc = 15 and βd = 15)) 
 

 

 
Set HSPA Conn DL Channel Levels : CPICH =10dBm P-CCPCH/SCH=-12dBm PICH=15  

(F-)DPCH=-10 E-AGCH=-20 E-HICH=-20 E-RGCH=off HS-PDSCHs=-3dBm HS-SCCH 1=-8dBm 
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Set HS-SCCH Configs : HS-SCCH 2=off HS-SCCH 3=off HS-SCCH 4=off 

 
 
 

 
Set RB Test Mode Setup : E-RGCH Information State to Off Set RB E-DPDCH Max Channel Codes 

(HSPA) to 2SF2 + 2SF4 Set E-DCH RLC SDU Size to 8808 

 
 
 












